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Preface 


In this book we cover all basic concepts of computer engineering and science, from digital 
logic circuits to the design of a complete microcomputer system in a systematic and sim- 
plified manner. We have endeavored to present a clear understanding of the principles and 
basic tools required to design typical digital systems such as microcomputers. 

To accomplish this goal, the computer is first defined as consisting of three 
blocks: central processing unit (CPU), memory, and I/O. We point out that the CPU is 
analogous to the brain of a human being. Computer memory is similar to human memory. 
A question asked of a human being is analogous to entering a program into a computer us- 
ing an input device such as a keyboard, and answering the question by the human is simi- 
lar in concept to outputting the result required by the program to a computer output device 
such as a printer. The main difference is that human beings can think independently 
whereas computers can only answer questions for which they are programmed. Due to ad- 
vances in semiconductor technology, it is possible to fabricate the CPU on a single chip. 
The result is the microprocessor. Intel's Pentium and Motorola's Power PC are typical ex- 
amples of microprocessors. Memory and I/O chips must be connected to the microproces- 
sor chip to implement a microcomputer so that these microprocessors will be able to per- 
form meaningful operations. 

We clearly point out that computers understand only 0’s and 1’s. It is therefore 
important that students be familiar with binary numbers. Furthermore, we focus on the 
fact that computers can normally only add. Hence, all other operations such as subtraction 
are performed via addition. This can be accomplished via two’s-complement arithmetic 
for binary numbers. This topic is therefore also included, along with a clear explanation of 
signed and unsigned binary numbers. 

As far as computer programming is concerned, assembly language programming 
is covered in this book for typical Intel and Motorola microprocessors. An overview of C, 
C++, and Java high-level languages is also included. These are the only high-level lan- 
guages that can perform I/O operations. We point out the advantages and disadvantages of 
programming typical microprocessors in C and assembly languages. 

Three design levels are covered in this book: device level, logic level, and system 
level. Device-level design, which designs logic gates such as AND, OR, and NOT using 
transistors, is included from a basic point of view. Logic-level design is the design tech- 
nique in which logic gates are used to design a digital component such as an adder. Final- 
ly, system-level design is covered for typical Intel and Motorola microprocessors. Micro- 
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computers have been designed by interfacing memory and I/O chips to these micro- 
processors. 

Digital systems at the logic level are classified into two types of circuits, combi- 
national and sequential. Combinational circuits have no memory whereas sequential cir- 
cuits contain memory. Microprocessors are designed using both combinational and se- 
quential circuits. Therefore, these topics are covered in detail. The fifth edition of this 
book contains an introduction to synthesizing digital logic circuits using popular hard- 
ware description languages such as Verilog and VHDL. These two languages are included 
in Appendices I and J, independently of each other in such a way that either Verilog or 
VHDL can be covered in a course without confusion. 

The material included in this book is divided into three sections. The first section 
contains Chapters 1 through 5. In these chapters we describe digital circuits at the gate 
and flip-flop levels and describe the analysis and design of combinational and sequential 
circuits. The second section contains Chapters 6 through 8. Here we describe microcom- 
puter organization/architecture, programming, design of computer instruction sets, CPU, 
memory, and I/O. The third section contains Chapters 9 through 11. These chapters con- 
tain typical 16-, 32-, and 64-bit microprocessors manufactured by Intel and Motorola. Fu- 
ture plans of Intel and Motorola are also included. Details of the topics covered in the 11 
chapters of this book follow. 


* Chapter 1 presents an explanation of basic terminologies, fundamental concepts of 
digital integrated circuits using transistors; a comparison of LSTTL, HC, and HCT IC 
characteristics, the evolution of computers, and technological forecasts. 

e Chapter 2 provides various number systems and codes suitable for representing infor- 
mation in microprocessors. 


e Chapter3 covers Boolean algebra along with map simplification of Boolean functions. 
The basic characteristics of digital logic gates are also presented. 


* Chapter 4 presents the analysis and design of combinational circuits. Typical combina- 
tional circuits such as adders, decoders, encoders, multiplexers, demultiplexers and, 
ROMs/PLDs are included. 


* Chapter 5 covers various types of flip-flops. Analysis and design of sequential circuits 
such as counters are provided. 


* Chapter 6 presents typical microcomputer architecture, internal microprocessor orga- 
nization, memory, I/O, and programming concepts. 


* Chapter 7 covers the fundamentals of instruction set design. The design of registers 
and ALU is presented. Furthermore, control unit design using both hardwired control 
and microprogrammed approaches is included. Nanomemory concepts are covered. 


e Chapter 8 explains the basics of memory, I/O, and parallel processing. Topics such as 
main memory array design, memory management concepts, cache memory organiza- 
tion, and pipelining are included. 

e Chapters 9 and 10 contain detailed descriptions of the architectures, addressing 
modes, instruction sets, I/O, and system design concepts associated with the Intel 8086 
and Motorola MC68000. 


e Chapter 11 provides a summary of the basic features of Intel and Motorola 32- and 64- 
bit microprocessors. Overviews of the Intel 80486/Pentium/Pentium Pro/Pentium 
II/Celeron/Pentium IIT, Pentium 4, and the Motorola 68030/68040/68060/PowerPC 
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(32- and 64-bit) microprocessors are included. Finally, future plans by both Intel and 
Motorola are discussed. 


The book can be used in a number of ways. Because the materials presented are 
basic and do not require an advanced mathematical background, the book can easily be 
adopted as a text for three quarter or two semester courses. These courses can be taught at 
the undergraduate level in engineering and computer science. The recommended course 
sequence can be digital logic design in the first course, with topics that include selected 
portions from Chapters | through 5; followed by a second course on computer architec- 
ture/organization (Chapters 6 through 8). The third course may include selected topics 
from Chapters 9 through 11, covering Intel and/or Motorola microprocessors. 

The audience for this book can also be graduate students or practicing micro- 
processor system designers in the industry. Portions of Chapters 9 through 11 can be used 
as an introductory graduate text in electrical/computer engineering or computer science. 
Practitioners of microprocessor system design in the industry will find more simplified 
explanations, together with examples and comparison considerations, than are found in 
manufacturers' manuals. 

Because of increased costs of college textbooks, this book covers several topics 
including digital logic, computer architecture, assembly language programming, and mi- 
croprocessor-based system design in a single book. Adequate details are provided. Cover- 
age of certain topics listed below makes the book very unique: 


i) A clear explanation of signed and unsigned numbers using computation of 
(X*/255) as an example (Section 2.2). The same concepts are illustrated using as- 
sembly language programming with Intel 8086 microprocessor (Example 9.2), and 
Motorola 68000 microprocessor (Example 10.2). 


11) Clarification of packed vs. unpacked BCD (Section 2.3.2). Also, clear explanation 
of ASCII vs. EBCDIC using an ASCII keyboard and an EBCDIC printer inter- 
faced to a computer as an example (Section 2.3.2); illustration of the same con- 
cepts via Intel 8086 assembly language programming using the XLAT instruction 
(Section 9.5.1). 


iii) Simplified explanation of Digital Logic Design along with numerous examples 
(Chapters 2 through 5). A clear explanation of the BCD adder (Section 4.5.1). An 
introduction to basic features of Verilog (Appendix I) and VHDL (Appendix J) 
along with descriptions of several examples of Chapters 3 through 5. Verilog and 
VHDL descriptions and syntheses of an ALU and a typical CPU. Coverage of Ver- 
ilog and VHDL independent of each other in separate appendices without any con- 
fusion. 

iv) CD containing a step by step procedure for installing and using Altera Quartus II 
software for synthesizing Verilog and VHDL descriptions of several combinational 
and sequential logic design. Screen shots included in CD providing the waveforms 
and tabular forms illustrating the simulation results. 


v) Application of C language vs. assembly language along with advantages and dis- 
advantages of each (Section 6.6.4). 


vi) Numerous examples of assembly language programming for both Intel 8086 
(Chapter 9) and Motorola 68000 (Chapter 10). 


vii) A CD containing a step by step procedure for installing and using MASM 6.11 
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(8086) and 68asmsim (68000). Screen shots are provided on CD verifying the cor- 
rect operation of several assembly language programs (both 8086 and 68000) via 
simulations using test data. The screen shots are obtained by simulating the assem- 
bly language programs using DEBUG (8086) and SIM (68000). 


vill) A concise and simplified explanation of system design concepts including pro- 
grammed I/O and interrupts with the Intel 8086 (Chapter 9) and Motorola 68000 
(Chapter 10). Hardware aspects including design of reset circuitry and a simple 
microcomputer with these microprocessors from the chip level. 


iX) Asimplified comparison of RISC vs. CISC relating to Pentium architecture which 
is comprised of both RISC and CISC (Section 7.3.5). Unique feature of the Power- 
PC (Section 11.7.4). 


The author wishes to express his sincere appreciation to his students, Rami Yas- 
sine, Teren Abear, Vireak Ly, Henry Zhong, Roel Delos Reyes, Vu Tran, Henry Ongkopu- 
tro, Rega Setiawan, Xibin Wu, Ryan DeGuzman, Angelo Terracina, Javier Ruiz, Yi Ting 
Huang, Eric Fang, Cindy Yeh, King Lam, Luis Galdamez, Elias Younes, Beniamin Petrea- 
ca, and to all others for making constructive suggestions. The author is indebted to his col- 
leagues Dr. R. Chandra, Dr. M. Davarpanah, Dr. T. Sacco, Dr. S. Monemi, and Dr. H. El 
Naga of California State Poly University, Pomona for their valuable comments. The au- 
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INTRODUCTION 
TO DIGITAL SYSTEMS 


Digital systems are designed to store, process, and communicate information in digital form. 
They are found in a wide range of applications, including process control, communication 
systems, digital instruments, and consumer products. The digital computer, more commonly 
called the “computer,” is an example of a typical digital system. 

A computer manipulates information in digital, or more precisely, binary form. A 
binary number has only two discrete values — zero or one. Each of these discrete values 
is represented by the OFF and ON status of an electronic switch called a “transistor.” All 
computers, therefore, only understand binary numbers. Any decimal number (base 10, 
with ten digits from 0 to 9) can be represented by a binary number (base 2, with digits 0 
and 1). 

The basic blocks of a computer are the central processing unit (CPU), the memory, 
and the input/output (1/0). The CPU of the computer is basically the same as the brains of 
a human being. Computer memory is conceptually similar to human memory. A question 
asked to a human being is analogous to entering a program into the computer using an 
input device such as the keyboard, and answering the question by the human is similar 
in concept to outputting the result required by the program to a computer output device 
such as the printer. The main difference is that human beings can think independently, 
whereas computers can only answer questions that they are programmed for. Computer 
hardware refers to components of a computer such as memory, CPU, transistors, nuts, 
bolts, and so on. Programs can perform a specific task such as addition if the computer has 
an electronic circuit capable of adding two numbers. Programmers cannot change these 
electronic circuits but can perform tasks on them using instructions. 

Computer software, on the other hand, consists of a collection of programs. 
Programs contain instructions and data for performing a specific task. These programs, 
written using any programming language such as C++, must be translated into binary 
prior to execution by the computer. This is because the computer only understands binary 
numbers. Therefore, a translator for converting such a program into binary is necessary. 
Hence, a translator program called the compiler is used for translating programs written 
in a programming language such as C++ into binary. These programs in binary form are 
then stored in the computer memory for execution because computers only understand 1's 
and 0’s. Furthermore, computers can only add. This means that all operations such as 
subtraction, multiplication, and division are performed by addition. 

Due to advances in semiconductor technology, it is possible to fabricate the 
CPU ina single chip. The result is the microprocessor. Both Metal Oxide Semiconductor 
(MOS) and Bipolar technologies were used in the fabrication process. The CPU can 
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be placed on a single chip when MOS technology is used. However, several chips are 
required with the bipolar technology. HCMOS (High Speed Complementary MOS) or 
BICMOS (Combination of Bipolar and HCMOS) technology (to be discussed later in 
this chapter) 1s normally used these days to fabricate the microprocessor in a single chip. 
Along with the microprocessor chip, appropriate memory and I/O chips can be used to 
design a microcomputer. The pins on each one of these chips can be connected to the 
proper lines on the system bus, which consists of address, data, and control lines. In the 
past, some manufacturers have designed a complete microcomputer on a single chip with 
limited capabilities. Single-chip microcomputers were used in a wide range of industrial 
and home applications. 

“Microcontrollers” evolved from single-chip microcomputers. The micro- 
controllers are typically used for dedicated applications such as automotive systems, home 
appliances, and home entertainment systems. Typical microcontrollers, therefore, include 
a microcomputer, timers, and A/D (analog to digital) and D/A (digital to analog) converters 
— all in a single chip. Examples of typical microcontrollers are Intel 8751 (8-bit) / 8096 
(16-bit) and Motorola HC11 (8-bit) / HC16 (16-bit). 

In this chapter, we first define some basic terms associated with the computers. 
We then describe briefly the evolution of the computers and the microprocessors. Finally, 
a typical practical application,, and technological forecasts are included. 


1.1 Explanation of Terms 


Before we go on, it is necessary to understand some basic terms. 

* A bit is the abbreviation for the term binary digit. A binary digit can have only two 
values, which are represented by the symbols 0 and 1, whereas a decimal digit can 
have 10 values, represented by the symbols 0 through 9. The bit values are easily 
implemented in electronic and magnetic media by two-state devices whose states 
portray either of the binary digits, 0 or 1. Examples of such two-state devices are a 
transistor that is conducting or not conducting, a capacitor that is charged or discharged, 
and a magnetic material that is magnetized North-to-South or South-to-North. 

e The bit size of a computer refers to the number of bits that can be processed 
simultaneously by the basic arithmetic circuits of the computer. A number of bits 
taken as a group in this manner is called a word. For example, a 32-bit computer can 
process a 32-bit word. An 8-bit word is referred to as a byte, and a 4-bit word is known 
as a nibble. 

e An arithmetic logic unit (ALU) is a digital circuit which performs arithmetic and logic 
operations on two n-bit digital words. The value of n can be 4, 8, 16, 32, or 64. 
Typical operations performed by the ALU are addition, subtraction, ANDing, ORing, 
and comparison of two z-bit digital words. The size of the ALU defines the size of the 
computer. For example, a 32-bit computer contains a 32-bit ALU. 

* A microprocessor is the CPU of a microcomputer contained in a single chip and 
must be interfaced with peripheral support chips in order to function. In general, the 
CPU contains several registers (memory elements), the ALU, and the control unit. 
Note that the control unit translates instructions and performs the desired task. The 
number of peripheral devices depends upon the particular application involved and 
even varies within one application. As the microprocessor industry matures, more of 
these functions are being integrated onto chips in order to reduce the system package 
count. In general, a microcomputer typically consists of a microprocessor (CPU) chip, 
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input and output chips, and memory chips in which programs (instructions and data) 
are stored. Note that a microcontroller, on the other hand, is implemented in a single 
chip containing typically a CPU, memory, I/O, timer, A/D and D/A converter circuits. 
Throughout this book the terms computer" and *CPU" will be used interchangeably 
with “Microcomputer” and “Microprocessor” respectively. 

* An address is a pattern of 0’s and I's that represents a specific location of memory 
or a particular I/O device. Typical 8-bit microprocessors have 16 address lines, and, 
these 16 lines can produce 2! unique 16-bit patterns from 0000000000000000 to 
1111111111111111, representing 65,536 different address combinations. 

e Read-only memory (ROM) is a storage medium for the groups of bits called words, 
and its contents cannot normally be altered once programmed. A typical ROM is 
fabricated on a chip and can store, for example, 2048 eight-bit words, which can be 
individually accessed by presenting one of 2048 addresses to it. This ROM is referred 
to as a 2K by 8-bit ROM. 10110111 is an example of an 8-bit word that might be 
stored in one location in this memory. À ROM is also a nonvolatile storage device, 
which means that its contents are retained in the event of power failure to the ROM 
chip. Because of this characteristic, ROMs are used to store programs (instructions 
and data) that must always be available to the microprocessor. 

e Random access memory (RAM) is also a storage medium for groups of bits or words 
whose contents can not only be read but also altered at specific addresses. Furthermore, 
a RAM normally provides volatile storage, which means that its contents are lost in 
the event of a power failure. RAMs are fabricated on chips and have typical densities 
of 4096 bits to one megabit per chip. These bits can be organized in many ways, for 
example, as 4096-by-1-bit words, or as 2048-by-8-bit words. RAMs are normally used 
for the storage of temporary data and intermediate results as well as programs that can 
be reloaded from a back-up nonvolatile source. RAMs are capable of providing large 
storage capacity in the range of Megabits. 

e A register can be considered as volatile storage for a number of bits. These bits may 
be entered into the register simultaneously (in parallel), or sequentially (serially) from 
right to left or from left to right, 1 bit at a time. An 8-bit register storing the bits 
11110000 is represented as follows: 
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e The term bus refers to a number of conductors (wires) organized to provide a means of 
communication among different elements in a microcomputer system. The conductors 
in the bus can be grouped in terms of their functions. A microprocessor normally has 
an address bus, a data bus, and a control bus. The address bits to memory or to an 
external device are sent out on the address bus. Instructions from memory, and data 
to/from memory or external devices normally travel on the data bus. Control signals 
for the other buses and among system elements are transmitted on the control bus. 
Buses are sometimes bidirectional; that is, information can be transmitted in either 
direction on the bus, but normally only in one direction at a time. 

* The instruction set of a microprocessor is the list of commands that the microprocessor 
is designed to execute. Typical instructions are ADD, SUBTRACT, and STORE. 
Individual instructions are coded as unique bit patterns, which are recognized and 
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executed by the microprocessor. If a microprocessor has 3 bits allocated to the 
representation of instructions, then the microprocessor will recognize a maximum of 
2? or eight different instructions. The microprocessor will then have a maximum of 
eight instructions in its instruction set. It is obvious that some instructions will be more 
suitable to a particular application than others. For example, if a microprocessor is to be 
used in a calculating mode, instructions such as ADD, SUBTRACT, MULTIPLY, and 
DIVIDE would be desirable. In a control application, instructions inputting digitized 
signals into the processor and outputting digital control variables to external circuits 
are essential. The number of instructions necessary in an application will directly 
influence the amount of hardware in the chip set and the number and organization of 
the interconnecting bus lines. 

A microcomputer requires synchronization among its components, and this is provided 
by the clock or timing circuits. A clock is analogous to the heart beats of a human 
body. 

The chip is an integrated circuit (IC) package containing digital circuits. 

The term gate refers to digital circuits which perform logic operations such as AND,OR, 
and NOT. In an AND operation, the output of the AND gate is one if all inputs are 
one; the output is zero if one or more inputs are zero. The OR gate, on the other hand, 
provides a zero output if all inputs are zero; the output is one if one or more inputs are 
one. Finally, a NOT gate (also called an inverter) has one input and one output. The 
NOT gate produces one if the input is zero; the output is zero if the input is one. 
Transistors are basically electronic switching devices. Therearetwo types oftransistors. 
These are bipolar junction transistors (BJTs) and metal-oxide semiconductor (MOS) 
transistors. The operation of the BJT depends on the flow of two types of carriers: 
electrons (n-channel) and holes (p-channel), whereas the MOS transistor is unipolar 
and its operation depends on the flow of only one type of carrier, either electrons (n- 
channel) or holes (p-channel). 

The speed power product (SPP) is a measure of performance of a logic gate. It is 
expressed in picojoules (pJ). SPP is obtained by multiplying the speed (in ns) by the 
power dissipation (in mW) of a gate. 


Design Levels 


Three design levels can be defined for digital systems: systems level, logic level, and 
device level. 


1.3 


Systems level is the type of design in which CPU, memory, and I/O chips are interfaced 
to build a computer. 

Logic level, on the other hand, is the design technique in which chips containing logic 
gates such as AND, OR, and NOT are used to design a digital component such as the 
ALU. 

Finally, device level utilizes transistors to design logic gates. 


Combinational vs. Sequential Systems 


Digital systems at the logic level can be classified into two types. These are combinational 
and sequential. 


Combinational systems contain no memory whereas sequential systems require 
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memory to remember the present state in order to go to the next state. A binary adder 
capable of providing the sum upon application of the numbers to be added is an example of 
a combinational system. For example, consider a 4-bit adder. The inputs to this adder will 
be two 4-bit numbers; the output will be the 4-bit sum. In this case, the adder will generate 
the 4-bit sum output upon application of the two 4-bit inputs. 

Sequential systems, on the other hand, require memory. The counter is an example 
of a sequential system. For instance, suppose that the counter 1s required to count in the 
sequence 0, 1, 2 and then repeat the sequence. In this case, the counter must have memory 
to remember the present count in order to go to the next. The counter must remember that 
it is at count O in order to go to the next count, 1. In order to count to 2, the counter must 
remember that it is counting | at the present state. In order to repeat the sequence, the 
counter must count back to 0 based on the present count, 2, and the process continues. A 
chip containing sequential circuit such as the counter will have a clock input pin. 

In general, all computers contain both combinational and sequential circuits. 
However, most computers are regarded as clocked sequential systems. In these computers, 
almost all activities pertaining to instruction execution are synchronized with clocks. 


1.4 Digital Integrated Circuits 


The transistor can be considered as an electronic switch. The on and off states of a 
transistor are used to represent binary digits. Transistors, therefore, play an important 
role in the design of digital systems. This section describes the basic characteristics of 
digital devices and logic families. These include diodes, transistors, and a summary of 
digital logic families. These topics are covered from a very basic point of view. This will 
allow the readers with some background in digital devices to see how they are utilized in 
designing digital systems. 


1.4. Diodes 
A diode is an electronic switch. It is a two-terminal device. Figure 1.1 shows the symbolic 
representation. 

The positive terminal (made with the p-type semiconductor material) is called 
the anode; the negative terminal (made with the n-type semiconductor material) is called 
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FIGURE 1.2 Symbolic representations of a npn transistor 
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a cathode. When a voltage, V — 0.6 volt is applied across the anode and the cathode, the 
switch closes and a current / flows from anode to the cathode. 


1.4. Transistors 

A bipolar junction transistor (BJT) or commonly called the transistor is also an electronic 
switch like the diode. Both electrons (n-channel) and holes (p-channel) are used for carrier 
flow; hence, the name “bipolar” is used. The BJT is used in transistor logic circuits that 
have several advantages over diode logic circuits. First of all, the transistor acts as a 
logic device called an inverter. Note that an inverter provides a LOW output for a HIGH 
input and a HIGH output for a LOW input. Secondly, the transistor is a current amplifier 
(buffer). Transistors can, therefore, be used to amplify these currents to control external 
devices such as a light emitting diode (LED) requiring high currents. Finally, transistor 
logic gates operate faster than diode gates. 

There are two types of transistors, namely npn and pnp. The classification depends 
on the fabrication process. npn transistors are widely used in digital circuits. 

Figure 1.2 shows the symbolic representation of an npn transistor. The transistor 
is a three-terminal device. These are base, emitter, and collector. The transistor is a 
current-controlled switch, which means that adequate current at the base will close the 
switch allowing a current to flow from the collector to the emitter. This current direction 
is identified on the npn transistor symbol in Figure 1.2(a) by a downward arrow on the 
emitter. Note that a base resistance is normally required to generate the base current. 

The transistor has three modes of operation: cutoff, saturation, and active. In digital 
circuits, a transistor is used as a switch, which is either ON (closed) or OFF (open). When 
no base current flows, the emitter~collector switch is open and the transistor operates in 
the cutoff (OFF) mode. On the other hand, when a base current flows such that the voltage 
across the base and the emitter is at least 0.6 V, the switch closes. If the base current is 
further increased, there will be a situation in which V (voltage across the collector and the 
emitter) attains a constant value of approximately 0.2 V. This is called the saturation (ON) 
mode of the transistor. The “active” mode is between the cutoff and saturation modes. In 
this mode, the base current (/,) is amplified so that the collector current, J, = B 75, where f 
is called the gain, and is in the range of 10 to 100 for typical transistors. Note that when 
the transistor reaches saturation, increasing /, does not drop Vog below Verga of 0.2 V. 
On the other hand, V., varies from 0.8 V to 5 V in the active mode. Therefore, the cutoff 
(OFF) and saturation (ON) modes of the transistor are used in designing digital circuits. 
The active mode of the transistor in which the transistor acts as a current amplifier (also 
called buffer) is used in digital output circuits. 


*Vcc 


ViN 





FIGURE 1.3 An inverter 
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TABLE 1.1 Current and Voltage Requirements of LEDs 





LEDs Red Yellow Green 
Current 10 mA 10 mA 20 mA 
Voltage 1.7 V 2.2 V 2.4V 





Operation of the Transistor as an Inverter 

Figure 1.3 shows how to use the transistor as an inverter. When Vg, = 0, the 
transistor is in cutoff (OFF), and the collector-emitter switch is open. This means that no 
current flows from - V. to ground. Voy; is equal to -V... Thus, Voy is high. 

On the other hand, when V,, is HIGH, the emitter-collector switch is closed. A 
current flows from +V_,,. to ground. The transistor operates in saturation, and Voy; = Vc 
(say = 0.2 V =O. Thus, Vo, is basically connected to ground. 

Therefore, for Vy = LOW, V5,,- HIGH, and for V,, = HIGH, Voy; = LOW. 


Hence, the npn transistor in Figure 1.3 acts as an inverter. 

Note that Vec is typically +5 V DC. The input voltage levels are normally in the 
range of 0 to 0.8 volts for LOW and 2 volts to 5 volts for HIGH. The output voltage levels, 
on the other hand, are normally 0.2 volts for LOW and 3.6 volts for HIGH. 


Light Emitting Diodes (LEDs) and Seven Segment Displays 
LEDs are extensively used as outputs in digital systems as status indicators. An LED is 
typically driven by low voltage and low current. This makes the LED a very attractive 
device for use with digital systems. Table 1.1 provides the current and voltage requirements 
of red, yellow, and green LEDs. 

Basically, an LED will be ON, generating light, when its cathode is sufficiently 
negative with respect to its anode. A digital system such as a microcomputer can therefore 
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FIGURE 1.5 Microcomputer - LED interface via an inverter 
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light an LED either by grounding the cathode (if the anode is tied to +5 V) or by applying 
+5 V to the anode (if the cathode is grounded) through an appropriate resistor value. A 
typical hardware interface between a microcomputer and an LED is depicted in Figure 1.4. 

A microcomputer normally outputs 400 uA at a minimum voltage, Vy = 2.4 volts 
for a HIGH. The red LED requires 10 mA at 1.7 volts. A buffer such as a transistor is 
required to turn the LED ON. Since the transistor is an inverter, a HIGH input to the 
transistor will turn the LED ON. We now design the interface; that is, the values of R1, 
R2, and the gain p for the transistor will be determined. 

A HIGH at the microcomputer output will turn the transistor ON into active mode. 
This will allow a path of current to flow from the +5 V source through R, and the LED to 
the ground. The appropriate value of R, needs to be calculated to satisfy the voltage and 
current requirements of the LED. Also, suppose that Vg = 0.6 V when the transistor is in 
active mode. This means that R, needs to be calculated with the specified values of Vy = 
2.4 V and I = 400 uA. The values of R,, R,, and f are calculated as follows: 


_ VuM-VBE | 24-06 _ 
R, = 400 uA T 400 nA = 4.5 KQ 


i M — 


Therefore, the interface design is complete, and a transistor with a minimum f of 
25, R, = 4.5 KQ, and R, = 330 Q are required. 
An inverting buffer chip such as 74LS368 can be used in place of a transistor in 
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FIGURE 1.7 Seven-segment display configurations 
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Figure 1.4. A typical interface of an LED to a microcomputer via an inverter is shown in 
Figure 1.5. Note that the transistor base resistance is inside the inverter. Therefore, R, is 
not required to be connected to the output of the microcomputer. The symbol —>— is 
used to represent an inverter. Inverters will be discussed in more detail later. In figure 1.5, 
when the microcomputer outputs a HIGH, the transistor switch inside the inverter closes. 
A current flows from the +5 V source, through the 330-ohm resistor and the LED, into the 
ground inside the inverter. The LED is thus turned ON. 

À seven-segment display can be used to display, for example, decimal numbers 
from 0 to 9. The name "seven segment" is based on the fact that there are seven LEDs 
— one in each segment of the display. Figure 1.6 shows a typical seven-segment display. 

In Figure 1.6, each segment contains an LED. All decimal numbers from 0 to 9 
can be displayed by turning the appropriate segment *ON" or *OFF". For example, a zero 
can be displayed by turning the LED in segment g “OFF” and turning the other six LEDs 
in segments a through / *ON." There are two types of seven segment displays. These are 
common cathode and common anode. Figure 1.7 shows these display configurations. 

In a common cathode arrangement, the microcomputer can send a HIGH to light 
a segment and a LOW to turn it off. In a common anode configuration, on the other hand, 
the microcomputer sends a LOW to light a segment and a HIGH to turn it off. In both 
configurations, R = 330 ohms can be used. 


Transistor Transistor Logic (TTL) and its Variations 

The transistor transistor logic (TTL) family of chips evolved from diodes and transistors. 
This family used to be called DTL (diode transistor logic). The diodes were then replaced 
by transistors, and thus the name “TTL” evolved. The power supply voltage (Vcc) for TTL 
is +5 V. The two logic levels are approximately 0 and 3.5 V. 

There are several variations of the TTL family. These are based on the saturation 
mode (saturated logic) and active mode (nonsaturated logic) operations of the transistor. 
In the saturation mode, the transistor takes some time to come out of the saturation to 
switch to the cutoff mode. On the other hand, some TTL families define the logic levels 
in the active mode operation of the transistor and are called nonsaturated logic. Since 
the transistors do not go into saturation, these families do not have any saturation delay 
time for the switching operation. Therefore, the nonsaturated logic family is faster than 
saturated logic. 

The saturated TTL family includes standard TTL (TTL), high-speed TTL (H- 
TTL), and low-power TTL (L-TTL). The nonsaturated TTL family includes Schottky TTL 
(S-TTL), low-power Schottky TTL (LS-TTL), advanced Schottky TTL (AS-TTL), and 
advanced low-power Schottky TTL (ALS-TTL). The development of LS-TTL made TTL, 
H-TTL, and L-TTL obsolete. Another technology, called emitter-coupled logic (ECL), 
utilizes nonsaturated logic. The ECL family provides the highest speed. ECL is used in 
digital systems requiring ultrahigh speed, such as supercomputers. 

The important parameters of the digital logic families are fan-out, power 
dissipation, propagation delay, and noise margin. 

Fan-out is defined as the maximum number of inputs that can be connected to the 
output of a gate. It is expressed as a number. The output of a gate is normally connected 
. to the inputs of other similar gates. Typical fan-out for TTL is 10. On the other hand, fan- 
outs for S-TTL, LS-TTL, and ECL, are 10, 20, and 25, respectively. 

Power dissipation 1s the power (milliwatts) required to operate the gate. This 
power must be supplied by the power supply and is consumed by the gate. Typical power 
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FIGURE 1.8 Two open-collector outputs A and B tied together 
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FIGURE1.9 TTL Totem-pole output 


consumed by TTL is 10 mW. On the other hand, S-TTL, LS-TTL, and ECL absorb 22 
mW, 2 mW, and 25 mW respectively. 

Propagation delay is the time required for a signal to travel from input to output 
when the binary output changes its value. Typical propagation delay for TTL is 10 
nanoseconds (ns). On the other hand, S-TTL, LS-TTL, and ECL have propagation delays 
of 3 ns, 10 ns, and 2 ns, respectively. 

Noise margin is defined as the maximum voltage due to noise that can be added 
to the input of a digital circuit without causing any undesirable change in the circuit output. 
Typical noise margin for TTL is 0.4 V. Noise margins for S-TTL, LS-TTL, and ECL are 
0.4 V, 0.4 V, and 0.2 V , respectively. 


TTL Outputs 
There are three types of output configurations for TTL. These are open-collector output, 
totem-pole output, and tristate (three-state) output. 

The open-collector output means that the TTL output is a transistor with nothing 
connected to the collector. The collector voltage provides the output of the gate. For the 
open-collector output to work properly, a resistor (called the pullup resistor), with a value 
of typically 1 Kohm, should be connected between the open collector output and a +5 V 
power supply. 

If the outputs of several open-collector gates are tied together with an external 
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resistor (typically 1 Kohm) to a +5 V source, a logical AND function is performed at the 
connecting point. This is called wired-AND logic. 

Figure 1.8 shows two open-collector outputs (A and B) are connected together to 
a common output point C via a 1 KQ resistor and a +5 V source. 

The common-output point C is HIGH only when both transistors are in cutoff 
(OFF) mode, providing 4 = HIGH and B = HIGH. If one or both of the two transistors is 
turned ON, making one (or both open-collector outputs) LOW, this will drive the common 
output C to LOW. Note that a LOW (Ground for example) signal when connected to a 
HIGH (+5V for example) signal generates a LOW. Thus, C is obtained by performing a 
logical AND operation of the open collector outputs 4 and B. 

Let us briefly review the totem-pole output circuit shown in Figure 1.9. The circuit 
operates as follows: 

When transistor Q, 1s ON, transistor Q, is OFF. When Q, is OFF, Q, is ON. This 
is how the totem-pole output is designed. The complete TTL gate connected to the bases 
of transistors Q, and Q, is not shown; only the output circuit is shown. 

In the figure, Q, 1s turned ON when the logic gate circuit connected to its base 
sends a HIGH output. The switches in transistor Q, and diode D close while the switch in 
Q, is open. A current flows from the +5 V source through R, Q,, and D to the output. This 
current is called Zoue or output high current, Joy. This is typically represented by a negative 
sign in front of the current value in the TTL data book, a notation indicating that the chip is 
losing current. For a low output value of the logic gate, the switches in Q, and D are open 
and the switch in Q, closes. A current flows from the output through Q, to ground. This 
current is called Zin or Output Low current, /,,. This is represented by a positive sign in 
front of the current value in the TTL data book, indicating that current is being added to 
the chip. Either Zource or /,,, can be used to drive a typical output device such as an LED. 
Louce (og) is normally much smaller than Zink (/5;). Louce (oj) 1s typically -0.4 mA (or -400 
uA) at a minimum voltage of 2.7 V at the output. Fouce is normally used to drive devices 
that require high currents. A current amplifier (buffer) such as a transistor or an inverting 
buffer chip such as 74L S368 needs to be connected at the output if Zource 1s used to drive a 
device such as an LED requiring high current (10 mA to 20 mA). Zink is normally 8 mA 

The totem-pole outputs must not be tied together. When two totem-pole outputs 
are connected together with the output of one gate HIGH and the output of the second gate 
LOW, the excessive amount of current drawn can produce enough heat to damage the 
transistors in the circuit. 

Tristate is a special totem-pole output that allows connecting the outputs together 
like the open-collector outputs. When a totem-pole output TTL gate has this property, it is 
called a tristate (three state) output. A tristate has three output states: 

1. A LOW level state when the lower transistor in the totem-pole is ON and the upper 
transistor is OFF. 

2. A HIGH level state when the upper transistor in the totem-pole 1s ON and the lower 
transistor is OFF. 

3. A third state when both output transistors in the totem-pole are OFF. This third 
state provides an open circuit or high-impedance state which allows a direct wire 
connection of many outputs to a common line called the bus. 


A Typical Switch Input Circuit for TTL 
Figure 1.10 shows a switch circuit that can be used as a single bit into the input of a TTL 
gate. When the DIP switch is open, V4, is HIGH. On the other hand, when the switch 
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FIGURE 1.10 A typical circuit for connecting an input to a TTL gate 
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FIGURE 1.13 A typical nMOS inverter 
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is closed, Vy is low. V3, can be used as an input bit to a TTL logic gate for performing 
laboratory experiments. 


1.4.5 MOS Transistors 

Metal-Oxide Semiconductor (MOS) transistors occupy less space in the circuit and consume 
much less power than bipolar junction transistors. Therefore, MOS transistors are used in 
highly integrated circuits. The MOS transistor is unipolar. This means that one type of 
carrier flow, either electrons (n-type) or holes (p-type) are used. The MOS transistor works 
as a voltage-controlled resistance. In digital circuits, a MOS transistor operates as a switch 
such that its resistance is either very high (OFF) or very low (ON). The MOS transistor is 
a three-terminal device: gate, source, and drain. There are two types of MOS transistors, 
namely, nMOS and pMOS. The power supply (Vcc) for pMOS is in the range of 17 V to 
24 V, while Vec for nMOS is lower than pMOS and can be from 5 V to 12 V. Figure 1.11 
shows the symbolic representation of an nMOS transistor. When V, = 0, the resistance 
between drain and source (Rpg) is in the order of megaohms (Transistor OFF state). On 
the other hand, as Va, is increased, Rp, decreases to a few tens of ohms (Transistor ON 
state). Note that in a MOS transistor, there is no connection between the gate and the other 
two terminals (source and drain). The nMOS gate voltage (Vgs) increases or decreases the 
current flow from drain to source by changing Rps. Popular 8-bit microprocessors such as 
the Intel 8085 and the Motorola 6809 were designed using nMOS. 

Figure 1.12 depicts the symbol for a pMOS transistor. The operation ofthe pMOS 
transistor is very similar to the nMOS transistor except that V... is typically zero or negative. 
The resistance from drain to source (R5,) becomes very high (OFF) for Vos = 0. On the 
other hand, R5, decreases to a very low value (ON) if Ves is decreased. pMOS was used 
in fabricating the first 4-bit microprocessors (Intel 4004/4040) and 8-bit microprocessor 
(Intel 8008). Basically, in a MOS transistor (nMOS or pMOS), V, creates an electric field 
that increases or decreases the current flow between source and drain. From the symbols 
of the MOS transistors, it can be seen that there is no connection between the gate and the 
other two terminals (source and drain). This symbolic representation is used in order to 


indicate that no current flows from the gate to the source, irrespective of the gate voltage. 


Operation of the nMOS Transistor as an Inverter 

Figure 1.13 shows an nMOS inverter. When Vw = LOW, the resistance between 
the drain and the source (Rps) is very high, and no current flows from Vcc to the ground. 
Va, is therefore high. On the otherhand, when Vw = high, Rps is very low, a current flows 
from Vec to the source, and Voy; is LOW. Therefore, the circuit acts as an inverter. 


*Vcc 






Q4 (pMOS) 


Voutput 


Vido Qz (nMOS) 


FIGURE 1.14 A CMOS inverter 
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TABLE 1.2 Comparison of output characteristics of LS-TTL, nMOS, HC, and HCT 





Von low Voi lo, 
LS-TTL 2.7 V -400 uA 0.5 V 8 mA 
nMOS 24V -400 uA 0.4 V 2 mA 
HC 3.7 V -4 mA 0.4 V 4 mA 
HCT 3.7 V -4 mA 0.4 V 4 mA 





Note that in the table, HC and HCT have the same source (Ion) and sink (Io, ) currents. This 
is because in a typical CMOS gate, the ON resistances of the pMOS and nMOS transistors 
are approximately the same. 


Complementary MOS (CMOS) 
CMOS dissipates low power and offers high circuit density compared to TTL. CMOS 
is fabricated by combining nMOS and pMOS transistors together. The nMOS transistor 
transfers logic 0 well and logic 1 inefficiently. The pMOS transistor, on the other hand, 
outputs logic 1 efficiently and logic 0 poorly. Therefore, connecting one pMOS and one 
nMOS transistor in parallel provides a single switch called a transmission gate that offers 
efficient output drive capability for CMOS logic gates. The transmission gate is controlled 
by an input logic level. 

Figure 1.14 shows a typical CMOS inverter. The CMOS inverter is very similar 
to the TTL totem-pole output circuit. That is, when Q, is ON (low resistance), Q, is OFF 
(high resistance), and vice versa. When Vu = LOW, Q; is ON and Q, is OFF. This makes 


input 


Voutpu HIGH. On the other hand, when V,,, = HIGH, Q, is OFF (high resistance) and Q, 
is ON (low resistance). This provides a low V upu- Thus, the circuit works as an inverter. 

Digital circuits using CMOS consume less power than do MOS and bipolar 
transistor circuits. In addition, CMOS provides high circuit density. That is, more circuits 
can be placed in a chip using CMOS. Finally, CMOS offers high noise immunity. In 
CMOS, unused inputs should not be left open. Because of the very high input resistance, 
a floating input may change back and forth between a LOW and a HIGH, creating system 
problems. All unused CMOS inputs should be tied to Vec, ground, or another high or low 
signal source appropriate to the device's function. CMOS can operate over a large range of 
power supply voltages (3 V to 15 V). Two CMOS families, namely CD4000 and 54C/74C, 
were first introduced. CD 4000A is in the declining stage. 

There are four members in the CMOS family which are very popular these days: 
the high-speed CMOS (HC), high-speed CMOS/TTL-input compatible (HCT), advanced 
CMOS (AC), and advanced CMOS/TTL-input compatible (ACT). The HCT chips have 
a specifically designed input circuit that is compatible with LS-TTL logic levels (2V for 
HIGH input and 0.8V for LOW input). LS-TTL outputs can directly drive HCT inputs 


TABLE 1.3 Comparison of input characteristics of HC and HCT 





Vu Ps V, I, Fanout 
HC 3.15 V luA 0.9 V luA 10 
HCT 2.0 V luA 0.8 V. luA 10 
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FIGURE 1.15 A typical switch for MOS input 


while HCT outputs can directly drive HC inputs. Therefore, HCT buffers can be placed 
between LS-TTL and HC chips to make the LS-TTL outputs compatible with the HC 
inputs. 

Several characteristics of 74HC and 74HCT are compared with 74L S-TTL and 
nMOS technologies in Table 1.2. The input characteristics of HC and HCT are shown in 
Table 1.3. The tables show that LS-TTL is not guaranteed to drive an HC input. The LS- 
TTL output HIGH is grater than or equal to 2.7V while an HC input needs at least 3.15V. 
Therefore, the HCT input requiring V4, of 2.0V can be driven by the LS-TTL output, 
providing at least 2.7V; 74HCT244 (unidirectional) and 74HCT245 (bidirectional) buffers 
can be used. 


MOS Outputs 

Like TTL, the MOS logic offers three types of outputs. These are push-pull (totem-pole in 
TTL), open drain (open collector in TTL), and tristate outputs. For example, the 74HC00 
contains four independent 2-input NAND gates and includes push-pull output. The 74HC03 
also contains four independent 2-input NAND gates, but has open drain outputs. The 
74HC03 requires a pull-up resistor for each gate. The 74HC125 contains four independent 
tri-state buffers in a single chip. 


A Typical Switch Input Circuit for MOS Chips 

Figure 1.15 shows a switch circuit that can be used as a single bit into the input of a MOS 
gate. When the DIP switch is open, V, is HIGH. On the other hand, when the switch is 
closed, Vn is LOW. V, can be used as an input bit for performing laboratory experiments. 
Note that unlike TTL, a 1K resistor is connected between the switch and the input of the 
MOS gate. This provides for protection against static discharge. This 1-Kohm resistor 
is not required if the MOS chip contains internal circuitry providing protection against 
damage to inputs due to static discharge. 


1.5 Integrated Circuits (ICs) 


Device level design utilizes transistors to design circuits called gates, such as AND gates 
and OR gates. One or more gates are fabricated on a single silicon chip by an integrated 
circuit (IC) manufacturer in an IC package. 

An IC chip is packaged typically in a ceramic or plastic package. The commercially 
available ICs can be classified as small-scale integration (SSI), medium-scale integration 
(MSI), large-scale integration (LSI), and very large-scale integration (VLSI). 
¢ A single SSI IC contains a maximum of approximately 10 gates. Typical logic 
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functions such as AND, OR, and NOT are implemented in SSI IC chips. The MSI IC, 
on the other hand, includes from 11 to up to 100 gates in a single chip. The MSI chips 
normally perform specific functions such as add. 

e The LSI IC contains more than 100 to approximately 1000 gates. Digital systems such 
as 8-bit microprocessors and memory chips are typical examples of LSI ICs. 

e The VLSI IC includes more than 1000 gates. More commonly, the VLSI ICs are 
identified by the number of transistors (containing over 500,000 transistors) rather 
than the gate count in a single chip. Typical examples of VLSI IC chips include 32- 
bit microprocessors and one megabit memories. For example, the Intel Pentium is a 
VLSI IC containing 3.1 million transistors in a single chip. 

An IC chip is usually inserted in a printed-circuit board (PCB) that is connected 
to other IC chips on the board via pins or electrical terminals. In laboratory experiments or 
prototype systems, the IC chips are typically placed on breadboards or wire-wrap boards 
and connected by wires. The breadboards normally have noise problems for frequencies 
over 4 MHz. Wire-wrap boards are used above 4 MHz. The number of pins in an IC chip 
varies from ten to several hundred, depending on the package type. Each IC chip must be 
powered and grounded via its power and ground pins. The VLSI chips such as the Pentium 
have several power and ground pins. This is done in order to reduce noise by distributing 
power in the circuitry inside the chip. 

The SSI and MSI chips normally use an IC package called dual in-line package 
(DIP). The LSI and VLSI chips, on the other hand, are typically fabricated in surface- 
mount or pin grid array (PGA) packages. The DIP is widely used because of its low price 
and ease of installation into the circuit board. | 

SSI chips are identified as 5400-series (these are for military applications with 
stringent requirements on voltage and temperature and are expensive) or 7400 series (for 
commercial applications). Both series have identical pin assignments on chips with the 
same part numbers, although the first two numeric digits of the part name are different. 
Typical commercial SSI ICs can be identified as follows: 


74S Schottky TTL 

7ALS Low-power Schottky TTL 

T4AS Advanced Schottky TTL 

TAF Fast TTL (Similar to 74AS; manufactured by Fairchild) 


T4ALS Advanced low-power Schottky TTL 

Note that two digits appended at the end of each of these IC identifications define 
the type of logic operation performed, the number of pins, and the total number of gates on 
the chip. For example, 74800, 74LS00, 74AS00, 74F00, and 74ALS00 perform NAND 
operation. All of them have 14 pins and contain four independent NAND gates in a single 
chip. 

The gates in the ECL family are identified by the part numbers 10XXX and 
100XXX, where XXX indicates three digits. The 100XXX family is faster, requires 
low power supply, but it consumes more power than the 10XXX. Note that 10XXX and 
100X XX are also known as 10K and 100K families. 

The commercially available CMOS family 1s identified in the same manner as the 
TTL SSI ICs. For example, 74L S00 and 74HC00 (High-speed CMOS) are identical, with 
14 pins and containing four independent NAND gates in a single chip. Note that 74HCXX 
gates have operating speeds similar to 74L'S- TTL gates. For example, the 74HC00 contains 
four independent two-input NAND gates. Each NAND gate has a typical propagation 
delay of 10 ns and a fanout of 10 LS-TTL. 
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Unlike TTL inputs, CMOS inputs should never be held floating. The unused 
input pins must be connected to Vec, ground, or an output. The TTL input contains an 
internal resistor that makes it HIGH when unused or floating. The CMOS input does not 
have any such resistor and therefore possesses high resistance. The unused CMOS inputs 
must be tied to Vcc, ground, or other gate outputs. In some CMOS chips, inputs have 
internal pull-up or pull-down resistors. These inputs, when unused, should be connected 
to Vec or ground to make the inputs high or low. 

The CMOS family has become popular compared to TTL dueto better performance. 
Some major IC manufacturers such as National Semiconductor do not make 7400 series 
TTL anymore. Although some others, including Fairchild and Texas Instruments still offer 
the 7400 TTL series, the use of the SSI TTL family (74S, 74LS, 74AS, 74F, and 74ALS) 
is in the declining stage, and will be obsolete in the future. On the other hand, the use of 
CMOS-based chips such as 74HC and 74HCT has increased significantly because of their 
high performance. These chips will dominate the future market. 


1.6 Evolution of Computers 


The first electronic computer, called ENIAC, was invented in 1946 at the Moore School of 
Engineering, University of Pennsylvania. ENIAC was designed using vacuum tubes and 
relays. This computer performed addition, subtraction, and other operations via special 
wiring rather than programming. The concept of executing operations by the computer via 
storing programs in memory became feasible later. 

John Von Neumann, a student at the Moore School, designed the first conceptual 
architecture of a stored program computer, called the EDVAC. Soon afterward, M. V. 
Wilkes of Cambridge University implemented the first operational stored memory computer 
called the EDSAC. The Von Neumann architecture was the first computer that allowed 
storing of instructions and data 1n the same memory. This resulted in the introduction of 
other computers such as ILLIAC at the University of Illinois and JOHNIAC at the RAND 
Corporation. 

The computers discussed so far were used for scientific computations. With the 
invention of transistors in the 1950s, the computer industry grew more rapidly. The entry 
of IBM (International Business Machines) into the computer industry happened in 1953 
with the development of a desk calculator called the IBM 701. In 1954, IBM announced its 
first magnetic drum-based computer called the IBM 650. This computer allowed the use 
of system-oriented programs such as compilers feasible. Note that compilers are programs 
capable of translating high-level language programs into binary numbers that all computers 
understand. 

With the advent of integrated circuits, IBM introduced the 360 in 1965 and the 370 
in 1970. Other computer manufacturers such as Digital Equipment Corporation (DEC), 
RCA, NCR, and Honeywell followed IBM. For example, DEC introduced its popular 
real-time computer PDP 11 in the late 1960s. Note that real-time computers are loosely 
defined as the computers that provide fast responses to process requests. Typical real-time 
applications include process control such as temperature control and aircraft simulation. 

Intel Corporation is generally acknowledged as the company that introduced 
the microprocessor successfully into the marketplace. Its first processor, the 4004, was 
introduced in 1971 and evolved from a development effort while making a calculator chip 
set. The 4004 microprocessor was the central component in the chip set, which was called 
the MCS-4. The other components in the set were a 4001 ROM, a 4002 RAM, and a 4003 
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Shift Register. 

Shortly after the 4004 appeared in the commercial marketplace, three other general- 
purpose microprocessors were introduced. These devices were the Rockwell International 
4-bit PPS-4, the Intel 8-bit 8008, and the National Semiconductor 16-bit IMP-16. Other 
companies such as General Electric, RCA, and Viatron had also made contributions to the 
development of the microprocessor prior to 1971. 

The microprocessors introduced between 1971 and 1972 were the first-generation 
systems designed using PMOS technology. In 1973, second-generation microprocessors 
such as the Motorola 6800 and the Intel 8080 (8-bit microprocessors) were introduced. 
The second-generation microprocessors were designed using the NMOS technology. This 
technology resulted in a significant increase in instruction execution speed and higher 
chip densities compared to PMOS. Since then, microprocessors have been fabricated 
using a variety of technologies and designs. NMOS microprocessors such as the Intel 
8085, the Zilog Z80, and the Motorola 6800/6809 were introduced based on the second- 
generation microprocessors. The third generation HMOS microprocessors, introduced in 
1978, is typically represented by the Intel 8086 and the Motorola 68000, which are 16-bit 
microprocessors. 

In 1980, fourth-generation HCMOS and BICMOS (combination of BIPOLAR 
and HCMOS) 32-bit microprocessors evolved. Intel introduced the first commercial 32- 
bit microprocessor, the problematic Intel 432. This processor was eventually discontinued 
by Intel. Since 1985, more 32-bit microprocessors have been introduced. These include 
Motorola’s MC 68020/68030/68040/PowerPC, Intel’s 80386/80486 and the Intel Pentium 
microprocessors. 

The performance offered by the 32-bit microprocessor is more comparable to 
that of superminicomputers such as Digital Equipment Corporation’s VAX11/750 and 
VAX11/780. Intel and Motorola introduced RISC (Reduced Instruction Set Computer) 
microprocessors, namely the Intel 80960 and Motorola MC88100/PowerPC, with simplified 
instruction sets. Note that the purpose of RISC microprocessors is to maximize speed by 
reducing clock cycles per instruction. Almost all computations can be obtained from a simple 
instruction set. Some manufacturers are speeding up the processors for data crunching types 
of applications. Compaq / Digital Equipment Corporation Alpha family includes 64-bit 
RISC microprocessors. These processors run at speeds in excess of 300 MHz. 

The 32-bit Pentium II microprocessor is Intel's addition to the Pentium line of 
microprocessors, which originated from the 80X86 line. The Pentium II can run at speeds 
of 333 MHz, 300 MHz, 266 MHz, and 233 MHz. Intel implemented its MMX (Matrix 
Math eXtensions) technology to enhance multimedia and communications operations. To 
achieve this, Intel added 57 new instructions to manipulate video, audio, and graphical data 
more efficiently. Pentium III and Pentium 4 (Present speed up to 1.70GHz) are also added 
to the Pentium family. Chapter 11 provides an overview of these processors. Intel released 
a new 64-bit processor called “Merced” (also called *Itanium") in 2001. The new processor 
is a joint effort by Intel and Hewlett-Packard. Motorola's PowerPC microprocessor 1s a 
product of an alliance with IBM and Apple Computer. PowerPC is a RISC microprocessor, 
and includes both 32-bit and 64-bit microprocessors. The newest versions of the PowerPC 
include: PowerPC 603e (300 MHz maximum), PowerPC 750/740 (266 MHz maximum), 
and PowerPC 604e (350 MHz maximum). The PowerPC 604e is intended for high- 
end Macintosh and Mac-compatible systems. Motorola's 64-bit microprocessor G5 is 
implemented in Apple's Mac G5 computer. 

An overview of the latest microprocessors is provided in this section. Unfortu- 
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FIGURE 1.16 Furnace Temperature Control 


nately, this may be old news within a year. One can see, however, that both Intel and 
Motorola offer (and will continue to offer) quality microprocessors to satisfy demanding 
applications. 


1.7 A Typical Microcomputer-Based Application 


In order to put the microprocessor into perspective, it is important to explore a typical 
application. For example, consider a microprocessor-based dedicated controller in Figure 
].16. Suppose that it is necessary to maintain the temperature of the furnace to a desired 
level to maintain the quality of a product. Assume that the designer has decided to control 
this temperature by adjusting the fuel. This can be accomplished using a microcomputer 
along with the interfacing components as follows. 

Temperature is an analog (continuous) signal. It can be measured by a temperature 
sensing (measuring) device such as a thermocouple. The thermocouple provides the 
measurement in millivolts (mV) equivalent to the temperature. Since microcomputers 
only understand binary numbers (0’s and 1's), each analog mV signal must be converted 
to a binary number using an analog to digital (A/D) converter chip. 

First, the millivolt signal is amplified by a mV/V amplifier to make the signal 
compatible for A/D conversion. A microcomputer can be programmed to solve an 
equation with the furnace temperature as an input. This equation compares the temperature 
measured with the desired temperature which can be entered into the microcomputer via 
the keyboard. The output of this equation will provide the appropriate opening and closing 
of the fuel valve to maintain the appropriate temperature. Since this output is computed 
by the microcomputer, it is a binary number. This binary output must be converted into an 
analog current or voltage signal. 

The D/A (digital to analog) converter chip inputs this binary number and converts 
it into an analog current (J). This signal is then input into the current/pneumatic (I/P) 
transducer for opening or closing the fuel input valve by air pressure to adjust the fuel 
to the furnace. The desired temperature of the furnace can thus be achieved. Note that a 
transducer converts one form of energy (analog electrical current in this case) to another 
form (air pressure in this example). 


1.8 Trends and Perspectives in Digital Technology 


This section provides a summary of technological forecasts. Topics include advancements 
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in ICs, microprocessors, ASIC and DVD as follows: 

].) With the advent of IC technology, it is expected that it would be possible to place 
750 million transistors on one chip by the year 2012. Furthermore, the replacement of 
aluminum wire (high resistance) on ICs by copper wire (low resistance) will reduce power 
consumption and improve reliability. 

2.) Microprocessor designers have traditionally refined architectures by raising clock 
speeds and adding ALUS that can process instructions simultaneously. Many modern 
microprocessors can execute instructions out of order, so that one instruction waiting for 
data does not stall the entire processor. These microprocessors can predict in advance 
where a branch will be taken. The drawbacks of incorporating these types of capabilities 
in the modern microprocessors are that the chip's circuitry is devoted to overheads. 

A new microprocessor architecture called EPIC (Explicitly Parallel Instruction 

Computing), developed jointly by Intel and Hewlett-Packard, minimizes these overheads. 
EPIC is introduced in 2001 with a new Intel chip called “Merced” (also called “Itanium’). 
Motorola, on the other hand, announced its AltiVec technology (discussed in Chapter 11) 
which is used as the foundation for Apple's next generation computers such as Power Mac 
G5. 
3.) Programmable Logic Devices (PLDs) are IC chips capable of being programmed 
by the user after they are manufactured. These chips are programmable via electronic 
switches. These programmable switches permit the designer to connect the circuitry inside 
the PLDs in several ways. The users can thus program these chips and implement various 
functions. 

PLDsare extensively used these days in designing microcomputers and other digital 
applications. The basics of PLDs are covered in Chapter 4. Computer-aided design (CAD) 
software tools are used to program and simulate applications implemented in PLDs. This 
allows the users to verify whether the desired requirements of the applications are satisfied. 
Once the simulation is successfully completed, PLDs are interfaced to the prototype for the 
application being implemented. Therefore, the designer must have appropriate hardware 
background to test the prototype in order to ensure that the design specifications are satisfied 
before going into production. Products can be developed using PLDs from conceptual 
design via prototype to production in a very short time. However, the electronic switches 
occupy valuable chip area and slow down the operation of the internal circuits. Therefore, 
PLDs may not satisfy the desired specifications in some applications. Also, utilization of 
PLDs in these applications may not be cost effective. In these situations, custom or semi- 
custom design of chips is necessary. These chips are called ASICs (Application-Specific 
ICs). Typical applications of ASIC include microprocessors, PC (Personal Computer) bus 
interface and memory chips. 

ASICs are chips designed for a specific application. The designer has complete 
control over deciding on the chip design, including transistor count, physical size, and chip 
layout. ASICs can be custom or semi-custom chips. Custom ASIC chips are designed from 
scratch. Therefore, manufacturing of these chips normally takes a lot of time and may 
be expensive due to the initial design cost These chips are used when high sales volume 
is expected. In order to reduce design efforts and cost, semi-custom ASIC chips can be 
designed using Standard Cell technology or Gate Array technology. 

Using the Standard cell technology, the IC manufacturers provide a library of 
standard cells. Typical standard cells include frequently-used MSI functions, such as 
decoders and counters, or LSI functions, such as microprocessors and memories. CAD 
tools can be utilized to design the ASIC chip using these cells. With the standard cell 
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technology, the designer interconnects logic functions in the same manner as in typical 
logic circuit design using MSI/LSI chips. It is possible to provide efficient chip layout 
since technology is available now to include metal wires in the ICs in multiple layers; two 
wires can cross without creating any short circuit, which reduces the size of the chip. 

To speed up the design process and reduce cost, semi-custom ASIC chips can 
also be designed using Gate Array technology for rapid and low cost development of 
applications. The gate array is a chip containing transistors and connections (called 
structures) that are pre-designed. The semi-custom ASIC chip is then fabricated using 
these structures and the connection information provided by the customers. This means 
that portions of the semi-custom ASIC chips are predefined while some other parts are 
custom fabricated based on the application. 

ASIC chips designed using standard cell technology are normally smaller than 

those manufactured using the Gate array technology. ASIC chips using gate arrays can 
be manufactured faster at lower initial design cost than can ASIC chips that use standard 
cells. 
4.) DVD (normally stands for *Digital Video Disc" or ^Digital Versatile Disc") is the 
next generation of optical disc technology. It is basically a larger, fast CD (Compact Disc) 
that can hold video as well as audio and computer information. The DVD-ROM like the 
CD-ROM uses a laser to read data from a disc. However, the data in DVD-ROM is stored 
in more compact form in more than one layer of the disc. Thus, DVD disc provides a higher 
capacity of storage compared to CD. 

DVD aims to encompass home entertainment, computers, and business 
information with a single digital format. It will eventually replace audio CD, videotape, 
laser disc, CD-ROM, and video game cartridges. There are basically three types of DVD. 
These are DVD-Video, DVD-ROM and DVD-RAM. DVD-Video (simply called DVD) 
holds information that can be played in a DVD player connected to a TV set; while DVD- 
ROM holds computer programs and can be read by DVD-ROM drive interfaced to a 
computer. The difference is similar to that between audio CD and CD-ROM. DVD drives 
can also read CD-ROMs. Therefore, DVD drives rather than CD-ROM drives are included 
in some Personal Computers (PCs). Most computers with DVD-ROM drives can also play 
DVD-Videos. 

DVD-RAM can be read from and written into many times. CD-RW (CD- 
Rewriteable) and DVD-RAM are the read/write equivalents of CD-ROM and DVD-ROM 
respectively. CD-RW uses infrared laser like the CD-ROM. Both DVD-ROM and DVD- 
RAM, on the other hand, use a red laser, which has a shorter wavelength than infrared 
laser. The shorter wavelength of the red laser provides DVD with a larger storage capacity 
than that of a CD. 
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NUMBER SYSTEMS 
AND CODES 


In this chapter we describe some of the fundamental concepts needed to implement and 
use a computer effectively. Thus the basics of number systems, codes, and error detection/ 
correction are presented. 


2.1 Number Systems 


A computer, like all digital machines, utilizes two states to represent information. These 
two states are given the symbols 0 and 1. It is important to remember that these 0’s and 
l's are symbols for the two states and have no inherent numerical meanings of their own. 
These two digits are called binary digits (bits) and can be used to represent numbers of any 
magnitude. The microcomputer carries out all the arithmetic and logic operations internally 
using binary numbers. Because binary numbers are long, a more compact form using some 
other number system is preferable to represent them. The computer user finds it convenient 
to work with this compact form. Hence, it is important to understand the various number 
systems used with computers. These are described in the following sections. 


2.1.1 General Number Representation 

In general, a number N can be represented in the following form: 

N=d, XD" Fg Xb+... td, XD Fda XDF... +d, XO? 2.1 
where b is the base or radix of the number system, the d’s are the digits of the number 
system, p is the number of integer digits, and q is the number of fractional digits. 

N can also be written as a string of digits whose integer and fractional portions are 
separated by the radix or decimal point (*). In this format, the number N is represented as 
N-7d,,d,;,..didj*d ,..d., 2:2 

If a number has no fractional portion, (e.g., q = 0 in the form of Equation 2.1), 
then the number is called an integer number or an integer. Conversely, if the number has 
no integer portion (e.g., p = 0 in the form of Equation 2.1), the number is called a fractional 
number or a fraction. If both p and q are not zero, then the number is called a mixed 
number. 


Decimal Number System 

In the decimal number system (base 10), which is most familiar to us, the integer number 

125,, can be expressed as 

125,,-1 X 19-2 X 10'+5 x 10? 2.3 
In this equation, the left-hand side corresponds to the form given by Equation 

2.2. The right-hand side of Equation 2.3 is represented by the form of equation 2.1, where 

b= 10, d,=1, d,=2,d)=5, d_,=...=d_,=0, p=3, and q = 0. 
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Now, consider the fractional decimal number 0.532,, This number can be 
expressed as 
0.532,,=5 X 107 4 3 X 10°*+2 X 10? 2.4 
The left-hand side of Equation 2.4 corresponds to Equation 2.2. The right-hand 
side of Equation 2.4 is in the form of Equation 2.1, where b = 10, d_, = 5, d, = 3, d_; = 2, 
G= 337 = UG, 04 
Finally, consider the mixed number 125.532, 9. This number is in the form of 
Equation 2.2. Translating the number to the form of Equation 2.1 yields 
125.532,,=1 X 10?+2 X 10'+5 X 10°+ 5 X 107-3 X 107-2 X 10° 2.5 
Comparing the right-hand side of Equation 2.5 with equation 2.1 yields b= 10, p=3, 
g=3,d,=1, d,=2,d,=5, d_, =5, d_, = 3, and d_, = 2. 


Binary Number System 

In terms of Equation 2.1, the binary number system has a base or radix of 2 and has two 
allowable digits, 0 and 1. From Equation 2.1, a 4-bit binary number 1110, can be interpreted 
as 

1110,21 X 2*1 X 2-1 XK 2'+0 X 227144 

This conversion from binary to decimal can be obtained by inspecting the binary number 
as follows: 


3 2 1 0 


2 2* — Weighting 


p NA 
— 


Note that bits 0, 1, 2, and 3 have corresponding weighting values of 1, 2, 4, and 
8. Because a binary number only contains 1’s and 0’s, adding the weighting values of only 
the bits of the binary number containing 1’s will provide its decimal value. The decimal 
value of 1110, is 14,4 (2 + 4 + 8), because bits 1, 2, and 3 have binary digit 1, whereas bit 
0 contains 0. 

Therefore, the decimal value of any binary number can be readily obtained by just 
adding the weighting values for the bit positions containing 1's. Furthermore, the value of 
the least significant bit (bit 0) determines whether the number is odd or even. For example, 
if the least significant bit is 1, the number is odd; otherwise, the number is even. 

Next, consider a mixed number 101.01, as follows: 

101.01,51 X 2-0 X2!-1X29*-0X27-1x27? 2.6 

The decimal or base 10 value of 101.01, is found from the right-hand side of 
Equation 2.6 as 4+0+1+0+ 1/47 5.25,,. 


Octal Number System 


The radix or base of the octal number system is 8. There are eight digits, 0 through 7, 
allowed in this number system. 


Consider the octal number 25.32,, which can be interpreted as: 
2X 8'45 X83 X8°'42 x 8 
The decimal value of this number is found by completing the summation of 
16+5+3 X 1/8+2 X 1/64=16+5+0.375 + 0.03125 = 21.40625,, 
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One can convert a number from binary to octal representation easily by taking the 
binary digits in groups of 3 bits. 

The octal digit is obtained by considering each group of 3 bits as a separate binary 
number capable of representing the octal digits 0 through 7. The radix point remains in its 
original position. The following example illustrates the procedure. 

suppose that it is desired to convert 1001.11, into octal form. First take the groups 
of 3 bits starting at the radix point. Where there are not enough leading or trailing bits 
to complete the triplet, O's are appended. Now each group of 3 bits is converted to its 
corresponding octal digit. 


001 001 . 110; —11.6s 
^ "X 


The conversion back to binary from octal is simply the reverse of the binary-to- 
octal process. For example, conversion from 11.6, to binary is accomplished by expanding 
each octal digit to its equivalent binary values as shown: 


Hexadecimal Number System 

The hexadecimal or base-16 number system has 16 individual digits. Each of these digits, 
as in all number systems, must be represented by a single unique symbol. The digits 
in the hexadecimal number system are 0 through 9 and the letters A through F. Letters 
were chosen to represent the hexadecimal digits greater than 9 because a single symbol is 
required for each digit. Table 2.1 lists the 16 digits of the hexadecimal number system and 
their corresponding binary and decimal values. 


TABLE 2.1 Number Systems 





Hexadecimal Decimal Binary 
0 0 0000 
l ] 0001 
2 2 0010 
3 3 0011 
4 4 0100 
5 5 0101 
6 6 0110 
7 7 0111 
8 8 1000 
9 9 1001 
A 10 1010 
B 11 1011 
C 12 1100 
D 13 1101 
E 14 1110 
F 15 1111 
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2.1. Converting Numbers from One Base to Another 


Binary-to-Decimal Conversion and Vice Versa 
Consider converting 1100.01, to its decimal equivalent. As before, 
1100.01,=1 K 2-1 X 2*0X2!-0xX2?**0X2^-1x2? 
=8+4+0+0+0+ 5 
= 1225 
Continuous division by 2, keeping track of the remainders, provides a simple method of 
converting a decimal number to its binary equivalent. As an example, to convert decimal 
12,, to its binary equivalent 1100,, proceed as follows: 





uotient T remainder 
r = 6 + 0 
-= 3 + 0 
3 zx: l + l 
D = ow + | 
1100, 


Fractions 
One can convert 0.0101, to its decimal equivalent as follows: 
0010L—0 xX 2 XZ FOXI FIX" 
=0 +0.25 + 0 + 0.0625 
= 0.3125, 
A decimal fractional number can be converted to its binary equivalent as follows: 


0.8125 0. Bs 0. pu^ 0. ies 


oso y e y ix a 
l 


Therefore 0.8125, = 0.1101,. 
Unfortunately, binary-to-decimal fractional conversions are not always exact. 
Suppose that it is desired to convert 0.3615 into its binary equivalent: 


0.3615 0. jus 0. e 0. s 0.7840 
x2 x2 
7230 ae Ion Een .5680 


1 


The answer ts 0.01011...,. Asa check, let us convert back: 
0.01011; 20X2^7-1X27-0X2^?-1X27**1Xx2^? 
— 0 * 0.25 + 0 + 0.0625 + 0.03125 
= 0.34375 
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The difference is 0.3615 — 0.34375 — 0.01775. This difference is caused by the neglected 
remainder 0.5680. The neglected remainder (0.5680) multiplied by the smallest computed 
term (0.03125) gives the total error: 

0.5680 X 0.03125 = 0.01775 
Mixed Numbers 
Finally, convert 13.25, to its binary equivalent. It is convenient to carry out separate 
conversions for the integer and fractional parts. Consider first the integer number 13 as 
before: 





uotient id remainder 
= E 6 + 1 
2 = 3 ~ 0 
f= 1| + 
i = 0 + sal 
D~ 1101 


Now convert the fraction! part 0.25,, as follows: 


0.25 0.50 
x2 x2 








Thus 0.25,, = 0.01,. Therefore 13.25,, = 1101.01,. 


Note that the same procedure applies for converting a decimal integer number to other 
number systems such as octal or hexadecimal; Continuous division by the appropriate base 
( 8 or 16) and keeping track of remainders converts a decimal number from decimal to the 
selected number system. 


Binary-to-Hexadecimal Conversion and Vice Versa 

The conversions between hexadecimal and binary numbers are done in exactly the same 
manner as the conversions between octal and binary, except that groups of 4 are used. The 
following examples illustrate this: 


1011011220101 10112 5B; 
u d 
Note that the binary integer number is grouped in 4-bit units, starting from the 
least significant bit. Zeros are added with the most significant 4 bits if necessary. As with 
octal numbers, for fractional numbers this grouping into 4 bits is started from the radix 
point. Now consider converting 2AB,, into its binary equivalent as follows: 
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2AB,, = 2 A B 


Y 
0010 1010 1011 
- 001010101011; 


Hexadecimal-to-Decimal Conversion and Vice Versa 
Consider converting the hexadecimal number 23A,, into its decimal equivalent and vice 
versa. This can be accomplished as follows: 


23A,,=2 X 16- 3 X 16! 10 x 16? 
= 512 + 48 + 10 = 570, 


Note that in the equation, the value 10 is substituted for A. 
Now to convert 570,, back to 23A,& 





uotient + remainder 
570 35 + A 
16 
33. 2 + 3 
16 
16 i | 
2 3A 


Thus, 570, = 23A,, 


Example 2.1 

Determine by inspecting the binary equivalent of the following hexadecimal numbers 
whether they are odd or even. Then verify the result by their decimal equivalents. 

(a)2Bi — (b) A2; 

Solution 


(a) 128 64 32 16 8 4 2 1*€— Weighting 
2B,,7 0010 10 1,41» 


The number is odd, since the least significant bit is 1. 
Decimal value = 32 + 8 + 2 + 1 = 4310, which is odd. 


(b) 128 64 32 16 8 4 2 1 <— Weighting 
A216 = 1 0 ] 0 0 0 0 2 


The number is even, since the least significant bit is 0. 
Decimal value = 128 + 32 + 2 = 1621o, which is even. 


2.2 Unsigned and Signed Binary Numbers 


An unsigned binary number has no arithmetic sign. Unsigned binary numbers are therefore 
always positive. Typical examples are your age or a memory address which are always 
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positive numbers. An 8-bit unsigned binary integer represents all numbers from 00,, 
through FF,, (0,, through 255,,). 

The techniques used to represent the signed integers are: 

e  Sign-magnitude approach 

e Ones complement approach 

e Twos complement approach 

Because the sign of a number can be either positive or negative, only one bit, referred to 
as the sign bit, is needed to represent the sign. The widely used sign convention is that if 
the sign bit is zero, the number is positive; otherwise it is negative. (The rationale behind 
this convention is that the quantity (— 1) is positive when s = 0 and is negative when s = 
1). Also, in all three approaches, the most significant bit of the number is considered to be 
the sign bit. 

In sign-magnitude representation, the most significant bit of the given n-bit binary 
number holds the sign, and the remaining n — 1 bits directly give the magnitude of the 
negative number. For example, the sign-magnitude representation of +7 is 0111 and that 
of —4 is 1100. Table 2.2 represents all possible 4-bit patterns and their meanings in sign- 
magnitude form. 

In Table 2.2, the sign-magnitude approach represents a signed number in a natural 
manner. With 4 bits we can only represent numbers in the range —7 € x € +7. In general, 
if there are n bits, then we can cover all numbers in the range -(2"^! — 1). Note that with 
n — | bits, any value from 0 to 27! — 1 can be represented. However, this approach leads 
to a confusion because there are two representations for the number zero (0000 means +0; 
1000 means - 0). 

In the complement approach, positive numbers have the same representation as 
they do in the sign-magnitude representation. However, in this technique negative numbers 
are represented in a different manner. Before we proceed, let us define the term complement 
of a number. The complement of a number A, written as A (or A’ ) is obtained by taking 
bit-by-bit complement of A. In other words, each 0 in A is replaced with | and vice versa. 
For example, the complement of the number 0100, is 1011, and that of 1111, is 0000,. In 
the ones complement approach, a negative number, —x, is the complement of its positive 


TABLE 2.2 All Possible 4-Bit Integers Represented in Sign-Magnitude Form 


Interpretation as a Sign- 
Bit Pattern 


Magnitude Integer 
0000 40 
0001 +] 
0010 +2 
0011 +3 
0100 +4 
0101 +5 
0110 +6 
0111 +7 
1000 —0 
1001 =] 
1010 =2 
1011 —3 
1100 =å 
1101 —5 
1110 —6 


Lidl = 
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TABLE 2.3 All Possible 4-Bit Integers Represented in Ones Complement Form 


Interpretation as a Ones Complement 


Bit Pattern Number 
0000 +0 
0001 +] 
0010 +2 
0011 +3 
0100 +4 
0101 +5 
0110 +6 
0111 +7 
1000 m 
1001 —6 
1010 =5 
1011 —4 
1100 m3 
1101 = 
1110 eu 


1111 —0 





representation. For example let us find the ones complement representation of 0100, (-4,,). 
The complement of 0100 is 1011, and this denotes the negative number —4,,. Table 2.3 
summarizes all possible 4-bit binary patterns and their interpretations as ones complement 
numbers. 

From Table 2.3, the ones complement approach does not handle negative 
numbers naturally. In other words, if the number is negative (when the sign bit is 1), its 
magnitude is not obvious from its ones complement. To determine its magnitude, one 
needs to take its ones complement. For example, consider the number 110110. The most 
significant bit indicates that this is a negative number. Because the number is negative, its 
magnitude cannot be obtained by directly looking at 110110. Instead, one needs to take the 
ones complement of 110110 to obtain 001001. The value of 001001 as a sign-magnitude 
number is +9. On the other hand, 110110 represents —9 in ones complement form. Like 
the sign-magnitude representation, the ones complement approach does not increase the 
range of numbers covered by a fixed number of bit patterns. For example, 4 bits cover 
the range —7 to +7. The same range is obtained with sign-magnitude representation. Note 
that the confusion of two distinct representations for zero exists in the ones complement 
approach. i 

Now, let us discuss the two's complement approach. In this method, positive 
integers are represented in the same manner as they are in the sign-magnitude method. In 
other words, if the sign bit is zero, the number is positive and its magnitude can be directly 
obtained by looking at the remaining n — 1 bits. However, a negative number —x can be 
represented in twos complement form as follows: 

e Represent +x in sign magnitude form and call this result y 
* Take the ones complement of y to get y (or y^) 
e y+ isthe twos complement representation of —x. 

The following example illustrates this: 
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Table 2.4 lists all possible 4-bit patterns along with their twos complement forms. From 
Table 2.4, it can be concluded that: 

+ The twos complement form does not provide two representations for zero. 

¢ The twos complement form covers up to —8 in the negative side, and this is more 
than can be achieved with the other two methods. In general, with n bits, and using twos 
complement approach, one can cover all the numbers in the range —(2" !) to *(27^! — 1). 

It should be pointed out that 11111111, is +255, when interpreted as an unsigned 
number. On the other hand, 11111111, is —1,, when interpreted as a signed number. Note 
that typical 16-bit microprocessors have separate unsigned and signed multiplication and 
division instructions. Suppose that a microprocessor has the following multiplication and 
division instructions: MULU (Multiply two unsigned numbers), MULS (Multiply two 
signed numbers), DIVU (Divide two unsigned numbers), and DIVS (Divide two signed 
numbers). It is important for the programmer to clearly understand how to use these 
instructions. 

For example, suppose that it is desired to compute (X?)/255. Now, if X is a signed 
8-bit number, the programmer should use the MULS instruction to compute X * X which 
is always unsigned (square of a number is always positive), and then use DIVU to compute 
(X? )/255 (16-bit by 8-bit unsigned divide) since 255,, is positive. But, if the programmer 
uses DIVS, then both X * X and 255,, (FF, ) will be interpreted as signed numbers. FF, 
will be interpreted as -1,), using two's complement. and the result will be wrong. On the 
other hand, if X is an unsigned number, the programmer needs to use MULU and DIVU to 
compute (X? )/255. 


Example 2.2 
Represent the following decimal numbers in twos complement form. Use 7 bits to represent 
the numbers: 


(a) +39 

(b) — 43 

Solution 

(a) Because the number +39 is positive, its twos complement representation is the 


same as its sign-magnitude representation as shown here: 


De 41.235025 221. 22 
y= 0, 100 1 1 1 
* 39 
(b) In this case, the given number —43 is negative. The twos complement form of 
the number can be obtained as follows: 
Step 1: Represent +43 in sign magnitude form 
2 28. 2225-27 due 


yz01 0 1 01 ]1 
+ 43 


Step 2: Take the ones complement of y: 
y21010100 
Step 3: Add one to y to get the final answer. 


1010100 
T l 





1010101 
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TABLE 2.4 All Possible 4-Bit Integers Represented in Twos Complement Form 


l Interpretation as a Twos 
Bit Pattern 


Complement Number 
0000 0 
0001 +] 
0010 +2 
0011 +3 
0100 +4 
0101 +5 
0110 +6 
0111 +7 
1000 =8 
1001 =] 
1010 —6 
1011 =5 
1100 —4 
1101 3 
1110 —2 
1111 =] 


2.3 Codes 


Codes are used extensively with computers to define alphanumeric characters and other 
information. Some of the codes used with computers are described in the following 
sections. 


2.3.1 Binary-Coded-Decimal Code (8421 Code) 
The 10 decimal digits 0 through 9 can be represented by their corresponding 4-bit binary 
numbers. The digits coded in this fashion are called binary-coded-decimal (BCD) digits in 
8421 code, or BCD digits. Two unpacked BCD bytes are usually packed into a byte to form 
“packed BCD.” For example, two unpacked BCD bytes 02,, and 05,, can be combined as 
a packed BCD byte 25,,. The concept of packed and unpacked BCD numbers are explained 
later in this section. Table 2.5 provides the bit encodings of the 10 decimal numbers. 

The six possible remaining 4-bit codes as shown in Table 2.5 are not used and 
represent invalid BCD codes if they occur. 
Consider obtaining the BCD bit i of E no number 356 as follows: 


LM, 
i i l 
0011 0101 0110 


2.3.2 Alphanumeric Codes 

A computer must be capable of handling nonnumeric information if it is to be very useful. 
In other words, a computer must be able to recognize codes that represent numbers, letters, 
and special characters. These codes are classified as alphanumeric or character codes. A 
complete and adequate set of necessary characters includes these: 

]. 26 lowercase letters 
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TABLE 2.5 BCD Bit encodings of the 10 decimal numbers 





Decimal Numbers BCD Bit 
encoding 


0 0000 
] 0001 
2 0010 
3 0011 
4 0100 
5 0101 
6 0110 
7 0111 
8 1000 
9 1001 
10 1010 
11 1011 
12 . 1100 
13 Invalid 1101 
14 BCD Code 1110 
15 1111 





2. 26 uppercase letters 
3. 10 numeric digits (0—9) 
4. About 25 special characters, which include + / # 96 , and so on. 

This totals 87 characters. To represent 87 characters with some type of binary 
code would require at least 7 bits. With 7 bits there are 2? = 128 possible binary numbers; 
87 of these combinations of 0 and 1 bits serve as the code groups representing the 87 
different characters. 

The 8-bit byte has been universally accepted as the data unit for representing 
character codes. The two most common alphanumeric codes are known as the American 
Standard Code for Information Interchange (ASCII) and the Extended Binary-Coded 
Decimal Interchange Code (EBCDIC). ASCII is typically used with microprocessors. IBM 
uses EBCDIC code. Eight bits are used to represent characters, although 7 bits suffice, 
because the eighth bit is frequently used to test for errors and is referred to as a parity bit. 
It can be set to 1 or 0, so that the number of 1 bits in the byte is always odd or even. 

Table 2.6 shows a list of ASCII and EBCDIC codes. Some EBCDIC codes do not 
have corresponding ASCII codes. Note that decimal digits 0 through 9 are represented by 
30,, through 39,, in ASCII. On the other hand, these decimal digits are represented by F0; 
though F9,, in EBCDIC. 

A computer program is usually written for code conversion when input/output 
devices of different codes are connected to the computer. For example, suppose it is 
desired to enter a number 5 into a computer via an ASCII keyboard and print this data 
on an EBCDIC printer. The ASCII keyboard will generate 35,, when the number 5 is 
pushed. The ASCII code 35,, for the decimal digit 5 enters into the computer and resides 
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TABLE 2.6 ASCII and EBCDIC Codes in Hex. 


Character ASCII EBCDIC |Character ASCH EBCDIC |Character ASCII EBCDIC |Character ASCII EBCDIC 


@ 40 00 

A 4 CI a 01 

B 42 C2 b 02 

C 43 C3 c 03 

D 44 C4 d 04 37 

E 45 CS e 05 

F 46 C6 f 06 

G 47. C7 g 07 

H 48 C8 h 08 16 

I 49 C9 i 09 05 

J 4A DI j OA 25 

K 4B D2 k 0B 

L 4C D3 | 0C 

M 4D D4 m 0D 15 

N 4E D5 n ds 0E 

O 4F D6 o / OF 

P 50 D7 p 0 10 

Q 5| D$ q 1 11 

R 52 D9 r 2 12 

S 53 E2 s 3 13 

T 54 E3 t 4 14 

U 55 — E4 u 5 15 

V 56 — ES v 6 16 

W 57 E6 w 7 17 

X 58 E7 x 8 18 

Y 59 E8 y 9 19 

Z 5A ES Z 1A 

[ 5B ( 1B 

\ 5C | « 1C 

] 5D } = 1D 

^ 5E > 1E 
SF 6D ? IF 





in the computer's memory. To print the digit 5 on the EBCDIC printer, a program must be 
written that will convert the ASCII code 35,, for 5 to its EBCDIC code F5,,. The output 
of this program is FS,,. This will be input to the EBCDIC printer. Because the printer only 
understands EBCDIC codes, it inputs the EBCDIC code F5,, and prints the digit 5. 

Let us now discuss packed and unpacked BCD codes in more detail. For example, 
in order to enter 24 in decimal into a computer, the two keys ( 2 and 4) will be pushed 
on the ASCII keyboard. This will generate 32 and 34 (32 and 34 are ASCII codes in 
hexadecimal for 2 and 4 respectively) inside the computer. A program can be written to 
convert these ASCII codes into unpacked BCD 02 and 04, and then convert to packed BCD 
24 or to binary inside the computer to perform the desired operation. 


2.3.3  Excess-3 Code 

The excess-3 representation of a decimal digit d can be obtained by adding 3 to its value. 
All decimal digits and their excess-3 representations are listed in Table 2.7. 

The excess-3 code is an unweighted code because its value is obtained by adding three to 
the corresponding binary value. The excess-3 code is self-complementing. For example, 
decimal digit 0 in excess-3 (0011) is ones complement of9 in excess three (1100). Similarly, 
decimal digit 1 is ones complement of 8, and so on. This is why some older computers used 
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TABLE 2.7 Excess-3 Representation of Decimal Digits 


Decimal Excess-3 
Digits Representation 
0 0011 
] 0100 
2 0101 
3 0110 
4 0111 
5 1000 
6 1001 
7 1010 
8 1011 
9 1100 


excess three code. Conversion between excess-3 and decimal numbers is illustrated below: 
Decimal number 


] 9 8 3 
v v n v 
Y t t t 
i mA —, p pA 
Excess-3 Representation 0100 1100 1011 0110 


2.3.4 Gray Code 

Sometimes codes can also be constructed using a property called reflected symmetry. 
One such code is known as the Gray code. The Gray code is used in Karnaugh maps for 
simplifying combinational logic design. This topic is covered in Chapter 4. Before we 
proceed, we briefly explain the concept of reflected symmetry. Consider the two bits 0 and 
1, and stack these two bits. Assume that there is a plane mirror in front of this stack and 
produce the reflected image of the stack as shown in the following: 


mirror«— —— 


Appending a zero to all elements ofthe stack above the plane mirror and appending 
a one to all elements of the stack that lies below the mirror will provide the following 
result: 


Zeros 0 ] 
Appended |] 
ones 10 
000 000 
001 001 
011 Miror 91] 
010 010 
IE E 
101 “hemno 101 
100 100 


FIGURE 2.1 The process of obtaining 3-bit reflected binary code 
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Gray Code Dein 
0000 0000 0 
0001 0001 i 
0011 0011 2 
0010 0010 3 
0110 0110 4 
0111 0111 5 
Imaginary 0101 Result after 0101 6 
Miror ~> — (jog removing the 0100 7 
igo. "eem 1100 8 
1101 1101 9 
1111 1111 10 
1110 1110 11 
1010 1010 12 
1011 1011 13 
1001 1001 14 
1000 1000 15 


FIGURE 2.2 The process of obtaining a 4-bit Gray code from a 3-bit Gray code. 


Now, removal of the plane mirror will result in a stack of 2-bit Gray Code as 
follows: | 
00 
01 
11 
10 


Here, any two adjacent bit patterns differ only in one bit. For example, the patterns 
11 and 10 differ only in the least significant bit. 

Repeating the reflection operation on the stack of 2-bit binary patterns, a 3-bit 
Gray code can be obtained. Two adjacent binary numbers differ in only one bit. The result 
is shown in Figure 2.1. 

Applying the reflection process to the 3-bit Gray code, 4-bit Gray Code can be 
obtained. This is shown in Figure 2.2. 

The Gray code is useful in instrumentation systems to digitally represent the 
position of a mechanical shaft. In these applications, one bit change between characters 
is required. For example, suppose that a shaft is divided into eight segments and each 
shaft is assigned a number. If binary numbers are used, an error may occur while changing 
segment 7 (0111,) to segment 8 (1000,). In this case, all 4 bits need to be changed. If the 
sensor representing the most significant bit takes longer to change, the result will be 0000,, 
representing segment 0. This can be avoided by using Gray code, in which only one bit 
changes when going from one number to the next. 


2.3.5 Unicode 
Basically, computers work with numbers. Note that letters and other characters are stored 
in computers as numbers; a number is assigned to each one of them. 

Before the invention of unicode, there were numerous encoding systems for 
assigning these numbers. It is not possible for a single encoding system to cover all the 
languages in the world. For example, a single encoding system was not able to assign all 
the letters, punctuation, and common technical symbols. Typical encoding systems can 
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conflict with each other. For example, two different characters can be assigned with the 
same number in two different encoding systems. Also, different numbers can be assigned 
the same character in two different encodings. These types of assignments of numbers 
can create problems for certain computers such as servers which need to support several 
different encodings. Hence, when data is transferred between different encodings or 
platforms, the data may be corrupted. 

Unicode avoids this by assigning a unique number to each character regardless of 
the platform, the program, or the language. More information on Unicode can be obtained 
at the Web site at www.unicode.org. 


2.4 Fixed-Point and Floating-Point Representations 


A number representation assuming a fixed location of the radix point is called fixed-point 
representation. The range of numbers that can be represented in fixed-point notation 1s 
severely limited. The following numbers are examples of fixed-point numbers: 
0110.1100,, 51.1219 DE.2A,& 

In typical scientific computations, the range of numbers is very large. Floating-point 
representation is used to handle such ranges. A floating-point number is represented as 
N X r?, where N is the mantissa or significand, r is the base or radix of the number system, 
and p is the exponent or power to which r is raised. 

Some examples of numbers in floating-point notation and their fixed-point 
decimal equivalents are: 


fixed-point numbers floating-point representation 
0.0167, 0.167X 107! 

1101.10,, 0.1101101 x 24 

BE.2A9,, 0.BE2A9 X 16? 


In converting from fixed-point to floating-point number representation, we 
normalize the resulting mantissas; that is, the digits of the fixed-point numbers are 
shifted so that the highest-order nonzero digit appears to the right of the decimal point, 
and consequently a 0 always appears to the left of the decimal point. This convention is 
normally adopted in floating-point number representation. Because all numbers will be 
assumed to be in normalized form, the binary point is not required to be represented in 
computers. 

Typical 32-bit microprocessors such as the Intel 80486/Pentium and the Motorola 
68040 and PowerPC contain on-chip floating-point hardware. This means that these 
microprocessors can be programmed using instructions to perform operations such as 
addition, subtraction, multiplication, and division using floating-point numbers. 


2.5 Arithmetic Operations 


As mentioned before, computers can only add. Therefore, all other arithmetic operations are 
typically accomplished via addition. All numbers inside the computer are in binary form. 
These numbers are usually treated internally as integers, and any fractional arithmetic must 
be implemented by the programmer in the program. The arithmetic and logic unit (ALU) in 
the computer's CPU performs typical arithmetic and logic operations. The ALUs perform 
function such as addition, subtraction, magnitude comparison, ANDing, and ORing of two 
binary or packed BCD numbers. The procedures involved in executing these functions are 
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discussed next to provide an understanding of the basic arithmetic operations performed in 
a typical microprocessor. The logic operations are covered in Chapter 3 


2.5.1 Binary Arithmetic 


Addition 

The addition of two binary numbers is carried out in the same way as the addition 
of decimal numbers. However, only four possible combinations can occur when adding 
two binary digits (bits): 


augend + addend = carry sum decimal value 
0 + 0 = 0 0 0 
| 4 0 = 0 1 l 
0 + 1 = 0 l l 
l + 1 = I 0 2 


The following are some examples of binary addition. The corresponding decimal 
additions are also included. 


111 € Carry 
010 (2) 101.11 (5.75) 
+011 (3) +011.10 (3.50) 
101 G) 1 001.01 (9.25) 
final carry 


Addition is the most important arithmetic operation in microprocessors because 
the operations of subtraction, multiplication, and division as they are performed in most 
modern digital computers use only addition as their basic operation. 

The addition of two unsigned numbers is performed in the same way as illustrated 
above. Also, the addition of two numbers in the sign-magnitude form is performed in the 
same manner as ordinary arithmetic. For example, if both numbers have the same signs, 
the two numbers are added and the common sign is assigned to the result. On the other 
hand, if the numbers have opposite signs, the number with smaller magnitude is subtracted 
from the number with larger magnitude and the result is assigned with the sign of the 
number with larger magnitude. For example, (-14) + (+18) = + (18 - 14) = +4. This is 
performed by subtracting the smaller magnitude 14 from the higher magnitude 18 and the 
sign of the larger magnitude 18 (+ in this case) is assigned to the result. The same rules 
apply to binary numbers in sign-magnitude form. 


Subtraction 
As mentioned before, computers can usually only add binary digits; they cannot 
directly subtract. Therefore, the operation of subtraction in microprocessors 
is performed using the operation of addition using complement arithmetic. In 
general, the b’s complement of an m-digit number, M is defined as b" —M for 
M #0 and 0 for M =0. Note that for base 10, b =10 and 10” is a decimal number with 
a 1 followed by m 0’s. For example, 10^ is 10000; 1 followed by four 0’s. On the other 
hand, b =2 for binary and 2" indicates 1 followed by m 0’s. For example, 2? means 1000 
in binary. 

The (b —1)'s complement of an m-digit number, M is defined as (b" —1)— M. 
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Therefore, the b's complement of an m-digit number, M can be obtained by adding 1 to 
its (b —1)’s complement. Next, let us illustrate the concept of complement arithmetic by 
means of some examples. Consider a 4-digit decimal number, 5786. In this case, b =10 for 
base 10 and m =4 since there are four digits. 

10's complement of 5786 =10* —5786 =10000 —5786 =4214 

Now, let us obtain 10's complement of 5786 using (10 —1)’s or 9's complement 
arithmetic as follows: 9's complement of 5786 = (10^ —1)—5786 =9999 —5786 =4213 

Hence, 10's complement of 5786 = 9's complement of 5786 + 1 = 4213 + 1 = 
4214. 

Next, let us determine the 2’s complement of a 3-bit binary number, 010. In this 
case, b = 2 for binary and m = 3 since there are three bits in the number. 

2’s complement of 010 = 2? —010 21000 —010. 

Using paper and pencil method, the result of subtraction can be obtained as follows: 


1000, 
-010, 
[10, 





Note that in the above, 110, is -2 in decimal when interpreted as a signed number. 
Therefore, 2's complement of a number negates the number being complemented. This 
will be explained later in this section. 

The 2's complement of 010 can be obtained using its 1’s complement arithmetic 
as follows: 

1’s complement of 010 = (2? —1)—010 7111 —010 =101 
2's complement of 101 = 101 +1 =110 

From the above procedure for obtaining the 1’s complement of 010, it can be 
concluded that the 1’s complement of a binary number can be achieved by subtracting each 
bit of the binary number from 1. This means that when subtracting a bit (0 or 1) from 1, 
one can have either 1 —0 =1 or 1 —1 =0; that is, the 1’s complement of 0 is 1 and the 1’s 
complement of 1 is 0. In general, the 1°s complement of a binary number can be obtained 
by changing 0’s to 1’s and 1’s to 0’s. 

The procedure for performing X-Y ( both X and Y are in base 2) using 1’s 
complement can be performed as follows: 

Step 1. Add the minuend X to the 1’s complement of the subtrahend Y. 

Step 2. Check the result in step 1 for a carry. If there is a carry, add 1 to the least 
significant bit to obtain the result. If there is no carry, take the 1’s complement of the 
number obtained in step 1 and place a negative sign in front of the result. 

For example, consider two 6-bit numbers ( arbitrarily chosen), X = 010011, = 19, 
and Y = 110001, = 49, X-Y= 19 - 49 = -30 in decimal. The operation X-Y using 1’s 
complement can be performed as follows: 


X = 010011 
Add 1’s complement of Y = 001110 


100001 


Since there is no carry, Result = - (1’s Complement of 100001) = -011110,= 
-30,, Next consider, X = 101100, = 44,, and Y = 011000, = 24,,. In decimal, X-Y = 
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44-24 = 20. 
Using 1’s complement, X-Y can be obtained as follows: 
X = 101100 
Add 1’s Complement of Y = 100111 


Carry 1 010011 

Since there is a carry, Result = 010011 + 1 =+010100, = + 20, 

Next, let us describe the procedure of subtracting decimal numbers using addition. 
This process requires the use of the 10's complement form. The 10's complement of a 
number can be obtained by subtracting the number from 10. 

Consider the decimal subtraction 7 — 4 = 3. The 10's complement of 4 is 
10 — 4 = 6. The decimal subtraction can be performed using the 10's complement addition 
as follows: 


minuend 7 
10's complement of subtrahend +6 


13 
ignore final carry of 1 to obtain 
the subtraction result of 3. 


When a larger number is subtracted from a smaller number, there is no carry to 
be discarded. Consider the decimal subtraction 4 —7 =—3. The 10's complement of 7 is 
10 7723. 

Therefore, 
minuend 4 
10's complement of subtrahend + 3 


> d 
no final carry 


When there is no final carry, the final answer is the negative ofthe 10's complement 
of 7. Therefore, the correct result of subtraction is — (10-7) = —3. 

The same procedures can be applied for performing binary subtraction. In the case 
of binary subtraction, the twos complement of the subtrahend is used. 

As mentioned before, the twos complement of a binary number is obtained by 
replacing each 0 with a 1 and each 1 with a 0 and adding 1 to the resulting number. The 
first step generates a ones complement or simply the complement of a binary number. For 
example, the ones complement of 10010101 is 01101010. Note that the ones complement 
of a binary number can be obtained by using inverters; eight inverters are required for 
generating ones complement of an 8-bit number. 

The twos complement of a binary number is formed by adding ] to the ones 
complement of the number. For example, the twos complement of 10010101 is found as 
follows: 

binary number 10010101 
l's complement 01101010 
add 1 +1 

2's complement 01101011 


Now, using the twos complement, binary subtraction can be carried out. Consider the 
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following subtraction using the normal (pencil and paper) procedure: 


minuend 0101 (5) 
subtrahend —0011 (—3) 
result 0010, = 2, 


Using the twos complement subtraction, 


minuend 0101 
2's complement of subtrahend 1101 
__——> ] 0010 

discard final carry 


The final answer is 0010 (decimal 2). 


Consider another example. Using pencil and paper method: 


minuend — 0101 (5) 
subtrahend — 1001 (—9) 


result — 0100 (—4) 
Using the twos complement, 


minuend 0101 
2's complement of subtrahend 0111 


ee 


no final carry 


Therefore, the final answer is —(twos complement of 1100) = —0100, which is 
—4 in decimal. 

Computers typically handle signed numbers by using the most significant bit of 
a number as the sign bit. If this bit is zero, the number is positive; if this bit is one, the 
number is negative. Computers use twos complement of the number to represent negative 
binary numbers and obtain the sign of the result from the most significant bit. However, 
computers perform ones complement operation on the final carry in order to reflect the 
true borrow. This is useful for multiprecision subtraction. Also, in the paper and pencil 
method, the sign of the result of binary subtraction using twos complement can be obtained 
by utilizing either the most significant bit of the result or the ones complement of the final 
carry. 

For example, the number +22,, can be represented using 8 bits as: 
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+2210 
i MM M ———— 
0 0010110; 
V 
sign bit 
(positive) 


Hence, 
twos complement of +220 


a ————— 
—2219 = T 1101010 
sign bit 
(negative) 


We now show the procedures for carrying out the addition and subtraction in 


computers using twos complement arithmetic. 
Examples of arithmetic operations of the signed binary numbers are give below. 


Assume 5 bits to represent each number. 
1. Both augend and addend are positive: 


0101 +5 augend 
0011 BA addend 
1000 +8 


sign bits are all positive 
2. Augend is positive, addend is negative: 


0; 0101 +5  augend 
1| 1101 —3  addend 


1 | 0| 0010 +2 
sign bits 
ignore final carry 


Note that the twos complement of 3 is 11101. 
Consider another example: 


0| 0011 +3 augend 
Ty 1011 —5  addend 
1| 1110 -2 
P dl sign bits 
no final carry 


The result is the twos complement of 11110, which is 00010, and therefore, the 


final answer is —2,o. 
3. Both augend and addend are negative: 
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2's complement of 3} 1| 1101 = augend 
2's complement of 5 | 1| 1011 (-5) | addend 
] | 1) 1000 (—8) 
sign bits 
ignore final carry 


Therefore, the result in binary is 11000. Since the most significant bit is 1, the 
result is negative. Hence, the result in decimal will be —(twos complement of 11000), 
which is —8,,. 

4. The augend and addend are equal with opposite signs: 


2's complement of 32; 1| 1101 —3 augend 
3- 0| 0011 (+3) — addend 
1 | OJ 0000 0 
sign bits 
ignore final carry 


The final answer is zero. 

In all these cases, the sign bit of each of the numbers is conceptually isolated from 
the number itself. The subtraction operation performed here is similar to twos complement 
subtraction. For example, when subtracting the subtrahend from the minuend using twos 
complement, the subtrahend is converted into its twos complement along with the sign 
bit. If the sign bit of the subtrahend is 1 (for negative subtrahend), its twos complement 
converts the sign bit from 1 to 0. To perform the subtraction, the twos complement of the 
subtrahend 1s added to the minuend. The sign bit of the result indicates whether the answer 
is positive or negative. 

However, an error (indicated by overflow in a microprocessor) may occur while 
performing twos complement arithmetic. The overflow arises from the representation of 
the sign flag by the most significant bit of a binary number in signed binary operation. The 
computer automatically sets an overflow bit to 1 if the result of an arithmetic operation 
is too big for the computer's maximum word size; otherwise it is reset to 0. To clearly 
understand the concept of overflow, consider the following examples for 8-bit numbers. 
Let C, be the carry out of the most significant bit (sign bit) and C, be the carry out of the 
previous (bit 6) data bit (seventh bit). We will show by means of numerical examples that 
as long as C; and C, are the same, the result is always correct. If, however, C; and C, are 
different, the result is incorrect and sets the overflow bit to 1. Now consider the following 
cases. 

Case 1. C, and C, are the same. 
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00000110 0616 
00010100 +1416 


0 00011010 | A16 
m d A J 


^ 
Co=0 


S 
| 
© 


01101000 68 16 
11111010 006.16 
1 01100010 62 16 
CY ^J 
T 
Ce=1 


Therefore when C, and C, are either both 0 or both 1, a correct answer is 
obtained. 


Case 2. C, and C, are different. 


01011001 5916 
01000101 +4516 
-6216 ? 
x» 0 10011110 16 
C;-0 ^7 
^ 
Ce= 1 


C, = 1 and C, = 0 give an incorrect answer because the result shows that the 
addition of two positive numbers is negative. 


10110110 -4A16 
10000001 —1F 16 
_7 | 00110111 +3716 ? 


C, = 0 and C; = 1 provide an incorrect answer because the result indicates that the 
addition of two negative numbers is positive. Hence, the overflow bit will be set to zero if 
the carries C, and C, are the same, that is, if both C, and C, are either 0 or 1. On the other 
hand, the overflow flag will be set to 1 if the carries C; and C, are different. The answer is 
incorrect when the overflow bit is set to 1. Thus, 

Overflow = C, ®© C,. 

Note that the symbol ® represents exclusive-OR logic operation. Exclusive-OR 
means that when two inputs are the same (both one or both zero), the output is zero. On the 
other hand, if two inputs are different, the output is one. The overflow can be considered 
as the output while C, and C, are the two inputs. The exclusive-OR operation is covered in 
Chapter 3. 

When performing signed arithmetic using pencil and paper, one must consider the 
overflow bit to ensure that the result is correct. An overflow of one after a signed operation 
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indicates that the result is too large to be accommodated in the number of bits assigned. 
One must increase the number of bits for the correct result. 


Example 2.3 
Perform the following signed operations and comment on the results. Assume twos 
complement numbers. 


(a) A = 1010,, B = 0100,. Find A — B. 


(b) Perform ( —3,9) — (—2,,) using twos complement and 4 bits. 
Solution 
(a) The most significant bit of A is 1, so A is a negative number whereas B is a 


positive number. 


A= 1010 x 
Add 2's complement of B 2 -- 1100 —(*410 


4110-6 -100 
C =0 





CG =1 


Because C, and C, are different, there is an overflow and the result is incorrect. 
Four bits are too small to hold the correct answer. If we increase the number of 
bits for À and B to 5, the correct result can be obtained as follows: 


A —— 6,97 11010, 
B = +419 = 001002 


A= 11010, 
Add 2's complement of B=+11100, 


See eua 


371 


The result is correct because C, and C, are the same. The most significant bit of the result 
is 1. This means that the result is negative. Therefore, to express the result in base-10, one 
must take the twos complement and convert the binary number to decimal and place a 
negative sign in front of it. Thus, twos complement of 10110, = —01010, = —10,4 

(b) 


—31o =2’s complement of+ 310 
—- 1101; 

— 21g =2’s complement of + 210 
— 1110, 


-37 llObL (-319) 
Add 2's complement of-2;9 =+00102 ^ -(-24) 


PP 11 — 110 
0 


C, and C, are the same, so the result is correct. The most significant bit of the 
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result is 1. This means that the result is negative. To find the result in decimal, one 
must take the twos complement of the result and place a negative sign in front of 
it. Twos complement of 1111, = — 1o 


Multiplication of Unsigned Binary Numbers 
Multiplication of two binary numbers can be carried out in the same way as is done with 
the decimal numbers using pencil and paper. Consider the following example: 


Multiplicand ——? 0110 . (6,9) 
Multiplier ————> 0101 x (5,0) 


0110 
0000 
0110 

0000 

0011110 (30,9) 


partial products 


Final product 


Several multiplication algorithms are available. Multiplication of two unsigned 
numbers can be accomplished via repeated addition. For example, to multiply 4,5 by 310 
the number 4,, can be added twice to itself to obtain the result, 12;,. 


Division of Unsigned Binary Numbers 
Binary division is carried out in the same way as the division of decimal numbers. As an 
example, consider the following division: 
110 <—— Quotient = 66 
011 }10100<— Dividend = 2010 
uid 011 
Divisor = 340 


aa Partial Remainders 


010 
000 — Remainder = 2 


6<— quotient 
3 )20*~ dividend 
^5 «remainder 


Division between unsigned numbers can be accomplished via repeated subtraction. 
For example, consider dividing 7,, by 3, as follows: 


Dividend Divisor Subtraction Counter 
Result 
Tio 310 7-3=4 | 1 
4-3=]1 I+1=2 


Quotient = Counter value = 2 
Remainder = subtraction result = 1 


Here, one is added to a counter whenever the subtraction result is greater than the 
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divisor. The result is obtained as soon as the subtraction result is smaller than the divisor. 


2.5.2 BCD Arithmetic 
Many computers have instructions to perform arithmetic operations using packed BCD 
numbers. Next, we consider some examples of packed BCD addition and subtraction. 


BCD Addition 


The two cases that may occur while adding two packed BCD numbers are considered next. 
Consider adding packed BCD numbers 25 and 33: 


25 0010 0101 
+33 0011 0011 
58 0101 1000 


In this example, none of the sums of the pairs of decimal digits exceeded 9; therefore, 
no decimal carries were produced. For these reasons, the BCD addition process is 
straightforward and is actually the same as binary addition. 

Now consider the addition of 8 and 4 in BCD: 


8 0000 1000 
+4 0000 0100 
12 0000 1100 < invalid code group for BCD 


The sum 1100 does not exist in BCD code. It is one of the six forbidden or invalid 
4-bit code groups. This has occurred because the sum of two digits exceeds 9. Whenever 
this occurs, the sum has to be corrected by the addition of 6 (0110) to skip over the six 
invalid code groups. For example, 


8 0000 1000 
+4 0000 0100 
12 0000 1100 invalid sum 
+0000 0110 add 6 for correction 
0001 0010 BCD for 12 
1 uu 


As another example, add packed BCD numbers 56 and 81: 


56 0101 0110 BCD for 56 
+81 1000 ; 0001 BCD for 81 
137 1101 0111 invalid sum in 2nd digit 
+0110 add 6 for correction 
0001 0011 0111 
wi a —— 
1 3 7 «— correct answer 137 


Therefore, it can be concluded that addition of two BCD digits is correct if the 
binary sum is less than or equal to 1001 (9 in decimal). A binary sum greater than 1001, 
results into an invalid BCD sum; adding 0110, to an invalid BCD sum provides the correct 
sum with an output carry of 1. Furthermore, addition of two BCD digits (each digit having 
a maximum value of 9) along with carry will require correction 1f the sum is in the range 
16 decimal through 19 decimal. It can be concluded that a correction is necessary for the 
following: 
i) If the binary sum is greater than or equal to decimal 16 (This will generate a carry of 
one) 
ii) If the binary sum is 1010, through 1111. 
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For example, consider adding packed BCD numbers 97 and 39: 


111—Intermediate Carries 
97 1001 0111 BCD for 97 
+39 0011 1001 BCD for 39 
136 1101 0000 invalid sum 
+0110 +0110 add 6 for correction 
0001 0011 0110 
Vey ue a 
1 3 6 «— correct answer 136 


BCD Subtraction 

Subtraction of packed BCD numbers can be accomplished in a number of different ways. 
One method is to add the 10’s complement of the subtrahend to the minuend using packed 
BCD addition rules, as described earlier. 

One means of finding the 10's complement of a d-digit packed BCD number N 
is to take the twos complement of each digit individually, producing a number N,. Then, 
ignoring any carries, add the d-digit factor M to N,, where the least significant digit of M is 
1010 and all remaining digits of M are 1001. 

As an example, consider subtracting 26,, from 84,, using BCD subtraction. This 
can be accomplished as follows: 


,—_— —.—^ 


Now, the 10's complement of 26,, can be found according to the rules by 
individually determining the twos complement of 2 and 6, adding the 10's complement 
factor, and discarding any carries. The twos complement of 2 is 1110, and the twos 
complement of 6 is 1010. Therefore, 


2's complement of each digit of 26,, 1110 1010 
addition factor to find 10's complement +1001 1010 
10’s complement of 26), (1) 0111 (1) 0100 

7 i 4 


ignore these carries 


10’s complement of 26,, 0111 0100 
| 84, +1000 0100 
1111 1000 
BCD correction factor +0110 
(1) 0101 1000 
— ti 
5 8 
ignore carry 


Therefore, the final answer is 58,,. 


2.5.3  Multiword Binary Addition and Subtraction 

In many cases, the word length of a particular microprocessor may not be large enough 
to represent the desired magnitude of a number. Suppose, for example, that numbers in 
the range from 0 to 65,535 are to be used in an 8-bit microprocessor in binary addition 
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and subtraction operations using the twos complement number representation. This can be 
accomplished by storing the 16-bit numbers each in two 8-bit memory locations. Addition 
or subtraction of the two 16-bit numbers is implemented by adding or subtracting the 
lower 8 bits of each number, storing the result in 8-bit memory location or register, and 
then adding the two high-order parts of the number with any carry or borrow generated 
from the first addition or subtraction. The latter partial sum or difference will be the high- 
order portion of the result. Therefore, the two 8-bit operations together comprise the 16-bit 
result. 
Here are some examples of 16-bit addition and subtraction. 


16-Bit Addition 
upper half ofthe ^ lower half of the 
16-bit number 16-bit number 
Oe A7 AN 
01001011 01111010 


; +00101110 00101101 
intermediate 
carries ——— 111 1111 
0111100 0100111 


high byte of the low byte of the 
answer answer 


The low-order 8-bit addition can be computed by using the microprocessor's ADD 
instruction and the high-order 8-bit sum can be obtained by using the ADC (ADD with 
carry) instruction in the program. 


16-Bit Subtraction 
Consider 23 A616 — 124A;5 = 115C jg. 


high byte 23 low byte A6 


fh IN OS, ff RDO 
00100011 10100110 


l's complement 4 |, 101 10110101 
of 124A 16 01 1 add | to find 


2's complement 


—100010001 l 
VY Y 0 T E of 124A 16 


ignore this 
carry 
The low-order 8-bit subtraction can be obtained by using SUB instruction of 
the microprocessor, and the high-order 8-bit subtraction can be obtained by using SBB 
(SUBTRACT with borrow) instruction in the program. 


2.6 Error Correction and Detection 


In digital systems, it is possible that the transmitted information is not received correctly. 
Note that a computer is a digital system in which information transfer can take place in 
many ways. For example, data may be moved from a CPU register to another device or 
vice versa. When the transmitted data is not received correctly at the receiving end, an 
error occurs. One possible cause for such errors is noise problems during transmission. To 
avoid these problems, error detection and correction may be necessary. In a digital system, 
an error occurs when a 0 is changed to a | and vice versa. Correction of this error means 
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replacement of a 1 with 0 and vice versa. The reliability of digital data depends on the 
methods employed for error detection and correction. 

The simplest way to detect the presence of an error is by adding a single bit, called 
the "parity" bit, to the message bits and then transmitting the message along with the parity 
bit. The parity bit is usually computed in two ways: even parity and odd parity. In the even 
parity method, the parity bit is added in such a way that after its inclusion, the number of 
l's in the message together with the parity bit is an even number. On the other hand, in 
an odd parity scheme, the parity bit is added in such a way that the number of 1’s in the 
message and the parity bit is an odd number. For example, suppose that the message to be 
transmitted is 0110. If even parity is used by the transmitting computer, the transmitted data 
along with the parity bit will be 00110. On the other hand, if odd parity is used, the data 
to be transmitted will be 10110. The parity computation can be implemented in hardware 
by using exclusive-OR gates (to be discussed in Chapter 3). Usually for a given message, 
the parity bit is generated using either an even or odd parity scheme by the transmitting 
computer. The message is then transmitted along with the parity bit. At the receiving end, 
the parity is checked by the receiving computer. If there is a discrepancy, the data received 
will obviously be incorrect. For example, suppose that the message bits are 1101. The even 
parity bit for this message is 1. The transmitted data will be 





Even Message 
Parity 
Bit 


Suppose that an error occurs in the least significant bit; that is m0 is changed from 
1 to 0 during transmission. The received data will be: 


alilijefe. 


The receiving computer performs a parity check on this data by counting the 
number of ones and finds it to be an odd number, three. Therefore, an error is detected. 

With a single parity bit, an error due to a single bit change can be detected. Errors 
due to 2-bit changes during transmission will go undetected. In such situations, multiple 
parity bits are used. One such technique is the “Hamming code,” which uses 3 parity bits 
for a 4-bit message. 


QUESTIONS AND PROBLEMS 

2: Convert the following unsigned binary numbers into their decimal equivalents: 
(a) 01110101, (b) 1101.101, (c) 1000.111, 

2.2 Convert the following numbers into binary: 


(a) 1532, — (b) 343, 


2.3 Convert the following numbers into octal: 
(a) 1843,, (b) 1766,, 
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2.4 
2.5 


2.6 


2.7 


2.8 
2.9 


2.10 
2.11 


2.12 


2.13 


2.14 


2.15 


2.16 


2.17 


Convert the following numbers into hexadecimal 
(a) 1987, (b) 3072, 


Convert the following binary numbers into octal and hexadecimal numbers: 


(a) 1101011100101 (b) 1100001110011000001 1 
Using 8 bits, represent the integers —48 and 52 in 

(a) sign magnitude form 

(b) ones complement form 

(c) twos complement form 


Identify the following unsigned binary numbers as odd or even without 
converting them to decimal: 110011005; 001001005; 01111001.. 


Convert 532.372 into its binary equivalent. 
Convert the following hex numbers to binary: 15FD,,; 26EA,,. 


Provide the BCD bit encodings for the following decimal numbers: 
(a) 11264 (b) 8192 


Represent the following numbers in excess-3: 
(a) 678 (b) 32874 (c) 61440 


What is the excess-3 equivalent of octal 1543? 


Represent the following binary numbers in BCD: 
(a) 0001 1001 0101 0001 
(b) 0110 0001 0100 0100 0000 


Express the following binary numbers into excess-3: 
(a) 0101 1001 0111 
(b) 0110 1001 0000 


Perform the following unsigned binary addition. Include the answer in decimal. 
1011.01 
£0110011] 


Perform the indicated arithmetic operations in binary. Assume that the numbers 
are in decimal and represented using 8 bits. Express the results in decimal. Use the 
twos complement approach for carrying out all subtractions. 


(a) 14 (c) 32 
+17 -14 
(b) 34 (d) 34 
+28 -42 


Using twos complement, perform the following subtraction: 3AFA,, - 2FIE,. 
Include the answer in hex. 


52 
2.18 


2.19 


2.20 


2.2] 


227 


2:23 


2.24 


2:29 


2.26 
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Using 9's and 10's complement arithmetic, perform the following arithmetic 
operations: 
(a) 254,—132, (b) 783,4—807, 


Perform the following arithmetic operations in binary using 6 bits. Assume that 
all numbers are signed decimal. Use twos complement arithmetic. Indicate if 
there is any overflow. 


(a) 14 (b) 7 (c) 27 
+8 +(-—7 +(-19 

(d) (-24) (e) 19 (f) (717) 

*(-19) -(-12) -(-16) 


Perform the following unsigned multiplication in binary using a minimum number 
of bits required for each decimal number using the pencil and paper method: 
12 x 52 


Perform the following unsigned division in binary using a minimum number of 
bits required for each decimal number: 


3/14 
Obtain the bit encodings of the following numbers and then perform the indicated 
arithmetic operations using BCD: 


(a) 54 (b | 782 (c) 82 
+48 +219 -58 


Find the odd parity bit for the following binary message to be transmitted: 
10110000. 


Repeat Problem 2.20 using repeated addition. 

Repeat Problem 2.21 using repeated subtraction. 

If a transmitting computer sends the 8-bit binary message 11000111 using an even 
parity bit. Write the 9-bit data with the parity bit in the most significant bit. If the 


receiving computer receives the 9-bit data as 110000111, is the 8-bit message 
received correctly? Comment. 
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BOOLEAN ALGEBRA 
AND DIGITAL LOGIC GATES 


This chapter describes fundamentals of logic operations, Boolean algebra, minimization 
techniques, and implementation of basic digital circuits. 

Digital circuits contain hardware elements called "gates" that perform logic 
operations on binary numbers. Devices such as transistors can be used to perform the logic 
operations. Boolean algebra is a mathematical system that provides the basis for these 
logic operations. George Boole, an English mathematician, introduced this theory of digital 
logic. The term Boolean variable is used to mean the two-valued binary digit 1 or 0. 


3.1 Basic Logic Operations 


Boolean algebra uses three basic logic operations namely, NOT, OR, and AND. These 
operations are described next. 


3.1.1 NOT Operation 
The NOT operation inverts or provides the ones complement of a binary digit. This 
operation takes a single input and generates one output. The NOT operation of a binary 
digit provides the following result: 

NOT 1 =0 

NOT 0=1 


Therefore, NOT of a Boolean variable A, written as A (or A’) is 1 if and only if A 
is 0. Similarly, 4 is 0 if and only if A is 1. This definition may also be specified in the form 
of a truth table: 





Note that a truth table contains the inputs and outputs of digital logic circuits. The 
symbolic representation of an electronic circuit that implements a NOT operation is shown 


— 
FIGURE 3.1 Symbol for a NOT gate 
53 


54 Fundamentals of Digital Logic and Microcomputer Design 





FIGURE 3.2 Pin diagram for the 74HC04 or 74LS04 


in Figure 3.1. 

A NOT gate is also referred to as an "inverter" because it inverts the voltage 
levels. As discussed in Chapter 1, a transistor acts as an inverter. A Q-volt at the input 
generates a 5-volt output; a 5-volt input provides a 0-volt output. 

As an example, the 74HC04 (or 74L S04) is a hex inverter 14-pin chip containing 
six independent inverters in the same chip as shown in Figure 3.2. 

Computers normally include a NOT instruction to perform the ones complement 
of a binary number on a bit-by-bit basis. An 8-bit computer can perform NOT operation 
on an 8-bit binary number. For example, the computer can execute a NOT instruction on 
an 8-bit binary number 01101111 to provide the result 10010000. The computer utilizes an 
internal electronic circuit consisting of eight inverters to invert the 8-bit data in parallel. 


3.1. OR operation 
The OR operation for two variables 4 and B generates a result of 1 if 4 or B, or both, are 1. 
However, if both A and B are zero, then the result is 0. 

A plus sign + (logical sum) or V symbol is normally used to represent OR. The 
four possible combinations of ORing two binary digits are 


0+0=0 
0+1=1 
1-021 


1 *121 


A truth table is usually used with logic operations to represent all possible 
combinations of inputs and the corresponding outputs. The truth table for the OR operation 
IS 


Inputs 
Output = A + B 
0 


— = © ola 
— o =- old 


l 
] 
l 
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FIGURE 3.3 Symbol for an OR gate 


Figure 3.3 shows the symbolic representation of an OR gate. 

Logic gates using diodes provide good examples to understand how semiconductor devices 
are utilized in logic operations. Note that diodes are hardly used in designing logic gates. 
Figure 3.4 shows a two-input-diode OR gate. The diode (see Chapter 1) is a switch, and it 
closes when there is a voltage drop of 0.6 V between the anode and the cathode. Suppose 
that a voltage range of 0 to 2 V is considered as logic 0 and a voltage of 3 to 5 V is logic 
1. If both A and B are at logic 0 (say 1.5 V) with a voltage drop across the diodes of 0.6 V 
to close the diode switches, a current flows from the inputs through R to ground, and the 
output C will be at 1.5 V - 0.6 V — 0.9 V (logic 0). On the other hand, if one or both inputs 
are at logic 1 (say 4.5 V) the output C will be at 4.5 - 0.6 V = 3.9 V (logic 1). Therefore, 
the circuit acts as an OR gate. 

The 74HC32 (or 74LS32) is a commercially available quad 2-input 14-pin OR 
gate chip. This chip contains four 2-input/l-output independent OR gates as shown in 
Figure 3.5. 

To understand the logic OR operation, consider Figure 3.6. V is a voltage source, 
A and B are switches, and L is an electrical lamp. L will be turned ON if either switch A or B 
or both are closed; otherwise, the lamp will be OFF. Hence, L = A + B. Computers normally 
contain an OR instruction to perform the OR operation between two binary numbers. For 
example, the computer can execute an OR instruction to OR 3A,, with 21,, on a bit by bit 
basis: 


3A, =0011 1010 
21,, 20010 0001 


001) 101) 


3 B i6 


The computer typically utilizes eight two-input OR gates to accomplish this. 


3.1.3 AND operation 
The AND operation for two variables A and B generates a result of ] if both 4 and B are 1. 


a D 
Inputs Output 
j ? b2 PT O C-ASB 


R 


FIGURE 3.4 Diode OR gate 


56 Fundamentals of Digital Logic and Microcomputer Design 


Vcc B4 M 4 B A  Y3 
9 


Y 
|14 13 12 11 10 8 

















FIGURE 3.5 Pin diagram for 74HC32 or 74L S32 


B L=A+B 


Lamp 


FIGURE 3.6 An example of the OR operation 


A — 4 
4[—] e 


FIGURE 3.7 AND gate symbol 


However, if either 4 or B, or both, are zero, then the result is 0. 
The dot - and ^ symbol are both used to represent the AND operation. 


The AND operation between two binary digits is 


0:020 
0:120 
1:020 
1:121 


The truth table for the AND operation is 


Inputs 
A B Output = A- B= AB 
0 0 0) 
0 | 0 
] 0 0 
l l ] 


Figure 3.7 shows the symbolic representation of an AND gate. Figure 3.8 shows a two- 
input diode AND gate. 
As we did for the OR gate, let us assume that the range 0 to +2 V represents logic 
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A 
Inputs { 
B 


FIGURE 3.8 Diode AND gate 


0 and the range 3 to 5 V is logic 1. Now, if A and B are both HIGH (say 3.3 V) and the 
anode of both diodes at 3.9 V, the switches in D, and D, close. A current flows from +5 V 
through resistor R to +3.3 V input to ground. The output C will be HIGH (3.9 V). On the 
other hand, if a low voltage (say 0.5 V) is applied at A and a high voltage (3.3V) is applied 
at B. The value of R is selected in such a way that 1.1 V appears at the anode side of D,; 
at the same time 3.9 V appears at the anode side of D,. The switches in both diodes will 
close because each has a voltage drop of 0.6 V between the anode and cathode. A current 
flows from the +5 V input through R and the diodes to ground. Output C will be low (1.1 
V) because the output will be lower of the two voltages. Thus, it can be shown that when 
either one or both inputs are low, the output is low, so the circuit works as an AND gate. 
As mentioned before, diode logic gates are easier to understand, but they are not normally 
used these days. 

Transistors are utilized in designing logic gates. Diode logic gates are provided as 
examples in order to illustrate how semiconductor devices are utilized in designing them. 

The 74HC08 (or 74L S08) is a commercially available quad 2-input 14-pin AND 
gate chip. This chip contains four 2-input/1-output independent AND gates as shown in 
Figure 3.9. To illustrate the logic AND operation consider Figure 3.10. The lamp L will 
be on when both switches 4 and B are closed; otherwise, the lamp Z will be turned OFF. 
Hence, 

L-A-B 

Computers normally have an instruction to perform the AND operation between two binary 
numbers. For example, the computer can execute an AND instruction to perform ANDing 





A1 B1 Y1 A2 B2 Y2 GND 
FIGURE 3.9 Pin Diagram for 74HC08 or 74L S08 
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FIGURE 3.10 An example of the AND operation 


31,4 with Al,, as follows: 
31,, =0011 0001 
Alj, =1010 0001 
0919 000} 
2 


l i6 


The computer utilizes eight two-input AND gates to accomplish this. 


3.2 Other Logic Operations 


The four other important logic operations are NOR, NAND, Exclusive-OR (XOR) and 
Exclusive-NOR (XNOR). 


3.2.1 NOR operation 

The NOR output is produced by inverting the output of an OR operation. Figure 3.11 
shows a NOR gate along with its truth table. Figure 3.12 shows the symbolic representation 
of a NOR gate. In the figure, the small circle at the output of the NOR gate is called the 
inversion bubble. The 74HC02 (or 74LS02) is a commercially available quad 2-input 14- 
pin NOR gate chip. This chip contains four 2-input/1l-output independent NOR gates as 
shown in Figure 3.13. 


3.2.2 NAND operation 
The NAND output is generated by inverting the output of an AND operation. Figure 3.14 
shows a NAND gate and its truth table. Figure 3.15 shows the symbolic representation of 
a NAND gate. 

The 74HCO00 (or 74LS00) is a commercially available quad 2-input/1-output 14- 
pin NAND gate chip. This chip contains four 2-input/1-output independent NAND gates 
as shown in Figure 3.16. 


NOR gate Truth Table 








—He OO unu 


— oe oO 


FIGURE 3.11 A NOR gate with its truth table 
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A — 


FIGURE 3.12 NOR gate symbol 








FIGURE 3.13 Pin diagram for 74HC02 or 74LS02 





NAND gate Truth Table 
F C - AB A B C=AB 
B 0 0 l 
0 l ] 
1 0 l 
] l 0 


FIGURE 3.14 A NAND gate and its truth table 








FIGURE 3.16 Pin diagram for 74HC00 or 74L S00 
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3.2.3  Exclusive-OR operation (XOR) 

The Exclusive-OR operation (XOR) generates an output of | if the inputs are different and 
0 if the inputs are the same. The ® or V symbol is used to represent the XOR operation. 
The XOR operation between binary digits is 


000-0 
001-21 
160-21 
1®1=0 


Most computers have an instruction to perform the XOR operation. Consider 
3A, =0011 1010 
21, 20010 0001 


090) 101] 
l B. 
It is interesting to note that XORing any number with another number of the 


same length but with all 1’s will generate the ones complement of the original number. For 


example, consider XORing 31, with FF,,: 
P d 531. 0011 0001 


16 
I's complement of 31 ,, 1100 1119 





C E 6 
34,6 FF, 0011 0001 
1111 1111 
L199 LO 
C E i6 
The truth table for Exclusive-OR operation is 
Inputs Output 
Á B C=AQB 
0 0 0 
0 ] ] 
I 0 ] 
l ] 0 


From the truth table, A ® B is 1 only when A = 0 and B = 1 or A = 1 and P =Q. 
Therefore, 
C-AGB -AB * AB 
Figure 3.17 shows an implementation of an XOR gate using AND and OR gates. 
Figure 3.18 shows the symbolic representation of the Exclusive-OR gate assuming that 
both true and complemented values of A and P are available. 


wl a 


C=ABtAB=AOB 


wal 
aN 
w 


FIGURE 3.17 AND-OR Implementation of the Exclusive-OR gate 
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FIGURE 3.19 Pin diagram for 74HC86 or 74LS86 


XNOR gate Truth Table 





wW ox 

es 

It 

A 

5 

(vv) 

oS 

— C O — 0 


= Om © 


FIGURE 3.20 Exclusive-NOR symbol along with its truth table 


Voc B4 A4 Y4 Y3 B3 A3 





FIGURE 3.21 Pin Diagram for 74HC266 or 74LS266 


The 74HC86 (or 74LS86) is a commercially available quad 2-input 14-pin 
Exclusive-OR gate chip. This chip contains four 2-input/1-output independent exclusive- 
OR gates as shown in Figure 3.19. 


3.2.4 . Exclusive-NOR Operation (XNOR) 
The one's complement of the Exclusive-OR operation is known as the Exclusive-NOR 
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operation. Figure 3.20 shows its symbolic representation along with the truth table. The 
XNOR operation is represented by the symbol ©. Therefore, C=A@B=AOB. The 
XNOR operation is also called equivalence. From the truth table, output C is 1 if both A 
and B are 0’s or both A and B are 1’s; otherwise, C is 0. That is, C= 1, for A = 0 and B= 
Oor4-landB-]. Hence, C AO B-AB-- AB 

The 74HC266 (or 74LS266) is a quad 2-input/1-output 14-pin Exclusive-NOR 
gate chip. This chip contains four 2-input/l-output independent Exclusive-NOR gates 
shown in Figure 3.21. 

Note that the symbol C is chosen arbitrarily in all the above logic operations to 
represent the output of each logic gate. Also, note that all logic gates ( except NOT) can 
have at least two inputs with only one output. The NOT gate, on the other hand, has one 
input and one output. 





3.3 IEEE Symbols for Logic Gates 


The institute of Electrical and Electronics Engineers (IEEE) recommends rectangular shape 
symbols for logic gates: The original logic symbols have been utilized for years and will be 
retained in the rest of this book. IEEE symbols for gates are listed below: 


Gate Common Symbol IEEE Symbol 


OR IL» : 21 f=At+B 
NOT io p= A EE: f=A 





NAND 








NOR SS) er a >1 p—/-4-«B 
B B 
E Á n 
Exclusive-OR B ) Dres B E f=A®B 
Exclusive-NOR : f=A@B A =T O f-AGB 
B B 
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3.4 Positive and Negative Logic 


The inputs and outputs of logic gates are represented by either logic 1 or logic 0. There 
are two ways of assigning voltage levels to the logic levels, positive logic and negative 
logic. The positive logic convention assigns a HIGH (H) voltage for logic 1 and LOW (L) 
voltage for logic 0. On the other hand, in the negative logic convention, a logic 1 = LOW 
(L) voltage and logic 0 = HIGH (H) voltage. 

The IC data sheets typically define these levels in terms of voltage levels rather 
than logic levels. The designer decides on whether to use positive or negative logic. As an 
example, consider a gate with the following truth table: 





Using positive logic, (H = 1 and L = 0) the following table is obtained: 





This is the truth table for a NAND gate. However, negative logic, (H = 0 and L = 
1) provides the following table: 





This 1s the truth table for a NOR gate. Note that converting from positive to 
negative logic and vice versa for logic gates basically provides the dual (discussed later in 
this chapter) of a function. This means that changing 0’s to 1’s and 1’s to 0’s for both inputs 
and outputs of a logic gate, the logic gate is converted from a NOR gate to a NAND gate 
as shown in the example. In this book, the positive logic convention will be used. 

Note that positive logic and active high logic are equivalent (HIGH = 1, LOW = 
0). On the other hand, negative logic and active low logic are equivalent (HIGH = 0, LOW 
= 1). A signal is “active high" if it performs the required function when HIGH (H = 1). An 
"active low” signal, on the other hand, performs the required function when LOW (L = 0). 
A signal 1s said to be asserted when it is active. A signal is disasserted when it is not at its 
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active level. 

Active levels may be associated with inputs and outputs of logic gates. For 
example, an AND gate performs a logical AND operation on two active HIGH inputs and 
provides an active HIGH output. This also means that if both the inputs of the AND gate 
are asserted, the output is asserted. 


3.5 Boolean Algebra 


Boolean algebra provides basis for logic operations using binary variables. Alphabetic 
characters are used to represent the binary variables. A binary variable can have either 
true or complement value. For example, the binary variable A can be either A and/or A in 
a Boolean function. 

A Boolean function is an operation expressing logical operations between binary 
variables. The Boolean function can have a value of 0 or 1. As an example of a Boolean 
function, consider the following: 

f=AB+C 

Here, the Boolean function fis 1 if both 4 and B are 1 or C is 1; otherwise, fis 0. 
Note that A means that if A = 1, then A = 0. Thus, when B = 1, then B. = 0. It can therefore 
be concluded that fis one when A = 0 and B=OorC= 1. 

A truth table can be used to represent a Boolean function. The truth table contains 
a combination of 1’s and 0’s for the binary variables. Furthermore, the truth table provides 
the value of the Boolean function as 1 or 0 for each combination of the input binary 
variables. Table 3.1 provides the truth table for the Boolean function f= A B + C. In the 
table, if A= 1, B = 1, and C=0, f =0.0+0=0. Note that table 3.1 contains three input 
variables (A, B, C) and one output variable (f). Also, by ORing ones in the truth table, 


TABLE 3.1 Truth Table for f= 4 B +C 





A 
0 
0 
0 
0 
l 
l 
1 
l 


— = c cO — — © CY 
— oO — O = CO =. OTN 
— Or DoD m- 0 KF KITS 


E f=AB+C 


FIGURE 3.22 Logic diagram for f= A B +C 
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the function f contains several terms; however, the function can be simplified using the 
techniques to be discussed later. 

A Boolean function can also be represented in terms of a logic diagram. Figure 
3.22 shows the logic diagram for f= A B + C. The Boolean expression f= A B + C contains 
two terms, A B and C, which are inputs to logic gates. Each term may include a single or 
multiple variables, called “literals,” which may or may not be complemented. For example, 
f=AB -* C contains three literals, 4, B, and C. Note that a variable and its complement are 
both called literals. For two variables, the literals are A, B, A, and B. 

Boolean functions can be simplified by using the rules (identities) of Boolean 
algebra. This allows one to minimize the number of gates in a logic diagram, which reduces 
the cost of 1mplementing a logic circuit. 


3.5.1 Boolean Identities 
Here is a list of Boolean identities that are useful in simplifying Boolean expressions: 


l. ayA+0=A b)A-1=A 
2: ayAti=l1 5)4-:020 
3. a)A+A=A b)A:A=A 
4. a)At+A=] b)A-A=0 
3: a) (4) - A 
6. Commutative Law: 
a)A+B=B+A b)A4- B-B-A 
d. Associative Law: 
ajA * (B C) - (A B) - C b)4-(B: O)-(4- B): C 
8. Distributive Law: 
aA-(B-C)-A-B* A-C b)A+B-C=(AtB):(A+C) 
9, DeMorgan's Theorem: 
ayA+B=A-B b)4:B-A- B 


In the list, each identity identified by b) on the right is the dual ofthe corresponding identity 
a) on the left. Note that the dual of a Boolean expression is obtained by changing 1’s to 
0’s and 0’s to 1’s if they appear in the equation, and AND to OR and OR to AND on both 
sides of the equal sign. 

For example, consider identity 4. Relation 4a is the dual of relation 4b because the 
AND in the expression is replaced by an OR and then, 0 by 1. 

The Duality Principle of Boolean algebra states that a Boolean expression is 
unchanged if the dual of both sides of the equal sign is taken. Consider, for example, the 
Boolean function, 
f=B+AB Therefore, f =B- (1+4) 


=B 
The dual of f, 
fy - B-(A* B) 
fo "B: A* B: B-BA«B 
=B(A+1)=B 


Hence, f= fp. In order to verify some of the identities, consider the following examples: 
i) Identity 2a) A+1=1 

ForA-0, A+1=0+1=1 

Ford4=1, At1l=1+1=1 


ii) Identity 4b) 4: 4 - 0. If 4=1, then 4 =0. Hence, 4: 4-1:0-0 
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iii) Identity 8b) A+ B- C = (A + B) - (A + C) is very useful in manipulating Boolean 
expressions. This identity can be verified by means of a truth table as follows: 


A B C B.C A+B A*C | A+B-C | (A+B) (4+0 
0 0 0 0 0 0 0 0 
0 0 ] 0 0 l 0 0 
0 I 0 0 l 0 0 0 
0 ] l l l ] | l 
l 0 0 0 1 i 1 I 
l 0 ] 0 l I 1 1 
| ] 0 0 1 l 1 1 
l | ] 1 ] l ] ] 


iv) Identities 9a) and 9b) (DeMorgan's Theorem) are useful in determining the one's 
complement of a Boolean expression. DeMorgan's theorem can be verified by means 
of a truth table as follows: 





A B A B A-B | A+B A+B A-B | A-B | A+B 
0 0 l l ] 0 l 0 l 1 
0 l l 0 0 ] 0 0 1 l 
i 0 0 l 0 ] 0 0 ] ] 
| ] 0 0 0 l 0 l 0 0 


De Morgan’s Theorem can be expressed in a general form for n variables as follows: 
A*B*C«*D«*..-A:B: C: D... 
A-B-C-D-..- A+B+C+D+... 
The logic gates except for the inverter can have more than two inputs if the 
logic operation performed by the gate is commutative and associative (identities 6a and 
7a). For example, the OR operation has these two properties as follows:A +B=B+A 


(commutative) and (A + B) + C = A+ (B+C)=A+B+C (associative). This means 


Awa 





(a) Implementation of f= ABCD + ABCD + BC 


B BC 
C 


f 
D 


(b) implementation of the simplified function f = BC + D 


FIGURE 3.23 Implementation of Boolean function using logic gates 
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that the OR gate inputs can be interchanged. Thus, the OR gate can have more than two 
inputs . Similarly, using the identities 6b and 7b, it can be shown that the AND gate can 
also have more than two inputs. Note that the NOR and NAND operations, on the other 
hand, are commutative, but not associative. Therefore, it is not possible to have NOR and 
NAND gates with more than two inputs. However, NOR and NAND gates with more 
than two inputs can be obtained by using inverted OR and inverted AND respectively. 
The Exclusive-OR and Exclusive-NOR operations are both commutative and associative. 
Thus, these gates can have more than two inputs. However, Exclusive-OR and Exclusive- 
NOR gates with more than two inputs are uncommon from a hardware point of view. 


3.5.2 Simplification Using Boolean Identities 
Although there are no defined set of rules for minimizing a Boolean expression, appropriate 
identities can be used to accomplish this. Consider the Boolean function 
f-ABCD + ABCD + BC 
This equation can be implemented using logic gates as shown in Figure 3.23(a). 
The expression can be simplified by using identities as follows: 


f = BCD(A * A) + BC By identity 4a) 
= BCD +1 BC By identity 1b) 
= BCD + BC 

Assume BC = E, then BC = E and, 

f =ED+E, 
= (E+ E)(E+D) By identity 8b) 
=E+D By identity 4a) 


Substituting E = BC, f=BC+D 

The simplified form is implemented using logic gates in Figure 3.23(b). The 
logic diagram in Figure 3.23(b) requires only one NAND gate and an OR gate. This 
implementation is inexpensive compared to the circuit of Figure 3.23(a). Both logic circuits 
perform the same function. The following truth table can be used to show that the outputs 
produced by both circuits are equivalent: 


2. 3 € n E ECID 
0 0 0 0 | l 
0 0 0 l ] l 
0 0 l 0 1 l 
0 0 1 ] 1 l 
0 l 0 0 l I 
0 l 0 l l l 
0 l ] 0 0 0 
0 l ] ] l l 
l 0 0 0 l ] 
] 0 0 l I l 
l 0 l 0 1 l 
l 0 ] ] l 
l l 0 0 l I 
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The following are some more examples for simplifying Boolean expressions using 
identities: 


i) faxtytxytxyz = xy + xy t+ xyz= xy +xyz = xy (1 +z) = xy 


ii) f= abcd + acd + bcd + (18 ab) cd = abcd + cd (a+b) + abcd = abcd + abcd + abcd 
= abcd 


iii) F = XY + XZ - XZ-X(Y*Z*Z) -X(Y*t1)-X*1-7X 


iv) F = ABC*AB*- AC- A(B* C)MAB-AC-AB* ACC AB- AC 
=A(B+B)+C(A +A) -A*C 


) faxtyytxtyaxtiyty= (et Dety) tyaxtytyaxt l= 
vi) f=A(B@1) (A+B) =AB (A+B)=ABA+A BB=0 


vi) F=B(A+B)+AB+B=AB+BB+AB+B= AB+BtABt+B 
=]+AB+AB=] 


viii) f = (x+y +z) (xy + y z) = xyx t xyy + xyz *yzx +yz y+yz z 
= xytxyztyextyz = xy(l+z)+yz(x+1) = xytyz 


ix) f=xy +xyztxy=xy(l+z)+xy=xy+ xy=x@y 
x) F= ABC +ABC + BC=BC(A+A)+BC=BC +BC=B(C+C)=B*/1=B 


xi) Show that f= (a+b)(a+b) can be implemented using one Exclusive -OR gate. 
Solution: f= (a+b)(a+b) using DeMorgan’s theorem, 

= (a+b) + (a+b) = (a + b) + (a*b) =ab+ab =a@b 
xii) Show that f=(4+B)(E+F) can be implemented using two AND and one OR gates. 
Solution: f =(4+B)(E+F) = AB + EF using DeMorgan’s theorem. 








xiii) Express f=(X+XZ) (X + Z) using only one two-input OR gate. 
Solution: f=(X+X) (X+Z)(X + Z) using the distributive law. Hence, f= X+Z 


xiv) Express f for f=(4 + B + C) + ABC using only one three input AND gate. 
Solution: Using DeMorgan’s theorem, f= f=(A + B + C) + ABC 
= (ABC)*(ABC) = ABC 





3.5.3 Consensus Theorem 
The Consensus Theorem is expressed as AB + AC + BC = AB + AC 
The theorem states that the AND term BC can be eliminated from the expression 
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if one of the literals such as B is ANDed with the true value of another literal (4) and the 
other term C is ANDed with its complement (A). This theorem can sometimes be applied 
to simplify Boolean equations. The Consensus Theorem can be proved as follows: 


AB AC BC - AB * AC BC(A & A) 
= AB - AC- ABC ABC 
= AB-- ABC AC- ABC 
= AB(1-4- C) - AC(1 +B) 
= AB AC 
The dual of the Consensus Theorem can be expressed as 
(A + B)(A + C)(B +C) = (A + BY(A + C) 
To illustrate how a Boolean expression can be manipulated by applying the Consensus 


Theorem, consider the following: — __ 
f=(B+DXB +C) 


= BB+BC+BD+CD 

=BC+BD+CD, since BB =0 
Because C is ANDed with B, and D is ANDed with its complement B, by using the 
Consensus Theorem, CD can be eliminated. Thus, f= BC + BD. 


The Consensus Theorem can be used in logic circuits for avoiding undesirable 
behavior. To illustrate this, consider the logic circuits in Figure 3.24. In Figure 3.24(a), the 





f = AB+AC+BC 


(b) Logic circuit for f = AB + AC + BC 
FIGURE 3.24 Logic circuit for the Consensus Theorem 
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output is one 1)if B and C are 1 and A = 0 or ii) if B and C are 1 and A = 1. 

Suppose that in Figure 3.24(a), B - 1, C7 1, and A =0. Assume that the propagation 
delay time of each gate is 10 ns (nanoseconds). The circuit output f will be 1 after 30 ns 
(3 gate delays). Now, if input A changes from 0 to 1, the outputs of NOT gate 1 and AND 
gate 2 will be 0 and 1 respectively after 10 ns. This will make output f= 1 after 20 ns. The 
output of AND gate 3 will be low after 20 ns, which will not affect the output of f. 

Now, assume that B and C stay at 1 while A changes from 1 to 0. The outputs of 
NOT gate 1 and AND gate 2 will be 1 and 0 respectively after 10 ns. Because the output 
of AND gate 3 is 0 from the previous case, this will change output of OR gate 4 to 0 for a 
brief period of time. After 10 ns, the output of AND gate 3 changes to 1, making the output 
of f HIGH (desired value). Note that, for B= 1, C= 1, and A = 0, the output f should have 
stayed at 1 from the equation f= AB + AC. However, f changed to zero for a short period 
of time. This change is called a “glitch” or “hazard” and occurs from the gate delays in a 
circuit. Glitches can cause circuit malfunction and should be eliminated. Application of the 
Consensus theorem gets rid of the glitch. By adding the redundant term BC, the modified 
logic circuit for f is obtained. Figure 3.24(b) shows the logic circuit. Now, consider the 
case in which the glitch occurs in Figure 3.24(a) when B and C stay at 1 while A changes 
from 1 to 0. For the circuit in Figure 3.24(b) the glitch will disappear, because BC = 1 
throughout any changes in values of A and A. Thus, minimization of logic gates might not 
always be desirable; rather, a circuit without any hazards would bé the main objective of 
the designer. 

There are two types of hazards: static and dynamic. Static hazard occurs when a 
signal should remain at one value, but instead it oscillates a few times before settling back 
to its original value. Dynamic hazard occurs, when a signal should make a clean transition 
toa new logic value, but instead it oscillates between the two logic values before 
making the transition to its final value. Both types of hazards occur because of races in 
the various paths of a circuit. A race is a situation in which signals traveling through two 
or more paths compete with each other to affect a common signal. It is, therefore, possible 
for the final signal value to be determined by the winner of the race. One way to eliminate 
races is by applying the Consensus theorem as illustrated in the preceding example. 


3.5.4 Complement of a Boolean Function 

The complement of a function f can be obtained algebraically by applying DeMorgan's 
Theorem. It follows from this theorem that the complement of a function can also be 
derived by taking the dual of the function and complementing each literal. 


Example 3.1 
Find the complement of the function f = C(AB + A BD + ABD) 
i) Using DeMorgan's Theorem 11) By taking the dual and complementing each literal 
Solution 

Using DeMorgan’s Theorem as many times as required, the complement of the 
function can be obtained: 
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f = C(AB+ABD+ABD) 


ee (AB+ABD+ABD) 


= C+(AB-ABD- ABD) 


=C+(4+B)(A+B+D)(A+B+D) 
By taking the dual and complementing each literal, we have: 
The dual of f: C * (A *- B(A *- B* D(A- B* D) 
Complementing each literal: C+(A+BYA+B+D)(A+Bt+D =f 


3.6 Standard Representations 


The standard representations of a Boolean function typically contain either logical 
product (AND) terms called “minterms” or logical sum (OR) terms called “maxterms.” 
These standard representations make the minimization procedures easier. The standard 
representations are also called “Canonical forms.” 

A minterm is a product term of all variables in which each variable can be 
either complemented or uncomplemented. For example, there are four minterms for two 


— —— 0 — 


variables, A and B. These minterms are A B, AB, AB, and AB. On the other hand, there are 
ABC, AB C, ABC, ABC, and ABC. These product terms represent numeric values from 0 
through 7. In general, there are 2" minterms for n variables. 

A minterm is represented by the symbol m; where the subscript j is the decimal 
equivalent of the binary number of the minterm. For example, the decimal equivalents 
(j) of the binary numbers represented by the four minterms of two variables, A and B, are 
0 (A B), 1(A B), 2(A B), and 3 (AB). Therefore, the symbolic representations of the four 
minterms of two variables are mọ, m,, m,, and m, as follows: 


A B Minterm Symbol 
0 0 AB mo 
0 l A B nm, 
1 0 AB ma; 
l l AB m3 


In general, the n minterms of p (n = 2?) variables are: mo, m,, Mz, ..., Mg- - 

It has been shown that a Boolean function can be defined by a truth table. A 
Boolean function can be exressed in terms of minterms. For example, consider the 
following truth table: 


B f 
0 0 1 
0 l 0 
] 0 l 
l l 1 


One can determine the function f by logically summing (ORing) the product 
terms for which fis 1. Therefore, MEM 
f*AB * AB * AB 
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This is called the Sum-of-Products expression. A logic diagram of a sum-of-products 
expression contains several AND gates followed by a single OR gate. In terms of minterms, 
f can be represented as: 

f= m(0, 2, 3) 
The symbol = denotes the logical sum (OR) of the minterms. 

A maxterm, on the other hand, can be defined as a logical sum (OR) term that 
contains all variables in complemented or uncomplemented form. The four maxterms of 
two variables are A + B, A + B, A +B , and A + B. A maxterm is obtained from the logical 
sum of all the variables by complementing each variable. Each maxterm is represented by 
the symbol M,, where the subscript j is the decimal equivalent of the binary number of the 
maxterm. Therefore, the four maxterms of the two variables, A and B, can be represented 
as follows: 


A B Maxterm Symbol 
0 0 A+B Mo 
0 1 At B Mi 
ł 0 A +B M; 
l l A +B M; 


In the preceding, consider maxterm M, as an example. Since A = 1 and B=0, the 
maxterm M, is found as A + B by taking the logical sum of the complement of A (since A 
= 1) and true value of B (since B = Q0). In general, there are n maxterms (M, M,, ..., Maa) 
for p variables, where n = 2. 

The relationship between minterm and maxterm can be established by using 
DeMorgan's theorem. Consider, for example, minterm m, and maxterm M, for two 
variables: 

m,-AB, M,=A+B 


Taking the complement of m,, 


m; - AB 
= A+B by DeMorgan's Theorem 
=A+B 
= Mi 
Therefore m, =M,, or m,=M,. This implies that m,=M, or m,=M,. That is, a minterm 
is the complement of its corresponding maxterm and vice versa. 


In order to represent a Boolean function in terms of maxterms, consider the 
following truth table: 


B f f 
0 0 ] 0 
0 1 0 l 
l 0 0 ] 
l J 0 1 


Taking the logical sum of minterms of f, 
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FIGURE 3.25 (a) Logic diagram of a sum of minterms 
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FIGURE 3.25 (b) Logic diagram of a product of maxterms 


f=AB+AB+AB 
=m;,+m2+mM3 


= $, m(1,2,3) 


By taking complement of f, 


f=f=m; +m +m; =m -mı -m3 
= Mı : Mo - Ms (since M; = m;) 
=(A+B)(A+B)(A +B) 


This is called the product-of-sums expression. The logic diagram of a product- 
of-sums expression contains several OR gates followed by a single AND gate. Hence, 
f =TIM(, 2, 3) where the symbol II represents the logical product (AND) of maxterms M,, 
M», and M; in this case. Note that one can express a Boolean function in terms of maxterms 
by inspecting a truth table and then logically ANDing the maxterms for which the Boolean 
function has a value of 0. 

A Boolean function that is not expressed in terms of sums of minterms or product 
of maxterms can be represented by a truth table. The function can then be expressed in 
terms of minterms or maxterms. For example, consider f= 4 + BC. The function f is not 
in a sum of minterms or product of maxterms form, since each term does not include all 
three variables A, B, and C. The truth table for f can be determined as follows: 
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A B C | f-A-*BC 
0 0 0 0 
0 0 l 0 
0 1 0 l 
0 | ] 0 
] 0 0 ] 
I 0 l 
l 1 0 l 


l l ] ] 


From the truth table, the sum of minterm form (f= 1) is: 
f ==m(2, 4, 5, 6, 7) = ABC + AB C + ABC + ABC + ABC 
From the truth table, the product of maxterm form (f= 0) is: 
f -IIM(0, 1, 3) - (A * B * C)(A - B - OA * B * C) 

The complement of f, f = XM(0, 1, 3), is obtained by the logical sum of 
minterms for f=0. Also, note that a function containing all minterms is 1. This means 
that in the above truth table, if £-1 for all eight combinations of A, B, and C, then 
f = Xm(0, 1, 2, 3, 4, 5, 6, 7) = 1. As mentioned before, the logic diagram of a sum of 
minterm form contains several AND gates and a single OR gate. This is illustrated by the 
logic diagram for f = Em, 4, 5, 6, 7) = ABC + AB C + ABC + ABC + ABC as shown 
in figure 3.25(a). Similarly, the logic diagram of a product of maxterm expression form 
contains several OR gates and a single AND gate. This is illustrated by the logic diagram 
for f -IIM(0, 1, 3) = (4 + B + C)(A + B + C)(A + B + C) as shown in figure 3.25(b). 


Example 3.2 
Using the following truth table, express the Boolean function fin terms of sum-of-products 
(minterms) and product-of-sums (maxterms): 


A B C f 
0 0 0 0 
0 0 | | 
0 | 0 | 
0 | | 
] 0 0 0 
| 0 ] 0 
| 0 ] 
| | 0 


Solution 
From the truth table, f= 1 for minterms m,, m,, m,, and ms. Therefore, the Boolean function 
f can be expressed by taking the logical sum (OR) of these minterms as follows: 
f^ Em(1,2,3,6,)— A BC + ABC + ABC + ABC 
Now, let us express fin terms of maxterms. By inspecting the truth table, f= 0 for maxterms 
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Mo, M,, M;, and M;. Therefore, the function f can be obtained by logically ANDing these 
maxterms as follows: 


f=TIM(0, 4, 5, 7) 2 (A * B - C(A - B * CIA * B * C(A* B * C) 


3.7 Karnaugh Maps 


A Karnaugh map or simply a K-map is a diagram showing the graphical form of a truth 
table. Since there is no specific set of rules for minimizing a Boolean function using 
identities, it is difficult to know whether the minimum expression is obtained. The K-map 
provides a systematic procedure for simplifying Boolean functions of typically up to five 
variables. K-maps for more than five variables are difficult to use. However, a computer 
program using a tabular method such as the Quine-McCluskey algorithm can be used to 
minimize Boolean functions. 

The K-map is a diagram containing squares with each square representing one 
of the minterms of the Boolean function. For example, the K-map of two variables (A,B) 
contains four squares. The four minterms 4 B, AB, AB, and AB are represented by each 
square. Similarly, there are 8 squares for three variables, 16 squares for four variables, and 
32 squares for five variables. Since any Boolean function can be expressed in terms of 
minterms, the K-map can be used to visually represent a Boolean function. 

The K-map is drawn in such a way that there is only a 1-bit change from one square 
to the next (Gray code). Squares can be combined in groups of 2” where n=0,1,2,3,4,5, 
and the Boolean function can be minimized by following certain rules. This minimum 





FIGURE 3.28 K-Map for F = Zim(0,2,3) 
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expression will reduce the total number of gates for implementation. Thus, the cost of 
building the logic circuit is reduced. 


3.7. Two-Variable K-map 

Figure 3.26 shows the K-map for two variables. Since there are four minterms with two 
variables, four squares are required to represent them. This is depicted in the map of 
Figure 3.26(a). Each square represents a minterm. Figure 3.26(b) shows the K-map for 
two variables. Since each variable has a value of 0 or 1, in the K-map of Figure 3.26(b), 
the 0 and 1 shown on the left of the map corresponds to A while the 0 and 1 on the top are 
assigned to the variable B. The squares containing minterms with one variable change are 
called *adjacent" squares. A square is adjacent of another square placed horizontally or 
vertically next to it. For example, consider the minterms m, and m,. Since m)= A B and 
m,= AB, there is a one variable change (B in m, and B in m,, A is same in both squares). 
Therefore, m, and m, are adjacent squares. Similarly, other adjacent squares in the map 
include m, and m,, or m, and m,. m,(A B) and m,(AB) are not adjacent squares since both 
variables change from 0’s to 1’s. The adjacent squares can be combined to eliminate one 
of the variables. This is based on the Boolean identities 4 + A = 1 or B+ B - 1. 

The adjacent squares can also be identified by considering the map as a book. By 
closing the book at the middle vertical line, mọ and m, will respectively be placed on m, 
and m;. Thus, m, and m, are adjacent; squares m, and m, are also adjacent. Similarly, by 
closing the map at the middle horizontal line, m, will fall on m, while m, will be placed on 
ms. Thus, m, and m, or m, and m, are adjacent squares. 

Now, let us consider a Boolean function, F = Xm(0,1). Figure 3.27 shows that 
the function F containing two minterms m, and m, are identified by placing l's in the 
corresponding squares of the map. [n order to minimize the function F, the two squares 
can be combined as shown since they are adjacent. The map is then inspected for common 
variables looking at the squares vertically and horizontally. Since A = 0 is common to both 
squares, F = A. This can be proven analytically by using Boolean identities as follows: 

F - Em(0,1) - A B + AB 
= A(B + B) = A (since B + B = 1) 
In a two-variable K-map, adjacent squares can be combined in groups of 2 or 4. 

Next, consider F=2m(0,2,3). The K-map is shown in Figure 3.28. Where 1’s are 
placed in the squares defined by the minterms mp, m,, and m,. By combining the adjacent 
squares m, with m, and m, with m,, the common terms can be determined to simplify the 
function F. For example, by inspecting m, and m, vertically and horizontally, the term B is 
the common term. On the other hand, by looking at m, and m, horizontally and vertically, 
variable A is the common term. The minimized form of the function F can be obtained by 
logically ORing these common terms. Therefore, 

F=A+B. 
Note that the function F =1 for F -Xm(0,1, 2, 3) in which all squares in the K-map are 1. 


3.7. . Three-Variable K-map 
Figure 3.29 shows the K-map for three variables. Figure 3.29(a) shows a map with three 
literals in each square. There are eight minterms (mp, m,, ... , m;) for three variables. Figure 
3.29(b) shows these minterms — one for each square in the K-map. 

Like the two-variable K-map, a square in a three-variable K-map is adjacent to 
the squares placed horizontally or vertically next to it. Consider the minterms m,, m,, m,, 
and m,. For example, m, is adjacent to m,, m,, and m;; m, is adjacent to m,; m, is adjacent 
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FIGURE 3.29  Three-variable K-map 


to m,; m, is adjacent to m,. But, m; is adjacent neither to m, nor to m,; m, is not adjacent to 
m, and vice versa. 

Like the two-variable map, the K-map can be considered as a book. The adjacent 
squares can also be determined by closing the book at the middle horizontal and vertical 
lines. For example, closing the book at the middle horizontal line, the adjacent pair of 
squares are m, and m,, m, and m,, m, and m,, m, and m. On the other hand, closing the 
book at the middle vertical line, the adjacent pair of squares are m, and m,, m, and m,, m, 
and m,, m; and m,. 

For a three variable K-map, adjacent squares can be combined in powers of 2: 1 
(29), 2 (25, 4 (2?) and 8 (23). The Boolean function is 1 when all eight squares are 1. It is 
desirable to combine as many squares as possible. For example, grouping two (2!) adjacent 
squares will provide a product term of two literals and combining four (2?) adjacent squares 
will provide a product term of one literal for a three-variable K-map. The following 
examples illustrate this. 


Example 3.3 
simplify the Boolean function 


tA, B, C) =X m(0, 2, 3, 4, 6, 7) 
using a K-map. 





FIGURE 3.31  K-map for RA, B, C) = X m(0, 1, 2, 6) 
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Solution 

Figure 3.30 shows the K-map along with the grouping of adjacent squares. First, a 1 is 

placed in the K-map for each minterm that represents the function. Next, the adjacent 

squares are identified by squares next to each other. Therefore, m», m3, mę, and m; can be 

combined as a group of adjacent squares. The common term for this grouping is B. Note 

that combining four (2?) squares provides the result with only one literal, B. Next, by 

folding the K-map at the middle vertical line, adjacent squares mp, m,, m,, and m, can be 

identified. Combining them together will provide the single common term C. Therefore, 
f=B+C 

This result can be verified analytically by using the identities as follows: 


f -Em(0,2,3,4,6, 7) 
=A BC+ABC+ABC+ABC+A BC+ ABC 
=BC(A+A)+ BC(A + A) +BC(A + A) 
=BC+BC+BC 
= C(B +B) +BC 
= Č +BC 
=(B+0(C+C)=B+C (using the Distributive Law) 


Example 3.4 
Simplify the Boolean function 

KRA, B, C)= E m(0, 1, 2, 6) 
using a K-map. 
Solution 
Figure 3.31 shows the K-map along with the grouping of adjacent squares. From the K- 
map, grouping adjacent squares and logically ORing common product terms, 

f= AB + BC 





FIGURE 3.32 K-map forF=ABC+ABC+ BC 
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(a) 
FIGURE 3.33  Four-variable K-map 
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f-A*B 





FIGURE 3.34 K-map for f(4, B, C, D) = X m(0, 1, 2, 3, 8, 9, 10, 11, 12, 13, 14, 15) 


Example 3.5 
Simplify the Boolean function 
F(A, B, CO -ABC-* ABC -* BC 
using a K-map. 
Solution 
The function contains three variables, 4, B, and C, and is not expressed in minterm form. 
The first step is to express the function in terms of minterms as follows: 
F =ABC+ABC+ BC(A+ A) 
=ABC+ABC+ABC+ABC 
=X m(0, 1, 4, 5) 
Figure 3.32 shows the K-map. Note that the four (2?) adjacent squares are grouped to 
provide a single literal B by eliminating the other literals. Therefore, F = B. Although F 
is not expressed in minterm form, one can usually identify the squares with 1’s in the K- 
map for the function F = 4 BC * AB C+ BC by inspection. This will avoid the lengthy 
process of converting such functions into minterm form. 


3.7.3 Four-Variable K-map 
A four-variable K-map, depicted in Figure 3.33, contains 16 squares because there are 16 
minterms. Figure 3.33(a) includes four literals in each square. Figure 3.33(b) lists each 
minterm in its respective square. As before, a square is adjacent to the squares placed 
horizontally or vertically next to it. For example, m, is adjacent to m, Mms, m,, and m,;. Also, 
by closing the K-map at the middle vertical line, the adjacent pairs of squares are m, and 
m, m, and m,, m, and m,, m, and m, m, and Mo, and so on. On the other hand, closing it 
at the middle horizontal line will provide the following adjacent squares: m, and mg, m, and 
mo, m, and m,,, m, and Mio, and so on. 

For a four-variable K-map, adjacent squares can be grouped in powers of 2: 1 (2°), 
2 (25), 4 (22), 8 (23), and 16 (25). The Boolean function is 1 when all 16 minterms are 1. 
Combining two adjacent squares will provide a product term of three literals; four adjacent 
squares will provide a product term of two literals; eight adjacent squares will yield a 
product term of one literal. 


Example 3.6 
Simplify the Boolean function 
fA, B, C, D) == m(0, 1, 2, 3, 8, 9, 10, 11, 12, 13, 14, 15) 
using a K-map. 
Solution 
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FIGURE 3.35 K-mapfor F(4, B, C, D) - X “a 2, 4, 5, 6, 8, 10) 





Essential Prime Implicants AB, AB 


FIGURE 3.37 K-map for Example 3.9 


Figure 3.34 shows the K-map. The 8 adjacent squares combined in the bottom two rows 
yield the common product term of one literal, 4. Because the top row is adjacent to the 
bottom row, combining the minterms in these two rows will provide a common product 
term of a single literal, B. Therefore, by ORing these two terms, the minimized form of the 
function, F = A + B is obtained. 


Example 3.7 

Simplify the Boolean function f(A, B, C, D) =E m(0, 2, 4, 5, 6, 8, 10) using a K-map. 
Solution 

Figure 3.35 shows the K-map. The common product term obtained by grouping the 
adjacent squares mo, m, m,, and m, will contain A D. The common product term obtained 
by grouping the adjacent squares my, m,, mg, and m, will be B D. Combining the adjacent 
squares m, and m, will provide the common term A B C. ORing these common product 
terms will yield the minimum function, F(4, B, C, D)=AD+BD+A BC. 


Example 3.8 
Simplify the Boolean Function, F- 4BC - ABC *- ABD «* 


B C D using a K-map. 


al 
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FIGURE 3.38 K-map for Example 3.10 


Solution 
Figure 3.36 shows the K-map. In the figure, the function F can be expressed in terms of 
minterms as follows: 
F-ABC(D*D)* ABC(D* D + ABD(C- CO wABCD 
=ABCD+ABCD+ABCD+ABCD+ABCD+ABCD+ABCD 
=m, t m tm, +t m, t met mst m, 
=m, + m, +t m; + m, t m, + m, 
because m, + m, = m, 
Rearranging the terms: F = mọ + m, + m, + m, +t m; + me 
Therefore, F =£ m(0, 1, 2, 4, 5, 6) 
These minterms are marked as 1 in the K-map. The adjacent squares are grouped as shown. 
The minimum form of the function, F = 4 C + A D. 


3.7.4 Prime Implicants 

A prime implicant is the product term obtained as a result of grouping the maximum number 

of allowable adjacent squares in a K-map. The prime implicant is called “essential” if it 1s 

the only term covering the minterms. A prime implicant is called “nonessential” if another 

prime implicant covers the same minterms. The simplified expression for a function can be 

determined using the K-map as follows: 

i) Determine all the essential prime implicants. 

ii) Express the minimum form of the function by logically ORing the essential prime 
implicants obtained in i) along with other prime implicants that may be required to 
cover any remaining minterms not covered by the essential prime implicants. 





FIGURE 3.39 K-map for f= X m(2, 4, 5, 8, 9, 13) 
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Example 3.9 
Find the prime implicants from the K-map of Figure 3.37 and then determine the simplified 


expression for the function. 
Solution 
The essential prime implicants are AB, A B because minterms m, and m, can only be 
covered by the term A B and minterms m, and m; can only be covered by the term AB. 
The terms AC and BC are nonessential prime implicants because minterm m; can 

be combined with either m, or m,. The term AC can be obtained by combining m, with m; 
whereas the term BC is obtained by combining m, with m,. The function can be expressed 
in two simplified forms as follows: 

f-AB-*AB * AC 

l or 

f=AB+AB+BC 


Example 3.10 

Find the essential prime implicants from the K-map of Figure 3.38 and then find the 
simplified expression for the function. 

Solution 

The prime implicants can be obtained as follows: 

1. By combining minterms m,, m,, m,,, and m,,, the prime implicant BD is obtained. 

2. By combining minterms m,, Mio m,,, and m,,, the prime implicant AD is obtained. 

3. By combining minterms m», m,,, m,4, and m,,, the prime implicant AB is obtained. 

The terms BD and AD are essential prime implicants whereas AB is a nonessential 
prime implicant because minterms m, and m, can only be covered by the term BD and 
minterms m, and m, can only be covered by the term AD. However, minterms m,, ™,3, M,a, 
and m, can be covered by these two prime implicants (BD and AD). Therefore, the term AB 
is not an essential prime implicant. Because all minterms are covered by the essential prime 
implicants, BD and AD, the term AB is not required to simplify the function. Therefore, 

f=BD+AD. 


Example 3.11 
Find the prime implicants and then simplify the function using a K-map. 
f=E m(2, 4,5, 8,9, 13) 
Solution 
Figure 3.39 shows the K-map. The essential prime implicants are A B C D, A B C, and 
A B C because minterms m, and m, can only be covered by the term 4 B C, minterms m, 
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FIGURE 3.40 K-map for f(A, B, C, D) = X m(0, 1, 4, 5, 6, 7, 8, 9, 14, 15) 
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and m, can only be covered by the term A B C, and minterm m, can only be covered by the 
term A B C D. 

Minterm m; can be combined with either m, or mọ. Combining m,, with m; will 
yield the term BCD; combining m,; with m, will provide the term ACD . Therefore, minterm 
mi, can be covered by either BCD or ACD. Therefore, BCD and ACD are nonessential 
prime implicants. Hence, the function has two simplified forms: 

f=ABCD+ABC+ABC+BCD 
or 
f=ABCD+ABC+ABC+ACD 


3.7.5 Expressing a Function in Product-of-sums Form Using a K-Map 
So far, the simplified Boolean functions derived from the K-map were expressed in sum- 
of-products form. This section will describe the procedure for obtaining the simplified 
Boolean function in product-of-sums form. 

In the K-map, the minterms of a function are represented by 1’s. If the empty 
Squares in the K-map are identified as 0’s, combining the appropriate adjacent squares 
will provide the simplified expression of the complement of the function (f). By taking the 
complement of f, the simplified expression for the function, f; can be obtained. 


Example 3.12 
Simplify the Boolean function /(A, B, C, D) = € m(0, 1,4, 5, 6, 7, 8,9, 14, 15) in product- 
of-sums form using a K-map. 
Solution 
Figure 3.40 shows the K-map. Combining the 0’s, a simplified expression for the 
complement of the function can be obtained as follows: 
f- BC + ABC 

By DeMorgan's Theorem, PET 

f^f-(BC + ABC) = (BC) * (ABC) + (B+ C) -(A* B* C) 

The example illustrates the procedure for simplifying a function in product- 
of-sums form from its expression as a sum of minterms. The procedure is similar for 
simplifying a function expressed in product-of-sums (maxterms). 

To represent a function expressed in product-of-sums in the K-map, the 
complement of the function must first be taken. The squares will then be identified as 1’s 
for the minterms of the complement of the function. For example, consider the following 
function expressed in maxterm form: 

f-(A-*B* C(A* B- O(A-B* C) 
This function can be represented in the K-map by taking its complement and representing 
in terms of minterms as follows: 
f =ABC+ABC+ABC 
= E m(0, 3, 4) 

Placing 1’s in the K-map for mp, m,, and m, will provide the minterms for f. The 
simplified expression for the sum-of-products form of the function, f can be obtained by 
grouping 1’s. Finally, the product-of-sums form of the function, f, can be obtained by 
complementing the function, f. 


3.7.6 Don’t Care Conditions 
The squares of a K-map are marked with l's for the minterms of a function. The other 
squares are assumed to be 0’s. This is not always true, because there may be situations 
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FIGURE 3.41  K-map for Example 3.13 





FIGURE 3.42 Determine f by combining 0’s and don't care conditions for Example 
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FIGURE 3.43  Five-Variable K-map 


Five-Variable K-map 





FIGURE 3.44 K-map for Example 3.14 


Boolean Algebra and Digital Logic Gates 85 


in which the function is not defined for all combinations of the variables. Such functions 
having undefined outputs for certain combinations of literals are called “incompletely 
specified functions." One does not normally care about the value of the function for 
undefined minterms. Therefore, the undefined minterms of a function are called “don’t 
care conditions." Simply put, the don't care conditions are situations in which one or more 
literals in a minterm can never happen, resulting in nonoccurence of the minterm. 

As an example, BCD numbers include ten digits (0 through 9) and are defined by 
four bits (0000, through 1001,). However, one can represent binary numbers from 0000, 
through 1111, using four bits. This means that the binary combinations 1010, through 
1111, (10,, through 15,9) can never occur in BCD. Therefore, these six combinations (1010, 
through 11115) are don’t care conditions in BCD. The functions for these six combinations 
of the four literals are unspecified. The don't care condition is represented by the symbol 
X. This means that the symbol X will be placed inside a square in the K-map for which the 
function is unspecified. The don't care minterms can be used to simplify a function. The 
function can be minimized by assigning 1's or 0’s for X's in the K-map while determining 
adjacent squares. These assigned values of X's can then be grouped with 1’s or 0’s in the 
K-map, depending on the combination that provides the minimum expression. Note that 
a don't care condition may not be required if it does not help in minimizing the function. 
To help in understanding the concept of don't care conditions, the following example is 
provided. 


Example 3.13 
Simplify the function f(A, B, C, D) = X m(0, 2, 5, 8, 10, 12) using a K-map. Assume that 
the minterms m,, m4, m,, m4, and m, can never occur. 
Solution 
The don't care conditions are 
d(A, B, C, D) == m(1,4,6, 7, 15) 
Figure 3.4] shows the K-map. By assigning X = 1 and combining 1’s as shown, f can be 
expressed in sum-of-products form as follows: 
f=CD+ABt+BD 
On the other hand, by assigning X = 0 and combining 0’s as shown in Figure 3.42, fcan 
be obtained as a product-of-sums. Thus, 
f =CD+AD+BC 
f =f=CD+AD+BC 
= (CD)(AD)(BO) 
- (C * DIA + D)(B * C) 


3.7.7] | Five-Variable K-map 

Figure 3.43 shows a five-variable K-map. The five-variable K-map contains 32 squares. It 
contains two four-variable maps for BCDE with A = 0 in one of the two maps and A = 1 in 
the other. The value of a minterm in each map can be determined by the decimal value of 
the five literals. For example, minterm m,, from Figure 3.43(a) can be expressed in terms 
of the five literals as ABCDE. On the other hand, minterm m, can be expressed in terms of 
the five literals from Figure 3.43(b) as ABCDE. 

When simplifying a function, each K-map can first be considered as an individual 
four-variable map with A = 0 or A = 1. Combining of adjacent squares will be identical 
to typical four-variable maps. Next, the adjacent squares between the two K-maps can 
be determined by placing the map in Figure 3.43(a) on top of the map in Figure 3.43(b). 
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Two squares are adjacent when a square in Figure 3.43(a) falls on the square in Figure 
3.43(b) and vice versa. For example, minterm m, is adjacent to minterm m,,, minterm m, is 
adjacent to minterm m,,, and so on. 


Example 3.14 
Simplify the function 
f(A, B, C, D, E =X m(3, 7, 10, 11, 14, 15, 19, 23) 

using a K-map. 
Solution 
Figure 3.44 shows the K-map. 

f- ABD + BDE 
To find the adjacent squares, the K-maps are first considered individually. From Figure 
3.44(a), combining minterms m, m,,, ™,,, and m; will yield the product term ABD. 

Minterms m, and m,, are in the K-map of Figure 3.44(b). However, they are 

adjacent to minterms m, and m; in Figure 3.44(a). Combining m,, m;, Mio, and m together, 
the product term BDE can be obtained. Literals A or A are not included here because 
adjacent squares belong to both A = 0 and A = 1. Therefore, the minimum form of f is 

f= ABD + BDE 


3.8 Quine—McCluskey Method 


When the number of variables in a K-map is more than five, it becomes impractical to use 
K-maps in order to minimize a function. A tabular method known as Quine-McCluskey 
can be used. A computer program is usually written for the Quine-McCluskey method. 
One uses this program to simplify a function with more than five variables. 

Like the K-map, the Quine-McCluskey method first finds all prime implicants 
of the function. A minimum number of prime implicants is then selected that defines 
the function. In order to understand the Quine-McCluskey method, an example will be 
provided using tables and manual check-off procedures. Although a computer program 
rather than manual approach is normally used by logic designers, a simple manual example 
is presented here so that the method can be easily understood. 

The Quine-McCluskey method first tabulates the minterms that define the 
function. The following example illustrates how a Boolean function is minimized using 
the Quine-McCluskey method. 


TABLE 3.2 Simplifying F = X m(0, 2, 4, 5, 6, 8, 10) Using the Quine-McCluskey 


Method 
(i) (iii) 
Mintrm 4 B C D A B C D 
0 0 0 0 0 0 - - Q0 
2 0 0 1] 0 ke 0: s 30 
4 0 1 0 0 0 =- - 0 
8 1 0 0 0 - - 0 
5 0 1 0 1 
6 0 1 1 O0 
10 1 0 1 0 
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Example 3.15 

In Example 3.7, F(A, B, C, D) = 2 m(0, 2, 4, 5, 6, 8, 10) is simplified using a K-map. The 
minimum form is F = A D + B D + ABC. Verify this result using the Quine-McCluskey 
method. 


Solution 

First arrange the binary representation of the minterms as shown in Table 3.2. In the 
table, the minterms are grouped according to the number of 1’s contained in their binary 
representations. For example, consider column (i). Because minterms m,, m, and m; 
contain one 1, they are grouped together. On the other hand, minterms m., mę, and m, 
contain two |’s, so they are grouped together. 

Next, consider column (ii). Any two minterms that vary by one bit in column (i) 
are grouped together in column (ii). Starting from the top row, proceeding to the bottom 
row, and comparing the binary representation of each minterm in column (1), pairs of 
minterms having only a one-variable change are grouped together in column (ii) with the 
variable bit replaced by the symbol -. For example, comparing m, = 0000 with m, = 0010, 
there is a one-variable change in bit position 1. This is shown in column (ii) by placing 
- in bit position 1 with the other three bits unchanged. Therefore, the top row of column 
(11) contains 00-0. The procedure is repeated until all minterms are compared from top to 
bottom for one unmatched bit and are represented by replacing this bit position with - and 
other bits unchanged. A V is placed on the right-hand side to indicate that this minterm is 
compared with all others and its pair with one bit change is found. If a minterm does not 
have another minterm with one bit change, no check mark is placed on its right. This means 
that the prime implicant will contain four literals and will be included in the simplified of 
the function F. In column (i), for each minterm, a corresponding pair with one bit change 
is identified. These pairs are listed in column (ii). 

Finally, consider column (iii). Each minterm pair in column (ii) is compared to 
the next, starting from the top, to find another pair with one bit change; for example my, m, 
= 00—0 and m,, m, = 01—0. For this case, bit position 2 does not match. This bit position is 
replaced by — in the top row of column (iii). Therefore, in column (iii), the top row groups 
these four minterms 0, 2, 4, 6 with ABCD as 0 - — 0. Similarly, all other pairs in column (ii) 
are compared from top to bottom for one bit change and are listed accordingly in column 
(iii) if an unmatched bit is found. A check mark is placed in the right of column (ii) if an 
unmatched bit is found between two pairs. Note that minterms 4 and 5 do not have any 
other pair in the list of column (11) having one unmatched bit. Therefore, this pair is not 
checked on the right and must be included in the simplified form of F as a prime implicant 
containing three variables. The two rows of column (iii) (0,2,4,6 and 0,4,2,6) are the same 
and contain 0 - — 0. Therefore, this term should be considered once. Similarly, the groups 
0,2,8,10 and 0,8,2,10 containing -0-0 should be considered once. In column (iii), there are 
no more groups that exist with one unmatched bit. 

The comparison process stops. The prime implicants will be the unchecked terms 
ABC (from column (ii)) along with, 4 D and B D [from column (iii)]. Thus, the simplified 
form for F is 

F=AD+BD+ ABC 


This agrees with the result of Example 3.7. 
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Gate Symbol Equivalent Logic Diagram using NAND 
Gates 
NOT A —I[»— A => 
Two-input Á A+B 3 
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Two-input A AB = 
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A A * B - AB A 4B 
Invert-OR =] > AB 
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FIGURE 3.45 Logic equivalents using NAND gates 


3.9 Implementation of Digital Circuits with NAND, NOR, and Exclusive-OR/ 
Exclusive-NOR Gates 


This section first covers implementation of logic circuits using NAND and NOR gates. 
These gates are extensively used for designing digital circuits. The NAND and NOR 
gates are called "universal gates" because any digital circuit can be implemented with 
them. These gates are, therefore, more commonly used than AND and OR gates. Finally, 
Exclusive-NOR gates are used to design parity generation and checking circuits. 


3.9.] | NAND Gate Implementation 

Any logic operation can be implemented by NAND gates. Figure 3.45 shows how NOT, 
AND, OR, and AND-invert operations can be implemented with NAND gates. A Boolean 
function can be implemented using NAND gates by first obtaining the simplified expression 
of the function in terms of AND-OR- NOT logic operations. The function can then be 
converted to NAND logic. A function expressed in sum-of-products form can be readily 
implemented using NAND gates. 


Example 3.16 

Implement the simplified function F = XY + XZ using NAND gates. 
Solution 

First implement the function using AND, OR, and NOT gates as follows: 


X — 
Y F=XY+XZ 


Z 


Now convert the AND, OR, and NOT gates to NAND gates as follows: 
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AND Gate REDE, 
X F=XY+XZ 
Y 


Z 
AND Gate 


The NOT gates can be represented as bubbles at the inputs of the OR gate as follows: 


X 
Y 
Z F 
N NAND Gate 
from Figure 3.45 


Therefore, the function F = XY + XZ can be implemented using only NAND gates as 
follows: 


X 
r 


Z F 


This is a three-level implementation since 3 gate delays are required to obtain the output F. 


Example 3.17 
Implement the following Boolean function using NAND gates: 
f(A, B,C, D) = E m(0,3,4,8, 11, 12, 15) 
Assume both true and complemented inputs are available. 
Solution 
From the K-map of Figure 3.46, 
fA, B.C, D) = CD + BCD + ACD 

Figure 3.47 shows the logic diagram using AND and OR gates. Note that the logic 
circuit of Figure 3.48 (c) has four gate delays. Figure 3.48 shows the various steps for 
implementing this circuit using NAND gates. In Figure 3.48(a), each AND gate of Figure 
3.47 1s represented by an AND gate with two inverters at the output. For example, consider 
AND gate 1 of Figure 3.47. The AND gate and an inverter are used to form the NAND 
gate shown in the top row of Figure 3.48(b) with an inverter (indicated by a bubble at the 
OR gate input). AND gates 3 and 4 are represented in the same way as AND gate 1 in 
Figure 3.48(b). 

Finally, in Figure 3.48(c), the OR gate with the bubbles at the input in Figure 
3.48(b) 1s replaced by a NAND gate. Thus, the NAND gate implementation in Figure 
3.48(c) 1s obtained. 


Example 3.18 
Implement the following functions with NAND gates: 


f^ (CD + D)(AB) 
Assume both true and complemented inputs are available. 
Solution 
Figure3.49 showsthe AND-OR implementationofthe function. The AND-OR implementation 
in the figure can be converted to the NAND implementation as shown in Figure 3.50. 
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FIGURE 3.47 Logic diagram for f= C D + BCD + ACD 
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FIGURE 3.48 Steps for NAND gate implementation of Figure 3.47 
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FIGURE 3.49 AND-OR implementation of Example 3.18 


p f 
B 
FIGURE 3.50 NAND gate implementation of Figure 3.49 


3.9.2 (NOR Gate Implementation 

Figure 3.51 shows the NOR gate equivalent logic diagrams for NOT, OR, AND, and OR- 
invert logic operations. A Boolean function can be implemented using NOR gates by first 
obtaining the simplified expression of the function in terms of AND and OR gates. The 
function can then be converted to NOR logic. A function expressed in product-of-sums can 
be implemented using NOR gates. 


Example 3.19 
Implement the following function using NOR gates: 
f= w(x + y) + z) 
Assume both true and complemented inputs are available. 
Solution 
Figure 3.52 shows the AND-OR implementation of the logic equation. Figure 3.53 shows 
the NOR implementation. 


Example 3.20 
Implement the following function using NOR gates: 
f= a (b*c) (a + d) 
Note that both true and complemented inputs are not available. 
Solution 
Figure 3.54 shows the AND-OR implementation of the logic equation. Figure 3.55 shows 
the NOR implementation. 


3.9.3 XOR / XNOR Implementations 
As mentioned before, the Exclusive-OR operation between two variables 4 and B can be 
expressed as 
A ®B = AB + AB. 
The Exclusive-NOR or equivalence operation between 4 and B can be expressed as 
A B- AQ B - AB * A B. 

The following identities are applicable to the Exclusive-OR operation: 

i) 400-4*1-4*0-4 

i) A®1=A+0+4°1=A 

ii) A®BA=A*A+A°A=0 

iv) 46A4-A*A*A*A-A*A-] 
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FIGURE 3.51 Logic equivalents using NOR gates 
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FIGURE 3.54 AND-OR implementation of Example 3.20 
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FIGURE 3.55 NOR implementation of Example 3.20 


Finally, Exclusive-OR is commutative and associative: 


AGB -BGA 
(464)6 C -AG(BGC) 
-AGBGC 


The Exclusive-NOR operation among three or more variables is called an “even 
function" because the Exclusive-NOR operation among three or more variables includes 
product terms in which each term contains an even number of |’s. For example, consider 
Exclusive-NORing three variables as follows: 

f-AGBGC-(AB-«* AB)OC 
Let D = AB + AB. Then D = AB + AB = AB + AB . Hence, 
f "Dec 

=DC+DC 

= (AB + AB)C + (AB + AB)C 

= (AB + AB)C + (AB + A B)C 
Hence, 

f =ABC+ABC+ABC+ABC 

Note that in this equation, f= 1 when one or more product terms in the equation 
are 1. However, by inspection, the binary equivalents of the right-hand side of the equation 
are 101, 011, 110, and 000. That is, the function is expressed as the logical sum (OR) of 
product terms containing even numbers of ones. Therefore, the function is called an even 
function. Similarly, it can be shown that Exclusive-OR operation among three or more 
variables is an odd function. 

Exclusive-OR or Exclusive-NOR operation can be used for error detection and 
correction using parity during data transmission. Note that parity can be classified as either 
odd or even. The parity is defined by the number of 1’s contained in a string of data bits. 
When the data contains an odd number of 1’s, the data is said to have “odd parity"; On the 
other hand, the data has “even parity” when the number of 1’s is even. To illustrate how 
parity is used as an error check bit during data transmission, consider Figure 3.56. 

Suppose that Computer X is required to transmit a 3-bit message to Computer 
Y. To ensure that data is transmitted properly, an extra bit called the parity bit can be 
added by the transmitting Computer X before sending the data. In other words, Computer 
X generates the parity bit depending on whether odd or even parity is used during the 
transmission. Suppose that odd parity is used. The odd parity bit for the three-bit message 
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FIGURE 3.56 Parity generation and checking 
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FIGURE 3.57 Implementation of parity generation and checking using XOR / XNOR 
gates 


will be as follows: 


— ——— OOO Od 





Here P = | when the 3-bit message ABC contains an even number of l's. Thus, the parity 
bit will ensure that the 3-bit message contains an odd number of 1’s before transmission. 
P= 1 when the message contains an even number of l's. Therefore, P is an even function. 
Thus, 
P-AQBGC. 

The transmitting Computer X generates this parity bit. Computer X then transmits 
4-bit information (a 3-bit message along with the parity bit) to Computer Y. Computer Y 
receives this 4-bit information and checks to see whether each 4-bit data item contains an 
odd number of 1’s (odd parity). If the parity is odd, Computer Y accepts the 3-bit message; 
otherwise the computer sends the 4-bit information back to Computer X for retransmission. 
Note that Computer Y checks the parity of the transmitted data using the equation 

E-POAQOBGC 

Here the error E = 1 if the four bits have an even number of ones (even parity). That is, at 
least one of the four bits is changed during transmission. On the other hand, the error bit, E 
= 0 if the 4-bit data has an odd number of ones. Figure 3.57 shows the implementation of 
the parity bit, P = A ® B O C, and the error bit, E - POAG BG C. 
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QUESTIONS AND PROBLEMS 


3.1 Perform the following operations. Include your answers in hexadecimal. 
A6;; OR 31,5 F7A,, AND D80,,; 36,, ® 2A,, 


32 Given A = 1001, B = 1101,, find: 4 OR B; BA A; A; A Q A. 


3.3 Perform the following operation: A7,,  FF;,. What is the relationship of the result 








to A7,? 
3.4 Prove the following identities algebraically and by means of truth tables: 
(a) (A + B)(A + B) =0 
(b) A+AB=A+B 
(c) XY +XY+XYV+XY=1 
(d) (A+AB)=AB 
(e) (X * YX*Y)-XGY 
(f) B C + ABC = A Č = C ® (AB) 
3.5  Simplify each of the following Boolean expressions as much as possible using 
identities: 
(a) XY + (1 O X) + XZ + XY + XZ 
(b) ABC + ABCD + ABD 
(c) BC + ABCD + ABCD + ABCD 
(d) (X + Y)(XY) + ZXY + XZY 
3.6 Using DeMorgan's theorem, draw logic diagrams for F = ABC + A B + BC 
(a) Using only AND gates and inverters. 
(b) Using only OR gates and inverters. 


You may use two-input and three-input AND and OR gates for (a) and (b). 


3.7 Using truth tables, express each one of the following functions and their complements 
in terms of sum of minterms and product of maxterms: 


(a) F = ABC + ABD + ABC + ACD 
(b) F=(W +X + Y)(WX + Y) 
3.8 Express each of the following expressions in terms of minterms and maxterms. 
(a) F = BC + AB + B(A + C) 
(b) F — (A + B *C)(A + B) 
3.9 Minimize each of the following functions using a K-map: 
(a) F(A, B, C) E m(0, 1,4, 5) 
(b) F(A, B, C) 2 Z m(0, 1,2,3,6) 
(c) F(X, Y, Z) = X m(0, 2, 4, 6) 
3.10 Minimize each of the following expressions for F using a K-map. 
(a) F(A, B, C) =B Co ABC * ABC 
(b) F(A, B, C) = ABC + BC 


(c) F(A, B, C) 5 AC + A(B C + BC) 
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3.11 


3.13 


3.14 


3.18 
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Simplify each of the following functions for F using a K-map. 
(a) F(W, X, Y, Z) =  m(0,1,4,5, 8, 9) 

(b) F(A, B, C, D) = È m(0, 2, 8, 10, 12, 14) 

(c) F(A, B, C, D == m(2,4,5,6, 7, 10, 14) 

(d) F(W, X, Y, Z) = = m(2, 3, 6, 7, 8, 9, 12, 13) 

(e) FW, X, Y, Z) == m(0, 2, 4, 6, 8, 10, 12, 14) 

(f) F(W, X, Y, Z) =  m(1,3, 5, 7, 9, 11, 13, 15) 


Minimize each of the following expressions for F using a K-map in sums-of-product 
form: 


(a) F(W, X, Y, Z) = W X YZ + WYZ 
(b) F-ABCD + ACD + ABCD z= 7 
(c) F=(4+B+C+D)(4+B+C+D)(A+B+C+D) 


Find essential prime implicants and then minimize each of the following functions 
for F using a K-map: 

(a) F(A, B, C, D) == m(3, 4, 5, 7, 
(b) F(W, X, Y, Z) == m(2, 3, 6, 7, 


11, 12, 15) 
8,9, 12, 13, 15) 


Minimize each of the following functions for f using a K-map and don’t care 
conditions, d. 
(a) f(A, B,C) == mC, 2, 4, 7) 
d(A, B, C) - E m(5, 6) 
(b AX, Y,D = 2 mQ, 6) 
a(X, Y, Z) = E m(0, 1, 3, 4, 5, 7) 
(c) f(A, B,C, D) =X m(0,2, 3, 11) 
d(A, B, C, D) -  m(1, 8, 9, 10) 
(d | f(A4,B,C, D)- Em(4,5,10,11) 
d(A, B, C, D) =X m(12, 13, 14, 15) 


Minimize the following expression using the Quine-McCluskey method. Verify the 
results using a K-map. Draw logic diagrams using NAND gates. Assume true and 
complemented inputs. F(A, B, C, D) =  m(0, 1, 4, 5, 8, 12) 


Minimize the following expression using a K-map: 
F=AB+ABCD+CD+ABCD 

and then draw schematics using: 

(a) NAND gates. 


(b) NOR gates. 


Minimize the following function F(A, B, C, D) = X m(6, 7, 8, 9) assuming that the 
condition AB = 11, can never occur. Draw schematics using: 

(a) NAND gates. 

(b) NOR gates. 


It is desired to compare two 4-bit numbers for equality. If the two numbers are 
equal, the circuit will generate an output of 1. Draw a logic circuit using a minimum 
number of gates of your choice. 
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3.19 


3.20 


3:21 


3.22 


3.23 


Show analytically that 4 ® (4 © B) =B. 


Show that the Boolean function, f —4 € B ® AB between two variables, A and B, 
can be implemented using a single two-input gate. 

Design a parity generation circuit for a 5-bit data (4-bit message with an even parity 
bit) to be transmitted by computer X. The receiving computer Y will generate an 
error bit, E = 1, if the 5-bit data received has an odd parity; otherwise, E = 0. Draw 
logic diagrams for both parity generation and checking using XOR gates. 


Draw a logic diagram for a two-input (A,B) Exclusive-OR operation using only four 
two-input (A,B) NAND gates. Assume that complemented inputs A and B are not 
available. 


Determine by inspection whether the function, F in each of the following is odd or 
even, and comment on the result: 
(a) F=A®BOC (b) F= A®BOC 
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COMBINATIONAL 
LOGIC DESIGN 


This chapter describes analysis and design of combinational logic circuits. Topics include 
BCD to seven-segment code converters, adders, subtractors, comparators, decoders, and 


multiplexers. An overview of ROMs, PLDs and hardware description languages is also 
included. 


4.1 Basic Concepts 


Digital logic circuits can be classified into two types: combinational and sequential. A 
combinational circuit is designed using logic gates in which application of inputs generates 
the outputs at any time. An example of a combinational circuit is an adder, which produces 
the result of addition as output upon application of the two numbers to be added as inputs. 

A sequential circuit, on the other hand, is designed using logic gates and memory 
elements known as “flip-flops. ” Note that the flip-flop is a one-bit memory. A sequential 
circuit generates the circuit outputs based on the present inputs and the outputs (states) 
of the memory elements. The sequential circuit is basically a combinational circuit with 
memory. Note that a combinational circuit does not require any memory (flip-flops), 
whereas sequential circuits require flip-flops to remember the present states. A counter is 
a typical example of a sequential circuit. To illustrate the sequential circuit, suppose that 
it is desired to count in the sequence 0, 1, 2, 3, 0, 1,... and repeat. In binary, the sequence 
is 00, 01, 10, 11, 00, 01, ..., and so on. This means that a two-bit memory using two flip- 
flops is required for storing the two bits of the counter because each flip-flop stores one bit. 
Let us call these flip-flops with outputs A and B. Note that initially 4 = 0 and B = 0. The 
flip-flop changes outputs upon application of a clock pulse. With appropriate inputs to the 
flip-flops and then applying the clock pulse, the flip-flops change the states (outputs) to A 
— 0, B = 1. Thus, the count to 1 can be obtained. The flip-flops store (remember) this count. 
Upon application of appropriate inputs along with the clock, the flip-flops will change the 
status to A = 1, B = 0; thus, the count to 2 is obtained. The flip-flops remember (store) this 
count at the outputs until a common clock pulse is applied to the flip-flops. The inputs to 
the flip-flops are manipulated by a combinational circuit based on A and B as inputs. For 

Zal 





FIGURE 4.1 Analysis of a combinational logic circuit 
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example, consider A = 1, B = 0. The inputs to the flip-flops are determined in such a way 
that the flip-flops change the states at the clock pulse to A = 1, B = 1; thus, the count to 3 is 
obtained. The process is repeated. 


4.2 Analysis of a Combinational Logic Circuit 


A combinational logic circuit can be analyzed by (1) first, identifying the number of inputs 
and outputs, (ii) expressing the output functions in terms of the inputs, and (111) determining 
the truth table for the logic diagram. As an example, consider the combinational circuit in 
Figure 4.1 There are three inputs (X, Y, and Z) and two outputs (Z, and Z,) in the circuit. 
Let us now express the outputs F, and F, in terms of the inputs. The output F; 
of the AND gate #1 is F, = XY. The output F, of NOR gate #2 can be expressed as 
F,- X * Y. The output of the XOR gate #3 is 
Fy=X@F = (X@ XY) 
Because one of the inputs of the XOR gate #4 is 1, its output is inverted. Therefore, 
Z,=F,=XH+Y. 
Finally, 
Z,— XO F7» X Q (X 6 XY) 
Therefore, 
Z, =X@® (X*XY + X * XY) 
—- X & (X * (X + Y)) 
- X $ (X Y) 
= X(X Y) + X(X Y) 
= X(X +Y) 
= XY 


TABLE 4.1 Truth Table for Figure 4.1 with Input, Z = 1 


N 
IN 





MM en C 
— cO Oc c 


TABLE 4.2 Truth Table for F 





— — em et O D © Oc 
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[D| F-48*BC-«AB +BC 
I =(4 @B)+ BOC) 


(a) K-map for F 


— D 


(b) Logic Diagram for the output, F 


FIGURE 4.2 K-map and the logic diagram for F 


Another way of determinig Z, is provided below: 
Z-XGOF-XoO(XOXY)-XoXoOXY-0 OX Y=XY 

The Z, truth table shown in Table 4.1 can be obtained by using the logic equations for Z, 

and Z,. 


4.3 Design of a Combinational Circuit 


A combinational circuit can be designed using three steps as follows: 
1) Determine the inputs and the outputs from problem definition and then derive the truth 
table. 
2) Use K-maps to minimize the number of inputs (literals) in order to express the outputs. 
This reduces the number of gates and thus the implementation cost. 
3) Draw the logic diagram 
In order to illustrate the design procedure, consider the following example. 
Suppose that it is desired to design a combinational circuit with three inputs (4, B, and 
C) and one output F. The output F is one if A, B, and C are not equal (4 z B z C); F 40 
otherwise.First, the number of inputs and outputs are identified. There are three inputs (4, 
B, and C) and one output, F. Next the truth table is obtained as shown in Table 4.2. F in the 
truth table of Table 4.2 is simplified using a K-map and implemented as shown in Figure 
4.2. Note that this is one of the solutions. There are more than one implementation for this 
problem. 









Seven-Segment 
Code 


Converter 


mR ~*~ * AA & A 


Common Cathode 
Display 


FIGURE 4.3 BCD to seven-segment code converter 
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4.4 Multiple-Output Combinational Circuits 


A combinational circuit may have more than one output. In such a situation, each output 
must be expressed as a function of the inputs. A digital circuit called the “code converter” 
is an example of multiple-output circuits. A code converter transforms information from 
one binary code to another. As an example, consider the BCD to seven-segment code 
converter shown in Figure 4.3. The code converter in the figure can be designed to translate 
the BCD inputs (W, X, Y, and Z) to seven-segment code for displaying decimal digits. 
The inputs W, X, Y, and Z can be entered into the code converter via four switches as was 
discussed in Chapter 1. A combinational circuit can be designed for the code converter 
that will translate each digit entered using four bits into seven output bits (one bit for each 
segment) of the display. 

In this case, the code converter has four inputs and seven outputs. This code 
converter is commonly known as a “BCD to seven-segment decoder." With four bits (W, 
X, Y, and Z), there are sixteen combinations (0000 through 1111) of 1’s and 0’s. BCD 
allows only 10 (0000 through 1001) of these 16 combinations, so the invalid numbers 
(1010 through 1111) will never occur for BCD and can be considered as don't cares in K- 
maps because it does not matter what the seven outputs (a through g) are for these invalid 
combinations. 

The 7447 (TTL) is a commercially available BCD to 7-segment decoder/driver 
chip. It is designed for driving a common-anode display. A LOW output will lighta segment 
while a HIGH output will turn it OFF. For normal operation, the LT (Lamp test) and BI/ 
RBO (Blanking Input / Ripple Blanking Input) must be open or conntected to HIGH. The 
7448 chip, on the other hand, is designed for driving a common-cathode display. 


TABLE 4.3 Truth Table for Converting Decimal Digits (Since common-cathode, a 1 
will turn a segment ON and a 0 will turn it OFF) 







Decimal BCD Input Bits Seven-Segment Output Bits 
Digit to be 
Displayed 


— DO =| 2 
T2 pb | Og 
— = Ol 
— tet FQ 





1) K-map fora: a= WZ + XYZ ii) K-map forb: b =X ÝZ+ WZ+XYZ 


= Z(XY+XY) + WZ 
=Z(X 6 Y)+ WZ 
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i) K-map fora: a= WZ* XYZ ii) K-mapforb: b=XYZ+WZ+XYZ 
= Z(XY 4 XY) + WZ 
-Z(X 6 Y)+ WZ 





vi) K-map forf: f=XYZ+WZ 


g=XYZ+WZ+XYZ 
= Z(XY+XY)+ WZ 
=Z(X@ Y)+ WZ 





vil) K-map for g 
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W- 

Z 

X a 

Y dore 
Z borg 
X 

Y 

X 

Y c or f 


Z 
viii) Logic diagram assuming both true and complemented values of the inputs are 
available. 


FIGURE 4.4 BCD to seven-segment decoder for decimal digits 2, 4, and 9 


To illustrate the design of a BCD to seven-segment decoder, consider designing 
a code converter for displaying the decimal digits 2, 4, and 9, using the diagram shown in 
Figure 4.3. First, it is obvious that the BCD to seven-segment decoder has four inputs and 
seven outputs. Table 4.3 shows the truth table. 

For the valid BCD digits that are not displayed (0, 1, 3, 5, 6, 7, 8) in this example, 
the combinational circuit for the code converter will generate 0’s for the seven output bits 
(a through g). However, these seven bits will be don't-cares in the K-map for the invalid 
BCD digits 10 through 15. Figure 4.4 shows the K-maps and the logic diagram. 


TABLE 4.4 Truth Table for Example 4.1 


Decimal Digit Input BCD Code Output Gray Code 

W x Y Z h h fi Jo 
0 0 0 0 0 0 0 0 0 
l 0 0 0 l 0 0 0 l 
2 0 0 l 0 0 0 | ] 
3 0 0 ] l 0 0 ] 0 
4 0 | 0 0 0 ] ] 0 
5 0 l 0 l 0 I l ] 
6 0 l l 0 0 l 0 1 
7 0 l l ] 0 ] 0 0 
8 l 0 0 0 1 l 0 0 
9 ] 0 0 l l l 0 1 











dt 


a) K-map for f; 
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c) K-map for fi 
fi =XY+XY 
=X@OY 


e) Logic diagram for Example 4.1 
FIGURE 4.5 K-maps and Logic Circuit for Example 4.1 


Example 4.1 

Design a digital circuit that will convert the BCD codes for the decimal digits (0 through 
9) to their Gray codes. 

Solution 

Because both Gray code and BCD code are represented by four bits for each decimal digit, 
there are four inputs and four outputs. Table 4.4 shows the truth table. Note that 4-bit binary 





Bits x S (Sum) 
to be 
added y C (Carry) 


FIGURE 4.6 Block Diagram of a Half-Adder 
TABLE 4.5 Truth Table of the Half-Adder 


Decimal 
Value 
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x | 2 
S=x@ 
y y 


C 7 xy 


FIGURE 4.7 Logic diagram of the half-adder 


combination will provide 16 (2^) combinations of 1’s and 0’s. Because only ten of these 
combinations (0000 through 1001) are allowed in BCD, the invalid combinations 1010 
through 1111 can never occur in BCD. Therefore, these six binary inputs are considered 
as don't cares. This means that it does not matter what binary values are assumed by 
fh; f. fi h for WXYZ = 1010 through 1111. Figure 4.5 shows the K-maps and the logic 
circuit. 


4.5 Typical Combinational Circuits 


This section describes typical combinational circuits. Topics include binary adders, 
subtractors, comparators, decoders, encoders, multiplexers, and demultiplexers. These 
digital components are implemented in MSI chips. 


4.5.1 Binary / BCD Adders and Binary Subtractors 

When two bits x and y are added, a sum and a carry are generated. A combinational circuit 
that adds two bits 1s called a “half-adder.” Figure 4.6 shows a block diagram of the half- 
adder. Table 4.5 shows the truth table of the half-adder. From Table 4.5, S = xy + xy =x 
Qy,C-xy 


Figure 4.7 shows the logic diagram of the half-adder. 
Next, consider addition of two 4-bit numbers as follows (next page): 


: Full Sum) 
z ACET C (Output Carry) 


FIGURE 4.8 Block diagram of a full adder 


TABLE 4.6 Truth Table of a Full Adder 






Decimal 
Value 









C 
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«—— —- Carries 


Sum- 0 1 0 0 
Final Carry = 0 a 

This addition of two bits will generate a sum and a carry. The carry may be 0 or 1. Also, 
there will be no previous carry while adding the least significant bits (bit 0) of the two 
numbers. This means that two bits need to be added for bit 0 of the two numbers. On the 
other hand, addition of three bits (two bits of the two numbers and a previous carry, which 
may be 0 or 1) is required for all the subsequent bits. Note that two half-adders are required 
to add three bits. A combinational circuit that adds three bits, generating a sum and a carry 
(which may be 0 or 1), is called a “full adder.” Figure 4.8 shows the block diagram of a full 
adder. The full adder adds three bits, x, y, and z, and generates a sum and a carry. Table 4.6 
shows the truth table of a full adder. 

From the truth table, S — X yz + XYZ + xy Z + XYZ = (xy + xy) 2 + (xy txy)z 

Let w = x y + xy then w = xy +x y. Hence, $5-wz + wz=w@z=x@y@z 

Also, from the truth table, C = xyz + xyz + xyz + xyz = (xy + xy)z + xy(z + z) 

= wz + xy 
where w = (xy + xy) = x ® y. Hence, C = (x ® y)z + xy. 


Another form of Carry can be written as follows: 

C = xyz + xyz + xyz + xyz = xyz + xyz + xyz + xyz + xyz+ xyz (Adding redundant terms xyz) 
= yz (x + xy xz (y + y) + xy (Z +2) = yz + xz + xy 

Figure 4.9 shows the logic diagram of a full adder. 

Note that the names half-adder and full adder are based on the fact that two half- 
adders are required to obtain a full adder. This can be obtained as follows. One of the two 
half-adders with inputs, x and y will generate the sum, S57 x © y and the carry, C, = xy. The 
sum (S,) output can be connected to one of the inputs of the second half-adder with z as 






»—:e»e: 


FIGURE 4.9 Logic diagram of a full adder 


tes 
= Final 
Carry 

t 
vee 5, G S, G 85, C 


FIGURE 4.10  4-bit binary adder using one half-adder and three full adders 
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= Final 
Carry 


ropes RE G $5 G $5 C, 35 


FIGURE 4.11  Four-bit binary adder using full adders 


the other input. Thus, the sum output (S) and the carry output (C, ) of the second half-adder 
will be S = x O y ® z and C, = (x @ y)z. The carry outputs of the two half-adders can be 
logically ORed to provide the carry (C) of the full adder as C = (x ® y)z + xy. Therefore, 
two half-adders and a two-input OR gate can be used to obtain a full adder. 

A 4-bit binary adder (also called “Ripple Carry Adder”) for adding two 4-bit 
numbers x, x, x, xy and y, y; y, yy can be implemented using one half-adder and three full 
adders as shown in Figure 4.10. A full adder adds two bits if one of its inputs C = 0. 
This means that the half-adder in Figure 4.10 can be replaced by a full adder with its C;, 
connected to ground. Figure 4.11 shows implementation of a 4-bit binary adder using four 
full adders. 

From Chapter 2, addition of two BCD digits is correct if the binary sum is less 
than or equal to 1001, (9 in decimal). A binary sum greater than 1001, results into an 
invalid BCD sum; adding 0110, to an invalid BCD sum provides the correct sum with an 
output carry of 1. Furthermore, addition of two BCD digits (each digit having a maximum 
value of 9) along with carry will require correction if the sum is in the range 16 decimal 
through 19 decimal. A BCD adder can be designed by implementing required corrections 
in the result for decimal numbers from 10 through 19 (1010, through 10011, ). Therefore, 
a correction is necessary for the following: 

i) lf the binary sum is greater than or equal to decimal 16 (This will generate a carry of 
one) 
11) If the binary sum is 1010, through 1111,. For example, consider adding packed BCD 


numbers 99 and 38: 
111-Intermediate Carries 


99 1001 1601 BCD for 99 
+38 0011 1000 BCD for 38 
137 1101 0001 invalid sum 
+0110 +0110 add 6 for correction 
0001 0011 0111 
i— y — a 
] 3 7 €- correct answer 137 


This means that a carry (C,,) is generated: i) when the binary sum, S,S,S,S,- 
1010, through 1111, or ii) when the binary sum is greater than or equal to decimal 16. For 
case 1), using a K-map, C,,= S,S,+ S, S, as follows (next page): 
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Hence, C= SiS; + S; S, = S, (S, + S,). Combining cases i) and ii), C, = C+ S, 
(S, * S,). This is implemented in the Figure 4.12. 

Note that C, is the output carry of the BCD adder while C, is the carry output 
from the first binary adder. When C, = 0, zeros are added to S,S,S,S,. This situation 
occurs when S4,S,S,S, is less than or equal to 1001,. However, when C,= 1, the binary 
number 0110 is added to S,S,S,S, using the second 4-bit adder. This situation occurs when 
5352515o is greater than or equal to binary 1010 or when S,S,S,S, is greater than or equal to 
16 decimal. The carry output from the second 4-bit adder can be discarded. Note that BCD 
parallel adder for adding n BCD digits can be obtained using n BCD adders by connecting 
the output carry ( C; ) of each low BCD adder to C, of the next BCD adder. 

Next, half-subtractor and full-subtractor will be discussed. Similar to half-adder 
and full-adder, there are half-subtractor and full-subtractor. Using half- and full-subtractors, 
subtraction operation can be implemented with logic circuits in a direct manner. A half- 
subtractor is a combinational circuit that subtracts two bits generating a result (R) bit and 
a borrow (B) bit. The truth table for the half-subtractor is provided below: 


x (minuend) y (subtrahend) B (borrow) R (result) 
0 0 0 0 
0 ] l l 
] 0 0 ] 
l | 0 0 


The borrow (B) is 0 if x is greater than or equal to y; B = 1 if x is less than y. 

From the truth table, R=xy+xy=x@y and B - x y. 

A full -subtractor is a combinational circuit that performs the operation among three bits 
X-y-2Z generating a result bit (R) and a borrow bit (B). The truth table for the full- 


4-BIT ADDER 





SUM (BCD) 


FIGURE 4.12 BCD Adder 
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subtractor is provided below: 


X y Z B (Borrow) R (Result) 
0 0 0 0 0 
0 0 l l 1 
0 l 0 l l 
0 | ] l 0 
l 0 0 0 l 
l 0 ] 0 0 
Í l 0 0 0 
l l ] ] l 


From the above truth table, the following equations can be obtained: 
R=x®y®zand B=xy+xztyz. 

It is advantageous to implement addition and subtraction with full-adders since both 
operations can be obtained using a single logic circuit. 


4.5.2 Comparators 
The digital comparator is a widely used combinational system. Figure 4.13 shows a 2-bit 


Two-bit 


Comparator 





FIGURE 4.13 Block diagram of a two-bit comparator 


TABLE 4.7 Truth Table for the 2-Bit Comparator 


Inputs Outputs 
à, Ay b, by G E L 
0 0 0 0 0 l 0 
0 0 0 ] 0 0 l 
0 0 l 0 0 0 l 
0 0 l l 0 0 l 
0 | 0 0 1 0 0 
0 l 0 l 0 ] 0 
0 ] l 0 0 0 1 
0 l l 1 0 0 l 
] 0 0 0 | 0 0 
] 0 0 l l 0 0 
l 0 l 0 0 l 0 
l 0 l l 0 0 l 
| ] 0 0 l 0 0 
] l 0 l | 0 0 
l I l 0 l 0 0 
l l ] l 0 ] 0 
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K-map for G: 


G- aibi - agbi bo - a1aobo 


E - dj áo bi bo * aiaobibo +aiaobibo +a dob bo 
= di bı (āo bo + aobo) + aibi (aobo + Go bo) 
= (aobo + do bo)(aibi +a; bi) 


= (ao © bo)(a1 O bi) 


L — aibi * aobi bo +41 aobo 








b) Logic Diagram of the 2-bit comparator 


FIGURE 4.14 Design of a 2-bit comparator 


112 Fundamentals of Digital Logic and Microcomputer Design 


digital comparator, which provides the result of comparing two 2-bit unsigned numbers as 
follows: 


Input Comparison 





Table 4.7 provides the truth table for the 2-bit comparator. 
Figure 4.14 shows the K-map and the logic diagram: 


4.5.3 Decoders 

An n-bit binary number provides 2^ minterms or maxterms. For example, a 2-bit binary 

number will generate 4 (27) minterms or maxterms. A decoder is a combinational circuit 

, when enabled, selects one of 2^ minterms or maxterms at the output based on the input 

combinations. However, a decoder sometimes may have less than 2" outputs. For example, 

the BCD to seven-segment decoder has 4 inputs and 7 outputs rather than 16 (2^) outputs. 
The block diagram of a 2-to-4 decoder is shown in Figure 4.15. Table 4.8 provides 
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X1 





2-to-4 
Decoder 
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(Enable) 


FIGURE 4.15 Block diagram of the 2-to-4 decoder 


TABLE 4.8 Truth Table of the 2-to-4 Decoder 





E 
FIGURE 4.16 Logic diagram of the 2-to-4 decoder 
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FIGURE 4.17 Implementation of a 4-to-16 Decoder Using 2-to-4 decoders 


the truth table. In the truth table, the symbol X is the don't care condition, which can be 0 or 
1. Also, E = 0 disables the decoder. On the other hand, the decoder is enabled when £ = 1. 
For example, when E = 1, x, = 0, x, =0, and the output d; is HIGH while the other outputs 
d,, d,, and d, are zero. Note that d, = Ex, xy, d, = Ex xy, d; = Ex xy, and d, = Exi xy. 
Therefore, the 2-to-4 line decoder outputs one of the four minterms of the two input 
variables x, and x, when E = 1. In general, for n inputs, the n-to 2" decoder when enabled 
selects one of 2" minterms or maxterms at the output based on the input combinations. The 
decoder actually provides binary to decimal conversion operation. Using the truth table 
of Table 4.8, a logic diagram of the 2-to-4 decoder can be obtained as shown in Figure 
4.16. Large decoders can be designed using small decoders as the building blocks. For 
example, a 4-to-16 line decoder can be designed using five 2-to-4 decoders as shown in 
Figure 4.17. 


X C i SUM 
Y B 3-to-8 2 
Z A decoder 4 
45V 4 
5 
6 
7 


CARRY 





Note that the bubble,O at the decoder 
output indicates LOW when selected. 


FIGURE 4.18 Implementation of a Full-adder Using a 74138 Decoder and Two 4-input 
AND Gates 
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Commercially available decoders are normally built using NAND gates rather 
than AND gates because it is less expensive to produce the selected decoder output in its 
complement form. Also, most commercial decoders contain one or more enable inputs to 
control the circuit operation. An example of the commercial decoder is the 74HC138 or 
the 74LS138. This is a 3-to-8 decoder with three enable lines G,, G;,, and Gg. When 
G, = H, G,, = L and Gy, = L, the decoder is enabled. The decoder has three inputs, C, B, 
and A, and eight outputs Y,, Y,, Y,, ..., Y;. With CBA = 001 and the decoder enabled, the 
selected output line Y, (line 1) goes to LOW while the other output lines stay HIGH. 

Because any Boolean function can be expressed as a logical sum of minterms, a 
decoder can be used to produce the minterms. A Boolean function can then be obtained 
by logical operation of the appropriate minterms. However, since the 74138 generates a 
LOW on the selected output line, a Boolean function can be obtained by logically ANDing 
the appropriate minterms. For example, consider the truth table of the full adder listed in 
Table 4.6. The inverted sum and the inverted carry can be expressed in terms of minterms 
as follows: 


SUM = È m(0, 3, 5,6), SUM-m,*m,*m,*m, 


— 


CARRY-Y m(0, 1,2,4), CARRY-m,*m,*m,«m, 


Figure 4.18 shows the implementation ofa full adder using a 74138 decoder (C=X, 
B=Y, A=Z) and two 4-input AND gates. Note that the 74138 in the Manufacturer's data 
book uses the symbols C, B, A as three inputs to the decoder with C as the most significant 


d 

d 4-to-2 Fi 
d, Encoder Xo 
d 


FIGURE 4.19 Block diagram of a 4-to-2 encoder 
TABLE 4.9 Truth Table of the 4-to-2 Encoder 





TABLE 4.10 Truth Table of the 4-to-2 Priority Encoder 





X means don't care 
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a) K-map for Xo 
Xo =d; d3 4 dads 
Xo = (di +d3)(d2 + d3) xi =d2 +d; 





d 


d, 
d, 


c) Logic diagram 
FIGURE 4.20 K-maps and logic diagram of a 4-to-2 priority encoder 


bit and A as the least significant bit. 


4.5.4 Encoders 
An encoder is a combinational circuit that performs the reverse operation of a decoder. An 
encoder has a maximum of 2" inputs and n outputs. Figure 4.19 shows the block diagram 
of a 4-to-2 encoder. Table 4.9 provides the truth table of the 4-to-2 encoder. 

From the truth table, it can be concluded that an encoder actually performs 


d, 0 
di 1 MUX Z 
$ 


FIGURE 4.21 Block diagram of a 2-to-1 multiplexer 


TABLE 4.11 Truth Table of the 2-to-1 Multiplexer 


g 
N 
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FIGURE 4.22 (a) K-map for the 2-to-] MUX 
do 
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FIGURE 4.22 (b) Logic diagram of the 2-to-1 MUX 


decimal-to-binary conversion. In the encoder defined by Table 4.9, it is assumed that only 
one of the four inputs can be HIGH at any time. If more than one input is 1 at the same time, 
an undefined output is generated. For example, if d, and d, are 1 at the same time, both x, 
and x, are 1. This represents binary 3 rather than 1 or 2. Therefore, in an encoder in which 
more than one input can be active simultaneously, a priority scheme must be implemented 
in the inputs to ensure that only one input will be encoded at the output. 

A 4-to-2 priority encoder will be designed next. Suppose that it is assumed that 
inputs with higher subscripts have higher priorities. This means that d, has the highest 
priority and d, has the lowest priority. Therefore, if d; and d, become one simultaneously, 
the output will be 01 for d,. Table 4.10 shows the truth table of the 4-to-2 priority encoder. 
Figure 4.20 shows the K-maps and the logic diagram of the 4-to-2 priority encoder. 


4.5.5 Multiplexers 
A multiplexer (abbreviated as MUX) is a combinational circuit that selects one of n input 
lines and provides it on the output. Thus, the multiplexer has several inputs and only one 
output. The select lines identify or address one of several inputs and provides it on the 
output line. Figure 4.21 shows the block diagram of a 2-to-1 multiplexer. The two inputs 
can be selected by one select line, S. When S = 0, input line 0 (d,) will be presented as the 
output. On the other hand, when S = 1, input line 1 (dj) will be produced at the output. 

Table 4.11 shows the truth table of the 2-to-1 multiplexer. From the truth table, 
using the K-map of Figure 4.22 (a), it can be shown that Z = Sd, + Sd,. Figure 4.22 (b) 
shows the logic diagram. In general, a multiplexer with n select lines can select one of 2" 
data inputs. Hence, multiplexers are sometimes referred to as “data selectors.” 

A large multiplexer can be implemented using a small multiplexer as the building 
block. For example, consider the block diagram and the truth table of a 4-to-1 multiplexer 
shown in Figure 4.23 and Table 4.12 respectively. The 4-input multiplexer can be 
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FIGURE 4.23 Block-diagram Representation of a Four-input Multiplexer 
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TABLE 4.12 Truth Table of the 4-to-1 Input Multiplexer 





FIGURE 4.24 Implementation of a Four-Input Multiplexer Using Only Two-input 
Multiplexers 





FIGURE 4.25 Implementation of a Boolean equation using a 4-to-1 multiplexer 


implemented using three 2-to-1 multiplexers as shown in Figure 4.24. 

In Figure 4.24, the select line S, is applied as input to the multiplexers MUX 0 and 
MUX 1. This means that Z, = d, or d, and Z, = d, or d}, depending on whether S, = 0 or 1. 
The select line S, 1s given as input to the multiplexer MUX 2. This implies that Z = Z, if S, 
= 0; otherwise Z = Z,. In this arrangement if S,S, = 11, then Z = d, because $, = 1 implies 
that Z, = d, and Z, = d, because S, = 1, the MUX 2 selects the data input Z,, and thus Z = 
d,. The other entries of the truth table of Table 4.12 can be verified in a similar manner. 

Multiplexers can be used to implement Boolean equations. For example, consider 
realizing f(x,y,z)= xz* yz using a 4-to-1 multiplexer. First, the Boolean equation for f(x,y,z) 
is expressed in minterm form as follows: f(x,y,z)=xz(yty) + yz (x + x)= xyz + xy Z+ xyz + 
x yz. The next step is to use two of the three variables (x,y,z) as select inputs. Suppose y 
and z are arbitrarily chosen as select inputs. The four combinations ( y z, yz,yz, yz) of the 
select inputs, y and z are then required to be factored out of minterm form for f(x,y,z) to 
determine the inputs to the 4-to-1 multiplexer as follows: f (x,y,z)= y z(x) +yz (0) +yz(x) 
+yz (X +x) = y z(x) + yz (0) +yz(x) +yz (1). Hence, the above equation for f(x,y,z) can be 
implemented using the 4-to-1 multiplexer of Figure 4.23 as follows: $= y, Sy- z, d)=x, 
d,=0, d,=x, d,=1. Figure 4.25 shows the implementation. 

Next, consider implementing f(a,b,c) = 2m (0, 2, 3, 7) using the 4-to-1 multiplexer 
of Figure 4.23. The first step is to obtain a table as follows: 
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abc f 
000 1 , 
00 1 f=c 
010 1 
11 1 f=] 
100 0 
101 0 f=0 
1100 
1111 f= 


Hence, the 4-to-1 multiplexer of Figure 4.23 can be connected as follows: S,=a, 
S= b, dc, d\=1, d,=0, d;=c. Note that the inputs to the multiplexer are selected from the 
above table. For example, when ab=00, output f» c because f=1 when c=0 and f=0 when 
c=. 


4.5.6 Demultiplexers 

The demultiplexer is a combinational circuit that performs the reverse operation of a 
multiplexer. The demultiplexer has only one input and several outputs. One of the outputs is 
selected by the combination of 1’s and 0’s of the select inputs. These inputs determine one 
of the output lines to be selected; data from the input line is then transferred to the selected 
output line. Figure 4.26 shows the block diagram of a 1-to-8 demultiplexer. Suppose that i 
= | and $S $, = 010; output line d, will be selected and a 1 will be output on d. 


4.6 IEEE Standard Symbols 


IEEE has developed standard graphic symbols for commonly used digital components 
such as adders, decoders, and multiplexers. These are depicted in Figure 4.27. 


Example 4.2 
Design a combinational circuit using a decoder and OR gates to implement the function 
depicted in Figure 4.28. 


Solution 
The truth table is shown in Table 4.13. 
From the truth table, 
Z, = XimQ, 3, 5, 6, 7) 
Z, = Xm, 2,3, 7) 
The logic diagram is shown in Figure 4.29. 







i 1-to-8 
Input |Demultiplexer 


FIGURE 4.26 1-to-8 demultiplexer 
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complemented outputs) 
FIGURE 4.27 IEEE Symbols 
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FIGURE 428 Figure for Example 42 
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Example 4.3 

Design combinational circuits using full adders and multiplexers as building blocks to 
implement (a) a 4-bit adder/subtractor; add when S =0 and subtract when S =1. (b) multiply 
a 4-bit unsigned number by 2 when S=0 and transfer zero to output when 5-1. 

Solution 

(a) The subtraction x — y of two binary numbers can be performed using twos complement 
arithmetic. As discussed before, x - y = x + (ones complement of y) + 1. 

Using this concept, parallel subtractors can be implemented. A 4-bit adder/subtractor is 
shown in Figure 4.30(a). Note that XOR gates (S and y, as inputs) can be used in place of 
multiplexers. 

The adder/subtractor in Figure 4.30(a) utilizes four MUX's. Each MUX has one 
select line (S) and is capable of selecting one of two lines, y,or y,. 

The 4-bit adder/subtractor of Figure 4.30(a) either adds two 4-bit numbers and 
performs (x, x x, x) ADD (y, y; y; Yo) when S = 0 or performs the subtraction operation 
(x; x; xy x) MINUS (y, y, Yı Ya) for S = 1. The select bit S can be implemented by a 
switch. When S = 0, each MUX outputs the true value of y, (n = 0 through 3) to the 
corresponding input of the full adder FA, (n = 0 through 3). Because S = 0 (C,, for FA, 
= 0), the four full adders perform the desired 4-bit addition. When S = 1 (C, for FA, 
= 1), each MUX generates the ones complement of y, at the corresponding input of the 
full adder FA,. Because S = C, = 1, the four full adders provide the following operation: 
(X3 X2 X1 Xo) — V3 V2Vi Vo) = 3X2 X; Xo) + W3 Y2 yi Yo ) + | 
(b) Assume 4-bit output S, S, S, Sọ. Figure 4.30(b) shows the implementation. 
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TABLE 4.13 Truth Table for Example 4.2 
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FIGURE 4.29 Implementation of Example 4.2 using a decoder and OR gates 
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FIGURE 4.30 (a) 4-bit Adder / Subtractor 
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Figure 4.30 (b) — Solution to Part (b) 


Combinational Logic Design 121 





m data lines 
FIGURE 4.31 . Block-diagram Representation of a ROM 


4.7 Read-Only Memories (ROMs) 


Read-only memory, commonly called “ROM,” is a nonvolatile memory (meaning that it 
retains information in case of power failure) that provides read-only access to the stored 
data. A block-diagram representation of a ROM is shown in Figure 4.31. The total capacity 
of this ROM is 2" x m bits. Whenever an n-bit address is placed on the address line, the 
m-bit information stored in this address will appear on the data lines. The m-bit output 
generated by the ROM is also called a “word.” 

For example, a 1K x 8 (1024 x 8)-bit ROM chip contains 10 address pins (2!° = 
1024 = 1K) and 8 data pins. Therefore, n = 10 and m = 8. On the other hand, an 8K x 8 
(8192 x 8)-bit ROM chip includes 13 address pins (2° = 8192 = 8K) and 8 data pins. Thus, 
n= 13 andm=8. 

A ROM is an LSI chip that can be designed using an array of semiconductor 
devices such as diodes, transistors, or MOS transistors. A ROM is a combinational circuit. 
Internally, a ROM contains a decoder and OR gates; this is illustrated in Figure 4.32. The 
OR gate of the ROM may be built using diodes. A typical 3-input diode OR gate is shown 
in Figure 4.33. Resistor R pulls the output down to a LOW level as long as all the inputs 
are LOW. However, if either input is connected to a high voltage source (3 to 5 volts), the 
output is pulled HIGH to within one diode drop of the input. Thus, the circuit operates as 
an OR gate. To illustrate the operation of a ROM, consider the 2 x 4-bit ROM of Figure 
4.34. In this system , when A, A= 00, the decoder output line 0 will be HIGH. This causes 
the diodes D, and D,, to conduct, and thus the output Z = Z, Z, Z, Zo = 0011. Similarly, 
when 4,4, = 01, the decoder output line 1 goes to high, diode D,, conducts, and the output 
will be Z = Z, Z, Zi Zo = 0100. Table 4.14 shows the truth table. ROM implementation 
offers a cost-effective solution for building circuits to perform useful tasks such as square 
root and transcendental function computations. Although diodes are not normally used for 
fabricating ROMs, the above diode-based ROM is shown for illustrative purposes. 

Figure 4.35 shows the subcategories of ROMs and their associated technologies. 
The various types of ROMs will be discussed next. 

A ROM must be programmed before it can be used. This involves placing the 
switching devices such as transistors (rather than diodes) at the appropriate intersection 
points of the row and column lines. For example, in a mask ROM the contents of the 
ROM are initialized by the manufacturer at the time of its production. This means that 
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FIGURE 4.34 Hardware Organization of a Typical 2 x 4 ROM 


TABLE 4.14 Truth Table implemented by the ROM of Figure 4.34 
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FIGURE 4.35 Subcategories of ROMs 


this approach is well suited for producing a standard circuit such as a bar-code generator. 
Because these types of ROMs are mass-produced, their costs are also very low. However, 
a mask ROM cannot be reconfigured by a user. That is, a user cannot alter its contents. 

Occasionally, a user may wish to develop a specific ROM-based circuit as 
demanded by the application area. In this case, a ROM that allows a user to initialize its 
contents 1s required. A ROM with such a flexibility is known as a PROM (programmable 
ROM). In this device, the manufacturer places a switching element along with a fusible 
link at each intersection. This implies that all ROM cells are initialized with a 1. If a user 
desires to store a zero in a particular cell, the fuse is blown at that point. This activity 
is called “programming,” and it may be accomplished by passing electrical impulses. It 
should be pointed out that in such a ROM a user can program the ROM only once. That is, 
it is not possible to reprogram a PROM once the fuse is blown. 

When a new product is developed, it may be necessary for the designer to modify 
the contents of the ROM. A ROM with this capability is referred to as an EPROM (erasable 
programmable ROM). Usually, the contents of this memory are completely erased by 
taking the EPROM chip out of the board and exposing the ROM chip to ultraviolet light. 
Typical erase times vary between 10 and 30 minutes. After erasure the ROM may be 
reprogrammed by passing voltage pulses at the special inputs. The 2764 chip is a typical 
example of an EPROM. It is a 28-pin 8K x 8 chip contained in a dual in-line package 
(DIP). It has 13 address input pins and 8 data output pins. Note that the 2764 needs 13 (2" 
= 8192) pins to address 8192 (8K) locations. 

The growth in IC technology allowed the production of another type of ROM whose 
contents may be erased using electrical impulses. These memory devices are customarily 
referred to as “electrically alterable ROMs" (EAROMs) or “electrically erasable PROMs” 
(EEPROMs or E?PROMsS). The main advantage of an EEPROM is that its contents (one 
or more locations) can be changed without removing the chip from the circuit board. Note 
that EPROMs and EAROMs are designed using only MOS transistors. 


4.8 Programmable Logic Devices (PLDs) 


A programmable logic device (PLD) is a generic name for an IC chip capable of being 
programmed by the user after it is manufactured. It is programmed by blowing fuses. A 
PLD chip contains an array of AND gates and OR gates. There are three types of PLDs. 
They are identified by the location of fuses on the AND-OR array. Figure 4.36 shows the 
block diagrams of these PLDs. 

The PROM was discussed in the last section. A PROM contains a number of fixed 
AND gates and programmable OR gates. The PROM can be programmed to represent 
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FIGURE 4.36 Types of PLDs 
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FIGURE 4.37 Multiple input AND and OR Gate Symbols for PLA 


Boolean functions in sum of products (minterms) form. The PAL, on the other hand, 
includes programmable AND gates and fixed OR gates. The PAL can be programmed 
to implement Boolean functions as a logical sum (OR) of product terms. Finally, the 
PLA (programmabie logic array) includes several AND and OR gates, both of which are 
programmable. The PLA is very flexible in the sense that the necessary AND terms can 
be logically ORed to provide the desired Boolean functions. Let us explain the basics of 
PLAs. In order to illustrate a PLA, a special AND gate or OR gate symbol with multiple 
inputs will be utilized as shown in Figure 4.37. The internal structure of a typical PLA is 
shown in Figure 4.38. The AND array of this system generates the required product terms, 
and the OR array is used to OR the product terms generated by the array. As in the case of 
the ROM, these gate arrays can be realized using diodes, transistors, or MOS devices. The 
significance of a PLA is explained in the following example. 

Consider the PLA shown in Figure 4.39. This PLA has three inputs, 4, B, and 
C. The AND generates from product terms 4 B, A C, BC, and AC. These product terms 
are logically summed up in the OR array, and the outputs Z,, Z,, and Z, are generated. 
Note that the dot in the figure indicates the presence of a switching element such as a 
diode or transistor. The use of PLAs is very cost-effective when the number of inputs in a 
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FIGURE 4.41 PLA Implementation of Example 4.3 


combinational circuit realized by a ROM is very high and all input combinations are not 
used. For example, consider the following multiple output functions: 


W+AE+ BC 
X-CD4 FE 
Y - FG + HI 


To implement these Boolean functions in a ROM, a 512 x 3 array is needed 
because there are nine inputs (A through 7) (2? = 512) and three outputs (W, X, Y), but the 
same functions can be realized in a PLA using six product terms, nine inputs, and three 
outputs, as shown in Figure 4.40. Therefore, a considerable savings in hardware can be 
achieved with PLAs. 


Example 4.4 
Implement Example 4.2 using PLAs. 
Solution 
From Example 4.2, 
Z(A, B, C) = % m(2, 3, 5,6, 7) 
= CBA + CBA + CBA + CBA + CBA 


ZA, B, C) = m(1,2,3, 7) 
= C BA + CBA + CBA + CBA 
Figure 4.41 shows the PLA implementation. 


4.9 Commercially Available Field Programmable Devices (FPDs) 


Both mask programmable and field programmable PLAs are available. Mask programmable 
PLAs are similar to mask ROMs in the sense that they are programmed at the time of 
manufacture. Field programmable PLAs (FPLAs) on the other hand, can be programmed 
by the user with a computer-aided design (CAD) program to select a minimum number of 
product terms to express the Boolean functions. 

There are three types of commercially available Field Programmable Devices 
(FPDs). These are Simple PLD (SPLD), Complex PLD (CPLD), and Field Programmable 
Gate Array (FPGA). Among all SPLDs, PALs are widely used. SPLD uses EPROM 
technology to implement the switches. Note that PAL is a registered trademark of Advanced 
Micro Devices, Inc. (AMD). PALs were introduced by Monolithic Memories (a division 
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of AMD) in 1970. The PAL chips are usually identified by a two-digit number followed 
by a letter and then one or two digits. The first two-digit number specifies the number of 
inputs whereas the last one or two digits define the number of outputs. The fixed number 
of AND gates are connected to either an OR or a NOR gate. The letter H indicates that the 
output gates are OR gates; the letter L is used when the outputs are NOR gates; the letter C 
is used when the outputs include both OR and NOR gates. Note that OR outputs generate 
active HIGH whereas NORs provide active LOW outputs. On the other hand, OR-NOR 
gates include both active HIGH and active LOW outputs. 

For example, the PAL16L8 is a 20-pin chip with a maximum of 16 inputs, up to 
8 outputs, one power pin, and one ground pin. The 16L8 contains 10 nonshared inputs, six 
inputs that are shared by six outputs, and two nonshared outputs. Figure 4.42 shows the pin 
diagram of the PAL16L8. Note that PEEL ( Programmable Electrically Erasable Logic) 
devices or Erasable PLDs such as 18CV8 or 16V8 are available for instant reprogramming 
just like an EEPROM. These devices utilize CMOS EEPROM technology. These erasable 
PLDs use electronic switches rather than fuses so that they are erasable and reprogrammable 
like EEPROMs. 

Due to advent in IC technology, larger PLDs (CPLDs) using SPLDs are designed. 
TheSPLDs cannot be used for larger digital-design applications. Therefore, CPLD (complex 
PLD) chips are designed by the manufacturers such as Altera and Xlinix to accomplish this. 
A typical CPLD contains several PLDs (each PLD containing AND and OR gates with 
EEPROM or EPROM or Flash memory to implement the programmable switches) along 
with all the interconnections in the same chip. The IC manufacturers such as Altera and 
Xlinix also took a different approach for handling larger applications. They devised FPGA 
(Field Programmable Gate Array) chips which can be programmed at the user's location. A 
typical FPGA chip contains several smaller individual logic blocks (SRAM, multiplexers, 
gates, and flip-flops) along with all interconnections in a single chip. The FPGA does 
not use EEPROM technology to implement the switches; the programming information 
is stored in SRAM (discussed in chapter 5). The SRAM is normally programmed to store 
a look-up table containing the combinational circuit functions (truth table) for the logic 
block. The combinaional logic section and the programmed multiplexers provide the flip- 
flop input equations and the output of the logic block. Application of either CPLD or 
FPGA depends on the user's choice. Typical examples of CPLD and FPGA chips include 
Altera Corporation’s EPM7032LC44-6(36 user I/O pins) and EPFIOK10PLCC(84 user 
I/O pins) respectively. Products can be developed using either one from conceptual design 
via prototype to production in a very short time. FPGAs are very popular these days. 


4.10 Hardware Description Language (HDL) 
Hardware Description Languages (HDLs) such as VHDL or Verilog along with CAD 
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(Computer-aided design) tools, allow CPLDs and FPGAs to be programmed with millions 
of gates in a short time. A CAD system contains a number of tools that are used to design 
a logic circuit. These tools are used in the following sequence: 

1. A “Schematic Capture” tool is the first step which is used to design the logic 
circuit using truth tables. Truth tables are normally used for a small logic function that can 
be part of a larger circuit. The word schematic means a logic diagram in which logic gates 
along with their interconnections is shown. Alternatively, the logic circuit can also be 
designed by a set of waveforms in a timing diagram. The CAD system uses a “Waveform 
Editor" to draw the timing diagram. The CAD System can then automatically translate this 
timing diagram to a logic diagram showing logic gates along with their interconnections. 

2. The next step is called "Synthesis". The "Synthesis" CAD tool generates a set 
of logic expressions describing the functions required to obtain the circuit. These initial 
logic expressions are not in an optimal form. Based upon the designer's input of these 
initial logic expressions, the CAD system utilizes logic optimization during “Synthesis” to 
generate a minimum number of equations for obtaining a better circuit. 

3. The third step 1s the "Functional Simulation". A Functional Simulator" tool 
is to verify the correct operation of the circuit being designed. A “Timing Simulator" 
can be used for precise simulations that takes into consideration timing details of the 
implementation technology of the final logic circuit. 

Computer-aided design (CAD) software can be used to program CPLD and 
FPGA chips. Typical PLD programming languages are PALASM (Advanced Micro 
Devices, Inc.), ABEL (Data I/O Corporation, Inc.), VHDL (U.S. Department of Defense) 
and Verilog (Cadence Design Systems). ABEL stands for Advanced Boolean Expression 
Language while PAL Assembler is abbreviated as PALASM. ABEL is supported by a 
PLD language translator. The purpose of the translator is to provide the fuse pattern from 
the program written in ABEL in terms of the fuse pattern of a PLD. Note that most PLDs 
can be programmed using the sum of minterms form. The ABEL translator can minimize 
the equations in sum of minterms or in almost any other format. ABEL is basically a high- 
level language for hardware design similar to software design language such as Pascal or C. 

VHDL and Verilog are PLD programming languages like ABEL for designing 
both Combinational and Sequential circuits. VHDL is an acronym for VHSIC Hardware 
Description Language. VHSIC stands for Very High Speed Integrated Circuits. The design 
of VHDL evolved from the United States Department of Defense (DOD) VHSIC program. 
VHDL is based on Ada programming language. The design of VHDL started in 1983 
and after going through several versions was formally accepted as an IEEE ( Institute of 
Electrical and Electronics Engineers) standard in 1987. 

Verilog ( developed by Design Automation in 1984 and later acquired by Cadence 
Design Systems), another hardware design language, is also popular. Verilog is not an 
acronym. Verilog (syntax based mostly on C and some Pascal) is easier to learn compared 
to VHDL (syntax based on Ada). Verilog provides more features than VHDL to support 
large project development. At present, both VHDL and Verilog have approximately equal 
market share. Typical Compilers / Simulators for VHDL and Verilog can be downloaded 
from the Internet. 

In order to design systems using HDL, two levels of abstractions or their 
combinations are used. These are Structural, and Behavioral. The structural level can be 
used to describe a schematic or a logic diagram (gates and interconnections) of a system. 
This level makes the designer’s task easy for hardware implementation. A “Hierarchical” 
structural model can be used by the designer to decompose a large digital system into 
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smaller blocks or modules. The designer can define a block that is used repeatedly. This 
common block can be used by other blocks in the HDL program to accomplish the desired 
task. 

The Behavioral level, on the other hand, is used to describe a system in terms 
of what it does and how it behaves rather than in terms of its components and their 
interconnections. Boolean expressions are used to accomplish this. Behavioral level 
is typically used to describe sequential circuits, although it can also be used to describe 
combinational circuits. The flow of data in Behavioral model can be represented via 
concurrent or sequential statements. Concurrent statements are executed in parallel as soon 
as data is available at the inputs while sequential statements are executed in the order 
that they are written. Behavioral model uses either sequential statements or concurrent 
statements. The first method is useful in describing complex digital systems. When 
behavioral model is described by concurrent statements, it is called Dataflow modeling. 
The dataflow modeling describes a digital circuit in terms of its function and flow of data 
through the circuit. 

An HDL design program can be written and simulated using software tools 
provided by manufacturers such as SynaptiCAD (Verilogger Pro), Xlinix (ModelSim 
simulator / webpack 4.2), and Altera (Quartus II). These software packages are owned 
and remain the property of the respective manufacturers as indicated. They are protected 
by international copyrights, and the terms and conditions of the agreements set forth in the 
web sites of the manufacturers. 

Verilogger Pro 8.3 can be downloaded from the web site www.syncad.com. This 
version allows the user to compile and simulate Verilog programs. However, some features 
such as save, import, export, and equation-based waveform generation are disabled. 
ModelSim simulator / webpack 4.2 can be downloaded from Xlinix's web site. This Xlinix 
software package can be used to compile and simulate VHDL programs. Simulation can 
be performed on the HDL design program in order to test it. An HDL program called "test 
bench" can be written to test an HDL design. A test bench program allows the designer to 
monitor the output(s) based on application of appropriate inputs. These outputs can then 
be verified for correctness. Test results can be represented in terms of both waveform and 
tabular form. The waveform typically contains timing diagrams to graphically show the 
relationship between time, inputs, and outputs. 

Verilog and VHDL along with examples for synthesizing Combinational circuits 
and Sequential circuits are discussed in Appendix I and Appendix J respectively. 


QUESTIONS AND PROBLEMS 
4.] Find function F for the following circuit: 


one 


4.2 Express the following functions F, and F, in terms of the inputs A, B, and C. What 
is the relationship between F, and F}? 


130 


4.3 
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4.5 


4.6 


4.7 


4.8 


4.9 


4.10 


4.]1 
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Given the following circuit: 


bow wa Qa O 


(a) Derive the Boolean expression for F(A, B, C, D). 
(b) Derive the truth table. 
(c) Determine the simplified expression for F(A, B, C, D) using a K-map. 
(d) Draw the logic diagram for the simplified expression using 

NAND gates. 
Determine the function F of the following logic diagram and then analyze the 
function using Boolean identities to show that F = A + B. 


TE AD 


Draw a logic diagram to implement F = ABCDE using only 3-input AND gates. 


Draw a logic diagram using two-input AND and OR gates to implement 
the following function F = P(P + QXP + Q + RP + Q + R + S) without any 
simplification; then analyze the logic circuit to verify that F = P. 


Design a combinational circuit with three inputs (4, B, C) and one output (F). 
The output is 1 when A + C = 0 or AC = 1; otherwise the output is 0. Draw a logic 
diagram using a single logic gate. 


Design a combinational circuit that accepts a 3-bit unsigned number and 
generates an output binary number equal to the input number plus 1. Draw a logic 
diagram. 


Design a combinational circuit with five input bits generating a 4-bit output that 
is the ones complement of four of the five input bits. Draw a logic diagram. Do 
not use NOT, NAND, or NOR gates. 

Design a combinational circuit that converts a 4-bit BCD input to its nines 
complement output. Draw a logic diagram. 


Design a BCD to seven-segment decoder that will accept a decimal digit in BCD 


Combinational Logic Design 131 


4.12 


4.13 


4.14 


4.15 


4.16 


4.17 


and generate the appropriate outputs for the segments to display a decimal digit 
(0—9). Use a common anode display. Turn the seven segment OFF for non-BCD 
digits. Draw a logic circuit. What will happen if a common cathode display is 
used? Comment on the interface between the the decoder and the display. 


Design a combinational circuit using a minimum number of full adders to decrement 


a 6-bit signed number by 2. Assume 6-bit result. Draw a logic diagram using the 
block diagram of a full adder as the building block. 


Design a combinational circuit using full adders to multiply a 4-bit unsigned 
number by 2. Draw a logic diagram using the block diagram of a full adder as the 
building block. 


Design a combinational circuit that adds two 4-bit signed numbers and generates 
an output of 1 if the 4-bit result is zero; the output is 0 if the 4-bit result is nonzero. 
Draw a logic circuit using the block diagram of a 4-bit binary adder as the building 
block and a minimum number of logic gates. 


Design a 4 x 16 decoder using a minimum number of 74138 and logic gates. 


Design a combinational circuit using a minimum number of 74138s (3 x 8 
decoders) to generate the minterms m,, m,, and m, based on four switch inputs 
S3, S2, S1, SO. Then display the selected minterm number (1 or 5 or 9) on a seven- 
segment display by generating a 4-bit input ( W, X, Y, Z) fora BCD to seven- 
segment code converter. Ignore the display for all other minterms. Note that these 
four inputs ( W, X, Y, Z) can be obtained from the selected output line (1 or 5 
or 9) of the decoders that is generated by the four input switches (S3, S2, S1, 
S0). Use a minimum number of logic gates. Determine the truth table, and then 
draw a block diagram of your implementation using the following building blocks 
(Figure P4.16): 







A W: 
B 3-to-8 X 
C decoder Seven-Segment d 
74138 Y Code e 
1 * Converter f 


4 





Figure P4.16 


A combinational circuit is specified by the following equations: 


F(A, B.C)=ABC+ABC+ ABC F(A, B.C)==ABC+ ABC 
F(A, B,C) = AB C + ABC F,(A, B,C) = = ABC + ABC + ABC 


Draw a logic diagram using a decoder and external gates. Assume that the 
decoder outputs a HIGH on the selected line. 
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4.28 
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Draw a logic diagram using a 74138 decoder and external gates to implement the 
following: 

F (A,B,C) = Xm(1,3, 4), Fi(A,B,C) = Xm(0, 2, 4, 7), 

F (A,B,C) = Xm(0, 1, 3, 5, 6), F.(A,B, C) = Xm(2, 6) 


Determine the truth table for a hexadecimal-to-binary priority encoder with line 0 
having the highest priority and line 15 with the lowest. 


Implement a digital circuit to increment (for C;, = 1) or decrement (for C, = 0) a 4- 
bit signed number by | generating outputs in twos complement form. Note that C;, 
is the input carry to the full adder for the least significant bit. Draw a schematic: 
(a) Using only a minimum number of full adders and multiplexers. 

(b) Using only a minimum number of full adders and inverters. Do not use any 
multiplexers. 


Implement each of the following using an 8-to-1 multiplexer: 
(a) F(A, B, C, D - ABC + ABD + AB C + ACD 
(b) FCW, X, Y, Z) = = m, 3,6, 7, 8, 9, 12, 13, 15) 


What are the main logic elements/gates in a ROM chip? 

Design a combinational circuit using a 16 X 4 ROM that will increment a 4-bit 
unsigned number by 1. Determine the truth table and then draw a block diagram 
of your implementation showing the addresses and their contents in binary along 
with one Output Enable (OE) input. 


What are the basic differences among PROM, PLA, PAL and PEEL? 
What is the technology used to fabricate EPROMs and EEPROMs? 


Design a 4K x 8 EPROM ( with two enable lines, CE and OE ) based system to 
display the squares of BCD digits on seven segment displays using a minimum 
number of 74LS47 BCD to seven segment converters. Each BCD digit will be 
input to the EPROM via switches. The square of a particular BCD number will 
be displayed in BCD each time the 4-bit number is input to the EPROM via the 
switches. Draw a block diagram of your implementation showing the contents of 
memory along with addresses in hex. 


Design a 4-bit adder/subtractor (Example 4.3) using only full adders and 
EXCLUSIVE-OR gates. Do not use any multiplexers. 


Design a combinational circuit using a minimum number of full adders, and logic 
gates with one BCD to seven-segment converter and one seven-segment display, 
and which will perform A plus B or A minus B( A and B are signed numbers), 
depending on a mode select input, M. If M = 0, addition is carried out; if 
M = 1, subtraction is carried out. Assume A= A,A,A,A, A, and B = B,B,B, 
B, B, ( Two 5-bit numbers). The circuit will be able to carry out the subtraction 
even if A « B. Usean LED to indicate the sign ofthe result ( LED ON for negative 
result and LED OFF for positive result). The result of the operation should always 
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appear in BCD form on the single seven-segment display. Assume that the result 
will be in the range of 0 through +9 in decimal and -1 through -9 in decimal. For 
example, if five-bit addition or subtraction provides a result of 10111 in binary, 
the circuit will take the two's complement of the number, and will display minus 
(Sign LED ON) 9 on the single seven-segment display. The Overflow bit (V) 
should be indicated by another LED (LED ON for V=1 and LED OFF for V=0). 
Do not use any multiplexers. 


Fundamentals of Digital Logic and Microcomputer Design. M. Rafiquzzaman 
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SEQUENTIAL 
LOGIC DESIGN 


This chapter describes analysis and design of synchronous sequential circuits. Topics 
include flip-flops, Mealy and Moore circuits, counters, and registers. An overview of 
RAMs, state machine design using ASM chart, and asynchronous sequential circuit is also 
included. 


5.1 Basic Concepts 


So far, we have considered the design of combinational circuits. The main characteristic 
of these circuits is that the outputs at a particular time ¢ are determined by the inputs at 
the same time £. This means that combinational circuits require no memory. However, in 
practice, most digital systems contain combinational circuits along with memory. These 
circuits are called "sequential." 

In sequential circuits, the present outputs depend on the present inputs and the 
previous states stored in the memory elements. These states must be fed back to the 
inputs in order to generate the present outputs. There are two types of sequential circuits: 
synchronous and asynchronous. 

In a synchronous sequential circuit, a clock signal is used at discrete instants of 
time to ensure that all desired operations are initiated only by a train of synchronizing 
clock pulses. A timing device called the “clock generator" produces these clock pulses. 
The desired outputs of the memory elements are obtained upon application of the clock 
pulses and some other signal at their inputs. This type of sequential circuit is also called a 
"clocked sequential circuit." The memory elements used in clocked sequential circuits are 
called "flip-flops." The flip-flop stores only one bit. A clocked sequential circuit usually 
utilizes several flip-flops to store a number of bits as required. Synchronous sequential 
circuits are also called "state machines." In an asynchronous sequential circuit, completion 
of one operation starts the operation that is next in sequence. Synchronizing clock pulses 
are not required. Instead, time-delay devices are used in asynchronous sequential circuits 
as memory elements. Logic gates are typically used as time delay devices, because the 
propagation delay time associated with a logic gate is adequate to provide the required 
delay. A combinational circuit with feedback among logic gates can be considered as an 
asynchronous sequential circuit. One must be careful while designing asynchronous systems 
because feedback among logic gates may result in undesirable system operation. The logic 
designer is normally faced with many problems related to the instability of asynchronous 
system, so they are not commonly used. Most of the sequential circuits encountered in 
practice are synchronous because it is easy to design and analyze such circuits. 
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52 Flip-Flops 


A flip-flop is a one-bit memory. As long as power is available, the flip-flop retains the bit. 
However, its output (stored bit) can be changed by the clock input. Flip-flops are designed 
using basic storage circuits called “latches.” The most common latch is the SR (Set-Reset) 
latch. A flip-flop is a latch with a clock input. This convention will be used in this book. 


52.1 SR Latch 

Figure 5.1 shows a basic latch circuit using NOR gates along with its truth table. The SR latch 
has two inputs, S (Set) and R (Reset), and two outputs Q (true output) and Q (complement 
of Q). To analyze the SR latch of Figure 5.1(a), note that a NOR gate generates an output 
1 when all inputs are 0; on the other hand, the output of a NOR gate is 0 if any input is 1. 
Now assume that S= 1 and R = 0; the Q output of NOR gate #2 will be 0. This places 0 at 
both inputs of NOR gate #1. Therefore, output Q of NOR gate #1 will be 1. Thus, Q stays at 
1. This means that one of the inputs to NOR gate #2 will be 1, producing 0 at the Q output 
regardless of the value of S. Thus, when the pulse at S becomes 0, the output Q will still 
be 0. This will apply 0 at the input of NOR £1. Thus, Q will continue to remain at 1. This 
means that when the set input S = 1 and the reset (clear) input R = 0, the SR latch stores a 
1 (Q 1, Q = 0). This means that the SR latch is set to 1. 

Consider S = 0, R = 1; the Q output of NOR gate #1 will be 0. This will apply 0 at 
both inputs of NOR gate #2. Thus, output Q will be 1. When the reset pulse input R returns 
to zero, the outputs continues to remain at Q = 0, and Q = 1. This means that with set input 
S = 0 and reset input R = 1, the SR latch is cleared to 0 (Q = 0, Q= 1). 

Next, consider Q = 1, Q — 0. With S=0 and R = 0, the NOR gate #1 will have both 
inputs at 0. This will generate 1 at the Q output. The output Q of NOR gate #2 will be zero. 
Thus, the outputs Q and Q are unchanged when S = 0 and R = 0. 

When S = 1 and R = 1, both Q and Q outputs are 0. This is an invalid condition 
because for the SR latch Q and Q must be complements of each other. Therefore, one must 
ensure that the condition S = 1 and R = 1 does not occur for the SR latch. This undesirable 
situation is indicated by a question mark (?) in the truth table. An SR latch can be built 
from NAND gates with active-low set and reset inputs. Figure 5.2 shows the NAND gate 
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(a) NOR gate implementation 
FIGURE 5.1 SR Latch using NOR gates 
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(a) NOR gate implementation (b) Truth table 
FIGURE 5.2 NAND implementation of an SR latch 
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implementation of an SR latch. 

The SR latch with S and R inputs will store a 1 (Q = 1 and Q = 0) when the S input 
is activated by a low input (logic 0) and R = 1. On the other hand, the latch will be cleared 
or reset to 0 (Q = 0, Q = 1) when the R input is activated by a low input (logic 0) and S= 1. 

Note that an active low signal can be defined as a signal that performs the desired 
function when it is low or 0. In Figure 5.2, the SR latch stores a 1 when S = 0 = active low 
and R = 1; on the other hand, the latch stores a 0 when R = 0 = active low and S= 1. 

Note that the NAND gate produces a 0 if all inputs are 1; on the other hand, the 
NAND gate generates a 1 if at least one input is 0. Now, suppose that S = 0 and R = 1. This 
implies that the output of NAND gate #2 is 1. Thus, Q -1. This will apply 1 to both inputs 
of NAND gate #1. Thus, Q = 0. Therefore, a 1 is stored in the latch. Similarly, with inputs 
S= 1 and R= 0, it can be shown that Q = 0 and Q = 1. The latch stores a 0. 

With S= 1 and R = 1, both outputs of the latch will remain at the previous values. 
There will be no change in the latch outputs. Finally, S= 0 and R = 0 will produce a invalid 
condition (Q = 1 and Q = 1). This is indicated by a question mark (?) in the truth table of 
Figure 5.2(b). 

An SR latch can be used for designing a switch debouncing circuit. Mechanical 
switches are typically used in digital systems for inputting binary data manually. These 
mechanical ON-OFF switches (e.g., the keys in a computer keyboard) vibrate or bounce 
several times such that instead of changing state once when activated, a key opens and 
closes several times before settling at its final values. These bounces last for several 
milliseconds before settling down. 

A debouncer circuit, shown in Figure 5.3, can be used with each key to get rid of 
the bounces. The circuit consists of an SR latch (using NOR gates) and a pair of resistors. 
In the figure, a single-pole double-throw switch is connected to an SR latch. The center 
contact (Z) is tied to +5 V and outputs logic 1. On the other hand, contacts X or Y provide 
logic 0 when not connected to contact Z. The values of the resistors are selected in such a 
way that X is HIGH when connected to Z or Y is HIGH when connected to Z. 

When the switch is connected to X, a HIGH is applied at the R input, and S = 
0, then Q = 0, Q = 1. Now, suppose that the switch is moved from X to Y. The switch is 
disconnected from R and R = 0 because the ground at the R input pulls R to 0. The outputs Q 
and Q of the SR latch are unchanged because both R and S inputs are at 0 during the switch 
transition from X to Y. When the switch touches Y, the S input of the latch goes to HIGH 
and thus Q = 1 and Q = 0. If the switch vibrates, temporarily breaking the connection, the S 
input of the SR latch becomes 0, leaving the latch outputs unchanged. If the switch bounces 
back connecting Z to Y, the S input becomes 1, the latch is set again, and the outputs of the 
SR latch do not change. Similarly, the switch transition from Y to X will get rid of switch 
bounces and will provide smooth transition. 
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FIGURE 5.3 A debouncing circuit for a mechanical switch 
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(b) Truth Table 


(c) Logic Symbol 


FIGURE 5.4 RS Flip-Flop 


5.2.2 RS Flip-Flop 

An RS flip-flop is a clocked SR latch. This means that the RS flip-flop is same as the SR 
latch with a clock input. The SR flip-flop is an important circuit because all other flip-flops 
are built from it. Figure 5.4 shows an RS flip-flop. 

The RS flip-flop contains an SR latch with two more NAND gates. It has three 
inputs (S, CLK, R) and two outputs (Q and Q). When S = 0 and R = 0 and CLK = 1, the 
outputs of both NAND gates #1 and #2 are 1. This means that the output of NAND gate 
#3 is 0 if O = 1 and is 1 if Q = 0. This means that Q is unchanged as long as S=0 and R 
= (). On the other hand, the output of NAND gate #4 is 0 if Q = 1 and is 1 if Q = 0. Thus, 
Q is also unchanged. Suppose that S = 1, R = 0, and CLK = 1. This will produce 0 and | 
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(a) NAND gate implementation (b) Truth Table 





(c) Logic Symbol 


FIGURE 5.5 D Flip-Flop 
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(a) NAND gate implementation (b) Truth Table 





(c) Logic Symbol 
FIGURE 5.6 JK Flip-Flop 


at the outputs of NAND gates #1 and #2 respectively. This in turn will generate 1 and 0 at 
the outputs of NAND gates #3 and #4 respectively. Thus, the flip-flop is set to 1. When the 
clock is zero, the outputs of both NAND gates #1 and #2 are 1. This in turn will make the 
outputs of NAND gates #3 and #4 unchanged. 

The other conditions in the function table can similarly be verified. Note that S = 
1, R= 1, and CLK = 1 is combination of invalid inputs because this will make both outputs, 
Q and Q equal to 1. Also, Q and Q must be complements of each other in the RS flip-flop. 
Q* and Q* are outputs of the flip-flop after the clock (CLK) is applied. 


5.2.3 D Flip-Flop 
Figure 5.5 shows the logic diagram, truth table and the logic symbol of a D flip-flop (Delay 
flip-flop). This type of flip-flop ensures that the invalid input combinations $= 1 and R= 1 
for the RS flip-flop can never occur. The D flip-flop has two inputs (D and CLK) and two 
outputs (O and Q). The D input is same as the S input and the complement of D is applied 
to the R input. Thus, R and S can never be equal to 1 simultaneously. 

The D flip-flop (called gated D flip-flop) transfers the D input to output Q when 
CLK = 1. Note that if CLK = 0, one of the inputs to each of the last two NAND gates will 
be 1; thus, outputs of the D flip-flop remain unchanged regardless of the values of the D 
input. 

The D flip-flop is also called a "transparent latch." The term "transparent" is 
based on the fact that the output Q follows the D input when CLK - 1. Therefore, transfer 
of input to outputs is transparent, as if the flip-flop were not present. 


5.2.4 JK Flip-Flop 

The JK flip-flop is a modified version of the RS flip-flop such that the S and R inputs of the 
RS flip-flop correspond to the J and K inputs of the JK flip-flop. Furthermore, the invalid 
inputs S = 1 and R = 1 are allowed in the JK flip-flop. When J = 1, K = 1, and Clk = 1, the 
JK flip-flop complements its output. Otherwise, the meaning of the J and K inputs is the 
same as that of the S and R inputs respectively. Figure 5.6 shows a logic diagram of JK flip- 
flop along with its truth table. This is a NAND/NOR implementation, and is called a gated 
JK flip-flop. The circuit operation of Figure 5.6(a) is discussed in the following: 


i) Suppose Q = 1, Q = 0, and CLK = 1. With J = 0 and K = 0, the outputs of inverters 
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#2 and #5 are both 0. This means that the outputs of NOR gates #3 and #6 are 1 and 0 
respectively. Therefore, the outputs of the flip-flop are unchanged 

ii) Suppose Q = 0, O= 1, and CLK = 1. With J= 1 and K = 0, the outputs of inverters #2 
and #5 are 0 and 1 respectively. This means that a 0 is produced at the output of NOR 
gate #6 (Q = 0). Thus, apply a 0 at one of the inputs of NOR gate #3 generating a | at 
its output (Q = 1). The JK flip-flop is therefore set to 1 (Q = 1 and O= 0). 

iii) Suppose Q = 1, Ọ = 0 and CLK = 1. With J= 0 and K = 1, the outputs of the inverter #2 
and £5 are | and 0 respectively. This means that the output of NOR gate #3 is 0. This 
will produce a 1 at the output of NOR gate £6. Thus, the flip-flop is cleared to zero (Q 
= 0 and Q - 1). 

iv) Suppose Q = 1, O=0, and CLK = 1. With J= 1 and K = 1, the outputs of inverters #2 
and #5 are | and 0 respectively. This will produce a 0 at the output of NOR gate #3 (Q 
= 0). This in turn will apply 0 at one of the inputs of NOR gate #6, making its output 
HIGH (Q = 1). Thus, the output of the JK flip-flop is complemented. The other rows in 
the truth table of the JK flip-flop can similarly be verified. 

JK flip-flops are never built using the schematic of figure 5.6(a). This is because the 

schematic of Figure 5.6(a) will generate oscillations. For example, when J=i, K=1, and 

Clk =1, the outputs (Q and Q) are complemented with the clock staying high after the first 

transition ofthe outputs. Since the outputs are fed back, the outputs will change continuously 

after being complemented once, causing oscillations. This undesirable behavior can be 
avoided using master-slave (edge-triggered) flip-flops discussed in the next section. 


5.2.5 T Flip-Flop 

The T (Toggle) flip-flop complements its output when the clock input is applied with 7 = 
1; the output remains unchanged when 7 = 0. The name “toggle” is based on the fact that 
the T flip-flop toggles or complements its output when the clock input is 1 with 7 = 1. T 
flip-flop is not available commercially. However, T flip-flop can be obtained from JK flip- 
flop in two ways. In the first approach, the J and K inputs of the JK flip-flop can be tied 
together to provide the 7 input; the output is complemented when T= 1 at the clock while 
the output remains unchanged when 7 = 0 at the clock. In the second approach, the J and 
K inputs can be tied to high; in this case, T is the clock input. 


5.3 Master-Slave Flip-Flop 


As mentioned before, sequential circuits contain combinational circuits with flip-flops in 
the feedback loop. These flip-flops generate outputs at the clock based on the inputs from 
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FIGURE 5.7 Clock Pulses 
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FIGURE 5.8 Typical Master-Slave D Flip-Flop 


the combinational circuits. The feedback loop can create an undesirable situation if the 
outputs from the combinational circuits that are connected to the flip-flop inputs change 
values at the clock pulse simultaneously when flip-flops change outputs. This situation can 
be avoided if the flip-flop outputs do not change until the clock pulse goes back to 0. One 
way of accomplishing this is to ensure that the outputs of the flip-flops are affected by the 
pulse transition rather than pulse duration of the clock input.To understand this concept, 
consider the clock pulses shown in Figure 5.7. There are two types of clock pulses: positive 
and negative. A positive pulse includes two transitions: logic 0 to logic 1 and logic 1 to 
logic 0. A negative pulse also goes through two transitions: logic 1 to logic 0 and logic 0 
to logic 1. 

Assume that a positive pulse is used as the clock input of a D flip-flop. With the 
D input = 1, the output of the flip-flop will become 1 when the clock pulse reaches logic 1. 
Now, suppose that the D input changes to zero but the clock pulse is still 1. This means that 
the flip-flop will have a new output, 0. In this situation, the output of one flip-flop cannot 
be connected to the input of another when both flip-flops are enabled simultaneously by 
the same clock input. This problem can be avoided if the flip-flop is clocked by either 
the leading or the trailing edge rather than the signal level of the pulse. A master-slave 
flip-flop 1s used to accomplish this. Figure 5.8 shows a typical master-slave D flip-flop. A 
master-slave flip-flop contains two independent flip-flops. Flip-flop #1 (FF #1) works as 
a master flip-flop, whereas the flip-flop (FF #2) is a slave. An inverter is used to invert the 
clock input to the slave flip-flop. 

Assume that the CLK is a positive pulse. Suppose that the D input of the master 
flip-flop (FF #1) is 1 and the CLK input = 1 (leading edge). The output of the inverter will 
apply a 0 at the CLK input of the slave flip-flop (FF #2). Thus, FF #2 is disabled. The 
master flip-flop will transfer a 1 to its Q output. Thus, X will be 1. 

At the trailing edge of the CLK input, the CLK input of the master flip-flop is 0. 
Thus, FF #1 is disabled. The inverter will apply a 1 at the CLK input of the FF #2. Thus, 
1 at the X input (D input of FF #2) will be transferred to the Q output of FF #2. When the 
CLK goes back to 0, the master flip-flop is separated. This avoids any change in the other 
inputs to affect the master flip-flop. The slave flip-flop will have the same output as the 
master. 


5.4 Preset and Clear Inputs 


Commercially available flip-flops include separate inputs for setting the flip-flop to 1 or 
clearing the flip-flop to 0. These inputs are called “preset” and "clear" inputs respectively. 
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FIGURE 5.9 
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FIGURE 5.10 RS flip-flop 
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FIGURE 5.11 JK flip-flop 
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(a) Symbolic Representation (b) Characterstic Table 


FIGURE 5.12 D flip-flop 
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FIGURE 5.13 T flip-flop 
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These inputs are useful for initializing the flip-flops without the clock pulse. When the 
power is turned ON, the output of the flip-flop is in undefined state. The preset and clear 
inputs can directly set or clear the flip-flop as desired prior to its clocked operation. 

Figure 5.9 shows a D flip-flop with clear inputs. The triangular symbol indicates 
that the flip-flop is clocked at the positive edge of the clock pulse. In Figure 5.9, a circle 
(inverter) is used with the triangular symbol. This means that the flip-flop is enabled at the 
negative edge of the clock pulse. The circle at the clear input means that clear input must be 
] for normal operation. If the clear input is tied to ground (logic 0), the flip-flop is cleared 
to 0 (Q = 0, O = 1) irrespective of the clock pulse and the D input. The CLR input should 
be connected to 1 for normal operation. Some flip-flops may have a preset input that sets 
Q to 1 and Q to 0 when the preset input is tied to ground. The preset input is connected to 
| for normal operation. 


5.5 summary of Flip-Flops 


Figures 5.10 through 5.13 summarize operations of all four flip-flops along with the 
symbolic representations, characteristic and excitation tables. In the figures, X represents 
don't care whereas Q-- indicates output Q after the clock pulse is applied. 


The characteristic table of a flip-flop is similar to its truth table. It contains the 
input combinations along with the output after the clock pulse. The characteristic table is 
useful for analyzing a flip-flop. 

The present state (present output), the next state (next output) after the clock 
pulse, and the required inputs for the transition are included in the excitation table. This is 
useful for designing a sequential circuit, in which one normally knows the transition from 
the present to the next state and wants to determine the required flip-flop inputs for the 
transition. 

The D flip-flop is widely used in digital systems for transferring data. Several 
D flip-flops can be combined to form a register in the CPU of a computer. The 74HC374 
is a 20-pin chip containing eight independent D flip-flops. It is designed using CMOS. 
The flip-flops are enabled at the leading edge of the clock. The 74L S374 is same as the 
74HC374 except that it is designed using TTL. 

The JK flip-flop is a universal flip-flop and is typically used for general applications. 
Typical commercially available JK flip-flop includes the 74HC73 (or 74LS73A). The 
74HC73 is a 14-pin chip. It contains two independent JK flip-flops in the same chip, 
designed using CMOS. Each flip-flop is enabled at the trailing edge of the clock pulse. 
Each flip-flop also contains a direct clear input. The 74HC73 is cleared to zero when 
the clear input is LOW. The 74LS73A is same as the 74HC73 except that it is designed 
using TTL. The T flip-flop is normally used for designing binary counters because binary 
counters require complementation.The T flip-flop is not commercially available. One way 
of obtaining a T Flip-flop is by connecting the J and K inputs of a JK flip-flop together 
(Section 5.2.5). 

An example of a commercially available level-triggered flip-flop is the 74HC373 
(or 74LS373). The 373 (20-pin chip) contains eight independent D latches with one enable 
input. 

Sometimes the characteristic equation of a flip-flop is useful in analyzing the 
flip-flo p’s operation. The characteristic equations for the flip-flops can be obtained from 
the truth tables. Figure 5.14 through 5.16 show how these equations are obtained using K- 
maps for RS, JK, T, and D flip-flops. 
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Q+ 





(a) Truth Table for RS-FF (b) K-map for characteristic 


equation of RS-FF 
FIGURE 5.14 Truth table and K-map for the characteristic equation of RS flip-flop 








(a) Truth Table for JK-FF (b) K-map for characteristic 
equation of JK-FF 





Q*- TQ + TQ 


(c) Truth Table for T-FF (d) K-map for characteristic 
equation of T-FF. 


FIGURE 5.15 Truth table and K-map for the characteristic equation of JK and T flip- 
flops 





(a) Truth Table for D-FF (b) K-map for characteristic equation of D-FF. 


FIGURE 5.16 Truth table and K-map for the characteristic equation of D flip-flop 
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Example 5.1 
Given the following clock and the D inputs for a negative-edge-triggered D flip-flop, draw 


the timing diagram for the Q output for the first five cycles shown. Assume Q is preset to 


l initially. 
Solution: 
Clock 4 | 
l ET 


5.6 Analvsis of Synchronous Sequential Circuits 





A synchronous sequential circuit can be analyzed by determining the relationships between 
inputs, outputs, and flip-flop states. A state table or a state diagram illustrates how the 
inputs and the states of the flip-flops affect the circuit outputs. Boolean expressions can 
be obtained for the inputs of the flip-flops in terms of present states of the flip-flops and 
the circuit inputs. As an example consider analyzing the synchronous sequential circuit of 
Figure 5.17. 

The logic circuit contains two D flip-flops (outputs X, Y), one input A and one 
output B. The equations for the next states of the flip-flops can be written as 

X=(X+ YP eA 
Y=A+X 

Here X+ and Y+ represent the next states of the flip-flops after the clock pulse. 
The right side of each equation denotes the present states of the flip-flops (X, Y) and the 
input (4) that will produce the next state of each flip-flop. The Boolean expressions for the 
next state are obtained from the combinational circuit portion of the sequential circuit. The 





FIGURE 5.17 Analysis of a sequential circuit 
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TABLE 5.1 State Table for Figure 5.17 


Present State 


Y 





outputs of the combinational circuit are connected to the D inputs of the flip-flops. These 
D inputs provide the next states of the flip-flops after the clock pulse. The present state of 
the output B can be derived from the figure as follows: 
B=A@Y 

A state table listing the inputs, the outputs, and the states of the flip-flops along 
with the required flip-flop inputs can be obtained for Figure 5.17. Table 5.1 depicts a typical 
state table. The state table is formed by using the following equations (shown earlier): 

X — (X t Y)* A 
Y'-A-X 
To derive the state table, all combinations of the present states of the flip-flops and input A 
are tabulated. There are eight combinations for three variables from 000 to 111. The values 
for the flip-flop inputs (next states ofthe flip-flops) are determined using the equations. For 
example, consider the top row with X = 0, Y = 0, and A = 0. Substituting in the equations 
for next states. | 
X'=(X + Y)*A =(0+0)°0=1 
Y=A+X=0+0=1 

Now, to find the flip-flop inputs, one should consider each flip-flop separately. 
Two D flip-flops are used. Note that for a D flip-flop, the input at D is same as the next 
state. The D input is transferred to the output Q at the clock pulse. Therefore, X+ = D, and 
ap: 

The characteristic table of a D flip-flop, discussed before, is used to determine 
the flip-flop inputs that will change present states of the flip-flops to next state. The 
characteristic table of D flip-flop is provided here for reference: 


D Q' 


Therefore, for D flip-flops, the next states and the flip-flop inputs will be same in 
the state table. By inspecting the top row of the state table, it can be concluded that D, = 1 
and D, = 1 because the next states X+ = 1 and Y* - 1. 
Finally, the output B can be obtained from the equation, 
B=A@Y 
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TABLE 5.2 Another Form of the State Table 













Present State Next State Flip Flop Inputs 


A=0 


FIGURE 5.18 State diagram for Table 5.1 


For example, consider the top row of the state table. 4 = 0 and Y= 0. Thus, 
B=0@0=0@1=1 

All other rows of the state table can similarly be verified. The state table of Table 5.1 can 

be shown in a slightly different manner. Table 5.2 depicts another form of the state table 

of Table 5.1. 

A state table can be depicted in a graphical form. All information in the state table 
can be represented in the state diagram. A circle is used to represent a state in the state 
diagram. A straight line with an arrow indicator is used to show direction of transition from 
one state to another. Figure 5.18 shows the state diagram for Table 5.1. 

Because there are two flip-flops (X, Y) in Figure 5.17, there are four states: 00, 
01, 10 and 11. These are shown in the circle of the state diagram. Also, transition from 
one state to another is represented by a line with an arrow. Each line is assigned with a/b 
where a is input and b is output. From the example in Figure 5.18, with present state 10 
and an input of 1, the output is 0 and the next state is 01. If the input (and/or output) is not 
defined in a problem, the input (and/or output) will be deleted in the state table and the state 
diagram. 

The inputs of the flip-flops (D. and D, ) in the state table are not necessary to 
derive the state diagram. In analyzing a synchronous sequential circuit, the logic diagram 
is given. The state equation, state table, and state diagram are obtained from the logic 
diagram. However, in order to design a sequential circuit, the designer has to derive the 
state table and the state diagram from the problem definition. The flip-flop inputs will 
be useful in the design. One must express the flip-flop inputs and outputs in terms of the 
present states of the flip-flops and the inputs. The minimum forms of these expressions can 
be obtained using a K-map. From these expressions, the logic diagram can be drawn. 
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5.7 Types of Synchronous Sequential Circuits 


There are two types of Synchronous sequential circuits: the Mealy circuit and the Moore 
circuit. A synchronous sequential circuit typically contains inputs, outputs, and flip-flops. 
In the Mealy circuit, the outputs depend on both the inputs and the present states of the 
flip-flops. In the Moore circuit, on the other hand, the outputs are obtained from the flip- 
flops, and depend only on the present states of the flip-flops . Therefore, the only difference 
between the two types of circuits is in how the outputs are produced. 

The state table of a Mealy circuit must contain an output column. The state 
table of a Moore circuit may contain an output column, which is dependent only on the 
present states of the flip-flops. A Moore machine normally requires more states to generate 
identical output sequence compared to a Mealy machine. This is because the transitions are 
associated with the outputs in a Mealy machine. 


5.8 Minimization of States 


A simplified form of a synchronous sequential circuit can be obtained by minimizing the 
number of states. This will reduce the number of flip-flops and simplify the complexity ofthe 
circuit implementations. However, logic designers rarely use the minimization procedures. 
Also, there are sometimes instances in which design of a synchronous sequential circuit is 
simplified if the number of states is increased. The techniques for reducing the number of 
states presented in this section are merely for illustrative purpose. 

The number of states can be reduced by using the concept of equivalent states. 
Two states are equivalent if both states provide the same outputs for identical inputs. One 
of the states can be eliminated if two states are equivalent. Thus, the number of states can 
be reduced. 

For example, consider the state diagram of Figure 5.19. Each state is represented 
by a circle with transition to the next state based on either an input of 0 or 1 generating an 
output. 

Next, consider that a string of input data bits (d) in the sequence 0100111101 is 
applied at state V of the synchronous sequential circuit. For the given input sequence, the 
output and the state sequence can be obtained as follows: 

State V V W Y Z W V W V V W 
Input 0 l 0 0 ] l ] l 0 l 


Output 0 l 0 0 ] 0 l 0 0 l 
With the sequential circuit in initial state V, a 0 input generates a 0 output and the 





FIGURE 5.19 State diagram for minimization 
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TABLE 5.3 State table for minimization of states 





Present State Next State Output 
d=0 d=] 
V 0 ] 
W V 0 0 
X Y y 0 0 
Y Z V 0 0 
Z V W 0 l 


TABLE 5.4 Replacing states by their equivalents 
Present State Next State 





circuit stays in state V, whereas in state V, an input of 1 produces an output 1 and the circuit 
will move to the next state W. In state W and input = 0, the output is 0 and the next state is 
Y. The process thus continues. 

The state table shown in Table 5.3 can be obtained from the state diagram in 
Figure 5.19. Next, the equivalent states will be determined to reduce the number of states. 
V and Z are equivalent because they have the same next states of V and W with identical 
inputs d = 0 and d = 1. Similarly, W and X are equivalent states. Table 5.4 shows the 
process of replacing of a state by its equivalent. 

Because V and Z are equivalent, one of the states can be eliminated; Z is removed. 
Also, W and X are equivalent, so one of the states can be removed; X is thus eliminated 
in the state table. The row with present states X and Z is also eliminated. If they appear in 
the next state columns, they must be replaced by their equivalent states. In our case, the 
row for state Y contains Z in the next column. This is replaced by its equivalent state V. By 
inspecting the modified state table further, no more equivalent states are found. The state 
table after elimination of equivalent states is shown in Table 5.5. 

Note that the original state diagram in Figure 5.19 requires five states. Figure 5.20 
shows the reduced form of the state diagram with only three states. Three flip-flops are 


TABLE 5.5 State table after the elimination of equivalent states 


Present State Next State 
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FIGURE 5.20 Reduced form of the state diagram 





FIGURE 5.21 State diagram for Example 5.2 


required to represent five states whereas two flip-flops will represent three states. Thus, 
one flip-flop is eliminated and the complexity of implementation may be reduced. Note 
that a synchronous sequential circuit can be minimized by determining the equivalent 
states, provided the designer is only concerned with the output sequences due to input 
sequences. 


5.0 Design of Synchronous Sequential Circuits 


The procedure for designing a synchronous sequential circuit is a three-step process as 

follows: 

l. Derive the state table and state diagram from the problem definition. If the state 
diagram is given, determine the state table. 

2. Obtain the minimum form of the Boolean equations for flip-flop inputs and outputs, if 
any,using K-maps. 

3. Draw the logic diagram. Note that a combinational circuit is designed using a truth 
table whereas the synchronous sequential circuit design is based on the state table. 


Example 5.2 

Design a synchronous sequential circuit for the state diagram of Figure 5.21 using D flip- 
flops. 

Solution 

Step 1: Derive the state table. The state table is derived from the state diagram (Figure 
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TABLE 5.6 State Table for Example 5.2 


Input Next State Flip Flop Inputs 
A X+ Y+ Dy D, 
0 0 0 0 


0 
l 
0 
l 
0 
l 
0 
l 










Present State Output 









Y 
0 
0 


c 
< 
m 


Z 
l 
0 
0 
0 


5.21) and the excitation table [Figure 5.12(c)] of the D flip-flop. Table 5.6 shows 
the state table. 
The state table is obtained directly from the state diagram. In the state table, the 
next states are same as the flip-flop inputs because D flip-flops are used. This is evident 
from the excitation table of Figure 5.12(c). 





(a) K-map for D, (b) K-map for D, (c) K-map for Z 
Dy, = XYA + XY D,=YA+YA=Y@A Z=YA+X 


FIGURE 5.22 K-maps for Example 5.2 





FIGURE 5.23 Logic diagram for Example 5.2 
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FIGURE 5.24 State diagram for Example 5.3 


TABLE 5.7 State and Excitation Tables for Example 5.3 
TABLE 5.7 (a) Excitation Table of JK flip-flop from Figure 5.11c 


Q Q+ J K 
0 0 0 X 
0 1 ] X 
l 0 X l 
l 1 X 0 
TABLE 5.7 (b) State Table for Example 5.2 
Present State Next State Flip Flop Inputs 
Y+ Jy Ky Jy Ky 
0 X 0 X 
0 X l X 
0 X X 0 
l X X 0 
X 0 0 X 
X l 0 X 
X ] X ] 
X 0 X ] 





Step 2: Obtain the minimum forms of the equations for the flip-flop inputs and the output. 
Using K-maps and the output, the equations for flip-flop inputs are simplified as 
shown in Figure 5.22. 

Step 3: Draw the logic diagram. The logic diagram is shown in Figure 5.23. 


Example 5.3 
Design a synchronous sequential circuit for the state diagram of Figure 5.24 using JK flip- 
flops. 
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Solution 
Step 1: Derive the state table. The state table can be directly obtained from the state diagram 

(Figure 5.24) and the excitation table [Figure 5.11(c)]. Table 5.7 shows the state 

table. For convenience, the excitation table of the JK flip-flop of Figure 5.11(c) 

is also included. 

Let us explain how the state table is obtained. The input 4 is 0 or 1 at each state, so 
the left three columns show all eight combinations for X, Y, and A. The next state column is 
obtained from the state diagram. The flip-flop inputs are then obtained using the excitation 
table for the JK flip-flop. For example, consider the top row. From the state diagram, the 
present state (00) remains in the same state (00) when input A = 0 and the clock pulse is 
applied. The output of flip-flop X goes from 0 to 0 and the output of flip-flop Y goes from 
0 to 0. From the excitation table of the JK flip-flop, J, = 0, K, = X, J, = 0, and K, = X. The 
other rows are obtained similarly. 


Step 2: Obtain the minimum forms of the equations for the flip-flop inputs. Using K-maps, 
the equations for flip-flop inputs are simplified as shown in Figure 5.25. 
Step 3: Draw the logic diagram as shown in Figure 5.26. 





(b) K-maps for Jy and Ky 
FIGURE 5.25 K-maps for Example 5.3 





FIGURE 5.26 Logic Diagram for Example 5.3 
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FIGURE 5.27 State Diagram for Example 5.4 


Example 5.4 
Design a synchronous sequential circuit with one input X and an output Z. The input X is 
a serial message and the system reads X one bit at a time. The output Z = | whenever the 
pattern 101 is encountered in the serial message. For example, 

If input: 00101011101000101 

then output: 00001010001000001 
Use T flip-flops. 
Solution 
Step 1: Derive the state diagram and the state table. 

Figure 5.27 shows the state diagram. In this diagram each node represents a state. 
The labeled arcs (lines joining two nodes) represent state transitions. For example, when the 
system is in state C, if it receives an input 1, it produces an output 1 and makes a transition 
to the state D after the clock. Similarly, when the system is in state C and receives a 0 input, 
it generates a 0 output and moves to state A after the clock. This type of sequential circuit 
is called a Mealy machine because the output generated depends on both the input X and 
the present state of the system. It should be emphasized that each state in the state diagram 
actually performs a bookkeeping operation; these operations are summarized as follows 





State Interpretation 
A Looking for a new pattern 
B Received the first 1 
C Received a | followed by a 0 
D Recognized the pattern 101 


The state diagram can be translated into a state table, as shown in Table 5.8. Each 
state can be represented by the binary assignment as follows: 


Symbolic Binary State 
State 


^ Yo 
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TABLE 5.8 State Table for Example 5.4 


Present State Next State Output Z 
X=] 


B 





B 
D 
B 


TABLE 5.9 Modified State Table for Example 5.4 


Present State Next State Output Z 
Yı Yo Yit Yo yit yo Input Input 
X-0 X=] X=0 =] 
0 0 0 0 
0 l 0 0 
| l 0 J 
] 0 0 0 





The state table in Table 5.8 can be modified to reflect this state assignment, 
as illustrated in Table 5.9. Note that the excitation table actually describes the required 
excitation for a particular state transition to occur. For example, with respect to a T flip- 
flop, for the transition 0 — 1 or 1 — 0, a 1 must be applied to the 7 input. Similarly, for 
transitions 0 — 0 or 1 — 1 (that is, no change of state), the T input must be made 0. Using 
this excitation table, the flip-flop input equations can be derived as illustrated in Table 5.9. 

In this figure, the entries corresponding to the flip-flop inputs 7,, and 7, , are 
directly derived using the T flip-flop excitation table. For example, consider the present 
state yyy = 00. When the input X = 1, the next state is 01. This means that flip-flop y, 
should not change its states and flip-flop y, must change its state to 1. It follows that 7, — 0 
(because a 0 — 0 transition is required) and 7,,— 1 (because a 0 — 1 transition is required). 
The other entries for 7, , and 7,, may be obtained in a similar manner. 

The state table of Table 5.9 is obtained using the excitation table for T flip-flop of 
Figure 5.13(c) redrawn as follows: 


Input Next State Flip Flop Inputs Ouput 
X y'i Yo T, T, Z 
0 0 0 0 








Present State 





yl y0 





= O © © oO O © © 


Step 2: Derive the minimum forms of the equations for the flip-flop inputs and the output. 
Using K-maps, the simplified equations for the flip-flops inputs and the output can be 
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(a) K-map for Ty, (b) K-map for Ty, (c) K-map for Z 
Ty, 2 yoX t yiyoX Ty, =i + yoX Z=yiyoX 


FIGURE 5.28 K-maps for Example 5.4 





FIGURE 5.29 Logic Diagram for Example 5.4 


obtained as shown in Figure 5.28. 
Step 3: Draw the logic diagram as shown in Figure 5.29. 


5.10 Design of Counters 


A counter is a synchronous sequential circuit that moves through a predefined sequence of 
states upon application of clock pulses. A binary counter, which counts binary numbers in 
sequence at each clock pulse, is the simplest example of a counter. An n-bit binary counter 
contains n flip-flops and can count binary numbers from 0 to 2”'. Other binary counters 
may count in an arbitrary manner in a nonbinary sequence. The following examples will 
illustrate the straight binary sequence and nonbinary sequence counters. 


Example 5.5 
Design a two-bit counter to count in the sequence 00, 01, 10, 11, and repeat. Use T flip- 
flops. 
Solution 
Step 1: Derive the state diagram and the state table. 
Figure 5.30 shows the state diagram. Note that state transition occurs at the clock pulse. No 
state transitions occurs if there is no clock pulse. Therefore, the clock pulse does not appear 
as an input. Table 5.10 shows the state table. 

The excitation table of the T flip-flop is used for deriving the state table. For 
example, consider the top row. The state remains unchanged (a, = 0 and a,, = 0) requiring 
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FIGURE 5.30 State Diagram for Example 5.5 


TABLE 5.10 State table for Example 5.5 


Present State Next State Flip Flop inputs 
a, o a,t ayt Ta Ta 
0 0 0 l 0 l 
0 l l 0 l | 
l 0 l l 0 l 
l l 0 0 l l 


a T input of 0 and thus T, = 0. a) is complemented from the present state to the next state, 
and thus 7, = 0. 

Step 2: Derive the minimum forms of the equations for the flip-flop inputs. 

Using K-maps, the simplified equations for the flip-flop inputs can be obtained as shown 
in Figure 5.31. 

Step 3: Draw the logic diagram as shown in Figure 5.32. 





(a) K-map for T4, (b) K-map for 74, 
T A; — 40 T4, =] 


FIGURE 5.31 K-maps for Example 5.5 





FIGURE 5.32 Logic Diagram for 2-bit Counter of Example 5.5 
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8) 
DOMO 


FIGURE 5.33 State Diagram for Example 5.6 


TABLE 5.11 JK ff excitation table and State Table for Example 5.6 
TABLE 5.11(a) Excitation Table of JK Flip-flop 











Q + J K 
0 0 0 X 
0 l l X 
l 0 X l 
1 ] X 0 
TABLE 5.11(b) State Table for Example 5.6 
Present State Next State Flip-Flop Inputs 
a, a, Ay at at at] Jn Ka, Ja Ka, Jay Kay 
0 0 0 0 0 X 0 X l X 
0 0 J 0 0 X l X X ] 
0 ] 0 0 0 X X 0 ] X 
0 l i l l X X 1 X l 
l 0 0 l X 0 0 X ] X 
l 0 I 1 X 0 I X X l 
l l 0 l X 0 X 0 | X 
l l l 0 X l X 1 X l 
Example 5.6 


Design a three-bit counter to count in the sequence 000 through 111, return to 000 after 

111, and then repeat the count. Use JK flip-flops. 

Solution 

Step 1: Derive the state diagram and the state table. 

Figure 5.33 shows the state diagram. Table 5.11 shows the JK ff excitation table, and the 

state table. Consider the top row. The present state of a, changes from 0 to 0 at the clock, 

a, changes from 0 to 0, and a, changes from 0 to 1. From the JK flip-flop excitation table, 

for these transitions, Ja, = 0, Ka, = X, Ja, = 0, Ka, = X, and Ja, = 1, Ka, =X. 

Step 2: Derive the minimum forms of the equations for the flip-flop inputs. Using K- 
maps, the simplified equations for the flip-flop inputs can be obtained as shown 
in Figure 5.34. 

Step 3: Draw the logic diagram as shown in Figure 5.35. 


Example 5,7 

Design a 3-bit counter that will count in the sequence 000, 010, 011, 101, 110, 111, and 
repeat the sequence. The counter has two unused states. These are 001 and 100. Implement 
the counter as a self-correcting such that if the counter happens to be in one of the unused 
states (001 or 100) upon power-up or due to error, the next clock pulse puts it in one of 
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(c) K-Maps for Ja, and Ka, 
FIGURE 5.34 K-Maps for Example 5.6 





FIGURE 5.35 Logic Diagram for Example 5.6 


the valid states and the counter provides the correct count. Use T Flip-flops. Note that the 

initial states of the flip-flops are unpredictable when power is turned ON. Therefore, all 

the unused (don't care) states of the counter should be checked to ensure that the counter 

eventually goes into the desirable counting sequence. This is called a self-correcting 

counter. 

Solution 

Step 1: Derive the state diagram and the state table. Figure 5.36 shows the state diagram. 
Note that in the state diagram it is shown that if the counter goes to an invalid state 
such as 001 upon power-up, the counter will then go to the valid state 011 and will 
count correctly. Similarly, for the invalid state 100, the counter will bein state 111 
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FIGURE 5.36 State Diagram for Example 5.7 
TABLE 5.12. T-ff excitation table and State Table for Example 5.7 
TABLE 5.12(a) Excitation Table for T Flip-Flop 





Q OF T 
0 0 0 
0 l l 
] 0 l 
| | 0 





TABLE 5.12 (b) State Table for Example 5.7 


Present State Next State Flip Flop Inputs 
a, ast at Ta, 





and the correct count will continue. This self-correcting feature will be verified 

from the counter’s state table using T flip-flops as shown in Table 5.12. 
Step 2: Derive the minimum forms of the equations for the flip-flop inputs. 
Using K-maps, the simplified equations for the flip-flop inputs can be obtained, as shown 
in Figure 5.37. The unused states 001 and 100 are invalid and can never occur, so they are 
don’t care conditions. 
Now, let us verify the self-correcting feature of the counter. The flip-flop input equations 
are 

Ta, = aa, 


Ta, = a, t dg 
Tay = a, + did 
Suppose that the counter is in the invalid state 001 upon power-up or due to error, 
therefore, in this state, a; = 0, a, = 0, and a, = 1. Substituting these values in the flip-flop 
input equations, we get 
Ta,=0+1=0 
Ta,=0+1=1 


Ta,- 0404120 
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a, ao 





(a) K-Map for 7a? (b) K-Map for Ta (c) K-Map for Tag 
Ta» = dido Ta; =a, + ao Tag = a2 +41đ0 


FIGURE 5.37 K-maps for example 5.7 





FIGURE 5.38 Logic Diagram for Example 5.7 


Note that with @,a,a, = 001 and 7a;Ta,Ta, = 010, the state changes from 001 to 011. 
Therefore, the next state will be 011. The correct count will resume. Next, if the flip-flop 
goes to the invalid state 100 due to error or when power is turned ON. Substituting a; = 1, 
a, = 0, and a, = 0 gives 


Ta,-0*020 
Ta,=0+0= 


Note that with a,a,a) = 100 and Ta,Ta, Tag = 011, the state changes from 100 to 111. Hence, 
the next state for the counter will be 111. The correct count will continue. Therefore, the 
counter is self-correcting. 

Step 3: Draw the logic diagram as shown in Figure 5.38. 


5.11 Examples of Synchronous Sequential Circuits 


Typical examples include registers, modulo-n counters and RAMs (Random Access 
Memories). They play an important role in the design of digital systems, especially 
computers. Veriolog and VHDL descriptions along with simulation results of typical 
synchronous. Sequential circuits are provided in Appendices I and J respectively. 
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5.11.1 Registers 

A register contains a number of flip-flops for storing binary information in a computer. The 
register is an important part of any CPU. A CPU with many registers reduces the number of 
accesses to the main memory, therefore simplifying the programming task and shortening 
execution time. A general-purpose register (GPR) is designed in this section. The primary 
task of the GPR is to store address or data for an indefinite amount of time, then to be able 
to retrieve the data when needed. A GPR is also capable of manipulating the stored data by 
shift left or right operations. Figure 5.39 contains a summary of typical shift operations. In 
logical shift operation, a bit that is shifted out will be lost, and the vacant position will be 
filled with a 0. For example, if we have the number (11),,, after right shift, the following 
occurs: 


0 
eTeTeToTi fol vTeToTo]oT oTi. 
l is lost Si 


llo 


It must be emphasized that a logical left or right shift of an unsigned number by 
n positions implies multiplication or division of the number by 2°, respectively, provided 
that a 1 is not shifted out during the operation. 

In the case of true arithmetic left or right shift operations, the sign bit of 
the number to be shifted must be retained. However, in computers, this, is true for 
right shift and not for left shift operation. For example, if a register is shifted right 
arithmetically, the most significant bit (MSB) of the register is preserved, thus 
ensuring that the sign of the number will remain unchanged. This is illustrated next: 


Before During After 


011100101 b D loloridoio 
| 1 Lost 

111100101 un : D 1|[1110010 
1 Lost 


There is no difference between arithmetic and logical left shift operations. If 
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FIGURE 5.39 Summary of Typical Shift Operations 
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FIGURE 5.40 A Basic Cell for Designing a GPR 
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FIGURE 5.41 A 4-bit General Register 


the most significant bit changes from O to 1, or vice versa, in an arithmetic left shift, 
the result is incorrect and the computer sets the overflow flag to 1. For example, if the 
original value of the register is (3),,, the results of two successive arithmetic left shift 
operations are interpreted as follows: 


Original After first shift After second shift 
0011, = (3), 0110, = (6), 1100, = (-4) 
3 x 2 — 6, correct 6 x 2 = 12, not -4. incorrect 


To design a GPR, first let us propose a basic cell S. The internal organization of 
the S cell is shown in Figure 5.40. A 4-input multiplexer selects one of the external inputs 
as the D flip-flop input, and the selected input appears as the flip-flop output Q after the 
clock pulse. The CLR input is an asynchronous clear input, and whenever this input is 
asserted (held low), the flip-flop is cleared to zero. Using the basic cell S as the building 
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TABLE 5.13 Truth Table for the General Register 


Selection Input Clock a: Clear Input —À 
CLR 





X means “don’t care" 


block, a 4-bit GPR can be designed. Its schematic representation is shown in Figure 5.41. 

The truth table illustrating the operation of this register is shown in Table 5.13. 
This table shows that manipulation of the selection inputs S, and S, = 11, the external inputs 
x, through x, are selected as the D inputs for the flip-flop, the output q; will follow the input 
x, after the clock. By choosing the correct values for the serial shift inputs R and L, logical, 
arithmetic, or rotating shifts can be achieved. 

This register can be loaded with any desired data in a serial fashion. For example, 
after four successive right shift operations, data a, a, a, ay will be loaded into the register if 
the register is set in the right shift mode and the required data a, a, a, a, is applied serially 
to input R. 


5.11.2 Modulo-z Counters 

The modulo-7 counter counts in a sequence and then repeats the count. Modulo-n counters 
can be used to generate timing signals in a computer. The control unit inside the CPU of 
a computer translates instructions. The control unit utilizes timing signals that determines 
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FIGURE 5.42 Timing Signals 
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FIGURE 5.43  Four-bit Ring Counter 


the time sequences in which the operations required by an instruction are executed. These 
timing signals shown in Figure 5.42 can be generated by a special modulo-n counter called 
the ring counter. For proper operation, a ring counter must be initialized with one flip-flop 
in the high state (Q=1) and all other flip-flops in the zero state (Q=0). 

An n-bit ring counter transfers a single bit among the flip-flops to provide n 
unique states. Figure 5.43 shows a 4-bit ring counter. Note that the ring counter requires 
no decoding but contains n flip-flops for an n-bit ring counter. The circuit will count in the 
sequence 1000, 0100, 0010, 0001, and repeat. Although the circuit does not count in the 
usual binary counting sequence, it is still called a counter because each count corresponds 
to a unique set of flip-flop states. The state table for the 4-bit ring counter is provided 
below: 


Present State Next State FF Inputs 

WXYZ WE- XF YF Z4 Dw Dx Dy Dz 
1000 0 1 0 O0 0 1 0 0 
0100 0 0 1 O0 0 0 1 O0 
001 0 0 0 0 | 0 0 0 | 
000 I 1 0 0 0 1 0 0 O0 


From the above, using the present states along with the unused present states (not 
shown above) as don't cares, the following equations can be obtained using four K-maps 
(one for each FF input) Dw-Z, Dx-W, Dy-X, Dz - Y. Thiscircuit is also known 
as a circular shift register, because the least significant bit shifted is not lost. This is the 
simplest shift-register counter. Thus, the schematic of Figure 5.43 can be obtained. 

The main advantages of this circuit are design simplicity and the ability to 
generate timing signals without a decoder. Nevertheless, n flip-flops are required to 
generate n timing signals. This approach is not economically feasible for large values of 
n. To generate timing signals economically, a new approach is used. A modulo-2" counter 
is first designed using n flip-flops. The n outputs from this counter are then connected to a 
n-to-2" decoder as inputs to generate 2" timing signals. The circuit depicted in Figure 5.44 
shows how to generate four timing signals using a modulo-4 counter and a 2-to-4 decoder. 
In the preceding circuit, the Boolean equation for each timing signal can be derived as 


T,2AB 
T,-AB 
T,=AB 
T,-AB 


These equations show that four 2-input AND gates are needed to derive the timing 
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FIGURE 5.45  Four-bit Johnson Counter 

signals (assuming single-level decoding). The main advantage of this approach is that 2" 
timing signals using only n flip-flops are generated. In this method, though, 2” (n-input) 
AND gates are required to decode the n-bit output from the flip-flops into 2" different 
timing signals. Yet the ring counter approach requires 2" flip-flops to accomplish the same 
task. 

Typical modulo-z counters provide trade-offs between the number of flip-flops 
and the amount of decoding logic needed. The binary counter uses the minimum number 
of flip-flops but requires a decoder. On the other hand, the ring counter uses the maximum 
number of flip-flops but requires no decoding logic. The Johnson counter (also called the 
Switch-tail counter or the Mobius counter) is very similar to a ring counter. Figure 5.45 
shows a 4-bit Johnson counter using JK flip-flops. Note that the Q output of the right-hand 
flip-flop is connected to the J input of the leftmost flip-flop while the Q output of the 
rightmost flip-flop is connected to the K input of the leftmost flip-flop. 

A Johnson counter requires the same hardware as a ring counter of the same size 
but can represent twice as many states. Assume that the flip-flops are initialized at 1000. 
The counter will count in the sequence 1000, 1100, 1110, 1111, 0111, 0011, 0001, 0000 
and repeat. 


5.11.5  Random-Access Memory (RAM) 

As mentioned before, a RAM is read/write volatile memory. RAM can be classified into 
two types: static RAM (SRAM) and dynamic RAM (DRAM). A static RAM stores each 
bit in a flip-flop whereas the dynamic RAM stores each bit as charge in a capacitor. As 
long as power is available, the static RAM retains information. Because the capacitor 
can hold charge for a few milliseconds, the dynamic RAM must be refreshed every few 
milliseconds. This means that a circuit must rewrite that stored bit in a dynamic RAM 
every few milliseconds. Let us now discuss a typical SRAM implementation using D flip- 
flops. Figure 5.46 shows a typical RAM cell. 


Sequential Logic Design 167 








Read AND Gate — 
R/W 

Input Output 
Output AND Gate 


Select Write AND Gate Select 


(a) A one-bit RAM (R) (b) Block diagram of the 
one-bit RAM 
FIGURE 5.46 A typical SRAM cell 


In Figure 5.46(a), R/W = 1 means READ whereas R/W = 0 indicates a WRITE 
operation. Select = 1 indicates that the one-bit RAM is selected. In order to read the cell, 
R/W is | and select = 1. A 1 appears at the input of AND gate 3. This will transfer Q to the 
output. This is a READ operation. Note that the inverted R/W to the input of AND gate 2 is 
0. This will apply a 0 at the input of the CLK input of the D flip-flop. The output of the D 
flip-flop is unchanged. In order to write into the one-bit RAM, R/W must be zero. This will 
apply a l at the input of AND gate 2. The output of AND gate 2 (CLK input) is 1. The D 
input is connected to the value of the bit (1 or 0) to be written into the one-bit RAM. With 
CLK = 1, the input bit is transferred at the output. The one-bit RAM is, therefore, written 
into with the input bit. Figure 5.47 shows a 4 x 2 RAM. It includes 8 RAM cells providing 
2-bit output and 4 locations. 

The RAM contains a 2 x 4 decoder and 8 RAM cells implemented with D flip- 
flops and gates. In contrast, a ROM consists of a decoder and OR gates. The four locations 
(00, 01, 10, 11) in the RAM are addressed by 2 bits (4,, A,). In order to read from location 
00, the address 4,4, = 00 and R/W = 1. The decoder selects O, high. R/W = 1 will apply 0 
at the clock inputs of the two RAM cells of the top row and will apply 1 at the inputs of the 
output AND gates, thus transferring the outputs of the two D flip-flops to the inputs of the 
two OR gates. The other inputs of the OR gate will be 0. Thus, the outputs of the two RAM 
cells of the top row will be transferred to DO, and DO,, performing a READ operation. 
On the other hand, consider a WRITE operation: The 2-bit data to be written is presented 





FIGURE 5.47. 4x 2RAM 
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at DI, DI. Suppose 4,4, = 00. The top row is selected (O, = 1). Input bits at DI, and DI, 
will respectively be applied at the inputs of the D flip-flops of the top row. Because R/W 
= 0, the clock inputs of both the D flip-flops of the top row are 1; thus, the D inputs are 
transferred to the outputs of the flip-flops. Therefore, data at DI, DI, will be written into 
the RAM. 


5.12 Algorithmic State Machines (ASM) Chart 


The performance of a synchronous sequential circuit (also referred to as a state machine) 
can be represented in a systematic way by using a flowchart called the Algorithmic State 
Machines (ASM) chart. This is an alternative approach to the state diagram. In the previous 
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FIGURE 5.48 Symbols for an ASM Chart 
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FIGURE 5.49 An ASM Chart for a 3-bit Counter with Enable Input 
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sections, it was shown how state diagrams could be used to design synchronous sequential 
circuit. An ASM chart can sometimes be used along with the state diagram for designing 
a synchronous sequential circuit. An ASM chart is similar to a flowchart for a computer 
program. The main difference is that the flowchart for a computer program is translated into 
software whereas an ASM chart is used to implement hardware. An ASM chart specifies 
the sequence of operations of the state machine along with the conditions required for their 
execution. Three symbols are utilized to develop the ASM chart: the state symbol, the 
decision symbol, and the conditional output symbol (see Figure 5.48). 

The ASM chart utilizes one state symbol for each state. The state symbol includes 
the state name, binary code assignment, and outputs (if any) that are asserted during the 
specified state. The decision symbol indicates testing of an input and then going to an 
exit 1f the condition is true and to another exit if the condition is false. The entry of the 
conditional output symbol is connected to the exit of the decision symbol. 

The ASM chart and the state diagram are very similar. Each state in a state 
diagram is basically similar to the state symbol. The decision symbol is similar to the 
binary information written on the lines connecting two states in a state diagram. Figure 
5.49 shows an example of an ASM chart for a modulo-7 counter (counting the sequence 
000, 001, ..., 111 and repeat) with an enable input. Q,, Q,, and Q, at the top of the ASM 
chart represent the three flip-flop states for the 3-bit counter. 

Each state symbol is given a symbolic name at the upper left corner along with a 
binary code assignment of the state at the upper right corner. For example, the state ‘a’ is 
assigned with a binary value of 000. The enable input E can only be checked at state a, and 
the counter can be stopped if E = 0; the counter continues if E = 1. This is illustrated by the 
decision symbol. Figure 5.50 shows the equivalent state diagram of the ASM chart for the 
3-bit counter. 

The ASM chart describes the sequence of events and the timing relationship 
between the states of a synchronous sequential circuit and the operations that occur for 
transition from one state to the next. An arbitrary ASM chart depicted in Figure 5.51 
illustrates this. The chart contains three ASM blocks. Note that an ASM block must contain 
one state symbol and may include any number of decisions and conditional output symbols 
connected to the exit. The three ASM blocks are the ASM block for 7, surrounded by the 
dashed lines and the simple ASM block defined by 7, and 7,. Figure 5.52 shows the state 
diagram. 

From the ASM chart of Figure 5.51, there are three states: 7,, T,, and 7,. A ring 
counter can be used to generate these timing signals. During 7,, register X is cleared and 
flip-flop A is checked. If A = 0, the next state will be 7,. On the other hand, if A = 1, 
the circuit increments register X by 1 and then moves to the next state, 7,. Note that the 
following operations are performed by the circuit during state Ty: 


FIGURE 5.50 State Diagram for the 3-bit Counter 
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FIGURE 5.51 ASM Chart illustrating timing relationships between states 
FIGURE 5.52 State Diagram for the ASM Chart of Figure 5.51 


l. Clear register X. 
2. Check flip-flop A for 1 or 0. 
3. IfA=1, increment X by 1. 


On the other hand, state machines do not perform any operations during T, and 7;. 
Note that in contrast, state diagrams do not provide any timing relationship between states. 
ASM charts are utilized in designing the controller of digital systems such as the control 
unit of a CPU. It is sometimes useful to convert an ASM chart to a state diagram and then 
utilize the procedures of synchronous sequential circuits to design the control logic. 


State Machine Design using ASM chart 

As mentioned before, an ASM chart is used to define digital hardware algorithms which can 

be utilized to design and implement state machines. This section describes a procedure for 

designing state machines using the ASM chart. This is a three step process as follows: 

1. Draw the ASM chart from problem definition. 

2. Derive the state transition table representing the sequence of operations to be 
performed. 

3. Derive the logic equations and draw the hardware schematic. The hardware can 
be designed using either classical sequential design or PLAs as illustrated by the 
examples provided below. 

In the following, a digital system is designed using an ASM chart that will operate 
as follows: 

The system will contain a 2-bit binary counter. The binary counter will count in 
the sequence 00, 01, 10, and 11. The most significant bit of the binary count XY is X while 
Y is the least significant bit. The system starts with an initial count of 3. A start signal I 
(represented by a switch) initiates a sequence of operations. If I = 0, the system stays in the 
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FIGURE 5.53 ASM Chart showing the sequence of operations for the binary counter 


TABLE 5.14 State Transition Table 


COUNTER FLIP-FLOP W CONDITIONS STATE 
X Y (Q) 

0 0 | X-0,Y-0 Ln 

0 1 0 X=0,Y=1 T 

1 0 0 X=1,Y=0 T, 

1 1 l X=1,Y=1 gj 





initial state T, with count of 3. On the other hand, I = 1 starts the sequence. 

When I = 1, counter Z (represented by XY) is first cleared to zero. The system 
then moves to state T,. In this state, counter Z is incremented by 1 at the leading edge of 
each clock pulse. When the counter reaches 3, the system goes back to the initial stateT, 
and the process continues depending on the status of the start switch I. The counter output 
will be displayed on a seven-segment display. An LED will be connected at the output of 
flip-flop W. The system will turn the LED ON for the count sequence 1, 2 by clearing flip- 
flop W to 0. 

The flip-flop W will be preset to 1 in the initial state to turn the LED OFF. This 
can be accomplished by using input I as the PRESET input of flip-flop W. Use D flip-flops 
for the system. 

Step 1: Draw the ASM chart. Figure 5.53 shows the ASM chart. The symbol T, is used 
without its binary value for the state boxes in all ASM charts in this section. 

In the ASM chart of Figure 5.53, when the system is in initial state T,, it waits for 
the start signal (T) to become HIGH. When I=1, Counter Z is cleared to zero and the system 
goes to stateT,. The counter is incremented at the leading edge of each clock pulse. In state 
T, , one of the following possible operations occurs after the next clock pulse transition: 

Either, if counter Z is 1 or 2, flip-flop W is cleared to zero and control stays in 
state], ; 

or 
If the Counter Z counts to 3, the system goes back to initial stateT,. 
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The ASM chart consists of two states and two blocks. The block associated with 
T, includes one state box, one decision box, and one conditional box. The block in T, 
consists of one state box, two decision boxes and two conditional boxes. 

Step 2: Derive the state transition table representing the sequence of operations. 

One common clock pulse specifies the operations to be performed in every block 
of an ASM chart. Table 5.14 shows the State Transition Table. 

The binary values of the counter along with the corresponding outputs of flip-flop 
W is shown in the transition table. In state T, , if I = 1, Counter Z is cleared to zero (XY 
— 00) and the system moves from state T, to T,. In state T,, Counter Z is first incremented 
to XY = 0l at the leading edge of the clock pulse; Counter Z then counts to XY = 10 at 
the leading edge of the following clock pulse. Finally, when XY = 11, the system moves 
to state Ty. The system stays in the initial state T, as long as I = 0; otherwise the process 
continues. 

The operations that are performed in the digital hardware as specified by a block 
in the ASM chart occur during the same clock period and not in a sequence of operations 
following each other in time, as is usually interpreted in a conventional flowchart. For 
example, consider state T,. The value of Y to be considered in the decision box is taken 
from the value of the counter in the present state T,. This is because the decision boxes for 
Flip-flop W belong to the same block as state T,. The digital hardware generates the signals 
for all operations specified in the present block before arrival of the next clock pulse. 
Step 3: Derive the logic equations and draw the hardware. 

The system can be divided into two sections. These are data processor and 
controller. The requirements for the design of the data processor are defined inside the 
state and conditional boxes. The logic for the controller, on the other hand, is determined 
from the decision boxes and the necessary state transitions. 

The design of the data processor is typically implemented by using digital components 
such as registers, counters, multiplexers, and adders. The system can be designed using 
the theory of sequential logic already discussed. Figure 5.54 shows the hardware block 
diagram. The Controller is shown with the required inputs and outputs. The data processor 
includes a 2-bit counter, one flip-flop, and one AND gate. The counter is incremented by 
one at the positive edge of every clock pulse when control is in stateT,. The counter is 
assumed to be in count 3 initially. It is cleared to zero only when control is in stateT, and 
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FIGURE 5.54 Hardware Schematic for the two-bit counter along with associated 
blocks 
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TABLE 5.15 State Table for the Controller 


















Present Present States Inputs Next States Next Output 
State (counter) (Controller) (counter) States 
(Con- (controller) 
troller) 


I-1. Therefore, T, and I are logically ANDed. The D-input of Flip-flop W is connected to 
output X of the counter to clear Flip-flop W during stateT,. This is because if present count 
is 00 (X=0), the counter will be 01 after the next clock. On the other hand, if the present 
count is 01 ( X=0), the count will be 10 after the next clock. Hence, X is connected to the 
D-input of Flip-flop W to turn the LED ON for count sequence 1, 2. A common clock is 
used for all flip-flops in the system including the flip-flops in the counter and Flip-flop W. 

This example illustrates a technique of designing digital systems using the ASM 
chart. The two-bit counter can be designed using the concepts already described. In order 
to design the Controller, a state table for the controller must be derived. Table 5.15 shows 
the state table for the Controller. There is a row in the table for each possible transition 
between states. Initial stateT, stays in T, or goes from T,toT, depending on the status of the 
switch input (I). The same procedure for designing a sequential circuit described in Chapter 
5 can be utilized. Since there are two controller outputs (T,,T,) and three inputs (I, X, Y), 
a three-variable K-map is required. The design of the final hardware schematic is left as an 
exercise to the reader.The system will contain D flip-flops with the same common clock 
and a combinational circuit. The design of the system using classical sequential design 
method may be cumbersome. Hence, other simplified methods using PLAs can be used as 
illustrated in the following. 

A second example is provided below for designing a digital system using an 
ASM chart. The system has three inputs (X, Y, Z) and a 2-bit MOD-4 counter (W) to count 
from 0 to 3. The four counter states are T, T,, T,, and T,. The operation of the system is 
initiated by the counter clear input, C. When C = 0, the system stays in initial state Ty. On 
the other hand, when C = 1, state transitions to be handled by the system are as follows: 


INPUTS STATE TRANSITIONS 

X70 The system moves fromT, to T, 
l The system stays in T, 
0 The system moves back from T, to T, 
l The system goes from T, to T, 
0 
I 


The system stays in T, 

The system moves fromT, toT, and then stays inT, 
indefinitely (for counter clear input C=1) until 
counter W is reset to zero (state T5) by activating the 
counter clear input C to 0 to start a new sequence. 


NON "X «X 
i 
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FIGURE 5.55 Block diagram and truth table of the 2-bit counter 
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FIGURE 5.56 ASM Chart for the MOD-4 counter along with transitions 


Use counter, decoder, and a PLA. Figure 5.55 shows the block diagram of the 
MOD-4 counter to be used in the design. 


Step 1: Draw an ASM chart. 
The ASM chart is shown in Figure 5.56 
Step 2: Derive the inputs, outputs, and a sequence of operations. 

The system will be designed using a PLA, a MOD-4 counter, and a 2 to 4 decoder. 
The MOD-4 counter is loaded or initialized with the external data if the counter control 
inputs C and L are both ones. The counter load control input L overrides the counter enable 
control input £. 

The counter counts up automatically in response to the next clock pulse when 
the counter load control input Z = 0 and the enable input E is tied to HIGH. Such normal 
activity 1s desirable for the situation (obtained from the ASM chart) when the counter goes 
through the sequenceT,, T,, T, T, for the specified inputs. 

However, if the following situations occur, the counter needs to be loaded with 
data out of its normal sequence: If the counter is in initial state T, (Counter W=0 with C= 
0) , it stays inT, for X = 1. This means that if the ccunter output is 00 and if X= 1, the 
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(b) PLA implementation 
FIGURE 5.58 PLA-based System 


counter must be loaded with external data d,d, = 00. Similarly, the other out of normal 
sequence count includes transitions (C = 1) fromT, toT; (X= 0,Y = 0), T, toT; (X 20, Y= 
1, Z = 0) with count 2, and T, toT, (X = 0, Y= 1, Z = 1); C is assumed to be HIGH during 
these transitions. Finally, if C = 0, transition from T, to T, occurs regardless of the values 
of X,Y, Z and the process continues. The appropriate external data must be loaded into the 
counter for out of normal count sequence by the PLA using the L input of the counter. 
Step 3: Derive the logic equations and draw a hardware schematic. 

Figure 5.57 depicts the logic diagram. Figure 5.58 shows the truth table and 
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FIGURE 5.59 Asynchronous Sequential Circuit 


hardware schematic for PLA-based implementation. B 
The equations for the product terms are: P, =X T,C, P,» XY TC, P,=XY 
ZLC, P, =XY ZIC, P, = T, C, L=P)+P,+P,+P,+P,, d, =P,+P3, do = P, 


5.13 Asynchronous Sequential Circuits 


Asynchronous sequential circuits do not require any synchronizing clocks. As mentioned 
before, a sequential circuit basically consists of a combinational circuit with memory. 
In synchronous sequential circuits, memory elements are clocked flip-flops. In contrast, 
memory in asynchronous sequential circuits includes either unclocked flip-flop or time- 
delay devices. The propagation delay time of a logic gate (finite time for a signal to 
propagate through a gate) provides its memory capability. Note that a sequential circuit 
contains inputs, outputs, and states. In synchronous sequential circuits, changes in states 
take place due to clock pulses. On the other hand, asynchronous sequential circuits typically 
contain a combinational circuit with feedback. The timing problems in the feedback may 
cause instability. Asynchronous sequential circuits are, therefore, more difficult to design 
than synchronous sequential circuits. 

Asynchronous sequential circuits are used in applications in which the system must 
take appropriate actions to input changes rather than waiting for a clock to initiate actions. 
For proper operation of an asynchronous sequential circuit, the inputs must change one at a 
time when the circuit is in a stable condition (called the fundamental mode of operation"). 
The inputs to the asynchronous sequential circuits are called “primary variables" whereas 
outputs are called “secondary variables.” 

Figure 5.59 shows an asynchronous sequential circuit. In the feedback loops, 
the uppercase letters are used to indicate next values of the secondary variables and the 
lowercase letters indicate present values of the secondary variables. For example, Z,, and 
Z, are next values whereas z, and z, are present values. The output equations can be derived 
as follows: i 

Z,=(a+z,)(a + z) 
Z,= (a + za + z,) 


The delays in the feedback loops can be obtained from the propagation delays between z, 
and Z, or z, and Z,. Let us now plot the functions Z, and Z, in a map, and a transition table 
as shown in Figure 5.60. 

The map for Z, in Figure 5.60(a) is obtained by substituting the values z,, z,, and 
a for each square into the equation for Z1. For example, consider z,z, = 11 and a = Q. 
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(a) Map for Z, (b) Map for Z, (c) Transition Table 
FIGURE 5.60 Map and Transition Table 


Z, 7 (a +z,)(a +z) 
=(0+ 1Y(0 + 1) 
=] 


Z, ^ (a + z)(a + z) 
- (0 * 1X0 * 1) 
-] 

Similarly, values for all other sequences can be obtained similarly. The transition 
table of Figure 5.60(c) can be obtained by combining the binary values of two squares in 
the same position and placing them in the corresponding square in the transition table. 
Thus, the variable Z = Z,Z, is placed in each square of the transition table. For example, 
from the first square of Figure 5.60(a) and (b), Z = 00. This is shown in the first square of 
Figure 5.60(c). The squares in the transition table in which z,z, = Z,Z, are circled to show 
that they are stable. The uncircled squares are unstable states. 

Let us now analyze the behavior of the circuit due to change in the input variable. 
Suppose a = 0, zz, = 00, then the output is 00. Thus, 00 is circled and shown in the first 
square of Figure 5.60(c). Z is the next value of z,z, and is a stable state. Next suppose 
that a goes from 0 to | and the value of Z changes from 00 to 01. Note that this causes an 
interim unstable situation because Z,Z, is initially equal to z,z,. This is because as soon as 
the input changes from 0 to 1, this change in input travels through the circuit to change 
Z,Z, from 00 to 01. The feedback loop in the circuit eventually makes z,z, equal to Z,Z,; 
that is, zz; = ZZ, = 01. Because z,z, = Z,Z,, the circuit attains a stable state. The state 01 
is circled in the figure to indicate this. Similarly, it can be shown that as the input to an 
asynchronous sequential circuit changes, the circuit goes to a temporary unstable condition 
until it reaches a stable state when Z,Z, = present state, z,z,. Therefore, as the input moves 
between 0 and 1, the circuit goes through the states 00, 01, 11, 10, and repeats the sequence 
depending on the input changes. A state table can be derived from the transition table. This 
is shown in Table 5.16, which is the state table for Figure 5.60(c). 


TABLE 5.16 Transition Table 


Present State Next State 
a=0 a=] 


—— OO 
- Or © 
— -= o oD 
——o0c 
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FIGURE 5.61 Flow Table 


A flow table obtained from the transition table is normally used in designing an 
asynchronous sequential circuit. A flow table resembles a transition table except that the 
states are represented by letters instead of binary numbers. The transition table of Figure 
5.60(c) can be translated into a flow table as shown in Figure 5.61. Note that the states are 
represented by binary numbers as follows: w = 00, x = 01, y= 11, z= 10. The flow table 
in Figure 5.61 is called a “primitive flow table” because it has only one stable state in each 
row. 

An asynchronous sequential circuit can be designed using the primitive flow table 
from the problem definition. The flow table is then simplified by combining squares to 
a minimum number of states. The transition table is then obtained by assigning binary 
numbers to the states. Finally, a logic diagram is obtained from the transition table. The 
logic diagram includes a combinational circuit with feedback. 

The design of an asynchronous sequential circuit is more difficult than the 
synchronous sequential circuit because of the timing problems associated with the feedback 
loop. This topic is beyond the scope of this book. 


QUESTIONS AND PROBLEMS 


5.] What is the basic difference between a combinational circuit and a sequential 
circuit? | 


5.2 Identify the main characteristics of a synchronous sequential circuit and an 
asynchronous sequential circuit. 


5.3 What is the basic difference between a latch and a flip-flop? 
5.4 Draw the logic diagram of a D flip-flop using OR gates and inverters. 


5.5 Assume that initially x = 1, A = 0, and B = 1 in figure P5.5. Determine the values of 
A and B after the positive edge of CIk. 





FIGURE P5.5 


Sequential Logic Design 179 


5.6 | Draw the logic diagram of a JK flip-flop using AND gates and inverters. 


Assume that initially X = 1, A = 0, and B = 1 in figure P5.7. Determine the values of 


5.7 
A and B after one C/k pulse. Note that the flip-flops are triggered at the clock level. 





FIGURE P5.7 


Given Figure P5.8, draw the timing diagram for Q and Q assuming a negative-edge 


5.8 
triggered JK flip- flop. Assume Q is preset to 1 initially. 
| 


FIGURE P5.8 





Given the timing diagram for a positive-edge triggered D flip-flop in Figure P5.9, 


5.9 
draw the timing diagrams for Q and Q. Assume Q is cleared to zero initially. 


FIGURE P5.9 


5.10 Given the timing diagram for a negative-edge triggered T flip-flop in Figure P5.10, 
draw the timing diagram for Q. Assume Q is preset to 1 initially. 


FIGURE P5.10 
Why would you use an edge-triggered flip-flop rather than a level-triggered flip- 
flop? 


5.11 


180 
5.12 


5.13 


5.14 


5.15 
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What are the advantages of a master-slave flip-flop? 
Draw the block diagram ofa T flip-flop using (a) JK ff (b) D ff. 
Draw a logic circuit of the switch debouncer circuit using NAND gates. 
Analyze the clocked synchronous circuit shown in Figure P5.15. Express the next 


state in terms of the present state and inputs, derive the state table, and draw the state 
diagram. 





Y output 


FIGURE P5.15 


5.16 


5.17 


5.18 


A synchronous sequential circuit with two D flip-flops (a,b as outputs), one input 
(x), and an output (y) is expressed by the following equations: 
D,-abx*ab, D,=xb+bx 
y=bxta 
(a) Derive the state table and state diagram for the circuit. 
(b Draw a logic diagram. 


A synchronous sequential circuit is represented by the state diagram shown in Figure 
P5.17. Using JK flip-flops and undefined states as don't-cares: 

(a) Derive the state table. 

(b) Minimize the equation for flip-flop inputs using K-maps. 

(c) Draw a logic diagram. 





FIGURE P5.17 


A sequential circuit contains two D flip-flops (4, B), one input (x), and one output 
(y), as shown in Figure P5.18. 
Derive the state table and the state diagram of the sequential circuit. 
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5.19 


5.20 


5.21 


32 





FIGURE P5.18 


Design a synchronous sequential circuit using D flip-flops for the state diagram 
shown in Figure P5.19. 





FIGURE P5.19 


Design a 2-bit counter that will count in the following sequence: 00, 11, 10, 01, and 
repeat. Using T flip-flops: 


(a) Draw a state diagram. 
(b) Derive a state table. 
(c) Implement the circuit. 


Design a synchronous sequential circuit with one input x and one output y. The input 
x is a serial message, and the system reads x one bit at a time. The output y is 1 
whenever the binary pattern 000 is encountered in the serial message. For example: 
If the input is 01000000, then the output will be 00001010. Use T flip-flops. 


Analyze the circuit shown in Figure P5.22 and show that it is equivalent to a T flip- 
flop. 





FIGURE P5.22 
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5.24 


5.25 


5.26 


5:27 
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Design a BCD counter to count in the sequence 0000, 0001, 0010, 0011, 0100, 0101, 
0110, 0111, 1000, 1001, and repeat. Use T flip-flops. 


Design the following nonbinary sequence counters using the type of flip-flop 
specified. Assume the unused states as don't cares. Is the counter self-correcting? 
Justify your answer. 


(a) Counting sequence 0, 1, 3, 4, 5, 6, 7, and repeat. Use JK flip-flops. 
(b) Counting sequence 0, 2, 3, 4, 6, 7, and repeat. Use D flip-flops. 
(c) Counting sequence 0, 1, 2, 4, 5, 6, 7, and repeat. Use T flip-flops. 


Design a 4-bit general-purpose register as follows: 


S, So Function 

0 0 Load external data 

0 l Rotate left; (4) «—4,, A; <- A; for i = 1,2,3) 

l 0 Rotate right; (44 <-A,, 4; <— A;,, for i = 0,1,2) 
] ] Increment 


Use Figure P5.25 as the building block: 


cik 9123 
91 


So S 


CLR 


FIGURE P5.25 


Design a logic diagram that will generate 19 timing signals. Use a ring counter with 
JK flip-flops. 


Consider the 2-bit Johnson counter shown in Figure P5.27. Derive the state diagram. 
Assume the D flip-flops are initialized to 4 = 0 and B = 0. 





FIGURE P5.27 


5.28 Assuming AB = 10, verify that the 2-bit counter shown in Figure P5.28 is a ring 


counter. Derive the state diagram. 
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5.29 


5.30 


5.31 


5.32 


5.33 





FIGURE P5.28 
What is the basic difference between SRAM and DRAM? 


Given a memory with a 24-bit address and 8-bit word size, 

(a) How many bytes can be stored in this memory? 

(b) If this memory were constructed from 1K x 1-bit RAM chips, how many 
memory chips would be required? 


Draw an ASM chart for the following: Assume three states (a, b, c) in the system 
with one input x and two registers R, and R,. The circuit is initially in state a. If x = 
0, the control goes from state a to state b and, clears registers R, to 0 and sets R, to 
1, and then moves to state c. On the other hand if x = 1, the control goes to state c. In 
state c, R, is subtracted from R, and the result is stored in R,. The control then moves 
back to state a and the process continues. 


Draw an ASM chart for each of the following sequence of operations: 

(a) The ASM chart will define a conditional operation to perform the operation 
R;,—R, - R, during State T, and will transfer control to State T, if the control input 
c is 1; if c=0, the system will stay in Ty. Assume that R, and R, are 8-bit registers. 
(b) The ASM chart in which the system is initially in State T, and then checks 
a control input c. If c=1, control will move from State T, to State T,; if c=0, the 
system will increment an 8-bit register R by 1 and control will return to the initial 
state. 


Draw an ASM chart for the following state diagram of Figure P5.33: 


X-1 X-0 





FIGURE P5.33 
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5.34 
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Assume that the system stays in initial state Ty when control input c = 0 and input X 
=|. The sequence of operations is started from T, when X = 0. When the system 
reaches state T,, it stays in T, indefinitely as long as c = 1; the system returns to state 
T, when c = 0. 


Derive the output equations for the asynchronous sequential circuit shown in Figure 
P5.34. Also, determine the state table and flow table. 





FIGURE P5.34 
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MICROCOMPUTER 
ARCHITECTURE, 
PROGRAMMING, 

AND SYSTEM 
DESIGN CONCEPTS 


Thischapterdescribes the fundamental material needed to understand the basic characteristics 
of microprocessors. It includes topics such as typical microcomputer architecture, timing 
signals, internal microprocessor structure, and status flags. The architectural features are 
then compared to the Intel 8086 architecture. Topics such as microcomputer programming 
languages and system design concepts are also described. 


6.1 Basic Blocks of a Microcomputer 


A microcomputer has three basic blocks: a central processing unit (CPU), a memory unit, 
and an input/output unit. The CPU executes all the instructions and performs arithmetic and 
logic operations on data. The CPU of the microcomputer is called the “microprocessor.” 
The microprocessor is typically a single VLSI (Very Large-Scale Integration) chip that 
contains all the registers, control unit, and arithmetic/ logic circuits of the microcomputer. 

A memory unit stores both data and instructions. The memory section typically 
contains ROM and RAM chips. The ROM can only be read and is nonvolatile, that is, 
it retains its contents when the power is turned off. A ROM is typically used to store 
instructions and data that do not change. For example, it might store a table of codes for 
outputting data to a display external to the microcomputer for turning on a digit from 0 to 9. 

One can read from and write into a RAM. The RAM is volatile; that is, it does 
not retain its contents when the power is turned off. A RAM is used to store programs and 
data that are temporary and might change during the course of executing a program. An I/O 
(Input/Output) unit transfers data between the microcomputer and the external devices via 
I/O ports (registers). The transfer involves data, status, and control signals. 

In a single-chip microcomputer, these three elements are on one chip, whereas 
with a single-chip microprocessor, separate chips for memory and I/O are required. 
Microcontrollers evolved from single-chip microcomputers. The microcontrollers are 
typically used for dedicated applications such as automotive systems, home appliances, 
and home entertainment systems. Typical microcontrollers, therefore, include on-chip 
timers and A/D (analog to digital) and D/A (digital to analog) converters. Two popular 
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Microprocessor Memory Element 1/0 unit 


FIGURE 6.1 Basic blocks of a microcomputer 


Address Bus 







Data Bus 


Microprocessor 


FIGURE 6.2 Simplified version of a typical microcomputer 


microcontrollers are the Intel 8751 (8 bit)/8096 (16 bit) and the Motorola HC11 (8 bit)/ 
HC16 (16 bit). The 16-bit microcontrollers include more on-chip ROM, RAM, and I/O 
than the 8-bit microcontrollers. Figure 6.1 shows the basic blocks of a microcomputer. The 
System bus (comprised of several wires) connects these blocks. 


6.2 Typical Microcomputer Architecture 


In this section, we describe the microcomputer architecture in more detail. The various 
microcomputers available today are basically the same in principle. The main variations 
are in the number of data and address bits and in the types of control signals they use. 

To understand the basic principles of microcomputer architecture, it is necessary 
to investigate a typical microcomputer in detail. Once such a clear understanding is 
obtained, it will be easier to work with any specific microcomputer. Figure 6.2 illustrates 
the most simplified version of a typical microcomputer. The figure shows the basic blocks 
of a microcomputer system. The various buses that connect these blocks are also shown. 
Although this figure looks very simple, it includes all the main elements of a typical 
microcomputer system. 


6.2.1 The Microcomputer Bus 

The microcomputer’s system bus contains three buses, which carry all the address, data, and 
control information involved in program execution. These buses connect the microprocessor 
(CPU) to each of the ROM, RAM, and I/O chips so that information transfer between the 
microprocessor and any of the other elements can take place. 

In the microcomputer, typical information transfers are carried out with respect to 
the memory or I/O. When a memory or an I/O chip receives data from the microprocessor 
, It is called a WRITE operation, and data is written into a selected memory location or 
an I/O port (register). When a memory or an I/O chip sends data to the microprocessor, 
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it is called a READ operation, and data is read from a selected memory location or an I/O 
port. 

In the address bus, information transfer takes place only in one direction, from the 
microprocessor to the memory or I/O elements. Therefore, this is called a “unidirectional 
bus." This bus is typically 20 to 32 bits long. The size of the address bus determines the 
total number of memory addresses available in which programs can be executed by the 
microprocessor. The address bus is specified by the total number of address pins on the 
microprocessor chip. This also determines the direct addressing capability or the size of the 
main memory of the microprocessor. The microprocessor can only execute the programs 
located in the main memory. For example, a microprocessor with 20 address pins can 
generate 2? = 1,048,576 (one megabyte) different possible addresses (combinations of 1s 
and 0’s) on the address bus. The microprocessor includes addresses from 0 to 1,048,575 
(00000,, through FFFFF,,). A memory location can be represented by each one of these 
addresses. For example, an 8-bit data item can be stored at address 00200,.. 

When a microprocessor such as the 8086 wants to transfer information between 
itself and a certain memory location, it generates the 20-bit address from an internal register 
on its 20 address pins A;-A,,, which then appears on the address bus. These 20 address 
bits are decoded to determine the desired memory location. The decoding process normally 
requires hardware (decoders) not shown in Figure 6.2. 

In the data bus, data can flow in both directions, that is, to or from the 
microprocessor. Therefore, this is a bidirectional bus. In some microprocessors, the data 
pins are used to send other information such as address bits in addition to data. This means 
that the data pins are time-shared or multiplexed. The Intel 8086 microprocessor is an 
example where the 20 bits of the address are multiplexed with the 16-bit data bus and four 
status lines. 

The control bus consists of a number of signals that are used to synchronize the 
operation of the individual microcomputer elements. The microprocessor sends some of 
these control signals to the other elements to indicate the type of operation being performed. 
Each microcomputer has a unique set of control signals. However, there are some control 
signals that are common to most microprocessors. We describe some of these control 
signals later in this section. 


6.2.2 Clock Signals 

The system clock signals are contained in the control bus. These signals generate the 
appropriate clock periods during which instruction executions are carried out by the 
microprocessor. The clock signals vary from one microprocessor to another. Some 
microprocessors have an internal clock generator circuit to generate a clock signal. 
These microprocessors require an external crystal or an RC network to be connected at 
the appropriate microprocessor pins for setting the operating frequency. For example, the 
Intel 80186 (16-bit microprocessor) does not require an external clock generator circuit. 
However, most microprocessors do not have the internal clock generator circuit and require 
an external chip or circuit to generate the clock signal. Figure 6.3 shows a typical clock 


signal. 


One Clock 
Cycle 


FIGURE 6.3 A typical clock signal 
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Control Unit 










FIGURE 6.4 A microprocessor chip with the main functional elements 


6.3 The Single-Chip Microprocessor 


As mentioned before, the microprocessor is the CPU of the microcomputer. Therefore, the 
power of the microcomputer is determined by the capabilities of the microprocessor. Its 
clock frequency determines the speed ofthe microcomputer. The number of data and address 
pins on the microprocessor chip make up the microcomputer's word size and maximum 
memory size. The microcomputer's I/O and interfacing capabilities are determined by the 
control pins on the microprocessor chip. 

The logic inside the microprocessor chip can be divided into three main areas: the 
register section, the control unit, and the arithmetic and logic unit (ALU). A microprocessor 
chip with these three sections is shown in Figure 6.4. We now describe these sections. 


6.3.1 Register Section 

The number, size, and types of registers vary from one microprocessor to another. 

However, the various registers in all microprocessors carry out similar operations. The 

register structures of microprocessors play a major role in designing the microprocessor 

architectures. Also, the register structures for a specific microprocessor determine how 
convenient and easy it is to program this microprocessor. 

We first describe the most basic types of microprocessor registers, their functions, 
and how they are used. We then consider the other common types of registers. 

Basic Microprocessor Registers | 

There are four basic microprocessor registers: instruction register, program counter, 

memory address register, and accumulator. 

* Instruction Register (IR). The instruction register stores instructions. The contents 
of an instruction register are always decoded by the microprocessor as an instruction. 
After fetching an instruction code from memory, the microprocessor stores it in the 
instruction register. The instruction is decoded internally by the microprocessor, which 
then performs the required operation. The word size of the microprocessor determines 
the size of the instruction register. For example, a 16-bit microprocessor has a 16-bit 
instruction register. 

e Program Counter (PC). The program counter contains the address of the instruction 
or operation code (op-code). The program counter normally contains the address of the 
next instruction to be executed. Note the following features of the program counter: 

]. Upon activating the microprocessor's RESET input, the address of the first 
instruction to be executed is loaded into the program counter. 

2. To execute an instruction, the microprocessor typically places the contents of 
the program counter on the address bus and reads (“fetches”) the contents of 
this address, that 1s, instruction, from memory. The program counter contents 
are automatically incremented by the microprocessor's internal logic. The 
microprocessor thus executes a program sequentially, unless the program contains 
an instruction such as a JUMP instruction, which changes the sequence. 

3. The size of the program counter 1s determined by the size of the address bus. 
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4. Many instructions, such as JUMP and conditional JUMP, change the contents 
of the program counter from its normal sequential address value. The program 
counter is loaded with the address specified in these instructions. 

e Memory Address Register (MAR). The memory address register contains the 
address of data. The microprocessor uses the address, which is stored in the memory 
address register, as a direct pointer to memory. The contents of the address consists of 
the actual data that is being transferred. 

e Accumulator (A). For an 8-bit microprocessor, the accumulator is typically an 8-bit 
register. It is used to store the result after most ALU operations. These microprocessors 
have instructions to shift or rotate the accumulator 1 bit to the right or left through the 
carry flag. The accumulator is typically used for inputting a byte into the accumulator 
from an external device or outputting a byte to an external device from the accumulator. 
Some microprocessors, such as the Motorola 6809, have more than one accumulator. 
In these microprocessors, the accumulator to be used by the instruction is specified in 
the op-code. 

Depending on the register section, the microprocessor can be classified either as an 
accumulator-based or a general-purpose register-based machine. In an accumulator-based 
microprocessor such as the Intel 8085 and Motorola 6809, the data is assumed to be held 
in a register called the *accumulator." All arithmetic and logic operations are performed 
using this register as one of the data sources. The result after the operation is stored in the 
accumulator. Eight-bit microprocessors are usually accumulator based. 

The general-purpose register-based microprocessor is usually popular with 16- 
, 32-, and 64-bit microprocessors, such as the Intel 8086/80386/80486/Pentium and the 
Motorola 68000 /68020 /68030 /68040 /PowerPC. The term *general-purpose" comes from 
the fact that these registers can hold data, memory addresses, or the results of arithmetic or 
logic operations. The number, size, and types of registers vary from one microprocessor to 
another. 

Most registers are general-purpose whereas some, such as the program counter 
(PC), are provided for dedicated functions. The PC normally contains the address of the 
next instruction to be executed. As metioned before, upon activating the microprocessor chi 
p's RESET input pin, the PC is normally initialized with the address of the first instruction. 
For example, the 80486, upon hardware reset, reads the first instruction from the 32-bit 
hex address FFFFFFFO. To execute the instruction, the microprocessor normally places 
the PC contents on the address bus and reads (fetches) the first instruction from external 
memory. The program counter contents are then automatically incremented by the ALU. 
The microcomputer thus usually executes a program sequentially unless it encounters 
a jump or branch instruction. As mentioned earlier, the size of the PC varies from one 
microprocessor to another depending on the address size. For example, the 68000 has a 
24-bit PC, whereas the 68040 contains a 32-bit PC. Note that in general-purpose register- 
based microprocessors, the four basic registers typically include a PC, an MAR, an IR, and 
a data register. 


Use of the Basic Microprocessor Registers 

To provide a clear understanding of how the basic microprocessor registers are used, 
a binary addition program will be considered. The program logic will be explained by 
showing how each instruction changes the contents of the four registers. Assume that all 
numbers are in hex. Suppose that the contents of the memory location 2010 are to be added 
with the contents of 2012. Assume that [NNNN] represents the contents of the memory 
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location NNNN. Now, suppose that [2010] = 0002 and [2012] = 0005. The steps involved 
in accomplishing this addition can be summarized as follows: 
1. Load the memory address register (MAR) with the address of the first data item 
to be added, that is, load 2010 into MAR. 
2. Move the contents of this address to a data register, DO; that is, move first data 
into DO. 
3. Increment the MAR by 2 to hold 2012, the address of the second data item to be 
added. 
4. Add the contents of this memory location to the data that was moved to the data 
register, DO in step 2, and store the result in the 16-bit data register, DO. The above 
addition program will be written using 68000 instructions. Note that the 68000 
uses 24-bit addresses; 24-bit addresses such as 002000,, will be represented as 
2000,, (16-bit number) in the following. 
The following steps will be used to achieve this addition for the 68000: 
1. Load the contents of the next 16-bit memory word into the memory address 
register, Al. Note that register Al can be considered as MAR in the 68000. 
2. Read the 16-bit contents of the memory location addressed by MAR into data 
register, DO. 
Increment MAR by 2 to hold 2012, the address of the second data to be added. 
4. Add the current contents of data register, DO to the contents of the memory 
location whose address is in MAR and store the 16-bit result in DO. 
The following steps for the Motorola 68000 will be used to achieve the above 


= 


addition: 

3279, Load the contents of the next 16-bit memory word into the memory 
address register, Al. 

3010, Read the 16-bit contents of the memory location addressed by MAR 
into data register, DO. 

5249, Increment MAR by 2. 

D051,, Add the current contents of data register, DO, to the contents of the 
memory location whose address is in MAR and store the 16-bit 
result in DO. 


Address of 
Memory Word 
1 2000 
2002 


2004 
2006 


2008 
200A 





FIGURE 6.5 Microprocessor addition program with initial register and memory 
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The complete program in hexadecimal, starting at location 2000,, (arbitrarily 
chosen) is given in Figure 6.5. Note that each memory address stores 16 bits. Hence, memory 
addresses are shown in increments of 2. Assume that the microcomputer can be instructed 
that the starting address of the program is 2000,,. This means that the program counter can 
be initialized to contain 2000,,, the address of the first instruction to be executed. Note that 
the contents of the other three registers are not known at this point. The microprocessor 
loads the contents of memory location addressed by the program counter into IR. Thus, the 
first instruction, 3279,,, stored in address 2000,, is transferred into IR. 

The program counter contents are then incremented by 2 by the microprocessor's 
ALU to hold 2002,,. The register contents that result along with the program are shown in 
Figure 6.6. 

The binary code 3279,, in the IR is executed by the microprocessor. The 
microprocessor then takes appropriate actions. Note that the instruction, 3279,,, loads the 
contents of the next memory location addressed by the PC into the MAR. Thus, 2010,, is 
loaded into the MAR. The contents of the PC are then incremented by 2 to hold 20046- 
This is shown in Figure 6.7. 
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Word 
2000 
f 2002 
2004 | Do 
Program 2006 |o OO OMAR 
Memory < 2008 IR 
| 200A | | .2002 _ | PC 


us ( 2010 
Memory 2012 
FIGURE 6.6 | Microprocessor addition program (modified during execution) 
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FIGURE 6.7 Microprocessor addition program (modified during execution) 
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FIGURE 6.8 
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FIGURE 6.9 Microprocessor addition program (modified during execution) 


Next, the microprocessor loads the contents of the memory location addressed by 
the PC into the IR; thus, 3010,, is loaded into the IR. The PC contents are then incremented 
by 2 to hold 2006,,. This is shown in Figure 6.8. In response to the instruction 3010,,, the 
contents of the memory location addressed by the MAR are loaded into the data register, 
DO; thus, 0002,, is moved to register DO. The contents of the PC are not incremented this 
time. This is because 0002,, is not immediate data. Figure 6.9 shows the details. Next the 
microprocessor loads 5249,, to IR and then increments PC to contain 2008,, as shown in 
Figure 6.10. 

In response to the instruction 5249, in the IR, the microprocessor increments 
the MAR by 2 to contain 2012,, as shown in Figure 6.11. Next, the instruction D051,, in 
location 2008,, is loaded into the IR, and the PC is then incremented by 2 to hold 200A, as 
shown in Figure 6.12. Finally, in response to instruction D051,,, the microprocessor adds 
the contents of the memory location addressed by MAR (address 2012,,) with the contents 
of register DO and stores the result in DO. Thus, 0002, is added with 0005,,, and the 16-bit 
result 0007,, is stored in DO as shown in Figure 6.13. This completes the execution of the 
binary addition program. 
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FIGURE 6.10 
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FIGURE 6.11 Microprocessor addition program (modified during execution) 


Other Microprocessor Registers 


General-Purpose Registers 

The 16-, 32-, and 64-bit microprocessors are register oriented. They have a number of 
general-purpose registers for storing temporary data or for carrying out data transfers 
between various registers. The use of general-purpose registers speeds up the execution 
of a program because the microprocessor does not have to read data from external 
memory via the data bus if data is stored in one of its general-purpose registers. These 
registers are typically 16 to 32 bits. The number of general-purpose registers will 
vary from one microprocessor to another. Some of the typical functions performed by 
instructions associated with the general-purpose registers are given here. We will use 
[REG] to indicate the contents of the general-purpose register and [M] to indicate the 
contents of a memory location. 

1. Move [REG] to or from memory: [M] + [REG] or [REG] <+ [M]. 

2. Move the contents of one register to another: [REGI] «— [REG2]. 

3. Increment or decrement [REG] by 1: [REG] < [REG] + 1 or [REG] < [REG] - 1. 
4. Load 16-bit data into a register [REG] : [REG] <— 16-bit data. 
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FIGURE 6.12 
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FIGURE 6.13 Microprocessor addition program (modified during execution) 


Index Register 

An index register is typically used as a counter in address modification for an 
instruction, or for general storage functions. The index register is particularly useful 
with instructions that access tables or arrays of data. In this operation the index register 
is used to modify the address portion of the instruction. Thus, the appropriate data in 
a table can be accessed. This is called “indexed addressing.” This addressing mode 
is normally available to the programmers of microprocessors. The effective address 
for an instruction using the indexed addressing mode is determined by adding the 
address portion of the instruction to the contents of the index register. Index registers 
are typically 16 or 32 bits long. In a typical 16- or 32-bit microprocessor, general- 
purpose registers can be used as index registers. 


Status Register 

The status register, also known as the “processor status word register” or the “condition 
code register,” contains individual bits, with each bit having special significance. The 
bits in the status register are called “flags.” The status of a specific microprocessor 
operation is indicated by each flag, which is set or reset by the microprocessor’s internal 
logic to indicate the status of certain microprocessor operations such as arithmetic and 
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logic operations. The status flags are also used in conditional JUMP instructions. We 
will describe some of the common flags in the following. 

The carry flag is used to reflect whether or not the result generated by an arithmetic 
operation is greater than the microprocessor's word size. As an example, the addition 
of two 8-bit numbers might produce a carry. This carry is generated out of the eighth 
position, which results in setting the carry flag. However, the carry flag will be zero if 
no carry is generated from the addition. As mentioned before, in multibyte arithmetic, 
any carry out of the low-byte addition must be added to the high-byte addition to 
obtain the correct result. This can illustrated by the following example: 


high byte low byte 
00110101 11010001 
00011000 10101001 
I 
01001110 01111010 
high-order bit carry is reflected 
position into the high-byte 
addition 


While performing BCD arithmetic with microprocessors, the carry out of the low 
nibble (4 bits) has a special significance. Because a BCD digit is represented by 4 
bits, any carry out of the low 4 bits must be propagated into the high 4 bits for BCD 
arithmetic. This carry flag is known as the auxiliary carry flag and is set to 1 if the 
carry out of the low 4 bits is 1, otherwise it is 0. 

A zero flag is used to show whether the result of an operation is zero. It is set to 1 
if the result is zero, and it is reset to 0 if the result is nonzero. A parity flag is set to 1 to 
indicate whether the result of the last operation contains either an even number of 1’s 
(even parity) or an odd number of 1’s (odd parity), depending on the microprocessor. 
The type of parity flag used (even or odd) is determined by the microprocessor's internal 
structure and is not selectable. The sign flag (also sometimes called the negative flag) 
is used to indicate whether the result of the last operation is positive or negative. If the 
most significant bit of the last operation is 1, then this flag is set to 1 to indicate that 
the result is negative. This flag is reset to 0 if the most significant bit of the result is 
zero, that 1s, if the result is positive. 

As mentioned before, the overflow flag arises from the representation of the sign 
flag by the most significant bit of a word in signed binary operation. The overflow flag 
is set to ] if the result of an arithmetic operation is too big for the microprocessor's 
maximum word size, otherwise it is reset to 0. Let C,be the final carry out of the most 
significant bit (sign bit) and C, be the previous carry. It was shown in Chapter 2 that 
the overflow flag is the exclusive OR of the carries C, and C; 

Overflow = C, ® C, 
e Stack Pointer Register 

The stack consists of a number of RAM locations set aside for reading data from 
or writing data into these locations and is typically used by subroutines (a subroutine is 
a program that performs operations frequently needed by the main or calling program). 
The address of the stack is contained in a register called the "stack pointer." Two 
instructions, PUSH and POP, are usually available with the stack. The PUSH operation 
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FIGURE 6.15 POP operation when accessing stack from bottom 
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FIGURE 6.16 PUSH operation when accessing stack from top 
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FIGURE 6.17 POP operation when accessing stack from top 


is defined as writing to the top or bottom of the stack, whereas the POP operation 
means reading from the top or bottom of the stack. Some microprocessors access the 
stack from the top; the others access via the bottom. When the stack is accessed from 
the bottom, the stack pointer is incremented after a PUSH and decremented after a 
POP operation. On the other hand, when the stack is accessed from the top, the stack 
pointer 1s decremented after a PUSH and incremented after a POP. Microprocessors 
typically use 16- or 32-bit registers for performing the PUSH or POP operations. The 
incrementing or decrementing of the stack pointer depends on whether the operation 
is PUSH or POP and also whether the stack is accessed from the top or the bottom. 
We now illustrate the stack operations in more detail. We use 16-bit registers in 
Figures 6.14 and 6.15. In Figure 6.14, the stack pointer is incremented by 2 (since 16- 
bit register) to address location 20C7 after the PUSH. Now consider the POP operation 
of Figure 6.15. Note that after the POP, the stack pointer is decremented by 2. [20C 5] 
and [20C6] are assumed to be empty conceptually after the POP operation. Finally, 
consider the PUSH operation of Figure 6.16. The stack is accessed from the top. Note 
that the stack pointer is decremented by 2 after a PUSH. Next, consider the POP 
(Figure 6.17). [20C4] and [20C5] are assumed to be empty after the POP. 
Note that the stack 1s a LIFO (Last In First Out) memory. 


Example 6.1 
Determine the carry (C), sign (S), zero (Z), overflow (V), and panty (P) flags for the 
following operation: 0110, plus 1010, . 

Assume the parity bit = 1 for ODD parity in the result; otherwise the parity bit = 
0. Also, assume that the numbers are signed. Draw a logic diagram for implementing the 
flags in a 5-bit register using D flip-flops; use P = bit 0, V = bit 1, Z = bit 2, S = bit 3, and 
C = bit 4. Note that Verilog and VHDL descriptions along with simulation results of this 
status register are provided in Appendices I and J respectively. 


Solution 
«— —— Intermediate Carries 





C,-C-l : | Z =1 since result = 0 
S =0 P =0 since even parity 
C ze 

P 


y-C 0C =] @1=0 
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The flag register can be implemented from the 4-bit result as follows: 


C=] C(Bit4)-1 
(from result) 


$-0 S (Bit 3) - 0 
e most significant 
uu ot the result) 


0 
Result E | > Z (Bit 2)=! 
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V (Bit 1)- 0 


fo 
Result f p eas aaa P (Bit0) - 0 
0 : 


Clock 





6.3. Control Unit 

The main purpose of the control unit is to read and decode instructions from the program 

memory. To execute an instruction, the control unit steps through the appropriate blocks 

of the ALU based on the op-codes contained in the instruction register. The op-codes 
define the operations to be performed by the control unit in order to execute an instruction. 

The control unit interprets the contents of the instruction register and then responds to 

the instruction by generating a sequence of enable signals. These signals activate the 

appropriate ALU logic blocks to perform the required operation. 

The control unit generates the control signals, which are output to the other 
microcomputer elements via the control bus. The control unit also takes appropriate actions 
in response to the control signals on the control bus provided by the other microcomputer 
elements. 

The control signals vary from one microprocessor to another. For each specific 
microprocessor, these signals are described in detail in the manufacturer’s manual. It is 
impossible to describe all the control signals for various manufacturers. However, we 
cover some of the common ones in the following discussion. 

e RESET. This input is common to all microprocessors, When this input pin is driven 
to HIGH or LOW (depending on the microprocessor), the program counter is loaded 
with a predefined address specified by the manufacturer. For example, in the 80486, 
upon hardware reset, the program counter is loaded with FFFFFFFO,,.. This means 
that the instruction stored at memory location FFFFFFFO,, is executed first. In some 
other microprocessors, such as the Motorola 68000, the program counter is not 
loaded directly by activating the RESET input. In this case, the program counter is 
loaded indirectly from two locations (such as 000004 and 000006) predefined by the 
manufacturer. This means that these two locations contain the address of the first 
instruction to be executed. 

e READ/WRITE (R/W). This output line is common to all microprocessors. The 
status of this line tells the other microcomputer elements whether the microprocessor 
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is performing a READ or a WRITE operation. A HIGH signal on this line indicates 
a READ operation and a LOW indicates a WRITE operation. Some microprocessors 
have separate READ and WRITE pins. 

READY. This is an input to the microprocessor. Slow devices (memory and I/O) use 
this signal to gain extra time to transfer data to or receive data from a microprocessor. 
The READY signal is usually an active low signal, that is, LOW means that tlie 
microprocessor is ready. Therefore, when the microprocessor selects a slow device, the 
device places a LOW on the READY pin. The microprocessor responds by suspending 
all its internal operations and enters a WAIT state. When the device is ready to send 
or receive data, it removes the READY signal. The microprocessor comes out of the 
WAIT state and performs the appropriate operation. 

Interrupt Request (INT or IRQ). The external I/O devices can interrupt the 
microprocessor via this input pin on the microprocessor chip. When this signal is 
activated by the external devices, the microprocessor jumps to a special program, 
called the "interrupt service routine." This program is normally written by the user 
for performing tasks that the interrupting device wants the microprocessor to do. 
After completing this program, the microprocessor returns to the main program it was 
executing when the interrupt occurred. 


6.3.3 Arithmetic and Logic Unit (ALU) 

The ALU performs all the data manipulations, such as arithmetic and logic operations, 
inside the microprocessor. The size of the ALU conforms to the word length of the 
microcomputer. This means that a 32-bit microprocessor will have a 32-bit ALU. Typically, 
the ALU performs the following functions: 


l. Binary addition and logic operations 

2. Finding the ones complement of data 

3. Shifting or rotating the contents of a general-purpose register 1 bit to the left or 
right through carry 


6.3.4 Functional Representations of a Simple and a Typical Microprocessor 
Figure 6.18 shows the functional block diagram of a simple microprocessor. Note that the 


Arithmetic and Logic unit (ALU) 








Status Register 


General Purpose 
egister 


Memory Address 
Register 


N Prograrm Counter 
Instruction 
Register 











Complementer 
Boolean Logic 
and Addition 


Buffer Register 


Control Unit 














FIGURE 6.18 Functional representation of a simple microprocessor 
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FIGURE 6.19 Simplified block diagram of the 8086 


data bus shown is internal to the microprocessor chip and should not be confused with the 
system bus. The system bus is external to the microprocessor and is used to connect all 
the necessary chips to form a microcomputer. The buffer register in Figure 6.18 stores any 
data read from memory for further processing by the ALU. All other blocks of Figure 6.18 
have been discussed earlier. Figure 6.19 shows the simplified block diagram of a realistic 
microprocessor, the Intel 8086. 

The 8086 microprocessor is internally divided into two functional units: the bus 
interface unit (BIU) and the execution unit (EU). The BIU interfaces the 8086 to external 
memory and I/O chips. The BIU and EU function independently. The BIU reads (fetches) 
instructions and writes or reads data to or from memory and I/O ports. The EU executes 
instructions that have already been fetched by the BIU. The BIU contains segment registers, 
the instruction pointer (IP), the instruction queue registers, and the address generation/bus 
control circuitry. 

The 8086 uses segmented memory. This means that the 8086's 1 MB main memory 
is divided into 16 segments of 64 KB each. Within a particular segment, the instruction 
pointer (IP) works as a program counter (PC). Both the IP and the segment registers are 
16 bits wide. The 20-bit address is generated in the BIU by using the contents of a 16-bit 
IP and a 16-bit segment register. The ALU in the BIU is used for this purpose. Memory 
segmentation is useful in a time-shared system when several users share a microprocessor. 
segmentation makes it easy to switch from one user program to another by changing the 
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contents of a segment register. 

The bus control logic of the BIU generates all the bus control signals such as read 
and write signals for memory and I/O. The BIU’s instruction register consist of a first- 
in—first-out (FIFO) memory in which up to six instruction bytes are preread (prefetched) 
from external memory ahead of time to speed up instruction execution. The control unit in 
the EU translates the instructions based on the contents of the instruction registers in the 
BIU. 

The EU contains several 16-bit general-purpose registers. Some of them are AX, 
BX, CX, and DX. Each of these registers can be used either as an 8-bit register (AH, AL, 
BH, BL, CH, CL, DH, DL) or as a 16-bit register (AX, BX, CX, DX). Register BX can also 
be used to hold the address in a segment. The EU also contain a 16-bit status register. The 
ALU in the EU performs all arithmetic and logic operations. The 8086 is covered in detail 
in Chapter 9. 


6.3.5 — Microprogramming the Control Unit (A Simplified Explanation) 
In this section, we discuss how the op-codes are interpreted by the microprocessor. 
Most microprocessors have an internal memory, called the “control memory" (ROM). 
This memory is used to store a number of codes, called the “microinstructions.” These 
microinstructions are combined together to design instructions. Each instruction in the 
instruction register initiates execution of a set of microinstructions in the control unit to 
perform the operation required by the instruction. The microprocessor manufacturers 
define the microinstructions by programming the contro] memory (ROM) and thus, 
design the instruction set of the microprocessor. This type of programming is known 
as “microprogramming.” Note that the control units of most 16-, 32-, and 64-bit 
microprocessors are microprogrammed. 

For simplicity, we illustrate the concepts of microprogramming using Figure 
6.18. Let us consider incrementing the contents of the register. This is basically an addition 
operation. The control unit will send an enable signal to execute the ALU adder logic. 
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FIGURE 6.20 Transferring register contents to data bus 
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Incrementing the contents of a register consists of transferring the register contents to 
the ALU adder and then returning the result to the register. The complete incrementing 
process is accomplished via the five steps shown in Figures 6.20 through Figure 6.24. In 
all five steps, the control unit initiates execution of each microinstruction. Figure 6.20 
shows the transfer of the register contents to the data bus. Figure 6.21 shows the transfer 
of the contents of the data bus to the adder in the ALU in order to add 1 to it. Figure 6.22 
shows the activation of the adder logic. Figure 6.23 shows the transfer of the result from 
the adder to the data bus. Finally, Figure 6.24 shows the transfer of the data bus contents to 
the register. 

Microprogramming is typically used by the microprocessor designer to program 
the logic performed by the control unit. On the other hand, assembly language programming 
is a popular programming language used by the microprocessor user for programming the 
microprocessor to perform a desired function. A microprogram is stored in the control unit. 
An assembly language program is stored in the main memory. The assembly language 
program is called a macroprogram. A macroinstruction (or simply an instruction) initiates 
execution of a complete microprogram. 

A simplified explanation of microprogramming is provided in this section. This 
topic will be covered in detail in Chapter 7. 
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FIGURE 6.21 Transferring data bus contents to the ALU 
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FIGURE 6.22 Activating the ALU logic 
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FIGURE 6.24 Transferring the data bus 
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6.4 The Memory 


The main or external memory (or simply the memory) stores both instructions and data. For 
8-bit microprocessors, the memory is divided into a number of 8-bit units called “memory 
words." An 8-bit unit of data is termed a “byte.” Therefore, for an 8-bit microprocessor, 
"memory word" and “memory byte" mean the same thing. For 16-bit microprocessors, 
a word contains two bytes (16 bits). A memory word is identified in the memory by 
an address. For example, the 8086 microprocessor uses 20-bit addresses for accessing 
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FIGURE 6.25 The main memory of the 8086 
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FIGURE 6.26 Summary of available semiconductor memories for microprocessor 
systems 


memory words. This provides a maximum of 2? = 1 MB of memory addresses, ranging 
from 00000,, to FFFFF,, in hexadecimal. 

As mentioned before, an important characteristic of a memory is whether it is 
volatile or nonvolatile. The contents of a volatile memory are lost if the power is turned off. 
On the other hand, a nonvolatile memory retains its contents after power is switched off. 
Typical examples of nonvolatile memory are ROM and magnetic memory (floppy disk). 
A RAM is a volatile memory unless backed up by battery. 

As mentioned earlier, some microprocessors such as the Intel 8086 divide the 
memory into segments. For example, the 8086 divides the 1 MB main memory into 16 
segments (0 through 15). Each segment contains 64 KB of memory and is addressed by 16 
bits. Figure 6.25 shows atypical main memory layout ofthe 8086. In the figure, the high four 
bits of an address specify the segment number. As an example, consider address 10005,, of 
segment 1. The high four bits, 0001, of this address define the location is in segment 1 and 
the low 16 bits, 0005,,, specify the particular address in segment 1. The 68000, on the other 
hand, uses linear or nonsegmented memory. For example, the 68000 uses 24 address pins 
to directly address 2^ — 16 MB of memory with addresses from 000000,, to FFFFFF,,. As 
mentioned before, memories can be categorized into two main types: read-only memory 
(ROM) and random-access memory (RAM). As shown in Figure 6.26, ROMs and RAMs 
are then divided into a number of subcategories, which are discussed next. 


6.4.1 Random-Access Memory (RAM) 

There are three types of RAM: dynamic RAM, pseudo-static RAM , and static RAM. 
Dynamic RAM stores data in capacitors, that is, it can hold data for a few milliseconds. 
Hence, dynamic RAMs are refreshed typically by using external refresh circuitry. Pseudo- 
static RAMs are dynamic RAMs with internal refresh. Finally, static RAM stores data 
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in flip-flops. Therefore, this memory does not need to be refreshed. RAMs are volatile 
unless backed up by battery. Dynamic RAMs (DRAM) are used in applications requiring 
large memory. DRAMs have higher densities than Static RAMs (SRAMs). Typical 
examples of DRAMs are 4464 (64K x 4-bit), 44256 (256K x 4-bit), and 41000 (1M x 
1-bit). DRAMs are inexpensive, occupy less space , and dissipate less power compared 
to SRAMs. Two enhanced versions of DRAM are EDO DRAM (Extended Data Output 
DRAM) and SDRAM (Synchronous DRAM). The EDO DRAM provides fast access by 
allowing the DRAM controller to output the next address at the same time the current data 
is being read. An SDRAM contains multiple DRAMs (typically 4) internally. SDRAMs 
utilize the multiplexed addressing of conventional DRAMs . That is, SDRAMs provide 
row and column addresses in two steps like DRAMs. However, the control signals and 
address inputs are sampled by the SDRAM at the leading edge of a common clock signal 
(133 MHz maximum). SDRAMs provide higher densities by further reducing the need for 
support circuitry and faster speeds than conventional DRAMs. The SDRAM has become 
popular with PC (Personal Computer) memory. 


6.4. Read-Only Memory (ROM) 

ROMS can only be read. This memory is nonvolatile. From the technology point of view, 
ROMs are divided into two main types, bipolar and MOS. As can be expected, bipolar 
ROMs are faster than MOS ROMs. Each type is further divided into two common types, 
mask ROM and programmable ROM. MOS ROMs contain one more type, erasable PROM 
(EPROM such as Intel 2732 and EAROM or EEPROM or E?PROM such as Intel 2864). 
Mask ROMs are programmed by a masking operation performed on the chip during the 
manufacturing process. The contents of mask ROMs are permanent and cannot be changed 
by the user. On the other hand, the programmable ROM (PROM) can be programmed by 
the user by means of proper equipment. However, once this type of memory is programmed, 
its contents cannot be changed. Erasable PROMs (EPROMs and EAROMs) can be 
programmed, and their contents can also be altered by using special equipment, called the 
PROM programmer. When designing a microcomputer for a particular application, the 
permanent programs are stored in ROMs. Control memories are ROMs. PROMs can be 
programmed by the user. PROM chips are normally designed using transistors and fuses. 


Address 
A0-A15 








NC, 


Instruction 
Instruction exacute 
fetch 


@--——-——One Instruction Cycle ———> 














FIGURE 6.27 Typical Instruction Fetch Timing Diagram for an 8-bit Microprocessor 
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These transistors can be selected by addressing via the pins on the chip. In order to program 
this memory, the selected fuses are “blown” or “burned” by applying a voltage on the 
appropriate pins of the chip. This causes the memory to be permanently programmed. 

Erasable PROMs (EPROMs) can be reprogrammed and erased. The chip must 
be removed from the microcomputer system for programming. This memory is erased by 
exposing the chip via a lid or window on the chip to ultraviolet light. Typical erase times 
vary between 10 and 30 min. The EPROM can be programmed by inserting the chip into a 
socket of the PROM programmer and providing proper addresses and voltage pulses at the 
appropriate pins of the chip. Electrically alterable ROMs (EAROMs) can be programmed 
without removing the memory from the ROM's sockets. These memories are also called 
read mostly memories (RMMs), because they have much slower write times than read 
times. Therefore, these memories are usually suited for operations when mostly reading 
rather that writing will be performed. Another type of memory called “Flash memory” 
(nonvolatile) invented in the mid 1980s by Toshiba is designed using a combination of 
EPROM and E?PROM technologies. Flash memory can be reprogrammed electrically 
while being embedded on the board. One can change multiple bytes at a time. An example 
of Flash memory is the Intel 28F020 (256K x 8). Flash memory is typically used in cellular 
phones and digital cameras. 


6.4.5» READ and WRITE Operations 

To execute an instruction, the microprocessor reads or fetches the op-code via the data bus 
from a memory location in the ROM/RAM external to the microprocessor. It then places 
the op-code (instruction) in the instruction register. Finally, the microprocessor executes the 
instruction. Therefore, the execution of an instruction consists of two portions, instruction 
fetch and instruction execution. We will consider the instruction fetch, memory READ and 
memory WRITE timing diagrams in the following using a single clock signal. Figure 6.27 
shows a typical instruction fetch timing diagram. 

In Figure 6.27, to fetch an instruction, when the clock signal goes to HIGH, the 
microprocessor places the contents of the program counter on the address bus via the address 
pins A,—A,, on the chip. Note that since each one of these lines A,~A,, can be either HIGH 
or LOW, both transitions are shown for the address in Figure 6.27. The instruction fetch 
is basically a memory READ operation. Therefore, the microprocessor raises the signal 
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FIGURE 6.28 Typical Memory READ Timing Diagram 
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on the READ pin to HIGH. As soon as the clock goes to LOW, the logic external to the 
microprocessor gets the contents of the memory location addressed by A,—A,, and places 
them on the data bus D,-D,. The microprocessor then takes the data and stores it in the 
instruction register so that it gets interpreted as an instruction. This is called "instruction 
fetch." The microprocessor performs this sequence of operations for every instruction. 

We now describe the READ and WRITE timing diagrams. A typical READ timing 
diagram is shown in Figure 6.28. Memory READ is basically loading the contents of a 
memory location of the main ROM/RAM into an internal register of the microprocessor. 
The address of the location is provided by the contents of the memory address register 
(MAR). Let us now explain the READ timing diagram of Figure 6.28 as follows: 


1. The microprocessor performs the instruction fetch cycle as before to READ the op- 
code. 

2. The microprocessor interprets the op-code as a memory READ operation. 

3. When the clock pin signal goes to HIGH, the microprocessor places the contents of the 
memory address register on the address pins A,—A,, of the chip. 

4. At the same time, the microprocessor raises the READ pin signal to HIGH. 

5. The logic external to the microprocessor gets the contents of the location in the main 
ROM/RAM addressed by the memory address register and places them on the data 
bus. 

6. Finally, the microprocessor gets this data from the data bus via its pins D, — D; and 
stores it in an internal register. 

Memory WRITE is basically storing the contents of an internal register of the 
microprocessor into a memory location of the main RAM. The contents of the memory 
address register provide the address of the location where data is to be stored. Figure 6.29 
shows a typical WRITE timing diagram. It can be explained in the following way: 


]. The microprocessor fetches the instruction code as before. 
The microprocessor interprets the instruction code as a memory WRITE instruction 
and then proceeds to perform the DATA STORE cycle. 

3. When the clock pin signal goes to HIGH, the microprocessor places the contents of the 





























FIGURE 6.29 Typical Memory WRITE Timing Diagram 
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memory address register on the address pins A,~A,, of the chip. 

4. Atthe same time, the microprocessor raises the WRITE pin signal to HIGH. 

5. The microprocessor places data to be stored from the contents of an internal register 
onto the data pins D;j-D,. 

6. The logic external to the microprocessor stores the data from the register into a RAM 
location addressed by the memory address register. 


6.4.4 Memory Organization 

Microcomputer memory typically consists of ROMs / EPROMs, and RAMs. Because 
RAMs can be both read from and written into, the logic required to implement RAMs 
is more complex than that for ROMs / EPROMs. A microcomputer system designer is 
normally interested in how the microcomputer memory is organized or, in other words, 
how to connect the ROMS /EPROMs and RAMs and then determine the memory map 
of the microcomputer. That is, the designer would be interested in finding out what 
memory locations are assigned to the ROMs / EPROMs and RAMs. The designer can then 
implement the permanent programs in ROMs / EPROMs and the temporary programs in 
RAMs. Note that RAMs are needed when subroutines and interrupts requiring stack are 
desired in an application. 

As mentioned before, DRAMs (Dynamic RAMs) use MOS capacitors to store 
information and need to be refreshed. DRAMs are inexpensive compared to SRAMs, 
provide larger bit densities and consume less power. DRAMs are typically used when 
memory requirements are 16k words or larger. DRAM is addressed via row and column 
addressing. For example, one megabit DRAM requiring 20 address bits is addressed using 
10 address lines and two control lines, RAS (Row Address Strobe) and CAS (Column 
Address Strobe). To provide a 20-bit address into the DRAM, a LOW is applied to RAS 
and 10 bits of the address are latched. The other 10 bits of the address are applied next and 
CAS is then held LOW. 

The addressing capability of the DRAM can be increased by a factor of 4 by 
adding one more bit to the address line. This is because one additional address bit results 
into one additional row bit and one additional column bit. This is why DRAMs can be 
expanded to larger memory very rapidly with inclusion of additional address bits. External 
logic is required to generate the RAS and CAS signals, and to output the current address 
bits to the DRAM. 

DRAM controller chips take care of refreshing and timing requirements needed by 
the DRAMs. DRAMSs typically require 4 millisecond refresh time. The DRAM controller 
performs its task independent of the microprocessor. The DRAM controller sends a wait 
signal to the microprocessor if the microprocessor tries to access memory during a refresh 
cycle. 











Because of large memory, the address lines should be buffered using 74L S244 
or 74HC244 (Unidirectional buffer), and data lines should be buffered using 74L 5245 or 
74HC245 (Bidirectional buffer) to increase the drive capability. Also, typical multiplexers 
such as 74LS157 or 74HC 157 can be used to multiplex the microprocessors address lines 
into separate row and column addresses. 


6.5 Input/Output 


Input/Output (I/O) operation is typically defined as the transfer of information between 
the microcomputer system and an external device. There are typically three main ways of 
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transferring data between the microcomputer system and the external devices. These are 

programmed I/O, interrupt I/O, and direct memory access. We now define them. 

* Programmed I/O. Using this technique, the microprocessor executes a program to 
perform all data transfers between the microcomputer system and the external devices. 
The main characteristic of this type of I/O technique is that the external device carries 
out the functions as dictated by the program inside the microcomputer memory. In 
other words, the microprocessor completely controls all the transfers. 

* Interrupt I/O. In this technique, an external device or an exceptional condition such 
as overflow can force the microcomputer system to stop executing the current program 
temporarily so that it can execute another program, known as the “interrupt service 
routine.” This routine satisfies the needs of the external device or the exceptional 
condition. After having completed this program, the microprocessor returns to the 
program that it was executing before the interrupt. 

e Direct Memory Access (DMA). This is a type of I/O technique in which data can 
be transferred between the microcomputer memory and external devices without any 
microprocessor (CPU) involvement. Direct memory access is typically used to transfer 
blocks of data between the microcomputer’s main memory and an external device 
such as hard disk. An interface chip called the DMA controller chip is used with the 
microprocessor for transferring data via direct memory access. 


6.6 Microcomputer Programming Concepts 


This section includes the fundamental concepts of microcomputer programming. Typical 
programming characteristics such as programming languages, microprocessor instruction 
sets, addressing modes, and instruction formats are discussed. 


6.6.1 Microcomputer Programming Languages 
Microcomputers are typically programmed using semi-English-language statements 
(assembly language). In addition to assembly languages, microcomputers use a more 
understandable human-oriented language called the “high-level language." No matter what 
type of language is used to write the programs, the microcomputers only understand binary 
numbers. Therefore, the programs must eventually be translated into their appropriate 
binary forms. The main ways of accomplishing this are discussed later. 

Microcomputer programming languages can typically be divided into three main 


types: 
1. Machine language 


2. Assembly language 

3. High-level language 
A machine language program consists of either binary or hexadecimal op-codes. 
Programming a microcomputer with either one is relatively difficult, because one must dea! 
only with numbers. The architecture and microprograms of a microprocessor determine 


Assembly or high- Translator Binary 
level language (assembler or machine language 


(Source code) compiler/interpreter) (object code) 





FIGURE 6.30 Translating assembly or a high-level language into binary machine 
language 


Microcomputer Architecture, Programming, and System Design Concepts — 211 


all its instructions. These instructions are called the microprocessor's “instruction set.” 
Programs in assembly and high-level languages are represented by instructions that use 
English- language-type statements. The programmer finds it relatively more convenient 
to write the programs in assembly or a high-level language than in machine language. 
However, a translator must be used to convert the assembly or high-level programs into 
binary machine language so that the microprocessor can execute the programs. This is 
shown in Figure 6.30. 

An assembler translates a program written in assembly language into a machine 
language program. A compiler or interpreter, on the other hand, converts a high-level 
language program such as C or C++ into a machine language program. Assembly or high- 
level language programs are called “source codes.” Machine language programs are known 
as “object codes.” A translator converts source codes to object codes. Next, we discuss the 
three main types of programming language in more detail. 


6.6.2 Machine Language 
A microprocessor has a unique set of machine language instructions defined by its 
manufacturer. No two microprocessors by two different manufacturers have the same 
machine language instruction set. For example, the Inte] 8086 microprocessor uses the 
code 01D8,, for its addition instruction whereas the Motorola 68000 uses the code D282,,. 
Therefore, a machine language program for one microcomputer will not usually run on 
another microcomputer of a different manufacturer. 

At the most elementary level, a microprocessor program can be written using its 
instruction set in binary machine language. As an example, a program written for adding 
two numbers using the Intel 8086 machine language is 


1011 1000 0000 0001 0000 0000 
1011 1011 0000 0010 0000 0000 
0000 0001 1101 1000 

1111 0100 


Obviously, the program is very difficult to understand, unless the programmer remembers 
all the 8086 codes, which is impractical. Because one finds it very inconvenient to work 
with 1’s and 0’s, it is almost impossible to write an error-free program at the first try. Also, 
it is very tiring for the programmer to enter a machine language program written in binary 
into the microcomputer's RAM. For example, the programmer needs a number of binary 
switches to enter the binary program. This is definitely subject to errors. 

To increase the programmer's efficiency in writing a machine language program, 
hexadecimal numbers rather than binary numbers are used. The following is the same 
addition program in hexadecimal, using the Intel 8086 instruction set: 


B80100 
BB0200 
01D8 
F4 


It is easier to detect an error in a hexadecimal program, because each byte contains only 
two hexadecimal digits. One would enter a hexadecimal program using a hexadecimal 
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keyboard. A keyboard monitor program in ROM, usually offered by the manufacturer, 
provides interfacing of the hexadecimal keyboard to the microcomputer. This program 
converts each key actuation into binary machine language in order for the microprocessor 
to understand the program. However, programming in hexadecimal is not normally used. 


6.6.3 Assembly Language 
The next programming level is to use the assembly language. Each line in an assembly 
language program includes four fields: | 

l. Label field 

2. Instruction, mnemonic, or op-code field 

3. Operand field 

4. Comment field 
As an example, a typical program for adding two 16-bit numbers written in 8086 assembly 
language is 





Label Mnemonic Operand Comment 
START MOV AX,1 move 1 into AX 
MOV BX,2 move 2 into BX 
ADD AX,BX add the contents of AX with BX 
JMP START jump to the beginning of the program 





Obviously, programming in assembly language is more convenient than 
programming in machine language, because each mnemonic gives an idea of the type of 
operation it is supposed to perform. Therefore, with assembly language, the programmer 
does not have to find the numerical op-codes from a table of the instruction set, and 
programming efficiency is significantly improved. 

The assembly language program is translated into binary via a program called 
an “assembler.” The assembler program reads each assembly instruction of a program as 
ASCII characters and translates them into the respective binary op-codes. As an example, 
consider the HLT instruction for the 8086. Its binary op-code is 1111 0100. An assembler 
would convert HLT into 111 0100 as shown in Figure 6.31. 

Anadvantageoftheassembleris address computation. Most programs use addresses 
within the program as data storage or as targets for jumps or calls. When programming in 
machine language, these addresses must be calculated by hand. The assembler solves this 
problem by allowing the programmer to assign a symbol to an address. The programmer 
may then reference that address elsewhere by using the symbol. The assembler computes 
the actual address for the programmer and fills it in automatically. One can obtain hands- 


Binary form of ASCII Binary OP Code 
Codes as Seen by Created by 
Assembly Code Assembler Assembler 
H 0100 1000 
L 0100 1100 111! 0100 
T 0101 0100 


FIGURE 6.31 Conversion of HLT into its binary op-code 
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on experience with a typical assembler for a microprocessor by downloading it from the 

Internet. | 

Most assemblers use two passes to assemble a program. This means that they read 

the input program text twice. The first pass is used to compute the addresses of all labels in 
the program. In order to find the address of a label, it is necessary to know the total length 
of all the binary code preceding that label. Unfortunately, however, that address may be 
needed in that preceding code. Therefore, the first pass computes the addresses of all labels 
and stores them for the next pass, which generates the actual binary code. Various types of 
assemblers are available today. We define some of them in the following paragraphs. 

e  One-Pass Assembler. This assembler goes through the assembly language program 
once and translates it into a machine language program. This assembler has the problem 
of defining forward references. This means that a JUMP instruction using an address 
that appears later in the program must be defined by the programmer after the program 
is assembled. 

e  Two-Pass Assembler. This assembler scans the assembly language program twice. In 
the first pass, this assembler creates a symbol table. A symbol table consists of labels 
with addresses assigned to them. This way labels can be used for JUMP statements and 
no address calculation has to be done by the user. On the second pass, the assembler 
translates the assembly language program into the machine code. The two-pass 
assembler is more desirable and much easier to use. 

e  Macroassembler. Thistype ofassemblertranslates a program written in macrolanguage 
into the machine language. This assembler lets the programmer define all instruction 
sequences using macros. Note that, by using macros, the programmer can assign a name 
to an instruction sequence that appears repeatedly in a program. The programmer can 
thus avoid writing an instruction sequence that is required many times in a program 
by using macros. The macroassembler replaces a macroname with the appropriate 
instruction sequence each time it encounters a macroname. 

It is interesting to see the difference between a subroutine and a macroprogram. A 
specific subroutine occurs once in a program. A subroutine is executed by CALLing 
it from a main program. The program execution jumps out of the main program and 
then executes the subroutine. At the end of the subroutine, a RET instruction is used to 
resume program execution following the CALL SUBROUTINE instruction in the main 
program. A macro, on the other hand, does not cause the program execution to branch 
out of the main program. Each time a macro occurs, it is replaced with the appropriate 
instruction sequence in the main program. Typical advantages of using macros are 
shorter source programs and better program documentation. A disadvantage is that 
effects on registers and flags may not be obvious. 

Conditional macroassembly is very useful in determining whether or not an 
instruction sequence is to be included in the assembly depending on a condition that is 
true or false. If two different programs are to be executed repeatedly based on a condition 
that can be either true or false, it is convenient to use conditional macros. Based on 
each condition, a particular program is assembled. Each condition and the appropriate 
program are typically included within IF and ENDIF pseudo-instructions. 

e Cross Assembler. This type of assembler is typically resident in a processor and 
assembles programs for another for which it is written. The cross assembler program 
is written in a high-level language so that it can run on different types of processors 
that understand the same high-level language. 

e Resident Assembler. This type of assembler assembles programs for a processor 
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in which it is resident. The resident assembler may slow down the operation of the 
processor on which it runs. 

e  Meta-assembler. This type of assembler can assemble programs for many different 
types of processors. The programmer usually defines the particular processor being 
used. 

As mentioned before, each line of an assembly language program consists of four 
fields: label, mnemonic or op-code, operand, and comment. The assembler ignores 
the comment field but translates the other fields. The label field must start with an 
uppercase alphabetic character. The assembler must know where one field starts 
and another ends. Most assemblers allow the programmer to use a special symbol or 
delimiter to indicate the beginning or end of each field. Typical delimiters used are 
spaces, commas, semicolons, and colons: 

e Spaces are used between fields. 

e Commas (,) are used between addresses in an operand field. 
e A semicolon (;) is used before a comment. 

e A colon (:) or no delimiter is used after a label. 

To handle numbers, most assemblers consider all numbers as decimal numbers 
unless specified. Most assemblers will also allow binary, octal, or hexadecimal numbers. 
The user must define the type of number system used in some way. This is usually done by 
using a letter following the number. Typical letters used are 

e 8B for binary 
e  Q for octal 
e  Hfor hexadecimal 

Assemblers generally require hexadecimal numbers to start with a digit. A 0 
is typically used if the first digit of the hexadecimal number is a letter. This is done to 
distinguish between numbers and labels. For example, most assemblers will require the 
number ASH to be represented as 0A5H. 

Assemblers use pseudo-instructions or directives to make the formatting of the 
edited text easier. These pseudo-instructions are not directly translated into machine 
language instructions. They equate labels to addresses, assign the program to certain areas 
of memory, or insert titles, page numbers, and so on. To use the assembler directives or 
pseudo-instructions, the programmer puts them in the op-code field, and, if the pseudo- 
instructions require an address or data, the programmer places them in the label or data 
field. Typical pseudo-instructions are ORIGIN (ORG), EQUATE (EQU), DEFINE BYTE 
(DB), and DEFINE WORD (DW). 

ORIGIN (ORG) 

The pseudo-instruction ORG lets the programmer place the programs anywhere 
in memory. Internally, the assembler maintains a program-counter-type register called the 
"address counter." This counter maintains the address of the next instruction or data to be 
processed. 

An ORG pseudo-instruction is similar in concept to the JUMP instruction. Recall 
that the JUMP instruction causes the processor to place a new address in the program 
counter. Similarly, the ORG pseudo-instruction causes the assembler to place a new value 
in the address counter. 

Typical ORG statements are 

ORG 7000H 
CLC 
The 8086 assembler will generate the following code for these statements: 
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7000 F8 
Most assemblers assign a value of zero to the starting address of a program if the 
programmer does not define this by means of an ORG. 


Equate (EQU) 

The pseudo-instruction EQU assigns a value in its operand field to an address in 
its label field. This allows the user to assign a numeric value to a symbolic name. The user 
can then use the symbolic name in the program instead of its numeric value. This reduces 
errors. 

A typical example of EQU is START EQU 0200H, which assigns the value 0200 
in hexadecimal to the label START. Another example is 


PORTA EQU 40H 
MOV AL, OFFH 
OUT PORTA, AL 


In this example, the EQU gives PORTA the value 40 hex, and FF hex is the data 
to be written into register AL by MOV AL, OFFH. OUT PORTA, AL then outputs this data 
FF hex to port 40, which has already been equated to PORTA before. 

Note that, if a label in the operand field is equated to another label in the label 
field, then the label in the operand field must be previously defined. For example, the EQU 
statement 

BEGIN EQU START 


will generate an error unless START is defined previously with a numeric value. 


Define Byte (DB) 
The pseudo-instruction DB is usually used to set a memory location to certain byte 
value. For example, 
START DB 45H 


will store the data value 45 hex to the address START. 
With some assemblers, the DB pseudo-instruction can be used to generate a table 
of data as follows: 


ORG 7000H 
TABLE DB 20H, 30H, 40H, 50H 


In this case, 20 hex is the first data of the memory location 7000; 30 hex, 40 hex, 


and 50 hex occupy the next three memory locations. Therefore, the data in memory will 
look like this: 


7000 20 
7001 30 
7002 40 
7003 20 


Note that some assemblers use DC.B instead of DB. DC stands for Define Constant. 


Define Word (DW) 
The pseudo-instruction DW is typically used to assign a 16-bit value to two 
memory locations. For example, 


ORG 7000H 
START DW 4AC2H 
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will assign C2 to location 7000 and 4A to location 7001. It is assumed that the assembler 
will assign the low byte first (C2) and then the high byte (4A). 

With some assemblers, the DW pseudo-instruction can be used to generate a table 
of 16-bit data as follows: 


ORG 8000H 
POINTER DW 5000H, 6000H, 7000H 


In this case, the three 16-bit values 5000H, 6000H, and 7000H are assigned to 
memory locations starting at the address 8000H. That is, the array would look like this: 


8000 00 
8001 50 
8002 00 
8003 60 
8004 00 
8005 70 


Note that some assemblers use DC.W instead of DW. 

Assemblers also use a number of housekeeping pseudo-instructions. Typical 
housekeeping pseudo-instructions are TITLE, PAGE, END, and LIST. The following are 
the housekeeping pseudo-instructions that control the assembler operation and its program 
listing. 

TITLE prints the specified heading at the top of each page of the program listing. For 
example, 
TITLE "Square Root Algorithm" 
will print the name “Square Root Algorithm" on top of each page. 
PAGE skips to the next line. 
END indicates the end of the assembly language source program. 
LIST directs the assembler to print the assembler source program. 

In the following, assembly language instruction formats, instruction sets, and 

addressing modes available with typical microprocessors will be discussed. 


Assembly Language Instruction Formats 
Depending on the number of addresses specified, we have the following instruction 
formats: 
e Three address 
e Two address 
e One address 
e Zero address 
Because all instructions are stored in the main memory, instruction formats 
are designed in such a way that instructions take less space and have more processing 
capabilities. It should be emphasized that the microprocessor architecture has considerable 
influence on a specific instruction format. The following are some important technical 
points that have to be considered while designing an instruction format: 

¢ The size ofan instruction word is chosen in such a way that it facilitates the specification 
of more operations by a designer. For example, with 4- and 8-bit op-code fields, we 
can specify 16 and 256 distinct operations respectively. 

e Instructions are used to manipulate various data elements such as integers, floating- 
point numbers, and character strings. In particular, all programs written in a symbolic 
language such as C are internally stored as characters. Therefore, memory space will 
not be wasted if the word length of the machine is some integral multiple of the number 
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of bits needed to represent a character. Because all characters are represented using 
typical 8-bit character codes such as ASCII or EBCDIC, it is desirable to have 8-, 16-, 
32-, or 64-bit words for the word length. 

* The size of the address field is chosen in such a way that a high resolution is guaranteed. 
Note that in any microprocessor, the ultimate resolution is a bit. Memory resolution 
is function of the instruction length, and in particular, short instructions provide less 
resolution. For example, in a microcomputer with 32K 16-bit memory words, at least 
19 bits are required to access each bit of the word. (This is because 25 = 32K and 25 = 
16) 

The general form of a three address instruction 1s shown below: 
<op-code> Addrl1, Addr2, Addr3 
Some typical three-address instructions are 


MUL A, By. C : C <- A*B 
ADD Aj Bi C ; C <- A+B 
SUB El. R2, RS ; R3. <= Rl —iR2 


In this specification, all alphabetic characters are assumed to represent memory 
addresses, and the string that begins with the letter R indicates a register. The third address 
of this type of instruction is usually referred to as the "destination address.” The result of 
an operation is always assumed to be saved in the destination address. 

Typical programs can be written using these three address instructions. For 
example, consider the following sequence of three address instructions 


MUL A, B, R1 E Rb <= A ^ B 
MUL Cie Die RZ ; EZ. x ID up 
MUL E Ep R3 ; Rar ae: EF 
ADD Rl, R2, Rl ; EI <= RL + RZ 
SUB Ei R32 ; Z Ae RL = RS 


This sequence implements the statement Z = A * B + C * D - E * F., The 
three-address format is normally used by 32-bit microprocessors in addition to the other 
formats. 

If we drop the third address from the three-address format, we obtain the two- 
address format. Its general form is 

<op-code> Addrl, Addr2 
Some typical two-address instructions are 


MOV A, R1 ; Rl «- A 
ADD. °C. R2 ; R2 «- R2 4C 
SUB R1, R2 ; R2 «R2 e B 


In this format, the addresses Addrl and Addr2 respectively represent source and 
destination addresses. The following sequence of two-address instructions 1s equivalent to 
the program using three-address format presented earlier: 


MOV A, RI ; BI. e cA 
MUL B, R1 ; Rl <- R1 * B 
MOV C, R2 ; RO. 
MUL D, R2 ; Ro xe BORD 
MOV E, R3 ; R3 «- E 
MUL F, R3 ; R3 «- R3 * F 
ADD R2, R1 ; Rl <- R1 + R2 
SUB R3, R1 ; RL «- Rl - R3 


MOV Rl, Z ; Zi xe IRI 


218 Fundamentals of Digital Logic and Microcomputer Design 


This format is predominant in typical general-purpose microprocessors such as the 
Intel 8086 and the Motorola 68000. Typical 8-bit microprocessors such as the Intel 8085 
and the Motorola 6809 are accumulator based. In these microprocessors, the accumulator 
register is assumed to be the destination for all arithmetic and logic operations. Also, this 
register always holds one of the source operands. Thus, we only need to specify one address 
in the instruction, and therefore, this idea reduces the instruction length. The one-address 
format is predominant in 8-bit microprocessors. Some typical one-address instructions are 


LDA B ; Ace <= B 
ADD [- d AGC <= ACC: C 
MUL D F- RCC <= Aoc * D 
STA E ; E <~ Acc 


The following program illustrates how one can translate the statement Z = A * 
B+ C* D- E * Finto a sequence of one-address instructions: 


LDA E $ Acc <- E 

MUL E ; ACC = Ace vp 
STA T4 j Tl <- Acc 

LDA C ; Acc <- C 

MUL D : Acc <= Acc * D 
STA TZ : T2 <- Acc 

LDA A E Acc <- A 

MUL B b ACC <- Acc * B 
ADD T2 ; Acc <- Acc + T2 
SUB T ; Aco <= Acc — T] 
STA Z ; Z <- Acc 


In this program, T1 and T2 represent the addresses of memory locations used to 
store temporary results. Instructions that do not require any addresses are called *zero- 
address instructions." All microprocessors include some zero-address instructions in the 
instruction set. Typical examples of zero-address instructions are CLC (clear carry) and 
NOP. 


Typical Assembly Language Instruction Sets 
An instruction set of a specific microprocessor consists of all the instructions that 
it can execute. The capabilities of a microprocessor are determined, to some extent, by the 
types of instructions it is able to perform. Each microprocessor has a unique instruction set 
designed by its manufacturer to do a specific task. We discuss some of the instructions that 
are common to all microprocessors. We will group chunks of these instructions together 
which have similar functions. These instructions typically include 
+ Data Processing Instructions. These operations perform actual data manipulations. 
The instructions typically include arithmetic/logic operations and increment/ 
decrement and rotate/shift operations. Typical arithmetic instructions include ADD, 
SUBTRACT, COMPARE, MULTIPLY, AND DIVIDE. Note that the SUBTRACT 
instruction provides the result and also affects the status flags while the COMPARE 
instruction performs subtraction without any result and affects the flags based on 
the result. Typical logic instructions perform traditional Boolean operations such 
as AND, OR, and EXCLUSIVE-OR. The AND instruction can be used to perform a 
masking operation. If the bit value in a particular bit position is desired in a word, the 
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word can be logically ANDed with appropriate data to accomplish this. For example, 
the bit value at bit 2 of an 8-bit number 0100 1Y 10 (where unknown bit value of Y is 
to be determined) can be obtained as follows: 


0100 1Y10 --8-bit number 
AND 0000010 0--Masking data 


Om EUG LU CRM BER CUR, rn ey nes M Rmus MES SURG END ER SED UED DUM eid din 


000 0 0Y00-- Result 


If the bit value Y at bit 2 is 1, then the result is nonzero (Flag Z=0); otherwise, 
the result is zero (Flag Z=1). The Z flag can be tested using typical conditional JUMP 
instructions such as JZ (Jump if Z=1) or JNZ(Jump if Z=0) to determine whether Y 
is O or 1. This is called masking operation. The AND instruction can also be used 
to determine whether a binary number is ODD or EVEN by checking the Least 
Significant bit (LSB) of the number (LSB-0 for even and LSB-1 for odd). The OR 
instruction can typically be used to insert a 1 in a particular bit position of a binary 
number without changing the values of the other bits. For example, a 1 can be 
inserted using the OR instruction at bit number 3 of the 8-bit binary number 011 1 
001 1 without changing the values of the other bits as follows: 


01110011 -- 8-bit number 
OR 00001000 -- data for inserting a 1 at bit number 3 


01111011 --Resul 


The Exclusive-OR instruction can be used to find the ones complement of a binary 
number by XORing the number with all 1’s as follows: 
01011100-- 8-bit number 
XOR ]11111111-- data 
1010001 1 -- Result (Ones Complement of the 8-bit number 
01011100) 


¢ Instructions for Controlling Microprocessor Operations. Theseinstructionstypically 
include those that set the reset specific flags and halt or stop the microprocessor. 

e Data Movement Instructions. These instructions move data from a register to memory 
and vice versa, between registers, and between a register and an I/O device. 

e Instructions Using Memory Addresses. An instruction in this category typically 
contains a memory address, which is used to read a data word from memory into a 
microprocessor register or for writing data from a register into a memory location. 
Many instructions under data processing and movement fall in this category. 

* Conditional and Unconditional JUMPS. These instructions typically include one of 
the following: 

1. Unconditional JUMP, which always transfers the memory address specified in the 
instruction into the program counter. 

2. Conditional JUMP, which transfers the address portion of the instruction into the 
program counter based on the conditions set by one of the status flags in the flag 
register. 
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Typical Assembly Language Addressing Modes 

One of the tasks performed by a microprocessor during execution of an instruction 
is the determination of the operand and destination addresses. The manner in which a 
microprocessor accomplishes this task is called the “addressing mode.” Now, let us present 
the typical microprocessor addressing modes, relating them to the instruction sets of 
Motorola 68000. 

An instruction is said to have “implied or inherent addressing mode" if it does 
not have any operand. For example, consider the following instruction: RTS, which means 
"return from a subroutine to the main program." The RTS instruction is a no-operand 
instruction. The program counter is implied in the instruction because although the program 
counter is not included in the RTS instruction, the return address is loaded in the program 
counter after its execution. 

Whenever an instruction/operand contains data, it is called an *immediate mode" 
instruction. For example, consider the following 68000 instruction: 

ADD #15, DO E DO «- DO + 15 
In this instruction, the symbol # indicates to the assembler that it is an immediate mode 
instruction. This instruction adds 15 to the contents of register DO and then stores the result 
in DO. An instruction is said to have a register mode if it contains a register as opposed 
to a memory address. This means that the operand values are held in the microprocessor 
registers. For example, consider the following 68000 instruction: 

ADD Dl, DO S DO <~ D1 + DO 

This ADD instruction is a two-operand instruction. Both operands (source and 
destination) have register mode. The instruction adds the 16-bit contents of DO to the 16-bit 
contents of D1 and stores the 16-bit result in DO. 

An instruction is said to have an absolute or direct addressing mode if it contains 
a memory address in the operand field. For example, consider the 68000 instruction 

ADD 3000; D2 

This instruction adds the 16-bit contents of memory address 3000 to the 16- 
bit contents of D2 and stores the 16-bit result in D2. The source operand to this ADD 
instruction contains 3000 and is in absolute or direct addressing mode. When an instruction 
specifies a microprocessor register to hold the address, the resulting addressing mode is 
known as the "register indirect mode." For example, consider the 68000 instruction: 

CLR (AQ) 
This instruction clears the 16-bit contents of a memory location whose address is in register 
AO to zero. The instruction is in register indirect mode. 

The conditional branch instructions are used to change the order of execution 
of a program based on the conditions set by the status flags. Some microprocessors use 
conditional branching using the absolute mode. The op-code verifies a condition set by a 
particular status flag. If the condition is satisfied, the program counter is changed to the 
value of the operand address (defined in the instruction). If the condition is not satisfied, 
the program counter is incremented, and the program is executed in its normal order. 

Typical 16-bit microprocessors use conditional branch instructions. Some 
conditional branch instructions are 16 bits wide. The first byte is the op-code for checking 
a particular flag. The second byte is an 8-bit offset, which is added to the contents of the 
program eounter if the condition is satisfied to determine the effective address. This offset 
is considered as a signed binary number with the most significant bit as the sign bit. It 
means that the offset can vary from -128,, to +127,, (0 being positive). This is called 
relative mode. 
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Consider the following 68000 example, which uses the branch not equal (BNE) 
instruction: 
BNE 8 
Suppose that the program counter contains 2000 (address of the next instruction to 
be executed) while executing this BNE instruction. Now, if Z = 0, the microprocessor will 
load 2000 + 8 = 2008 into the program counter and program execution resumes at address 
2008. On the other hand, if Z = 1, the microprocessor continues with the next instruction. 
In the last example the program jumped forward, requiring positive offset. An 
example for branching with negative offset is 
BNE -14 


Suppose that the current program counter value = 2004, 


— 0010 0000 0000 0100 
offset = 2's complement of 14, = F2,, 


Hi 1111 1111 1111 0010 


_71 000 vena fo 


ignore 


reflect this 1 to the high byte 


(sign extension) 


Therefore, to branch backward to 1FF6,, the assembler uses an offset of F2 
following the op-code for BNE. 

An advantage of relative mode is that the destination address is specified 
relaive to the address of the instruction after the instruction. Since these conditional Jump 
instructions do not contain an absolute address, the program can be placed anywhere in 
memory which can still be excuted properly by the microprocessor. A program which 
can be placed anywhere in memory, and can still run correctly is called a “relocatable” 
program. It is a good practice to write relocatable programs. 


Subroutine Calls in Assembly Language 

It is sometimes desirable to execute a common task many times in a program. 
Consider the case when the sum of squares of numbers is required several times in a 
program. One could write a sequence of instructions in the main program for carrying out 
the sum of squares every time it is required. This is all right for short programs. For long 
programs, however, it is convenient for the programmer to write a small program known 
as a “subroutine” for performing the sum of squares, and then call this program each time 
it is needed in the main program. 

Therefore, a subroutine can be defined as a program carrying out a particular 
function that can be called by another program known as the “main program.” The 
subroutine only needs to be placed once in memory starting at a particular memory location. 
Each time the main program requires this subroutine, it can branch to it, typically by using 
a jump to subroutine (JSR) instruction along with its starting address. The subroutine is 
then executed. At the end of the subroutine, a RETURN instruction takes control back to the 
main program. 

The 68000 includes two subroutine call instructions. Typical examples include 
JSR 4000 and BSR 24.JSR 4000 is an instruction using absolute mode. In response 
to the execution of JSR, the 68000 saves (pushes) the current program counter contents 
(address of the next instruction to be executed) onto the stack. The program counter is then 
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loaded, with 4000 included in the JSR instruction. The starting address of the subroutine is 
4000. The RTS (return from subroutine) at the end of the subroutine reads (pops) the return 
address saved into the stack before jumping to the subroutine into the program counter. 
The program execution thus resumes in the main program. BSR 24 is an instruction 
using relative mode. This instruction works in the same way as the JSR 4000 except 
that displacement 24 is added to the current program counter contents to jump to the 
subroutine. 

The stack must always be balanced. This means that a PUSH instruction in a 
subroutine must be followed by a POP instruction before the RETURN from subroutine 
instruction so that the stack pointer points to the right return address saved onto the stack. 
This will ensure returning to the desired location in the main program after execution of 
the subroutine. If multiple registers are PUSHED in a subroutine, one must POP them in 
the reverse order before the subroutine RETURN instruction. 


6.6.4 High-Level Languages 

As mentioned before, the programmer’s efficiency with assembly language increases 
significantly compared to machine language. However, the programmer needs to be well 
acquainted with the microprocessor’s architecture and its instruction set. Further, the 
programmer has to provide an op-code for each operation that the microprocessor has 
to carry out in order to execute a program. As an example, for adding two numbers, the 
programmer would instruct the microprocessor to load the first number into a register, 
add the second number to the register, and then store the result in memory. However, the 
programmer might find it tedious to write all the steps required for a large program. Also, 
to become a reasonably good assembly language programmer, one needs to have a lot of 
experience. 

High-level language programs composed of English-language-type statements 
rectify all these deficiencies of machine and assembly language programming. The 
programmer does not need to be familiar with the internal microprocessor structure or its 
instruction set. Also, each statement in a high-level language corresponds to a number of 
assembly or machine language instructions. For example, consider the statement F = A 
+ B written in a high-level language called FORTRAN. This single statement adds the 
contents of A with B and stores the result in F. This is equivalent to a number of steps 
in machine or assembly language, as mentioned before. It should be pointed out that the 
letters A, B, and F do not refer to particular registers within the microprocessor. Rather, 
they are memory locations. 

A number of high-level languages such as C and C++ are widely used these days. 
Typical microprocessors, namely, the Intel 8086, the Motorola 68000, and others, can 
be programmed using these high-level languages. A high-level language is a problem- 
oriented language. The programmer does not have to know the details of the architecture 
of the microprocessor and its instruction set. Basically, the programmer follows the rules 
of the particular language being used to solve the problem at hand. A second advantage is 
that a program written in a particular high-level language can be executed by two different 
microcomputers, provided they both understand that language. For example, a program 
written in C for an Intel 8086—based microcomputer will run on a Motorola 68000-based 
microcomputer because both microprocessors have a compiler to translate the C language 
into their particular machine language; minor modifications are required for input/output 
programs. 

As mentioned before, like the assembly language program, a high-level language 
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program requires a special program for converting the high-level statements into object 
codes. This program can be either an interpreter or a compiler. They are usually very large 
programs compared to assemblers. 

An interpreter reads each high-level statement such as F = A + B and directs 
the microprocessor to perform the operations required to execute the statement. The 
interpreter converts each statement into machine language codes but does not convert the 
entire program into machine language codes prior to execution. Hence, it does not generate 
an object program. Therefore, an interpreter is a program that executes a set of machine 
language instructions in response to each high-level statement in order to carry out the 
function. A compiler, however, converts each statement into a set of machine language 
instructions and also produces an object program that is stored in memory. This program 
must then be executed by the microprocessor to perform the required task in the high- 
level program. In summary, an interpreter executes each statement as it proceeds, without 
generating an object code, whereas a compiler converts a high-level program into an object 
program that is stored in memory. This program is then executed. Compilers normally 
provide inefficient machine codes because of the general guidelines that must be followed 
for designing them. C, C++, and Java are the only high-level languages that include Input/ 
Output instructions. However, the compiled codes generate many more lines of machine 
code than an equivalent assembly language program. Therefore, the assembled program 
will take up less memory space and will execute much faster compared to the compiled 
C, C++, or Java codes. I/O programs written in C are compared with assembly language 
programs written in 8086 and 68000 in Chapters 9 and 10. C language 1s a popular high- 
level language, the C++ language, based on C, is also very popular, and Java, developed by 
Sun Microsystems, is gaining wide acceptance. 

Therefore, one of the main uses of assembly language is in writing programs for 
real-time applications. “Real-time” means that the task required by the application must be 
completed before any other input to the program can occur which will change its operation. 
Typical programs involving non-real-time applications and extensive mathematical 
computations may be written in C, C++, or Java. A brief description of these languages is 
given in the following. 


C Language 

The C Programming language was developed by Dennis Ritchie of Bell Labs in 
1972. C has become a very popular language for many engineers and scientists, primarily 
because itis portable except for I/O and however, can be used to write programs requiring 
I/O operations with minor modifications. This means that a program written in C for the 
8086 will run on the 68000 with some modifications related to I/O as long as C compilers 
for both microprocessors are available. 

C is case sensitive. This means that uppercase letters are different from lowercase 
letters. Hence Start and start are two different variables. C is a general-purpose programming 
language and is found in numerous applications as follows: 

e Systems Programming. Many operating systems, compilers, and assemblers are 
written in C. Note that an operating system typically is included with the personal 
computer when it is purchased. The operating system provides an interface between 
the user and the hardware by including a set of commands to select and execute the 
software on the system 

e Computer-Aided Design (CAD) Applications. CAD programs are written in 
C. Typical tasks to be accomplished by a CAD program are logic synthesis and 
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simulation. 

e Numerical Computation. To solve mathematical problems such as integration and 
differentiation 

e Other Applications. These include programs for printers and floppy disk controllers, 
and digital control algorithms using single-chip microcomputers. 

A C program may be viewed as a collection of functions. Execution ofa C program 
will always begin by a call to the function called *main." This means that all C programs 
should have its main program named as main. However, one can give any name to other 
functions. 

A simple C program that prints “I wrote a C-program" is 

/* First C-program */ 
#include <stdio.h> 
main ( ) 
{ 
printf("I wrote a C-program"); 
} 

Here, main is a function of no arguments, indicated by ( ). The parenthesis must 
be present even if there are no arguments. The braces { } enclose the statements that make 
up the function. 

Thelineprintf("I wrote a C-program"); isa function call that calls 
a function named printf, with the argument “I wrote a C-program." printf 
is a library function that prints output on the terminal. Note that /* * / is used to enclose 
comments. These are not translated by the compiler. 

A variation of the C program just described is 

/* Another C program */ 

#include <stdio.h> 

main ( ) 

{ 
printf("I wrote"); 
printi a 93 
printf (“program”); 
DESDEL( UD 

) 

Here, #include is a preprocessor directive for the C language compiler. These 
directives give instructions to the compiler that are performed before the program is 
compiled. The directive #include <stdio.h> inserts additional statements in the 
program. These statements are contained in the file stdio.h. The file stdio.h is included 
with the standard C library. The stdio.h file contains information related to the input/ 
output statement. 

The \n in the last line of the program is C notation for the newline character. 
Upon printing, the cursor moves forward to the left margin on the next line. print f never 
supplies a newline automatically. Therefore, multiple printf's may be used to output "T 
wrote a C-program" on a single line in a few steps. The escape sequence \n can be used to 
print three statements on three different lines. An illustration is given in the following: 

#include <stdio.h> 

main ( ) 

{ 
printf (“I wrote a C-Program Mn"); 
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printf("This will be printed on a new line Mn"); 
printf(' So also is this line Xu"); 

} 

All variables in C must be declared before use, normally at the start of the function 
before any executable statements. The compiler provides an error message if one forgets 
a declaration. A declaration includes a type and a list of variables that have that type. For 
example, the declaration int a, b implies that the variables a and b are integers. Next, 
write a program to add and subtract two integers a and b where a = 100 and b = 200. The C 
program is 

include <stdio.h> 

main ( ) 

{ 

int a = 100, b = 200; /*a and b are integers 
ae 

printf("The sum is: $d Mn", a + b); 

printf("The difference is: $d Mn", a - b); 

j 

The d in the print f statement represents “decimal integer." Note that printf 
is not part of the C language; there is no input or output defined in C itself. printf is 
a function that is contained in the standard library of routines that can be accessed by 
C programs. The values of a and b can be entered via the keyboard by using the scanf 
function. The scanf allows the programmer to enter data from the keyboard. A typical 
expression for scanf is 

scanf("$d$d", &a, &b); 

This expression indicates that the two values to be entered via the keyboard are in 
decimal. These two decimal numbers are to be stored in addresses a and b. Note that the 
symbol & is an address operator. 

The C program for adding and subtracting two integers a and b using scanf is 

/* C Program that performs basic I/O */ 

#include <stdio.h> 

main ( ) 

{ 

int 4G. D; 

printf("Input two integers: ~“); 
scanf("$d$d", &a, &b); 

printf("Their sum is: $dMn", a +b); 
printf("Their difference is: $dMn", a - b); 

} 

In summary, writing a working C program involves four steps as follows: 

Step 1: Using a text editor, prepare a file containing the C code. This file is 
called the “source file." 

Step 2 . Preprocess the code. The preprocessor makes the code ready for 
compiling. The preprocessor looks through the source file for lines 
that start with a #. In the previous programming examples, #include 
<stdio.h> is a preprocessor. This preprocessor instruction copies 
the contents of the standard header file st dio.h into the source code. 
This header file stdio.h describes typical input/output functions 
such as scanf( ) andprintf( )functions. 
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Step3: The compiler translates the preprocessed code into machine code. The 
output from the compiler is called object code. 

Step 4: The linker combines the object file with code from the C libraries. For 
instance, in the examples shown here, the actual code for the library 
function printf( ) isinserted from the standard library to the object 
code by the linker. The linker generates an executable file. Thus, the 
linker makes a complete program. 

Before writing C programs, the programmer must make sure that the computer 
runs either the UNIX or MS-DOS operating system. Two essential programming tools are 
required. These are a text editor and a C compiler. The text editor is a program provided 
with a computer system to create and modify compiler files. The C compiler is also a 
program that translates C code into machine code. 

C++ 

C++ is a modified version of C language. C++ was developed by Bjarne Stroustrup 
of Bell Labs in 1980. It includes all features of C and also supports object-oriented 
programming (OOP). A program can be divided into subprograms using OOP. Each 
subprogram is an independent object with its own instructions and data. Thus, complexity 
of programming is reduced. It is therefore easier for the programmer to manage larger 
programs. 

All OOP languages including C++, have three characteristics: encapsulation, 
polymorphism, and inheritance. Encapsulation is a technique that keeps code and data 
together in such a way that they are protected form outside interference and misuse. A 
subprogram thus created is called an “object.” 

Code, data, or both may be private or public. Private code and/or data may be 
accessed by another part of the same object. On the other hand, public code and/or data 
may be accessed by a program resident outside the object containing them. One of the 
most important characteristic of C++ is the class. The class declaration is a technique for 
creating an object. Note that a class consists of data and functions. 

Encapsulation is available with C to some extent. For example, when a library 
function such as printf is used, one uses a black box program. When printf is 
used, several internal variables are created and intialized that are not accessible to the 
programmer. 

Polymorphism (from Greek word meaning “several forms") allows one to define 
a general class of actions. Within a general class, the specific action is determined by the 
type of data. For example, in C, the absolute value actions abs ( ) and fabs ( ) compute 
the absolute values of an integer and a floating point number respectively. In C++, on the 
other hand, one absolute value action, abs ( ) is used for both data types. The type of data 
is then used to call abs (. ) to determine which specific version of the function is actually 
used. Thus, one function name for two different data items is used. 

Inheritance is the ability by which one class called subclass obtains the properties of 
another class called a superclass. Inheritance is convenient for code reusability. Inheritance 
supports hierarchy classes. 

Following are some basic differences between C and C++: 

l. InC,onemustuse void with the prototype for a function with no arguments. 

For example, in C, the prototype int rand(void); returns an integer 
that is a random number. 

In C++, the void is optional. Therefore, in C++, the prototype for rand ( 
) can be written as int rand( );.Ofcourse,int rand(void); isa 


Microcomputer Architecture, Programming, and System Design Concepts 227 


valid prototype in C++. This means that both prototypes are allowed in C++ 

2. C++ can use the C type of comment mechanism. That is, a comment can start 
with / * and end with * /. C++ can also use a simple line comment that starts 
with a // and stops at the end of the line terminated by a carriage return. 
Typically, C++ uses C-like comments for multiline comments and the C++ 
comment mechanism for short comments. 

3. In C++, local variables can be declared anywhere. In contrast, in C, 
local variables must be declared at the start of a block before any action 
statements. 

4. In C+, all functions need to be prototyped. In C, prototypes are optional. 
Note that a function prototype allows the compiler to check that the function 
is called with the proper number and types of arguments. It also tells the 
compiler the type of value that the function is supposed to return. In C, if 
the function prototype is omitted, the compiler will return an integer. An 
example of a prototype function is int abs(int n) ,this provides an 
integer that is an absolute value of n. 


Java 

Introduced in 1991 by Sun MicroSystems, Java is based on C++ and is a true 
object oriented language. That is, everything in a Java program is an object and everything 
is obtained from a single object class. 

A Java program must include at least one class. A class includes data type 
declarations and statements. Every Java standalone program requires a main method at 
the beginning. Java only supports class methods and not separate functions. There is no 
preprocessor in Java. However, there is an import statement, which is similar to the 
include preprocessor statement in C. The purpose of the import statement in Java is 
to instruct the interpreter to load the class, which exists in another compilation statement. 
Java uses the same comment syntax, /* */ and / /, as C and C++. In addition, a special 
comment syntax, / ** */, that can precede declarations is used in Java. 

Java does not require pointers. In C, a pointer may be substituted for the array 
name to access array elements. In Java, arrays are created by using the “new” operator 
by including the size of the array in the new expression (rather than in the declaration) as 
follows: 

int array [ ] = new int[6]; 
Also, all arrays store the specified size in a variable named length as follows: 
int stringsize - array.length; 
Therefore, in Java, arrays and strings are not subject to the errors or confusion that is 
common to arrays and strings in C. 


6.7 Monitors 


A monitor consists of a number of subroutines grouped together to provide "intelligence" 
to a microcomputer system. This intelligence gives the microcomputer with the capabilities 
for software development of user programs such as assembling and debugging. The 
monitor is typically offered by the microprocessor manufacturers and others in a ROM 
or CD memory. When a microcomputer is designed by connecting the microprocessor, 
memory, and I/O, a monitor program can be used for development of user programs. 

An example of a monitor is the Intel SDK-86 monitor, which contains debugging 
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routines, a display routine, and many other programs. The user can assemble, debug, 
execute and display results for user-written 8086 assembly language programs using the 
monitor provided by Intel with the SDK-86 microcomputer. 


6.8 Flowcharts 


Before writing an assembly language program for a specific operation, it is convenient to 
represent the program in a schematic form called flowchart. A brief listing of the basic 
shapes used in a flowchart and their functions is given in Figure 6.32. 


6.9 Basic Features of Microcomputer Development Systems 


A microcomputer development system is a tool that allows the designer to develop, debug, 
and integrate error-free application software in microprocessor systems. 

Development systems fall into one of two categories: systems supplied by 
the device manufacturer (nonuniversal systems) and systems built by after-market 
manufacturers (universal systems). The main difference between the two categories is 
the range of microprocessors that a system will accommodate. Nonuniversal systems 
are supplied by the microprocessor manufacturer (Intel, Motorola) and are limited to use 
for the particular microprocessor manufactured by the supplier. In this manner, an Intel 
development system may not be used to develop a Motorola-based system. The universal 
development systems (Hewlett-Packard, Tektronix) can develop hardware and software 
for several microprocessors. 
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Within both categories of development systems, there are basically three types 
available: single-user systems, time-shared systems, and networked systems. A single-user 
system consists of one development station that can be used by one user at a time. Single- 
user systems are low in cost and may be sufficient for small systems development. Time- 
shared systems usually consist of a “dumb” type of terminal connected by data lines to a 
centralized microcomputer-based system that controls all operations. A networked system 
usually consists of a number of smart cathode ray tubes (CRTs) capable of performing most 
of the development work and can be connected over data lines to a central microcomputer. 
The central microcomputer in a network system usually is in charge of allocating disk 
storage space and will download some programs into the user's workstation microcomputer. 
A microcomputer development system is a combination of the hardware necessary for 
microprocessor design and the software to control the hardware. The basic components of 
the hardware are the central processor, the CRT terminal, mass storage device (floppy or 
hard disk), and usually an in-circuit emulator (ICE). 

In a single-user system, the central processor executes the operating system 
software, handles the input/output (I/O) facilities, executes the development programs 
(editor, assembler, linker), and allocates storage space for the programs in execution. In 
a large multiuser networked system the central processor may be responsible for the I/O 
facilities and execution of development programs. The CRT terminal provides the interface 
between the user and the operating system or program under execution. The user enters 
commands or data via the CRT keyboard, and the program under execution displays data 
to the user via the CRT screen. Each program (whether system software or user program) 
is stored in an ordered format on disk. Each separate entry on the disk is called a file. The 
operating system software contains the routines necessary to interface between the user and 
the mass storage unit. When the user requests a file by a specific file name, the operating 
system finds the program stored on disk by the file name and loads it into mean memory. 
More advanced development systems contain memory management software that protects 
a user's files from unauthorized modification by another user. This is accomplished via 
a unique user identification code called USER ID. A user can only access files that have 
the user's unique code. The equipment listed here makes up a basic development system, 
but most systems have other devices such as printers and EPROM and PAL programmers 
attached. A printer is needed to provide the user with a hard copy record of the program 
under development. 

After the application system software has been completely developed and 
debugged, it needs to be permanently stored for execution in the target hardware. The 
EPROM (erasable/programmable read-only memory) programmer takes the machine 
code and programs it into an EPROM. EPROMs are more generally used in system 
development because they may be erased and reprogrammed if the program changes. 
EPROM programmers usually interface to circuits particularly designed to program a 
specific EPROM. 

Most development systems support one or more in-circuit emulators (ICEs). 
The ICE is one of the most advanced tools for microprocessor hardware development. 
To use an ICE, the microprocessor chip is removed from the system under development 
(called the target processor) and the emulator is plugged into the microprocessor socket. 
The ICE will functionally and electrically act identically to the target processor with the 
exception that the ICE is under the control of development system software. In this manner 
the development system may exercise the hardware that is being designed and monitor 
all status information available about the operation of the target processor. Using an ICE, 
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processor register contents may be displayed on the CRT and operation of the hardware 
observed in a single-stepping mode. In-circuit emulators can find hardware and software 
bugs quickly that might take many hours to locate using conventional hardware testing 
methods. 

Architectures for development systems can be generally divided into two 
categories: the master/slave configuration and the single-processor configuration. In a 
master/slave configuration, the master (host) processor controls the mass storage device 
and processes all I/O (CRT, printer). The software for development systems is written for 
the master processor, which is usually not the same as the slave (target) processor. The 
slave microprocessor is typically connected to the user prototype via a connector which 
links the slave processor to the master processor. 

Some development systems such as the HP 64000 completely separate the system 
bus from the emulation bus and therefore use a separate block of memory for emulation. 
This separation allows passive monitoring of the software executing on the target processor 
without stopping the emulation process. A benefit of the separate emulation facilities 
allows the master processor to be used for editing, assembling, and so on while the slave 
processor continues the emulation. A designer may therefore start an emulation running, 
exit the emulator program, and at some future time return to the emulation program. 

Another advantage of the separate bus architecture is that an operating system 
needs to be written only once for the master processor and will be used no matter what type 
of slave processor is being emulated. When a new slave processor is to be emulated, only 
the emulator probe needs to be changed. 

A disadvantage of the master/slave architecture is that it is expensive. In single- 
processor architecture, only one processor is used for system operation and target emulation. 
The single processor does both jobs, executing system software as well as acting as the 
target processor. Because there is only one processor involved, the system software must 
be rewritten for each type of processor that 1s to be emulated. Because the system software 
must reside in the same memory used by the emulator, not all memory will be available 
to the emulation process, which may be a disadvantage when large prototypes are being 
developed. The single-processor systems are inexpensive. 

The programs provided for microprocessor development are the operating system, 
editor, assembler, linker, compiler, and debugger. The operating system is responsible for 
executing the user's commands. The operating system handles I/O functions, memory 
management, and loading of programs from mass storage into RAM for execution. The 
editor allows the user to enter the source code (either assembly language or some high- 
level language) into the development system. 

Almost all current microprocessor development systems use the character- 
oriented editor, more commonly referred to as the screen editor. The editor is called a 
"screen editor" because the text is dynamically displayed on the screen and the display 
automatically updates any edits made by the user. 

The screen editor uses the pointer concept to point to the character(s) that need 
editing. The pointer in a screen editor is called the “cursor,” and special commands allow 
the user to position the cursor to any location displayed on the screen. When the cursor 
is positioned, the user may insert characters, delete characters, or simply type over the 
existing characters. 

Complete lines may be added or deleted using special editor commands. By 
placing the editor in the insert mode, any text typed will be inserted at the cursor position 
when the cursor is positioned between two existing lines. If the cursor is positioned on a 


Microcomputer Architecture, Programming, and System Design Concepts 231 


line to be deleted, a single command will remove the entire line from the file. 

Screen editors implement the editor commands in different fashions. Some editors 
use dedicated keys to provide some cursor movements. The cursor keys are usually marked 
with arrows to show the direction of the cursor movement. More advanced editors (such as 
the HP 64000) use soft keys. A soft key is an unmarked key located on the keyboard directly 
below the bottom of the CRT screen. The mode of the editor decides what functions the 
keys are to perform. The function of each key is displayed on the screen directly above the 
appropriate key. The soft key approach is valuable because it allows the editor to reassign 
a key to a new function when necessary. 

The source code generated on the editor is stored as ASCII or text characters 
and cannot be executed by a microprocessor. Before the code can be executed, it must be 
converted to a form accessible by the microprocessor. An assembler is the program used 
to translate the assembly language source code generated with an editor into object code 
(machine code), which may be executed by a microprocessor. 

The output file from most development system assemblers is an object file. The 
object file is usually relocatable code that may be configured to execute at any address. The 
function of the linker is to convert the object file to an absolute file, which consists of the 
actual machine code at the correct address for execution. The absolute files thus created are 
used for debugging and finally for programming EPROMs. 

Debugging a microprocessor-based system may be divided into two categories: 
software debugging and hardware debugging. Both debugging processes are usually carried 
out separately because software debugging can be carried out on an out-of-circuit emulator 
(OCE) without having the final system hardware. 

The usual software development tools provided with the development system are 
e  Single-step facility 
e Breakpoint facility 

A single stepper simply allows the user to execute the program being debugged 
one instruction at a time. By examining the register and memory contents during each 
step, the debugger can detect such program faults as incorrect jumps, incorrect addressing, 
erroneous op-codes, and so on. A breakpoint allows the user to execute an entire section of 
a program being debugged. 

There are two types of breakpoints: hardware and software. The hardware 
breakpoint uses the hardware to monitor the system address bus and detect when the 
program is executing the desired breakpoint location. When the breakpoint is detected, 
the hardware uses the processor control lines to halt the processor for inspection or cause 
the processor to execute an interrupt to a breakpoint routine. Hardware breakpoints can be 
used to debug both ROM- and RAM-based programs. Software breakpoint routines may 
only operate on a system with the program in RAM because the breakpoint instruction 
must be inserted into the program that is to be executed. 

Single-stepper and breakpoint methods complement each other. The user may 
insert a breakpoint at the desired point and let the program execute up to that point. When 
the program stops at the breakpoint the user may use a single-stepper to examine the 
program one instruction at a time. Thus, the user can pinpoint the error in a program. 

There are two main hardware-debugging tools: the logic analyzer and the in-circuit 
emulator. Logic analyzers are usually used to debug hardware faults in a system. The logic 
analyzer is the digital version of an oscilloscope because it allows the user to view logic 
levels in the hardware. In-circuit emulators can be used to debug and integrate software and 
hardware. PC-based workstations are extensively used as development systems. 
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6.10 System Development Flowchart 


The total development of a microprocessor-based system typically involves three phases: 
software design, hardware design, and program diagnostic design. A systems programmer 
will be assigned the task of writing the application software, a logic designer will be 
assigned the task of designing the hardware, and typically both designers will be assigned 
the task of developing diagnostics to test the system. For small systems, one engineer may 
do all three phases, while on large systems several engineers may be assigned to each 
phase. Figure 6.33 shows a flowchart for the total development of a system. Notice that 
software and hardware development may occur in parallel to save time. 

The first step in developing the software is to take the system specifications and 
write a flowchart to accomplish the desired tasks that will implement the specifications. 
The assembly language or high-level source code may now be written from the system 
flowchart. The complete source code is then assembled. The assembler is the object code 
and a program listing. The object code will be used later by the linker. The program listing 
may be sent to a disk file for use in debugging, or it may be directed to the printer. 

The linker can now take the object code generated by the assembler and create 


Start software design {flowchart} Start hardrware design 
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Write programs with editor block diagram 
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Link program to obtain 
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FIGURE 6.33 Microprocessor system development flowchart 
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the final absolute code that will be executed on the target system. The emulation phase 
will take the absolute code and load it into the development system RAM. From here, the 
program may be debugged using breakpoints or single stepping. 

Working from the system specifications, a block diagram of the hardware must 
be developed. The logic diagram and schematics may now be drawn using the block 
diagram as a guide, and a prototype may now be constructed and tested for wiring errors. 
When the prototype has been constructed it may be debugged for correct operation using 
standard electronic testing equipment such as oscilloscopes, meters, logic probes, and logic 
analyzers, all with test programs created for this purpose. After the prototype has been 
debugged electrically, the development system in-circuit emulator may be used to check it 
functionally. The ICE will verify the memory map, correct I/O operation, and so on. The 
next step in system development is to validate the complete system by running operational 
checks on the prototype with the finalized application software installed. The EPROMs 
and/or PALs are then programmed with the error-free programs. 


QUESTIONS AND PROBLEMS 


6.] | What is the difference between a single-chip microprocessor and a single-chip 
microcomputer? 


6.2 What is a microcontroller? Name one commercially available microcontroller. 


6.3 What is the difference between: 
(a) The program counter (PC) and the memory address register (MAR)? 
(b) The accumulator (A) and the instruction register (IR)? 
(c) General-purpose register-based microprocessor and accumulator-based 
microprocessor. Name a commercially available microprocessor of each type. 


6.4 Assuming signed numbers, find the sign, carry, zero, and overflow flags of: 
(a) 09,, + 174. 
(b) A5,, - A5;, 
(c) 714, - A9, 
(d) 6E,, + 3A, 
(e) 7E; + 7E« 


6.5  Whatis meant by PUSH and POP operations in the stack? 


6.6 Suppose that an 8-bit microprocessor has a 16-bit stack pointer and uses a 16-bit 
register to access the stack from the top. Assume that initially the stack pointer 
and the 16-bit register contain 20C0,, and 0205,, respectively. After the PUSH 
operation: 

(a) What are the contents of the stack pointer? 
(b) What are the contents of memory locations 20BE,, and 20BF,,? 


6.7 Assuming the microprocessor architecture of Figure 6.18, write down a possible 
sequence of microinstructions for finding the ones complement of an 8-bit number. 
Assume that the number is already in the register. 
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6.8 


6.9 


6.10 


6.11 


6.12 


6.13 


6.14 


6.15 


6.16 


6.17 


6.18 


6.19 


6.20 
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What do you mean by a multiplexed address and data bus? 
Name four general-purpose registers in the 8086. 
Name one 8086 register that can be used to hold an address in a segment. 


What is the difference between EPROM and PROM? Are both types available with 
bipolar and also MOS technologies? 


Assuming a single clock signal and four registers (PC, MAR, Reg, and IR) for a 
microprocessor, draw a timing diagram for loading the memory address register. 
Explain the sequence of events relating them to the four registers. 


Given a memory with a 14-bit address and 8-bit word size. 

(a) How many bytes can be stored in this memory? 

(b) If this memory were constructed from 1K x 1-bit RAMs, how many memory 
chips would be required? 

(c) How many bits would be used for chip select? 


Define the three types of I/O. Identify each one as either microprocessor initiated" 
or “device initiated.” 


What is the basic difference between a compiler and an assembler? 


Write a program equivalent to the Pascal assignment statement: 
Z := (A + (B* C) + (D* E) -—(F / G) - (H * I) 
Use only 
(a) Three-address instructions 
(b) Two-address instructions 


Describe the meaning of each one of the following addressing modes. 


(a) Immediate (d) Register indirect 
(b) Absolute (e) Relative 
(c) Register (f) Implied 


Assume that a microprocessor has only two registers R1 and R2 and that only the 
following instruction is available: 
XOR Ri, Rj ; Rj <- Ri @ Rj 
; 142] = ds 
Using this XOR instruction, find an instruction sequence in order to exchange the 
contents of registers R1 and R2 


What are the advantages of subroutines? 


Explain the use of a stack in implementing subroutine calls. 
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6.2] 


6.22 


6.23 


6.24 


6.25 


6.26 


Determine the contents of address 5004,, after assembling the following: 
(a ORG 5002H 

DB 00H; 05H, 07H; 00H; 03H 
(b) ORG 5000H 

DW 0702H, 123FH, 7020H, OOOOH 


What is the difference between: 

(a) A cross assembler and a resident assembler 
(b) A two-pass assembler and meta-assembler 
(c) Single step and breakpoint 


Identify some of the differences between C, C++, and Java. 
How does a microprocessor obtain the address of the first instruction to be 
executed? 


Summarize the basic features of a typical microcomputer development system. 


Discuss the steps involved in designing a microprocessor-based system. 
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DESIGN OF COMPUTER 
INSTRUCTION SET 
AND THE CPU 


This chapter describes the design of the instruction set and the central processor unit 
(CPU). Topics include op-code encoding, design of typical microprocessor registers, the 
arithmetic logic unit (ALU), and the contro] unit. 


7.1 Design of the Computer Instructions 


A program consists of a sequence of instructions. An instruction performs operations on 
stored data. There are two components in an instruction: an op-code field and an address 
field. The op-code field defines the type of operation to be performed on data, which 
may be stored in a microprocessor register or in the main memory. The address field may 
contain one or more addresses of data. When data are read from or stored into two or more 
addresses by the instruction, the address field may contain more than one address. For 
example, consider the following instruction: 


MOVE DO, D1 


Op-code field Address field 

Assume that this computer uses D0 as the source register and D1 as the destination 
register. This instruction moves the contents of the microprocessor register DO to register 
D1. The number and types of instructions supported by a microprocessor vary from one 
microprocessor to another and primarily depend on the microprocessor architecture. The 
number of instructions supported by a typical microprocessor depends on the size of 
the op-code field. For example, an 8-bit op-code can specify a maximum of 256 unique 
instructions. 

As mentioned before, a computer only understands 1’s and 0’s. This means that 
the computer can execute an instruction only if it is in binary. A unique binary pattern must 
be assigned to each op-code by a process called *op-code encoding.” 

The Block code method is one of the simplest techniques of designing instructions. 
In this approach, a fixed length of binary pattern is assigned to each op-code. For example, an 
n-bit binary number can represent 2” unique op-codes. Consider for example, a hypothetical 
instruction set shown in Figure 7.1. In this figure, there are 8 different instructions that can 
be encoded using three bits į, i,, i; as shown in Figure 7.2. A 3-to-8 decoder can be used to 
encode the 8 hypothetical instructions as shown in Figure 7.3. 

An n-to-2" decoder is required for an n-bit op-code. As n increases, the cost of the 
decoder and decoding time will also increase. In some op-code encoding techniques such as 
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the “expanding op-code" method, the length of the instruction is a function of the number 
of addresses used by the instruction. For example, consider a 16-bit instruction in which 
the lengths of the op-code and address fields are 5 bits and 11 bits respectively. Using such 
an instruction format, 32 (2°) operations allowing access to 2048 (2!!) memory locations 
can be specified. Now, if the size of the instruction is kept at 16 bits but the address field 
is increased to 12 bits, the op-code length will then be decreased to 4 bits. This change will 
specify 16 (2*) operations with access to 4096 (2'*) memory locations. Thus, the number of 


Instruction Operation Performed 

MOVE reg,, reg, reg, *— reg, 

CLR reg reg < 0) 

ADD reg), reg, reg, + reg, + reg, 

SUB reg,, reg, reg, + reg - reg, 

AND reg,, reg, reg, + reg, AND reg, 

OR reg,, reg, reg, < reg, OR reg, 

INC reg reg < reg + | 

JMP addr PC < addr; Unconditionally 
Jump to addr 


FIGURE 7.1 A hypothetical instruction set 
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FIGURE 7.2 Op-code encoding using block code 
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FIGURE 7.3 Instruction decoder 
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operations is reduced by 50% and the number of memory locations is increased by 100%. 
This concept is used in designing instructions with expanding op-code technique. 

Consider an instruction format with 8-bit instruction length and a 2-bit op-code 
field. Four unique two-address (3 bits for each address) instructions can be specified. This 
is depicted in Figure 7.4. If three rather than four two-address instructions are used, eight 
one-address instructions can be specified. This is shown in Figure 7.5. The length of the 
op-code field for each one-address instruction is 5 bits. Thus, the length of the op-code 
field increases as the number of address field is decreased. Now, if the total number of 
one-address instructions is reduced from 8 to 7, then eight 0-address instructions can also 
be specified. This is shown in Figure 7.6. 


7.2 Reduced Instruction Set Computer (RISC) 


RISC, which stands for reduced instruction set computer, is a generation of faster and 
inexpensive machines. The initial application of RISC principles has been in desktop 
workstations. Note that the PowerPC is a RISC microprocessor. The basic idea behind 


OP- Code Address 1 Address 2 
(2-bits) (3-bits) (3-bits) 
I; lp 
00 X2 X, Xo Y2 Yı Yo 
01 X2 X, Xo Y2 Yı Yo 
10 X) Xi Xo Y2 Yı Yo 
11l X) X, Xo Y2 Yi Yo 


FIGURE 7.4 Four two-address instructions 
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FIGURE 7.5 Three 2-address and eight l-address instructions 
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FIGURE 7.6 3 two-address, 7 one-address, and 8 zero-address instructions 


RISC is for machines to cost less yet run faster, by using a small set of simple instructions 
for their operations. Also, RISC allows a balance between hardware and software based on 
functions to be achieved to make a program run faster and more efficiently. The philosophy 
of RISC is based on six principles: reliance on optimizing compilers, few instructions and 
addressing modes, fixed instruction format, instructions executed in one machine cycle, 
only call/return instructions accessing memory, and hardwired control. 

The trend has always been to build CISCs (complex instruction set computers), 
which use many detailed instructions. However, because of their complexity, more 
hardware would have to be used. The more instructions, the more hardware logic is needed 
to implement and support them. For example, in a RISC machine, an ADD instruction takes 
its data from registers. On a CISC, each operand can be stored in any of many different 
forms, so the compiler must check several possibilities. Thus, both RISC and CISC have 
advantages and disadvantages. However, the principles of understanding optimizing 
compilers and what actually happens when a program is executed lead to RISC. 


Case Study: RISC I (University of California, Berkeley) 
The RISC machine presented in this section is the one investigated at the University of 
California, Berkeley. The RISC I is designed with the following design constraints: 

1. Only one instruction is executed per cycle. 

2. All instructions have the same size. 

3. Only load and store instructions can access memory. 

4. High-level languages (HLL) are supported. 

Two high level Languages (C and Pascal) were supported by RISC I. A simple 
architecture implies a fewer transistors, and this leads to the fact that most pieces of a RISC 
HLL system are in software. Hardware is utilized for time-consuming operations. Using 
C and Pascal, a comparison study was made to determine the frequency of occurrence of 
particular variable and statement types. Studies revealed that integer constants appeared 
most frequently, and a study of the code produced revealed that the procedure calls are the 
most time-consuming operations. 
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i) Basic RISC Architecture 

The RISC I instruction set contains a few simple operations (arithmetic, logical, and shift). 
These instructions operate on registers. Instruction, data, addresses and registers are all 
32 bits long. RISC instructions fall in four categories: ALU, memory access, branch, and 
miscellaneous. The execution time is given by the time taken to read a register, perform 
an ALU operation, and store the result in a register. Register 0 always contains a 0. Load 
and store instructions move data between registers and memory. These instructions use 
two CPU cycles. Variations of memory-access instructions exist in order to accommodate 
sign-extended or zero-extended 8-bit, 16-bit and 32-bit data. Though absolute and register 
indirect addressing are not directly available, they may be synthesized using register 0. 
Branch instructions include CALL, RETURN, and conditional and unconditional jumps. 
The following instruction format is used: 


For register-to-register instructions, dest selects one of the 32 registers as destination of 
the result of the operation that is itself performed on registers source 1 and source2. If 
imm equals 0, the low-order 5 bits of source2 specify another register. If imm equals 1, 
then source2 is regarded as a sign-extended 13-bit constant. Since the frequency of integer 
constants is high, the immediate field has been made an option in every instruction. Also, 
Scc determines whether the condition codes are set. Memory-access instructions use source 
l to specify the index register and source2 to specify offset. 


ii) Register Windows 

The procedure-call statements take the maximum execution time. A RISC program has 
more call statements, since the complex instructions available in CISC are subroutines 
in RISC. The RISC register window scheme strives to make the call operation as fast as 
possible and also to reduce the number of accesses to data memory. The scheme works as 
follows. 

Using procedures involve two groups of time-consuming operations, namely, 
saving or restoring registers on each call/return and passing parameters and results to and 
from the procedure. Statistics indicate that local variables are the most frequent operands. 

This creates a need to support the allocation of locals in the registers. One available 
scheme is to provide multiple banks of registers on the chip to avoid saving and restoring of 
registers. Thus each procedure call results in a new set of registers being allocated for use 
by that procedure. The return alters a pointer that restores the old set. A similar scheme is 
adopted by RISC. However, there are some registers that are not saved or restored; these 
are called global registers. In addition, the sets of registers used by different processes 
are overlapped in order to allow parameters to be passed. In other machines, parameters 
are usually passed on the stack with the calling procedure using a register to point to the 
beginning of the parameters (and also to the end of the locals). Thus all references to 
parameters are indexed references to memory. In RISC I the set of window registers (r10 to 
131) is divided into three parts. Registers r26 to r31 (HIGH) contain parameters passed from 
the calling procedure. Registers rl6 to r25 (LOCAL) are for local storage. Registers r10 to 
riS (LOW) are for local storage and for parameters to be passed to the called procedure. 
On each call, a new set of r10 to r31 registers is allocated. The LOW registers of the caller 
are required to become the HIGH registers of the called procedure. This is accomplished 
by having the hardware overlap the LOW registers of the calling frame with the HIGH 
registers of the called frame. Thus without actually moving the information, parameters are 


242 Fundamentals of Digital Logic and Microcomputer Design 


transferred. 

Multiple register banks require a mechanism to handle the case in which there 
are no free register banks available. RISC handles this problem with a separate register- 
overflow stack in memory and a stack pointer to it. Overflow and underflow are handled 
with a trap to a software routine that adjusts the stack. The final step in allocating variables 
in registers is handling the problem of pointers. RISC resolves this by giving addresses to 
the window registers. If a portion of the address space is reserved, we can determine with 
one comparison whether an address points to a register or to memory. Load and store are 
the only instructions that access memory and they take an extra cycle already. Hence this 
feature may be added without reducing the performance of the load and store instructions. 
This permits the use of straightforward computer technology and still leaves a large fraction 
of the variables in registers. 


iii) Delayed Jump 
A normal RISC I instruction cycle is long enough to execute the following sequence of 
operations: 

1. Read a register. 

2. Perform an ALU operation. 

3. Store the result back into a register. 

Performance is increased by prefetching the next instruction during the current 
instruction. To facilitate this, jumps are redefined such that they do not occur until after the 
following instruction. This is called delayed jump. | 


7.3 Design of the CPU 


The CPU contains three elements: registers, the ALU (Arithmetic Logic Unit), and the 
control unit. These topics are discussed next. Verilog and VHDL descriptions along with 
simulation results of a typical CPU are provided in Appendices I and J respectively. 


7.3. Register Design 

The concept of general-purpose and flag registers is provided in Chapters 5 and 6. The main 
purpose of a general-purpose register is to store address or data for an indefinite period of 
time. The computer can execute an instruction to retrieve the contents of this register 
when needed. A computer can also execute instructions to perform shift operations on the 
contents of a general-purpose register. This section includes combinational shifter design 
and the concepts associated with barrel shifters. 

A high-speed shifter can be designed using combinational circuit components 
such as a multiplexer. The block diagram, internal organization, and truth table of a typical 
combinational shifter are shown in Figure 7.7. From the truth table, the following equations 
can be obtained: 

yi = 5, Sly + 5,59l; + SiSoi, + S159lo 
Ya = Sı Solz + Sol, S1Soio + S159. 
Ji =H, Soi, + 5,5olo + 5159. + SySpi.2 
Yo = 51 Solo + 5159. + 515; 159i 


The 4 x 4 shifter of Figure 7.7 can be expanded to obtain a system capable of 
rotating 16-bit data to the left by 0, 1, 2, or 3 positions, which is shown in Figure 7.8. 
This design can be extended to obtain a more powerful shifter called the barrel 
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(a) Block Diagram 
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(c) Truth Table (X 1s don't care in the above) 


FIGURE 7.7 4 x 4 combinational shifter 
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shifier. The shift is a cycle rotation, which means that the input binary information is 
shifted in one direction; the most significant bit is moved to the least significant position. 
The block-diagram representation of a 16 x 16 barrel shifter is shown in Figure 
7.9. This shifter is capable of rotating the given 16-bit data to the left by n positions, where 
0 <n < 15. Figure 7.9 shows the truth table representing the operation of the shifter. The 


barrel shifter is an on-chip component for typical 32-bit and 64-bit microprocessors. 
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(a) Logic Diagram 
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(b) Truth Table 
FIGURE 7.8 Combinational shifter capable of rotating 16-bit data to the left by 0, 1, 
2, or 3 positions 


7.3.2 . Adders 
Addition is the basic arithmetic operation performed by an ALU. Other operations such as 
subtraction and multiplication can be obtained via addition. Thus, the time required to add 
two numbers plays an important role in determining the speed of the ALU. 

The basic concepts of half-adder, full adder, and binary adder are discussed in 
Section 4.5.1. The following equations for the full-adder were obtained. Assume x; = x, y, 

=y,c =z, and C;,, = C in Table 4.6. 
Sum, S, — x, ViCi Fx ic, + NYC * LYC, 
— x, y, Q c, 


From Table 4.6, Carry, Ca = x;y;c; + Xy; C; + X;y;6; ^ X;y;6; 
= (x;y,c; + x;y;6) + OGY Ct Xy e) + YC + X;y,C) 
= yj;Cj t X;C; + X;y, 


The logic diagrams for implementing these equations are given in Figure 7.10. 

As has been made apparent by Figure 7.10, for generating C,,, from c, two gate 
delays are required. To generate S; from c, three gate delays are required because c, must 
be inverted to obtain c;. Note that no inverters are required to get x, or y; from x, or y, 
respectively, because the numbers to be added are usually stored in a register that is a 
collection of flip-flops. The flip-flop generates both normal and complemented outputs. 
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(a) Block Diagram of a 16 x 16 Barrel Shifter 
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(b) Truth Table of the 16 x 16 Barrel Shifter 
FIGURE 7.9 Barrel shifter 





For the purpose of discussion, assume that the gate delay is A time units, and the actual 
value of A is decided by the technology. For example, if transistor translator logic (TTL) 
circuits are used, the value of A will be 10 ns. 

By cascading n full adders, an n-bit binary adder capable of handling two n-bit 
operands (X and Y) can be designed. The implementation of a 4-bit ripple-carry or binary 
adder is shown in Figure 7.11. When two unsigned integers are added, the input carry, Co, 
is always zero. The 4-bit adder is also called a “carry-propagate adder” (CPA), because 
the carry is propagated serially through each full adder. This hardware can be cascaded to 
obtain a 16-bit CPA, as shown in Figure 7.12; c; = 0 or 1 for multiprecision addition. 

Although the design of an n-bit CPA is straightforward, the carry propagation 
time limits the speed of operation. For example, in the 16-bit CPA (see Figure 7.12), the 
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(b) Carry 
FIGURE 7.10 Logic circuit of full adder 
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(a) Block Diagram of a 4-bit Ripple-Carry Adder 





(b) Four 4-bit Full Adders are Cascaded to implement a 4-Bit Ripple-Carry Adder 
FIGURE 7.11 Implementation of a 4-bit Ripple-Carry Adder 


addition operation is completed only when the sum bits s, through s,; are available. 

To generate sis, c,, must be available. The generation of c,, depends on the 
availability of c,4, which must wait for c,, to become available. In the worst case, the carry 
process propagates through 15 full adders. Therefore, the worst-case add-time of the 16-bit 
CPA can be estimated as follows: 
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FIGURE 7.12 Implementation of a 16-bit adder using 4-Bit Adders as Building 
Blocks 


Time taken for carry to propagate 
through 15 full adders (the delay 





involved in the path from c, to c,;) =15*2A 
Time taken to generate s,, from c,; =3A 
Total =33 A 


If A= 10 ns, then the worst-case add-time of a 16-bit CPA is 330 ns. This delay 
is prohibitive for high-speed systems, in which the expected add-time is typically less 
than 100 ns, which makes it necessary to devise a new technique to increase the speed of 
operation by a factor of 3. One such technique is known as the “carry look-ahead.” In this 
approach the extra hardware is used to generate each carry (c, i > 0 ) directly from cy. To 
be more practical, consider the design of a 4-bit carry look-ahead adder (CLA). Let us see 
how this may be used to obtain a 16-bit adder that operates at a speed higher than the 16-bit 
CPA. 

Recall that in a full adder for adding X,, Y,, and C, the output carry C, , is related 
to its carry input C, as follows: 

Ci = XY, + XC; + Y.C; 
The result can be rewritten as 
Ci. 7 Gt PC, 
where G, = X,Y, and P,= X; + Y, 

The function G, is called the carry-generate function, because a carry is generated 
when X; = Y, - 1. I£ X; or Y, is a 1, then the input carry C, is propagated to the next stage. For 
this reason, the function P, is often referred to as the “carry-propagate” function. Using G, 
and P, C, C, C,, and C, can be expressed as follows: 


C, = Gy + P.C, 
C, =G t P.C, 
C, = G, + PC, 
C, = G, + P,C, 


All high-order carries can be generated in terms of C, as follows: 
C, = G, + PoC, 
C, = G, + P(G, + PoC) = G, + P,G + P\PoCo) 
C, = G, + PC, = G, + PG, + P,G, + P,P,C,) 
= G, + P,G, + P,P,G, + P,P\P Cy 
C, = G; + PC, = G, + PG, + PG, + PaP Got PPP Cp) 
= G; + P,G, + P,P,G, + PPP Go + PPP PoCo 
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FIGURE 7.13 A Four-Stage Carry Look-ahead Circuit 


Therefore C,, C, C}, and C, can be generated directly from C,. For this reason, these 

equations are called "carry look-ahead equations," and the hardware that implements these 

equations 1s called a “4-stage look-ahead circuit" (4-CLC). The block diagram of such 

circuit 15 shown in Figure 7.13. 

The following are some important points about this system: 

* A 4-CLC can be implemented as a two-level AND-OR logic circuit (The first level 
consists of AND gates, whereas the second level includes OR gates). 

* The outputs g, and p, are useful to obtain a higher-order look-ahead system. 

To construct a 4-bit CLA, assume the existence of the basic adder cell shown 
in Figure 7.14. Using this basic cell and 4-bit CLC, the design of a 4-bit CLA can be 
completed as shown in Figure 7.15. Using this cell as a building block, a 16-bit adder can 
be designed as shown in Figure 7.16. 

The worst-case add-time of this adder can be calculated as follows: 


Delay 
For P; G; generation 
from X, Y, (0 sis 15) eee A 
To generate C, from C, s 2^ 
To generate C, from C, TP 2A 
To generate C,, from C; ius 2A 
To generate C, from C,, as 2A 
To generate S,,; from Cs das 3A 
Total delay MA 12A 


A graphical illustration of this calculation can be shown as follows: 

Data available ^ G;P; “3 C4 24 Cg 75 Cin 25 Cis 25 Sis 
From this calculation, it is apparent that the new 16-bit adder is faster than the 16-bit 
CPA by a factor of 3. In fact, this system can be speeded up further by employing another 
4-bit CLC and eliminating the carry propagation between the 4-bit CLA blocks. For this 
purpose, the g, and p, outputs generated by the 4-bit CLA are used. This design task is left 
as an exercise to the reader. 
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FIGURE 7.15 









FIGURE 7.16 Design of a 16-bit adder using 4-bit CLAs 
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If there is a need to add more than 3 operands, a technique known as "carry-save 
addition" is used. To see its effectiveness, consider the following example: 
44 
28 
32 
79 
63«— Sum vector 
12 «—Carry vector 
183-—Final answer 
In this example, four decimal numbers are added. First, the unit digits are added, 
producing a sum of 3 and a carry digit of 2. Similarly, the tens digits are added, producing 
a sum digit of 6 and a carry digit of 1. Because there is no carry propagation from the 
unit digit to the tenth digit, these summations can be carried out in parallel to produce 
a sum vector of 63 and a carry vector of 12. When all operands are exhausted, the sum 
and the shifted carry vector are added in the conventional manner, which produces the 
final answer. Note that the carry is propagated only in the last step, which generates the 
final answer no matter how many operands are added. The concept is also referred to as 
“addition by deferred carry assimilation.” 


7.3.3 Addition, Subtraction, Multiplication and Division of unsigned and signed 
numbers 

The procedure for addition and subtraction of two’s complement signed binary numbers 
is straightforward. The procedure for adding unsigned numbers is discussed in Chapter 
2. Also, addition of two 2’s complement signed numbers was included in Chapter 2. Note 
that binary numbers represented in two’s complement form contain both unsigned numbers 
(Most Significant Bit = 0) and signed numbers (Most Significant Bit = 1). The procedure for 
adding two 2’s complement signed numbers using pencil and paper is provided below: 

Add the two numbers along with the sign bits. Check the overflow bit (V) using V 
= C, ® C, where C, is the final carry and C, is the previous carry. If V = 0, then the result 
of addition is correct. On the other hand, if V = 1, then the result is incorrect; one needs to 
increase the number of bits for each number, and repeat the addition operation until V = 0 
to obtain the correct result. 

Subtraction of two 2’s complement signed binary numbers using pencil and paper 
can be performed as follows: 

Take the 2’s complement of subtrahend along with the sign bit and add it to the 
minuend . The result is correct if there is no overflow. The result is wrong if there is an 
overflow. In case of overflow, increase the number of bits for each number, repeat the 
subtraction operation until the overflow is zero to obtain the correct result. Note that if 
there is a final carry after performing the 2’s complement subtraction, the result is positive. 
On the other hand, if there is no final carry after 2's complement subtraction, the result 1s 
negative. 

Computers utilize common hardware to perform addition and subtraction 
operations for both unsigned and signed numbers. The instruction set of computers 
typically include the same ADD and SUBTRACT instructions for both unsigned and signed 
numbers. The interpretations of unsigned and signed ADD and SUBTRACT operations are 
performed by the programmer. For example, consider adding two 8-bit numbers, A and B 
( A = FF, and B= FF,, ) using the ADD instruction by a computer as follows: 
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| 1111 111< Intermediate carries 
FF,,= 1111 1111 
+ FF,4-71lll 1111 


es ts ee ee eg ee ee ee aa 


Final carry >1 1111 1110 = FE, 


When the above addition is interpreted as an unsigned operation by the programmer, the 
result will be 

A + B =FF,, + FF; = 255, 5+ 255,7 510,, which is FE, with a carry as shown above. 
However, if the addition is interpreted as a signed operation, then, A + B =FF,, + FF, = 
(-1,9) + (1,9) = -Z;; which is FE,,as shown above, and the final carry must be discarded by 
the programmer. Similarly, the unsigned and signed subtraction can be interpreted by the 
programmer. 

Typical 8-bit microprocessors, such as the Intel 8085 and Motorola 6809, do not 
include multiplication and division instructions due to limitations in the circuit densities 
that can be placed on the chip. Due to advances in semiconductor technology, 16-, 32-, and 
64-bit microprocessors usually include multiplication and division algorithms in a ROM 
inside the chip. These algorithms typically utilize an ALU to carry out the operations. one 
can write a program that multiplies two numbers. Although this solution seems viable, the 
operational speed is unsatisfactory. 

For application environments such as real-time digital filtering, in which the 
processor is expected to perform 32 to 64 eight-bit multiplication operations within 100 
usec (sampling frequency = 10 kHz), speed is an important factor. New device technologies 
such as BICMOS and HCMOS, allow manufacturers to pack millions of transistors in a 
chip. Consequently, state-of-the-art 32-bit microprocessors such as the Motorola 68060 
(HCMOS) and Intel Pentium (BICMOS) designed using these technologies, have a 
larger instruction set than their predecessors, which includes multiplication and division 
instructions. In this section, multiplier design principles are discussed. Two unsigned 
integers can be multiplied using repeated addition as mentioned in Chapter 2. Also, they 
can be multiplied in the same way as two decimal numbers are multiplied by paper and 
pencil method. Consider the multiplication of two unsigned integers, where the multiplier 
Q = 15 and the multiplicand is M = 14, as illustrated: 


M —— 14460 -—-———- Multiplicand (E440) 


Q -—————. d6gMlb-—— — Multiplier (15,,) 


1110 «———-—- — Partial products 


P-—-———— 11010010 ———— Final product 


In the paper and pencil algorithm, shifted versions of multiplicands are added. 


252 Fundamentals of Digital Logic and Microcomputer Design 


nai nis mn, Ma 


d3 d» di do 


mado qo mudo o moqoge——————— Partial product PRo 
Partial product PR, 
Partial product PR; 
Partial product PR; 





Had | HI | midi; Modi 
Had; "oq; Miq? meq;*—7——— 
Md} MGs Mida M3 











Py. Pe Po Py Pe Ps. Pi Po 


FIGURE 7.17 Generalized Version of the Multiplication of Two 4-bit Numbers Using 
the Paper and Pencil Algorithm 
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FIGURE 7.18 4x4 Array Multiplier 


This procedure can be implemented by using combinational circuit elements such as AND 
gates and FULL adders. Generally, a 4-bit unsigned multiplier Q and a 4-bit unsigned 
multiplicand M can be written as M: m, m, m, my and Q: 43 q; q, qs. The process of 
generating the partial products and the final product can also be generalized as shown in 


256 x 8 ROM 





P: D,P.P,P.P.P, P, 
rr att 
8-bit product 


FIGURE 7.19 ROM-based 4x4 Multiplier 
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Figure 7.17. Each cross-product term (m, q;) in this figure can be generated using an AND 
gate. This requires 16 AND gates to generate all cross-product terms that are summed by 
full adder arrays, as shown in Figure 7.18. 
Consider the generation of p, in Figure 7.18(b). From Figure 7.17, p, is the sum of m;q,, 
m,q, and m,q,. The sum of these three elements is obtained by using two full adders. (See 
column for p, in Figure 7.18). The top full-adder in this column generates the sum rq, + 
m,q,. This sum is then added to mq, by the bottom full-adder along with any carry from 
the previous full-adder for p,. 
The time required to complete the multiplication can be estimated by considering the 
longest carry propagation path comprising of the rightmost diagonal (which includes the 
full-adder for p, and the bottom full-adders for p, and p,), and the last row (which includes 
the full-adder for p, and the bottom full-adders for p, and p.). The time taken to multiply 
two n-bit numbers can be expressed as follows: 
T| (n) T A AND gate T (n E 1) A carry propagation + (n m l ) A carry propagation 
In this equation, all cross-product terms m;q; can be generated simultaneously by an array 
of AND gates. Therefore, only one AND gate delay is included in the equation. Also, 
the rightmost diagonal and the bottom row contain (n - 1) full-adders each for then x n 
multiplier. 
Assuming that A snp gate = A carry propagation = 2gate delays = 2A, the preceding expression can 
be simplified as shown: 
T(n) = 2A + (2n - 2)2A = (4n - 2)A. 
The array multiplier that has been considered so far is known as Braun’s multiplier. 
The hardware is often called a nonadditive multiplier (NM), since it does not include 
any additive inputs. An additive multiplier (AM) includes an extra input R; it computes 
products of the form 
P=M*Q+R 
This type of multiplier is useful in computing the sum of products of the form »XiYi. 
Both an NM and an AM are available as standard 1C blocks. Since these systems require 
more components, they are available only to handle 4- or 8-bit operands. 
Alternatively, the same 4x4 NM discussed earlier can be obtained using a 256 x 8 ROM 
as shown in Figure 7.19. 
It can be seen that a given MQ pair defines a ROM address, where the corresponding 8-bit 
product is held. The ROM approach can be used for small-scale multipliers because: 
¢ The technological advancements allow the manufacturers to produce low-cost 
ROMs. 

e The design effort is minimum. 
In case of large multipliers, ROM implementation is unfeasible, since large-size ROMs 
are required. For example, in order to implement an 8 x 8 multiplier, a 2! x 16 ROM is 
required. If the required 8 x 8 product is decomposed into a linear combination of four 4x4 
products, an 8 x 8 multiplier can be implemented using four 256 x 8 ROMs and a few 4-bit 
parallel adders. However, PLDs can be used to accomplish this. 
Signed multiplication can be performed using various algorithms. A simple algorithm 
follows. 

In the case of signed numbers, there are three possibilities: 

l. Mand Q are in sign-magnitude form. 

2. Mand Q are in ones complement form. 

3. M and Q are in twos complement form. 
For the first case, perform unsigned multiplication of the magnitudes without the sign 
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bits. The sign bit of the product is determined as M,  Q,, where M, and Q, are the most 
significant bits (sign bits) of the multiplicand (M) and the multiplier (Q), respectively. For 
the second case, proceed as follows: 

Step 1: If M, = 1, then compute the ones complement of M. 

step 2: If Q, = 1, then compute the ones complement of Q. 

step 3: Multiply the n — 1 bits of the multiplier and the multiplicand. 

Step 4: $, 2 M, 6 Q, 

Step 5: If 5, = 1, then compute the ones complement of the result obtained in Step 3. 

Whenever the ones complement of a negative number (sign bit = 1) is taken, the 
sign 1s reversed. Hence, with respect to the multiplier, the inputs are always a positive 
quantity. When the sign of the bit is negative, however (M, ® Q, = 1), the result must be 
presented in the ones complement form. This is why the ones complement of the product 
found by the unsigned multiplier is computed. When M and Q are in twos complement 
form, the same procedure is repeated, with the exception that the twos complement must be 
determined when Q, = 1, M, = 1, or M, ® Q, = 1. Consider M and Q as twos complement 
numbers. Suppose M = 1100, and Q = 0111,. Because M, = 1, take the twos complement of 
M = 0100;; because Q, = 0, do not change Q. Multiply 0111, and 0100, using the unsigned 
multiplication method discussed before. The product is 0001 1100,. The sign of the product 
S, = M, ®© Q, =1@®0-= I. Hence, take the twos complement of the product 00011100, to 
obtain 11100100,, which is the final answer: -28,,. 

As mentioned 1n Chapter 2, unsigned division can be performed using repeated 
subtraction. However, the general equation for division can be used for signed division. 
Note that the general equation for division is Dividend = Quotient * Divisor + Remainder. 


For example, consider dividend = — 9, divisor = 2. Three possible solutions are shown 
below: 

(a) —09--—4*2- ],Quotient = — 4, Remainder = - 1. 

(b) -9--—5*2- 1, Quotient = — 5, Remainder = +1. 

(c) —9-—-—6*2 +3, Quotient = — 6, Remainder = +3. 
However, the correct answer is shown in (a) in which, Quotient = — 4 and Remainder = 


— 1. Hence, for signed division, the sign of the remainder is the same as the sign of the 
dividend, unless the remainder is zero. Typical microprocessors such as Motorola 68XXX 
follow this convention. 


7.3.4 ALU Design 

Functionally, an ALU can be divided up into two segments: the arithmetic unit and 
the logic unit. The arithmetic unit performs typical arithmetic operations such as addition, 
subtraction, and increment or decrement by 1. Usually, the operands involved may be 
signed or unsigned integers. In some cases, however, an arithmetic unit must handle 4-bit 
binary-coded decimal (BCD) numbers and floating-point numbers. Therefore, this unit 
must include the circuitry necessary to manipulate these data types. As the name implies, 
the logic unit contains hardware elements that perform typical operations such as Boolean 
NOT and OR. In this section, the design of a simple ALU using typical combinational 
elements such as gates, multiplexers, and a 4-bit parallel adder is discussed. For this 
approach, an arithmetic unit and a logic unit are first designed separately; then they are 
combined to obtain an ALU. 

For the first step, a two-function arithmetic unit, as shown in Figure 7.20 is 
designed. The key element of this system is a 4-bit parallel adder. The multiplexers select 
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FIGURE 7.20 Organization of an arithmetic unit 


either Y or Y for the 3-input of the parallel adder. In particular, if s, = 0, then B = Y; 
otherwise B = Y. Because the selection input (s,) also controls the input carry (c), the 
following results: 
If s, = 0 then F = X plus Y 
else F = X plus Y plus 1 
— X minus Y 


This arithmetic unit generates addition and subtraction operations. For the second step, let 
us design a two-function logic unit; this is shown in Figure 7.21. From Figure 7.21 it can be 
seen that when s; = 0, the output G = X AND Y; otherwise the output G = X Q Y. Note that 
from these two Boolean operations, other operations such as NOT and OR can be derived 
by the following Boolean identities: 

lOx-x 

xORy=x@y@xy | 

Therefore, NOT and OR operations can be obtained by using additional hardware 
and the circuit of Figure 7.21. The outputs generated by the arithmetic and logic units can 
be combined by using a set of multiplexers, as shown in Figure 7.22. From this organization 
it can be seen that when the select line s, = 1, the multiplexers select outputs generated by 
the logic unit; otherwise, the outputs of the arithmetic unit are selected. 

More commonly, the select line, s,, is referred to as the mode input because it 
selects the desired mode of operation (arithmetic or logic). A complete block diagram 
schematic of this ALU is shown in Figure 7.23. The truth table illustrating the operation of 
this ALU is shown in Figure 7.24. This table shows that this ALU is capable of performing 
2 arithmetic and 2 logic operations on the 4-bit operands X and Y. 

The rapid growth in IC technology permitted the manufacturers to produce an 
ALU as an MSI block. Such systems implement many operations, and their use as a system 
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FIGURE 7.21 Organization of a 4-bit two-function logic unit 
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FIGURE 7.22 Combining the outputs generated by the arithmetic and logic units 


component reduces the hardware cost, board space, debugging effort, and failure rate. 
Usually, each MSI ALU chip is designed as a 4-bit slice. However, a designer can easily 
interconnect n such chips to get a 4n-bit ALU. Some popular 4-bit ALU chips are the 
74381 and 74181. The 74381 ALU performs 3 arithmetic and 2 miscellaneous operations 
on 4-bit operands. The 74181 ALU performs 16 arithmetic and 16 Boolean operations on 
two 4-bit operands, using either active high or active low data. A complete description and 
operational characteristics of these devices may be found in the data books. 

Typical 8-bit microprocessors, such as the Intel 8085 and Motorola 6809, do not 
include multiplication and division instructions due to limitations in the circuit densities that 
can be placed on the chip. Due to advanced semiconductor technology, 16-, 32-, and 64-bit 
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FIGURE 7.23 Schematic representation of the four functions 


FIGURE 7.24 Truth table controlling the operations of the ALU of Figure 7.23 





microprocessors usually include multiplication and division algorithms in a ROM inside 
the chip. These algorithms typically utilize an ALU to carry out the operations. Verilog 
and VHDL descriptions along with simulation results of typical ALU’s are included in 
Appendices I and J respectively. 


7.3.5 | Design of the Control Unit 
The main purpose of the control unit is to translate or decode instructions and generate 
appropriate enable signals to accomplish the desired operation. Based on the contents of 
the instruction register, the control unit sends the selected data items to the appropriate 
processing hardware at the right time. The control unit drives the associated processing 
hardware by generating a set of signals that are synchronized with a master clock. 

The contro] unit performs two basic operations: instruction interpretation 
and instruction sequencing. In the interpretation phase, the control unit reads (fetches) 
an instruction from the memory addressed by the contents of the program counter into 


258 Fundamentals of Digital Logic and Microcomputer Design 


the instruction register. The control unit inputs the contents of the instruction register. It 
recognizes the instruction type, obtains the necessary operands, and routes them to the 
appropriate functional units of the execution unit (registers and ALU). The control unit 
then issues the necessary signals to the execution unit to perform the desired operation and 
routes the results to the specified destination. 

In the sequencing phase, the control unit generates the address of the next 
instruction to be executed and loads it into the program counter. To design a control unit, 
one must be familiar with some basic concepts such as register transfer operations, types of 
bus structures inside the control unit, and generation of timing signals. These are described 
in the next section. 

There are two methods for designing a control unit: hardwired control and 
microprogrammed control. In the hardwired approach, synchronous sequential circuit 
design procedures are used in designing the control unit. Note that a control unit is a clocked 
sequential circuit. The name “hardwired control" evolved from the fact that the final 
circuit is built by physically connecting the components such as gates and flip-flops. In the 
microprogrammed approach, on the other hand, all control functions are stored in a ROM 
inside the control unit. This memory is called the “control memory.” RAMs and PALs are 
also used to implement the contro] memory. The words in this memory are called “control 
words," and they specify the control functions to be performed by the control unit. The 
control words are fetched from the control memory and the bits are routed to appropriate 
functional units to enable various gates. An instruction is thus executed. Design of control 
units using microprogramming (sometimes called firmware to distinguish it from hardwired 
control) is more expensive than using hardwired controls. To execute an instruction, the 
contents of the control memory in microprogrammed control must be read, which reduces 
the overall speed of the control unit. The most important advantage of microprogramming is 
its flexibility; many additions and changes are made by simply changing the microprogram 
in the control memory. A small change in the hardwired approach may lead to redesigning 
the entire system. | 

There are two types of microprocessor architectures: CISC (Complex Instruction 
Set Computer) and RISC (Reduced Instruction Set Computer). CISC microprocessors 
contain a large number of instructions and many addressing modes while RISC 
microprocessors include a simple instruction set with a few addressing modes. Almost all 
computations can be obtained from a few simple operations. RISC basically supports a 
small set of commonly used instructions which are executed at a fast clock rate compared 
to CISC which contains a large instruction set (some of which are rarely used) executed 
at a slower clock rate. In order to implement fetch /execute cycle for supporting a large 
instruction set for CISC, the clock is typically slower. In CISC, most instructions can 
access memory while RISC contains mostly load/store instructions. The complex 
instruction set of CISC requires a complex control unit, thus requiring microprogrammed 
implementation. RISC utilizes hardwired control which is faster. CISC is more difficult to 
pipeline while RISC provides more efficient pipelining. An advantage of CISC over RISC 
is that complex programs require fewer instructions in CISC with a fewer fetch cycles 
while the RISC requires a large number of instructions to accomplish the same task with 
several fetch cycles. However, RISC can significantly improve its performance with a faster 
clock, more efficient pipelining and compiler optimization. PowerPC and Intel 80XXX 
utilize RISC and CISC architectures respectively. Intel Pentium family, on the other hand, 
utilizes a combination of RISC and CISC architectures for providing high performance. 
The Pentium uses RISC (hardwired control) to implement efficient pipelining for simple 
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FIGURE 7.25 16-Bit register transfer from R, to R, 
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FIGURE 7.26 An enable input controlling register transfer 








instructions. CISC (microprogrammed control) for complex instructions is utilized by the 
Pentium to provide upward compatibility with the Intel 8086/80X86 family. 


Basic Concepts 
Register transfer notation is the fundamental concept associated with the control 
unit design. For example, consider the register transfer operation of Figure 7.25. The 
contents of 16-bit register R are transferred to 16-bit register R, as described by the 
following notation: 
R <= R, 


The symbol <- is called the transfer operator. However, this notation does not 
indicate the number of bits to be transferred. A declaration statement specifying the size of 
each register is used for the purpose: 

Declare registers RO [16], R1 [16] 

The register transfer notation can also be used to move a specific bit from one 

register to a particular bit position in another. For example, the statement 
R, [1] <— Ro [14] 
means that bit 14 of register R, is moved to bit 1 of register R,. 

An enable signal usually controls transfer of data from one register to another. 
For example, consider Figure 7.26. In the figure, the 16-bit contents of register Ry are 
transferred to register R, if the enable input E is HIGH; otherwise the contents of R, and R, 
remain the same. Such a conditional transfer can be represented as 

E: R — Ry 

Figure 7.27 shows a hardware implementation of transfer of each bit of Ry and R.. 
The enable input may sometimes be a function of more than one variable. For example, 
consider the following statement involving three 16-bit registers: If Ry < R, and R, [1] = 1 
then R —— R,. 

The condition A, < R, can be determined by an 8-bit comparator such that the 
output y of the comparator goes to 0 if Rọ < R,- The conditional transfer can then be 
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FIGURE 7.28 Hardware implementation E: R, —— Ro where E =y: R [1] 


Declare registers R{8],M[8],Q[8]; 
Declare buses inbus[8],outbus[8]; 


Start: R e 0, M *— inbus; Clear register R to 0 and move 
multiplicand 
Q e inbus; Transfer multiplier 


Inde poMg nO pel Add multiplicand 
If Q < > 0 then go to loop;  repeatif Q« 0 
Outbus =< Ri 

Go to Halt; 





FIGURE 7.29 Register transfer description of 8 x 8 unsigned multiplication (Assume 
8-bit result) 


expressed as follows: E: R) <- Ry where E= y - R, [1]. Figure 7.28 depicts the hardware 
implementation. 

A number of wires called “buses” are normally used to transfer data in and out 
of a digital processing system. Typically, there will be a pair of buses (*inbuses" and 
"outbuses") inside the CPU to transfer data from the external devises into the processing 
section and vice versa. Like the registers, these buses are also represented using register 
transfer notations and declaration statements. For example, “Declare inbus [16] and outbus 
[16]" indicate that the digital system contains two 16-bit wide data buses (inbus and 
outbus). R, «— inbus means that the data on the inbus is transferred into register R, when 
the next clock arrives. An equate (=) symbol can also be used in place of «—. For example, 
"outbus = R, [15:8]" means that the high-order 8 bits of the 16-bit register R, are made 
available on the outbus for one clock period. An algorithm implemented by a digital system 
can be described by using a set of register transfer notations and typical control structures 
such as if-then and go to. For example, consider the description shown in Figure 7.29 for 
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multiplying two 8-bit unsigned numbers (Multiplication of an 8-bit unsigned multiplier 
by an 8-bit multiplicand) using repeated addition. 

The hardware components for the preceding description include an 8-bit inbus, an 
8-bit outbus, an 8-bit parallel adder, and three 8-bit registers, R, M, and Q. This hardware 
performs unsigned multiplication by repeated addition. This is equivalent to unsigned 
multiplication performed by assembly language instruction. 

A distinguishing feature of this description is to describe concurrent operations. 
For example, the operations R «— 0 and M «— inbus can be performed simultaneously. As 
a general rule, a comma is inserted between operations that can be executed concurrently. 
On the other hand, a semicolon between two transfer operations indicates that they must be 
performed serially. This restriction is primarily due to the data path provided in the hardware. 
For example, in the description, because there is only one input bus, the operations M «— 
inbus and Q «— inbus cannot be performed simultaneously. Rather, these two operations 
must be carried out serially. However, one of these operations may be overlapped with the 
operation R «— 0 because the operation does not use the inbus. The description also includes 
labels and comments to improve readability of the task description. Operations such as R 
< 0 and M < inbus are called *micro-operations", because they can be completed in one 
clock cycle. In general, a computer instruction can be expressed as a sequence of micro- 
operations. 

The rate at which a microprocessor completes operations such as R + R 
* M is determined by its bus structure inside the microprocessor chip. The cost of the 
microprocessor increases with the complexity of the bus structure. Three types of bus 
structures are typically used: single-bus, two-bus, and three-bus architectures. 

The simplest of all bus structures is the single-bus organization shown in Figure 
7.30. At any time, data may be transferred between any two registers or between a register 
and the ALU. If the ALU requires two operands such as in response to an ADD instruction, 
the operands can only be transferred one at a time. In single-bus architecture, the bus must 
be multiplexed among various operands. Also, the ALU must have buffer registers to hold 
the transferred operand. 

In Figure 7.30, an add operation such as R, «— R, + R, is completed in three clock 
cycles as follows: 

First clock cycle: The contents of R, are moved to buffer register B, of the ALU. 
Second clock cycle: The contents of R, are moved to buffer register B, of the ALU. 
Third clock cycle: The sum generated by the ALU is loaded into R,. 

A single-bus structure slows down the speed of instruction execution even though 
data may already be in the microprocessor registers. The instruction's execution time is 
longer if the operands are in memory; two clock cycles may be required to retrieve the 
operands into the microprocessor registers from external memory. 


Buffer Buffer 
Registers,B1 Registers,B2 


Special Purpose 
Registers 


General Purpose 
Registers 





FIGURE 7.30 — Single-bus architecture 
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FIGURE 7.31  Two-bus architecture 
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FIGURE 7.32 Three-bus architecture 


To execute an instruction such as ADD between two operands already in register, 
the control logic in a single-bus structure must follow a three-step sequence. Each step 
represents a control state. Therefore, a single-bus architecture requires a large number of 
states in the control logic, so more hardware may be needed to design the control unit. 
Because all data transfers take place through the same bus one at a time, the design effort 
to build the control logic is greatly reduced. 

Next, consider a two-bus architecture, shown in Figure 7.31. All general-purpose 
registers are connected to both buses (bus A and bus B) to form a two-bus architecture. The 
two operands required by the ALU are, therefore, routed in one clock cycle. Instruction 
execution is faster because the ALU does not have to wait for the second operand, unlike 
the single-bus architecture. The information on a bus may be from a general-purpose 
register or a special-purpose register. In this arrangement, special-purpose registers are 
often divided into two groups. Each group is connected to one of the buses. Data from two 
special-purpose registers of the same group cannot be transferred to the ALU at the same 
time. 

In the two-bus architecture, the contents of the program counter are always 
transferred to the right input of the ALU because it is connected to bus A. Similarly, the 
contents of the special register MBR (memory buffer register, to hold up data retrieved 
from external memory) are always transferred to the left input of the ALU because it is 
connected to bus B. 
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In Figure 7.31, an add operation such as Rọ «— R, + R, is completed in two clock 
cycles as follows: 
First clock cycle: The contents of R, and R, are moved to the inputs of ALU. 
The ALU then generates the sum in the output register. 
Second clock cycle: The sum from the output register is routed to Rp. 


The performance of a two-bus architecture can be improved by adding a third 
bus (bus C), at the output of the ALU. Figure 7.32 depicts a typical three-bus architecture. 
The three-bus architecture perform the addition operation R, +- R, + R, in one cycle as 
follows: 

First cycle: The contents of R, and R, are moved to the inputs of the 

ALU via bus A and bus B respectively. The sum generated 
by the ALU is then transferred to R, via bus C. 

The addition of the third bus will increase the system cost and also the complexity 
of the control unit design. 

Note that the bus architectures described so far are inside the microprocessor chip. 
On the other hand, the system bus connecting the microprocessor, memory, and I/O are 
external to the microprocessor. 

Another important concept required in the design of a control unit is the generation 
of timing signals. One of the main tasks of a control unit is to properly sequence a set of 
operations such as a sequence of n consecutive clock pulses. To carry out an operation, 
timing signals are generated from a master clock. Figure 7.33 shows the input clock pulse 
and the four timing signals 7,, 7,, D, and T}. A ring counter (described in Chapter 5) can 
be used to generate these timing signals. To carry out an operation P; at the ith clock pulse, 
a control unit must count the clock pulses and produce a timing signal T;. 


Hardwired Control Design 
The steps involved in hardwired control design are summarized as follows: 
l. Derive a flowchart from the problem definition and validate the algorithm by 
using trial data. 
2. Obtain a register transfer description of the algorithm from the flowchart. 
3. Specify a processing hardware along with various components. 
4. Complete the design of the processing section by establishing the necessary 
control inputs. 
5. Determine a block diagram of the controller. 
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FIGURE 7.33 Timing signals 
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Obtain the state diagram of the controller. 

Specify the characteristic of the hardware for generating the required timing 
signals used in the controller. 

Draw the logic circuit of the controller. 

The following example is provided to illustrate the concepts associated with 


implementation of a typical instruction in a control unit using hardwired control. The 
unsigned multiplication by repeated addition discussed earlier is used for this purpose. A 4- 


R <-- 0 
M «-- Multiplicand 
via inbus 





" " 


Q «-- Mulitplier 
via inbus 









Yes 





FIGURE 7.34 Flowchart for 4-bit x 4-bit multiplication 


R M Q 
Initialization 0000 0100 0011 
Iteration 1 
R<-R+M 0100 0100 0010 
Q «-- Q - 1 
Iteration 2 
R«-R4M 1000 0100 0001 
Q «-- Q - 1 
Iteration 3 
R<--R+M 1100 0100 0000 
Q<--Q-1 


FIGURE 7.35 Verification of the unsigned multiplication algorithm 
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bit by 4-bit unsigned multiplication will be considered. Assume the result of multiplication 
is 4 bits. 

Step 1: Derive a flowchart from the problem definition and then validate the algorithm 
using trial data. 

Figure 7.34 shows the flowchart. In the figure, M and Q are two 4-bit registers containing 
the unsigned multiplicand and unsigned multiplier respectively. Assume that the result of 
multiplication is 4-bit wide. The 4-bit result of the multiplication called the “product” will 
be stored in the 4-bit register, R. The contents of R are then output to the outbus. 

The flowchart in Figure 7.34 is similar to an ASM chart and provides a hardware 
description of the algorithm. The sequence of events and their timing relationships are 
described in the flowchart. For example, the operations, R <- 0 and M «— multiplicand 
shown in the same block are executed simultaneously. Note that M <- multiplicand via 
inbus and Q <- multiplier via inbus must be performed serially because both operations 
use a single input bus for loading data. These operations are, therefore, shown in different 


Start: R « 0, M «- inbus; Clear Register to 0 and move multiplicand 
Q *— inbus; Transfer Multiplier 
Loop: R= R +M, Qe Q -1; Perform addition, decrement counter 


If Q < > 0 then goto Loop; RepeatifQ=0 
outbus + R; 
Halt: Go to Halt; 


FIGURE 7.36 Register transfer description 4-bit x 4-bit unsigned multiplication 
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(c) Tristate Buffer 
FIGURE 7.37 Components of the processing section of 4-bit by 4-bit unsigned 
multiplication 
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blocks. Because R < 0 does not use the inbus, this operation is overlapped, in our case, 
with initializing of M via the inbus. This simultaneous operation is indicated by placing 
them in the same block. 

The algorithm will now be verified by means of a numerical example as shown 
in Figure 7.35. Suppose M = 0100, = 4,, and Q = 0011, = 3,4; then R = product = 1100, = 
12; 

Step 2: Obtain a register transfer description of the algorithm from the flowchart. Figure 
7.36 shows the description of the algorithm. 
Step 3: Specify a processing hardware along with various components. 
The processing section contains three main components: 
e  General-purpose registers 
e  4-bit adder 
e Tristate buffer 

Figure 7.37 shows these components. The general-purpose register is a trailing 
edge-triggered device. 

Three operations (clear, parallel load, and decrement) can be performed by 
applying the appropriate inputs at C, L, and D. All these operations are synchronized at the 
trailing (high to low) edge of the clock pulse. 

The 4-bit adder can be implemented using 4-bit adder circuits. The tristate buffer 
is used to control data transfer to the outbus. 

Step 4: Complete the design of the processing section by establishing the necessary 
control inputs. 

Figure 7.38 shows the detailed logic diagram of the processing section, along with 
the control inputs. 

Step 5: Determine a block diagram of the controller. Figure 7.39 shows the block 
diagram. 

The controller has three inputs and seven outputs. The Reset input is an 
asynchronous input used to reset the controller so that a new computation can begin. The 
Clock input is used to synchronize the controller's action. All activities are assumed to be 
synchronized with the trailing edge of the clock pulse. 

Step 6: Obtain the state diagram of the controller. 

The controller must initiate a set of operations in a specified sequence. Therefore, 
it is modeled as a sequential circuit. The state diagram of the unsigned multiplier controller 
is shown in Figure 7.40. 

Initially, the controller is in state 7,. At this point, the control signals C, and C; are 
HIGH. Operations R < 0 and M + inbus are carried out with the trailing edge of the next 
clock pulse. The controller moves to state T, with this clock pulse. When the controller is 
in 75, R «— R+ M and Q< Q- l are performed. 

All these operations take place at the trailing edge of the next clock pulse. The 
controller moves to state 7; only when the unsigned multiplication is completed. The 
controller then stays in this state forever. A hardware reset input causes the controller to 
move to state 7), and a new computation will start. 

In this state diagram, selection of states is made according to the following 
guidelines: 

s. If the operations are independent of each other and can be completed within 
one clock cycle, they are grouped within one control state. For example, in 

Figure 7.40, operations R <- 0 and M < inbus are independent of each other. 

With this hardware, they can be executed in one clock cycle. That is, they are 
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FIGURE 7.38 Detailed logic diagram of the processing section 
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FIGURE 7.39 Block diagram of the unsigned multiplier controller 
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(a) State Diagram (b) Controller action 


FIGURE 7.40 Controller description 
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FIGURE 7.41 Timing signals generated by the controller 





microoperations. However, if they cannot be completed within the 7, clock cycle, 

either clock duration must be increased or the operations should be divided into a 

sequence of microoperations. 

e Conditional testing normally implies the introduction of new states. For example, 
in the figure, conditional testing of Z introduces the new state T}. 

* One should not attempt to minimize the number of states. When in doubt, new 
states must be introduced. The correctness of the control logic is more important 
than the cost of the circuit. 

Step 7: Specify the characteristics of the hardware for generating the required timing 
signals. 

There are six states in the controller state diagram. Six nonoverlapping timing 
signals (7, through 7;) must be generated so that only one will be high for a clock pulse. 
For example, Figure 7.41 shows the four timing signals 7), 7,, T», and 7;. A mod-8 counter 
and a 3-to-8 decoder can be used to accomplish this task. Figure 7.42 shows the mod-8 
counter. 

Step 8: Draw the logic circuit of the controller. 

Figure 7.43 shows the logic circuit of the controller. The key element of the 

implementation in Figure 7.43 is the sequence controller (SC) hardware, which sequences 


External Data 


Action 


Clear 






Clock US nion external 
Count up 
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(a) Block Diagram (b) Function Table 
FIGURE 7.42 Characteristics of the counter used in the controller design 
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(b) PLA Implementation 
FIGURE 7.44 Sequence controller design 


the controller according to the state diagram of Figure 7.40. Figure 7.44(a) shows the truth 
table for the SC controller. 

Consider the logic involved in deriving the entries of the SC truth table. The mod- 
8 counter is loaded (or initialized) with the specified external data if the counter control 
inputs C and L are 0 and | respectively from Figure 7.42. In this counter, the counter load 
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control input L overrides the counter enable control input £. 

From the controller's state diagram of Figure 7.40, the controller counts up 
automatically in response to the next clock pulse when the counter load control input L = 
0 because the enable input £ is tied to HIGH. Such normal sequencing activity is desirable 
for the following situations: 

e Present control state is To 7, T», Tẹ 
* Present control state is 7, and Z = 1; the next state is 7;. 

The SC must load the counter with the appropriate count when the counter is 
required to load the count out of its normal sequence. 

For example, from the controller's state diagram of Figure 7.40, if the present 
control state is T, (counter output O;O,O,7 011) and if Z = 0, the next state is 7;. When 
these input conditions occur, the counter must be loaded with external value 010 at the 
trailing edge of the next clock pulse (7, = 1 only when O,0,0,= 010. Therefore, the SC 
generates L = ] and d,d,d, = 010. 

Similarly, from the controller's state diagram of Figure 7.40, if the present state 
is 7;, the next control state is also 7;. The SC must generate the outputs Z = 1 and d,d,d, = 
101. The SC truth table of Figure 7.41 shows these out-of-sequence counts. For each row 
of the SC truth table of Figure 7.44(a), a product term is generated in the PLA: 

P, * ZT, and P, = f,. 

The PLA (Figure 7.44b) generates four outputs: L, d,, d,, and dọ. Each output is 
directly generated by the SC truth table and the product terms. The PLA outputs are as 
follows: 


L afoot a 
d, =p) 
di =P 
d, =P, 


The controller design is completed by relating the control states (7, through 7;) to 
the control signals (C, though C,) as follows: 


C; =C,=7, 

C =T, 

C, -C,-C,-l, 
C; =T, 


From these equations, when the control is in state 7, or 7,, multiple micro- 
operations are performed. Otherwise,when the control is in state T, or 7,, a single micro- 
operation is performed. 

The unsigned multiplication algorithm just implemented using hardwired control 
can be considered as an unsigned multiplication instruction with a microprocessor. To 
execute this instruction, the microcomputer will read (fetch) this multiplication instruction 
from external memory into the instruction register located inside the microprocessor. The 
contents of this instruction register will be input to the control unit for execution. The control 
unit will generate the control signals C, through C, as shown in Figure 7.43. These control 
signals will then be applied to the appropriate components of the processing section in 
Figure 7.38 at the proper instants of time shown in Figure 7.40. Note that the control signals 
are physically connected to the hardware elements of Figure 7.38. Thus, the execution of 
the unsigned multiplication instruction will be completed by the microprocessor. 


Microprogrammed Control Unit Design 
As mentioned earlier, a microprogrammed control unit contains programs written 
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using microinstructions. These programs are stored in a control memory normally in a 
ROM inside the CPU. To execute instructions, the microprocessor reads (fetches) each 
instruction into the instruction register from external memory. The control unit translates 
the instruction for the microprocessor. Each control word contains signals to activate one 
or more microoperations. À program consisting of a set of microinstructions is executed 
in a sequence of micro-operations to complete the instruction execution. Generally, all 
microinstructions have two important fields: 

* Control word 

e Next address 

The control field indicates which control lines are to be activated. The next 
address field specifies the address of the next microinstruction to be executed. The concept 
of microprogramming was first proposed by W. V. Wilkes in 1951 utilizing a decoder and 
an 8 x 8 ROM with a diode matrix. This concept is extended further to include a control 
memory inside the CPU. The cost of designing a CPU primarily depends on the size of the 
control memory. The length of a microinstruction, on the other hand, affects the size of the 
control memory. Therefore, a major design effort is to minimize the cost of implementing 
a microprogrammed CPU by reducing the length of the microinstruction. 

The length of a microinstruction is directly related to the following factors: 

e The number of micro-operations that can be activated simultaneously. This is 
called the “degree of parallelism.” 
e The method by which the address of the next microinstruction is determined. 

All microinstructions executed in parallel can be included in a single 
microinstruction with a common op-code. The result is a short microprogram. However, 
the length of the microinstruction increases as parallelism grows. 

The control bits in a microinstruction can be organized in several ways. One 
obvious way is to assign a single bit for each control line. This will provide full parallelism. 
No decoding of the control field is necessary. For example, consider Figure 7.45 with two 
registers, X and Y with one outbus. 

In figure 7.45, the contents of each register are transferred to the outbus when the 
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FIGURE 7.45 An example of a register transfer 
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FIGURE 7.46 Encoded format 
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appropriate control line is activated: 
Cy: outbus + X 
C,: outbus + Y 
Here, each operation can be performed one at a time because there is only one 
outbus. A single bit can be assigned to perform each transfer as follows: 









Control Bits 








Operation 
Performed 


Outbus <— X 
Outbus < Y 


No operation 









This method is called *unencoded format." 

The three operations can be implemented using two bits and a 2-to-4 decoder 
as shown in Figure 7.46. This is called “encoded format." The relationship between the 
encoded and actual control information is as follows: 


Encoded Bits Operation 
d, d, Performed 
0 0 No operation 
0 Outbus < x 

l 0 Outbus < y 





Note that a 5-bit control field is required for five operations. However, three 
encoded bits are required for five operations using a 3 to 8 decoder. Hence, the encoded 
format typically provides a short control field and thus results in short microinstructions. 
However, the need for a decoder will increase the cost. Therefore, there 1s a trade-off 
between the degree of parallelism and the cost. Microinstructions can be classified into 
two groups: horizontal and vertical. The horizontal microinstruction mechanism provides 
long microinstructions, a high degree of parallelism, and little or no encoding. The vertical 
microinstruction method, on the other hand, offers short microinstructions, limited 
parallelism, and considerable decoding. 

Microprogramming is the technique of writing microprograms in a 
microprogrammed control unit. Writing microprograms is similar to writing assembly 
language programs. Microprograms are basically written in a symbolic language called 
microassembly language. These programs are translated by a microassembler to generate 
microcodes, which are then stored in the control memory. 

In the early days, the control memory was implemented using ROMs. However, 
these days control memories are realized in writeable memories. This provides the 
flexibility of interpreting different instruction set by rewriting the original microprogram, 
which allows implementation of different control units with the same hardware. Using 
this approach, one CPU can interpret the instruction set of another CPU. The design of a 
microprogrammed control unit is considered next. The 4-bit x 4-bit unsigned multiplication 
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Control Control Word 
Memory 
Address 
0 START Re 0, M e inbus; 
l Q «- inbus; 
2 LOOP RR MG og 9 e ads 
3 If Z = 0 then goto Loop; 
4 outbus © R; 
3 HALT Go to HALT 


FIGURE 7.47 Symbolic microprogram for 4-bit x 4-bit unsigned multiplication using 
repeated addition 
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FIGURE 7.48 Microprogrammed unsigned multiplier control unit 


using hardwired control (presented earlier) is implemented by microprogramming. The 
register transfer description shown in Figure 7.36 is rewritten in symbolic microprogram 
Janguage as shown in Figure 7.47. Note that the unsigned 4-bit x 4-bit multiplication uses 
repeated addition. The result (product) is assumed to be 4 bits wide. 

To implement the microprogram, the hardware organization of the control unit 
shown in Figure 7.48 can be used. The various components of the hardware of Figure 7.48 
are described in the following: 

1. Microprogram Counter (MPC). The MPC holds the address of the next 
microinstruction to be executed. It is initially loaded from an external source 
to point to the starting address of the microprogram. The MPC is similar to the 
program counter (PC). The MPC is incremented after each microinstruction fetch. 
If a branch instruction is encountered, the MPC is loaded with the contents of the 
branch address field of the microinstruction. 

2. Control Word Register (CWR). Each control word in the control memory in 
this example is assumed to contain three fields: condition select, branch address, 
and control function. Each microinstruction fetched from the Control Memory is 
loaded into the CWR. The organization of the CWR is same for each control word 
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and contains the three fields just mentioned. In the case of a conditional branch 
microinstruction, if the condition specified by the condition select field is true, 
the MPC is loaded with the branch address field of the CWR; otherwise, the MPC 
is incremented to point to the next microinstruction. The control function field 
contains the control signals. 

3. MUX (Multiplexer). The MUX is a condition select multiplexer. It selects one 
of the external conditions based on the contents of the condition select field of the 
microinstruction fetched into the CWR. 

In Figure 7.48, a 2-bit condition select field 1s required as follows: 









Condition Select Field Interpretation 






No branching (no condition) 
Branch if Z- 0 


Unconditional branching 






From Figure 7.47 six control memory address (addresses 0 through 5) are required 
for the control memory to store the microprogram. Therefore, a 3-bit address is necessary 
for each microinstruction. Hence, three bits for the branch address field are required. From 
Figure 7.48 seven control signals (C, through C,) are required. Therefore, the size of the 
control function field is 7 bits wide. Thus, the size of each control word can be determined 
as follows: 


size of a =  Sgizeofthecondition + size ofthe branch + number 
control word select field address field of control 
signals 
= 2 | + 3 + 7 


12 bits 


Therefore, the size of the control memory is 6 bits x 12 bits because the 
microprogram requires six addresses (0 through 5) and each control word is 12 bits wide. 
The size of the CWR is 12 bits. The complete binary listing of the microprogram is shown 
in Figure 7.49. 


ROM Address Control Word 





Go to address 5 (HALT) 


FIGURE 7.49 Binary listing of the microprogram for 4-bit x 4-bit unsigned 
multiplication 
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Let us now explain the binary program. Consider the first line of the program. 
The instruction contains no branching. Therefore, the condition select field is 00. The 
contents of the branch in this case filled with 000. In the control function field, two micro- 
operations, C, and C, are activated. Therefore, both C, and 
C, are set to 1; C, through C, are set to 0. 
This results in the following binary microinstruction shown in the first line 
(address 0) of Figure 7.49: 


Condition Branch Control 
Select Address Function 
00 000 1100000 


Next, consider the conditional branch instruction of Figure 7.49. This 
microinstruction implements the conditional instruction “If Z = 0 then go to address 2." In 
this case, the microinstruction does not have to activate any control signal of the control 
function field. Therefore, C, through C, are zero. The condition select field is 01 because 
the condition is based on Z = 0. Also, if the condition is true (Z = 0), the program branches 
to address 2. Therefore, the branch address field contains 010,. Thus, the following binary 
microinstruction is obtained: 


Condition Branch Control 
Select Address Function 
01 010 000000 


The other lines in the binary representation of the microprogram can be explained 
similarly. To execute an unsigned multiplication instruction implemented using the 
repeated addition just described, a microprogrammed microprocessor will fetch the 
instruction from external memory into the instruction register. To execute this instruction, 
the microprocessor uses the control unit of Figure 7.48 to generate the control word based 
on the microprogram of Figure 7.49 stored in the control memory. The control signals 
C, through C, of the control function field of the CWR will be connected to appropriate 
components of Figure 7.38 The instruction will thus be executed by the microprocessor. 

By examining the microprogram in Figure 7.49, it is obvious that the control 
function field contains all zeros in case of branch instructions. In a typical microprogram, 
there may be several conditional and unconditional branch instructions. Therefore, a lot of 
valuable memory space inside the control unit will be wasted if the control field is filled 
with zeros. In practice, the format of the control word is organized in a different manner to 
minimize its size. This reduces the implementation cost ofthe control unit. Whenever there 
are several branch instructions, the microinstructions, can be formatted by using a method 
called multiple microinstruction format. In this approach, the microinstructions are divided 
into two groups: operate and branch instructions. 

An operate instruction initiates one or more microoperations. For example, after 
the execution of an operate instruction, the MPC will be incremented by 1. In the case of a 
branch instruction, no microoperation wil] usually be initiated, and the MPC may be loaded 
with a new value. 

This means that the branch address field can be removed from the microinstruction format. 
Therefore, the control function field is used to specify the branch address itself. Typically, 
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ROM Address Address - Control Word = 


In decimal Control Function 

a Address : C; 0; G C UC C 
1 0 0 0 0 O0 J|Re—0,M c inbus 

0 |Q € inbus 

ReR+M,Q¢Q-l, 

Rc—F 

If Z = 0 then go to 

address 2 (loop) 

outbus €— R 

Go to address 5 (HALT) 


Comments 








FIGURE 7.50 Reduction of the length of microinstruction of Figure 7.49 


each microinstruction will have two fields, as shown next: 


CONDITION- CONTROL FUNCTION FIELD 
SELECT FIELD 


[$|$ e[Glejo 


If S, S, = 00, the microinstruction is considered as an operate instruction, and 
the contents of the control function field are treated as the control signals. Assume the 
Condition Select Field is encoded as follows: 





S; So 

0 0 No branch 

0 ] Branch if cond-1 = 1 
l ji Branch if cond-2 = 1 
l 0 Unconditional branch 


If S, S, = 01, the instruction is regarded as a branch instruction, and the contents 
of the control field are assumed to be a 7-bit branch address. In this example, it is assumed 
that when S, S, = 01, the MPC will be loaded with the appropriate address specified by C, 
CoC CG, C, C, if the condition Z = 0 is satisfied; on the other hand, if S, S, — 10, an 
unconditional branch to the address specified by the Control Function / Branch Address 
Field occurs. 

In order to illustrate this concept, the microprogram for 4-bit by 4-bit unsigned 
multiplication of Figure 7.49 is rewritten using the multiple instruction format as shown in 
Figure 7.50. 

It can be seen from the figure 7.50 that the total size of the control store 1s 54 
bits (6 x 9 — 54). In contrast, the control store of figure 7.49 contains 72 bits. For large 
microprograms with many branch instructions, tremendous memory savings can be 
accomplished using the multiple microinstructon format. Addresses 0, 1, 2, and 4 contain 
microinstructions with the contents of the conditional select field as 00, and are considered 
as operate instructions. In this case, the contents of the control function field are directed 
to the processing hardware. 

Address 3 contains a conditional branch instruction since the contents of the 
condition select field are 01; while address 5 contains an unconditional branch instruction 


Design of Computer Instruction Set and the CPU 277 


Load / increment Micro 
program 
Counter (MPC) Reset 


3 





z-o Control Memory 
(CM) 


6x9 


C6 C5 C4 C3 C2 C] 





To the Processing Section 


FIGURE 7.51 Microprogrammed Controller for the Microprogram of Figure 7.50. 
CPU Memory 


256 x 8 
RAM 





FIGURE 7.52 Programming Model of a Simple Processor 


(halt instruction; that is, jump to the same address) since the condition select field is 10. 
Hence, the 7-bit control function field directly specifies the desired branch addresses 2 and 
5, respectively. Figure 7.51 shows the hardware schematic. 


7.4 Design of a Microprogrammed CPU 


Next, the design of a microprogrammed processor is illustrated. The programming model 
of this processor is shown in Figure 7.52. 

The CPU contains two registers: 

1. An 8-bit register A 2. A 2-bit flag register F 

The flag register holds only zero (Z) and carry (C) flags. All programs and data are stored in 
the 256 x 8 RAM. The detailed hardware schematic of the data-flow part of this processor 
is shown in Figure 7.53. 

From Figure 7.53, it can be seen that the hardware organization includes four more 8-bit 
registers, PC, IR, MAR, and BUFFER. These registers are transparent to a programmer. 
The 8-bit register BUFFER is used to hold the data that is retrieved from memory. In this 
system, only a restricted number of data paths are available. These paths are controlled by 
the control inputs C, through C,, as defined in Table 7.1. 
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Cs 


Cs 





Data out 


FIGURE 7.53 Hardware Schematic of the Simple Processor (Note: 8-bit PC is 
connected to eight 2 to 1 MUXs-- Not shown above) 


From Figure 7.54, notice that the proposed instruction set contains 11 instructions. The 
first 7 instructions are classified as memory reference instructions, since they all require 
a memory address (which is an 8-bit number in this case). The last 4 instructions do not 
require any memory address; they are called nonmemory reference instructions. Each 
memory reference instruction is assumed to occupy 2 consecutive bytes in the RAM. The 
first byte is reserved for the op-code, and the second byte indicates the 8-bit memory 
address. In contrast, a nonmemory reference instruction takes only one byte of storage. 
This instruction set supports only two addressing modes: implicit and direct. Both branch 
instructions are assumed to be absolute mode branch instructions. The op-code encoding 
for this instruction set is carried out in a logical manner, as explained in Figure 7.55. 

The bit I3 of Figure 7.55 decides the instruction type. If I3 = 1, it is a memory reference 
instruction (MRI), otherwise it is a nonmemory reference instruction (NMRI). 

Within the memory reference category, instructions are classified into four groups, as 
follows: 


GROUP NO. INSTRUCTIONS 


0 Load and store 

1 Add and subtract 
2 Jumps 

3 Logical 


There are two instructions in the first three groups. Bit I, is used to determine the desired 
instruction ofa particular group. If To of group 0 equals zero, it is the load (LDA) instruction; 
otherwise it is the store (STA) instruction. Nevertheless, no such classification is required 
for group 3 and the nonmemory reference instructions. 

As mentioned before, the instruction execution involves the following steps: 
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TABLE 7.1 


C, PC <0 


Definitions of the Control Inputs C-C, 
MICROOPERATION 


Ci PC <= PCs1 


C,C,C,: PC <— M ((MAR)) 


C,C,: MAR < PC 


C,C,C;: BUFFER — M ((MAR)) 


C,C,; MAR <— BUFFER 


C,C,C4: IR —- M ((MAR)) 


C; A<F 


C; C: M ((MAR)) —— A 


COMMENT 
Clear PC to zero. 
Advance the PC. 


Read the data from the memory and save it in the 
PC. 


Transfer the contents of the PC into MAR. 


Read the data from the memory and save the 
result in BUFFER. 


Transfer the content of the BUFFER into MAR. 


Read the data from memory and save the result 
into IR. 


Transfer the ALU output into the A register. 


Save contents of register À into memory. 


The eight ALU operations performed by the CPU are defined by C,.C,,C,, as follows: 


Step 1: 
Step 2: 
Step 3: 


Step 4: 
Step 5: 
Step 6: 


Cu 
0 
0 
0 
0 


] 


C C, F 

0 0 0 

0 ] R 

] 0 L+R 

l l L-R 

0 0 L+] 

0 l L-1 

l 0 L AND R 

l l NOT L 
Fetch the instruction. 


Decode the instruction to find out the required operation. 

If the required operation is a halt operation, then go to Step 6; 
otherwise continue. 

Retrieve the operands and perform the desired operation. 

Go to Step 1. 
Execute an infinite LOOP. 


The first step is known as the fetch cycle, and the rest are collectively known 
as the execution cycle. To decode the instruction, the hardware shown in Figure 7.56 is 


used. 


With this hardware and the status flags (Z and C), a microprogram to implement 
the instruction set can be written. The symbolic version of this microprogram is shown in 
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Instruction Object Code 
General 
Length in 
0000 1000 
EA 2 A <M («xaddr)) register À 
a 0000 1001 ne "- Store 
2 M («addr») — A register A 
ADD 0000 1010 ao Add register 
<- A+ M (xaaddr) Adi 
addr | «addrb | irect 
ae 00001011 | 0B | yy Subtract 
2 A =< A -M («addr;) register A 
| 0000 1100 | 1100 If Z=] then PC <- 
JZ «addp 2 «addr else PC <— PC 
: 
| 00001101 | 0D If C = 1 then PC — 
JC «addr 2 «addr» else PC <- PC 
AND ; 00001110 | 0E | Anu 


E 





















p iu 
ype 






Operation Comment 














Load 









Jump on 
zero flag set 

























register A 
direct 


CMA 


DCRA 0000 0100 


register A 


«addr&»: 8-bit memory address in binary Rim memory reference instruction 
«addrHo: 8-bit memory address in hex NMRI: nonmemory reference instruction. 





FIGURE 7.54 Instruction Set to be Implemented 


Figure 7.57. 

The hardware organization of the microprogrammed control unit for this situation 
shown in Figure 7.58 directly follows the symbolic listing shown in Figure 7.57. No 
attempt has been made toward arriving at a minimal microprogram. Rather, the concept 
was presented. The task of translating the symbolic microprogram of Figure 7.57 into a 
binary microprogram is left as an exercise. 
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TC: | Type classifier (if I3 = 1, then it is à MRI; otherwise it is a NMRI) 
GN: Group number within a type 


(I2 Il Group no. 

0 0 0 

0 l 1 

I 0 2 

l I 3 ) 

SC: Subcategory within a group 
FIGURE 7.55 Op-code Encoding Logic 

l ee 
| Tec ee 
ae Subcategory 





within a group 


^X. FIGURE 7.56 Instruction-decoding Hardware 
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Symbolic Microprogram: 
ROM Address 


3l 


FETCH 


CMA 


INCA 


DCRA 


MEMREF 


AND 


LDSTO 


LOAD 


STO 


PC < 0; 


MAR © PC; 

IR < M (MAR)), PC — PC + 1; 
IF 14,7 1 then go to MEMREF; 
IF XC, = 1 then go to CMA; 


IF XC, = 1 then go to INCA; 
IF XC, = 1 then go to DCRA; 
Go to HALT; 

A<A; 

Go to FETCH; 

AA+]; 

Go to FETCH; 

A — A- 1; 

Go to FETCH; 

IF XC, = 1 then go to LDSTO; 


IF XC, = 1 then go to ADSUB; 
IF XC, = 1 then go to JMPS; 
MAR © PC; 


BUFFER < M ((MAR)), PC — PC + 1; 


MAR <- BUFFER; 
BUFFER + M ((MAR)); 
A < A ^ BUFFER; 

Go to FETCH; 

MAR < PC; 

BUFFER < M (MAR), PC e PC + 1; 
MAR < BUFFER; 

IF I, = 1 then go to STO; 
BUFFER < M ((MAR)); 
A < BUFFER; 

Go to FETCH; 

M ((MAR)) = A; 

Go to FETCH; 


These operations constitute the 
fetch cycle. 


Here we decode the 
instructions. 


Execute CMA instructions. 


Execute INCA instruction. 


Execute DCRA instruction. 


Here we branch to the various 
groups of the memory 
reference instruction. 


Execute AND instruction. 


FIGURE 7.57 Symbolic Microprogram that implements the instruction set of figure 


7.54 
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32 ADSUB 

33 

34 

35 

36 

37 ADD 

38 

39 SUB 

40 

41 JMPS 

42 

43 

44  JOZ 

45 

46 

47 JOC 

48 

49 

50 LOADPC 

SÍ 

52 HALT 

FIGURE 7.57 
Condition 
select 
field 
0000 
0001 
0010 
0011 
0100 
0101 
0110 
0111 
1000 

FIGURE 7.58 


MAR < PC; 

BUFFER <- M ((MAR), PC — PC + l; 
MAR <- BUFFER ; 
BUFFER < M ((MAR)); 

IF I; = 1 then go to SUB; 

A — A + BUFFER; 

Go to FETCH; 

A *- A - BUFFER; 

Go to FETCH; 

MAR <- PC; 

IF I; = 1 then go to JOC; 

IF I, = 1 then go to JOC; 

IF Z = I then go to LOADPC; 


PC —PC-«1; 

Go to FETCH; 

IF C = 1 then go to LOADPC; 
PC — PC + 1; 

Go to FETCH; 

PC — M((MAR)); 

Go to FETCH; 

Go to HALT; 


Continued 











o 





Z 1 
C 2 
13 3 
XC2 4 
XC1 5 
XCO 6 
l0 7 
Mes 8 


Interpretation 


No branch 
BranchitZ 1 
Branch if C = 1 
Branch if I3 — 1 
Branch if XC2 = 1 
Branch if XC1 = 1 
Branch if XCO = 1 
Branch if lO 1 
Unconditional branch 


Microprogrammed Controller for the CPU 


Control memory 
(52 x 33) 


23 
Condition | Branch Control 
select address functions 
6 
C 
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Execute ADD instruction 


Execute SUB instruction 


Execute JZ instruction 


Execute JC instruction 


Execute HALT instruction 


Heset 





CMDB 


0 7C Ci 
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FIGURE 7.59 A microprogram of size A x B 


Upper integer of 
«* - Log2n —» 


f <—__" 

l 

Y Nanoprogram 
Control Memory 


FIGURE 7.60 Nanomemory 













000 
001 
010 
100 0000 

101 


110 1010 
FIGURE 7.61 7 x 4-bit single control memory 





000 
001 
010 00 
011 
100 01 
101 10 
110 
7 x 2-bit microcontrol store 3 x 4 nanocontrol store 


FIGURE 7.62 Two-level store (nanomemory) 


l«-— 9 —>p| 
MK 70 —>| 


640 x 9 280 x 70 
280 
Microcontrol nanocontrol store 


store 





FIGURE 7.63 68000 nanomemory 
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Example 7.1 

If the following two instructions are to be added to the instruction set of Figure 7.54, write 
a symbolic microprogram for the CPU of section 7.3 that describes the execution of each 
instruction: 


GENERAL FORMAT OPERATION DESCRIPTION 


(a) CLRA A0 Clear register A 
(b) PRSA A< 11111111 Set register A to all ones 
Solution: 
(a) CLRA: A<-0 ; Use ALU’s zero output (C,,C,,C,,=000) 
gotoFETCH ; 
(b) PRSA: A«cBp ; Use ALU’s zero output (C,,C, ,C,,=000) 
AA : 
go to FETCH : 


Nanomemory is another approach for reducing the size of the control memory. 
This technique contains a two-level memory: control memory and nanomemory. At the 
outset, are may feel that the two-level memory will increase the overall cost. In fact, it 
reduces the cost of the system by minimizing the memory size. 

The concept of nanomemory is derived from a combination of horizontal and 
vertical instructions. However, this method provides trade-offs between them. 

Motorola uses nanomemory to design the control units of their popular 16-bit and 
32-bit microprocessors, including the 68000, 68020, 68030, and 68040. The nanomemory 
method provides significant savings in memory when a group of micro-operations occur 
several times in a microprogram. Consider the microprogram of Figure 7.59, which contains 
A microinstructions B bits wide. The size of the control memory to store this microprogram 
is AB bits. Assume that the microprogram has n (n < A) unique microinstructions. These n 
microinstructions can be held in a separate memory called the *nanomemory" of size nB 
bits. Each of these n instructions occurs once in the nanomemory. Each microinstruction 
in the original microprogram is replaced with the address that specifies the location of the 
nanomemory in which the original B-bit- wide microinstructions are held. 

Because the nanomemory has n addresses, only the upper integer of log,n bits 
is required to specify a nanomemory address. This is illustrated in Figure 7.60. The 
operation of microprocessor employing a nanomemory can be explained as follows: The 
microprocessor's control unit reads an address from the microprogram. The content of this 
address in the nanomemory is the desired control word. The bits in the control word are used 
by the control unit to accomplish the desired operation. Note that a control unit employing 
nanomemory (two-level memory) is slower than the one using a conventional control 
memory (single memory). This is because the nanomemory requires two memory reads 
(one for the control memory and the other for the nanomemory). For a single conventional 
control memory, only one memory fetch is necessary. This reduction in control unit speed 
is offset by the cost of the memory when the same microinstructions occur many times in 
the microprogram. 

Consider the 7 x 4-bit microprogram stored in the single control memory of Figure 
7.61. This simplified example is chosen to illustrate the nanomemory concept even though 
this is not a practical example. In this program, 3 out of 7 microinstructions are unique. 
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Therefore, the size of the microcontrol store is 7 x 2 bits and the size of the nanomemory 
is 3 x 4 bits. This is shown in Figure 7.62. 

Memory requirements for the single control memory = 7 x 4 = 28 bits. Memory 
requirements for nanomemory = (7 x 2 + 3 x 4) bits = 26 bits. Therefore, the saving 
using nanomemory = 28 - 26 = 2 bits. For a simple example like this, 2 bits are saved. 
The HMOS 68000 control unit nanomemory includes a 640 x 9-bit microcontrol store 
and a 280 x 70-bit nanocontrol store as shown in Figure 7.63. In Figure 7.63, out of 640 
microinstructions, 280 are unique. If the 68000 were implemented using a single control 
memory, the requirements would have been 640 x 70 bits. Therefore, 

Memory savings = (640 x 70) — (640 x 9 + 280 x 70) bits 
= 44,800 — 25,360 
= 19,440 bits 
This is a tremendous memory savings for the 68000 control unit. 


QUESTIONS AND PROBLEMS 


7.1 It is desired to implement the following instructions using block code: ADD, 
SUB, XOR, MOVE, HALT. Draw a block diagram. 


7.2 The instruction length and the size of an address field are 9 bits and 3 bits 
respectively. Is it possible to have 
6 two-address instructions 
15 one-address instructions 
8 zero-address instructions 
using expanding op-code technique? Justify your answer. 


7.3 Using the instruction format of Problem 7.2, is it possible to have 
7 two-address instructions 
7 one-address instructions 
8 zero-address instructions 
using expanding opcode technique? Justify your answer. 


7.4 Assume that it is desired to have 2 two-address, 7 one-address, and 25 zero- 
address instructions in a computer instruction set. Using expanding op-code 
technique with a 2-bit op-code and 3-bit address field, is it possible to accomplish 
the above? If so, justify your answer and determine the instruction length. 


7.5 Assume that using an instruction length of 9 bits and the address field size of 3 
bits, 5 two-address and 10 one-address instructions have already been designed, 
using expanding op-code technique. Is it possible to have at least 48 zero-address 
instructions that can be added to the instruction set? 


7.6 Design a combinational logic shifter with 4-bit input and 4-bit output as follows: 
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7.1 


7.8 


19 


7.10 


7.1 


TAZ 


7.13 











Shift Count 4 - bit output 
S, JOE EE 


High Impedance output lines 
No Shift 

Right Shift once 

Right Shift twice 
Right Shift three times 






X X 
0 Q 
0 l 
I 0 
l 1 





where X means don’t care. Using multiplexers and tristate buffers, draw a logic 
diagram. 


Draw a logic diagram for a 4 x 4 barrel shifter. 


Using a minimum number of full adders and multiplexers, design an incrementer/ 
decrementer circuit as follows: If S = 0, output y = x + 1; otherwise, y = x - 1. 
Assume x and y are 4-bit signed numbers and the result is 4 bits wide. 


Design a combinational circuit to compute the absolute value of an 8-bit twos 
complement number. Use 8-bit binary adder and exclusive-OR gates. Draw a 
logic circuit. 


Using a 4-bit CLA as the building block, design an 8-bit adder. 


Design: 

(a) a 16-bit adder whose worst-case add-time is 10A using a 4-bit CLA as a 
building block. 

(b) the fastest 64-bit adder using a 4-bit CLA as the building block. Estimate 
the worst-case add-time of your design. 

(c) a combinational circuit to compute the function f (x) = (3/8) * x where x 
is a 4-bit 2’s complement number. 


Design an arithmetic logic unit to perform the following functions: 






A plus B 
A minus B 
A AND B 
AORB 








Use multiplexers, binary adders, and gates as needed. Assume that A and B are 
4-bit numbers. Draw a logic circuit. 


Design a combinational circuit that will perform the following operations: 
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7.14 


7.15 


7.16 


7.17 


1:19 


7.20 


7.2] 


17:22 
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Assume that A is a 4-bit number and B = a, a; a, dy. Draw a logic diagram. 


Design a 4-bit ALU to perform the following operations: 


S F 
0 Logical Left Shift A once 
] 0 


Assume that 4 is a 4-bit number. Draw a logic diagram using a binary adder, 
multiplexers, and inverters as necessary. 


Design a 4-bit arithmetic unit as follows: 





Assume that 4 and B are 4-bit numbers 


Design an ALU to perform the following operations: 





Assume that x and y are 4-bit numbers, and B= y, y, y, Yọ. Draw a logic diagram. 


Assume two 2's complement signed numbers, M= 11111111;and Q- 11111100,. 
Perform the signed multiplication using the algorithm described in Section 7.2.2. 


What is the purpose of the control unit in a microprocessor? 


Draw a logic diagram to implement the following register transfers: 


(a) If the content of the 8-bit register R is odd, then 
xe- x Dy 
else x«- x AND y 
Assume x and y are 4 bits wide. 
(b) If the number in the 8-bit register R is negative, then x + x — ] else x + 


x + l. Assume x and y are 4 bits wide. 


Discuss briefly the merits and demerits of single-bus, two-bus, and three-bus 
architectures inside a control unit. 


What is the basic difference between hardwired control, microprogramming, and 
nanoprogramming? Name the technique used for designing the control units of 
the Intel 8086, Motorola 68000, and PowerPC. 


Using the following components: 4-bit general-purpose register, ^ 4-bit 
adder/subtractor, and tristate buffer, and assuming the inbus and outbus are 
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4 bits wide, design a control unit using hardwired contro! to perform the 
following operations. You may use counters, decoders, and PLAs as required. 






— R CLD Clock Action 
0100 HP Clear 
Clock 0010 i Load External d 
0001 t Decrement by c 
4-bit General 1000 l Logical Right SI 
Purpose Register 0000 Ay No Change 
Control 
Input F 
1 l+r 
Control 0 l-r 
Input 
X 
- Control Y 
Input 
Tristate pies | 1 X 
Impedence 
Y 
(a) Outbus + 4 x A. Assume A is a 4-bit unsigned number and the result is 
4 bits wide. 
(b) If the 4-bit number in register B is odd, outbus <+ 0; otherwise outbus «— 


A (B / 2). Assume A and B are unsigned 4 bit numbers. Also, assume 
data is already loaded into B. 

(c) If the content of a 4-bit register Q = 0, perform R «— M and then transfer 
the 4-bit result to outbus. On the other hand, if the content of the 4-bit 
register Q = 0, perform R < 0 and then transfer the 4-bit result to the 
outbus. Assume M and R are 4 bits wide. 


7.23 Repeat Problem 7.22 using microprogramming. 


7.24 Discuss the basic differences between microprogramming and nano- 
programming. 


7.25 (a) A conventional microprogrammed control unit includes 1024 words by 
85 bits. Each of 512 microinstructions are unique. Calculate the savings 
if any by having a nanomemory. Calculate the sizes of microcontrol 
memory and nanomemory. 

(b) Consider the following 14 x 6 microprogram using a conventional 
control memory: 
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0000 
0001 
0010 
0011 
0100 
0101 
0110 
0111 
1000 
1001 
1010 
1011 
1100 
1101 
1110 


Implement this microprogram in a nanomemory. Justify the use of either a single- 
control memory or a two-level memory for the program. 





7.26 Discuss the basic differences between CISC and RISC. 


Weed Design and implement a combinational circuit that will work as follows: 


[0 | 0 lApuB /—  . | 
| Oo | 1 | Shiftleft(A) —— 
pot | 0 jAplsBpls] —— 


Note that A and B are 4-bit operands 





7.28 i) Design a combinational circuit that will satisfy the following 
specification. 


Combinational 
Circuit 





ii) Using the results of part i), design a 4-bit, 8-function arithmetic unit that 
ii) will function as described next: 
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ae 0. 4.0 [Apt 
pot | 0 | 1 jAphsBpls] — 






1:29 Design a 4-bit, 8-function arithmetic unit that will meet the following 
specifications: 





7.30 (a) Using a 4-bit binary adder with inputs (A, B, and C,,), outputs (F and 
Cat), and one selection bit (SO), design an arithmetic circuit as follows: 
S0 FUNCTION TO BE PERFORMED 


0 A plus B 
l B plus 1 
(b) Using another selection bit S1, modify the circuit of i) to include the 


arithmetic and logic functions as follows: 
SI S0 FUNCTION TO BE PERFORMED 





o 0 F=A plus B 
0 l F=B 
1 0 F = shift left (logical) A 
l ] F-A 
(c) Design a 4-bit logic unit that will function as follows: 
7.3] Design and implement a 6 x 6 array multiplier. 


7.32 Design an unsigned 8 x 4 non-additive multiplier using additive-multiplier- 
module whose block diagram representation is as follows: 
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M Q 


P-M*Q-'Y 


Assume that M, Q, and Y are unsigned integers. 


7.33 Using four 256 x 8 ROMS and 4-bit parallel adders, design a 8 x 8 unsigned, 
nonadditive multiplier. Draw a logic diagram of your implementation. 


7.34 Consider the registers and ALU shown in Figure P7.34: 








Answer the following questions by writing suitable control word(s). Each control 
word must be specified according to the following format: C, C, C; C, C, 
For example: 


Cy Cy C. €. C 
1 0 0 0 1 ;A-—A plus B 
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7.35 


7.36 


(a) How will the A register be cleared? (Suggest at least two possible ways.) 
DIRECT CLEAR input is not available. 
(b) Suggest a sequence of control words that exchanges the contents of A 


and B registers (exchange means A <+ B and B < A). 


Consider the following algorithm: 
Declare registers A [8], B [8], C [8]; 
START: A < 0; B + 00001010; 


LOOP: A<A+B;B< B-]; 
If B <> 0 then go to LOOP 
C< A: 

HALT: Go to HALT 


Design a hardwired controller that will implement this algorithm. 


It is desired to build an interface in order establish communication between a 32- 

bit host computer and a front end 8-bit microcomputer (See Figure P7.36). The 

operation of this system is described as follows: 

Step 1: First the host processor puts a high signal on the line “want” (saying that 
it needs a 32-bit data) for one clock period. 

Step 2: The interface recognizes this by polling the want line. 

Step 3: The interface unit puts a high signal on the line "fetch" for one clock 
period (that is it instructs the microcomputer to fetch an 8-bit data). 

Step 4: In response to this, the microcomputer samples the speech signal, 
converts it into an 8-bit digital data and informs the interface that the 
data is ready by placing a high signal on the “ready” line for one clock 
period. 

Step 5: The interface recognizes this (by polling the ready line), and it reads the 
8-bit data into its internal register. 


'Step 6: The interface unit repeats the steps 3 through 5 for three more times (so 


that it acquires 32-bit data from the microcomputer). 
Step 7: The interface informs the host computer that the latter can read the 32-bit 
data by placing a high signal on the line “takeit” for one clock period. 
Step 8: The interface unit maintains a valid 32-bit data on the 32-bit output bus 
until the host processor says that it is done (the host puts a high signal on 
the line *done" for one clock period). In this case, the interface proceeds 
to step | and looks for a high on the “want” line. 


(a) Provide a Register Transfer Language description of the interface. 
(b) Design the processing section of the interface. 
(c) Draw a block diagram of the interface controller. 


(d) Draw a state diagram of the interface controller. 


294 


7.37 


7.38 


7.39 


Speech 
signal 
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want 






Sample and hoid 
plus 
lowpass filter 


Interface 


done 





32-bit 
Host computer 








FIGURE P7.36 
Solve Problem 7.35 using the microprogrammed approach. 


Design a microprogrammed system to add numbers stored in the register pair AB 
and CD. A, B, C, and D are 8-bit registers. The sum is to be saved in the register 
pair AB. Assume that only an 8-bit adder is available. 


The goal of this problem is to design a microprogrammed 3rd order FIR (Finite 
impulse response) digital filter. In this system, there are 4 coefficients w,, w,, 
w,, and w;. The output y, (at the Ath clock period) is the discrete convolution 
product of the inputs (x,s) and the filter coefficients. This is formally expressed as 
follows: . 
Yk = Wo *X, F Wi Xp 1 T Wy XQ T Wy Xt 

In the above summation, x, represents the input at the kth clock period 
while x, , represents input at (A — i)th sample period. For all practical purposes, we 
assume that our system is causal and so x; = 0 for i< 0. The processing hardware 
is shown in Figure P7.39. This unit includes 8 eight-bit registers (to hold data and 
coefficients), A/D (Analog digital converter), MAC (multiplier accumulator), and 
a D/A (Digital analog converter). The processing sequence is shown below: 

| Initialize coefficient registers 

2 Clear all data registers except x, 

3 Start A/D conversion (first make sc = | and then retract it to 0) 

4 Wait for one control state (To make sure that the conversion is 
complete) 
Read the digitized data into the register x, 
Iteratively calculate filter output y, (use MAC for this) 
7 Pass y, to D/A (Pass Accumulator's output to D/A via Rounding 


QN tA 


ROM) 
8 Move the data to reflect the time shift (x, ,—x, ,,x,. 7X, ,,X11 
= X) 
9 Goto3 
(a) Specify the controller organization. 


(b) Produce a well documented listing of the binary microprogram 
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sc 
(start conversion) 


Signal 
d conditioning 
BUS g 939 network 
E di 
(coefficient databus) Uigitized 8 (data load) 


data 
msb Load 
i dm 
Id, (data move) dc 


0 
1 
2 
3 


Decoder 
E 
pu 
(load enable) 
m 
E " 


0 1 2 3 
$i Coetlicient 


0 Mux 1 P aji 
| Multiplier | | 
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| 

ES | 
| 

Lo IL——-——Á—— ILL J 


FIGURE P7.39 


7.40 


0 1 2 3 
HERMES MIS 
| 
| 
| 
| 


tse MR ERR RR 
I 
| 
| 
8 
ps Adder 
{product select) | Ca 
i 
| 
| 
| 
i 
| 
| 
| 


(data clear) 


Rounding 
HOM 


Analog 
output 
Lowpass 
titer 
Load 
Icda 
8 


Your task is to design a microprogrammed controller for a simple robot with 4 


sensors (see Fig. A). The sensor output will go high only if there is a wall or an 
obstruction within a certain distance. For example, if F= 1, there is an obstruction 
or wall in the forward direction. In particular, your controller 1s supposed to 
communicate with a motor controller unit shown in Fig. B. The flow chart that 
describes the control algorithm is shown in Fig. C. The outputs such as MFTS, 
MRT, MLT, MUT, and STP, andd the status signals such as FMC, and TC will be 
high for one clock period. Assume that a power on reset causes the controller to 


go the WAIT STATE 0. 
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forward direction sensor 
right direction sensor 

left direction sensor 
backward direction sensor 
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Figure A 


FIGURE P7.40a 
(a) Specify the controller organization. 
Start 






1 Move Forward by 10 Steps (MFTS) 


Make a Right Turn (MRT) 
Make a Left Turn (MLT) 







Make a U-Turn (MUT) 
Stop robot (STR) 









oie iojn 


Robot 
controller 















Motor 
controller 
unit 


Turn Completed (TC) 


Forward Motion Completed (FMC) 
Clock 


Figure B 


FIGURE P7.40b 
(b) Provide a well documented listing of the binary microprogram. 
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Figure C 
FIGURE P7.40c 
7.41 It is desired to add the following instructions to the instruction set shown in 
Figure 7.54. 
GENERAL FORMAT OPERATION DESCRIPTION 
(a) MVIA «data&» A © <data&> This is an immediate mode move 
instruction. 
The first byte contains the op-code 
while the second byte contains the 8- 
bit data. 
(b) NEGA A-A This instruction negates the contents 
of A 


Write a symbolic microprogram that describes the execution of each instruction. 


7.42 Explain how the effect of an unconditional branch instruction of the following 
form is simulated: 
JP «addr 
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7.43 


7.44 


7.45 
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Use the instruction set shown in Figure 7.54. 


Using the instruction set shown in Figure 7.54, write a program to add the contents 
of the memory locations 64,, through 6D,, and save the result in the address 
6E. 


Show that it is possible to specify 675 microoperations using a 10 bit control 
function field. 


A microprogram occupies 100 words and each word typically emits 70 control 
signals. The architect claims that by using a 2! x 70 nanomemory (for some i > 0), 
it is possible to save 4260 bits. If this were true, determine the number of distinct 
control states in the original microprogram (Note that here when we say a control 
state we refer only to the control function field). 

Hint: You may have to employ a trial and error approach to solve this problem. 
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MEMORY, I/O, AND 
PARALLEL 
PROCESSING 


This chapter describes the basics of memory, input/output(I/O) techniques, and parallel 
processing. Topics include memory array design, memory management concepts, cache 
memory organization, input/output methods utilized by typical microprocessors, and 
fundamentals of parallel processing. 


8.1 Memory Organization 


8.1.1 Introduction 

A memory unit is an integral part of any microcomputer system, and its primary purpose 
is to hold instructions and data. The major design goal of a memory unit is to allow it to 
operate at a speed close to that of the processor. However, the cost of a memory unit is 
so prohibitive that it is practically not feasible to design a large memory unit with one 
technology that guarantees a high speed. Therefore, in order to seek a trade-off between the 
cost and operating speed, a memory system is usually designed with different technologies 
such as solid state, magnetic, and optical. 

In a broad sense, a microcomputer memory system can be divided into three 
groups: 

e Processor memory 

e Primary or main memory 

e Secondary memory 

Processor memory refers to a set of microprocessor registers. These registers are used to 
hold temporary results when a computation is in progress. Also, there is no speed disparity 
between these registers and the microprocessor because they are fabricated using the same 
technology. However, the cost involved in this approach limits a microcomputer architect 
to include only a few registers in the microprocessor. The design of typical registers is 
described in Chapters 5, 6 and 7. 

Main memory is the storage area in which all programs are executed. The 
microprocessor can directly access only those items that are stored in main memory. 
Therefore, all programs must be within the main memory prior to execution. CMOS 
technology is normally used these days in main memory design. The size of the main 
memory is usually much larger than processor memory and its operating speed is slower 
than the processor registers. Main memory normally includes ROMs and RAMs. These are 
described in Chapter 6. 
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Electromechanical memory devices such as disks are extensively used as 
microcomputer's secondary memory and allow storage of large programs at a low cost. 
These secondary memory devices access stored data serially. Hence, they are significantly 
slower than the main memory. Popular secondary memories include hard disk and floppy 
disk systems. Programs are stored on the disks in files. Note that the floppy disk is 
removable whereas the hard disk is not. Secondary memory stores programs in excess 
of the main memory. Secondary memory is also referred to as “auxiliary” or “virtual” 
memory. The microcomputer cannot directly execute programs stored in the secondary 
memory, so in order to execute these programs, the microcomputer must transfer them to 
its main memory by a program called the “operating system.” 

Programs in disk memories are stored in tracks. A track is a concentric ring of 
programs stored on the surface of a disk. Each track is further subdivided into several 
sectors. Each sector typically stores 512 or 1024 bytes of information. All secondary 
memories use magnetic media except the optical memory, which stores programs on a 
plastic disk. CD-ROM is an example of a popular optical memory used with microcomputer 
systems. The CD-ROM is used to store large programs such as a C++ compiler. Other 
state-of-the-art optical memories include CD-RAM, DVD-ROM and DVD-RAM. These 
optical memories are discussed in Chapter 1. 

In the past, one of the most commonly used disk memory with microcomputer 
systems was the floppy disk. The floppy disk is a flat, round piece of plastic coated with 
magnetically sensitive oxide material. The floppy disk is provided with a protective jacket 
to prevent fingerprint or foreign matter from contaminating the disk’s surface. The 3%- 
inch floppy disk was very popular because of its smaller size and because it didn’t bend 
easily. All floppy disks are provided with an off-center index hole that allows the electronic 
system reading the disk to find the start of a track and the first sector. 

The storage capacity of a hard disk varied from 10 megabytes (MB) in 1981 to 
hundreds of gigabytes (GB) these days. The 3 2-inch floppy disk, on the other hand, can 
typically store 1.44 MB. Zip disks were an enhancement in removable disk technology 
providing storage capacity of 100 MB to 750 MB ina single disk with access speed similar 
to the hard disk. Zip disk does not use a laser. Rather, it uses a magnetic-coated Myler 
inside, along with smaller read/write heads, and a rotational speed of 3000 rpm. The 
smaller heads allow the Zip drive to store programs using 2,118 tracks per inch, compared 
to 135 tracks per inch on a floppy disk. Floppy disks are being replaced these days by USB 
(Universal Serial Bus) Flash memory. Note that USB is a standard connection for computer 
peripherals such as CD burners. Also, flash memory gets its name because the technology 
uses microchips that allow a section of memory cells called blocks to be erased in a single 
action called a “flash”. USB flash memory offers much more storage capacity than floppy 
disks, and can typically store 16 megabytes up to multiple gigabytes of information. 


8.1.2 Main Memory Array Design 
From the previous discussions, we notice that the main memory of a microcomputer is 
fabricated using solid-state technology. In a typical microcomputer application, a designer 
has to implement the required capacity by interconnecting several small memory chips. 
This concept is known as the “memory array design.” In this section, we address this topic. 
We also show how to interface a memory system with a typical microprocessor. 

Now let us discuss how to design ROM/RAM arrays. In particular, our discussion 
is focused on the design of memory arrays for a hypothetical microcomputer. The pertinent 
signals of a typical microprocessor necessary for main memory interfacing are shown in 
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Address 
Bus 





FIGURE 8.1 Pertinent signals of a typical microprocessor required for main memory 
interfacing 


1K x8 
RAM chip 8 
——- D»- Do 


Data lines 





FIGURE 8.2 A typical IK x 8 RAM chip 


Figure 8.1. In Figure 8.1, there are 16 address lines, A,, through Aj, with A, being the least 
significant bit. This means that this microprocessor can directly address a maximum of 2!6 
= 65,536 or 64K bytes of memory locations. The control line M/IO goes to LOW if the 
microprocessor executes an I/O instruction, and it is held HIGH if the processor executes 
a memory instruction. Similarly, the control line R/W goes to HIGH to indicate that the 
operation is READ and it goes to LOW for WRITE operation. Note that all 16 address lines 
and the two control lines described so far are unidirectional in nature; that is, information 
can always travel on these lines from the processor to external units. Also, in Figure 8.1 
eight bidirectional data lines D, through D, (with D, being the least significant bit) are 
shown. These lines are used to allow data transfer from the processor to external units and 
vice versa. 

In a typical application, the total amount of main memory connected to a 
microprocessor consists of a combination of both ROMs and RAMs. However, in the 
following we will illustrate for simplicity how to design memory array using only the 
RAM chips. 

The pin diagram of a typical IK x 8 RAM chip is shown in Figure 8.2. In this 
RAM chip there are 10 address lines, A, through Aj, so one can read or write 1024 (27 
— 1024) different memory words. Also, in this chip there are 8 bidirectional data lines 
D, through D, so that information can travel back and forth between the microprocessor 
and the memory unit. The three control lines CSI, CS2, and R/W are used to control the 
RAM unit according to the truth table shown in Figure 8.3. From this truth table it can 
be concluded that the RAM unit is enabled only when CS1 = 0 and CS2 = 1. Under this 
condition, R/W = 0 and R/W = 1 imply write and read operations respectively. 

To connect a microprocessor to ROM/RAM chips, three address-decoding 
techniques are usually used: linear decoding, full decoding, and memory decoding using 
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CSi | C82 Function 
0 | Write Operation 
0 l Read Operation 
l X The chip is not selected 
X 0 The chip is not selectd 


X means Don't Care 
FIGURE 8.3 Truth table for controlling RAM 


PLD. Let us first discuss how to interconnect a microprocessor with a 4K RAM chip array 
comprised of the four IK RAM chips of Figure 8.2 using the linear decoding technique. 
Figure 8.4 uses the linear decoding to accomplish this. 

In this approach, the address lines A, through A, of the microprocessor are 
connected to all RAM chips. Similarly, the control lines M/IO and R/W ofthe microprocessor 
are connected to the control lines CS2 and R/W respectively of each RAM chip. The high- 
order address bits A,, through A,, directly act as chip selects. 

In particular, the address lines A,, and A,, select the RAM chips I and II 
respectively. Similarly, the address lines A,, and A,, select the RAM chips III and IV 
respectively. A,. and A,, are don't cares and are assumed to be 0. Figure 8.5 describes how 





Ais Aus Aia Ay Ay, Axo Ay A, MIO R/W 


NC b 


Not used 


D-D 
RAM chip 1” 


0 














FIGURE 8.4 Microprocessor connected to 4K RAM using linear select decoding 
technique 
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Address Range RAM Chip 

in Hexadecimal Number 
3800-3BFF I 
3400-37FF II 
2C00-2FFF II 
1C00-1FFF IV 


FIGURE 8.5 Address map of the memory organization of Figure 8.4 


the addresses are distributed among the four 1K RAM chips. This method is known as 
“linear select decoding,” and its primary advantage is that it does not require any decoding 
hardware. However, if two or more lines of A,, through A,, are low at the same time, more 
than one RAM chip are selected, and this causes a bus conflict. Because of this potential 
problem, the software must be written in such a way that it never reads into or writes 
from any address in which more than one of the bits A,, through A, are low. Another 
disadvantage of this method is that it wastes a large amount of address space. For example, 








Selected RAM Chip 
RAM chipI 
RAM chip II 
RAM chip III 
RAM chip IV 


AS AS AS ASASAS, ^vAo— MIO 


14 13 12 11 10 

















FIGURE 8.6 Interconnecting a microprocessor with a 4K RAM using full decoded 
memory addressing 
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whenever the address value is B800 or 3800, the RAM chip I is selected. In other words, 
the address 3800 is the mirror reflection of the address B800 (this situation is also called 
*memory foldback"). This technique is, therefore, limited to a small system. In particular, 
we can extend the system of Figure 8.4 up to a total capacity of 6K using A,, and A,, as 
chip selects for two more 1K RAM chips. 

To resolve the problems with linear decoding, we use the full decoded memory 
addressing. In this technique, we use a decoder. The same 4K memory system designed 
using this technique is shown in Figure 8.6. Note that the decoder in the figure is very 
similar to a practical decoder such as the 74LS138 with three chip enables. In Figure 8.6 
the decoder output selects one of the four 1K RAM chips depending on the values of A,,, 
A,,, and A,,. Note that the decoder output will be enabled only when E3 = E2 = 0 and El = 
1. Therefore, in the organization of Figure 8.6, when any one of the high-order bits A,., Aj,, 
or A,; is 1, the decoder will be disabled, and thus none of the RAM chips will be selected. 
In this arrangement, the memory addresses are assigned as shown in Figure 8.7. 

This approach does not waste any address space since the unused decoder outputs 
(don't cares) can be used for memory expansion. For example, the 3-to-8 decoder of Figure 
8.6 can select eight 1K RAM chips. Also, this method does not generate any bus conflict. 
This 1s because the selected decoder output ensures enabling of one memory chip at a 
time. 

As mentioned before, a Programmable Logic Device (PLD) is similar to a ROM 
in concept except that it does not provide full decoding of the input lines. Instead, a PLD 
provides a partial sum of products that can be obtained via programming and saves a lot 
of space on the board. For example, a PAL chip contains a fused programmable AND 
array and a fixed OR array. Note that both AND and OR arrays are programmable in a 
PLA. The AND and OR gates are fabricated inside the PLD without interconnections. 
The specific functions desired are implemented during programming via software. For 
example, programming of the PAL provides connections of the AND gates to the inputs 
of the OR gates. Therefore, the PAL implements the sum of the products of the inputs. 
PLDs are used extensively these days with 32- and 64-bit microprocessors such as the Intel 
80386/80486/Pentium and Motorola 68030/68040/PowerPC for performing the memory 
decode function. PLDs connect these microprocessors to memory, I/O devices, and other 
chips without the use of any additional logic gates or circuits. 


8.1.3 Virtual Memory and Memory Management concepts 
Due to the massive amount of information that must be saved in most systems, the mass 
storage device is often a disk. If each access is to a disk (even a hard disk), then system 
throughput will be reduced to unacceptable levels. 

An obvious solution 1s to use a large and fast locally accessed semiconductor 
memory. Unfortunately the storage cost per bit for this solution is very high. A combination 


Address Range RAM Chip 

in Hexadecimal Number 
0000-03FF I 
0400-07FF JI 
0800-0BFF Il 
0C00-0FFF IV 


FIGURE 8.7 Address map of the memory organization of Figure 8.6 


Memory, I/O, and Parallel Processing 305 


of both off-board disk (secondary memory) and on-board semiconductor main memory 
must be designed into a system. This requires a mechanism to manage the two-way flow 
of information between the primary (semiconductor) and secondary (disk) media. This 
mechanism must be able to transfer blocks of data efficiently, keep track of block usage, 
and replace them in a nonarbitrary way. The main memory system must, therefore, be able 
to dynamically allocate memory space. 

An operating system must have resource protection from corruption or abuse by 
users. Users must be able to protect areas of code from each other while maintaining the 
ability to communicate and share other areas of code. All these requirements indicate the 
need for a device, located between the microprocessor and memory, to control accesses, 
perform address mappings, and act as an interface between the logical (Programmer's 
memory) and the physical (Microprocessor's directly addressable memory) address 
spaces. Because this device must manage the memory use configuration, it is appropriately 
called the “memory management unit (MMU).” Typical 32-bit processors such as the 
Motorola 68030/68040 and the Intel 80486/Pentium include on-chip MMUs. The MMU 
reduces the burden of the memory management function of the operating system. 

The basic functions provided by the MMU are address translation and protection. 
The MMU translates logical program addresses to physical memory address. Note that 
in assembly language programming, addresses are referred to by symbolic names. These 
addresses in a program are called logical addresses because they indicate the logical 
positions of instructions and data. The MMU translates these logical addresses to physical 
addresses provided by the memory chips. The MMU can perform address translation in 
one of two ways: 

l. By using the substitution technique as shown in Figure 8.8(a) 
2. By adding an offset to each logical address to obtain the corresponding physical 

address as shown in Figure 8.8(b) 

Address translation using the substitution technique is faster than the offset 
method. However, the offset method has the advantage of mapping a logical address to any 
physical address as determined by the offset value. 

Memory is usually divided into small manageable units. The terms "page" and 
"segment" are frequently used to describe these units. Paging divides the memory into 
equal-sized pages; segmentation divides the memory into variable-sized segments. It 1s 
relatively easier to implement the address translation table if the logical and main memory 
spaces are divided into pages. 

There are three ways to map logical addresses to physical addresses: paging, 
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FIGURE 8.8 (a) Address translation using the substitution technique; 
(b) Address translation by the offset technique 
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segmentation, and combined paging/segmentation. In a paged system, a user has access to a 
larger address space than physical memory provides. The virtual memory system is managed 
by both hardware and software. The hardware included in the memory management unit 
handles address translation. The memory management software in the operating system 
performs all functions including page replacement policies to provide efficient memory 
utilization. The memory management software performs functions such as removal of the 
desired page from main memory to accommodate a new page, transferring a new page 
from secondary to main memory at the right instant of time, and placing the page at the 
right location in memory. 

If the main memory is full during transfer from secondary to main memory, it is 
necessary to remove a page from main memory to accommodate the new page. Two popular 
page replacement policies are first-in—first-out (FIFO) and least recently used (LRU). The 
FIFO policy removes the page from main memory that has been resident in memory for 
the longest amount of time. The FIFO replacement policy is easy to implement, but one of 
its main disadvantages is that it is likely to replace heavily used pages. Note that heavily 
used pages are resident in main memory for the longest amount of time. Sometimes this 
replacement policy might be a poor choice. For example, in a time-shared system, several 
users normally share a copy of the text editor in order to type and correct programs. The 
FIFO policy on such a system might replace a heavily used editor page to make room for 
a new page. This editor page might be recalled to main memory immediately. The FIFO, 
in this case, would be a poor choice. The LRU policy, on the other hand, iod ds the page 
that has not been used for the longest amount of time. 

In the segmentation method, the MMU utilizes the segment selector to obtain a 
descriptor from a table in memory containing several descriptors. A descriptor contains 
the physical base address for a segment, the segment's privilege level, and some control 
bits. When the MMU obtains a logical address from the microprocessor, it first determines 
whether the segment is already in the physical memory. If it is, the MMU adds an offset 
component to the segment base component of the address obtained from the segment 
descriptor table to provide the physical address. The MMU then generates the physical 
address on the address bus for selecting the memory. On the other hand, if the MMU 
does not find the logical address in physical memory, it interrupts the microprocessor. The 
microprocessor executes a service routine to bring the desired program from a secondary 
memory such as disk to the physical memory. The MMU determines the physical address 
using the segment offset and descriptor as described earlier and then generates the physical 
address on the address bus for memory. A segment will usually consist of an integral 
number of pages, each, say, 256 bytes long. With different-sized segments being swapped 
in and out, areas of valuable primary memory can become unusable. Memory is unusable 
for segmentation when it is sandwiched between already allocated segments and if it is not 


Allocated 


Free gem 





FIGURE 8.9 Memory fragmentation (external) 
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large enough to hold the latest segment that needs to be loaded. This is called “external 
fragmentation" and is handled by MMUS using special techniques. An example of external 
fragmentation is given in Figure 8.9. The advantages of segmented memory management 
are that few descriptors are required for large programs or data spaces and that internal 
fragmentation (to be discussed later) is minimized. The disadvantages include external 
fragmentation, the need for involved algorithms for placing data, possible restrictions on 
the starting address, and the need for longer data swap times to support virtual memory. 

Address translation using descriptor tables offers a protection feature. A segment 
or a page can be protected from access by a program section of a lower privilege level. For 
example, the selector component of each logical address includes one or two bits indicating 
the privilege level of the program requesting access to a segment. Each segment descriptor 
also includes one or two bits providing the privilege level of that segment. When an 
executing program tries to access a segment, the MMU can compare the selector privilege 
level with the descriptor privilege level. If the segment selector has the same or higher 
privilege level, then the MMU permits the access. If the privilege level of the selector 1s 
lower than that of the descriptor, the MMU can interrupt the microprocessor, informing 
it of a privilege-level violation. Therefore, the indirect technique of generating a physical 
address provides a mechanism of protecting critical program sections in the operating 
system. Because paging divides the memory into equal-sized pages, it avoids the major 
problem of segmentation—external fragmentation. Because the pages are of the same size, 
when a new page is requested and an old one swapped out, the new one will always fit 
into the vacated space. However, a problem common to both techniques remains—internal 
fragmentation. 

Internal fragmentation is a condition where memory is unused but allocated due 
to memory block size implementation restrictions. This occurs when a module needs, say, 
300 bytes and page is 1K bytes, as shown in Figure 8.10 

In the paged-segmentation method, each segment contains a number of pages. The 
logical address is divided into three components: segment, page, and word. The segment 
component defines a segment number, the page component defines the page within the 
segment, and the word component provides the particular word within the page. A page 
component of n bits can provide up to 2" pages. A segment can be assigned with one or 
more pages up to maximum of 2" pages; therefore, a segment size depends on the number 
of pages assigned to it. 

A protection mechanism can be assigned to either a physical address or a logical 
address. Physical memory protection can be accomplished by using one or more protection 
bits with each block to define the access type permitted on the block. This means that 


PAGES — 1K 
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FIGURE 8.10 Memory fragmentation (internal) 
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each time a page is transferred from one block to another, the block protection bits must 
be updated. A more efficient approach is to provide a protection feature in logical address 
space by including protection bits in descriptors of the segment table in the MMU. 
Virtual memory is the most fundamental concept implemented by a system that performs 
memory-management functions such as space allocation, program relocation, code sharing 
and protection.The key idea behind this concept is to allow a user program to address 
more locations than those available in a physical memory. An address generated by a user 
program is called a virtual address. The set of virtual addresses constitutes the virtual 
address space. Similarly, the main memory of a computer contains a fixed number of 
addressable locations and a set of these locations forms the physical address space. The 
basic hardware for virtual memory is implemented in modern microprocessors as an on- 
chip feature. These contemporary processors support both cache and virtual memories. The 
virtual addresses are typically converted to physical addresses and then applied to cache. 

In the early days, when a programmer used to write a large program that could 
not fit into the main memory, it was necessary to divide the program into small portions so 
each one could fit into the primary memory. These small portions are called overlays. A 
programmer has to design overlays so that they are independent of each other. Under these 
circumstances, one can successively bring each overlay into the main memory and execute 
them in a sequence. 

Although this idea appears to be simple, it increases the program-development 
time considerably. 
However, in a system that uses a virtual memory, the size of the virtual address space is 
usually much larger than the available physical address space. In such a system, a programmer 
does not have to worry about overlay design, and thus a program can be written assuming a 
huge address space is available. In a virtual memory system, the programming effort can be 
greatly simplified. However, in reality, the actual number of physical addresses available 
is considerably less than the number of virtual addresses provided by the system. There 
should be some mechanism for dividing a large program into small overlays automatically. 
A virtual memory system is one that mechanizes the process of overlay generation by 
performing a series of mapping operations. 

A virtual memory system may be configured in one of the following ways: 

e Paging systems 

e Segmentation systems 

In a paging system, the virtual address space 1s divided into equal-size blocks 
called pages. Similarly, the physical memory is also divided into equal-size blocks called 
frames. The size of a page is the same as the size of a frame. The size of a page may be 512, 
1024 or 2048 words. 

In a paging system, each virtual address may be regarded as an ordered pair (p, 
n), where p is the page number and n is the word number within the page p. Sometimes the 
quantity n is referred to as the displacement, or offset. A user program may be regarded as 
a sequence of pages, and a complete copy of the program is always held in a backup store 
such as a disk. A page p of the user program can be placed in any available page frame p' 
of the main memory. A program may access a page if the page is in the main memory. In a 
paging scheme, pages are brought from secondary memory and are stored in main memory 
in a dynamic manner. All virtual addresses generated by a user program must be translated 
into physical memory addresses. This process is known as dynamic address translation and 
is shown in Figure 8.11. 

When a running program accesses a virtual memory location v - (p, n), the 
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FIGURE 8.11 Paging Systems-— Virtual versus Main Memory Mapping 


mapping algorithm finds that the virtual page p is mapped to the physical frame p'. The 
physical address is then determined by appending p’ to n. 

This dynamic address translator can be implemented using a page table. In most 
systems, this table is maintained in the main memory. It will have one entry for each virtual 
page of the virtual address space. This is illustrated in the following example. 


Example 8.1 
Design a mapping scheme with the following specifications: 


e Virtual address space = 32K words 

e Main memory size = 8K words 

e Page size = 2K words 

e Secondary memory address = 24 bits 
Solution 

32K words can be divided into 16 virtual pages with 2K words per page, as 
follows: ' 


VIRTUAL ADDRESS PAGE NUMBER 
Q-2047 0 
2048-4095 
4096-6143 
6144-8191 
8192-10239 
10240-12287 
12288-14335 
14336-16383 
16384-18431 
18432-20479 
20480-22527 
22528-24575 
24576-26623 
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26624-28671 13 
28672-30719 14 
30720-32767 15 


Since there are 8K words in the main memory, 4 frames with 2K words per frame 
are available: 


PHYSICAL ADDRESS FRAME NUMBER 
0-2047 0 
2048-4095 l 
4096-6143 2 
6144-8191 3 


Since there are 32K addresses in the virtual space, 15 bits are required for the 
virtual address. Because there are 16 virtual pages, the page map table contains 16 entries. 
The 4 most-significant bits of the virtual address are used as an index to the page map 
table, and the remaining 11 bits ofthe virtual address are used as the displacement to locate 
a word within the page frame. Each entry of the page table is 32 bits long. This can be 
obtained as follows: 

| bit for determining whether the page table is in main memory or not (residence 
bit). 
2 bits for main memory page frame number. 
24 bits for secondary memory address 
_5 bits for future use. (Unused) 
32 bits total 

The complete layout of the page table is shown in Figure 8.12. Assume the virtual 
address generated is 0111 000 0010 1101. From this, compute the following: 
Virtual page number = 7,, 

Displacement = 43o 

From the page-map table entry corresponding to the address 01 11, the page can be 
found in the main memory (since the page resident bit is 1). 

The required virtual page is mapped to main memory page frame number 2. 
Therefore, the actual physical word is the 43rd word in the second page frame of the main 
memory. 

So far, a page referenced by a program is assumed always to be found in the main 
memory. In practice, this is not necessarily true. When a page needed by a program is not 
assigned to the main memory, a page fault occurrs. A page fault is indicated by an interrupt, 
and when this interrupt occurs, control is transferred to a service routine of the operating 
system called the page-fault handler. The sequence of activities performed by the page- 
fault handler are summarized as follows: 
¢ The secondary memory address of the required page p is located from the page table. 
* Page p from the secondary memory is transferred into one of the available main 

memory frames by performing a block-move operation. 
* The page table is updated by entering the frame number where page p is loaded and by 
setting the residence bit to 1 and the change bit to 0. 

When a page-fault handler completes its task, control is transferred to the user 

program, and the main memory is accessed again for the required data or instruction. All 
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FIGURE 8.12 Mapping Scheme for the Paging System of Example 8.1 


these activities are kept hidden from a user. Pages are transferred to main memory only 
at specified times. The policy that governs this decision is known as the fetch policy. 
Similarly, when a page is to be transferred from the secondary memory to main memory, 
all frames may be full. In such a situation, one of the frames has to be removed from the 
main memory to provide room for an incoming page. The frame to be removed is selected 
using a replacement policy. The performance of a virtual memory system is dependent 
upon the fetch and replacement strategies. These issues are discussed later. 

The paging concept covered so far is viewed as a one-dimensional technique 
because the virtual addresses generated by a program may linearly increase from 0 to some 
maximum value M. There are many situations where it is desirable to have a multidimensional 
virtual address space. This is the key idea behind segmentation systems. 

Each logical entity such as a stack, an array, or a subroutine has a separate virtual 
address space in segmentation systems. Each virtual address space is called a segment, and 
each segment can grow from zero to some maximum value. Since each segment refers to a 
separate virtual address space, it can grow or shrink independently without affecting other 
segments. 

In a segmentation system, the details about segments are held in a table called 
a segment table. Each entry in the segment table is called a segment descriptor, and it 
typically includes the following information: 

e Segment base address b (starting address of the segment in the main 

memory) 

e Segment length / (size of a segment) 
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FIGURE 8.13 Address Translation in a Segmentation System. (Note that Z = Z^) 


e Segment presence bit 

e Protection bits 

From the structure of a segment descriptor, it is possible to create two or more 
segments whose sizes are different from one another. In a sense, a segmentation system 
becomes a paging system if all segments are of equal length. Because of this similarity, there 
is a close relationship between the paging and segmentation systems from the viewpoint of 
address translation. 

A virtual address, V, in a segmentation system is regarded as an ordered pair (s, 
d), where s is the segment number and d is the displacement within segment s. The address 
translator for a segmentation system can be implemented using a segment table, and its 
organization is shown in Figure 8.13. 

The details of the address translation process is briefly discussed next. 

Let V be the virtual address generated by the user program. First, the segment 
number field, s, of the virtual address V 1s used as an index to the segment table. The base 
address and length of this segment are b, and /,, respectively. Then, the displacement d of 
the virtual address V is compared with the length of the segment /, to make sure that the 
required address lies within the segment. If d is less than or equal to 7,, then the comparator 
output Z will be high. When d x /, , the physical address is formed by adding b, and d. From 
this physical address, data is retrieved and transferred to the CPU. However, when d > /, 
, the required address lies out of the segment range, and thus an address out of range trap 
will be generated. À trap is a nonmaskable interrupt with highest priority. 

In a segmentation system, a segment needed by a program may not reside in main 
memory. This situation is indicated by a bit called a valid bit. A valid bit serves the same 
purpose as that of a page resident bit, and thus it is regarded as a component of the segment 
descriptor. When the valid bit is reset to 0, it may be concluded that the required segment 
is not in main memory. 
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This means that its secondary memory address must be included in the segment 
descriptor. Recall that each segment represents a logical entity. This implies that we can 
protect segments with different protection protocols based on the logical contents of the 
segment. The following are the common protection protocols used in a segmentation 
system: 

e Read only 

* Execute only 

e Read and execute only 
e Unlimited access 

e No access 

Thus it follows that these protection protocols have to be encoded into some 
protection codes and these codes have to be included in a segment descriptor. 

In a segmented memory system, when a virtual address is translated into a physical 
address, one of the following traps may be generated: 

e Segment fault trap is generated when the required segment is not in the main 
memory. 

e Address violation trap occurs when d >/,. 

* Protection violation trap is generated when there is a protection violation. 

When a segment fault occurs, control will be transferred to the operating system. 
In response, the operating system has to perform the following activities: 

e First, it finds the secondary memory address of the required segment from its segment 
descriptor. 

e Next, it transfers the required segment from the secondary to primary memory. 

e Finally, it updates the segment descriptor to indicate that the required segment is in the 
main memory. 

After performing the preceding activities, the operating system transfers control 
to the user program and the data or instruction retrieval or write operation is repeated. 

A comparison of the paging and segmentation systems is provided next. The 
primary idea behind a paging system is to provide a huge virtual space to a programmer, 
allowing a programmer to be relieved from performing tedious memory-management tasks 
such as overlay design. The main goal of a segmentation system is to provide several 
virtual address spaces, so the programmer can efficiently manage different logical entities 
such as a program, data, or a stack. 

The operation of a paging system can be kept hidden at the user level. However, 
a programmer is aware of the existence of a segmented memory system. 

To run a program in a paging system, only its current page is needed in the main 
memory. Several programs can be held in the main memory and can be multiplexed. The 
paging concept improves the performance of a multiprogramming system. In contrast, a 
segmented memory system can be operated only if the entire program segment is held in 
the main memory. 

In a paging system, a programmer cannot efficiently handle typical data structures 
such as stacks or symbol tables because their sizes vary in a dynamic fashion during 
program execution. Typically, large pages for a symbol table or small pages for a stack 
cannot be created. In a segmentation system, a programmer can treat these two structures 
as two logical entities and define the two segments with different sizes. 

The concept of segmentation encourages people to share programs efficiently. 
For example, assume a copy of a matrix multiplication subroutine is held in the main 
memory. Two or more users can use this routine if their segment tables contain copies of 
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the segment descriptor corresponding to this routine. In a paging system, this task cannot 
be accomplished efficiently because the system operation is hidden from the user. This 
result also implies that in a segmentation system, the user can apply protection features to 
each segment in any desired manner. However, a paging system does not provide such a 
versatile protection feature. 

Since page size is a fixed parameter in a paging system, a new page can always be 
loaded in the space used by a page being swapped out. However, in a segmentation system 
with uneven segment sizes, there is no guarantee that an incoming segment can fit into the 
free space created by a segment being swapped out. 

In a dynamic situation, several programs may request more space, whereas some 
other programs may be in the process of releasing the spaces used by them. When this 
happens in a segmented memory system, there is a possibility that uneven-sized free spaces 
may be sparsely distributed in the physical address space. These free spaces are so irregular 
in size that they cannot normally be used to satisfy any new request. This is called an 
external fragmentation, and an operating system has to merge all free spaces to form a 
single large useful segment by moving all active segments to one end of the memory. This 
activity is known as memory compaction. This is a time-consuming operation and 1s a pure 
overhead. Since pages are of equal size, no external fragmentation can occur in a paging 
system. 

Inasegmented memory system, a programmer defines a segment, and all segments 
are completely filled. 

The page size is decided by the operating system, and the last page of a program 
may not be filled completely when a program is stored in a sequence of pages. The space 
not filled in the last page cannot be used for any other program. This difficulty is known as 
internal fragmentation —a potential disadvantage of a paging system. 

In summary, the paging concept simplifies the memory-management tasks to be 
performed by an operating system and therefore, can be handled efficiently by an operating 
system. The segmentation approach is desirable to programmers when both protection and 
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sharing of logical entities among a group of programmers are required. 

To take advantage of both paging and segmentation, some systems use a different 
approach, in which these concepts are merged. In this technique, a segment is viewed as 
a collection of pages. The number of pages per segment may vary. However, the number 
of words per page still remains fixed. In this situation, a virtual address V is an ordered 
triple (s, p, d), where s is the segment number and p and d are the page number and the 
displacement within a page, respectively. 

The following tables are used to translate a virtual address into a physical 
address: 

e Page table: This table holds pointers to the physical frames. 

e Segment table: Each entry in the segment table contains the base address of 
the page table that holds the details about the pages that belong to the given 
segment. 

The address-translation scheme of such a paged-segmentation system is shown 
in Figure 8.14: 

¢ First, the segment number s of the virtual address is used as an index to the 
segment table, which leads to the base address b, of the page table. 

e Then, the page number p of the virtual address is used as an index to the page 
table, and the base address of the frame number p' (to which the page p is 
mapped) can be found. 

e Finally, the physical memory address is computed by adding the displacement 
d of the virtual address to the base address p' obtained before. 

To illustrate this concept, the following numerical example is provided. 


Example 8.2 
Assume the following values for the system of Figure 8.14: 

* Length of the virtual address field =32 bits 

e Length of the segment number field 712 bits 

* Length of the page number field = 8 bits 

e Length of the displacement field =12 bits 

Now, determine the value of the physical address using the following 

information: 

e Value of the virtual address field = 000FAOBA,; 

* Contents of the segment table address (000),, = OFF, 

e Contents of the page table address (1F9,,) = AC, 
Solution 
From the given virtual address, the segment table address is 000,, (three high-order 
hexadecimal digits of the virtual address). It is given that the contents of this segment-able 
address is OFF,,. Therefore, by adding the page number p (fourth and fifth hexadecimal 
digits of the virtual address) with OFF ,,, the base address of the page table can be determined 
as: 

OFF, FA, = IF9,, 

Since the contents of the page table address IF9,, is AC,,, the physical address can be 
obtained by adding the displacement (low-order three hexadecimal digits of the virtual 
address) with AC,, as follows: 
ACOO00,, + 000BA,, = ACOBA,, 
In this addition, the displacement value OBA is sign-extended to obtain a 20-bit number 
that can be directly added to the base value p'. The same final answer can be obtained if p' 
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FIGURE 8.15 Address Translation Using a TLB 


and d are first concatenated. Thus, the value of the physical address is ACOBA,. 
The virtual space of some computers use both paging and segmentation, and it is called 
a linear segmented virtual memory system. In this system, the main memory is accessed 
three times to retrieve data (one for accessing the page table; one for accessing the segment 
table; and one for accessing the data itself). 
Accessing the main memory is a time-consuming operation. To speed up the retrieval 
operation, a small associative memory ( implemented as an on-chip hardware in modern 
microprocessors) called the translation lookaside buffer (TLB) is used. The TLB stores the 
translation information for the 8 or 16 most recent virtual addresses. The organization of a 
address translation scheme that includes a TLB is shown in Figure 8.15. 

In this scheme, assume the TLB is capable of holding the translation information 
about the 8 most recent virtual addresses. 

The pair (s, p) of the virtual address is known as a tag, and each entry in the TLB 


is of the form: 
(s,p) or | Base address of 
tag the frame p' 


When a user program generates a virtual address, the (s, p) pair is associatively 
compared with all tags held in the TLB for a match. Ifthere is a match, the physical address 
is formed by retrieving the base address of the frame p' from the TLB and concatenating 
this with the displacement d. However, in the event of a TLB miss, the physical address 
is generated after accessing the segment and page tables, and this information will also be 
loaded in the TLB. This ensures that translation information pertaining to a future reference 
is confined to the TLB. To illustrate the effectiveness of the TLB, the following numerical 
example is provided. 


Example 8.3 
The following measurements are obtained from a computer system that uses a linear 
segmented memory system with a TLB: 
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* Number of entries in the FLB =16 

* Time taken to conduct an associative search in the TLB = 160 ns 

e Main memory access time = 1 us 
Determine the average access time assuming a TLB hit ratio of 0.75. 

Solution 
In the event of a TLB hit, the time needed to retrieve the data is: 

tl = TLB search time + time for one memory access 

= 160 ns + 1 us 

= 1.160 us 
However, when a TLB miss occurs, the main memory is accessed three times fo retrieve 
the data. Therefore, the retrieval time t2 in this case is 

t2 = TLB search time + 3 (time for one memory access) 

= 160 ns * 3 us 

— 3.160 us 
The average access time, 

ty = hti + (1 - h)2 
where h is the TLB hit ratio. 

The average access time t,, = 0.75 (1.6) + 0.25 (3.160) usec 

= 1.2 + 0.79 usec 

=1.99 usec 

This example shows that the use of a small TLB significantly improves the 
efficiency of the retrieval] operation (by 33%). There are two main reasons for this 
improvement. First, the TLB is designed using the associated memory. Second, the TLB 
hit ratio may be attributed to the locality of reference. Simulation studies indicate that it 
is possible to achieve a hit ratio in the range of 0.8 to 0.9 by having a TLB with 8 to 16 
entries. 

In a computer based on a linear segmented virtual memory system, the performance 
parameters such as storage use are significantly influenced by the page size p. For instance, 
when p is very large, excessive internal fragmentation will occur. If p is small, the size of the 
page table becomes large. This results in poor use of valuable memory space. The selection 
of the page size p is often a compromise. Different computer systems use different page 
sizes. In the following, important memory-management strategies are described. There 
are three major strategies associated with the management: 

e Fetch strategies 

e Placement strategies 

e Replacement strategies 

All these strategies are governed by a set of policies conceived intuitively. Then 
they are validated using rigorous mathematical methods or by conducting a series of 
simulation experiments. A policy is implemented using some mechanism such as hardware, 
software, or firmware. 

Fetch strategies deal with when to move the next page to main memory. Recall 
that when a page needed by a program is not in the main memory, a page fault occurs. 
In the event of a page fault, the page-fault handler will read the required page from the 
secondary memory and enter its new physical memory location in the page table, and the 
instruction execution continues as though nothing has happened. 

In a virtual memory system, it is possible to run a program without having any 
page in the primary memory. In this case, when the first instruction is attempted, there is 
a page fault. As a consequence, the required page is brought into the main memory, where 
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the instruction execution process is repeated again. Similarly, the next instruction may 
also cause a page fault. This situation is handled exactly in the same manner as described 
before. This strategy is referred to as demand paging because a page is brought in only 
when it is needed. This idea is useful in a multiprogramming environment because several 
programs can be kept in the main memory and executed concurrently. 

However, this concept does not give best results if the page fault occurs repeatedly. 
For instance, after a page fault, the page-fault handler has to spend a considerable amount of 
time to bring the required page from the secondary memory. Typically, in a demand paging 
system, the effective access time t,, is the sum of the main memory access time t and 4, 
where 4 is the time taken to service a page fault. Example 8.4 illustrates the concept. 


Example 8.4 


(a) Assuming that the probability of a page fault occurring is p, derive an expression 
for t,, in terms of t, u, and p. 
(b) Suppose that t = 500 ns and u = 30 ms, calculate the effective access time t, if it 


is given that on the average, one out of 200 references results in a page fault. 
Solution 
(a) If a page fault does not occur, then the desired data can be accessed within a time 
t. (From the hypothesis the probability for a page fault not to occur is 1 — p). If the 
page fault occurs, then u time units are required to access the data. The effective 
access time is 
t, -(l-pu*pu 
(b) Since it is given that one out of every 200 references generates a page fault, p = 
1/200. Using the result derived in part (a): 
ty -—[(0- 0.005) x 0.5 + 0.005 x 30,000] us 
= [0.995 x 0.5 + 150] us = [0.4975 + 150] us 
— 150.4975 us 
These parameters have a significant impact on the performance of a time-sharing 
system. 
As an alternative approach, anticipatory fetching can be adapted. This conclusion 
is based on the fact that in a short period of time addresses referenced by a program are 
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clustered around a particular region of the address space. This property is known as locality 
of reference. 
The working set of a program W(m, t) is defined as the set of m most recently needed pages 
by the program at some instant of time t. The parameter m is called the window of the 
working set. For example, consider the stream of references shown in Figure 8.16: 

From this figure, determine that: 
W(4, t) 2 (2,3) W(4,t)7 (1,2, 3} W(S, L) = {1,2,3,4} 
In general, the cardinality of the set W(0, £) is zero, and the cardinality of the set W(ee, 7) 
is equal to the total number of distinct pages in the program. Since m + 1 most-recent page 
references include m most-recent page references: 

Z[W(m + 1, £] € #[W(m, £] 

In this equation, the symbol # is used to indicate the cardinality of the set W(m, t). When 
m is varied from 0 to oo, #W(m, t) increases exponentially. The relationship between m and 
£W (m, t) is shown in Figure 8.17. 

In practice, the working set of program varies slowly with respect to time. 
Therefore, the working set of a program can be predicted ahead of time. For example, in 
a multiprogramming system, when the execution of a suspended program is resumed, its 
present working set can be reasonably estimated based on the value of its working set at 
the time it was suspended. If this estimated working set is loaded, page faults are less likely 
to occur. This anticipatory fetching further improves the system performance because the 
working set of a program can be loaded while another program is being executed by the 
CPU. However, the accuracy of a working set model depends on the value of m. Larger 
values of m result in more-accurate predictions. Typical values of m lie in the range of 
5000 to 10,000. 

To keep track of the working set of a program, the operating system has to perform 
time-consuming housekeeping operations. This activity is pure overhead, and thus the 
system performance may be degraded. 

Placement strategies are significant with segmentation systems, and they are concerned 
with where to place an incoming program or data in the main memory. The following are 
the three widely used placement strategies: 

e First-fit technique 

e  Best-fit technique 

*  Worst-fit technique 

The first-fit technique places the program in the first available free block or hole 
that is adequate to store it. The best-fit technique stores the program in the smallest free 
hole of all the available holes able to store it. The worst-fit technique stores the program in 
the largest free hole. The first-fit technique is easy to implement and does not have to scan 
the entire space to place a program. The best-fit technique appears to be efficient because 
it finds an optimal hole size. However, it has the following drawbacks: 

e [tis very difficult to implement. 

e Jt may have to scan the entire free space to find the smallest free hole that can hold the 
incoming program. Therefore, it may be time-consuming. 

e Jt has the tendency continuously to divide the holes into smaller sizes. These smaller 
holes may eventually become useless. 

Worst-fit strategy is sometimes used when the design goal is to avoid creating 
small holes. In general, the operating system maintains a list known as the available space 
list (ASL) to indicate the free memory space. Typically, each entry in this list includes the 
following information: 
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¢ Starting address of the free block 
e Size of the free block 

After each allocation or release, the operating system updates the ASL. In the 
following example, the mechanics of the various placement strategies presented earlier are 
explained. 


Example 8.5 

The available space list of a computer memory system is specified as follows: 
STARTING BLOCK SIZE 
ADDRESS (IN WORDS) 


100 50 
200 150 
450 600 
1,200 400 


Determine the available space list after allocating the space for the stream of 
requests consisting of the following block sizes: 
25, 100, 250, 200, 100, 150 
a) Use the first-fit method. 

b) Use the best-fit method. 
c) Use the worst-fit method. 
Solution 

a) First-fit method. Consider the first request with a block size of 25. Examination 
of the block sizes of the available space list reveals that this request can be satisfied by 
allocating from the first available block. The block size (50) is the first of the available 
space list and is adequate to hold the request (25 blocks). Therefore, the first request with 
25 blocks will be allocated from the available space list starting at address 100 with a block 
size of 50. Request 1 will be allocated starting at an address of 100 ending at an address 100 
+ 24 = 124 (25 locations including 100). Therefore, the first block of the available space list 
will start at 125 with a block size of 25. The starting address and block size of each request 
can be calculated similarly. 

b) Best-fit method. Consider request 1. Examination of the available block size 
reveals that this request can be satisfied by allocating from the first smallest available block 
capable of holding it. Request 1 will be allocated starting at address 100 and ending at 124. 
Therefore, the available space list will start at 125 with a block size of 25. 

c) Worst-fit method. Consider request 1. Examination of the available block sizes 
reveals that this request can be satisfied by allocating from the third block (largest) starting 
at 450. After this allocation the starting address of the available list will be 500 instead of 
450 with a block size of 600 - 25 = 575. Various results for all the other requests are shown 
in Figure 8.18. 

In a multiprogramming system, programs of different sizes may reside in the 
main memory. As these programs are completed, the allocated memory space becomes 
free. It may happen that these unused free spaces, or holes, become available between two 
allocated blocks, or partitions. Some of these holes may not be large enough to satisfy the 
memory request of a program waiting to run. Thus valuable memory space may be wasted. 
One way to get around this problem is to combine adjacent free holes to make the hole size 
larger and usable by other jobs. This technique is known as coalescing of holes. 

It is possible that the memory request made by a program may be larger than 
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(100) (250) (200) (100) 

Stat | Block | Start | Block | Start | Block | Start Start | Block | Start | Block 
address} size jaddress} size ]|address| size | address | size |address| size |address| size 
125 ES 125 125 125 
300 300 300 300 
| 450 | 600 | 700 | 350 | 900 | 150 | 1000 
200 | 400 | 1200 | 400 | 120 
125 125 125 125 
30 | 50 | 300 300 300 
450 | 600 | 450 | 600 | 650 | 400 | 650 
150 | 1450 | 150 | 1550 

w|s[ws[wm[s|w|s|w 
Worst} 200 | 150 150 150 | 200 | 150 | 200 | 150 | 200 | 150 
75 | 850 | 225 


FIGURE 8.18 Memory Map after Allocating Space for All Requests Given Example 
Using Different Placement Strategies 
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FIGURE 8.20 Memory Status after Compaction 


any free hole but smaller than the combined total of all available holes. If the free holes 
are combined into one single hole, the request can be satisfied. This technique is known 
as memory compaction. For example, the status of a computer memory before and after 
memory compaction is shown in Figures 8.19 and 8.20, respectively. 

Placement strategies such as first-fit and best-fit are usually implemented as 
software procedures. These procedures are included in the operating system's software. 
The advent of high-level languages such as Pascal and C greatly simplify the programming 
effort because they support abstract data objects such as pointers. The available space list 
discussed in this section can easily be implemented using pointers. 

The memory compaction task is performed by a special software routine of 
the operating system called a garbage collector. Normally, an operating system runs the 
garbage collector routine at regular intervals. 

In a paged virtual memory system, when no frames are vacant, it is necessary 


322 Fundamentals of Digital Logic and Microcomputer Design 





Pointer to the Hit Hit 
front element 
of the queue Hit ratio — 2/11 


FIGURE 8.21 Hit Ratio Computation for Example 8.6 


to replace a current main memory page to provide room for a newly fetched page. The 
page for replacement is selected using some replacement policy. An operating system 
implements the chosen replacement policy. In general, a replacement policy is considered 
efficient if it guarantees a high hit ratio. The hit ratio h is defined as the ratio of the number 
of page references that did not cause a page fault to the total number of page references. 

The simplest of all page replacement policies 1s the FIFO policy. This algorithm 
selects the oldest page (or the page that arrived first) in the main memory for replacement. 
The hit ratio h for this algorithm can be analytically determined using some arbitrary stream 
of page references as illustrated in the following example. 


Example 8.6 
Consider the following stream of page requests. 
2, 3, 2, 4, 6, 2, 5, 6, 1, 4, 6 
Determine the hit ratio h for this stream using the FIFO replacement policy. Assume the 
main memory can hold 3 page frames and initially all of them are vacant. 
Solution 
The hit ratio computation for this situation is illustrated in Figure 8.21. 

From Figure 8.21, it can be seen that the first two page references cause page 
faults. However, there is a hit with the third reference because the required page (page 2) 
is already in the main memory. After the first four references, all main memory frames 
are completely used. In the fifth reference, page 6 is required. Since this page is not in 
the main memory, a page fault occurs. Therefore, page 6 is fetched from the secondary 
memory. Since there are no vacant frames in the main memory, the oldest of the current 
main memory pages is selected for replacement. Page 6 is loaded in this position. All other 
data tabulated in this figure are obtained in the same manner. Since 9 out of 11 references 
generate a page fault, the hit ratio is 2/11. 

The primary advantage of the FIFO algorithm is its simplicity. This algorithm 
can be implemented by using a FIFO queue. FIFO policy gives the best result when 
page references are made in a Strictly sequential order. However, this algorithm fails if 
a program loop needs a variable introduced at the beginning. Another difficulty with the 
FIFO algorithm is it may give anomalous results. 

Intuitively, one may feel that an increase in the number of page frames will also 
increase the hit ratio. However, with FIFO, it 1s possible that when the page frames are 
increased, there is a drop in the hit ratio. Consider the following stream of requests: 

F525 S945 Oy ly 2, Dy 1,2,3,4,5,6,5 

Assume the main memory has 4 page frames; then using the FIFO policy there is a 
hit ratio of 4/15. However, if the entire computation is repeated using 5 page frames, there 
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FIGURE 8.22 Hit Ratio Computation for Example 8.7 


is a hit ratio of 3/15. This computation is left as an exercise. 

Another replacement algorithm of theoretical interest is the optimal replacement 
policy. When there is a need to replace a page, choose that page which may not be needed 
again for the longest period of time in the future. 

The following numerical example explains this concept. 


Example 8.7 
Using the optimal replacement policy, calculate the hit ratio for the stream of page references 
specified in Example 8.6. Assume the main memory has three frames and initially al] of 
them are vacant. 
Solution 
The hit ratio computation for this problem is shown in Figure 8.22. 

From Figure 8.22, it can be seen that the first two page references generate page 
faults. There is a hit with the sixth page reference, because the required page (page 2) 
is found in the main memory. Consider the fifth page reference. In this case, page 6 is 
required. Since this page is not in the main memory, it is fetched from the secondary 
memory. Now, there are no vacant page frames. This means that one of the current pages 
in the main memory has to be selected for replacement. Choose page 3 for replacement 
because this page is not used for the longest period of time. Page 6 is loaded into this 
position. Following the same procedure, other entries of this figure can be determined. 
Since 6 out of 11 page references generate a page fault, the hit ratio is 5/11. 

The decision made by the optimal replacement policy is optimal because it makes 
a decision based on the future evolution. It has been proven that this technique does not 
give any anomalous results when the number of page frames is increased. However, it is not 
possible to implement this technique because it is impossible to predict the page references 
well ahead of time. Despite this disadvantage, this procedure is used as a standard to 
determine the efficiency of a new replacement algorithm. Since the optimal replacement 
policy is practically unfeasible, some method that approximates the behavior of this policy 
is desirable. One such approximation is the least recently used (LRU) policy. 
According to the LRU policy, the page that is selected for replacement is that page that has 
not been referenced for the longest period of time. Example 8.8 illustrates this. 


Example 8.8 
Solve Example 8.7 using the LRU policy. 


Solution 
The hit ratio computation for this problem is shown in Figure 8.23. 
In the figure we again notice that the first two references generate a page fault, 
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FIGURE 8.23 Hit Ratio Computation for Example 8.9 


whereas the third reference is a hit because the required page is already in the main memory. 

Now, consider what happens when the fifth reference is made. This reference requires page 

6, which is not in the memory. 

Also, we need to replace one of the current pages in the main memory because 
all frames are filled. According to the LRU policy, among pages 2, 3, and 4, page 3 is the 
page that is least recently referenced. Thus we replace this page with page 6. Following 
the same reasoning the other entries of Figure 8.23 can be determined. Note that 7 out of 
l1 references generate a page fault; therefore, the hit ratio is 4/11. From the results of the 
example, we observe that the performance of the LRU policy is very close to that of the 
optimal replacement policy. Also, the LRU obtains a better result than the FIFO because it 
tries to retain the pages that are used recently. 

Now, let us summarize some important features of the LRU algonthm. 

e In principle, the LRU algorithm is similar to the optimal replacement policy except 
that it looks backward on the time axis. Note that the optimal replacement policy 
works forward on the time axis. 

e If the request stream is first reversed and then the LRU policy is applied to it, the 
result obtained is equivalent to the one that is obtained by the direct application of the 
optimal replacement policy to the original request stream. 

e It has been proven that the LRU algorithm does not exhibit Belady's anamoly. This is 
because the LRU algorithm is a stack algorithm. A page-replacement algorithm is said 
to be a stack algorithm if the following condition holds: 

P(i) C Pit 1) 
In the preceding relation the quantity Pt(i) refers to the set of pages in the main memory 
whose total capacity is i frames at some time t. This relation is called the inclusion 
property. One can easily demonstrate that FIFO replacement policy is not a stack 
algorithm. This task is left as an exercise. 

e The LRU policy can be easily implemented using a stack. Typically, the page numbers 
of the request stream are stored in this stack. Suppose that p is the page number being 
referenced. If p is not in the stack, then p is pushed into the stack. However, if p is 
in the stack, p is removed from the stack and placed on the top of the stack. The top 
of the stack always holds the most recently referenced page number, and the bottom 
of the stack always holds the least-recent page number. To see this clearly, consider 
Figure 8.24, in which a stream of page references and the corresponding stack instants 
are shown. The principal advantage of this approach is that there 1s no need to search 
for the page to be replaced because it is always the bottom most element of the stack. 
This approach can be implemented using either software or microcodes. However, this 
method takes more time when a page number is moved from the middle of the stack. 

e Alternatively, the LRU policy can be implemented by adding an age register to each 
entry of the page table and a virtual clock to the CPU. The virtual clock is organized 
so that it is incremented after each memory reference. When a page is referenced, its 
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FIGURE 8.24 Implementation of the LRU Algorithm Using a Stack 


age register is loaded with the contents of the virtual clock. The age register of a page 
holds the time at which that page was most recently referenced. The least-recent page 
is that page whose age register value is minimum. This approach requires an operating 
system to perform time-consuming housekeeping operations. Thus the performance of 
the system may be degraded. 
To implement these methods, the computer system must provide adequate hardware 
support. Incrementing the virtual clock using software takes more time. Thus the 
operating speed of the entire system is reduced. The LRU policy can not be implemented 
in systems that do not provide enough hardware support. To get around this problem, 
some replacement policy is employed that will approximate the LRU policy. 
The LRU policy can be approximated by adding an extra bit called an activity bit to 
each entry of the page table. Initially all activity bits are cleared to 0. When a page is 
referenced, its activity bit is set to 1. Thus this bit tells whether or not the page is used. 
Any page whose activity bit is 0 may be a candidate for replacement. However, the 
activity bit cannot determine how many times a page has been referenced. 
More information can be obtained by adding a register to each page table entry. To 
illustrate this concept, assume a 16-bit register has been added to each entry of the 
page table. Assume that the operating system is allowed to shift the contents of all the 
registers | bit to the right at regular intervals. With one right shift, the most-significant 
bit position becomes vacant. If it is assumed that the activity bit is used to fill this 
vacant position, some meaningful conclusions can be derived. For example, if the 
content of a page register is 0000,,, then it can be concluded that this page was not in 
use during the last 16 time-interval periods. Similarly, a value FFFF,, for page register 
indicates that the page should have been referenced at least once in the last 16 time- 
interval periods. If the content of a page register is FF00,, and the content of another 
one is OOFO,,, the former was used more recently. 
If the content of a page register is interpreted as an integer number, then the least-recent 
page has a minimum page register value and can be replaced. If two page registers 
hold the minimum value, then either of the pages can be evicted, or one of them can be 
chosen on a FIFO basis. 
The larger the size of the page register, the more time is spent by the operating 
system in the update operations. When the size of the page register is 0, the history 
of the system can only be obtained via the activity bits. If the proposed replacement 
procedure is applied on the activity bits alone, the result is known as the second- 
chance replacement policy. 
Another bit called a dirty bit may be appended to each entry of the page table. This bit 
is initially cleared to 0 and set to 1 when a page is modified. 
This bit can be used in two different ways: 

e The idea of a dirty bit reduces the swapping overhead because when the dirty 

bit of a page to be replaced is zero, there is no need to copy this page into the 
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secondary memory, and it can be overwritten by an incoming page. A dirty 
bit can be used in conjunction with any replacement algorithm. 

* A priority scheme can be set up for replacement using the values of the dirty 
and activity bits, as described next. 


PRIORITY ACTIVITY DIRTY MEANING 


LEVEL BIT BIT 
0 0 0 Neither used nor modified. 
| 0 l Not recently used but modified. 
2 l 0 Used but not modified. 
3 l l Used as well as dirty. 


Using the priority levels just described, the following replacement policy can 

be formulated: When it is necessary to replace a page, choose that page whose 

priority level is minimum. In the event of a tie, select the victim on a FIFO basis. 

In some systems, the LRU policy is approximated using the least frequently used 
(LFU) and most frequently used (MFU) algorithms. A thorough discussion of these 
procedures is beyond the scope of this book. 

e One of the major goals in a replacement policy is to minimize the page-fault rate. A 
program is said to be in a thrashing state if it generates excessive numbers of page 
faults. Replacement policy may not have a complete control on thrashing. For example, 
suppose a program generates the following stream of page references: 

1,2,3,4, 1,2,3,4, 1,2,3:4.... 
If it runs on a system with three frames it will definitely enter into thrashing state 
even if the optimal replacement policy is implemented. 

e There isa close relationship between the degree of multiprogramming and thrashing. 
In general, the degree of multiprogramming is increased to improve the CPU use. 
However, in this case more thrashing occurs. Therefore, to reduce thrashing, the degree 
of multiprogramming is reduced. Now the CPU utilization drops. CPU utilization and 
thrashing are conflicting performance issues. 


8.1.4 Cache Memory Organization 
The performance of a microcomputer system can be significantly improved by introducing 
a small, expensive, but fast memory between the microprocessor and main memory. 
This memory is called “cache memory” and this idea was first introduced in the IBM 
360/85 computer. Later on, this concept was also implemented in minicomputers such 
as the PDP-11/70. With the advent of VLSI technology, the cache memory technique is 
gaining acceptance in the microprocessor world. Studies have shown that typical programs 
spend most of their execution times in loops. This means that the addresses generated by 
a microprocessor have a tendency to cluster around a small region in the main memory, 
a phenomenon known as “locality of reference.” Typical 32-bit microprocessors can 
execute the same instructions in a loop from the on-chip cache rather than reading them 
repeatedly from the external main memory. Thus, the performance is greatly improved. For 
example, an on-chip cache memory is implemented in Intel's 32-bit microprocessor, the 
80486/Pentium, and Motorola’s 32-bit microprocessor, the MC 68030/68040. The 80386 
does not have an on-chip cache, but external cache memory can be interfaced to it. 

The block diagram representation of a microprocessor system that employs a 
cache memory is shown in Figure 8.25. Usually, a cache memory is very small in size and 
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FIGURE 8.25 Memory organization of a microprocessor system that employs a cache 
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FIGURE 8.26 Addresses for main memory and cache memory 


its access time is less than that of the main memory by a factor of 5. Typically, the access 
times of the cache and main memories are 100 and 500 ns, respectively. If a reference 
is found in the cache, we call it a "cache hit," and the information pertaining to the 
microprocessor reference is transferred to the microprocessor from the cache. However, 
if the reference is not found in the cache, we call it a “cache miss.” When there is a cache 
miss, the main memory is accessed by the microprocessor and, the instructions and/or data 
are then transferred to the microprocessor from the main memory. Át the same time, a 
block containing the desired information needed by the microprocessor is transferred from 
the main memory to cache. The block normally contains 4 to 16 words, and this block is 
placed in the cache using the standard replacement policies such as FIFO or LRU. This 
block transfer is done with a hope that all future references made by the microprocessor 
will be confined to the fast cache. 

The relationship between the cache and main memory blocks is established using 
mapping techniques. Three widely used mapping techniques are Direct mapping, Fully 
associative mapping, and Set-associative mapping. In order to explain these three mapping 
techniques, the memory organization of Figure 8.26 will be used. The main memory is 
capable of storing 4K words of 16 bits each. The cache memory, on the other hand, can store 
256 words of 16 bits each. An identical copy of every word stored in cache exists in main 
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memory. The microprocessor first accesses the cache. If there is a hit, the microprocessor 
accepts the 16-bit word from the cache. In case of a miss, the microprocessor reads the 
desired 16-bit word from the main memory and this 16-bit word is then written to the 
cache. A cache memory may contain instructions only (Instruction cache) or data only 
(Data cache) or both instructions and data (Unified cache). 

Direct mapping uses a RAM for the cache. The microprocessor's 12-bit address 
is divided into two fields, an index field and a tag field. Because the cache address is 8 bits 
wide (2* — 256), the low-order 8 bits of the microprocessor's address form the index field, 
and the remaining 4 bits constitute the tag field. This is illustrated in Figure 8.26. 

In general, if the main memory address field is m bits wide and the cache memory 
address is n bits wide, the index field will then require n bits and the tag field will be (m 
- n) bits wide. The n-bit address will access the cache. Each word in the cache will include 
the data word and its associated tag. When the microprocessor generates an address for 
main memory, the index field is used as the address to access the cache. The tag field of 
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FIGURE 8.27 Direct mapping numerical example 
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FIGURE 8.28 Associative mapping, numerical example 


Memory, I/O, and Parallel Processing 329 


the main memory is compared with the tag field in the word read from cache. A hit occurs 
if the tags match. This means that the desired data word is in cache. A miss occurs if there 
is no match, and the required word is read from main memory. It is written in the cache 
along with the tag. One of the main drawbacks of direct mapping is that numerous misses 
may occur if two or more words with addresses having the same index but with different 
tags are accessed several times. This situation should be avoided or can be minimized by 
having such words far apart in the address lines. Let us now illustrate the concept of direct 
mapping for a data cache by means of a numerical example of Figure 8.27. All numbers are 
in hexadecimal. 

The content of index address 00 of cache is tag = 0 and data = 013F. Suppose that 
the microprocessor wants to access the memory address 100. The index address 00 is used 
to access the cache. The memory address tag 1 is compared with the cache tag of 0. This 
does not produce a match. Therefore, the main memory is accessed and the data 2714 1s 
transferred into the microprocessor. The cache word at index address 00 is then replaced 
with a tag of 1 and data of 2714. 

The fastest and the most expensive cache memory utilizes an associative memory. 
This method is known as “fully associative mapping." Each element in associative memory 
contains a main memory address and its content (data). When the microprocessor generates 
a main memory address, it is compared associatively (simultaneously) with all addresses 
in the associative memory. If there is a match, the corresponding data word is read from 
the associative cache memory and sent to the microprocessor. If a miss occurs, the main 
memory is accessed and the address along with its corresponding data are written to the 
associative cache memory. If the cache is full, certain policies such as FIFO are used as 
replacement algorithms for the cache. The associative cache is expensive but provides 
fast operation. The concept of an associative cache is illustrated by means of a numerical 
example in Figure 8.28. Assume all numbers are in hexadecimal. 

The associative memory stores both the memory address and its contents (data). 
The figure shows four words stored in the associative cache. Each word in the cache is 
the 12-bit address along with its 16-bit contents (data). When the microprocessor wants 
to access memory, the 12-bit address is placed in an address register and the associative 
cache memory is searched for a matching address. Suppose that the content of the 
microprocessor address register is 445. Because there is a match, the microprocessor 
reads the corresponding data OFA] into an internal data register. 

Set-associative mapping is a combination of direct and associative mapping. Each 
cache word stores two or more main memory words using the same index address. Each 
main memory word consists of a tag and its data word. An index with two or more tags 
and data words forms a set. When the microprocessor generates a memory request, the 
index of the main memory address is used as the cache address. The tag field of the main 
memory address is then compared associatively (simultaneously) with all tags stored under 
the index. If a match occurs, the desired data word is read. If a match does not occur, the 
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FIGURE 8.29 Set-associative mapping, numerical example with set size of 2 
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data word, along with its tag, is read from main memory and also written into the cache. 

The hit ratio improves as the set size increases because more words with the same 
index but different tags can be stored in the cache. The concept of set-associative mapping 
can be illustrated by the numerical example shown in figure 8.29. Assume that all numbers 
are in hexadecimal. 

Each cache word can store two or more memory words under the same index 
address. Each data item is stored with its tag. The size of a set is defined by the number of 
tag and data items in a cache word. A set size of two is used in this example. Each index 
address contains two data words and their associated tags.Each tag includes 4 bits, and 
each data word contains 16 bits. Therefore, the word length = 2 x (4 + 16) = 40 bits. An 
index address of 8 bits can represent 256 words. Hence, the size of the cache memory is 
256 x 40. It can store 512 main memory words because each cache word includes two data 
words. 

The hex numbers shown in Figure 8.29 are obtained from the main memory 
contents shown in Figure 8.27. The words stored at addresses 000 and 200 of main memory 
of figure 8.27 are stored in cache memory (shown in Figure 8.29) at index address 00. 
Similarly, the words at addresses 101 and 201 are stored at index address 01. When the 
microprocessor wants to access a memory word, the index value of the address is used 
to access the cache. The tag field of the microprocessor address is then compared with 
both tags in the cache associatively (simultaneously) for a cache hit. If there is a match, 
appropriate data is read into the microprocessor. The hit ratio will improve as the set size 
increases because more words with the same index but different tags can be stored in the 
cache. However, this may increase the cost of comparison logic. 

There are two ways of writing into cache: the write-back and write-through 
methods. In the write-back method, whenever the microprocessor writes something into 
a cache word, a “dirty” bit is assigned to the cache word. When a dirty word is to be 
replaced with a new word, the dirty word is first copied into the main memory before it 
is overwritten by the incoming new word. The advantage of this method is that it avoids 
unnecessary writing into main memory. 

In the write-through method, whenever the microprocessor alters a cache address, 
the same alteration is made in the main memory copy of the altered cache address. This 
policy can be easily implemented and also ensures that the contents of the main memory 
are always valid. This feature is desirable in a multiprocesssor system, in which the main 
memory is shared by several processors. However, this approach may lead to several 
unnecessary writes to main memory. 

One of the important aspects of cache memory organization is to devise a method 
that ensures proper utilization of the cache. Usually, the tag directory contains an extra bit 
for each entry, called a “valid” bit. When the power is turned on, the valid bit corresponding 
to each cache block entry of the tag directory is reset to zero. This is done in order to 
indicate that the cache block holds invalid data. When a block of data is first transferred 
from the main memory to a cache block, the valid bit corresponding to this cache block is 
set to 1. In this arrangement, whenever the valid bit is zero, it implies that a new incoming 
block can overwrite the existing cache block. Thus, there is no need to copy the contents of 
the cache block being replaced into the main memory. 

The performance of a system that employs a cache can be formally analyzed as 
follows: If £, h, and t, specify the cache-access time, hit ratio, and the main memory 
access time, respectively; then the average access time can be determined as shown in the 
equation below: 
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D ht, * (1 - h) (te t bn) 

The hit ratio ^ always lies in the closed interval 0 and 1, and it specifies the 
relative number of successful references to the cache. In the above equation, when there is 
a cache hit, the main memory will not be accessed; and in the event of a cache miss, both 
main memory and cache will be accessed. Suppose the ratio of main memory access time 
to cache access time is y, then an expression for the efficiency of a system that employs a 
cache can be derived as follows: 
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ERE NOE 
~ 1471 -A) 


Note that E is maximum when A = 1 (when all references are confined to the 
cache). A hit ratio of 90% (h = 0.90) is not uncommon with many contemporary systems. 


Example 8.9 
Calculate ¢,,, y, and E of a memory system whose parameters are as indicated: 
t.= 160 ns 
t, = 960 ns 
h = 0.90 
Solution 
t,= htt (1— h) (t tn) 
= 0.9 (160) + (0.1) (960 + 160) 
= 144+ 112 


Jea kee PEN 
Sire 1601) 999 


This result indicates that by employing a cache, efficiency is improved by 62.5%. 
Assume the unit of mapping is a block; then the relationship between the main and cache 
memory blocks can be established by using a specific mapping technique. 

In fully associative mapping, a main memory block į can be mapped to any cache 
block j, where 0 = i « M—-land0 «jx N-1 Note that the main memory has M blocks 
and the cache is divided into N blocks. To determine which block of main memory is 
stored into the cache, a tag is required for each block. Hence, 

Tag (j ) = address of the main memory block stored in the cache block J. 
Suppose M = 2" and N = 2°; then m and n bits are required to specify the addresses of 
a main and cache memory block, respectively. Also, block size = 2", where w bits are 
required to specify a word in a block. 

For Associative mapping : m bits of the main memory are used as a tag; and N tags are 
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needed since there are N cache blocks. 
Main memory address = (Tag + w)bits. 
For Direct mapping: High order (m-n) bits are used as a tag. 
Main memory address = (Tag + n + w)bits 
For Set-associative mapping: 
Tag field = (m - n + s) bits, where Blocks/set = 2° 
Cache set number = (n - s) bits 
Main memory address = (Tag size + cache set number + w ) bits. 


Example 8.10 

The parameters of a computer memory system are specified as follows: 

e Main memory size = 8K blocks 

e Cache memory size =512 blocks 

e Block size = 8 words 

Determine the sizes of the tag field along with the main memory address using each of the 
following methods: 


(a) Fully associative mapping 
(b) Direct mapping 
(c) Set associative mapping with 16 blocks/set 
Solution 
With the given data, compute the following: 
e M-^8K-8192 -2P", and thus m = 13. 
e N-512-2?,and thus n= 9. 
e Block size = 8 words = 2? words, and thus we require 3 bits to specify a word 
within a block. 
Using this information, we can determine the main and cache memory address formats as 
shown next: 





| 
| 


MUNIRI 


pe —— Block number ———" P E ERR Word ——À——Ó 


Peer ee de i eee Main memory address 


€————— ERR 





———— 13 bits ——Ó—Á—— i — 


————— Cache memory address ———————— —À 


— —— — (— — 12 -——— —————— 


e a 


[aaa Block number — Word PTT NND 








I ———————————— 9 |—_______—- 3 —————— 


(a) In this case, the size of the tag field is m = 13 = bits: 

Size of the main memory address = Tag (bits) + Word ( bits) 
= 13 bits + 3 bits 
= 16 bits 
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(b) In this case, the size of the tag field is m - n = 13-9=4 bits: 


| 


| A FOARE N EE Lee E e 


e 


eee Tag — —— k Cache block number ——>l-—--——— Word —————^| 





Main memory address —— OTRA: 





jesse 4 bits PNEU CENTRE 9 bits — — a bits ceci 


(c) s = 16 = 24, and thus s = 4. Therefore, the size of the tag field is m - n + s =13-9+4=8 
bits: 


a in memory address ee 


———————H 16 bits ——————————— ———— ———— —Àl 


ears 


a Tag —  — — —-— Cache set number ——l—————— Word. —————»l 


jeu 8 Biieo eise] 5 ues [ec 3 bits ——— —. 


Example 8.11 
The access time of a cache memory is 50 ns and that of the main memory is 500 ns. It is 
estimated that 80% of the main memory requests are for read and the remaining are for 
write. The hit ratio for read access only is 0.9 and a write-through policy is used. 
(a) Determine the average access time considering only the read cycles. 
(b) What is the average time if the write requests are also taken into 
consideration 
Solution 
(a) t, 7 ht, + (1— h)(t, + t) 
— 0.9 x 50 + (0.1)(550) 
= 45 + 55 ns 
— 100 ns 


(b) tu. = (read request probability) x teaa + (1- read request probability) x t, wrie 
read request probability — 0.8 
write request probability — 0.2 
[rad = ty = 100 ns (result of part (a)) 
t vwrite = 200 ns (because both the main and cache memories are updated at the 
same time) 
tead/write 7 0-8 x 100 + 0.2 x 500 
= 80+ 100 ns 
= 180 ns 
The growth in 1C technology has allowed manufacturers to fabricate a cache on 
the CPU chip. The on-chip cache of Motorola’s 32-bit microprocessor, the MC68020, is 
discussed next. 
The MC68020 on-chip cache is a direct mapped instruction cache. Only 
instructions are cached; data items are not. This cache is a collection of 64 entries, where 
each cache entry consists of a 26-bit tag field and 32-bit instruction data. The tag field 
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FIGURE 8.30 MC68020 On-chip Cache Organization 


includes the following components: 

e  High-order 24 bits of the memory address. 

e The most-significant bit FC2 of the function code. In the MC68020 processor, 
the 3-bit function code combination FC2 FC1 FCO is used to identify the status 
of the processor and the address space (discussed in Chapter 10) of the bus 
cycle. For example, FC2 = 1 means the processor operates in the supervisory 
or privileged mode. Otherwise, it operates in the user mode. Similarly, when 
FC1 FCO = 01, the bus cycle is made to access data. When FC1 FCO = 10, the 
bus cycle is made to access code. 

e Valid bit. 

A block diagram of the MC68020 on-chip cache is shown in Figure 8.30. 

If an instruction fetch occurs when the cache is enabled, the cache is first checked 
to determine if the word requested is in the cache. This is achieved by first using 6 bits of 
the memory address (A7-A2) to select one of the 64 entries of the cache. Next, address bits 
A31-A8 and function bit FC2 are compared to the corresponding values of the selected 
cache entry. If there is a match and the valid bit is set, a cache hit is occurs. 

In this case, the address bit A] is used to select the proper instruction word stored 
in the cache and the cycle ends. If there is no match or the valid bit is cleared, and a 
cache miss occurs. In this case, the instruction 1s fetched from external memory. This 
new instruction Is automatically written into the cache and the valid bit is set. Since the 
processor always pre fetches instructions from the external memory in the form of long 
words, both instruction data words of the cache will be updated regardless of which word 
caused the miss. 
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FIGURE 8.31  MC68020 Instruction Cache. 


The MC68020 on-chip instruction cache obtains a significant increase in 
performance by reducing the number of fetches required to external memory. Typically, 
this cache reduces the instruction execution time in two ways. First, it provides a two- 
clock-cycle access time for an instruction that hits in the cache (see Figure 8.31); second, if 
the access hits in the cache, it allows simultaneous instruction and data access to occur. Of 
these two benefits, simultaneous access is more significant, since it allows 100% reduction 
in the time required to access the instruction rather than the 3396 reduction afforded by 
going from three to two clocks. 

Finally, microprocessors such as Intel Pentium II support two-levels of cache. 
These are L1 (Level 1) and L2 ( Level 2) cache memories. The L1 cache ( Smaller in size) 
is contained inside the processor chip while the L2 cache ( Larger in size) is interfaced 
external to the microprocessor. The L1 cache normally provides separate instruction and 
data caches. The processor can directly access the L1 cache while the L2 cache normally 
supplies instructions and data to the L1 cache. The L2 cache is usually accessed by the 
microprocessor only if L1 misses occur. This two-level cache memory enhances the 
performance of the microprocessor. 


8.2 Input/Output 


One communicates with a microcomputer system via the I/O devices interfaced to it. 
The user can enter programs and data using the keyboard on a terminal and execute the 
programs to obtain results. Therefore, the I/O devices connected to a microcomputer system 
provide an efficient means of communication between the microcomputer and the outside 
world. These I/O devices are commonly called “peripherals” and include keyboards, CRT 
displays, printers, and disks. 

The characteristics of the I/O devices are normally different from those of the 
microcomputer. For example, the speed of operation of the peripherals is usually slower 
than that of the microcomputer, and the word length of the microcomputer may be different 
from the data format of the peripheral devices. To make the characteristics of the I/O 
devices compatible with those of the microcomputer, interface hardware circuitry between 
the microcomputer and I/O devices is necessary. Interfaces provide all input and output 
transfers between the microcomputer and peripherals by using an I/O bus. An I/O bus 
carries three types of signals: device address, data, and command. 

The microprocessor uses the I/O bus when it executes an I/O instruction. A typical 
I/O instruction has three fields. When the computer executes an I/O instruction, the control 
unit decodes the op-code field and identifies it as an I/O instruction. The CPU then places 
the device address and command from respective fields of the I/O instruction on the I/O 
bus. The interfaces for various devices connected to the I/O bus decode this address, and 
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an appropriate interface is selected. The identified interface decodes the command lines 
and determines the function to be performed. Typical functions include receiving data 
from an input device into the microprocessor or sending data to an output device from the 
microprocessor. Ín a typical microcomputer system, the user gets involved with two types 
of I/O devices: physical I/O and virtual I/O. When the computer has no operating system, 
the user must work directly with physical I/O devices and perform detailed I/O design. 

There are three ways of transferring data between the microcomputer and physical 
I/O device: 

1. Programmed I/O 
2. Interrupt I/O 
3. Direct memory access (DMA) 

The microcomputer executes a program to communicate with an external device 
via a register called the “I/O port" for programmed I/O. An external device requests the 
microcomputer to transfer data by activating a signal on the microcomputer’s interrupt 
line during interrupt I/O. In response, the microcomputer executes a program called the 
interrupt-service routine to carry out the function desired by the external device. Data 
transfer between the microcomputer’s memory and an external device occurs without 
microprocessor involvement with direct memory access. 

In a microcomputer with an operating system, the user works with virtual I/O 
devices. The user does not have to be familiar with the characteristics of the physical 
I/O devices. Instead, the user performs data transfers between the microcomputer and the 
physical I/O devices indirectly by calling the I/O routines provided by the operating system 
using virtual I/O instructions. | 

Basically, an operating system serves as an interface between the user programs 
and actual hardware. The operating system facilitates the creation of many logical or virtual 
I/O devices, and allows a user program to communicate directly with these logical devices. 
For example, a user program may write its output to a virtual printer. In reality, a virtual 
printer may refer to a block of disk space. When the user program terminates, the operating 
system may assign one of the available physical printers to this virtual printer and monitor 
the entire printing operation. This concept is known as *spooling" and improves the system 
throughput by isolating the fast processor from direct contact with a slow printing device. A 
user program is totally unaware of the logical-to-physical device-mapping process. There 
is no need to modify a user program if a logical device is assigned to some other available 
physical device. This approach offers greater flexibility over the conventional hardware- 
oriented techniques associated with physical I/O. 


8.2.1 Programmed U/O 
A microcomputer communicates with an external device via one or more registers called 
“I/O ports” using programmed I/O. I/O ports are usually of two types. For one type, each 
bit in the port can be individually configured as either input or output. For the other type, all 
bits in the port can be set up as all parallel input or output bits. Each port can be configured 
as an input or output port by another register called the “command” or “data-direction 
register.” The port contains the actual input or output data. The data-direction register is an 
output register and can be used to configure the bits in the port as inputs or outputs. 

Each bit in the port can be set up as an input or output, normally by writing a 0 or 
a 1 in the corresponding bit of the data-direction register. As an example, if an 8-bit data- 
direction register contains 34H, then the corresponding port is defined as follows: 
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Bit position 
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In this example, because 34H (0011 0100) is sent as an output into the data- 
direction register, bits 0, 1, 3, 6, and 7 of the port are set up as inputs, and bits 2, 4, and 
5 of the port are defined as outputs. The microcomputer can then send output to external 
devices, such as LEDs, connected to bits 2, 4, and 5 through a proper interface. Similarly, 
the microcomputer can input the status of external devices, such as switches, through bits 
0, 1, 3, 6, and 7. To input data from the input switches, the microcomputer assumed here 
inputs the complete byte, including the bits to which LEDs are connected. While receiving 
input data from an I/O port, however, the microcomputer places a value, probably 0, at the 
bits configured as outputs and the program must interpret them as “don’t cares.” At the 
same time, the microcomputer's outputs to bits configured as inputs are disabled. 

For parallel I/O, there is only one data-direction register, usually known as the 
"command register" for all ports. A particular bit in the command register configures all 
bits in the port as either inputs or outputs. Consider two I/O ports in an I/O chip along with 
one command register. Assume that a O ora 1 in a particular bit position defines all bits of 
ports A or B as inputs or outputs. An example is depicted in the following: 
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Some I/O ports are called “handshake ports.” Data transfer occurs via these 
ports through exchanging of control signals between the microcomputer and an external 
device. 

I/O ports are addressed using either standard I/O or memory-mapped I/O 
techniques. The “standard I/O” (also called “isolated I/O” by Intel) uses an output pin such 
as M/IO pin on the Intel 8086 microprocessor chip. The processor outputs a HIGH on 
this pin to indicate to memory and the I/O chips that a memory operation is taking place. 
A LOW output from the processor to this pin indicates an I/O operation. Execution of IN 
or OUT instruction makes the M/IO LOW, whereas memory-oriented instructions, such 
as MOVE, drive the M/IO to HIGH. In standard 1/O, the processor uses the M/IO pin to 
distinguish between I/O and memory. For typical processors, an 8-bit address is commonly 
used for each I/O port. With an 8-bit I/O port address, these processors are capable of 
addressing 256 ports. In addition, some processors can also use 16-bit I/O ports. However, 
in a typical application, four or five I/O ports may usually be required. Some of the address 
bits of the microprocessor are normally decoded to obtain the I/O port addresses. With 
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“memory-mapped I/O”, the processor, on the other hand, does not differentiate between 
I/O and memory, and therefore, does not use the MAO control pin. The processor uses a 
portion of the memory addresses to represent I/O ports. The I/O ports are mapped as part of 
the processor's main memory addresses which may not physically exist, but are used by the 
microprocessor's memory-oriented instructions such as MOVE to generate the necessary 
control signals to perform I/O. Motorola microprocessors do not have the control pin such 
as M/IO pin and use only “memory-mapped I/O” while Intel microprocessors can use 
both types. 

When standard I/O is used, typical processors normally use 2-byte IN or OUT 
instruction as follows: 


IN { 2-byte instruction for 
port number inputting data from 
the specified I/O port 


into the processor’s register 


OUT { 2-byte instruction for 
port number outputting data from 
the register into the 
specified I/O port 


With memory-mapped I/O, the processor normally uses instructions, namely, 
MOVE, as follows: 


MOVE where M= { instruction 

M, reg Port address for inputting I/O data 
mapped into memory into a register 

MOVE where M= { instruction for outputting 

reg, M Port address data from a register 
mapped into memory into the specified port 


There are typically two ways via which programmed I/O can be utilized. These 
are unconditional I/O and conditional I/O. The processor can send data to an external 
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FIGURE 8.32 Flowchart for conditional programmed I/O 
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device at any time using unconditional I/O. The external device must always be ready for 
data transfer. A typical example is when the processor outputs a 7-bit code through an 
I/O port to drive a seven-segment display connected to this port. In conditional I/O, the 
processor outputs data to an external device via handshaking. This means that data transfer 
occurs via exchanging of control signals between the processor and an external device. 
The processor inputs the status of the external device to determine whether the device is 
ready for data transfer. Data transfer takes place when the device is ready. The flow chart 
in Figure 8.32 illustrates the concept of conditional programmed I/O. 

The concept of conditional I/O will now be demonstrated by means of data transfer 
between a processor and an analog-to-digital (A/D) converter. Consider, for example, the 
A/D converter shown in Figure 8.33. This A/D converter transforms an analog voltage V, 
into an 8-bit binary output at pins D;-D,. A pulse at the START conversion pin initiates 
the conversion. This drives the BUSY signal LOW. The signal stays LOW during the 
conversion process. The BUSY signal goes to HIGH as soon as the conversion ends. 
Because the A/D converter's output is tristated, a LOW on the OUTPUT ENABLE transfers 
the converter's outputs. A HIGH on the OUTPUT ENABLE drives the converter's outputs 
to a high impedance state. 

The concept of conditional I/O can be demonstrated by interfacing the A/D 
converter to a typical processor. Figure 8.34 shows such an interfacing example. The user 
writes a program to carry out the conversion process. When this program is executed, the 
processor sends a pulse to the START pin ofthe converter via bit 2 of port A. The processor 
then checks the BUSY signal by inputting bit 1 of port A to determine if the conversion is 
completed. If the BUSY signal is HIGH (indicating the end of conversion), the processor 
sends a LOW to the OUTPUT ENABLE pin of the A/D converter. The processor then 
inputs the converter's D,-D, outputs via port B. If the conversion is not completed, the 
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FIGURE 8.34 Interfacing an A/D converter to a microcomputer 
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processor waits in a loop checking for the BUSY signal to go to HIGH. 


8.2.2 Interrupt I/O 

A disadvantage of conditional programmed I/O is that the microcomputer needs to check 
the status bit (BUSY signal for the A/D converter) by waiting in a loop. This type of I/O 
transfer is dependent on the speed of the external device. For a slow device, this waiting 
may slow down the microcomputer's capability of processing other data. The interrupt I/O 
technique is efficient in this type of situation. 

Interrupt I/O is a device-initiated I/O transfer. The external device is connected 
to a pin called the "interrupt (INT) pin" on the processor chip. When the device needs an 
I/O transfer with the microcomputer, it activates the interrupt pin of the processor chip. 
The microcomputer usually completes the current instruction and saves the contents of the 
current program counter and the status register in the stack. 

The microcomputer then automatically loads an address into the program counter 
to branch to a subroutine-like program called the “interrupt-service routine.” This program 
is written by the user. The external device wants the microcomputer to execute this 
program to transfer data. The last instruction of the service routine is a RETURN, which 
Is typically similar 1n concept to the RETURN instruction used at the end of a subroutine. 
The RETURN from interrupt instruction normally loads the program counter and the status 
register with the information saved in the stack before going to the service routine . Then, 
the microcomputer continues executing the main program. An example of interrupt I/O 1s 
shown in Figure 8.35. 

Assume the microcomputer is MC68000 based and executing the following 


program: 
ORG $2000 
MOVE.B #581, DDRA ; configure bits 0 and 7 
; Of port À as outputs 
MOVE.B #$00, DDRB : configure Port B as input 
MOVE.B #$81, PORTA ; Send start pulse to A/D 
; and HIGH to OUTPUT ENABLE 


MOVE.B #$01, PORTA 
CLR.W DO k clear 16-bit register DO to 0 
BEGIN MOVE.W D1, D2 


The extensions .B and .W represent byte and word operations. Note that the symbols $ and 
# indicate hexadecimal number and immediate mode respectively. The preceding program 
is arbitrarily written. The program logic can be explained using the MC68000 instruction 
set. Ports DDRA and DDRB are assumed to be the data-direction registers for ports A 
and B, respectively. The first four MOVE instructions configure bits 0 and 7 of port A as 
outputs and port B as the input port, and then send a trailing START pulse (HIGH and then 
LOW) to the A/D converter along with a HIGH to the OUTPUT ENABLE. This HIGH 
OUTPUT ENABLE is required to disable the A/D's output. The microcomputer continues 
with execution of the CLR.W DO instruction. Suppose that the BUSY signal becomes 
HIGH, indicating the end of conversion during execution of the CLR.W DO instruction. 
This drives the INT signal to HIGH, interrupting the microcomputer. The microcomputer 
completes execution ofthe current instruction, CLR. W DO. It then saves the current contents 
of the program counter (address BEGIN) and status register automatically and executes 
a subroutine-like program called the service routine. This program is usually written by 
the user. The microcomputer manufacturer normally specifies the starting address of the 
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service routine, or it may be provided by the user via external hardware. Assume this 
address is $4000, where the user writes a.service routine to input the A/D converter's 
output as follows: 


ORG $4000 

MOVE.B #500, PORTA - Activate OUTPUT ENABLE. 

MOVE . B PORTB, D1 ; Input A/D 

RTE ; Return and restore PC and SR. 


In this service routine, the microcomputer inputs the A/D converter's output. 
The return instruction RTE, at the end of the service routine, pops address BEGIN and 
the previous status register contents from the stack and loads the program counter and 
status register with them. The microcomputer executes the MOVE.W D1, D2 instruction 
at address BEGIN and continues with the main program. The basic characteristics of 
interrupt I/O have been discussed so far. The main features of interrupt I/O provided with 
a typical microcomputer are discussed next. 


Interrupt Types 

There are typically three types of interrupts: external interrupts, traps or internal interrupts, 
and software interrupts. External interrupts are initiated through the microcomputer's 
interrupt pins by external devices such as A/D converters. External interrupts can further 
be divided into two types: maskable and nonmaskable. Nonmaskable interrupt can not 
be enabled or disabled by instructions while microprocessor's instruction set contains 
instructions to enable or disable maskable interrupt. For example, Intel 8086 can disable 
or enable — maskable interrupt by executing instructions such as CLI (Clear interrupt 
flag in the Status register to 0) or STI (Set interrupt flag in the Status register to 1) . The 
8086 recognizes the maskable interrupt after execution of the STI while ignores it upon 
execution of the CLI. Note that the 8086 has an interrupt-flag bit in the Status register. The 
nonmaskable interrupt has a higher priority than the maskable interrupt. If both maskable 
and nonmaskable interrupts are activated at the same time, the processor will service the 
nonmaskable interrupt first. The nonmaskable interrupt is typically used as a power failure 
interrupt. Processors normally use +5 V DC, which is transformed from 110 V AC. If the 
power falls below 90 V AC, the DC voltage of +5 V cannot be maintained. However, it 
will take a few milliseconds before the AC power drops below 90 V AC. In these few 
milliseconds, the power-failure-sensing circuitry can interrupt the processor. The interrupt- 
service routine can be written to store critical data in nonvolatile memory such as battery- 
backed CMOS RAM, and the interrupted program can continue without any loss of data 
when the power returns. 
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FIGURE 8.35 Microcomputer A/D converter interface via interrupt I/O 
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Some processors such as the 8086 are provided with a maskable handshake 
interrupt. This interrupt is usually implemented by using two pins — INTR and INTA. 
When the INTR pin is activated by an external device, the processor completes the current 
instruction, saves at least the current program counter onto the stack, and generates an 
interrupt acknowledge (INTA). In response to the INTA, the external device provides an 
8-bit number, using external hardware on the data bus of the microcomputer. This number 
is then read and used by the microcomputer to branch to the desired service routine. 

Internal interrupts, or traps, are activated internally by exceptional conditions 
such as overflow, division by zero, or execution of an illegal op-code. Traps are handled 
in the same way as external interrupts. The user writes a service routine to take corrective 
measures and provide an indication to inform the user that an exceptional condition has 
occurred. Many processors include software interrupts, or system calls. When one of these 
instructions is executed, the processor 1s interrupted and serviced similarly to external or 
internal interrupts. Software interrupt instructions are normally used to call the operating 
system. These instructions are shorter than subroutine calls, and no calling program is 
needed to know the operating system's address in memory. Software interrupt 
instructions allow the user to switch from user to supervisor mode. For some processors, 
a software interrupt is the only way to call the operating system, because a subroutine call 
to an address in the operating system is not allowed. 


Interrupt Address Vector 

The technique used to find the starting address of the service routine (commonly known as 
the interrupt address vector) varies from one processor to another. With some processors, 
the manufacturers define the fixed starting address for each interrupt. Other manufacturers 
use an indirect approach by defining fixed locations where the interrupt address vector is 
stored. 


Saving the Microprocessor Registers 

When a processor is interrupted, it saves at least the program counter on the stack so that 
the processor can return to the main program after executing the service routine. Typical 
processors save one or two registers, such as the program counter and status register, before 
going to the service routine. The user should know the specific registers the processor 
saves prior to executing the service routine. This will allow the user to use the appropriate 
return instruction at the end of the service routine to restore the original conditions upon 
return to the main program. 


Interrupt Priorities 

A processor is typically provided with one or more interrupt pins on the chip. Therefore, a 
special mechanism is necessary to handle interrupts from several devices that share one of 
these interrupt lines. There are two ways of servicing multiple interrupts: polled and daisy 
chain techniques. 


i) Polled Interrupts 

Polled interrupts are handled by software and are therefore are slower than daisy chaining. 
The processor responds to an interrupt by executing one general-service routine for all 
devices. The priorities of devices are determined by the order in which the routine polls 
each device. The processor checks the status of each device in the general-service routine, 
starting with the highest-priority device, to service an interrupt. Once the processor 
determines the source of the interrupt, it branches to the service routine for the device. 
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Figure 8.36 shows a typical configuration of the polled-interrupt system. 

In Figure 8.36, several external devices (device 1, device 2,..., device N) are 
connected to a single interrupt line of the processor via an OR gate (not shown in the 
figure). When one or more devices activate the INT line HIGH, the processor pushes the 
program counter and possibly some other registers onto the stack. It then branches to an 
address defined by the manufacturer of the processor. The user can write a program at this 
address to poll each device, starting with the highest-priority device, to find the source of 
the interrupt. Suppose the devices in Figure 8.36 are A/D converters. Each converter, along 
with the associated logic for polling, is shown in Figure 8.37. 

Assume that in Figure 8.36 two A/D converters (device 1 and device 2) are 
provided with the START pulse by the processor at nearly the same time. Suppose the 
user assigns device 2 the higher priority. The user then sets up this priority mechanism in 
the general-service routine. For example, when the BUSY signals from device 1 and/or 2 
become HIGH, indicating the end of conversion, the processor is interrupted. In response, 
the processor pushes at least the program counter onto the stack and loads the PC with the 
interrupt address vector defined by the manufacturer. 

The general interrupt-service routine written at this address determines the source 
of the interrupt as follows: A 1 is sent to PA! for device 2 because this device has higher 
priority. If this device has generated an interrupt, the output (PB1) ofthe AND gate in Figure 
8.37 becomes HIGH, indicating to the processor that device 2 generated the interrupt. If 
the output of the AND gate is 0, the processor sends a HIGH to PAO and checks the output 
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(PBO) for HIGH. Once the source of the interrupt is determined, the processor can be 
programmed to jump to the service routine for that device. The service routine enables the 
A/D converter and inputs the converter's outputs to the processor. 

Polled interrupts are slow, and for a large number of devices, the time required 
to poll each device may exceed the time to service the device. In such a case, a faster 
mechanism, such as the daisy chain approach, can be used. 


ii) Daisy Chain Interrupts 

Devices are connected in a daisy chain fashion, as shown in Figure 8.38, to set 
up priority systems. Suppose one or more devices interrupt the processor. In response, the 
processor pushes at least the PC and generates an interrupt acknowledge (INT A) signal to 
the highest-priority device (device 1 in this case). If this device has generated the interrupt, 
it will accept the INTA; otherwise, it will pass the INTA onto the next device until the 
INTA is accepted. 

Once accepted, the device provides a means for the processor to find the interrupt- 


Memory, I/O, and Parallel Processing 345 


address vector by using external hardware. Assume the devices in Figure 8.38 are A/D 
converters. Figure 8.39 provides a schematic for each device and the associated logic. 

suppose the processor in Figure 8.39 sends a pulse to start the conversions of 
the A/D converters of devices 1 and 2 at nearly the same time. When the BUSY signal 
goes to HIGH, the processor is interrupted through the INT line. The processor pushes 
the program counter and possibly some other registers. It then generates a LOW at the 
interrupt-acknowledge INTA for the highest-priority device (device 1 in Figure 8.38). 
Device 1 has the highest priority—it is the first device in the daisy chain configuration 
to receive INTA. If A/D converter 1 has generated the BUSY HIGH, the output of the 
AND gate becomes HIGH. This signal can be used to enable external hardware to provide 
the interrupt-address vector on the processor's data lines. The processor then branches to 
the service routine. This program enables the converter and inputs the A/D output to the 
processor via Port B. If A/D converter #1 does not generate the BUSY HIGH, however, the 
output of the AND gate in Figure 8.39 becomes LOW (an input to device 2's logic) and the 
same sequence of operations takes place. In the daisy chain, each device has the same logic 
with the exception of the last device, which must accept the INTA. Note that the outputs of 
all the devices are connected to the INT line via an OR gate (not shown in Figure 8.38) 








8.2.3 Direct Memory Access (DMA) 

Direct memory access (DMA) is a technique that transfers data between a microcomputer's 

memory and an I/O device without involving the microprocessor. DMA is widely used in 

transferring large blocks of data between a peripheral device such as a hard disk and the 
microcomputer's memory. The DMA technique uses a DMA controller chip for the data- 

transfer operations. The DMA controller chip implements various components such as a 

counter containing the length of data to be transferred in hardware in order to speed up data 

transfer. The main functions of a typical DMA controller are summarized as follows: 

+ The I/O devices request DMA operation via the DMA request line of the controller 
chip. 

e The controller chip activates the microprocessor HOLD pin, requesting the 
microprocessor to release the bus. 

* The processor sends HLDA (hold acknowledge) back to the DMA controller, indicating 
that the bus is disabled. The DMA controller places the current value of its internal 
registers, such as the address register and counter, on the system bus and sends a 
DMA acknowledge to the peripheral device. The DMA controller completes the DMA 
transfer. 

There are three basic types of DMA: block transfer, cycle stealing, and interleaved 

DMA. For block-transfer DMA, the DMA controller chip takes over the bus from the 

microcomputer to transfer data between the microcomputer memory and I/O device. The 

microprocessor has no access to the bus until the transfer is completed. During this time, 

the microprocessor can perform internal operations that do not need the bus. This method 

is popular with microprocessors. Using this technique, blocks of data can be transferred. 
Data transfer between the microcomputer memory and an I/O device occurs on 

a word-by-word basis with cycle stealing. Typically, the microprocessor is generated 

by ANDing an INHIBIT signal with the system clock. The system clock has the same 

frequency as the microprocessor clock. The DMA controller controls the INHIBIT line. 

During normal operation, the INHIBIT line is HIGH, providing the microprocessor clock. 

When DMA operation is desired, the controller makes the INHIBIT line LOW for one 

clock cycle. The microprocessor is then stopped completely for one cycle. Data transfer 
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between the memory and I/O takes place during this cycle. This method is called “cycle 
stealing" because the DMA controller takes away or steals a cycle without microprocessor 
recognition. Data transfer takes place over a period of time. 

With interleaved DMA, the DMA controller chip takes over the system bus when 
the microprocessor is not using it. For example, the microprocessor does not use the bus 
while incrementing the program counter or performing an ALU operation. The DMA 
controller chip identifies these cycles and allows transfer of data between the memory and 
I/O device. Data transfer takes place over a period of time for this method. 

Because block-transfer DMA is common with microprocessors, a detailed 
description is provided. Figure 8.40 shows a typical diagram of the block-transfer 
DMA. In the figure, the I/O device requests the DMA transfer via the DMA request line 
connected to the controller chip. The DMA controller chip then sends a HOLD signal to 
the microprocessor, and it then waits for the HOLD acknowledge (HLDA) signal from the 
microprocessor. On receipt of the HLDA, the controller chip sends a DMA ACK signal 
to the I/O device. The controller takes over the bus and controls data transfer between 
the RAM and I/O device. On completion of the data transfer, the controller interrupts the 
microprocessor by the INT line and returns the bus to the microprocessor by disabling the 
HOLD and DMA ACK signals. 

The DMA controller chip usually has at least three registers normally selected 
by the controller’s register select (RS) line: an address register, a terminal count register, 
and a status register. Both the address and terminal] counter registers are initialized by 
the microprocessor. The address register contains the starting address of the data to be 
transferred, and the terminal counter register contains the desired block to be transferred. 
The status register contains information such as completion of DMA transfer. Note that the 
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FIGURE 8.41  l/Ostructure of a typical microcomputer 


DMA controller implements logic associated with data transfer in hardware to speed up the 
DMA operation. 


8.3 Summary of UO 


Figure 8.41 summarizes various I/O devices associated with a typical microprocessor. 


8.4 Fundamentals of Parallel Processing 


The term "parallel processing" means improving the performance of a computer system 
by carrying out several tasks simultaneously. A high volume of computation is often 
required in many application areas, including real-time signal processing. A conventional 
single computer contains three functional elements: CPU, memory, and I/O. In such a 
uniprocessor system, a reasonable degree of parallelism was achieved in the following 
manner: 

1. The IBM 370/168 and CDC 6600 computers included a dedicated I/O processor. 
This additional unit was capable of performing all VO operations by employing the DMA 
technique discussed earlier. In these systems, parallelism was achieved by keeping the CPU 
and I/O processor busy as much as possible with program execution and I/O operations 
respectively. 

2. In the CDC 6600 CPU, there were 24 registers and 10 execution units. Each 
execution unit was designed for a specific operation such as addition, multiplication, and 
shifting. Since all units were independent of each other, several operations were performed 
simultaneously. 

3. In many uniprocessor systems such as IBM 360, parallelism was achieved 
by using high-speed hardware elements such as carry-look-ahead adders and carry-save 
adders. 

4. In several conventional computers, parallelism is incorporated at the instruction- 
execution level. Recall that an instruction cycle typically includes activities such as op 
code fetch, instruction decode, operand fetch, operand execution, and result saving. All 
these operations can be carried out by overlapping the instruction fetch phase with the 
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instruction execution phase. This is known as instruction pipelining. This pipelining 
conceptis implemented in the state-of-the-art microprocessors such as Intel's Pentium 
series. 

5. [n many uniprocessor systems, high throughput is achieved by employing 
high speed memories such as cache and associative memories. The use of virtual memory 
concepts such as paging and segmentation also allows one to achieve high processing rates 
because they reduce speed imbalance between a fast CPU and a slow periphal device such 
as a hard disk. These concepts are also implemented in today's microprocessors to achieve 
high performance. 

6. It is a common practice to achieve parallelism by employing software methods 
such as multiprogramming and time sharing in uniprocessors. In both techniques, the CPU 
is multiplexed among several jobs. This results in concurrent processing, which improves 
the overall system throughput. 


8.4.1 General Classifications of Computer Architectures 
Over the last two decades, parallel processing has drawn the attention of many research 
workers, and several high-speed architectures have been proposed. To present these results 
in a concise manner, different architectures must be classified in well defined groups. 
All computers may be categorized into different groups using one of three classification 
methods: 

1. Flynn 

2. Feng 

3. Handler 

The two principal elements of a computer are the processor and the memory. A 
processor manipulates data stored in the memory as dictated by the instruction. Instructions 
are stored in the memory unit and always flow from memory to processor. Data movement 
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is bidirectional, meaning data may be read from or written into the memory. Figure 8.42 
shows the processor-memory interaction. 

The number of instructions read and data items manipulated simultaneously by 
the processor form the basis for Flynn’s classification. Figure 8.43 shows the four types 
of computer architectures that are defined using Flynn’s method. The SISD computers 
are capable of manipulating a single data item by executing one instruction at a time. The 
SISD classification covers the conventional uniprocessor systems such as the VAX-11, 
IBM 370, Intel 8085, and Motorola 6809. The processor unit of a SISD machine may 
have one or many functional units. For example, the VAX-11/780 is a SISD machine with 
a single functional unit. CDC 6600 and IBM 370/168 computers are typical examples of 
SISD systems with multiple functional units. In a SISD machine, instructions are executed 
in a strictly sequential fashion. The SIMD system allows a single instruction to manipulate 
several data elements. These machines are also called vector machines or array processors. 
Examples of this type of computer are the ILLIAC-IV and Burroughs Scientific Processor 
(BSP). 

The ILLIAC-IV was an experimental parallel computer proposed by the University 
of Illinois and built by the Burroughs Corporation. In this system, there are 64 processing 
elements. Each processing element has its own small local memory unit. The operation of 
all the processing elements is under the control of a central control unit (CCU). Typically, 
the CCU reads an instruction from the common memory and broadcasts the same to all 
processing units so the processing units can all operate on their own data at the same 
time. This configuration is very useful for carrying out a high volume of computations 
that are encountered in application areas such as finite-element analysis, logic simulation, 
and spectral analysis. Modern microprocessors such as Intel Pentium II use the SIMD 
architecture. 

By definition, MISD refers to a computer in which several instructions manipulate 
the same data stream concurrently. The notion of pipelining is very close to the MISD 
definition. 

A set of instructions constitute a program, and a program operates on several data 
elements. MIMD organization refers to a computer that is capable of processing several 
programs simultaneously. MIMD systems include all multiprocessing systems. Based on 
the degree of processor interaction, multiprocessor systems may be further divided into two 
groups: loosely coupled and tightly coupled. A tightly coupled system has high interaction 
between processors. Multiprocessor systems with low interprocessor communications are 
referred to as loosely coupled systems. 

In Feng’s approach, computers are classified according to the number of bits 
processed within a unit time. However, Handler’s classification scheme categorizes 
computers on the basis of the amount of parallelism found at the following levels: 


e CPU 
e ALU 
e Bit 


A thorough discussion of these schemes is beyond the scope of this book. Since 
contemporary microprocessors such as Intel Pentium II use SIMD architechture, a basic 
coverage of SIMD is provided next. The SIMD computers are also called array processors. 
A synchronous array processor may be defined as a computer in which a set of identical 
processing elements act under the contro! of a master controller (MC). A command given 
by the MC is simultaneously executed by all processing elements, and a SIMD system is 
formed. Since all processors execute the same instruction, this organization offers a great 
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FIGURE 8.45 A Four-segment Pipeline 


attraction for vector processing applications such as matrix manipulation. 

A conceptual organization of a typical array processor is shown in Figure 8.44. 
The Master Controller (MC) controls the operation of the processor array. This array 
consists of N identical processing elements (P, through P, ,). Each processing element P; is 


assumed to have its own memory, PMi, to store its data. The MC of Figure 8.44 contains 
two major components: 


* The master control unit (MCU) 

+ The master control memory (MCM) 

The MCU is the CPU of the master controller and includes an ALU and a set of 
registers. The purpose of the MCM is to hold the instructions and common data. 
Each instruction of a program is executed under the supervision of the MCU in a sequential 
fashion. The MCU fetches the next instruction, and the execution of this instruction will 
take place in one of the following ways: 
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e Ifthe instruction fetched is a scalar or a branch instruction, it is executed by 
the MC itself. 

* Ifthe instruction fetched is a vector instruction, such as vector add or vector 
multiply, then the MCU broadcasts the same instruction to each P‘, of the 
processor array, allowing all P;'s to execute this instruction simultaneously. 

Assume the required data is already within the processing element's private 
memory. Before execution of a vector instruction, the system ensures that appropriate data 
values are routed to each processing element's private memory. Such an operation can be 
performed in two ways: 

e All data values can be transferred to the private memories from an external 

source via the system data bus. 

e The MCU can transfer the data values to the private memories via the control 
bus. 

In an array processor like the one shown in Figure 8.44, it may be necessary 
to disable some processing elements during a vector operation. This is accomplished 
by including a mask register, M, in the MCU. The mask register contains a bit, m, for 
each processing element, p,. A particular processing element, p, will respond to a vector 
instruction broadcast by the MCU only when its mask bit, m, is set to 1; otherwise, 
the processing element. P, will not respond to the vector instruction and is said to be 
disabled. 

In an array processor, it may be necessary to exchange data between processing 
elements. Such an exchange of data between processing elements takes place through the 
path provided by the interprocessor communication network (IPCN). Data exchanges 
refers to exchanges between scratchpad registers of the processing elements and exchanges 
between private memories of the processing elements. 


8.4.2 Pipeline Processing 

The purpose of this section is to provide a brief overview of pipelining. 

Basic Concepts 

Assume a task T is carried out by performing four activities: Al, A2, A3, and A4, in that 
order. Hardware Hi is designed to perform the activity Ai. Hi is referred to as a segment, 
and it essentially contains combinational circuit elements. Consider the arrangement shown 
in Figure 8.45. 

In this configuration, a latch is placed between two segments so the result computed 
by one segment can serve as input to the following segment during the next clock period. 
The execution of four tasks Tl, T2, T3, and T4 using the hardware of Figure 8.45 is 
described using a space-time chart shown in Figure 8.46. 

Initially, task Tl is handled by segment 1. After the first clock, segment 2 is busy with TI 
while segment 1 is busy with T2. Continuing in this manner, the task Tl is completed at the 
end of the fourth clock. However, following this point, one task is shipped out per clock. 
This is the essence of the pipeline concept. A pipeline gains efficiency for the same reason 
as an assembly line does: Several activities are performed but not on the same material. 
Suppose ti and L denote the propagation delays of segment i and the latch, respectively. 
Then the pipeline clock period T can be expressed as follows: 

T = max (Tl, T2, ... Tn) * L 

The segment with the maximum delay is known as the bottleneck, and it decides 
the pipeline clock period T. The reciprocal of T is referred to as the pipeline frequency. 

Consider the execution of m tasks using an n-segment pipeline. In this case, the 


352 Fundamentals of Digital Logic and Microcomputer Design 


Segment 4 
Segment 3 


Segment 2 
Segment 1 





Time 


1 2 3 4 5 6 7 
FIGURE 8.46 Overlapped Execution of Four Tasks Using a Pipeline 


first task will be completed after n clocks (because there are n segments) and the remaining 
m-l tasks are shipped out at the rate of one task per pipeline clock. 

Therefore, n + (m — 1) clock periods are required to complete m tasks using an 
n-segment pipeline. If all m tasks are executed without any overlap, mn clock periods are 
needed because each task has to pass through all n segments. Thus speed gained by an n 
segment pipeline can be shown as follows: 


number of clocks 
required when there ' 
speedup _ is no overlap mn 


P(n) number of clocks —— n^ m-1 
required when tasks 
are overlapped in 
time 


P(n) approaches n when m approaches infinity. This implies that when a large 
number of tasks are carried out using an n-segment pipeline, an n-fold increase in speed 
can be expected. 

The previous result shows that the pipeline completes m tasks in the m + n - 1 clock 
periods. Therefore, its throughput can be defined as follows: 


throughput number of 
of an n- tasks " 
= = ed = 
segment U(n) compu atma Df 
pipeline per unit 
time 


For a large value of m, U(n) approaches 1/T, which is the pipeline frequency. 
Thus the throughput of an ideal pipeline is equal to the reciprocal of its clock period. The 
efficiency of an n-segment pipeline is defined as the ratio of the actual speedup to the 
maximum speedup realized. 


efficiency 

ofann- | E(n) = actual speedup —— P(n) 
segment maximum speedup n 
pipeline 


This illustrates that when m is very large, E(n) approaches 1 as expected. 
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In many modem computers, the pipeline concept is used in carrying out two tasks: 
arithmetic operations and instruction execution. 


Arithmetic Pipelines 
The pipeline concept can be used to build high-speed multipliers. Consider the multi- 


plication P = M * Q, where M and Q are 8-bit numbers. The 16-bit product P can be 
expressed as: 


; 
P = M(q727+q,2°+-q,2°+q,2*+q,2>+q,22+q,2'+q,2°). Hence, P =} Mq;2'. This result can also 
7 F 


be rewritten as: P =} Si 
H 


where, S; = Mq,2' and each S, represents a 16-bit partial product. Each partial product is the 
shifted multiplicand. All 8 partial products can be added using several carry-save adders. 

This concept can be extended to design an n x n pipelined multiplier. Here n 
partial products must be summed with 2n bits per partial product. So, as n increases, the 
hardware cost associated with a fully combinational multiplier increases in an exponential 
fashion. To reduce the hardware cost, large multipliers are designed. 

The pipeline concept is widely used in designing floating-point arithmetic units. 
Consider the process of adding two floating point numbers A = 0.9234 * 10* and B = 0.48 * 
10*. First, notice that the exponents of A and B are unequal. Therefore, the smaller number 
should be modified so that its exponent is equal to the exponent of the greater number. 
For this example, modify B to 0.0048 * 10*. This modification step is known as exponent 
alignment. Here the decimal point of the significand 0.48 is shifted to the right to obtain 
the desired result. After the exponent alignment, the significands 0.9234 and 0.0048 are 
added to obtain the final solution of 0.9282 * 10*. 

For a second example, consider the operation A - B, where A = 0.9234 * 10* and 
B = 0.9230 * 10*. In this case, no exponent alignment is necessary because the exponent 
of A equals to the exponent of B. Therefore, the significand of B is subtracted from the 
significand 
of A to obtain 0.9234 - 0.9230 = 0.0004. However, 0.0004 * 10* cannot be the final answer 
because the significand, 0.0004, is not normalized. A floating-point number with base b is 
said to be normalized if the magnitude of its significand satisfies the following inequality: 
1/b € |significand| < 1. 

In this example, since b = 10, a normalized floating-point number must satisfy the 
condition: 

0.1 < |significand| < 1 
(Note that normalized floating-point numbers are always considered because for each real- 
world number there exists one and only one floating-point representation. This uniqueness 
property allows processors to make correct decisions while performing compare 
operations). 

The final answer is modified to 0.4 * 10!. This modification step 1s known as 
postnormalization, and here the significand is shifted to the left to obtain the correct 
result. 

In summary, addition or subtraction of two floating-point numbers calls for four 
activities: 

1. Exponent comparison 

2. Exponent alignment 

3. Significand addition or subtraction 

4. Postnormalization 
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FIGURE 8.47 A Pipelined Floating-point Add/Subtract Unit 


Based on this result, a four-segment floating-point adder/subtracter pipeline can 
be built, as shown in Figure 8.47. 

It is important to realize that each segment in this pipeline is primarily composed 
of combinational components such as multiplexers. The shifter used in this system is the 
barrel shifter discussed earlier. Modern microprocessors such as Motorola MC 68040 
include a 3-stage floating-point pipeline consisting of operand conversion, execute, and 
result normalization. 


Instruction Pipelines 
Modern microprocessors such as Motorola MC 68020 contain a 3-stage instruction 
pipeline. Recall that an instruction cycle typically involves the following activities: 

|. Instruction fetch 2. Instruction decode 3. Operand fetch 

4. Operation execution 5. Result routing. 

This process can be effectively carried out by using the pipeline shown in Figure 
8.48. As mentioned earher, in such a pipelined scheme the first instruction requires five 
clocks to complete its execution. However, the remaining instructions are completed at 
a rate of one per pipeline clock. Such a situation prevails as long as all the segments are 
busy. 

In practice, the presence of branch instructions and conflicts in memory accesses 
poses a great problem to the efficient operation of an instruction pipeline. 
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FIGURE 8.48 A Five-segment Instruction Pipeline 
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FIGURE 8.49 Pipelined Execution Of A Stream of Five instructions that Includes a 
Branch Instruction 
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For example, consider the execution of a stream of five instructions: I1, I2, 13, I4, and I5 
in which I3 is a conditional branch instruction. This stream is processed by the instruction 
pipeline (Figure 8.48) as depicted in Figure 8.49. 

When a conditional branch instruction is fetched, the next instruction cannot be 
fetched because the exact target is not known until the conditional branch instruction has 
been executed. The next fetch can occur once the branch is resolved. Four additional clocks 
are required due to I3. 

Suppose a stream of s instructions is to be executed using an n-segment pipeline. If 
c is the probability for an instruction to be a conditional branch instruction, there will be sc 
conditional branch instructions in a stream of s instructions. Since each branch instruction 
requires n — 1 additional clocks, the total number of clocks required to process a stream of 
sinstructionsis — (n* s— 1) sc(n— 1) 

An instruction cycle constitutes n pipeline clocks. Therefore, the total number of 


instruction cycles required to execute an instruction is 
I- (n 5 — lI) sc(n — 1) 
mn n 


The average number of instructions executed per instruction cycle is 
M SH n 


I V om) 


D (n*s-D*scn-D m, jones 
S 


5 
For a large value of s, the preceding result can be simplified as shown on the following 
m lm ne s. 
me 7 1+c(n—1) 
For n = 5, the equation becomes: 


5 
1+4c 


For no conditional branch instructions (c = 0), 5 instructions per instruction cycle 
are executed. This is the best result produced by a five-segment pipeline. If 25% of the 
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2000 LDA X 
2001 INC Y 
2002 JMP 2050 
2003 SUB Z 


2050 STA W 


FIGURE 8.50 A Hypothetical Program 
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MEMORY ADDRESS INSTRUCTION 


2000 LDA X 
2001 INC Y 
2002 JMP 2051 
2003 NOP 
2004 SUB Z 
2051 STA W 


FIGURE 8.51 Modified Sequence 
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FIGURE 8.52 Pipelined Execution of a Hypothetical Instruction Sequence 
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Ey wea Ge 2.5 instructions 


per instruction cycle can be executed. This shows how pipeline efficiency is significantly 
decreased even with a small percentage of branch instructions. 

In many contemporary systems, branch instructions are handled using a strategy 
called Target Prefetch. When a conditional branch instruction is recognized, the immediate 
successor of the branch instructions and the target of the branch are prefetched. The latter 
is saved in a buffer until the branch is executed. If the branch condition is successful, one 
pipeline is still busy because the branch target is in the buffer. 

Another approach to handle branch instructions is the use of the delayed branch concept. In 
this case, the branch does not take place until after the following instruction. To illustrate 


MEMORY ADDRESS INSTRUCTION 


2000 LDA X 
2001 JMP 2050 
2002 INC Y 
2003 SUB Z 
2050 STA W 


FIGURE 8.53 Instruction Sequence with Branch Instruction Reversed 
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Instruction 
fetch 
Instruction 
execute 
FIGURE 8.54 Execution of the Reversed-instruction Sequence 
Memory Memory Memory Memory 
module Q module 1 module 2 module 3 





FIGURE 8.55 Memory Interleaving 


this, consider the instruction sequence shown in Figure 8.50. 

Suppose the compiler inserts a NOP instruction and changes the branch instruction 
to JMP 2051. The program semantics remain unchanged. This is shown in Figure 8.51. 

This modified sequence depicted in Figure 8.51 will be executed by a two-segment 
pipeline, as shown in Figure 8.52: 

* Instruction fetch 

e Instruction execute 

Because of the delayed branch concept, the pipeline still functions correctly 
without damage. 

The efficiency of this pipeline can be further improved if the compiler produces a 
new sequence as shown in Figure 8.53. 

In this case, the compiler has reversed the instruction sequence. The JMP 
instruction is placed in the location 2001, and the INC instruction is moved to memory 
location 2002. This reversed sequence is executed by the same 2-segment pipeline, as 
shown in Figure 8.54. 

It is important to understand that due to the delayed branch rule, the INC Y 
instruction is fetched before the execution of JMP 2050 instruction; therefore, there is no 
change in the order of instruction execution. This implies that the program will still produce 
the same result. Since the NOP instruction was eliminated, the program is executed more 
efficiently. 

The concept of delayed branch is one of the key characteristics of RISC as it makes 
concurrency visible to a programmer. 
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Ás does the presence of branch instructions, memory-access conflicts cause 
damage to pipeline performance. For example, if the instructions in the operand fetch 
and result-saving units refer to the same memory address, these operations cannot be 
overlapped. 

To reduce such memory conflicts, a new approach called memory interleaving 
is often employed. For this case, the memory addresses are distributed among a set of 
memory modules, as shown in Figure 8.55. 

In this arrangement, memory is distributed among many modules. Since consecutive 
addresses are placed into different modules, the CPU can access several words in one 
memory access. 


QUESTIONS AND PROBLEMS 


8.1 What is the basic difference between main memory and secondary memory? 
8.2 Compare the basic features of hard disk, floppy disk and Zip disk. 
8.3 What are the main differences between CD and DVD memories? 


8.4 Name the methods used in main memory array design. What are the advantages 
and disadvantages of each. 


8.5 The block diagram of a 512 x 8 RAM chip is shown in Figure P8.5. In this 
arrangement, the memory chip is enabled only when CS1 = L and CS2 = H. 
Design a IK x 8 RAM system using this chip as the building block. Draw a 
neat logic diagram of your implementation. Assume that the microprocessor can 
directly address 64K with a R/W and 8 data pins. Using linear decoding and don't- 
care conditions as 1's, determine the memory map in hex. 








Ag A, —*— «4—»— 7. DrD, 


WE - Low for Write 
High for Read 


WE 





(Chip select 1) 


(Chip select 2) - 








FIGURE P8.5 
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FIGURE P8.6 
8.6 Consider the hardware schematic shown in Figure P8.6. 


(a) Determine the address map of this system. Note: MEMR=0 for read, 
MEMR- 1 for write and, M/IO-0 for I/O and M/IO=1 for memory. 

(b) Is there any possibility of bus conflict in this organization? Clearly justify 
your answer. 





8.7 Interface a microprocessor with 16-bit address pins and 8-bit data pins and a R/W 
pin to a IK x 8 EPROM chip and two 1K x 8 RAM chips such that the following 
memory map is obtained: 


Device Size Address Assignment (in hex) 
EPROM chip IK x 8 8000—83FF 
RAM chip 0 IK x8 9000-93FF 
RAM chip 1 IK x 8 C000-C3FF 


Assume that both EPROM and RAM chips contain two enable pins; CE and OE 
for the EPROM, CE and WE for each RAM. Note that WE 21 and WE = 0 mean 
read and write operations for the RAM chip. Use a 74138 decoder. 


8.8 Repeat Problem 8.7 to obtain the following memory map using a 74138 


decoder: 
Device Size Address Assignment in hex 
EPROM chip IK x8 7000—73FF 
RAM chip 0 IK x8 D000-D3FF 
RAM chip | IK x 8 F000-—F3FF 


8.9 What is meant by “foldback” in linear decoding? 


8.10 Comment on the importance of the following features in an operating 
system implementation: 
(a) Address translation 
(b) Protection 
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8.13 


8.14 


8.15 


8.16 


8.17 


Explain briefly the differences between segmentation and paging. 


Draw a block diagram showing the address and data lines for the 2716, 2732, 
and 2764 EPROM chips. 


How many address and data lines are required for a 1M x 16 memory chip. 


A microprocessor with 24 address pins and 8 data pins is connected to a 1K 
x 8 memory chip with one-chip enable. How many unused address bits of the 
microprocessor are available for interfacing other 1K x 8 memory chips. What is 
the maximum directly addressable memory available with this microprocessor? 


Design a direct mapped virtual memory system with the following 
specifications: 

e Size of the virtual address space = 64K 

e Size of the physical address space = 8K 

e Page size = 512 words 

e Total length of a page table entry = 24 bits 


A virtual memory system has the following specifications: 
e Size of the virtual address space = 64K 

e Size of the physical address space = 4K 

e Page size =512 


From the page table the following mapping is recognized: 


VIRTUAL PAGE NUMBER PHYSICAL PAGE FRAME 
NUMBER 

0 0 
3 l 
7 2 
4 3 
10 4 
12 5 
24 6 
30 Fi 

(a) Find all virtual addresses that will generate a page fault. 

(b) Compute the main memory address for the following virtual addresses: 


24, 3784, 10250, 30780 


Assume a computer has a segmented memory with paged segments. (Fig. P8.17) 
The instruction format of this machine is as shown: 


C oroe | o | m | Dienen | 


I ——4 bits ——>|—2 bits —2 bits — -4 bits —>| 


This format has the following fields: 
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e . Op-code field 

*  2-bit base register field BR 

e  2-bit index register field IR 

e  4-bit displacement field 

The contents of the specified base and index registers are added with the 


displacement to produce a virtual address whose format is shown next: 
Virtual Address 


e —— 3 — I —— 2 — j| s —_ 





The virtual address is translated into a physical address by means of segment 
and page tables, which are stored in the main memory. The segment table entry 
contains the starting address of its page table and the page table entry contains the 
address of the location which holds the page frame number. The segment table 
base address register contains the start address of the segment table. The final 
physical address is the sum of the page table entry and the offset from the virtual 
address. Consider the following situation: 


(a) Compute the physical address needed by the given situation 
(b) Howmany two-operand summations are required to compute one 
physical address? 


Instruction 


um [www] 








10 bits 


1110000000 


1100111000 
1010110001 
0001000011 


Base/index registers 





Segment 
table 





ü 
i 
2 
3 


base address 








FIGURE P 8.17 
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8.18 


8.19 


8.20 


8.21 


8.22 


8.23 


8.24 


8.25 


8.26 


8.27 


Assume a main memory has 4 page frames and initially all page frames are empty. 
Consider the following stream of references; 
1, 2, 3, 4, 5, 1, 2, 6, 1, 2, 3, 4, 5, 6, 5 
Calculate the hit ratio if the replacement policy used is as follows. 
(a) FIFO 
(b) LRU 


Repeat Problem 8.18 when the main memory has 5 page frames instead of 4. 
Comment on your results. 


Consider the stream of references given in Problem 8.18. Plot a graph between the 
hit ratio and the number of frames (f) in the main memory after computing the hit 
ratio for all values fin the range of 1 to 8. Assume LRU policy is used. (Hint: Use 
the stack algorithm.) 


What is the size of a decoder with one chip enable (CE) to obtain a 64K x 32 
memory from the 4K x 8 chips? Where are the inputs and outputs of the decoder 
connected? 


What is the advantage of having a cache memory? Name a 32-bit microprocessor 
that does not contain an on-chip cache. 


Discuss the various cache-mapping techniques. 


A microprocessor has a main memory of 8K x 32 and a cache memory of 4K 
x 32. Using direct mapping, determine the sizes of the tag field, index field, and 
each word of the cache. 


A microprocessor has a main memory of 4K x 32. Using a cache memory address 
of 8 bits and set-associative mapping with a set size of 2, determine the size of 
the cache memory. 


A microprocessor can directly address one megabyte of memory with a 16- 
bit word size. Determine the size of each cache memory word for associative 
mapping. 


A typical computer system has a 32K main memory and a 4K fully associative 
cache memory. The cache block size is 8 words. The access time for the main 
memory is 10 times that of the cache memory. 

(a) How many hardware comparators are needed? 

(b) What ts the size of the tag field? 

(c) Ifa direct mapping scheme were used instead, what would be the size of the 
tag field? 

(d) Suppose the access efficiency is defined as the ratio of the average access 
time with a cache to the average access time without a cache, determine the 
access efficiency assuming a cache hit ratio h of 0.9. 

(e) Ifthe cache access time is 200 nanoseconds, what hit ratio would be required 
to achieve an average access time equal to 500 nanoseconds? 
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8.32 
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8.35 


8.36 
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A set associative cache has a total of 64 blocks divided into sets of 4 blocks 

each. 

(a) Main memory has 1024 blocks with 16 words per block. How many bits are 
needed in each of the tag, set, and word fields of the main memory address? 

(b) A computer system has 32K words of main memory and a set associative 
cache. The block size is 16 words and the TAG field of the main memory 
address is 5-bit wide. If the same cache were direct mapped, the main memory 
will have a 3-bit TAG field. How many words are there in the cache? How 
many blocks are there in a cache set? 


Under what condition does the set associative mapping method become one of the 
following? 

(a) Direct mapping 

(b) Fully associative mapping 


Discuss the main features of Motorola 68020 on-chip cache. 


What is the basic difference between: 

(a) Standard I/O and memory-mapped I/O? 

(b) Programmed I/O and virtual I/O? 

(c) Polled I/O and interrupt I/O? 

(d) A subroutine and interrupt I/O? 

(e) Cycle-stealing, block transfer, and interleaved DMA? 

(f) Maskable and nonmaskable interrupts? 

(g) Internal and external interrupts? 

(h) Memory mapping in a microprocessor and memory-mapped I/O? 


Explain the significance of interleaved memory organization in pipelined 
computers . 


Discuss the basic differences between SISD and SIMD. 


The Cray - I computer has one CPU, and 12 functional units. Up to a maximum 
of 8 functional units can be cascaded to form a chain. Each functional unit is 
pipelined and the number of pipeline segments vary from 1 to 14. Each functional 
unit is capable of manipulating 64-bit data. Is it possible to describe this machine 
using Flynn's approach? Explain. 


Consider a processor array with 4 floating-point processors (FPP). Suppose that 
each FPP takes 4 time units to produce one result, how long it would take to carry 
out 100 floating point operations? Is there any performance improvement if the 
same 100 floating-point operations are carried out using a 4-segment pipelined 
processor in which each segment takes 1 time unit to produce the result (Ignore 
latch delay)? 


Explain the significance of masking in array processors. 


Consider the floating-point pipeline discussed in section 8.4.2. Assume: 
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8.38 


8.39 


8.40 


8.4] 


T, — 40 ns T, = 100 ns 
T; = 180 ns T, = 60 ns 
T, = 20 ns 


(a) Determine the pipeline clock rate. 

(b) Find the time taken to add 1000 pairs of floating-point numbers using this 
pipeline. 

(c) What is the efficiency of the pipeline when 2000 pairs of floating-point 
numbers are added? 


Design a pipeline multiplier using carry/save adders (CSA) and carry-look-ahead 
adders to multiply a stream of input numbers X0, X1, X2, by a fixed number Y. 
Assume all Xs and Ys are 6-bit numbers. The output should be a stream of 12-bit 
products YX0, YX1, Y X2. Draw a neat schematic diagram of your design. 


Consider the execution of 1000 instructions using a 6-segment pipeline. 

(a) What is the average number of instructions executed per instruction cycle 
when C = 0.2? 

(b) What must be the value of C so execution of at least 4 instructions per 
instruction cycle is always allowed. 


Describe the methods used to handle branches in a pipeline instruction execution 
unit. 


Modify each of the following programs so the data flow in the 2-segment pipeline 
(Figure 8.52) is properly regularized: 


(a) 
MEMORY ADDRESS INSTRUCTION 
2000 LDA X 
2001 DCR Y 
2002 JMP 2040 
2003 SUB Z 
2040 SIAW 
(b) 
MEMORY ADDRESS INSTRUCTION 
2000 LDA X 
2001 DCR Y 
2002 JNZ 2040 
2003 SUB Z 
2004 
SIAW 


2040 
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INTEL 8086 


This chapter covers the Intel 8086 in detail. Intel's 32-bit microprocessors are based on the 
Intel 8086. Therefore, the 8086 provides an excellent educational tool for understanding 
Intel 32- and 64-bit microprocessors. Because the 8086 and its peripheral chips are 
inexpensive, the implementation costs of 8086-based systems are low. This makes the 
8086 appropriate for thorough coverage in a first course on microprocessors. Thus, the 
8086 is covered in detail in this chapter. 


9.1 Introduction 


The 8086 was Intel’s first 16-bit microprocessor. This means that the 8086 has a 16-bit 
ALU. The 8086 contains 20 address pins. Therefore, it has a main (directly addressable) 
memory of one megabyte (2” bytes). 

The memory of an 8086-based microcomputer is organized as bytes. Each byte is 
uniquely addressed with 20-bit addresses of 00000,,, 00001,,, ... FFFFF,,. An 8086 word 
in memory consists of any two consecutive bytes; the low-addressed byte is the low byte 
of the word and the high-addressed byte contains the high byte as follows: 


Low byte of the word High byte of the word 


0216 


Address 02000,, Address 02001, 


The 16-bit word at the even address 02000,, is A102,,. Next, consider a word 
stored at an address 30151,, as follows: 


Low byte of the word High byte of the word 


Address 30151,, Address 30152,, 


The 16-bit word stored at the odd address 30151,, is 462E;,. 
The 8086 always reads a 16-bit word from memory. This means that a word instruction 
accessing a word starting at an even address can perform its function with one memory 
read. A word instruction starting at an odd address, however, must perform two memory 
accesses to two consecutive memory even addresses, discarding the unwanted bytes of 
each. For byte read starting at odd address N, the byte at the previous even address N - ] 
is also accessed but discarded. Similarly, for byte read starting at even address N, the byte 
with odd address N+ 1 is also accessed but discarded. 

For the 8086, register names followed by the letters X, H, or L in an instruction 
for data transfer between register and memory specify whether the transfer is 16-bit or 8- 
bit. For example, consider MOV AX, [START]. If the 20-bit address START is an even 
number such as 02212,,, then this instruction loads the low (AL) and high (AH) bytes of 
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the 8086 16-bit register AX with the contents of memory locations 02212,, and 02213,,, 
respectively, in a single access. Now, if START is an odd number such as 02213,,, then the 
MOV AX, [START] instruction loads AL and AH with the contents of memory locations 
02213,, and 02214,, respectively, in two accesses. The 8086 also accesses memory 
locations 02212,, and 02215,, but ignores their contents. 

Next, consider MOV AL, [START]. If START is an even number such as 30156,,, 
then this instruction accesses both addresses, 30156,, and 30157,,, but loads AL with the 
contents of 30156,, and ignores the contents of 30157, However, if START is an odd 
number such as 30157,,, then MOV AL, [START] loads AL with the contents of 30157,6- 
In this case the 8086 also reads the contents of 30156,, but discards it. 

The 8086 is packaged in a 40-pin chip. A single +5 V power supply is required. 
The clock input signal is generated by the 8284 clock generator/driver chip. Instruction 
execution times vary between 2 and 30 clock cycles. 

There are four versions of the 8086. They are 8086, 8086-1, 8086-2, and 8086-4. 
There is no difference between the four versions other than the maximum allowed clock 
speeds. The 8086 can be operated from a maximum clock frequency of 5 MHz. The 
maximum clock frequencies of the 8086-1, 8086-2 and 8086-4 are 10 MHz, 8 MHz and 4 
MHz, respectively. 

The 8086 family consists of two types of 16-bit microprocessors, the 8086 and 
8088. The main difference is how the processors communicate with the outside world. 
The 8088 has an 8-bit external data path to memory and I/O; the 8086 has a 16-bit external 
data path. This means that the 8088 will have to do two READ operations to read a 16-bit 
word from memory. Similarly, two write operations are required to write a 16-bit word into 
memory. In most other respects, the processors are identical. Note that the 8088 accesses 
memory in bytes. No alterations are needed to run software written for one microprocessor 
on the other. Because of similarities, only the 8086 will be considered here. The 8088 was 
used in designing IBM's first personal computer. 

An 8086 can be configured as a small uniprocessor (minimum mode when the 
MN/MX pin is tied to HIGH) or as a multiprocessor system (maximum mode when the 
MN/MX pin is tied to LOW). In a given system, the MN/MX pin is permanently tied 
to either HIGH or LOW. Some of the 8086 pins have dual functions depending on the 
selection of the MN/MX pin level. 

In the minimum mode (MN/MX pin HIGH), these pins transfer control signals 
directly to memory and I/O devices; in the maximum mode (MN/MX pin LOW), these 
same pins have different functions that facilitate multiprocessor systems. [n the maximum 
mode, the control functions normally present in minimum mode are assumed by a support 
chip, the 8288 bus controller. 

Due to technological advances, Intel introduced the high-performance 80186 
and 80188, which are enhanced versions of the 8086 and 8088, respectively. The 8-MHz 
80186/80188 provides two times greater throughput than the standard 5-MHz 8086/8088. 
Both have integrated several new peripheral functional units, such as a DMA controller, a 
16-bit timer unit, and an interrupt controller unit, into a single chip. Just like the 8086 and 
8088, the 80186 has a 16-bit data bus and the 80188 has an 8-bit data bus; otherwise, the 
architecture and instruction set of the 80186 and 80188 are identical. The 80186/80188 has 
an on-chip clock generator so that only an external crystal is required to generate the clock. 
The 80186/80188 can operate at either a 6- or an 8- MHz internal clock frequency. The 
crystal frequency is divided by 2 internally. In other words, external crystals of 12 or 16 MHz 
must be connected to generate the 6- or 8-MHz internal clock frequency. The 80186/80188 
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is fabricated in a 68-pin package. Both processors have on-chip priority interrupt controller 
circuits to provide five interrupt pins. Like the 8086/8088, the 80186/80188 can directly 
address one megabyte of memory. The 80186/80188 is provided with 10 new instructions 
beyond the 8086/8088 instruction set. Examples of these instructions include INS and 
OUTS for inputting and outputting a string byte or string word. 

The 80286, on the other hand, has added memory protection and management 
capabilities to the basic 8086 architecture. An 8-MHz 80286 provides up to 6 times greater 
throughput than the 5-MHz 8086. The 80286 is fabricated in a 68-pin package. The 
80286 can be operated at a clock frequency of 4, 6, or 8 MHz. An external 82284 clock 
generator chip is required to generate the clock. The 82284 divides the external clock by 
2 to generate the internal clock. The 80286 can be operated in two modes, real address 
and protected virtual address. Real address mode emulates a very high-performance 8086. 
In this mode, the 80286 can directly address one megabyte of memory. In virtual address 
mode, the 80286 can directly address 16 megabytes of memory. Virtual address mode 
provides (in addition to the real address mode capabilities) virtual memory management as 
well as task management and protection. The programmer can select one of these modes 
by loading appropriate data in the 16-bit machine status word (MSW) register by using the 
load instruction (LMSW). 

The 80286 was used as the microprocessor of the IBM PC/AT personal computer. 
An enhanced version of the 80286 is the 32-bit 80386 microprocessor. The 80386 was used 
as the microprocessor in the IBM 386PC. The 80486 is another 32-bit microprocessor. It 
is based on the Intel 80386 and includes on-chip floating-point circuitry. IBM's 486 PC 
contains the 80486 chip. Other 32-bit and 64-bit Intel microprocessors include Pentium, 
Pentium Pro, Pentium II, Celeron, Pentium III, Pentium 4 and Merced. 

Although the 8086 seems to be obsolete, it is expected to be around for some time 
from second sources. Therefore, a detailed coverage of the 8086 is included. A summary 
of the 32- and 64-bit microprocessors is then provided. 


9.2 8086 Main Memory 


The 8086 uses a segmented memory. There are some advantages to working with the 
segmented memory. First, after initializing the 16-bit segment registers, the 8086 has to 
deal with only 16-bit effective addresses. That is, the 8086 has to manipulate and store 
16-bit address components. Second, because of memory segmentation, the 8086 can be 
effectively used in time-shared systems. For example, in a time-shared system, several 
users may share one 8086. Suppose that the 8086 works with one user's program for, say, 
5 milliseconds. After spending 5 milliseconds with one of the other users, the 8086 returns 
to execute the first user's program. Each time the 8086 switches from one user's program 
to the next, it must execute a new section of code and new sections of data. Segmentation 
makes it easy to switch from one user program to another. 

The 8086's main memory can be divided into 16 segments of 64K bytes each 
(16 x 64 KB = 1 MB). A segment may contain codes or data. The 8086 uses 16-bit 
registers to address segments. For example, in order to address codes, the code segment 
register must be initialized in some manner (to be discussed later): A 16-bit 8086 register 
called the “instruction pointer" (IP), which is similar to the program counter of a typical 
microprocessor, linearly addresses each location in a code segment. Because the size of 
the IP is 16 bits, the segment size is 64K bytes (2'°). Similarly, a 16-bit data segment 
register must be initialized to hold the segment value of a data segment. The contents of 
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certain 16-bit registers are designed to hold a 16-bit address in a 64-Kbyte data segment. 
One of these address registers can be used to linearly address each location once the data 
segment is initialized by an instruction. Finally, in order to access the stack segment, the 
8086 16-bit stack segment (SS) register must be initialized; the 64-Kbyte stack is addressed 
linearly by a 16-bit stack pointer register. Note that the stack memory must be a read/write 
(RAM) memory. Whenever the programmer reads from or writes to the 8086 memory 
or stack, two components of a memory address must be considered: a segment value and, 
an address or an offset or a displacement value. The 8086 assembly language program 
works with these two components while accessing memory. These two 16-bit components 
(the contents of a 16-bit segment register and a 16-bit offset or IP) form a logical address. 
The programmer writes programs using these logical addresses in assembly language 
programming. 

The 8086 includes on-chip hardware to map or translate these two 16-bit 
components of a memory address into a 20-bit address called a “physical address" by 
shifting the contents of a segment register four times to left and then adding the contents of 
IP or offset. Note that the 8086 contains 20 address pins, so the physical address size is 20 
bits wide. 

Consider, for example, a logical address with the 16-bit code segment register 
contents of 2050,, and the 16-bit 8086 instruction pointer containing a value of 0004,,. 
Suppose that the programmer writes an 8086 assembly language program using this logical 
address. The programmer assembles this program and obtains the object or machine code. 
When the 8086 executes this program and encounters the logical address, it will generate 
the 20-bit physical address as follows: If 16-bit contents of IP = 0004,,, 16-bit contents 
of code segment = 2050,, 16-bit contents of code segment value after shifting logically 4 
times to the left = 20500,,, then the 20-bit physical address generated by the 8086 on its 
20-pin address is 20504,, . Note that the 8086 assigns the low address to the low byte of a 
16-bit register and the high address to the high byte of the 16-bit register for 16-bit transfers 
between the 8086 and main memory. This is called Little-endian byte ordering. 


9,3 8086 Registers 


As mentioned in Chapter 6, the 8086 is divided internally into two independent units: the 
bus interface unit (BIU) and the execution unit (EU). The BIU reads (fetches) instructions, 
reads operands, and writes results. The EU executes instructions already fetched by the 
BIU. The 8086 prefetches up to 6 instruction bytes from external memory into a FIFO 
(first-in—first-out) memory in the BIU and queues them in order to speed up instruction 
execution. The BIU contains a dedicated adder to produce the 20-bit address. The bus 
control logic of the BIU generates all the bus control signals, such as the READ and 
WRITE signals, for memory and I/O. The BIU also has four 16-bit segment registers: 
the code segment (CS), data segment (DS), stack segment (SS), and extra segment (ES) 
registers. 

All program instructions must be located in main memory, pointed to by the 16- 
bit CS register with a 16-bit offset contained in the 16-bit instruction pointer (IP). Note 
that immediate data are considered as part of the code segment. The SS register points 
to the current stack. The 20-bit physical stack address is calculated from the SS and SP 
(stack pointer) for stack instructions such as PUSH and POP. The programmer can create 
a programmer's stack with the BP (base pointer) instead of the SP for accessing the stack 
using the based addressing mode. In this case, the 20-bit physical stack address is calculated 
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from the BP and SS. The DS register points to the current data segment; operands for most 
instructions are fetched from this segment. The 16-bit contents of a register such as the 
SI (source index) or DI (destination index) or a 16-bit displacement are used as offsets for 
computing the 20-bit physical address. 

The ES register points to the extra segment in which data (in excess of 64 KB pointed to 
by the DS) is stored. String instructions always use the ES and DI to determine the 20-bit 
physical address for the destination. 

The segments can be contiguous, partially overlapped, fully overlapped, or 
disjointed. An example of how five segments (SEGMENT 0 through SEGMENT 4), may 
be stored in physical memory is shown in Figure 9.1. In this example, SEGMENTs 0 and 
1 are contiguous (adjacent), SEGMENTS 1 and 2 are partially overlapped, SEGMENTs 2 
and 3 are fully overlapped, and SEGMENTS 2 and 4 are disjointed. 

Every segment must start on 16-byte memory boundaries. Typical examples of 
values of segments should then be selected based on physical addresses starting at 00000,,, 
00010,,, 00020,,, 00030,,, ..., FFFFO,,. A physical memory location may be mapped into 
(contained in) one or more logical segments. Many applications can be written to simply 
initialize the segment registers and then forget them. 

A segment can be pointed to by more than one segment register. For example, the 
DS and ES may point to the same segment in memory if a string located in that segment 
is used as a source segment in one string instruction and a destination segment in another 
string instruction. Note that, for string instructions, a destination segment must be pointed 
to by the ES. One example of four currently addressable segments is shown in Figure 
92. 

The EU decodes and executes instructions. It has a 16-bit ALU for performing 
arithmetic and logic operations. The EU has nine 16-bit registers: AX, BX, CX, DX, SP, 
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BP, SI, and DI, and the flag register. The 16-bit general registers AX, BX, CX, and DX can 
be used as two 8-bit registers (AH, AL; BH, BL; CH, CL; DH, DL). For example, the 16- 
bit register DX can be considered as two 8-bit registers DH (high byte of DX) and DL (low 
byte of DX). The general-purpose registers AX, BX, CX, and DX perform the following 
functions: 

e The AX register is 16 bit wide whereas AH and AL are 8 bit wide. The use of AX 
and AL registers is assumed by some instructions. The I/O (IN or OUT) instructions 
always use the AX or AL for inputting/outputting 16- or 8-bit data to or from an I/O 
port. Multiplication and division instructions also use the AX or AL. 

* The BX register is called the “base register." This is the only general-purpose register 
whose contents can be used for addressing 8086 memory. All memory references 
utilizing this register content for addressing use the DS as the default segment 
register. 

e The CX register is known as the counter register because some instructions, such as 
SHIFT, ROTATE, and LOOP, use the contents of CX as a counter, For example, the 
instruction LOOP START will automatically decrement CX by 1 without affecting 
flags and will check to see if (Cx) = 0. If it is zero, the 8086 executes the next 
instruction; otherwise, the 8086 branches to the label START. 

e The DX register, or data register, is used to hold the high 16-bit result (data) (LOW 
16-bit data is contained in AX) after 16 x 16 multiplication or the high 16-bit dividend 
(data) before a 32 + 16 division and the 16-bit remainder after the division (16-bit 
quotient is contained in AX). 

* The two pointer registers, SP (stack pointer) and BP (base pointer), are used to access 
data in the stack segment. The SP is used as an offset from the current SS during 
execution of instructions that involve the stack segment in external memory. The SP 
contents are automatically updated (incremented or decremented) due to execution of 
a POP or PUSH instruction. The BP contains an offset address in the current SS. This 
offset is used by instructions utilizing the based addressing mode. 

e The two index registers, SI (source index) and DI (destination index), are used in 
indexed addressing. Note that instructions that process data strings use the SI and 
DI index registers together with the DS and ES, respectively, in order to distinguish 
between the source and destination addresses. 

* The flag register in the EU holds the status flags, typically after an ALU operation. The 
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EU sets or resets these flags to reflect the results of arithmetic and logic operations. 
Figure 9.3 depicts the 8086 registers. It shows the nine 16-bit registers in the 

EU. As described earlier, each one of the AX, BX, CX, and DX registers can be used as 

two 8-bit registers or as one 16-bit register. The other registers can be accessed as 16- 

bit registers. Also shown are the four 16-bit segment registers and the 16-bit IP in the 

BIU. The IP is similar to the program counter. The CS register points to the current code 

segment from which instructions are fetched. The effective address is derived from the CS 

and IP. The SS register points to the current stack. The effective address is obtained from 
the SS and SP. The DS register points to the current data segment. The ES register points 
to the current extra segment where data is usually stored. 

Figure 9.4 shows the 8086 flag register. The 8086 has six one-bit status flags. Let 
us now explain these flags. 

¢ AF (auxiliary carry flag) is set if there is a carry due to addition of the low nibble into 
the high nibble or a borrow due to the subtraction of the low nibble from the high 
nibbleof a number. 

This flag is used by BCD arithmetic instructions; otherwise, AF is zero. 

e CF (carry flag) is set if there is a carry from addition or a borrow from subtraction. 

e OF (overflow flag) is set if there is an arithmetic overflow (i.e., if the size of the result 
exceeds the capacity of the destination location). An interrupt on overflow instruction 
is available to generate an interrupt in this situation; otherwise, it is zero. 

e SF (sign flag) is set if the most significant bit of the result is one; otherwise, it is 
Zero. 

e PF (parity flag) is set if the result has even parity; PF is zero for odd parity of the 
result. 

e ZF (zero flag) is set if the result is zero; ZF is zero for a nonzero result. 

The 8086 has three control bits in the flag register that can be set or cleared by the 
programmer: 

1. Setting DF (direction flag) causes string instructions to auto-decrement; clearing 
DF causes string instructions to auto-increment. 

2. Setting IF (interrupt flag) causes the 8086 to recognize external maskable 
interrupts; clearing IF disables these interrupts. 

3. Setting TF (trap flag) puts the 8086 in the single-step mode. In this mode, the 
8086 generates an internal interrupt after execution of each instruction. The user 
can write a service routine at the interrupt address vector to display the desired 
registers and memory locations. The user can thus debug a program. 


9.4 8086 Addressing Modes 


The 8086 provides various addressing modes to access instruction operands. Operands 
may be contained in registers, within the instruction op-code, in memory, or in I/O ports. 
The 8086 has 12 addressing modes, which can be classified into five groups: 

1. Register and immediate modes (two modes) 
Memory addressing modes (six modes) 
Port addressing mode (two modes) 
Relative addressing mode (one mode) 
Implied addressing mode (one mode) 
Note that in the following, symbol ( ) is used to indicate the contents of an 8086 
register or a memory location. 
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9.4.1 Register and Immediate Modes 

Register mode. The addressing modes are illustrated utilizing 8086 instructions with 
directives of a typical assembler. In register mode, source operands, destination operands, 
or both may be contained in registers. For example, MOV AX,BX moves the 16-bit 
contents of BX into AX. On the other hand, MOV AH, BL moves the 8-bit contents of BL 
into AH. 

Immediate mode. In immediate mode, 8- or 16 bit data can be specified as part of the 
instruction. For example, MOV CX, 5062H moves the 16-bit data 5062,, into register 
CX. 


9.4.2 Memory Addressing Modes 

The EU has direct access to all registers and data for register and immediate modes. 

However, the EU cannot directly access the memory operands. It must use the BIU to 

access memory operands. For example, when the EU needs a memory operand, it sends 

an offset value to the BIU. As mentioned before, this offset is added to the contents of a 

segment register after shifting it four times to the left, generating a 20-bit physical address. 

For example, suppose that the contents of a segment register is 2052,, and the offset is 

0020,,. Now, in order to generate the 20-bit physical address, the EU passes this offset to 

the BIU. The BIU then shifts the segment register four times to the left, obtains 20520,, 

and then adds the 0020,, offset to provide the 20-bit physical address 20540,,. 

Note that the 8086 must use a segment register whenever it accesses the memory. 

Also, every memory addressing mode has a standard default segment register. However, a 

segment override instruction can be placed before most of the memory operand instructions 

whose default segment register is to be overridden. For example, INC BYTE PTR 

[START] will increment the 8-bit contents of a memory location in DS with offset START 

by 1. However, segment DS can be overridden by ES as follows: INC ES: BYTE PTR 

[START]. Segments cannot be overridden for stack reference instructions (such as PUSH 

and POP). The destination segment of a string segment, which must be ES (if a prefix is 

used with a string instruction, only the source segment DS can be overridden) cannot be 
overridden. The code segment (CS) register used in program memory addressing cannot be 
overridden. The EU calculates an offset from the instruction for a memory operand. This 
offset is called the operand’s effective address, or EA. It is a 16-bit number that represents 
the operand's distance in bytes from the start of the segment in which it resides. 

The various memory addressing modes will now be described. 

1. Memory Direct Addressing. In this mode, the effective address is taken directly from 
the displacement field of the instruction. No registers are involved. For example, 
MOV BX, [START], or MOV BX, OFFSET START moves the contents of the 
20-bit address computed from DS and START to BX. Some assemblers use square 
brackets around START to indicate that the contents of the memory location(s) are at 
a displacement START from the segment DS. If square brackets are not used, then the 
programmer may define START as a 16-bit offset by using the assembler directive, 
OFFSET 

2. Register Indirect Addressing. The effective address of a memory operand may be 
taken directly from one of the base or index registers (BX, BP, SI, DI). For example, 
consider MOV CX, [BX]. If (DS) = 2000,,, (BX) = 0004,,, and (20004,,) = 0224,,, 
then, after MOV CX, [BX], the contents of CX are 0224,. Note that the segment 
register used in MOV CX, [BX] can be overridden, such as MOV CX,ES: [BX]. 
Now, the MOV instruction will use ES instead of DS. If (ES) = 1000,, and (10004,,) 
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= 0002,,, then, after MOV CX, ES : [BX] , the register CX will contain 0002,.. Note 
that in the above, symbol ( ) is used to indicate the contents of an 8086 register or a 
memory location. 

3. Based Addressing. In this mode, the effective address is the sum of a displacement 
value (signed 8-bit or unsigned 16-bit) and the contents of register BX or BP. For 
example, MOV AX,4[BX] moves the contents of the 20-bit address computed from à 
segment register and BX + 4 into AX. The segment register is DS or SS. The content 
of BX is unchanged. The displacement (4 in this case) can be unsigned 16-bit or signed 
8-bit. This means that if the displacement is 8-bit, then the 8086 sign extends this to 
16-bit. Segment register SS is used when the stack is accessed; otherwise, this mode 
uses segment register DS. When memory is accessed, the 20-bit physical address is 
computed from BX and DS. On the other hand, when the stack is accessed, the 20-bit 
physical address is computed from BP and SS. Note that BP may be considered as the 
user stack pointer while SP is the system stack pointer. This is because SP is used by 
some 8086 instructions (such as CALL subroutine) automatically. 

The based addressing mode with BP is a very convenient way to access stack data. BP 
can be used as a stack pointer in SS to access local variables. Consider the following 
instruction sequence (arbitrarily chosen to illustrate the use of BP for stack): 


PUSH BP H save BP 
MOV BP,SP ; Establish BP 
PUSH CX ; Save CX 
SUB SP, 6 : Allocate 3 words of 
; stack for local variables 
MOV -A[BP], BX ; Push BX onto stack using BP 
MOV -6[BP], AX ; Push AX onto stack uSing BP 
MOV -8[BP], DX ; Push DX onto stack using BP 
ADD SP, 6 3 Deallocate stack 
POP CX k Restore CX 
POP BP : Restore BP 
This instruction sequence can be depicted as follows: 
High address 
BP=SP 
| Temporary stack for local 
variables 
| SP (top of stack) 
Low address 





4. Indexed Addressing. In this mode, the effective address is calculated from the sum of 
a displacement value and the contents of register SI or DI. For example, MOV AX, 
VALUE [SI] moves the contents of the 20-bit address computed from VALUE, SI 
and the segment register into AX. The segment register is DS. The content of SI is 
unchanged. The displacement (VALUE in this case) can be unsigned 16-bit or signed 
8-bit. The indexed mode can be used to access a table. 

5. Based Indexed Addressing. |n this mode, the effective address is computed from the 
sum of a base register (BX or BP), an index register (SI or DI), and a displacement. For 
example, MOV AX, 4[BX] [SI] moves the contents of the 20-bit address computed 
from the segment register and (BX) + (SI) + 4 into AX. The segment register is DS. 
The displacement can be unsigned 16-bit or signed 8-bit. This mode can be used to 
access two-dimensional arrays such as matrices. 
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6. String Addressing. This mode uses index registers. SI is assumed to point to the 
first byte or word of the source string, and DI is assumed to point to the first byte 
or word of the destination when a string instruction is executed. The SI or DI is 
automatically incremented or decremented to point to the next byte or word depending 
on DF. The default segment register for source is DS, and it may be overridden; the 
segment register used for the destination must be ES, and can not be overridden. An 
example is MOVS WORD. If (DF) 7 0, (DS) = 3000,,, (SI) = 0020,,, (ES) 5000,,, (DI) 
= 0040,,, (30020) = 30,4, (30021) = 05,4, (50040) = 06,,, and (50041) = 20,,, then, after 
this MOVS, (50040) = 30,,, (50041) = 05,,, (SI) = 0022,,, and (DI) = 0042,,. 


9.4.3 Port Addressing 

Two I/O port addressing modes can be used: direct port and indirect port. In either case, 
8- or 16-bit I/O transfers must take place via AL or AX respectively.In direct port mode, 
the port number is an 8-bit immediate operand to access 256 ports. For example. IN AL, 
02 moves the contents of port 02 to AL. In indirect port mode, the port number is taken 
from DX, allowing 64K bytes or 32K words of ports. For example, suppose (DX) = 0020, 
(port 0020) = 02,4 and (port 0021) = 03,, then, after IN AX, DX, register AX contains 
0302,,. On the other hand, after IN AL, DX, register AL contains 02. 


9.4.4 Relative Addressing Mode 
Instructions using this mode specify the operand as a signed 8-bit displacement relative to 
IP. Anexample is JNC START. This instruction means that if carry = 0, then IP is loaded 
with the current IP contents plus the 8-bit signed value of START; otherwise, the next 
instruction is executed. 

An advantage of relative mode is that the destination address is specified relative 
to the address of the instruction after the conditional Jump instruction. Since the 8086 
conditional Jump instructions do not contain an absolute address, the program can be placed 
anywhere in memory which can still be executed properly by the 8086. A program which 
can be placed anywhere in memory, and can still run correctly is called a “relocatable” 
program. It is a good practice to write relocatable programs. 


9.4.5  Implied Addressing Mode 


Instructions using this mode have no operands. An example is CLC, which clears the carry 
flag to zero. 


9.5 8086 Instruction Set 


The 8086 has approximately 117 different instructions with about 300 op-codes. The 
8086 instruction set contains no-operand, single-operand, and two-operand instructions. 
Except for string instructions that involve array operations, 8086 instructions do not permit 
memory-to-memory operations. Appendices F and H provide 8086 instruction reference 
data and the instruction set (alphabetical order), respectively. The 8086 instructions can be 
classified into eight groups: 


|. Data Transfer Instructions 2. Arithmetic Instructions 

3. Bit Manipulation Instructions 4. String Instructions 

5. Unconditional Transfer Instructions 6. Conditional Branch Instructions 
7. Interrupt Instructions 8. Processor Control Instructions 


Let us now explain some of the 8086 instructions with numerical examples. Note that 


Intel 8086 377 


TABLE 9.1 8086 Data Transfer Instructions 





General Purpose 
MOV d,s [d] < [s] MOV byte or word 
PUSH d PUSH word into stack 
POP d POP word off stack 
XCHG mem/reg, mem/reg [mem/reg] <> [mem/reg]; No mem to mem. 
XLAT AL < [20 bit address computed from AL, BX, and DS] 
Input / Output 
IN A, DX or Port Input byte or word 
OUT DX or Port, A Output byte or word 
Address Object 
LEA reg, mem LOAD Effictive Address 
LDS reg, mem LOAD pointer using DS 
LES reg, mem LOAD pointer using ES 
Flag Transfer 
LAHF LOAD AH register from flags 
SAHF STORE AH register in flags 
PUSHF PUSH flags onto stack 
POPF POP flags off stack 


5 


d = “mem” or “reg” or “segreg,” s = “data” or “ mem" or “reg” or “segreg,” A = AX or AL 
in the following examples , symbol ( ) is used to indicate the contents of a register or a 
memory location. 


9.5.1 Data Transfer Instructions 

Table 9.1 lists the data transfer instructions. Note that LEA is used to load 16-bit offset to a 

specified register; LDS and LES are similar to LEA except that they load specified register 

as well as DS or ES. As an example, LEA BX, 3000H has the same meaning as MOV 

BX,3000H. On the other hand, if (SD-2000H, then LEA BX,4[SI] will load 2004H into 

BX while MOV BX,A[SI] will initialize BX with the contents of memory 

locations computed from 2004H and DS. The LEA instruction can be useful when 

memory computation is desirable. 

In Table 9.1, there are 14 data transfer instructions. These instructions move 
single bytes and words between a register, a memory location, or an I/O port. Let us 
explain some of the instructions in Table 9.1. 

e MOV CX,DX copies the 16-bit contents of DX into CX. MOV AX, 2025H moves 
immediate data 2025H into the 16-bit register AX. MOV CH, [BX] moves the 8-bit 
contents of a memory location addressed by BX in segment register DS into CH. If 
(BX) = 0050H, (DS) = 2000H, and (20050H) = 08H, then, after MOV CH, [BX], the 
contents of CH will be 08H. MOV START [BP],CX moves the 16-bit (CL to first 
location and then CH) contents of CX into two memory locations addressed by the 
sum of the displacement START and BP in segment register SS. For example, if (CX) 
= 5009H, (BP)=0030H, (SS) = 3000H, and START = 06H, then, after MOV START 
[BP], CX, (30036H) = 09H and (30037H) = 50H. 

e LDS SI, [0010H] loads SI and DS from memory. For example, if (DS) = 2000H, 
(20010) = 0200H, and (20012) = 0100H, then, after LDS SI, [0010H], SI and DS 
will contain 0200H and 0100H, respectively. 

* Inthe 8086, the SP is decremented by 2 for PUSH and incremented by 2 for POP. For 
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example, consider PUSH [BX]. If (DS) = 2000,,, (BX) = 0200,,, (SP) = 3000,,, (SS) = 
4000,,, and (20200) = 0120,,, then, after execution of PUSH [BX], memory locations 
42FFF and 42FFE will contain 01,, and 20,,, respectively, and the contents of SP will 
be 2FFE,,. 

e XCHG has three variations: XCHG reg, reg and XCHG mem, reg or XCHG reg, mem. 
For example, XCHG AX, BX exchanges the contents of 16-bit register BX with the 
contents of AX. XCHG mem, reg exchanges 8- or 16-bit data in mem with 8-or 16-bit 
reg. 

e  XLAT can be used to employ an index in a table or for code conversion. This instruction 
utilizes BX to hold the starting address of the table in memory consisting of 8-bit data 
elements. The index in the table 1s assumed to be in the AL register. For example, 
if (BX) = 0200,,, (AL) = 04,4 and (DS) = 3000,,, then, after XLAT, the contents of 
location 30204,, will be loaded into AL. Note that the XLAT instruction is the same as 
MOV AL, [AL] [BX]. As mentioned before, XLAT instruction can be used to convert 
from one code to another. For example, consider an 8086-based microcomputer with 
an ASCII keyboard connected to Port A and an EBCDIC printer connected to Port D. 
Suppose that it is desired to enter numerical data via the ASCII keyboard, and then 
print them on the EBCDIC printer. Note that numerical data entered into this computer 
via the keyboard will be in ASCH code. Since the printer only understands EBCDIC 
code, an ASCII to EBCDIC code conversion program is required. The ASCII codes 
for numbers 0 through 9 are 30H through 39H while the EBCDIC codes for numbers 
0 to 9 are FOH to F9H (Table 2.6). The EBCDIC codes for the numbers 0 to 9 can be 
stored in a table starting at an offset 2030H , data can be input from the keyboard using 
IN AL, PORTA, convert this ASCII data to EBCDIC using XLAT instruction, and 
then output to Port B using OUT PORTB, AL. The instruction sequence for the code 
conversion program is provided below: 


MOV BX, 2000H z; Initialize BX 

IN AL, PORTA ; Input ASCII data 

XLAT Obtain EBCDIC code from table below 
OUT PORTB,AL ;Output to EBCDIC Printer 


ORG 2030H 
DB'-OF0O,UEL,0EF2,0ES3,0E4;, 0P5,0F6G,0F7, 0FS, 0ES 
e Consider fixed port addressing, in which the 8-bit port address is directly specified 
as part of the instruction. IN AL, 38H inputs 8-bit data from port 38H into AL. IN 
AX, 38H inputs 16-bit data from ports 38H and 39H into AX. OUT 38H, AL outputs 
the contents of AL to port 38H. OUT 38H, AX, on the other hand, outputs the 16-bit 
contents of AX to ports 38H and 39H. 
e For variable port addressing, the port address is 16-bit and is specified in the DX 
register. Assume (DX) = 3124,, in all the following examples. 
IN AL, DX inputs 8-bit data from 8-bit port 3124,, into AL. 
IN AX, DX inputs 16-bit data from ports 3124,, and 3125,, into AX. 
OUT DX, AL outputs 8-bit data from AL into port 3124,,. 
OUT DX, AX outputs 16-bit data from AX into ports 3124,, and 3125,,. 
Variable port addressing allows up to 65,536 ports with addresses from 0000H to 
FFFFH. The port addresses in variable port addressing can be calculated dynamically 
in a program. For example, assume that an 8086-based microcomputer is connected 
to three printers via three separate ports. Now, in order to output to each one of the 
printers, separate programs are required if fixed port addressing is used. However, 
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with variable port addressing, one can write a general subroutine to output to the 
printers and then supply the address of the port for a particular printer in which data 
output is desired to register DX in the subroutine. 


9.5.2 Arithmetic Instructions 

Table 9.2 shows the 8086 arithmetic instructions. These operations can be performed 

on four types of numbers: unsigned binary, signed binary, unsigned packed decimal, and 

signed packed decimal numbers. Binary numbers can be 8 or 16 bits wide. Decimal 
numbers are stored in bytes; two digits per byte for packed decimal and one digit per byte 
for unpacked decimal with the high 4 bits filled with zeros. 

Let us explain some of the instructions in Table 9.2. 

* Consider ADC mem/reg , mem/reg. This instruction adds source and destination data 
along with the carry flag, and stores the result in destination. There is no ADC mem 
, mem instruction. All flags in the low byte of the Flag register are affected. For 
example, if (AX) = 0020,, (BX) = 0300,,, CF = 1, (DS) = 2020,,, and (20500) = 
0100,,, then, after ADC AX, [BX], the contents of register AX = 0020 + 0100 + 1 = 
0121,6; CF = 0, PF = 0 ( Result with odd Parity), AF = 0, ZF = 0 (Nonzero Result), SF 
= 0 (Most Significant bit of the result is zero), and OF = 0. 

e Consider SBB mem/reg , mem/reg. This instruction subtracts source data and the 
carry flag from destination data, and stores the result in destination. There is no SBB 
mem , mem instruction. All flags in the low byte of the Flag register are affected. For 
example, if (CH) = 03,,, (DL) = 02,,, and CF = 1, then, after SBB CH,DL, the contents 
of register CH = 03 - 02 - 1 = 00,. 

1111 111«- Intermediate Carries 
Using two's complement subtraction, (CH) = 00000011 (+3) 
Add two’s complement of 3 (DL plus CF) =+ 1111 1101 (-3) 
Final Carry —1 0000 0000 
Final carry is one's complemented after subtraction to reflect the correct borrow. 
Hence, CF = 0. Also, PF = 1 (Even parity; number of 1’s in the result is 0 and 0 is an 
even number), AF = 1, ZF = 1 (Zero Result), SF = 0 (Most Significant bit of the result 
is zero), and OF- C, € C,=1@1=0. 

* The Compare (CMP) instruction subtracts source from destination providing no 
result of subtraction; all status flags are affected based on the result. Note that the 
SUBTRACT instruction provides the result and also affects the status flags. Consider 
CMP DH,BL. Ifprior to execution of the instruction, (DH) = 40H and (BL) = 30H 
then after execution of CMP DH, BL, the flags are: CF = 0, PF = 0, AF =0, ZF = 0, SF 
= 0, and OF = 0; result 10H is not provided. Suppose it is desired to find the number of 
matches for an 8-bit number in an 8086 register such as DL in a data array of 50 bytes 
in memory pointed to by BX in DS. The following instruction sequence with CMP 
DL, [BX] ratherthan SUB DL, [BX]can be used: 


MOV AL, 0 ; Clear AL to 0, AL to hold number of 
; matches 
MOV exe 50 ; Initialize array count 
START: CMP DL, [BX] ; Compare the number to be matched in DL 
JZ MATCH ; with a data byte in the array.If there is 
; a match, ZF-1. Branch to label MATCH. 
JMP DOWN ; Unconditional jump to label DOWN. 
MATCH: INC AL ; increment AL to hold number of matches. 
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TABLE 9.2 8086 Arithmetic Instructions 




















Addition 
ADDa,b Add byte or word 
ADCa,b Add byte or word with carry 
INC reg/mem Increment byte or word by one 
AAA ASCII adjust for addition 
DAA Decimal adjust [AL], to be used 
after ADD or ADC 
Subtraction 
SUBa,b Subtract byte or word 
SBB a,b Subtract byte or word with borrow 
DEC reg/mem Decrement byte or word by one 
NEG reg/mem Negate byte or word 
CMP a, b Compare byte or word 
AAS ASCII adjust for subtraction 
DAS Decimal adjust [AL] after SUB or SBB 
MUL reg/mem Multiply byte or word unsigned for byte 
IMULreg/mem Integer multiply byte or word [AX] < [AL] : [mem/reg] 
(signed) for word 
[DX][AX] < [AX] - [mem 
reg] 
Division 

DIV reg/mem Divide byte or word unsigned 16 + 8 bit; [AX] < red 
IDIV reg/mem Integer divide byte or word (signed) [AH] < remainder 

[AL] < quotient 

IDX:AX] 


32416 bit; [DX:AX]< 
[DX] < remainder 
[AX] + quotient 


[mem/reg] 


AAD ASCII adjust for division 
CBW Convert byte to word 
CWD Convert word to double word 


a= "reg" or “mem,” b = “reg” or “mem” or “data.” 


DOWN: INC BX ; Increment BX to point to next data byte. 
LOOP START ; Decrement CX by 1, go back to START if 
; CX #0.I1f CX = 0, go to the next 
; instruction 


; AL contains the number of matches 
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In the above, if SUB DL, [BX] wereused instead of CMP DL, [BX], then 


the number to be matched needed to be loaded after each subtraction because the 
contents of DL would have been lost after each SUB. Since we are only interested in the 
match rather than the result, CMP DL, [BX] instead of SUB DL, [BX] should be 
used 1n the above. 


Numerical data received by an 8086-based microcomputer from a terminal is usually 
in ASCII code. The ASCII codes for numbers 0 to 9 are 30H through 39H. Two 
8-bit data items can be entered into an 8086-based microcomputer via a keyboard. 
The ASCII codes for these data items (with 3 as the upper nibble for each type) can 
be added. AAA instruction can then be used to provide the correct unpacked BCD. 
Suppose that ASCII codes for 2 (32,,) and 5 (35,,) are entered into an 8086-based 
microcomputer via a keyboard. These ASCII codes can be added and then the result 
can be adjusted to provide the correct unpacked BCD using the AAA instruction as 
follows: 


ADD CL, DL ; (CL) = 32,, — ACSII for 2 
H (DL) = 35, = ASCII for 5 
; Result (CL) = 67, 

MOV AL, CL - Move ASCII result 
: into AL because AAA 
: adjusts only (AL) 

AAA : (AL) = 07, unpacked 


; BCD for 7 
Note that, in order to print the unpacked BCD result 07, on an ASCII printer, (AL) = 
07 can be ORed with 30H to provide 37H, the ASCII code for 7. 

In case ofan invalid BCD digit after addition, AAA instruction can be used to obtain 
correct unpacked BCD as follows: 


ADD BE, DL : (BH) = 38,, = ACSII for 8 
; (DL) = 37, = ASCII for 7 
; Result (BH) = 6F,, 

MOV AL, BH Move ASCII result 


into AL because AAA gets rid.of 6 in 
the upper 4 bits of AL, and adds 6 to 
F for BCD correction to provide the 
correct unpacked BCD for 5, (AL) = 05, 
with CF=1 so that correct result is 
15 decimal 


AAA 


-— Se 9.4 Se we 95 


DAA is used to adjust the result of adding two packed BCD numbers in AL to provide 
a valid BCD number. 1f, after the addition, the low 4 bits of the result in AL is greater 
than 9 (or if AF = 1), then the DAA adds 6 to the low 4 bits of AL. On the other hand. 
if the high 4 bits of the result in AL are greater than 9 (or if CF = 1), then DAA adds 
60H to AL. 
DAS may be used to adjust the result of subtraction in AL of two packed BCD numbers 
to provide the correct packed BCD. While performing these subtractions, any borrows 
from low and high nibbles are ignored, For example, consider subtracting packed BCD 
55 in DL from packed BCD 94 in AL: 
Packed BCD 55 = 0101 0101, and Packed BCD 94 = 1001 0100,. 
Packed BCD 94 = 1001 0100 
Add Two's complement of 0101 0101 = 1010 1011 


Ignore Carry —> 1 0011 1111=3FH 
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The invalid BCD digit (F) in the low 4 bits of the result can be corrected by subtracting 

6 from F: 

Low Nibble = FH = 
-6 


Ignore Carry ->l 1001 This will provide the correct BCD result of 39. 


| d 
— m 
O — 
— — 
© | 


The following 8086 instruction sequence will accomplish this: 
SUB AL,DL ; [AL] = 3FH 
DAS ;{AL] = 39 

e For 8-bit by 8-bit signed or unsigned multiplication between the contents of a memory 
location and AL, assembler directive BYTE PTR can be used. Example: IMUL BYTE 
PTR[BX]. On the other hand, for 16-bit by 16-bit signed or unsigned multiplication 
between the 16-bit contents of a memory location and register AX, assembler directive 
WORD PTR can be used. Example: MUL WORD PTR[SI]. 

e Consider 16 x 16 unsigned multiplication, MUL WORD PTR [BX]. If(BX)=0050H, 
(DS) = 3000H, (30050H) = 0002H, and (AX) = 0006H, then, after MUL WORD PTR 
[BX], (DX) = 0000H and (AX) = 000CH. 

* MUL mem/reg provides unsigned 8 x 8 or unsigned 16 x 16 multiplication. Consider 
MUL BL. If (AL) = 20,, and (BL) = 02,,, then, after MUL BL, register AX will contain 
0040... 

*  IMUL mem/reg provides signed 8 x 8 or signed 16 x 16 multiplication. As an example, 
if (CL) = FDH = -3, and (AL) = FEH = -2,,, then, after IMUL CL, register AX 
contains 0006H. 

e Consider IMUL DH. If (AL) = FF,, 7 -1,) and (DH) = 02,, then, after IMUL DH, 
register AX will contain FFFE,, (-2,,) . 

* DIV mem/reg performs unsigned division and divides (AX) or (DX:AX) registers by 
reg or mem. For example, if (AX) = 0005,, and (CL) = 02,, then, after DIV CL, (AH) 
= 01,4 = Remainder and (AL) = 02,,. Quotient. 

e Consider DIV BL. If (AX) =0009H and (BL) = 02H, then, after DIV BL, 

(AH) = remainder = 01H 
(AL) = quotient = 04H 

*  IDIV mem/reg performs signed division and divides 16-bit contents of AX by an 8-bit 
number in a register or a memory location, or 32-bit contents of DX:AX registers by 
a 16-bit number in a register or a memory location. Consider IDIV CX. If (CX) -2 
and (DXAX) = -5,, = FFFFFFFB,, then, after this IDIV, registers DX and AX will 


contain: 

DX AX 
16-bit 16-bit 
remainder — quotient — 
e] 10 —219 


Note that in the 8086, after IDIV, the sign of remainder is always the same as the 
dividend unless the remainder is equal to zero. Therefore, in this example, because the 
dividend is negative (-5,9), the remainder is negative (-1 ,,). 
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For 16-bit by 8-bit signed or unsigned division of the 16-bit contents of AX by 8-bit 
contents of a memory location, assembler directive BYTE PTR can be used. Example: 
IDIV BYTE PTR[BX]. On the other hand, for 32-bit by 16-bit signed or unsigned 
division of the 32-bit contents of DXAX by 16-bit contents of a memory location , 
assembler directive WORD PTR can be used. Example: MUL WORD PTR[SI]. 
Consider IDIV WORD PTR [BX].If (BX) = 0020H, (DS) = 2000H, (20020H) = 
0004H, and (DX) (AX) = 00000011H, then, after ZIDIV WORD PTR [BX], 

(DX) = remainder = 0001H 

(AX) = quotient = 0004H 
Consider CBW. This instruction extends the sign from the AL register to the AH 
register. For example, if AL = F1,,, then, after execution of CBW, register AH will 
contain FF,, because the most significant bit of F1,, is 1. Note that the sign extension 
is very useful when one wants to perform an arithmetic operation on two signed 
numbers of different lengths. For example. the 16-bit signed number 0020,, can be 
added with the 8-bit signed number E1,, by sign-extending E1 as follows: 


0020,,=0000 0000 0010 0000(32, ) 


Sign — Elyg 3111111119 1110 000 1(-31 40) 
extension — 10000 0000 0000 0001(+1,,) 
Ly Non Non yr 
Ignore 0 0 0 
carry 
Another example of sign extension is that, to multiply a signed 8-bit number by a 
signed 16-bit number, one must first sign-extend the signed 8-bit into a signed 16-bit 
number and then the instruction IMUL can be used for 16 x 16 signed multiplication. 
For unsigned multiplication of a 16-bit number by an 8-bit number, the 8-bit number 
must be zero extended to 16 bits using logical instruction such as AND before using 
the MUL instruction. 
CWD sign-extends the AX register into the DX register. That is, if the most significant 
bit of AX is 1, then FFFF,, is stored into DX. 
AAD converts two unpacked BCD digits in AH and AL to an equivalent binary number 
in AL after converting them to packed BCD. AAD must be used before dividing two 
unpacked BCD digits in AX by an unpacked BCD byte. For example, consider 
dividing (AX) = unpacked BCD 0508 (58 Packed BCD) by (DH) = 07H. (AX) must 
first be converted to binary by using AAD. The register AX will then contain 003AH 
= 58 Packed BCD. After DIV DH, (AL) = quotient = 08 (unpacked BCD), and (AH) 
= remainder 02 (unpacked BCD). 
AAM adjusts the product of two unpacked BCD digits in AX. If (AL) = 03H (unpacked 
BCD for 3) = 00000011, and (CH) = 08H (unpacked BCD for 8) = 0000 1000,, 
then, after MUL CH, (AX) = 000000000001 1000, = 0018H, and, after using AAM, 
(AX) = 0000001000000100, = unpacked 0204. The following instruction sequence 
accomplishes this: 
MUL CH 
AAM 
Note that the 8086 does not allow multiplication of two ASCII codes. Therefore, 
before multiplying two ASCII bytes received from a terminal, one must make the 
upper 4 bits of each one of these bytes zero, multiply them as two unpacked BCD 
digits, and then use AAM for adjustment to convert the unpacked BCD product back to 
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ASCII by ORing the product with 3030H. The result in decimal can then be printed on 
an ASCII printer. 


9.5.3 Bit Manipulation Instructions 

The 8086 provides three groups of bit manipulation instructions. These are logicals, shifts, 
and rotates, as shown in Table 9.3. The operand to be shifted or rotated can be either 8- or 
16-bit. Let us explain some of the instructions in Table 9.3 


e Consider AND BH, 8FH. If prior to execution of this instruction, (BH) = 72H, then 
after execution of AND BH,8FH, the following result is obtained : 


(BH)- 72H - 0111 0010 
AND 8FH= 1000 1111 
(BH) = 0000 0010 
ZF = 0 (Result is nonzero), SF = 0 (Most Significant Bit of the result is 0), PF = 0 
(Result has odd parity). CF, AF, and OF are always cleared to 0 after logic operation. 
The status flags are similarly affected after execution of other logic instructions such 
as OR, XOR, NOT, and TEST. 
The AND instruction can be used to perform a masking operation. If the bit value in 
a particular bit position is desired in a word, the word can be logically ANDed 
with appropriate data to accomplish this. For example, the bit value at bit 2 of an 8- 
bit number 0100 1Y10 (where unknown bit value of Y is to be determined) can be 
obtained as follows: 0100 1Y 10 -- 8-bit number 
AND 0000010 0--Masking data 
000 0 0Y00-- Result 
If the bit value Y at bit 2 is 1, then the result is nonzero (Flag Z=0); otherwise, the 
result is zero (Flag Z=1). The Z flag can be tested using typical conditional JUMP 
instructions such as JZ (Jump if Z=1) or JNZ (Jump if Z=0) to determine whether Y 


TABLE 9.3 8086 Bit Manipulation Instructions 











Logicals 
NOT mem/reg NOT byte or word 
AND a, b AND byte or word 
ORa,b OR byte or word 
XOR a, b Exclusive OR byte or word 
TEST a,b Test byte or word 
Shifts 
SHL/SAL mem/reg, CNT Shift logical/arithmetic left byte or word 
SHR/SAR mem/reg, CNT Shift logical/arithmetic right byte or word 
Rotates 
ROL mem/reg, CNT Rotate left byte or word 
ROR mem/reg, CNT Rotate right byte or word 
RCL mem/reg, CNT Rotate through carry left byte or word 


RCR mem/reg, CNT Rotate through carry right byte or word 
If CNT > 1, then CNT is contained in CL. Zero or negative shifts and rotates are illegal. 
If CNT = 1 then CNT is immediate data. Up to 255 shifts are allowed. 
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is Ô or 1. This is called masking operation. The AND instruction can also be used 
to determine whether a binary number is ODD or EVEN by checking the Least 
Significant bit (LSB) of the number (LSB=0 for even and LSB=1 for odd). 

e Consider OR DL,AH. Ifprior to execution of this instruction, [DL] = A2H and [AH] 
= 5DH, then after exection of OR DL,AH, the contents of DL are FFH. The flags 
are affected similar to the AND instruction. The OR instruction can typically be used 
to inserta 1 in a particular bit position of a binary number without changing the 
values of the other bits. For example, a 1 can be inserted using the OR instruction at 
bit number 3 of the 8-bit binary number 0111001 1 without changing the values 
of the other bits as follows: 

01110011 -- 8-bit number 
OR 00001000 -- data for inserting a 1 at bit number 3 
01111011 - Result 

e Consider XOR CX,2. Ifprior to execution of this instruction, (CX) = 2342H, 
then after execution of XOR CX,2, the 16-bit contents of CX will be 2340H. Al! 
flags are affected in the same manner as the AND instruction. The Exclusive-OR 
instruction can be used to find the ones complement of a binary number by XORing 
the number with all 1’s as follows: 

01011100-- 8-bit number 
XOR 11111111-- data 
1010001 1 -- Result (Ones Complement of the 
8-bit number 01011100) 

e TEST CL,05Hlogically ANDs (CL) with 00000101, but does not store the result in 
CL. All flags are affected. 

e Consider SHR mem/reg, CNT or SHL mem/reg, CNT. These instructions are logical 
right or left shifts, respectively. The CL register contains the number of shifts if the 
shift is greater than 1. If CNT 7 1, the shift count is immediate data. In both cases, the 
last bit shifted out goes to CF (carry flag) and 0 is the last bit shifted in. For example, 
SHL BL,1 logically shifts the contents of BL one bit to the left. Note that the shift 
count ‘1’ is immediate data. Now prior to execution of this instruction, if (BL) = Al, 
and CF = 0, then after SHL Bl,1, the contents of BL are 42,, and CF = 1. 

e Consider the 8086 instruction sequence, 

MOV CL,2 ; shift count 2 is moved into CL 

SHR  DX,CL; Logically shifts (DX) twice to right 
Prior to execution of the above instruction sequence, if (DX) = 97,, and CF = 0, then 
after execution 
of the above instruction sequence, (DX) = 25,, and CF = 1. 


* Figure 9.5 shows SAR mem/reg, CNT or SAL mem/reg, CNT. Note that a true arithmetic 
left shift does not exist in 8086 because the sign bit is not retained after execution of 
SAL. Also, SAL and SHL perform the same operation except that SAL sets OF to 1 if 
the sign bit of the number shifted changes during or after shifting. This will allow one 
to multiply a signed number by 2^ by shifting the number n times to left; the result 
is correct if OF = 0 while the result is incorrect if OF = 1. Since the execution time 
of the multiplication instruction is longer, multiplication by shifting may be more 
efficient when multiplication of a signed number by 2" is desired. 


386 Fundamentals of Digital Logic and Microcomputer Design 


SAR SAL 
15017 |. 1 - 


FIGURE 9.5 8086 SAR and SAL instructions 
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FIGURE 9.6 8086 ROR and ROL instructions 
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FIGURE 9.7 8086 RCL and RCR instructions 


e  ROLmem/reg, CNT rotates [mem/reg] left by the specified number of bits (Figure 9.6). 
The number of bits to be rotated is either 1 or contained in CL. For example, if CF = 
0, (BX) = 0010,,, and (CL) = 03,, then, after ROL BX, CL, register BX will contain 
0080,, and CF =0. On the other hand, ROL BL, 1 rotates the 8-bit contents of BL 
l bit to the left. ROR mem/reg, CNT is similar to ROL except that the rotation is to the 
right (Figure 9.6). 

e Figure 9.7 shows RCL mem/reg, CNT and RCR mem/reg, CNT. 

















9.5.4 String Instructions 
The word “string” means that an array of data bytes or words is stored in consecutive 
memory locations. String instructions are available to MOVE, COMPARE, or SCAN fora 
value as well as to move string elements to and from AL or AX. The instructions, listed in 
Table 9.4, contain "repeat" prefixes that cause these instructions to be repeated in hardware, 
allowing long strings to be processed much faster than if done in a software loop. 
Let us explain some of the instructions in Table 9.4. 
e  MOVS WORD or BYTE moves 8- or 16-bit data from the memory location 
addressed by SI in DS to the memory location addressed by DI in ES. SI and 
DI are incremented or decremented depending on the DF flag. For example, if 
(DF) = 0, (DS) = 1000,,, (ES) = 3000,,, (SI) = 0002,,, (DI) = 0004,,, and (10002) 
= 1234,,, then, after MOVS WORD, (30004) = 1234,,, (SI) = 0004,,, and (DD) = 


TABLE 9.4 8086 String Instructions 


REP Repeat MOVS or STOS until CX = 0 
REPE/REPZ. Repeat CMPS or SCAS until ZF = | or CX = 0 
REPNE/REPNZ Repeat CMPS or SCAS until ZF = 0 or CX = 0 


MOVS BYTE/WORD Move byte or word string 

CMPS BYTE/WORD Compare byte or word string 
SCAS BYTE/WORD Scan byte or word string 

LODS BYTE/WORD Load from memory into AL or AX 


STOS BYTE/WORD Store AL or AX into memory 
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0006,;. Assuming (10002,,) = 1234,,, the following 8086 instruction sequence 
will accomplish the above: 


CLD ;DF = 0 

MOV AX, 1000H ;DS = 1000H 

MOV DS, AX 

MOV BX, 3000H ES = 3000H 

MOV ES,BX 

MOV SI;0002H ;Initialize SI to 0002, 
MOV DI, 0004H ;initialize DI to 0004, 
MOVS WORD 


Note that DS (source segment) in the MOVS instruction can be overridden while 
the destination segment, ES is fixed, cannot be overridden. For example, the 
instruction ES: MOVS WORD will override the source segment, DS by ES while 
the destination segment remains at ES so that data will be moved in the same 
extra segment, ES. 

* REP repeats the instruction that follows until the CX register is decremented to 
0. For example, the following instruction sequence uses LOOP instruction. for 
moving 50 bytes from source to destination: 


MOV [X 30 Initialize CX to 50 
BACK: MOVSB Move a byte from source array to destination 
LOOP BACK array in the direction based on DF. LOOP 


decrements CX by 1 

and goes to label BACK if CX #0. If CX = 
O,goes to the next instruction. Thus, 50 bytes 
are moved 


~w ~. ^". "e BEI "^ ^s 


The above instruction sequence can be replaced using REP prefix as follows: 


MOV CX, 50 
REPMOVSB 


; Initialize CX to 50 

; Move a byte from source array to destination 
; array in the direction based on DF. REP 

; decrements CX by 1 

; and executes MOVSB 50 times. 


; Thus, 50 bytes are moved. 

* A REPE/REPZ or REPNE/REPNZ prefix can be used with CMPS or SCAS to 
cause one of these instructions to continue executing until ZF = 0 (for the REPNE/ 
REPNZ prefix) or CX = 0. REPE and REPZ also provide a similar purpose. If 
CMPS is prefixed with REPE or REPZ, the operation is interpreted as “compare 
while not end-of-string (CX = 0) or strings are equal (ZF = 1).” If CMPS is 
preceded by REPNE or REPNZ, the operation is interpreted as “compare while 
not end-of-string (CX = 0) or strings not equal (ZF = 0)." Thus, repeated CMPS 
instructions can be used to find matching or differing string elements. 

e If SCAS is prefixed with REPE or REPZ, the operation is interpreted as “scan 
while not end-of-string (CX = 0) or string-element = scan-value (ZF = 1)" This 
form may be used to scan for departure from a given value. If SCAS is prefixed 
with REPNE or REPNZ, the operation is interpreted as “scan while not end-of- 
string (CX = 0) or string-element is not equal to scan-value (ZF = 0)." This form 
may be used to locate a value in a string. 

e Consider SCAS WORD or BYTE. This compares the memory with AL or AX. If 
(DI) = 0000,,, (ES) = 2000,,, (DF) = 0, (20000) = 05,4, and (AL) = 03,,, then, after 
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SCAS BYTE, DI will contain 0001,, because (DF) = 0 and all flags are affected 
based on the operation (AL) - (20000). 

e CMPS WORD or BYTE subtracts without any result (affects flags accordingly) 
8- or 16-bit data in the source memory location addressed by SI in DS from the 
destination memory location addressed by DI in ES. SI and DI are incremented 
or decremented depending on the DF flag. For example, if (DF) = 0, (DS) = 
1000,,, (ES) = 3000,,, (SI) = 0002,,, (DI) = 0004,,, (10002) = 1234,,, and (30004) 
= 1234,, then, after CMPS WORD, CF =0,PF=1, AF = 1, ZF = 1, SF = 0, OF = 
0, (10002) = 1234,,, and (30004) = 1234,, , (SI) = 0004,,, and (DI) = 0006,,. 

e LODS BYTE or WORD loads a byte into AL or a word into AX respectively from 
a string in memory addressed by SI in DS ; SI is then automatically incremented 
or decremented by | for a byte or by 2 for a word based on DF. For example, prior 
to execution of LODS BYTE, if (SI )= 0020H, (DS) = 3000H, (30020H) = 05H, 
DF = 0, then after execution of LODS BYTE, 05H 1s loaded into AL; SI is then 
automatically incremented to 0021H since DF = 0. STOS BYTE or WORD, on 
the other hand, stores a byte in AL or a word in AX respectively into a string 
addressed by DI in ES. DI is then automatically incremented or decremented by 
l for a byte or by 2 for a word based on DF. 


9.5.5 Unconditional Transfer Instructions 

Unconditional transfer instructions transfer contro] to a location either in the current 
executing memory segment (intrasegment) or in a different code segment (intersegment). 
Table 9.5 lists the unconditional transfer instructions. 

The 8086 CALL instructions provide the mechanism to call a subroutine into 
operation while the RET instruction placed at the end of the subroutine transfers control 
back to the main program. There are two types of 8086 CALL instruction. These are 
intrasegment CALL (IP changes, CS is fixed), and intersegment CALL (both IP and CS 
are changed). Intrasegment or Intersegment CALL is defined by the various operands of 
the CALL instruction. For example, the three operands NEAR PROC, mem16, and reg16 
define intrasegment CALLs to a subroutine. Upon execution of the intrasegment CALL 
with any of the three operands, the 8086 pushes the current contents of IP onto the stack; 
the SP is then decremented by 2. The saved IP value is the offset that contains the next 
instruction to be executed in the main program. The 8086 then places a new 16-bit value ( 
Offset of the first instruction in the subroutine) into IP. The three types of operands of the 
intrasegment CALL will be discussed next. 

Consider CALL NEAR PROC. The assembler directive NEAR specifies the 
CALL instruction with relative addressing mode. This means that NEAR determines a 16- 
bit displacement, and the offset is computed relative to the address of the CALL instruction. 
With 16-bit displacement, the range of the CALL instruction is limited to -32766 to + 32765 
(0 being positive). As an example, consider the following 8086 instruction sequence: 
CODE SEGMENT 

ASSUME Co; CODE, Do? DATA,: Soi STACK 


TABLE 9.5 8086 Unconditional Transfers 
CALL reg/mem/disp 16 Call subroutine 


RET or RET disp 16 Return from subroutine 
JMP disp8/disp 16 /reg16/mem16 Unconditional jump 
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ALT 

MULTI PROC NEAR 
RET 

MULTI ENDP 

CODE ENDS 


In the above, the main program is located in a segment named CODE. A 
subroutine called MULTI is also resident in the same code segment named CODE. Since 
this subroutine is in the same code segment as the main program containing the CALL 
instruction, the contents of CS are not altered to access it. Use of the assembler directive 
NEAR in the statement MULTI PROC NEAR tells the 8086 assembler that the main 
program and the subroutine are located in the same code segment. 

The instructions CALL mem16 and CALL reg16 specify a memory location or a 
16-bit register such as BX to hold the offset to be loaded into IP. Thus, these two CALL 
instructions use indirect addressing mode. An example of CALL mem16 is CALL [BX] 
which loads the 16-bit value stored in the memory location pointed to by BX into IP. The 
physical address of the offset is calculated from the current DS and the contents of BX. 
The first instruction of the subroutine is contained in the address computed from new IP 
value and current CS. Next, typical examples of CALL reg16 are CALL BX and CALL 
BP; these instructions load the 16-bit contents of BX or BP into IP. The starting address 
(physical address) of the subroutine is computed from the new value of IP and the current 
CS contents. Note that intrasegment CALL instructions are used when the main program 
and the subroutine are located in the same code segment. 

Intersegment CALL instructions are used when the main program and the 
subroutine are located in two different code segments. The two intersegment CALL 
instructions are CALL FAR PROC and CALL mem32. These instructions define a new 
Offset for IP and a new value for CS. Upon execution of these two instructions, the 8086 
pushes the current contents of IP and CS onto the stack, the new values of IP and CS are 
then loaded. For example consider CALL FAR PROC which loads the new value of IP 
from the next two bytes, and the new value of CS from the following two bytes. As an 
example, consider the following 8086 instruction sequence: 

CODE SEGMENT 
ASSUME Ce: CODE, DS DATA; Do? > TACK 


— ae a et —À 


HLT 
CODE ENDS 
SUBR SEGMENT 


MULTI PROC FAR 
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ASSUME Co: oUBR 
RET 

MULTI ENDP 

SUBR ENDS 


In the above, the main program is located in a segment named CODE. A 
subroutine called MULTI is in a segment named SUBR. Since this subroutine is in a 
different code segment from the CALL instruction, the contents of CS must be altered to 
access it. Use of the assembler directive FAR in the statement MULTI PROC FAR tells 
the 8086 assembler that the main program and the subroutine are located in different code 
segments. When the assembler translates the CALL instruction, it will assign the value of 
SUBR to CS, and will place the offset of the first instruction of the subroutine in SUBR as 
the IP value in the instruction. 

CALL FAR [SI] stores the pointer for the subroutine as four bytes in data memory. 
The location of the first byte of the four-byte pointer is specified indirectly by one of the 
8086 registers (SI in this case). In this example, the 20-bit physical address of the first byte 
of the four-byte pointer is computed from DS and SI. Finally, CALL FAR [BX] pushes 
CS and IP onto stack and loads IP and CS with the contents of four consecutive bytes 
pointed to by BX. 

RET instruction is usually placed at the end of a subroutine which pops IP 
(pushed onto the stack by the intrasegment CALL instruction) or both IP and CS (pushed 
onto the stack by the intersegment CALL instruction), and returns control to the main 
program. RET disp 16, on the other hand, adds 16-bit value ( disp 16) to SP after placing 
the return address into IP (for intrasegment CALL) or into IP and CS ((for intersegment 
CALL). The main objective of inclusion of the 16-bit displacement operand withthe RET 
instruction is to discard the parameters that were saved onto the stack before execution of 
the subroutine CALL instruction. 

Similar to the CALL instruction, the jump instruction in Table 9.5 can be either 
intrasegment JMP (Jump within the current code segment; only IP changes) or intersegment 
JMP (Jump from one code segment to another code segment; both CS and IP contents are 
modified). Intrasegment Jump can have an operand with a short label, near label, reg16 or 
mem16. For example, the short label and near label operands use relative addressing mode. 
This means that the Jump is performed relative to the address of the JMP instruction. For 
jumps with short label, IP changes and CS is fixed. JMP disp8 adds the second object 
code byte (signed 8-bit displacement) to (IP + 2), and (CS) is unchanged. With an 8-bit 
signed displacement, jump with a short label operand is allowed in the range from -128 to 
+127 (0 being positive) from the address of the JMP instruction. Near label operand allows 
a JMP instruction to have a signed 16-bit displacement with a range -32K to +32K bytes 
from the address of the JMP instruction. An example of JMP short label or near label is 
JMP START. The 8086 assembler automatically computes the value of the displacement 
START at assembly time. The programmer does not have to worry about it. Based upon 
the displacement size of START (in this case), the assembler determines whether the JMP 
is to be performed with short or near label. 

JMP regl6 or JMP meml6 specifies the JUMP address respectively by the 16- 
bit contents of of a register or a memory location. The range for this JMP is from -32K to 
+32K bytes from the address of the JMP. An example of JMP regl6 is JMP SI which 
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copies the contents of SI into IP. SI contains the 16-bit displacement. The 8086 computes 
the physical address from the current CS value and the new IP value. An example of JMP 
meml6 is JMP [DI] which uses the contents of DI as the address of the memory location 
containing the offset. This offset is placed into IP. The physical address is computed from 
this IP value and the current code segment value. 

The intersegment JMP instruction includes operands with far label and mem32. 
Jump with far label uses a 32-bit immediate operand ; the first 16 bits are loaded into IP 
while the next 16 bits are loaded into CS. An example of JMP with far label is JMP FAR 
BEGIN (or some 8086 assemblers use JMP FAR PTR BEGIN) which unconditionally 
branches to a label BEGIN in a different code segment. 

Finally, JMP mem32 indirectly specifies the offset and the code segment values. 
IP and CS are loaded from the 32-bit contents of four consecutive memory locations; each 
memory location contains a byte. As an example, JMP FAR [SI] loads IP and CS with 
the contents of four consecutive bytes pointed to by SI in DS. 


9.5.6 Conditional Branch Instructions 
All 8086 conditional branch instructions use 8-bit signed displacement. That is, the 
displacement covers a branch range of -128 to +127, with 0 being positive. The structure 
of a typical conditional branch instruction is as follows: 
If condition is true, 
then IP «— IP + disp8, 
otherwise IP «— IP + 2 and execute next instruction. 

There are two types of conditional branch instructions. In one type, the various 
relationships that exist between two numbers such as equal, above, below, less than, or 
greater than can be determined by the appropriate conditional branch instruction after a 
COMPARE instruction. These instructions can be used for both signed and unsigned 
numbers. When comparing signed numbers, terms such as “less than" and “greater than” 
are used. On the other hand, when comparing unsigned numbers, terms such as “below 
zero" or “above zero” are used. 

Table 9.6 lists the 8086 signed and unsigned conditional branch instructions. 
Note that in Table 9.6 the instructions for checking which two numbers are “equal” or 


(JUMP if less than) 


JLE disp8 
(JUMP if less or 
equal 


(JUMP if not greater or 
equal 

JNG disp8 

(JUMP if not greater) 


(JUMP if below) 


JBE disp8 
(JUMP if below or 
equal 


TABLE 9.6 8086 Signed and Unsigned Conditional Branch Instructions 
Signed Unsigned 
Name Alternate Name Name Alternate Name 
JE disp 8 JZ disp8 JE disp8 JZ disp8 
JUMP if equal JUMP if result zero JUMP if equal JUMP if zero 
JNE disp8 JNZ disp 8 JNE disp8 JNZ disp8 
JUMP if not equal JUMP if not zero JUMP if not equal JUMP if not zero 
JG disp8 JNLE disp8 JA disp8 JNBE disp8 
(JUMP if greater) (JUMP if not less or (JUMP if above) (JUMP if not below or 
equal equal 
JGE disp8 JNL disp8 JAE disp8 JNB disp8 
(JUMP if greater or (JUMP if not less) (JUMP if above or (JUMP 1f not below) 
equal equal 
JL disp8 JNGE disp8 JB disp8 JNAE disp8 


(JUMP if not above or 
equal 

JNA disp8 

(JUMP 1f not above) 
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TABLE 9.7 8086 Conditional Branch Instructions Affecting Individual Flags 


JC disp8 JUMP if carry, i.e., CF = 1 

JNC disp8 JUMP if no carry, i.e., CF = 0 

JP disp8 JUMP if parity, i.e., PF = 1 

JNP disp8 JUMP if no parity. i.e., PF = 0 

JO disp8 JUMP if overflow, t.e., OF = 1 

JNO disp8 JUMP if no overflow, i.e., OF = 0 
JS disp8 JUMP if sign, i.e., SF = 1 

JNS disp8 JUMP if no sign, i.e.. SF =0 

JZ disp JUMP if result zero, i.e.. ZF = 1 
JNZ disp8 JUMP if result not zero, i.e., ZF = 0 


TABLE 9.8 8086 Instructions To Be Used after CMP A, B; aand b are data in the 


following. 
Signed "a" and "b" Unsigned “a” and "b" 
JGE disp8 ifazb JAE disp8 ifazb 
JL disp8 ifa«b JB disp8 ifa<b 
JG disp8 ifa»b JA disp8 ifa>b 
JLE disp8 ifasb JBE disp8 ifasb 


“not equal” are the same for both signed and unsigned numbers. This is because when two 
numbers are compared for equality, irrespective of whether they are signed or unsigned, 
they will provide a zero result (ZF = 1) if they are equal and a nonzero result (ZF = 0) if 
they are not equal. Therefore, the same instructions apply for both signed and unsigned 
numbers for “equal to” or “not equal to” conditions. The second type of conditional branch 
instructions is concerned with the setting of flags rather than the relationship between two 
numbers. Table 9.7 lists these instructions. 

Now, in order to check whether the result of an arithmetic or logic operation is 
zero, nonzero, positive or negative, did or did not produce a carry, did or did not produce 
parity, or did or did not cause overflow, the following instructions should be used: JZ, 
JNZ, JS, JNS, JC, JNC, JP, INP, JO, JNO. However, in order to compare two signed 
or unsigned numbers (a in address A or b in address B) for various conditions, we use CMP 
A, B, which will form a - b. and then one of the instructions in Table 9.8. 

Now let us illustrate the concept of using the preceding signed or unsigned 
instructions by an example. Consider clearing a section of memory word starting at B up to 
and including A, where (A) = 3000,, and (B) = 2000,, in DS = 1000,,, using the following 
instruction sequence: 

MOV AX, 1000H 
MOV DS, AX ;Initialize DS 
MOV BX, 2000H 
MOV CX, 3000H 


AGAIN: MOV WORD PTR[BX], 0000H 
INC BX 
INC BX 


CMP CX, BX 
JGE AGAIN 
JGE treats CMP operands as twos complement numbers. The loop will terminate 
when BX = 3002H. Now, suppose that the contents of A and B are as follows: (A) = 8500,, 
, (B) = 0500, 
In this case, after CMP CX, BX is first executed, 
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(CX) - (BX) 8500 — 0500 
8000, 


1000 0000 0000 0000 


SF = 1, 1.e., a negative number 
Because 8000,, is a negative number, the loop terminates. 
The correct approach is to use a branch instruction that treats operands as unsigned 
numbers (positive numbers) and uses the following instruction sequence: 
MOV AX,1000H 
MOV DS,AX j initialize DS 
MOV BX,0500H 
MOV CX,8500H 


AGAIN: MOV WORD PTR[BX],0000H 
INC BX 
INC  BX 
CMP ‘CA, BX 
JAE AGAIN 


JAE will work regardless of the values of A and B. 
Also, note that addresses are always positive numbers (unsigned). Hence, 
unsigned conditional jump instruction must be used to obtain the correct answer. The 
above examples are shown for illustrative purposes. 


9.5.7 Iteration Control Instructions 
Table 9.9 lists iteration control instructions. All these instructions have relative addressing 
modes. 

LOOP disp8 decrements the CX register by 1 without affecting the flags and then 
acts in the same way as the JMP dsp8 instruction except that if CX = 0, then the UMP is 
performed: otherwise, the next instruction is executed. 

LOOPE (Loop while equal) / LOOPZ (Loop while zero), on the other hand, 
decrements CX by 1 without affecting the flags. The contents of CX are then checked for 
zero, and also the zero flag (ZF), that results from execution of previous instruction, is 
checked for one. If CX = 0 and ZF = 1, the loop continues. If either CX = 0 or ZF = 0, the 
next instruction after the LOOPE or LOOPZ is executed. The following 8086 instruction 
sequence compares an array of 50 bytes with data byte OOH. As soon as a match is not 
found or end of array is reached, the loop exits. LOOPE instruction can be used for this 
purpose. The following 8086 instruction sequence illustrates this: 


MOV SI, START ; Intialize SI with the starting 
; offset of the array 


TABLE 9.9 8086 Iteration Control Instructions 


LOOP disp8 Decrement CX by 1 without affecting flags and branch to label if 
CX = 0; otherwise, go to the next instruction. 

LOOPE/LOOPZ disp8 Decrement CX by 1 without affecting flags and branch to label 
if CX » 0 and ZF = 1; otherwise (CX=0 or ZF=0), go to the next 
instruction. 


LOOPNE/LOOPNZ disp8 Decrement CX by 1 without affecting flags and branch to label if 
CX = 0 and ZF = 0; otherwise (CX=0 or ZF=1), go to the next 
instruction. 


JCXZ disp8 JMP if register CX —0. 
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DEC SI 

MOV Cx. 50 ; Initialize CX with array count 
BACK: INC SI ; Update pointer 

CMP BYTE PTR[SI},00H ; Compare array element with OOH 

LOOPE BACK 


LOOPNE (LOOP while not equal) / LOOPNZ (Loop while not zero) is similar to 
LOOPE / LOOPZ except that the loop continues if CX « 0 and ZF - 0. On the other hand, 
If CX =0 or ZF = 1, the next instruction is executed. The following 8086 instruction 
sequence compares an array of 50 bytes with data byte 00H for a match. As soon as a match 
is found or end of array is reached, the loop exits. LOOPNE instruction can be used for this 
purpose. CX=0 and ZF=0 upon execution of the CMP instruction 50 times in the following 
would imply that data byte 00H was not found in the array. The following 8086 instruction 
illustrates this: 


MOV SI, START ; Intialize SI with the starting offset of 
; the array 


DEC SI 

MOV Cx, 50 ; Initialize CX with array count 
BACK: INC ST ; Update pointer 

CMP BYTE PTR[SI],00H ; Compare array element with 00H 


LOOPNE BACK 


JCXZ START jumps to label START if CX = 0. This is normally used to skip a loop 
(instruction sequence arbitrarily chosen inside the loop) as follows: 


-— — —À — — e oo a MÀ —À— v — eee i ee 


JCXZ DOWN ; If CX is already 0, skip 
; the loop 
BACK: SUB WORD PTR[SI], 4 ; Subtract 4 from the 


; 16-bit contents of 
; addressed by SI 


ADD SI, 2 ; Update SI to point to 
; next value 

LOOPBACK ; Decrement CX by 1 and 
; Loop until 
; CX = 0 


— —— æ — — — —— — — — —— v — — a a — —— — oe 


9.5.8 Interrupt Instructions 
Table 9.10 shows the interrupt instructions. INT n is a software interrupt instruction. 
Execution of INT n causes the 8086 to push current CS, IP , and Flags onto the stack, and 
loads CS and IP with new values based on interrupt type n; an interrupt service routine 1s 
written at this new address. IRET at the end of the service routine transfers control to the 
main program by popping old CS, IP, and flags from the stack. 

The interrupt on overflow is a type 4 (n = 4) interrupt. This interrupt occurs if 
the overflow flag (OF) is set and the INTO instruction is executed. The overflow flag 


TABLE 9.10 8086 Interrupt Instructions 


INT n Software interrupt instructions 
( n can be 0-255,,) (INT 32,, —255,, available to the user.) 
INTO Interrupt on overflow 


IRET Interrupt return 
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is affected, for example, after execution of a signed arithmetic (such as IMUL, signed 
multiplication) instruction. The user can execute an INTO instruction after the IMUL. 
If there is an overflow, an error service routine written by the user at the type 4 interrupt 
address vector is executed. 

Interrupt instructions are discussed in detail later in this Chapter. 


9.5.9 Processor Control Instructions 

Table 9.11 shows the processor control functions. Let us explain some of the instructions 

in Table 9.11. 

* ESC mem places the contents of the specified memory location on the data bus 
at the time when the 8086 ready pin is asserted by the addressed memory device. 
This instruction is used to pass instructions to a coprocessor such as the 8087 math 
coprocessor which shares the address and data bus with the 8086. 

e LOCK prefix allows the 8086 to ensure that another processor does not take control 
of the system bus while it is executing an instruction which uses the system bus. 
LOCK prefix is placed in front of an instruction so that when the instruction with the 
LOCK prefix is executed, the 8086 outputs a LOW on the LOCK pin of the 8086 for 
the duration of the next instruction. This Lock signal is connected to an external bus 
controller which prevents any other processor from taking over the system bus. Thus 
the LOCK prefix is used in multiprocessing. 

* WAIT causes the 8086 to enter an idle state if the signal on the TEST input pin is not 
asserted. This means that the 8086 will remain in the idle state until its TEST pin 
is asserted. The WAIT instruction can be used to synchronize the 8086 with other 
external hardware such as the 8087 (Math coprocessor). 





9.6 8086 Assembler-Dependent Instructions 


Some 8086 instructions do not define whether an 8-bit or a 16-bit operation is to be executed. 
Instructions with one of the 8086 registers as an operand typically define the operation as 
8-bit or 16-bit based on the register size. An example is MOV CL, [BX], which moves an 
8-bit number with the offset defined by [BX] in DS into register CL; MOV CX, [BX], on 
the other hand, moves a 16-bit number from offsets (BX) and (BX + 1) in DS into CX 
Instructions with a single-memory operand may define an 8-bit or a 16-bit 
operation by adding B for byte or W for word with the mnemonic. Typical examples are 


TABLE 9.11 8086 Processor Control Instructions 


STE Set carry CF < | 

CLC Clear carry CF «- 0 

CMC Complement carry, CF <- CF 
STD Set direction flag 

CLD Clear direction flag 

STI Set interrupt enable flag 
CLI Clear interrupt enable flag 
NOP No operation 

HLT Hait 

WAIT Wait for TEST pin active 
ESC mem Escape to external processor 


LOCK Lock bus during next instruction 
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MULB [BX] and IDIVW [ADDR]. The string instructions may define this in two ways. 
Typical examples are MOVSB or MOVS BYTE for 8-bit and MOVSW or MOVS WORD for 
16-bit. Memory offsets can also be specified by including BYTE PTR for 8-bit and WORD 
PTR for 16-bit with the instruction. Typical examples are INC BYTE PTR [BX] and INC 
WORD PTR [BX]. 


9.7 Typical 8086 Assembler Pseudo-Instructions or Directives 


One of the requirements of typical 8086 assemblers such as MASM (discussed later) is that 
a variable's type must be declared as a byte (8-bit), word (16-bit), or double word (4 bytes 
or 2 words) before using the variable in a program. Some examples are as follows: 


BEGIN DB 0 ;BEGIN is declared as a byte offset with contents zero. 
START DW 25F1H ;START is declared as a word offset with contents 25F1H. 
PROG DD 0 ‘PROG is declared as a double word (4 bytes) offset with 


zero contents. 

Note that the directive DD is not used by all assemblers. In that case, one should 
use the directive DW twice to declare a 32-bit offset. 

The EQU directive can be used to assign a name to constants. For example, the 
statement NUMB EQU 21H directs the assembler to assign the value 21H every time it 
finds NUMB in the program. This means that the assembler reads the statement MOV BH, 
NUMB as MOV BH, 21H. As mentioned before, DB, DW, and DD are the directives used 
to assign names and specific data types for variables in a program. For example, after 
execution of the statement ADDR DW 2050H the assembler assigns 50H to the offset 
name ADDR and 20H to the offset name ADDR + 1. This means that the program can use 
the instruction MOV BX, [ADDR] to load the 16-bit contents of memory starting at the 
offset ADDR in DS into BX. The DW sets aside storage for a word in memory and gives 
the starting address of this word the name ADDR. 

As an example, consider 16 x 16 multiplication. The size of the product should 
be 32 bits and must be initialized to zero. The following will accomplish this: 


Multiplicand DW 2A05H 
Multiplier DW 052AH 
Product DD 0 


Some versions of MASM assembler such as version 5.10 use directive AT to assign a value 
to an 8086 segment. 


The 8086 addressing mode examples for the typical assemblers are given next: 


MOV AH, BL Both source and destination are in register 
mode. 

MOV CH, 8 Source is in immediate mode and 
destination is in register mode. 

MOV AX, [START] Source is in memory direct mode and 
destination is in register mode. 

MOV CH, [BX] Source is in register indirect mode and 
destination is in register mode. 

MOV [SI], AL Source is in register mode and destination is 
in register indirect mode. 

MOV [DI], BH Source is in register mode and destination is 


in register indirect mode. 
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MOV BH, VALUE [DI] Source is in register indirect with 
displacement mode and destination is 
in register mode. VALUE is typically 
defined by the EQU directive prior to this 


instruction. 
MOV AX, 4[DI] Source is in indexed with displacement 
mode and destination is in register mode. 
MOV SI, 2[BP] [DI] Source is in based indexed with displacement 
mode and destination is in register mode. 
OUT 30H, AL Source is in register mode and destination is 
in direct port mode. 
IN AX, DX Source 1s in indirect port mode and 


destination is in register mode. 


In the following paragraphs, more assembler directives such as SEGMENT, ENDS, 
ASSUME, and DUP will be discussed. 


9.7.1 SEGMENT and ENDS Directives 
A section of a an 8086 program or a data array can be defined by the SEGMENT and ENDS 
directives as follows: 


START SEGMENT 

Xl DB OF1H 
X2 DB 50H 
x3 DB 23H 
START ENDS 


The segment name is START (arbitrarily chosen). The assembler will assign 
a numeric value to START corresponding to the base value of the data segment. The 


programmer must use the 8086 instructions to load START into DS as follows: 
MOV BX, START 
MOV DS, BX 


Note that all segment registers except CS must be loaded via a 16-bit general 
purpose register such as BX. A data array or an instruction sequence between the SEGMENT 
and ENDS directives is called a logical segment. These two directives are used to set up 
a logical segment with a specific name. A typical assembler allows one to use up to 31 
characters for the name without any spaces. An underscore is sometimes used to separate 
words in a name, for example, PROGRAM BEGIN. 


9.7.2 ASSUME Directive 

As mentioned before, at any time the 8086 can directly address four physical segments, 
which include a code segment, a data segment, a stack segment, and an extra segment. The 
8086 may contain a number of logical segments containing codes, data, and stack. The 
ASSUME directive assigns a logical segment to a physical segment at any given time. That 
is, the ASSUME directive tells the assembler what addresses will be in the segment registers 
at execution time. 

For example, the statement ASSUME CS: PROGRAM 1,DS: DATA 1,SS: 
STACK 1 directs the assembler to use the logical code segment PROGRAM _1 as CS, 
containing the instructions, the logical data segment DATA 1 as DS, containing data, and 
the logical stack segment STACK 1 as SS, containing the stack. 
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9.75.3 DUP, LABEL, and Other Directives 

The DUP directive can be used to initialize several locations to zero. For example, the 
statement START DW 4 DUP (0) reserves four words starting at the offset START 
in DS and initializes them to zero. The DUP directive can also be used to reserve several 
locations that need not be initialized. A question mark must be used with DUP in this 
case. For example, the statement BEGIN DB 100 DUP (2?) reserves 100 bytes of 
uninitialized data space to an offset BEGIN in DS. Note that BEGIN should be typed in the 
label field, DB in the OP code field, and 100 DUP  (?) in the operand field. 

A typical example illustrating the use of these directives is given next: 


DATA 1 SEGMENT 

ADDR 1 DW 3005H 

ADDR 2 DW 2003H 

DATA 1 ENDS 

STACK X SEGMENT 

DW 60 DUP (0) ; Assign 60 words 

; of stack with zeros. 

STACK TOP LABEL WORD ; Define stack 
; as l6-bit 

STACK 1 ENDS ; words. 

CODE 1 SEGMENT 


ASSUME CS: CODE 1, DS: DATA 1l, SS: STACK 1 
MOV AX, STACK 1 

MOV SS, AX 

LEA SP, STACK TOP 

MOV AX, DATA 1 

MOV DS, AX 

LEA SI, ADDR 1 

LEA DI, ADDR 2 


f 


Main program 
body 


CODE 1 ENDS - 

Note that LABEL is a directive used to the allocate stack from the next location 
after the top of the stack. The statement STACK TOP LABEL WORD allocates the stack 
for local variables from the next address after STACK TOP. In this example, 60 words are 
set aside for the stack. The WORD in this statement indicates that PUSH into and POP 
from the stack are done as words. 

Also note that in the above, ASSUME directive tells the assembler to use the logical 
segment names CODE 1, DATA 1, and STACK 1 as the code segment, data segment, 
and stack segment, respectively. The extra segment can be assigned a name in a similar 
manner. When the instructions are executed, the displacements in the instructions along 
with the segment register contents are used by the assembler to generate the 20-bit physical 
addresses. The segment register, other than the code segment, must be initialized before it 
is used to access data. The code segment is typically initialized upon hardware reset or by 
using ORG. 

When the assembler translates an assembly language program, it computes the 
displacement, or offset, of each instruction code byte from the start of a logical segment 
that contains it. For example, in the preceding program, the CS: CODE 1 in the ASSUME 
statement directs the assembler to compute the offsets or displacements by the following 
instructions from the start of the logical segment CODE 1. This means that when the 
program is run, the CS will contain the 16-bit value where the logical segment CODE 1 
is located in memory. The assembler keeps track of the instruction byte displacements, 
which are loaded into IP. The 20-bit physical address generated from CS and IP are used 


f 
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to fetch each instruction. Some versions of MASM use directive AT to assign a segment 
value. 

Note that typical 8086 assemblers such as Microsoft and Hewlett-Packard 
HP64000 use the ORG directive to load CS and IP. For example, CS and IP can be 
initialized with 2000H and 0300H as follows: 

For Microsoft 8086 Assembler (some versions) ORG 20000300H 
For HP64000 8086 Assembler ORG 2000H:0300H 


9.7.4 | 8086 Stack 

Each 8086 stack segment is 64K bytes long and is organized as 32K 16-bit words. The 
lowest byte (valid data) of the stack is pointed to by the 20-bit physical address computed 
from current SP and SS. This is the lowest memory location in the stack (Top of the Stack) 
where data is pushed. The 8086 PUSH and POP instructions always utilize 16-bit words. 
Therefore, stack locations should be configured at even addrsesses in order to minimize the 
number of memory cycles for efficient stack operations. The 8086 can have several stack 
segments; however, only one stack segment is active at a time. 

Since the 8086 uses 16-bit data for PUSH and POP operations from the top of the 
stack, the 8086 PUSH instruction first decrements SP by 2 and then the 16-bit data is written 
onto the stack. Therefore, the 8086 stack grows from high to low memory addresses of the 
stack. On the other hand, when a 16-bit data is popped from the top of the stack using the 
8086 POP instruction , the 8086 reads 16-bit data from the stack into the specified register 
or memory, the 8086 then increments the SP by 2. Note that the 20-bit physical address 
computed from SP and SS always points to the last data pushed onto the stack. One can 
save and restore flags in the 8086 using PUSHF and POPF instructions. Memory locations 
can also be saved and restored using PUSH and POP instructions without using any 8086 
registers. Finally, One must POP registers in the reverse order in which they are PUSHed. 
For example, if the registers BX, DX, and SI are PUSHed using 


PUSH BX 
PUSH DX 
PUSH SI 
then the registers must be popped using 
POP SI 
POP DX 
POP BX 


9.8 8086 Delay routine 


Typical 8086 software delay loops can be written using MOV and LOOP instructions. 
For example, the following instruction sequence can be used for a delay loop of 20 
millisecond: 


MOV CX, count 
DELAY: LOOP DELAY 


The initial loop counter value of “count” can be calculated using the cycles required to 
execute the following 8086 instructions (Appendix F): 


Mov  reg/imm (4 cycles) 
LooP  label(17/5 cycles) 
Note that the 8086 LOOP instruction requires two different execution times. 
LOOP requires 17 cycles when the 8086 branches if the CX is not equal to zero after 
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autodecrementing CX by 1. However, the 8086 goes to the next instruction and does not 
branch when CX = 0 after autodecrementing CX by 1, and this requires 5 cycles. This 
means that the DELAY loop will require 17 cycles for (count - 1) times, and the last 
iteration will take 5 cycles. 

For 2-MHz 8086 clock, each cycle is 500ns. For 20 ms, total cycles = ET mse = 
40,000. The loop will require 17 cycles for (count - 1) times when CX # 0 and 5 cycles 
will be required when no branch is taken (CX = 0). Thus, totai cycles including the MOV 
= 4+17x(count - 1) + 5= 40,000. Hence, count = 2353, = 0931,,. Therefore, CX must be 
loaded with 2353,, or 0931,,. 

Now, in order to obtain delay of 20 seconds, the above DELAY loop of 20 
millisecond can be used with an external counter. Counter value = (20 sec) / (20 msec) 
= 1000. The following instruction sequence will provide an approximate delay of 20 
seconds: 





MOV DX, L000 ;Initialize counter for 20 second delay 
BACK: MOV CX 2393 
DELAY: LOOP  DELAY ;20msec delay 

DEC DX 

JNE BACK 


Next, the delay time provided by the above instruction sequence can be calculated. 
From Appendix F, the cycles required to execute the following 8086 instructions: 
MOV reg / imm (4 cycles) 
DEC regi6 (2 cycles) 
JNE (16/4 cycles) 
As before, assuming 4-MHz 8086 clock, each cycle is 250ns. Total time from the 
above instruction sequence for 20-second delay = Execution time for MOV DX + 1000 * 
(20 msec delay) + 1000 * (Execution time for DEC ) + 999* (Execution time for JNE for 
Z —0 when DX # 0) + (Execution time for INE for Z = 1 when DX = 0) = 4 * 250ns + 
1000 * 20msec + 1000 * 2 * 250ns + 999 * 16 * 250ns + 4 * 250ns = 20.0045 seconds 
which is approximately 20 seconds discarding the execution times of MOV DX, DEC, and 
JNE. 


Example 9.1 
(a) Determine the effect of each of the following 8086 instructions: 
I) DIV CH I1). “CBW iii). MOVSW Assume the following data 


prior to execution of each of these instructions independently (assume that all numbers are 
in hexadecimal): (DS) = 2000H, (ES) = 4000H, (CX) = 0300H, (AX) = 0091H, (20300H) 
= 05H, (20301H) = 02H, (40200H) = 06H, (40201 H) = 07H, (SI) = 0300H, (DI) = 0200H, 
DF = 0. 


(b) Write an 8086 assembly language program for each of the following C language 
program structures: 
i). if (x >=y) 

x=x+ 10; 


else y =y- 12; 
Assume x and y are addresses of two 16-bit signed integers. 
ii) sum = 0; 
for (170; i<=9; i=i+1) 
sum = sum + afi]; 
Assume sum is the address of the 16-bit result. 
Solution 
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(a) 

i). Before unsigned division, CH contains 03,, and AX contains 145,,. Therefore, 
after DIV CH, (AH) = remainder = 01H and (AL) = quotient = 48,, = 30H. 

ii). CBW sign-extends the AL register into the AH register. Because the content of AL 


is 91H, the sign bit is 1. Therefore, after CBW, (AX) = FF91H 
iii). Before MOVSW, 


Source String Destination String 
(SI) = 0300H, (DS) = 2000H (DI) = 0200H, (ES) = 4000H 
Physical address = 20300H Physical address = 40200H 
After MOVSW, (40200H) = 05H, (40201H) = 02H. Because DF = 0, (ST) = 0302H, (DI) 
— 0202H 
(b) 
1). Assume addresses x and y are initialized with the contents of the 8086 
memory locations addressed by offsets BX and SI in segment register , DS: 
MOV AX, [BX] ; Move [x] into AX 
CMP AX, [SI} ; Compare [x] with [y] 
JGE TEN 
SUB WORD PTR[SI],12 ; Execute else part 
JMP FINISH 
TEN: ADD WORD PTR[BX],10 ; execute then part 
FINISH: HLT ; Halt 
ii). Assume register SI holds the address of the first element of the array while 
BX contains the offset of sum : 
MOV CX,10 ¿initialize CX 


MOV WORD PTR [BX],O ;sum = 0 
AGAIN: MOV AX, [ST] 
ADD [BX],AX 


ADD. SI,2 
LOOP AGAIN 
HLT 


Example 9.2 

(a) Write an 8086 assembly program to find (X?)/255 where X is an 8-bit signed number 
stored in CH. Store the 16-bit result onto the stack. Initialize SS and SP to 1000H and 
2000H respectively. 

(b) What are the remainder, quotient, and registers containing them after execution of the 
following 8086 instruction sequence? 


MOV AH, OFFH 
MOV AL, OFFH 
MOV Cry 2 
IDiV CL 
Solution 
(a) 
CODE SEGMENT 
ASSUME CS:CODE, SStSTACR 
MOV AX, 1000H ; Initialize SS 
MOV SS, AX ; to 1000H 
MOV SP, 2000; ; Initialize SP to 2000H 
MOV AL, CH ; Move X into AL 
IMUL CH ; Compute X?^and store in AX 
MOV CL, 255 ; Since X*and255 are both positve, use 
DIV CL ; unsigned division. Remainder in AH 
PUSH AX ; and quotient in AL. Push AX to stack 


HLT 
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CODE ENDS 
STACK SEGMENT 
STACK ENDS 


(b) 
MOV AH, OFFH ; AH = FFH 
MOV AL, OFFH ; AL = FFH, hence AX = FFFFH = -1 
MOV CX, 2 = AX SY CL = =1/2 
LDIV CL 
AH AL 
FFH 00H 
8-bit remainder 8-bit 
= Lig quotient = 
0 


Example 9.3 | 
Write an 8086 assembly language program to add two 16-bit numbers in CX and DX and 
store the result in location 0500H addressed by DI. 


Solution 
Microsoft (R) Macro Assembler Version 6.11 10/25/04 23:54:48 
ex93.asm Page 1 — 1 

0000 DATA SEGMENT 

0000 DATA ENDS 

0000 CODE SEGMENT 

ASSUME CS:CODE,DS:DATA 

0000 B8 ---- R MOV AX,DATA ;Initialize DS 

0003 8E D8 MOV DS, AX 

0005 BF 0500 MOV DI,0500H 

0008 03 CA ADD CX, DX ; Add 

000A 89 OD MOV LDL] os ;Store 

000C F4 HLT i 

000D CODE . ENDS 

END 
Microsoft (R) Macro Assembler Version 6.11 10/25/04 23:54:48 
ex93.asm Symbols 2 - 1 
Segments and Groups: 
Name Size Length Align Combine 

Class 
CODE A. um Mel ALD UE ume te a ew 16 Bit 000D Para Private 
DATUM A. tare Ven ved USC RI HR Co vee tae A aS 16 Bit 0000 Para Private 


0 Warnings 
0 Errors 


Example 9.4 

Write an 8086 assembly language program to add two 64-bit numbers. Assume SI and DI 
contain the starting offsets of the numbers. Store the result in memory pointed to by DI. 
Solution 


Microsoft (R) Macro Assembler Version 6.11 11/08/04 23:20:22 
ex94.asm Page 1 - 1 
0000 PROG CODE SEGMENT 


ASSUME CS:PROG CODE, DS:DATA ARRAY 
0000 B8 ---- R MOV AX,DATA ARRAY 


Intel 8086 403 

0003 8E D8 MOV DS, AX ;Initialize DS 

0005 BA 0004 MOV DX, 4 ;Load 4 into DX 

0008 BE 0000 MOV SI,0000H. “-Initialize SI 

O000B BF 0008 MOV DI,O008H  ;Initialize DI 

000E F8 CLC ;Clear Carry 

000F 8B 04 START: MOV AX, [SI] ; Load DATA1 

0011 11 05 ADC (DI],AX ;Add with carry 

0013 46 INC SI ;Update pointers 

0014 46 INC SI ;by 2 for WORD 

0015 47 INC DI ;Update pointers 

0016 47 INC DI by 2 for WORD 

0017 4A DEC DX ; decrement 

0018 75 F5 JNZ START ;branch 

001A F4 HLT 

O01B PROG CODE ENDS 

0000 DATA ARRAY SEGMENT 

0000  0A71 DATA1 DW OA71H ;DATAl low 

0002 F218 DW OF218H 

0004 2F17 DW 2F17H ;DATA1 high 

0006 6200 DW 6200H 

0008  7A24 DATA2 DW 7A24H ;DATA2 low 

000A 1601 DW 1601H 

000C 152A DW 152AH ;DATA2 high 

QO0E  671F DW 671FH 

0010 DATA ARRAY ENDS 

END 
Microsoft (R) Macro Assembler Version 6.1111/08/04 23:20:22 
ex94.asm Symbols 2 - 1 
Segments and Groups: 
Name Size Length Align Combine 
Class 
DATA ARRAY 16 Bit 0010 Para Private 
PROG CODE 16 Bit 001B Para Private 
Symbols: 
Name Type Value Attr 

DATA1 Word 0000 DATA ARRAY 
DATA2 Word 0008 DATA ARRAY 
START L Near O000F PROG CODE 


0 Warnings 
0 Errors 


Example 9.5 
Write an 8086 assembly language program to multiply two 16-bit unsigned numbers to 
provide a 32-bit result. Assume that the two numbers are stored in CX and DX. 


Solution 
Microsoft 
ex95.asm 


0000 


0000 
0002 
0004 
0005 


8B 
F7 
F4 


Microsoft 
ex95.asm 


(R) Macro Assembler Vers 


CODE SEG 


ion 6.11 


SEGMENT 


11/03/04 16:18:45 


ASSUME CS:CODE_SEG 
;Move first data 
; [DX] [AX] <-- [AX] * [CX] 


C2 MOV 
EI MUL 
HLT 
ENDS 
END 
(R) Macro Assembler Vers 


CODE SEG 


AX,DX 
CX 


ion 6.11 


Page 1 - 1 


11/03/04 16:18:45 


Symbols 2 = 1 
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Segments and Groups: 
Name Size Length Align Combine 
Class 
CODE: ORG tte | es ae iat Gi.) ah Ae. 16 Bit ° 0005 Para Private 


0 Warnings 
Ü Errors 


Example 9.6 
Write an 8086 assembly language program to clear 50, consecutive bytes starting at offset 


1000H. Assume DS is already initialized. 


Solution 
Microsoft (R) Macro Assembler Version 6.11 11/03/04 01:32:04 
ex9 6.asm Page 1- 1 

0000 CODE SEG SEGMENT 

ASSUME CS:CODE SEG,DS:DATA SEG 

0000 BB 1000 MOV BX, 1000H Pinitialize BX 

0003 B9 0032 MOV ex; 50 ;initialize loop count 

0006 C6 07 00 START: MOV BYTE PTR[BX],00H ;clear memory byte 

0009 43 INC BX ; update pointer 

000A E2 FA LOOP START ;decrement CX and loop 

000C F4 HLT shalt 

000D CODE SEG ENDS 

0000 DATA SEG SEGMENT 

0000 DATA SEG ENDS 

END 

Microsoft (R) Macro Assembler Version 6.11 11/03/04 
01:32:04 
ex9 6.asm 

Symbols 2 - 1 

segments and Groups: 

Name Size Length Align Combine Class 

CODE ORG as ob ude Dr Ae. Be ats VEL S XO Gk 16 Bit 000D Para Private 
DATA SIS Ne 4o 0X1 obs Yet cae” eA sad SR ub. Se CUR 16 Bit 0000 Para Private 
Symbols: 

Name Type Value Attr 
START uu hee gn A AO a ae (eR O6 ua L Near 0006 CODE SEG 

0 Warnings 
0 Errors 

Example 9.7 


Write an 8086 assembly program to implement the following C language program loop: 
sum = 0; 

for (i = 0; 1 «299; 171 +1) 

sum = sum + x[i] * yfi]; 

The assembly language program will compute Xx; where x, and y, are signed 8-bit numbers 
stored at offsets 4000H and 5000H respectively. Initialize DS to 2000H. Store 16-bit result 
in DX. Assume no overflow. 


Solution 
Microsoft (R) Macro Assembler Version 6.11 11/03/04 13:44:38 
ex97.asm Page 1- 1 


0000 CODE SEGMENT 


Intel 8086 405 


ASSUME CS:CODE, DS: DATA 


0000 B8 2000 MOV AX,2000H ;Initialize 

0003 8E D8 MOV DS, AX ;Data Segment 

0005 B9 0064 MOV CX,100 ¿Initialize loop count 

0008 BB 4000 MOV Bx, 4000H ;Initialize pointer of Xi 

OCOB BE 5000 MOV SI,5000H ;Initialize pointer of Yi 

000E BA 0000 MOV DX, 0000H ;initialize sum to 0 

0011 8A 07 START: MOV AL, [BX] ;Load data into AL 

0013 F6 2C IMUL BYTE PTR [SI] ;Signed 8x8 multiplication 

0015 03 DO ADD DX, AX ;Sum XiYi 

0017 43 INC BX ;Update pointer 

0018 46 INC SI ;Update pointer 

0019 E2 F6 LOOP START z; Decrement CX & loop 

OQIB F4 HLT 

001C CODE ENDS 

0000 DATA SEGMENT 

0000 DATA ENDS 

END ;End program 
Microsoft (R) Macro Assembler Version 6.11 11/03/04 13:44:38 
ex97.asm Symbols 2 - 1 
Segments and Groups: 

Name Size Length Align Combine Class 
CODE «4... ae ub ee Gef EO ERO dee SES Se n8 16 Bit 001C Para Private 
DATA. ien aos it. g He Mes ae 0 ae a 16 Bit 0000 Para Private 
Symbols: 

Name Type Value Attr 
STARI- we aoaia a a ee ee. we, a L Near 0011 CODE 
QO Warnings 
0 Errors 
Example 9.8 


Write an 8086 assembly language program to add two words; each contains two ASCII 
digits. The first word is stored in two consecutive locations with the low byte pointed to 
by SI at offset 0300H, while the second word is stored in two consecutive locations with 
the low byte pointed to by DI at offset 0700H. Store the unpacked BCD result in memory 
location pointed to by DI. Assume that each unpacked BCD result of addition is less than 
or equal to 09H. 


Solution 
Microsoft (R) Macro Assembler Version 6.11 11/09/04 12:00:57 
9-8.asm Page 1- 1 
0000 CODE SEGMENT 
ASSUME  CS:CODE,DS:DATA 
0000 B8 2000 MOV AX,2000H ;initialize 
;data segment 
0003 8E D8 MOV DS, AX ;at 2000H 
0005 B9 0002 MOV CX, 2 ;initialize 
loop count 
0008 BE 0300 MOV SI,0300H ;Pinitialize SI 
0008. BF 0700 MOV DI,0700H ;initialize DI 
OOOE 8A 04 START: MOV AL, [SI] ¿load data into 
SAL 
0010 02 05 ADD AL, [DI] ;perform addition 
0012 37 AAA ;ASCII adjust 


0013 88 05 MOV [DI], AL ¿store result 
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0015 46 INC SI ;update pointer 
0016 47 INC DI ;update pointer 
0017 E2 F5 LOOP START ;decrement CX & 
;loop 
0019 F4 HLT ;halt 
001A CODE ENDS 
0000 DATA SEGMENT 
0000 DATA ENDS 
END 
Microsoft (R) Macro Assembler Version 6.11 11/09/04 12:00:57 
9-8.asm Symbols 2 - 1 
Segments and Groups: 

Name Size Length Align Combine Class 
CODE: as -ver Set clas Se: a Sk. a eae i Set r a g 16 Bit 001A Para Private 
DATA: o a s dye e DEO a a a G 16 Bit 0000 Para Private 
Symbols: 

Name Type Value Attr 
START L Near 000E CODE 


0 Warnings 


Ü Errors 


Example 9.9 
Write an 8086 assembly language program to compare a source string of 50, words pointed 


to by an offset 1000H in the data segment at 2000H with a destination string pointed to by 
an offset 3000H in the extra segment at 4000H. The program should be halted as soon as a 
match is found or the end of the string is reached. 


Solution 
Microsoft (R) Macro Assembler Version 6.11 11/06/04 15:09:33 
E9 9.ASM Page 1 - 1 
0000 CODE SEGMENT 
ASSUME CS:CODE, DS: DATA, ES: DATA1 
0000 B8 2000 MOV AX,2000H ;Initialize 
0003 8E D8 MOV DS,AX ;Data Segment at 2000H 
0005 B8 4000 MOV AX,4000H ;Initialize 
0008 8E CO MOV ES,AX ;ES at 4000H 
000A BE 1000 MOV SI,1000H ;Initialize SI at 1000H FOR DS 
000D BF 3000 MOV DI,3000H ;Initialize DI AT 3000H FOR ES 
0010 B9 0032 MOV CX,50 ;Initialize CX 
0013. FC CLD ;Clear DF SO THAT 
;SI and DI will 
;autoincrement 
after compare 
0014 F2/ A7 REPNE | CMPSW  ;Repeat CMPSW until CX-0 or 
;until compared words are equal 
0016 F4 HLT Halt 
0017 CODE ENDS 
0000 DATAl SEGMENT 
0000 DATA ENDS 
0000 DATA SEGMENT 
0000 DATA ENDS 
END ;End program 
Microsoft (R) Macro Assembler Version 6.11 11/06/04 15:09:33 
E9 9.ASM Symbols 2 - 1 
Segments and Groups: 
Name Size Length Align Combine Class 


[ODE 6.1 do e. RAI VAT OR ae A oer ente MEC. US Gee Tul 16 Bit 0017 Para Private 


Intel 8086 407 


DEUDA che cee girs Ay Aut. ke wb Ux DEB DO cw. Uy 16 Rit 0000 Para Private 
DATA. o tu resora Se ee "wp DES en ood X XE * 16 Bit 0000 Para Private 
0 Warnings 


0 Errors 


Example 9.10 

Write a subroutine in 8086 assembly language which can be called by a main program in 
the same code segment. The subroutine will multiply a signed 16-bit number in CX by a 
signed 8-bit number in AL. The main program will perform initializations (DS to 5000H, 
SS to 6000H, SP to 0020H and BX to 2000H), call this subroutine, store the result in two 
consecutive memory words, and stop. Assume SI and DI contain pointers to the signed 


8-bit and 16-bit data respectively. Store 32-bit result in a memory location pointed to by 
BX. 


Solution 
Microsoft (R) Macro Assembler Version 6.11 11/09/04 12:31:12 
9-10.asm Page 1- 1 

0000 CODE SEGMENT 

ASSUME CS:CODE, DS:DATA,SS:STACK 

0000 B8 5000 MOV AX, 5000H ; Initialize Data Segment at 

0003 8E D8 MOV DS, AX ; 5000H 

0005 B8 6000 MOV AX, 6000H ; Initialize SS at 

0008 8E DO MOV SS, AX ; 6000H 

000A BC 0020 MOV SP, 0020H ; Initialize SP at 0020H 

000D BB 2000 MOV BX, 2000H ; Initialize BX at 2000H 

0010 BE 0000 MOV SI, 0000H : Initialize SI 

0013 BF 0004 MOV DI, 0004H ; Initialize DI 

0016 8A 04 MOV AL, [SI] ; Move 8-bit data 

0018 8B OD MOV CX, [DI] ; Move 16-bit data 

001A E8 C006 CALL MULTI ; Call MULTI subroutine 

001D 89 17 MOV [BX], DX ; Store high word of result 

OOLF 89 47 02 MOV [BX42], AX ; Store low word of result 

0022 F4 HLT ; Halt 

0023 MULTI PROC NEAR ; Must be called from 

0023 98 CBW ; Sign extend AL 

0024 F7 E9 IMUL CX ; [DX] [AX] < - ~- [AX]* [CX] 

0026 C3 RET ; Return 

0027 MULTI ENDP ; End of procedure 

0027 CODE ENDS 

0000 DATA SEGMENT 

0000 DATA ENDS 

0000 STACK SEGMENT 

0000 STACK ENDS 

END 
Àicrosoft (R) Macro Assembler Version 6.11 11709/04.12:31:12 
9-10.asm Symbols 2 - 1 
Segments and Groups: 
Name Size Length Align Combine 
Class 
CODE: & de d d dr w oo € ER a Sey lay d 16 Bit 0027 Para Private 
DATA eo w a e e m g oce EO do d 16 Bit 0000 Para Private 
STACK x 1E 4. 0 @ © ai. 9.9 a 8 16 Bit 0000 Para Private 
Procedures, parameters and locals: 
Name Type Value Attr 

MULTI og: wile) <).% UE ee cx wb Near 0023 CODE Length= 0004 Private 


0 Warnings 


0 Errors 
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Example 9.11 


Write an 8086 assembly program that converts a temperature (signed) from Fahrenheit 
degrees stored at an offset contained in SI to Celsius degrees. The program stores the 8-bit 
integer part of the result at an offset contained in DI. Assume that the temperature can be 
represented by one byte and, DS is already initialized. The source byte is assumed to reside 
at offset 2000H in the data segment, and the destination byte at an offset of 3000H in the 


same data segment. Use the formula: C = (F-32)/9 x 5 


Solution 


Microsoft (R) Macro Assembler Version 6.11 
9-11.asm 


0000 CODE SEGMENT 
ASSUME CS:CODE,DS:DATA 

0000 BE 2000 MOV SI,2000H 
0003 BF 3000 MOV DI,3000H 
0006 8A 04 MOV AL, (SP) 
0008 98 CBW 
0009 83 E8 20 SUB AX, 32 
000C B9 0005 MOV CX,5 
000F F7 E9 IMUL CX 
0011 B9 0009 MOV CX,9 
0014 F7 F9 IDIV CX 
0016 88 05 MOV IDII AL 
0018 F4 HLT 
0019 CODE ENDS 
0000 DATA SEGMENT 
0000 DATA ENDS 

END 


Microsoft (R) Macro Assembler Version 6.11 
9-11.asm 
Segments and Groups: 


Name Size 
Class 
CODE 4-30 uf-4*.€ dé ow eS E CE ie we 16 Bit 
DEAE Wü cas. Ys esce X OX. DE “tw, owl war S02 lo Bit 
0 Warnings 

0 Errors 


Example 9.12 


Write an 8086 assembly language program to multiply two 8 bit signed numbers stored 
in the same register; AH holds one number and AL holds the other number. Store the 16- 


bit result in DX. 


Solution 
Microsoft (R) Macro Assembler Version 6.11 
EX10 12.ASM 


11/10/04 14:28:58 


Page 1 - 1 


; Initialize source pointer 
; Unit. destination pointer 


; Get degrees F 

; Sign extend 

; Subtract 32 

; Get multiplier 

; Multiply by 5 

; Get divisor 

; Divide by 9 to get 
; Celsius 


; Put result in destination 


; Stop 
; End segment 


11/10/04 14:28:58 


Symbols 2 - 1 
Lengtn Align Combine 


0019 Para Private 
0000 Para Private 


10/24/04 13:19:45 


Page 1-1 


; (AH) * (AL) -~> (AX) 
;Store result in DX 


0000 PROG CODE SEGMENT 
ASSUME  CS:PROG CODE,DS 
0000 F6 EC IMUL AH 
0002 8B DO MOV DX, AX 
0004 F4 HLT 
0005 PROG CODE ENDS 
END 


Microsoft (R) Macro Assembler Version 6.11 


10/24/04 13:19:45 


Intel 8086 409 
EX10 12.ASM 
Segments and Groups: 
Name 
PROG CODE 


Symbols 2 - 1 


Size 
16 Bit 


Length 
000A 


Combine Class 
Private 


Align 
8-3 t er lus Para 
0 Warnings 
0 Errors 


Example 9.13 

Write an 8086 assembly language program to move a block of 16-bit data of length 100,, 
from the source block starting at offset 0200H to the destination block starting at offset 
0300H from low to high addresses. 


Solution 
Microsoft (R) Macro Assembler Version 6.11 11716704 16:31:36 
EX913.ASM Page 1- 1 

0000 CODE SEGMENT 

ASSUME CS:CODE, DS:DATA, ESSDATAL 

0000 B8 1000 MOV AX, 1000H , INITIALIZE DS 

0003 8E D8 MOV DS, AX 

0005 BB 2000 MOV BX, 2000H ; INITIALIZE ES 

0008 8E C3 MOV ES, BX 

000A BE 0200 MOV SI, 0200H INITIALIZE SOURCE 

000D BF 0300 MOV DI, 0300H ;INITIALIZE DESTINATION 

POINTERS 
0010 B9 0064 MOV CX, 100 INITIALIZE LOOP COUNTER 
0013 FC CLD ;CLEAR DF FOR LOW 
; TO HIGH ADDRESS 

0014 F3/ A5 REP MOVSW ;MOVE STRING WORD 

0016 F4 HLT 

0017 CODE ENDS 

0000 DATA SEGMENT 

0000 DATA ENDS 

0000 DATA1 SEGMENT 

0000 DATAlL ENDS 

END 

Microsoft (R) Macro Assembler Version 6.11 11/16/04 16:31:36 
EX913.ASM Symbols 2 - 1 


Segments and Groups: 


Name Size Length Align Combine Class 
CODE 16 Bit 0017 Para Private 
DATAI 16 Bit 0000 Para Private 
DATA . 16 Bit 0000 Para Private 


0 Warnings 


0 Errors 


Example 9.14 

Write an 8086 assembly language program that will perform : 5 x X + 6 x Y + (Y/8) > 
(BP)(BX) where X is an unsigned 8-bit number stored at offset 0100H and Y is a 16-bit 
signed number stored at offsets 0200H and 0201H. Neglect the remainder of Y/8. Store 
the result in registers BX and BP. BX holds the low 16-bit of the 32-bit result and BP holds 
the high 16-bit of the 32-bit result. 

Solution 


410 


Microsoft 
9-14.asm 
0000 
0000 B8 
0003 8E 
0005 BE 
0008 BF 
000B 8A 
000D BB 
0010 Bi 
0012 F6 
0014 03 
0016 BD 
0019 8B 
O0O01B B1 
001D D3 
QOlF 99 
0020 03 
0022 13 
0024 8B 
0026 B9 
0029 F7 
002B 03 
002D 13 
002F F4 
0030 
0000 
0000 
Àicrosoft 
9-14.asm 


(R) 


1000 
D8 
0100 
0200 
04 
0000 
05 
Ei 


D8 
0000 


05 
03 
F8 


D8 
EA 
05 
0006 
E9 
D8 
EA 


(R) 
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Macro Assembler Version 6.11 


Segments and Groups: 


Name 


CODE 
DATA 


Example 9.15 


Write an 8086 assembly language program to add four 16-bit numbers stored in consecutive 
locations starting at offset 5000H. Store the 16-bit result onto the stack. Use ADC 


Page 1 - 1 
CODE SEGMENT 
ASSUME CS:CODE, DS:DATA 
MOV AX, 1000H ilnitoaltze DS 
MOV DS, AX 
MOV SI, 0100H ;Pointer to X 
MOV DI, 0200H ¿Pointer to Y 
MOV AL, [SI] ;Move X to AL 
MOV BX, 0 ¿Clear 16-bit sum to zero 
MOV CL, 5 
MUL CL ;Unsigned MUL 
; [AX] = 5*X 
ADD BX, AX ;Sum 5*X with BX 
MOV BP, O Convert 5*X to unsigned 
32-bit 
MOV AX, [DI] ;Move Y to AX 
MOV CL, 3 
SAR AX, CL ;Divide by 8 
CWD Convert Y/8 into 32- 
¿bit in [ALTA] 
ADD BX, AX ;Sum 5*X and Y/8 
ADC BP, DX ;in BP Bx 
MOV AX, [DI] ;Move Y to AX 
MOV CX, 6 
IMUL CX ; [DX] [AX] «- 6*Y 
ADD BX, AX ;32-bit result 
ADC BP, DX ;in BP BX 
HLT ;Halt 
CODE ENDS 
DATA SEGMENT 
DATA ENDS 
END 
Macro Assembler Version 6.11 11/16/04 15:36:15 
Symbols 2 - 1 
Size Length Align Combine Class 
16 Bit 0030 Para Private 
16 Bit 0000 Para Private 


0 Warnings 


0 Errors 


instruction for addition. 


1317/16704- 15136115 


11710704 16:14:38 


Page 1 - 1 


ASSUME CS:CODE, DS:DATA, SS 2S TACK 


Solution 
Microsoft (R) Macro Assembler Version 6.11 
9-15.asm 

0000 CODE SEGMENT 

0000 B8 ---- R MOV 


AX, 


DATA 


; Initialize AX 


Intel 8086 


0003 8E D8 MOV DS, AX 

0005 B8 0000 ` MOV AX, 0000H 

0008 8E DO MOV SS, AX 

000A BC 2000 MOV SP, 2000H 

000D BB 5000 MOV BX, 5000H 

0010 B9 0004 MOV CX, 4 

0013 F8 CLC 

0014 13 07 START: ADC AX, [BX] 

0016 43 INC BX 

0017 43 INC BX 

0018 E2 FA LOOP START 

001A 50 PUSH AX 

OO1B F4 HLT 

001c CODE ENDS 

0000 DATA SEGMENT 

0000 DATA ENDS 

0000 STACK SEGMENT 

0000 STACK ENDS 

END 
Microsoft (R) Macro Assembler Version 6.11 
9-15.asm 
Segments and Groups: 

Name Size 
CODE 16 Bit 
DATA . 16 Bit 
STACK 16 Bit 
Symbols: 

Name Type 
START L Near 


0 Warnings 


0 Errors 


Example 9.16 


411 


DS 
AX 
SS 


; Initialize 
; Initialize 
; Initialize 
; Initialize 
; Initialize 
; Initialize 
; clear carry 
; Add 

; Update pointer. 
; affect CF 

; Update pointer 
; Decrement CX & loop 

z Storing 16-bit result onto 
; the stack 

; Stop 

; End segment 


at 0000H 
SP at 2000H 
BX at 5000H 
loop count 


INC does not 


11/10/04 16:14:38 
Symbols 2 - 1 


Length Align Combine Class 
001C Para Private 
0000 Para Private 
0000 Para Private 

Value Attr 
0014 CODE 


Write a subroutine in 8086 assembly language in the same code segment as the main program 
to implement the C language assignment statement: p = p + q; where addresses p and q hold 
two 16-digit (64-bit) packed BCD numbers (N1 and N2). The main program will initialize 
addresses p and q to DS:2000H and DS:3000H respectively. Address DS:2007H will hold 
the lowest byte of N1 with the highest byte at address DS:2000H while address DS:3007H 
will hold the lowest byte of N2 with the highest byte at address DS:3000H. Also, write 
the main program at offset 7000H which will perform all initializations including DS to 
2000H, SS to 6000H, SP to 0020H, SI to 2000H, DI to 3000H, loop count to 8 and, then 


call the subroutine. 


11/29/04 00:37:06 
Page 1- 1 


;Initialize Data segment at 


;Initialize Stack segment at 


Solution 
Microsoft (R) Macro Assembler Version 6.11 
ex916.asm 
0000 CODE SEGMENT 
ASSUME CS:CODE,DS:DATA, SS: STACK 
0000 B8 2000 MOV AX,2000H 
;2000H 
0003 8E D8 MOV DS, AX 
0005 B8 6000 MOV AX, 6000H 
; 6000H 
0008 8E DO MOV SS,AX 
000A BC 0020 MOV SP, 0020H 


¿Initialize SP at 0020H 


412 


000D B9 0008 

0010 BE 2000 

0013 BF 3000 

0016 B8 0000 

0019 E8 0001 

001C F4 

001D PBCD 
001D F8 

001E 8A 04 START: 
0020 8A 1D 

0022 12 C3 

0024 27 

0025 88 05 

0027 46 

0028 47 

0029. B2 F3 

002B C3 

002C PBCD 
002C CODE 
0000 DATA 
0000 DATA 
0000 STACK 
0000 STACK 


Microsoft (R) 
ex916.asm 


Segments and Groups: 


MOV CX,8 

MOV SI,2000H 
MOV DI, 3000H 
MOV AX, 0000H 
CALL PBCD 

HLT 

PROC NEAR 

CLC 

MOV AL, [SI} 
MOV BL, [DI] 
ADC AL,BL 
DAA 

MOV [DI],AL 
INC SI 

INC DI 

LOOP START 
RET 

ENDP 

ENDS 

SEGMENT 

ENDS 

SEGMENT 

ENDS 

END 


Macro Assembler Version 6.11 


Name Size 
CODE . 16 Bit 
DATA . 16 Bit 
STACK 16 Bit 
Procedures, parameters and locals: 

Name Type Value 
PBCD P Near 001D 
Symbols: 

Name Type Value 
START L Near  OOIE 


0 Warnings 


0 Errors 


Example 9.17 


Fundamentals of Digital Logic and Microcomputer Design 


;Initialize Count 
;Initialize pointer to Ni -> q 
¿Initialize pointer to N2 -> p 


¿Clear AX 


;Call PBCD subroutine 


;Clear Carry 

;Move Data to AL 
;Move Data to AL 
;Add ASCII into AL 
;BCD adjust [AL] 


>Store result in 


[DI] 


;Update pointers 
;Update pointers 


;Return 


Length 
002C 
0000 
0000 


Attr 
CODE 


Attr 
CODE 


11/29/04 00:37:06 
Symbols 2 - 1 
Align Combine Class 
Para Private 
Para Private 
Para Private 
Length- 000F Private 


Write an 8086 assembly language program to move the 8-bit contents of a memory 
location addressed by the contents of AL and BX into AL. Use XLAT instruction. This 
program will illustrate that XLAT is equivalent to MOV AL, [AL ][BX]. 


Solution 

0000 CODE 
0000 B8 2030 

0003 8E D8 

0005 BO 31 

0007 BB 2000 


SEGMENT 

ASSUME CS:CODE,DS:DATA 
MOV AX, 2030H 

MOV DS, AX 

MOV AL, 31H 

MOV BX, 2000H 


;Initialize 

;Data segment register 
;Overwrite low byte of 
;AX with 31H 

;Store value 2000 in hex 
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¿into BX 

000A D7 XLAT ; [AL] <- [AL] + [BX] 
000B F4 HLT ;Halt 
000C CODE ENDS 
0000 DATA SEGMENT 
0000 DATA ENDS 

END 
Microsoft (R) Macro Assembler Version 6.11 11/03/04 13:16:50 
9-17.asm Symbols 2 - 1 
Segments and Groups: 
Name Size Length Align Combine Class 
CODE Sn: 4a Ru Eoo hec ACTUS uE HET S 16 Bit 000C Para Private 
DATA: .. aa ID oe ae 16 Bit 0000 Para Private 


0 Warnings 


0 Errors 


Example 9.18 
Write a subroutine in 8086 assembly language which can be called by a main program in a 


different code segment. The subroutine will compute $X? / N. Assume the X,’s are 16-bit 
signed integers, N = 100 and, 9X? is 32-bit wide. The numbers are stored in consecutive 
locations. Assume SI points to the X/s. The subroutine will start at an offset 7000H, and 
will initialize SI to 4000H, compute X? / N, and store 32-bit result in DX:AX (16-bit 
remainder in DX and 16-bit quotient in AX). Also, write the main program which will 
initialize DS to 2000H, SS to 6000H, SP to 0040H, call the subroutine, and stop. 

Solution 


Microsoft (R) Macro Assembler Version 6.11 11/29/04 00:05:33 
ex918.asm Page 1 ~ 1 
0000 CODE SEGMENT 
ASSUME CS:CODE,DS:DATA, SS: STACK 
0000 B8 2000 MOV AX,2000H ;Initialize Data segment at 
; 2000H 
0003 8E D8 MOV DS, AX 
0005 B8 6000 MOV Ax, 6000H ;Initialize Stack segment at 
; 6000H 
0008 8E DO MOV SS, AX 
000A BC 0040 MOV SP, 0040H 
000D 9A ---- 7000 R CALL FAR PTR SQRDIV ;Call SQRDIV subroutine 
0012 F4 HLT 
0013 CODE ENDS 
0000 SUBR SEGMENT 
ORG 7000H 
ASSUME CS:SUBR 
7000 SQRDIV PROC FAR 
7000 B9 0064 MOV Cx. 00 ;Initialize CX to 100 
7003 BB 0000 MOV BX,0000H ;Clear low i6-bits sum to zero 
7006 BE 4000 MOV SI,4000H ;initialize pointer of Xi 
7009 BF 3000 MOV DI,3000H ;High 16-bits sum 
700C c7 05 0000 MOV [DI],0000H ;Clear contents of DI to zero 
7010 8B 04 START: MOV AX, [SI] ¿Load data into AX 
7012 F7 2C IMUL WORD PTR [SI] ;Signed multiplication Xi*Xi 
7014 F8 CLC ;Clear Carry Flag 
7015 13 D8 ADC BX, AX ;Add low 16-bits to sum 
7017 11 15 ADC [DI], DX ;Add high 16-bits to sum 
7019 46 INC SI ;Update pointer 


701A 46 INC SI ¿Twice for WORD 
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701b E2 F3 LOOP START ;Jump and decrement CX 
701D 8B L5 MOV DX, [DI] ;Place high 16-bits of sum 
;to DX 
701F 8B C3 MOV AX, BX ; Place low 16-bits of sum 
;to AX 
7021 B9 0064 MOV CX LOO ;Load 100 into CX 
7024 F7 Fi DIV CX ;unsigned division DX:AX / CX 
7026 CB RET ;Return 
7027 SORDIV ENDP 
7027 SUBR ENDS 
0000 DATA SEGMENT 
0000 DATA ENDS 
0000 STACK SEGMENT 
0000 STACK ENDS 
END 
Microsoft (R) Macro Assembler Version 6.11 11729704 00:05:33 
ex918.asm Symbols 2 - 1 


Segments and Groups: 


Name Size Length Align Combine Class 
CODE s o aaa E AF XUI o Eo Um ELS l6 Bit 0013 Para Private 
LATA S. adeo eo ce es Re? GL wo 38 16 Bit 0000 Para Private 
STAGES oi ea EG ate A UA Axe E HD 16 Bit 0000 Para Private 
SUBR de a5 oR. ee Wo de 3 GE eee uw l6 Bit 7027 Para Private 
Procedures, parameters and locals: 

Name Type Value Attr 
SORDIV. a a “a Wi, € o vb oD am e xo DUE Be 7000 SUBR Length= 0027 Private 
Symbols: 

Name Type Value Attr 
START: . owl UM oue UE 4e ubonx*« wee we L Near 7010 SUBR 


0 Warnings 
0 Errors 





Note: In the above, DIV is used for computing sum (X,**2)/N since both SUM (X,**2) 
and N are unsigned (positive). Also, in order to execute the above program, values for X; 
must be stored in memory using 8086 assembler directive, DW. 


9.9 System Design Using the 8086 


This section covers the basic concepts associated with interfacing the 8086 with its support 
chips such as memory and I/O. Topics such as timing diagrams and 8086 pins and signals 
will also be included. Appendix E provides data sheets for Intel 8086 and support chips. 


9.9.1 — 8086 Pins and Signals 
The 8086 pins and signals are shown in Figure 9.8. As mentioned before, the 8086 can 
operate in two modes. These are the minimum (uniprocessor systems with a single 8086) 
and maximum mode (multiprocessor system with more than one 8086). MN/MX is an 
input pin used to select one of these modes. 

When MN/MX is HIGH, the 8086 operates in the minimum mode. In this mode, the 8086 


Intel 8086 415 

















FIGURE 9.8 8086 Pin Diagram 


is configured (that is, pins are defined) to support small single-processor systems using a 
few devices that use the system bus. When MN/MX is low, the 8086 is configured (that 
is, some of the pins are redefined in maximum mode) to support multiprocessor systems. 
In this case, the Intel 8288 bus controller is added to the 8086 to provide bus control and 
compatibility with the multibus architecture. Note that, in a particular application, MN/ 
MX must be tied to either HIGH or LOW. 

The AD,-AD,; lines are a 16-bit multiplexed address/data bus. During the first 
clock cycle, AD;-AD;; are the low-order 16-bit address. The 8086 has a total of 20 address 
lines. The upper four lines, A,/S,, A,/S,, A,,/S,, and A,J'S,, are multiplexed with the 
status signals for the 8086. During the first clock period of a bus cycle (read or write 
cycle), the entire 20-bit address is available on these lines. During all other cycles for 
memory and I/O, AD,-AD,; lines contain the 16-bit data, and the multiplexed address / 
status lines become S,, S,, S;, and S,. S, and S, are decoded as follows: 


A,4/S, A,,/S; Function 
0 Q . Extra segment 
0 l Stack segment 
l 0 Code or no segment 
1 l Data segment 


Therefore, after the first clock cycle of an instruction execution, the A,,/S, and 
A/S, pins specify which segment register generates the segment portion of the 8086 
address. Thus, by decoding these pins and then using the decoder outputs as chip selects 
for memory chips, up to four megabytes (one megabyte per segment) can be included. This 
provides a degree of protection by preventing erroneous write operations to one segment 
from overlapping onto another segment and destroying the information in that segment. 
A,4/S; and A,4/8, are used as A; and Ajo, respectively, during the first clock cycle of an 
instruction execution. If an I/O instruction is executed, they stay LOW for the first clock 
period. During all other cycles, A,,/S, indicates the status of the 8086 interrupt enable flag 
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and A,4/S, becomes S,; a LOW S, pin indicates that the 8086 is on the bus. During a hold 
acknowledge clock period, the 8086 tristates the A,,/S; pin and this allows another bus 
master to take control of the system bus. The 8086 tristates AD,-AD,, during interrupt 
acknowledge or hold acknowledge cycles. 

BHE/S, is used as BHE (bus high enable) during the first clock cycle of an 
instruction execution. The 8086 outputs a LOW on this pin during the read, write, and 
interrupt acknowledge cycles in which data are to be transferred in a high-order byte 
(AD,,-AD,) of the data bus. BHE can be used in conjunction with AD, to select memory 
banks. A thorough discussion is provided later. During all other cycles, BHE/S, is used as 
S, and the 8086 maintains the output level (BHE) of the first clock cycle on this pin. S; is 
the same as BHE and does not have any special meaning. 

TEST is an input pin and is only used by the WAIT instruction. The 8086 enters a 
wait state after execution of the WAIT instruction until a low is seen on the TEST pin. This 
input is synchronized internally during each clock cycle on the leading edge of the clock. 

INTR is the maskable interrupt input. This line is not latched, so INTR must be 
held at a HIGH level until it is recognized to generate an interrupt. 

NMI is the nonmaskable interrupt pin input activated by a positive edge. 

RESET is the system reset input signal. This signal must be HIGH for at least 
four clock cycles to be recognized, except on power-on, which requires a 50-psec reset 
pulse. It causes the 8086 to initialize registers DS, ES, SS, IP, and flags to zeros. It also 
initializes CS to FFFFH. Upon removal of the RESET signal from the RESET pin, the 
8086 will fetch its next instruction from a 20-bit physical address FFFFOH (CS = FFFFH, 
IP = 0000H). When the 8086 detects a positive edge of a pulse on RESET, it stops all 
activities until the signal goes LOW. Upon hardware reset, the 8086 initializes the system 
as follows: 


























8086 Components Content 


Flags Clear 
IP 0000H 
CS FFFFH 
DS 0000H 
SS 0000H 
ES 0000H 

Queue Empty 





As mentioned before, the 8086 can be configured in either minimum or maximum 
mode using the MN/MX input pin. In minimum mode, the 8086 itself generates all bus 
control signals. These signals are as follows: 

e DTR (data transmit/receive) is an output signal required in a minimum system that 
uses an 8286/8287 data bus transceiver. It is used to control direction of data flow 
through the transceiver. 

e DEN (data enable) is provided as an output enable for the 8286/8287 in a minimum 
system that uses the transceiver. DEN is active LOW during each memory and I/O 
access and for INTA cycles. 

e ALE (address latch enable) is an 8086 output signal that can be used to demultiplex 
the multiplexed 8086 pins including AD,—-AD,, into Aj-A,; and D,—D,, at the falling 
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edge of ALE. 

*  M/IO is an 8086 output signal. It is used to distinguish a memory access (M/IO = 
HIGH) from an I/O access (M/IO - LOW). When the 8086 executes an I/O instruction 
such as IN or OUT, it outputs a LOW on this pin. On the other hand, the 8086 outputs 
HIGH on this pin when it executes a memory reference instruction such as MOV 
AX, [SI]. 

* WR is used by the 8086 for a write operation. The 8086 outputs a low on this pin 
to indicate that the processor is performing a write memory or write I/O operation, 
depending on the M/IO signal. Similarly, RD is low whenever the 8086 is reading data 
from memory or an I/O location. 

e For interrupt acknowledge cycles (for the INTR pin), the 8086 outputs LOW on the 
INTA pin. 

¢ HOLD (input) and HLDA (output) pins are used for DMA. A HIGH on the HOLD pin 
indicates that another master is requesting to take over the system bus. The processor 
receiving the HOLD request will output a HIGH on the HLDA as an acknowledgment. 
At the same time, the processor tristates the system bus. Upon receipt of LOW on the 
HOLD pin, the processor places LOW on the HLDA pin and takes over the system 
bus. 

* CLK (input) provides the basic timing for the 8086 and bus controller. 

* READY (input) pin is used for slow peripheral devices. 

There are four versions of the 8086. They are 8086, 8086-1, 8086-2, and 8086-4. 

There is no difference between the four versions other than the maximum allowed clock 

speeds. The 8086 can be operated from a maximum clock frequency of 5 MHz. The 

maximum clock frequencies of the 8086-1, 8086-2 and 8086-4 are 10 MHz, 8 MHz and 4 

MHZ, respectively. Because the design of these processors incorporates dynamic cells, a 

minimum frequency of 2 MHz is required to retain the state of the machine. The 8086-4, 

8086, and 8086-2 will be referred to as 8086 in the following discussion. 
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FIGURE 9.9 





Pin Name 
AnA 
F/C 
CLK 
RES 


RESET 

Vcc 

GND 

OSC 

TANK 

EFI 

CSYNC 
RDY1, RDY2 


AENI, AEN2 


PCLK 
READY 





8284 pins and signals 


Description 
Crystal connections 
Clock source select 
MOS CLOCK for the 8086 
Reset input to the 8284 from 
an RC circuit 
Reset input to the processor 
+5 V 
OV 
Oscillator output 
Used with overtone crystal 
External clock input 
Clock synchronization input 
Ready signals from two 
muitibus systems 
Address enables for ready 
signals 
TTL clock for peripherals 
Ready output 
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The reset, clock, and the ready signals of the 8086 can be generated by the Intel 
8284. Figure 9.9 shows the pins and signals of the 8284. 
The 8284 is an 18-pin chip designed for providing three input signals for the 
8086: 
1. 8086 CLK input 
2. 8086 Reset input 
3. $8086 Ready input 
The 8284 pins and signals are described in the following. 


Clock Generation Signals 

Because the 8086 has no on-chip clock generator circuitry, the 8284 chip 1s required 
to provide the 8086 clock input. The 8284 F/C input pin is provided for clock source 
selection. When the F/C pin is connected to LOW, a crystal connected between 8284's X, 
and X, pins is used. On the other hand, when F/C is connected to HIGH, an external clock 
source is used; the external clock source is connected to the 8284 EFI (external frequency 
input) pin. The 8284 divides the clock inputs at the X,X, pins or the EFI pin by 3. This 
means that if a 15-MHz crystal is connected at the X, X, or EFI pins, the 8284 CLK output 
pin will be 5 MHz. The 8284 CLK pin will be connected to the 8086 CLK pin. This 
provides the clock input for the 8086. When selecting a crystal for use with the 8284, the 
crystal series resistance should be as low as possible. The oscillator delays in the 8284 
appear as inductive elements to the crystal and cause the 8284 to run at a frequency below 
that of the pure series resonance: a capacitor C, should be placed in series with the crystal 
and the 8284 X, pin. The capacitor cancels the inductive element. The impedance of the 
capacitor X, = 1/(2afC,) where fis the crystal frequency. Intel recommends that the crystal 
series resistance plus X, should be kept less than 1 KQ. 

As the crystal frequency increases, C, should be decreased. For example, a 12- 
MHz crystal may require C, = 24 pf whereas a 22-MHz crystal may require C, = 8pf. C, 
values of 12 to 15 pf may be used with a 15-MHz crystal. Two crystal manufacturers 
recommended by Intel are Crystle Corp., Model CY 15A (15 MHz), and CTS Knight, Inc., 
Model CY 24A (24 MHz). Note that the 83284 CLK output pin is the MOS clock for the 
8086. 

There are two more clock outputs on the 8284, the PCLK (peripheral clock) pin 
and the OSC (oscillator) clock pin. These signals are provided to drive peripheral ICs. The 
8284 divides the frequency of the crystal at the X,X, pins or the external clock at the EFI 
pin by 6 to provide the PCLK. Therefore, the frequency of the PCLK is half the frequency 
of the 8284 CLK output pin. This means that for a 15-MHz crystal, the PCLK and CLK 
outputs are 2.5 MHz and 5 MHz respectively. Furthermore, PCLK is provided at the 
TTL-compatible level rather than at the MOS level. The OSC clock, on the other hand, is 
derived from the crystal oscillator inside the 8284 and has the same clock frequency as the 
crystal. Therefore, the OSC output is three times that of the CLK output. The OSC is also 
TTL compatible. Finally, the CSYNC (clock synchronization) input pin when connected 
to HIGH provides external synchronization in systems that employ multiple clocks. A 
typical 8284 interface to the 8086 for providing a 5-MHz clock to the 8086 is shown in the 
following figure: 
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Reset Signals 

When designing the microprocessor's reset circuit, two types of reset must be considered: 
power-up reset and manua] reset. These reset circuits must be designed using the parameters 
specified by the manufacturer. 

Therefore, a microprocessor must be reset when its Vcc pin is connected to 
power. This is called “power-up reset." After some time during normal operation the 
microprocessor can be reset upon activation of a manual switch such as a pushbutton. A 
reset circuit, therefore, needs to be designed following the timing parameters associated 
with the microprocessor's reset input pin specified by the manufacturer. The reset circuit, 
once designed, is connected to the microprocessor's reset pin. 

As mentioned before, the 8086 reset input provides a hardware mechanism for 
initializing the 8086 microprocessor. This is typically done at power-up to provide an 
orderly start-up of the system. The 8284 RES (reset input) pin when driven active LOW 
generates a HIGH on the 8284 reset output pin. The 8284 reset pin is connected to the 
8086 reset (input) pin. As mentioned before, Intel designed the 8086 in such a way that the 
8086 requires its reset pin to be HIGH for at least four clock cycles in order to obtain the 
physical address (FFFFOH) of the first instruction to be executed, except after power-on, 
which requires a 50-psec reset pulse. 

According to Intel, in order to guarantee a reset from power-up, the 8086 reset 
input must remain below 1.05 V for 50 usec after Vcc has reached the minimum supply 
voltage of 4.5 V. The 8284 RES input can be driven by an RC circuit as shown in the 
following figure: 


* ec 
| R 
4 c T KA 





— To 8284 RES input pin 


The voltage across the capacitor initially is zero upon connecting +Vcc to power. 
If the switch is not depressed, the capacitor charges to +Vcc through the resistor after a 
definite time determined by the time constant RC. 

The charging voltage across the capacitor can be determined from the following 
equation. Capacitor voltage, V. (t) = Va x [1 - exp(-t/RC)], where t = 50 psec and V (t) = 
1.05 V, and V.. = 4.5 V. Substituting these values in the equation, RC = 188 usec. For 
example, if C is chosen to be 0.1 uF, then R is 1.88 KQ. 

When the switch is depressed, the 8284 RES input pin is short-circuited to ground. 
This takes the 8284 RES pin to LOW and thus discharges the capacitor. As the switch 
is released, the direct short to ground is broken. However, the 8284 RES pin remains 
effectively short-circuited to ground through the discharged capacitor. The capacitor now 
starts to recharge with time toward the +V... voltage level. 

The 8284 generates a reset signal from an internal Schmitt trigger input. A Schmitt 
trigger is a special analog circuit that shifts the switching threshold based on whether the 
input changes from LOW to HIGH or from HIGH to LOW. To illustrate this, consider a 
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TTL Schmitt trigger inverter. Suppose that the input of this inverter is at 0 V (logic 0). The 
output will be approximately 3.4 V (logic 1). Now, because of the Schmitt trigger circuit, 
if the input voltage is increased, the output will not go to low until the value is about 1.7 
V. Also, after reaching a low output, the inverter will not produce a HIGH output until the 
input is decreased to about 0.9 V. Thus, the switching threshold for positive-going input 
changes is about 1.7 V and for negative-going input changes is about 0.9 V. 

The difference between the two thresholds is called “hysteresis.” The Schmitt 
trigger inverter provides 1.7 V - 0.9 V = 0.8 V of hysteresis. Schmitt trigger inputs 
provide high noise immunity and will normally not respond to the noise encountered in 
microprocessor systems if its hysteresis is greater than the noise amplitude. 

As the voltage across the capacitor increases with time, it remains at logic 0 
level as long as the logic 1 threshold of the Schmitt trigger. Thus, the 8284 RES input 
is maintained at logic 0 for at least four clock cycles so that the 8284 RESET output will 
apply a HIGH at the 8086 reset input for at least four clock cycles. Note that whenever 
the 8282 RES input is at logic 0, the reset output pin of the 8284 is switched to logic | 
according to the timing parameters. 


Ready Signals 

The 8284 Ready (output) pin is connected to the 8086 Ready (input) pin to insert wait 
states for slow peripheral devices connected to the 8086. There are two main ways to 
disable this function when not used. One way is to connect the 8086 Ready pin to HIGH, 
and keep the 8284 Ready output pin floating. The other way is to connect the 8284 RDY1 
and RDY2 pins to LOW, and the AENI and AEN2 to HIGH, which will permanently 
disable this function. The 8284 Ready (output) pin can then be connected to the 8086 
Ready input pin. 

The RDY1, AEN] and RDY2, AEN2 input signals provide logic for operation 
with multiprocessor systems and the 8284 ready output. In multiprocessor systems, these 
signals are used to control access over the system bus by several 8086's. The 8284 TANK 
pin is replaced by the ASYNC input pin on the newer version of 8284. The ASYNC pin 
can be driven to LOW by a slower device to generate the 8284 READY output pin which 
can be connected to the 8086 READY pin. This makes it easier for the slower devices to 






















T5V 


To 8086 
CLK pin 


RESET Pin — 
interface to the 8086. Typical 8284 clock (using a 15-MHz crystal), reset, and ready signal 
(unused) connections to single 8086-appropriate pins are shown in the above figure. 

In the maximum mode, some of the 8086 pins in the minimum mode are 
redefined. For example, pins HOLD, HLDA, WR, M/IO, DT/R, DEN, ALE, and INTA in 


— — — —Á—— 0 —— 0 — 0 — 





respectively. In | maximum mode, the 8288 bus controller decodes the status information 
from Sp, S,, and S, to generate the bus timing and control signals that are required for a bus 
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cycle. S, S,, and S, are 8086 outputs and are decoded as follows: 














Function 
Interrupt acknowledge 
Read I/O port 

Write I/O port 

Halt 

Code access 

Read memory 

Write memory 
Inactive 


= === C5 C5 Co ol 
mM Or Or ore ojn 


The RQ/GTO and RQ/GTI request/grant pins are used by other local bus masters 
to force the processor to release the local bus at the end of the processor's current bus 
cycle. Each pin is bidirectional, with RQ/GTO having higher priority than RQ/GT1.These 
pins have internal pull-up resistors so that they may be left unconnected. The request/grant 
function of the 8086 works as follows: 

e A pulse (one clock wide) from another local bus master (RQ/GTO or RQ/GTI pin) 
indicates a local bus request to the 8086. 

e At the end of the current 8086 bus cycle, a pulse (one clock wide) from the 8086 
to the requesting master indicates that the 8086 has relinquished the system bus 
and tristates the outputs. Then the new bus master subsequently relinquishes 
control of the system bus by sending a LOW on RQ/GTO or RQ/GTI pin. The 
8086 then regains bus control. 

e The 8086 outputs LOW on the LOCK pin to prevent other bus masters from 
gaining control of the system bus. 

Note that since the 8086 RESET vector is located at the physical address FFFFOH, 
there may not be enough locations available to write programs. The following 8086 
instruction sequence can be used with 8086 assembler (HP 64X XX) to jump to a different 
code segment upon hardware reset to write programs: 

ORG OFFFFH:0000H ; Reset Vector ORG 1000H:0200H 
JMP FAR PTR START START —) User 
—} Programs 
The above instruction sequence will allow the 8086 to jump to the offset START (0200H) 
in code segment 1000H upon hardware reset where the user can write programs. 


9.9.2 Basic 8086 System Concepts 
This section describes basic concepts associated with the 8086 bus cycles, address and data 
bus, in minimum mode. 


8086 Bus Cycle 
To communicate with external devices via the system for transferring data or fetching 
instructions, the 8086 executes a bus cycle. The 8086 basic bus cycle timing diagram is 
shown in Figure 9.10. The minimum bus cycle contains four microprocessor clock periods 
or four 7 states. Note that each cycle is called a T state. The bus cycle timing diagram 
depicted in Figure 9.10 can be described as follows: 

1. During the first T state (T,), the 8086 outputs the 20-bit address computed from a 

segment register and an offset on the multiplexed address/data/status bus. 
2. For the second T state (T,), the 8086 removes the address from the bus and either 
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FIGURE 9.10 Basic 8086 bus cycle 


tristates or activates the AD,;-AD, lines in preparation for reading data via the 
AD,;-AD, lines during the T, cycle. In the case of a write bus cycle, the 8086 
outputs data on the AD,.-AD, lines during the T, cycle, Also, during T,, the 
upper four multiplexed bus lines switch from address (A,,—A,,) to bus cycle status 
(S, Ss, S4, Sj). The 8086 outputs LOW on RD (for the read cycle) or WR (for the 
write cycle) during portion of T,, all of T;, and portion of T,. 

During T,, the 8086 continues to output status information on the four A,,-A,4 
S-S; lines and will continue to output write data or input read data to or from the 
AD,;-AD, lines. 

If the selected memory or I/O device is not fast enough to transfer data to the 
8086, the memory or I/O device activates the 8086's READY input line LOW 
by the start of T,. This will force the 8086 to insert additional clock cycles (wait 
states T,) after T,. Bus activity during Tw is the same as that during T,. When the 
selected device has had sufficient time to complete the transfer, it must activate 
the 8086 ready pin HIGH. As soon as the T, clock period ends, the 8086 executes 
the last bus cycle (T4). The 8086 will latch data on the AD,.—-AD, lines during the 
last wait state or during T, if no wait states are requested. 

During T,, the 8086 disables the command lines and the selected memory and 
I/O devices from the bus. Thus, the bus cycle is terminated in T4. The bus 
cycle appears to devices in the system as an asynchronous event consisting of an 
address to select the device, a register or memory location within the device, a 
read strobe, or a write strobe along with data. 

The DEN and DT/R pins are used by the 8286/8287 transceiver in a minimum 
system. During the read cycle, the 8086 outputs DEN LOW during part of the 
T; and all of the T, cycles. This signal can be used to enable the 8286/8287 
transceiver. The 8086 outputs a LOW on the DT/R pin from the start of the T, 
through part of the T, cycles. The 8086 uses this signal to receive (read) data from 
the receiver during T,-T,. During a write cycle, the 8086 outputs DEN LOW 
during part of the T,, all of the T,, and T,, and part ofthe T, cycles. The signal can 
be used to enable the transceiver. The 8086 outputs a HIGH on DT/R throughout 
the 4 bus cycles to transmit (write) data to the transceiver during T;-T,. 
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FIGURE 9.11 Demultiplexing address, data, and status lines of the 8086 


Address and Data Bus Concepts 
The majority of memory and I/O chips capable of interfacing to the 8086 require a stable 
address for the duration of the bus cycle. Therefore, the address on the 8086 multiplexed 
address/data bus during T, should be latched. The latched address is then used to select 
the desired I/O or memory location. To demultiplex the bus, the 8086 ALE pin can be used 
along with three 74LS373 latches. 

The 74LS373 Output Control (OC) pin can be connected to ground with the 
74LS373 pin represented by G or Cor LE (shown as E in Figure 9.11) in data book tied 
to 8086 ALE. This will latch the 8086 address and BHE pins at the falling edge of ALE. 
Figure 9.11 shows how this can be accomplished. 

The programmer views the 8086 memory address space as a sequence of one 
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FIGURE 9.12 8086 Memory 


424 Fundamentals of Digital Logic and Microcomputer Design 


mega bytes in which any byte may contain an 8-bit data element and any two consecutive 
bytes may contain a 16-bit data element. There is no constraint on byte or word addresses 
(boundaries). The address space is physically implemented on a 16-bit data bus by dividing 
the address space into two banks of up to 512K bytes as shown in Figure 9.12. These banks 
can be selected by BHE and A, as follows: 





BHE Ag Byte transferred 
0 0 Both bytes via demultiplexed D,-D,, pins for even address. 
0 1 Upper byte to/from odd address via demultiplexed D,-D;; pins. 
] 0 Lower byte to/from even address via demultiplexed D,—D, pins. 
1 l None 


One bank is connected to D;-D, and contains all even-addressed bytes (A, = 0). 
The other bank is connected to D,,-D, and contains odd-addressed bytes (A, = 1). A 
particular byte in each bank is addressed by A,,~A,. The even-addressed bank is enabled 
by a LOW on Aj, and data bytes are transferred over the D,—D, lines. The 8086 outputs 
a HIGH on BHE (bus high enable) and thus disables the odd-addressed bank. The 8086 
outputs a LOW on BHE to select the odd-addressed bank and a HIGH on A, to disable the 
even-addressed bank. This directs the data transfer to the appropriate half of the data bus. 

Activation of A, and BHE is performed by the 8086 depending on odd or even 
addresses and is transparent to the programmer. As an example, consider execution of the 
instruction MOV [BX], DH. Suppose the 20-bit address computed by BX and DS is even. 
The 8086 outputs a LOW on A, and a HIGH on BHE .This will select the even-addressed 
bank. The content of DH is placed on the D;-D, lines by a memory chip. The 8086 
writes this data via D;-D, and automatically places it in the selected memory location. 
Next, consider writing a 16-bit word by the 8086 with the low byte at an even address as 
shown in Figure 9.13. For example, suppose that the 8086 executes the instruction MOV 
[BX],CX. Assume [BX] = 0004H and [DS] = 2000H. The 20-bit physical address for 
the word is 20004H. The 8086 outputs a LOW on both A, and BHE, enabling both banks 
simultaneously. The 8086 outputs [CL] to the D,—D, lines and [CH] to the D,;—D, lines, 
with WR = LOW and M/IO = HIGH. The enabled memory banks obtain the 16-bit data 
and write [CL] to location 20004H and [CH] to location 20005H. 

Next, consider writing an odd-addressed 16-bit word by the 8086 using MOV 
[BX],CX. For example, suppose the 20-bit physical address computed by the 8086 is 
20005H. The 8086 accomplishes this transfer in two bus cycles. In the first bus cycle, 
the 8086 outputs a HIGH on A, and a LOW on BHE, and thus enables the odd-addressed 
bank and disables the even-addressed bank. The 8086 also outputs a LOW on the WR and 
a HIGH on the M/IO pins. In this bus cycle, the 8086 writes data to odd memory bank 
via D,,—D, lines; the 8086 writes the contents of CL to address 20005H. In the second 




















FIGURE 9.13 . Even-addressed word transfer 
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(a) First bus cycle (b) Second bus cycle 
FIGURE 9.14 Odd-addressed word transfer 
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FIGURE 9.15 Relationship of ALE and read 


bus cycle, the 8086 outputs a LOW on A, and a HIGH on BHE and thus enables the even- 
addressed bank and disables the odd-addressed bank. The 8086 also outputs a LOW on 
the WR and a HIGH on the MAO pins. The 8086 writes data to even memory bank via 
D;-D, lines; the 8086 writes the contents of CH to address 20006H. This odd-addressed 
word write is shown in Figure 9.14. 

If memory or I/O devices are directly connected to the multiplexed bus, the 
designer must guarantee that the devices do not corrupt the address on the bus during 
T,. To avoid this, the memory or I/O devices should have an output enable controlled by 
the 8086 read signal. The 8086 timing guarantees that the read is not valid until after the 
address is latched by ALE as shown in Figure 9.15. 

All Intel peripherals, EPROMs, and RAMs for microprocessors provide output 
enable for read inputs to allow connection to the multiplexed bus. Several techniques are 
available for interfacing the devices without output enables to the 8086 multiplexed bus. 
However, these techniques will not be discussed here. 


9.9.3 Interfacing with Memories 

In Figure 9.16, the 16-bit word memory in the 8086 is partitioned into odd and even 8- 
bit banks on the upper and lower halves of the data bus selected by BHE and A). This is 
typically used for RAMs. Note that RAMs are needed when subroutines and interrupts 
requiring stack are desired in an application. 





Select odd memory (BHE) 
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Low 8-bit 
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FIGURE 9.16 8086 memory array 
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O,-O, (8 data pins) 


l Details 

2 Access Time: 450 ns 

3 4K x 8 UV EPROM 

4 As-A,, (12 address pins) 
5 CE (chip enable) 

: OE (output enable) 

8 

9 





(a) 2732 Pins and Signals 


Connected to Ground or demultiplexed 
8086 unused address pin (Low to select) 


Demulti renee 
ies SAY Demultiplexe 
8086 AIA 














8086 RD 


8086 MAO 








2732 (EVEN) 





(b) 8086-2732 Connections 
FIGURE 9.17 8086-2372 interface along with 2732 pins and signals 


ROMs and EPROMs 

ROMs and EPROMs are the simplest memory chips to interface to the 8086. Because 
ROMs and EPROMs are read-only devices and the 8086 always reads 16-bit data but 
discards unwanted bytes (if necessary), A, and BHE are not required to be part of the chip 
enable/select decoding (chip enable is similar to chip select decoding except that chip 
enable also provides whether the chip is in active or standby power mode). The 8086 
address lines must be connected to the ROM/EPROM chips starting with A, and higher 
to all the address lines of the ROM/EPROM chips. The 8086 unused address lines can 
be used as chip enable/select decoding. To interface the ROMs/EPROMs directly to the 
8086 multiplexed bus, they must have output enable signals. Figure 9.17 shows the 8086 
interfaced to two 2732 chips along with the pin diagram of 2732. 

The 8086's interface to 2732 EPROMs in Figure 9.17(b) does not use 8086 BHE 
and A, to distinguish between even and odd 2732s. The 8086 RD and inverted M/IO pins 
are ORed and connected to the 2732 OE pins. The 8086 CE can be connected to either 
ground or an unused 8086 address pin. Note that both 2732's are enabled for all data reads; 
the odd 2732 places data on the demultiplexed 8086 D,-D,, pins while the even 2732 
places data on the demultiplexed 8086 D,-D, pins. The 8086 reads the desired data and 
discards unwanted data 1f necessary depending on byte, odd word address or even word 
address transfers. 
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Details 
Access Time: 120 ns 
2K x 8 SRAM designed using HCMOS 

Aå; (11 addresses) 
DO,-DO, (8 data pins) 

W (write enable) 

G (output enable) 

E (chip enable) 
Veco +5 V 
Vss Ground 


l 
2 
3 
4 
5 
6 
7 
8 
9 








Mode Selection 
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(a) Motorola 6116 pins and signals 
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8086 A i Ag-Ajo 





| 6116 (EVEN) | 
(b) 8086-6116 connections 


FIGURE 9.18 8086—6116 interface along with 6116 pin diagram 


Static RAMs (SRAMs) 
Because static RAMs are read/write memories and data will be written to RAM(s) once 
selected by the 8086, both A, and BHE must be included in the chip select logic. For each 
static RAM, the data lines must be connected to either the upper half (AD,,-AD,) or the 
lower half (AD,—AD,) of the 8086 data lines. Figure 9.18 shows the 8086 interface to two 
6116 static RAMs along with the pin diagram of the 6116. Note that the 6116 signals, W 
(Write Enable), G (Output enable), and E (Chip enable) are decoded as follows: when G- 
0 and E = 0, then W = 1 for read and W = 0 for write. 

In Figure 9.18, the 8086 demultiplexed BHE signal is used to select odd 6116 
SRAM chips; the data lines of this odd 6116 are connected to the demultiplexed 8086 
D,-D,; pins. The 8086 demultiplexed A, signal, on the other hand, is used to select even 
6116 SRAM chip; the data lines of this even 6116 are connected to the demultiplexed 8086 
D,-D, pins. Note that the 6116 has two chip enables E and G along with a single read/write 
pin (W) .When the 6116 is enabled, W = 1 for read and G = 0 for write. 
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Dynamic RAMs (DRAMs) 

Dynamic RAMs store information as charges in capacitors. Because capacitors 
can hold charges for a few milliseconds, refresh circuitry 1s necessary in dynamic RAMs 
for retaining these charges. Therefore, dynamic RAMs are complex devices to use to 
design a system. To relieve the designer of most of these complicated interfacing tasks, 
Intel provides dynamic RAM controllers to interface with the 8086 to build a dynamic 
memory system. Dynamic RAMs are used for microcomputers requiring large memories. 
DRAMSs are typically used when memory requirements are 16k words or larger. DRAM is 
addressed via row and column addressing. For example, one megabit DRAM requiring 20 
address bits is addressed using 10 address lines and two control lines, RAS (Row Address 
Strobe) and CAS ( Column Address Strobe). To provide a 20-bit address into the DRAM, 
a LOW is applied to RAS and 10 bits of the address are latched. The other 10 bits of the 
address are applied next and CAS is then held LOW. 

The addressing capability of the DRAM can be increased by a factor of 4 by 
adding one more bit to the address line. This is because one additional address bit results 
into one additional row bit and one additional column bit. This is why DRAMs can be 
expanded to larger memory very rapidly with inclusion of additional address bits. External 
logic is required to generate the RAS and CAS signals, and to output the current address 
bits to the DRAM. 

DRAM controller chips take care of refreshing and timing requirements needed 
by the DRAMs. DRAMSs typically require 4 millisecond refresh time. The DRAM 
controller performs its task independent of the microprocessor. The DRAM controller 
sends a wait signal to the microprocessor if the microprocessor tries to access memory 
during a refresh cycle. 

Because of large memory, the address lines should be buffered using 74LS244 
or 74HC244 (Unidirectional buffer), and data lines should be buffered using 74L S245 
or 74HC245 (Bidirectional buffer) to increase the drive capability. Also, typical 
multiplexers such as 74LS157 or 74HC157 can be used to multiplex the microprocessors 
address lines into separate row and column addresses. 














9.9.4 — 8086 I/O Ports 

Devices with 8-bit FVO ports can be connected to either the upper or the lower half of the 
data bus. If the I/O port chip is connected to the lower half of the 8086 data lines (AD,- 
AD,), the port addresses will be even (A, = 0). On the other hand, the port addresses will 
be odd (A, = 1) if the I/O port chip is connected to the upper half of the 8086 data lines 
(AD,-AD,,). A, will always be 1 or 0 for the partitioned I/O chip. Therefore, A, cannot 
be used as an address input to select registers within a particular I/O chip. If two chips 
are connected to the lower and upper halves of the 8086 address bus that differ only in A, 
(consecutive odd and even addresses), A, and BHE must be used as conditions of chip 
select decoding to avoid a write to one I/O chip from erroneously performing a write to 
the other. 

The 8086 uses either standard I/O or memory-mapped I/O. The standard I/O uses 
the instructions IN and OUT, and is able to provide up to 64K bytes of I/O locations. The 
standard I/O can transfer either 8-bit data or 16-bit data to or from a peripheral device. The 
64-Kbyte J/0 locations can then be configured as 64K 8-bit ports or 32K 16-bit ports. All 
I/O transfers between the 8086 and peripheral devices take place via AL for 8-bit ports (AH 
is not involved) and AX for 16-bit ports. 





Intel 8086 429 






7 65 43 2 1 0 
D| D, |D, |D, |D, |D, D |D | 
TERRE 
Mode 
flag bits) 
= active = Input 
Port C (upper 0- Sune 
4 bits) Port B 
pz Pu 1 = input 
TO O0 — output 
Port A ; 
1 = input Mode selection 
0 = output 0 = mode 0 
1 = mode 1 





Mode selection 
00 = mode 0 


01 = mode 1 
1X= mode 2 


FIGURE 9.19 8255 control register 





The I/O port addressing can be done either directly or indirectly as follows: 
e Direct 

IN AX,PORTAoOr IN AL, PORTA inputs 16-bit contents of port A into AX or 

8-bit contents of port A into AL, respectively. 

OUT PORTA,AXOrOUT PORTA, AL outputs 16-bit contents of AX into port A 

or 8-hit contents of AL into port À, respectively. 

* Indirect 

IN AX,DXorIN AL, DX inputs 16-bit data into a port addressed by DX into AX 

or 8-bit data into a port addressed by DX into AL, respectively. 

OUT DX,AXOrOUT DX,AL outputs 16-bit contents of AX into a port addressed 

by DX or 8-bit contents of AL into a port addressed by DX, respectively. 

Memory-mapped I/O is basically accomplished by using the memory instructions 
such as MOV AX or AL, [BX] and MOV [BX], AX or AL for inputting or outputting, 8- 
or 16-bit data to/from AL or AX addressed by the 20-bit address computed from DS and 
BX. Note that any 8- or 16-bit general purpose register and memory modes can be used in 
memory-mapped I/O. 

The 8086 programmed I/O capability will be explained in the following paragraphs 
using the 8255 F/O chip. The 8255 chip is a general-purpose programmable I/O chip. The 
8255 has three 8-bit I/O ports: ports A, B, and C. Ports A and B are latched 8-bit ports for 
both input and output. Port C is also an 8-bit port with latched output, but the inputs are 
not latched. Port C can be used in two ways: It can be used either as a simple I/O port or as 
a control port for data transfer using handshaking via ports A and B. 

The 8086 configures the three ports by outputting appropriate data to the 8-bit 
control register. The ports can be decoded by two 8255 input pins A, and A,, as follows: 


Port Name 








Port A 
Port B 
Port C 


Control register 


— = öö OQ 
— O = © 


The definitions of the control register are shown in Figure 9.19. 
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Bit 7 (D;) of the control register must be 1 to send the definitions for bits 0—6 
(D$-D,) as shown in the diagram. In this format, bits Dj-D,, are divided into two groups: 
groups A and B. Group A configures all 8 bits of port A and the upper 4 bits of port C; 
group B defines all 8 bits of port B and the lower 4 bits of port C. All bits in a port can 
be configured as a parallel input port by writing a 1 at the appropriate bit in the control 
register by the 8086 OUT instruction, and a 0 in a particular bit position will configure the 
appropriate port as a parallel output port. Group A has three modes of operation: modes 
0, 1, and 2. Group B has two modes: modes 0 and 1. Mode 0 for both groups provides 
simple I/O operation for each of the three ports. No handshaking is required. Mode 1 for 
both groups is the strobed I/O mode used for transferring I/O data to or from a specified 
port in conjunction with strobes or handshaking signals. Ports A and B use the pins on 
port C to generate or accept these handshaking signals. Mode 2 of group A is the strobed 
bidirectional bus I/O and may be used for communicating with a peripheral device on 
a single 8-bit data bus for both transmitting and receiving data (bidirectional bus I/O). 
Handshaking signals are required. Interrupt generation and enable/disable functions are 
also available. 

When D; = 0, the bit set/reset control word format is used for the control register 














as follows: 
aaa 
iore red 
Bit set/reset e Bit set/reset 
reset flag l = set 
0 = active 0 = reset 
v7 
Bit select 
0-7 


This format is used to set or reset the output on a pin of port C or when enabling of 
the interrupt output signals for handshake data transfer is desired. For example, the 8 bits 
(OXXX1100) will clear bit 6 of port C to zero. Note that the control word format can be 
output to the 8255 control register by using the 8086 OUT instruction. Now, let us define 
the control word format for mode 0 more precisely by means of a numerical example. 
Consider that the control word format is 10000010,. With this data in the control register, 
all 8 bits of Port A are configured as outputs and the 8 bits of port C are also configured as 
outputs. All 8 bits of port B, however, are defined as inputs. On the other hand, outputting 
10011011, into the control register will configure all three 8-bit ports (ports A, B, and C) 
as inputs. 


9.9.5 Important Points To Be Considered for 8086 Interface to Memory and I/O 
From the preceding discussions, the following points can be summarized: 

1. For ROMs/EPROMs/E?PROMs, BHE and A, are not required as part of chip 
enable/select decoding. 

2. For RAMs and I/O port chips, both BHE and A, must be used in chip select 
logic. 

3. ForROMSs/EPROMS/E?PROMSs and RAMs, both even and odd chips are required. 
However, for I/O chips, an odd-addressed I/O chip, an even-addressed I/O chip, 
or both can be used, depending on the number of ports required in an application. 
The 8086 BHE and/or A, must be used in I/O chip select logic depending on the 
number and type (odd/even) of I/O chips used. 

4. For interfacing ROMs/EPROMs/ E?PROMs to the 8086, the same chip select 
logic must be used for both the even and its corresponding odd memory chip. The 
same thing applies to RAM and I/O chips except that both BHE and A, must be 
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used for RAMs and I/O; however, this is applicable to I/O if both odd and even 
I/O chips are present in the system. 

5. ROMs/EPROMs/E?PROMs must be connected in such a way that the 8086 reset 
vector address FFFFOH is contained in the memory map. 


Example 9.19 

An 8086-8255-2732-6116—based microcomputer is required to drive an LED connected 
to bit 2 of port B based on two switch inputs connected to bits 6 and 7 of port A. If both 
switches are either HIGH or LOW, turn the LED ON; otherwise, turn it OFF. Assume 
a HIGH will turn the LED ON and a LOW will turn it OFF. Write an 8086 assembly 
language program to accomplish this. 


Solution 
PORTA EQU OF8H 
PORTB EQU OFAH 
CNTRL EQU OFEH 
PROG SEGMENT 
ASSUME CS: PROG 
MOV AL, 90H g Configure port A 
OUT CNTRL, AL ; as input and port B 
; as output 
BEGIN: IN AL, PORTA ; Input port A 
AND AL, OCOH ; Retain bits 6 and 7 
JPE LEDON ; I£ both switches are either 
; HIGH or LOW, turn the LED ON 
MOV AL, OOH ; Otherwise turn the 
OUT PORTB, AL ; LED OFF 
JMP BEGIN ; Repeat 
LEDON: MOV AL, 04H ; Turn LED 
OUT PORTB, AL ; ON 
JMP BEGIN 
PROG ENDS 
END 


Example 9.20 

Write an 8086 assembly language program to drive an LED connected to bit 7 of port 
A based on a switch input at bit 0 of port A. If the switch is HIGH, turn the LED ON; 
otherwise, turn the LED OFF. Assume an 8086/2732/6116/8255 microcomputer. Also, 
write a C++ program to accomplish the same task. Compare the 68000 assembly program 
with the compiled assembly code. Comment on the result. 

Solution 

The 8086 assembly language program and the C++ program along with the compiled 
assembly code are shown below. The 8086 assembly program contains 11 instructions 
whereas the 8086 C++ code generates 16 instructions. This example illustrates that 
although C++ programming can handle I/O, it generates more codes than assembly language 
programming. Although programs in C++ are easier to write compared to assembly, the 
machine code generated by the equivalent assembly language is shorter. Also note that 
C++ programs are not 100 % portable while the same I/O programs are written using 
C++ for microprocessors by two different manufactures. This is because of the different 
hardware configurations (I/O and memory maps) for different manufacturers. 
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Note that the assembly language program can also be written by rotating bit O 
(switch input) of port A to bit 7 (LED output) of port A only once by using ROR ALI 
rather than RCL AL,CL with [CL ]-7. The equivalent C++ program will still generate more 
assembled codes than the assembly language program. 


8086/8255 Microcomputer Assembly Code for Switch and LED (MASM) of Example 
9.20 


PORTA EQU OF8H 

CTLREG EQU OFEH 

LAB SEGMENT 
ASSUME CS:LAB 
MOV GL. 

REPEAT: MOV AL,90H 
OUT CTLREG,AL ; set PORTA as input 
IN AL,PORTA ; read switch 
MOV BL,AL ; Save switch status 
MOV AL, 80H 
OUT CTLREG, AL ; set PORTA as output 
MOV AL,BL ; get switch status 
RCL AL; Ci; ; rotate switch status 
OUT PORTA, AL ; output to LED 
JMP REPEAT ; repeat 
ENDS 
END 


#include <dos.h> 
#define PORTA OxOF8 
#define CNTLREG Ox0FE 
int main (){ 
int x; 
while(1)}{ 
outportb(CNTLREG, 0x90); set PORTA as input 
x = inportb(PORTA); read switch 
outportb(CNTLREG, 0x80); set PORTA as output | 
OUtpOrtb(PORTA, x << 7); output to LED 





* Assembly code generated from C++ code above using Microsoft DEBUG unassembler: 
e 8086/8255 Microcomputer C++ program for Switch and LED (C++ Compiler) of 
Example 9.20 


-r 
AX-0000 BX=0000 CX=022E DxX=0000 SP=FFEE BP=0000 SI=0000 
DI=0000 
DS-159B ES=159B SS=159B CS=159B IP=0100 NV UP EI PL NZ NZ PO NC 
159B:0100 800C00 OR BYTE PTR [SI},00 
DS: 0000=CD 
-u 2aa 2c8 


159B:02AA  BAFEOO0 DX, OOFE 
159B:02AD  B090 AL, 90 
159B:02AF EE DX, AL 
159B:02B0 BAF800 DX, OOF8 
159B:02B3 EC AL, DX 
159B:02B4 B400 AH, 00 





433 


Intel 8086 


349808 











v8c8 





LASTA 
STY 


OVN 9808 


9poJA UMUNUIN 9808 





£L NE 


e m 










e o 

o e 
o mo ~ m Oo od C 
A ky o CO B f E] 
f «; O B] d «& OQ m e m 
ommaAnmnwanmaA a 
o co (f (à BR] O CO sr C- 0 
ammrmnmuoocoooco 
C CN ON CJ. CN CONI ON. ON OY. ON 
OOoooocooooo 
anamanna 
OcàOooco0000055050 
i) i) (0) UD 40 10 t0 AONI 
Td cd cd cd ed cd cd cd cd cd 














8086-based microcomputer 


FIGURE 9.20 
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FIGURE 9.21 Even 2732 with pertinent connections 
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FIGURE 9.22 Odd 6116 with pertinent connections 
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FIGURE 9.23 Even 8255 with pertinent connections 








9.10 8086-Based Microcomputer 


In this section, an 8086 will be interfaced in minimum mode to provide 4K x 16 EPROM, 
2K x 16 static RAM, and six 8-bit I/O ports. The 2732 EPROM, 6116 static RAM, and 
8255 I/O chips are used for this purpose. Memory and I/O maps are determined. Figure 
9.20 shows a hardware schematic for accomplishing this. 

The power and ground pins of all chips must be connected together to the power 
supply's power and ground pins. The 8086 MN/MX is connected to +5 V for minimum 
mode (single processor) operation. Linear decoding is used to select both EPROMs and 
SRAMs. 8086 demultiplexed A,, = 1 is used to select 2732s and 8086 demultiplexed A,, 
= ( is used for 6116s. No unused address pin is used for selecting the 8255s because the 
8086 M/IO pin distinguishes between memory and I/O. 

Let us determine the 8086 memory and I/O maps. To determine the memory 
map for 2732 EPROMs, consider Figure 9.21 (obtained from Figure 9.20), which shows 
pertinent connections for the even 2732. 

In Figure 9.20, M/IO = 1 when the 8086 executes a memory-oriented instruction 
such as MOV [BX], DL to access the memory. Also, in the figure, A,,; = 1 is used to 
select the EPROMs and A,, = 1 is used to deselect the RAMs. This is done to include the 
8086 reset vector FFFFO,, in the EPROMs. Therefore, an inverter is used to invert A. 
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TABLE 9.12 . Memory and I/O Maps for the Microcomputer of Figure 9.20 








Memory Map 
Chip Number Physical Address Logical Address 
Segment Offset 
Value 
Even 2732 FE000H, FE002H, ..., FFFFEH | FEOOH 0000H, 0002H, ..., 1IFFEH 
EPROM 
Odd 2732 FEO001H, FE003H, ..., FFFFFH | FE00H 0001H, 0003H, ..., IFFFH 
EPROM 
Even 6116 F9000H, F9002H, ... , FOFFEH F900H 0000H, 0002H, ... , OFFEH 
SRAM 
Odd 6116 F9001H, F9003H, ..., F9FFFH F900H 0001H, 0003H, ... , OFFFH 
SRAM 
I/O Map 
Chip Number Port Address 
Even 8255 Port A = F8H, Port B = FAH, Port C = FCH, Control Register = FEH 
Odd 8255 Port A = F9H, Port B = FBH, Port C = FDH, Control Register = FFH 


Note that 8086 address pins A,;—A,, are not used and are, therefore, don't cares. Assume 
the don't cares to be HIGH. The even memory map for the 2732 in Figure 9.21 can be 
obtained as follows: 


Ayo Aig Ag; Aig Ais Arg Ay3 Aij Aij Ajo Ao Ag Ay Ag As Ay As AS AL Ay 
| d. b dod ol d ee ee 


Don't cares ^ n le d S ^ 
Select "m 
Deselect} 2732's 
6116's 


Therefore, the memory map for the even 2732 contains the even addresses 
FE000H, FE002H, ..., FFFFEH. Similarly, the memory map for the odd 2732 can be 
determined as: FE001H, FE003H, ..., FFFFFH. Note that the reset vector FFFFOH is 
included in this map. 

Let us now determine the memory map for the odd 6116. Consider Figure 9.22 
(obtained from Figure 9.20), which shows pertinent connections for the odd 6116. 

In Figure 9.20, A,, = 0 deselects 2732s and A,, = 0 selects 6116s. Also, the 8086 
outputs HIGH on its M/IO pin (M/IO = 1) when it executes a memory-oriented instruction 
such as MOV CX, [SI]. Furthermore, the 8086 outputs a LOW on the BHE pin for odd 
addresses. With don’t care addresses, pins A,,-A,, and A,,as ones, the odd memory map 


for the 6116 in Figure 9.22 can be obtained as follows: 
Aig Ais P Metis An Aig ths faz Ai Pa ds Ax A, ee 


J 1110 — ve 

Don't cares ^ Can be all 0's t 

assume 1 's Deselect to all 1 's odd 
Select ees Don't care 


6116's assume 1 


Therefore, the memory for the odd 6116 contains the odd addresses F9001H, 
F9003H, ..., FOFFFH. Similarly, the memory map for the even 6116 can be obtained as 


F9000H, F9002H, ..., F9FFEH. 
Finally, the I/O map for the 8255s is determined. Consider Figure 9.23 (obtained 
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from Figure 9.20), which shows pertinent connections for the even 8255. The 8086 outputs 
LOW on its M/IO pin (M/IO = 0) when it executes an IN or OUT instruction. The 8086 
outputs LOW (A, = 0) for an even port address. This will produce a LOW on the CS pin 
of the even 8255. The even 8255 will thus be selected. 

Using 8086 A, and A, pins for port addresses, the I/O map for the even 8255 chip 
can be determined as follows: 








LU X X X X X 0 1 0 -FAH 
Don't cares Port B even 
assume | 's 
rene X X X X X 1 0 0 -FCH 
DEN m ED DR d ^ 
Don't cares Port C even 
assume | 's 
Control Register X X X X X 1 l 0 - FEH 
vv ^ 
Don' cares Control even 
assume | 's register 


Similarly, the I/O map for the odd 8255 chip is: 
Port addresses for the odd 8255 


Port A = F9H 
PorttB = FBH 
PortC = FDH 


Control Register = FFH 


Table 9.12 summarizes the memory and I/O maps. 


9.11 8086 Interrupts 


The 8086 assigns every interrupt a type code so that the 8086 can identify it. Interrupts 
can be initiated by external devices or internally by software instructions or by exceptional 
conditions such as attempting to divide by zero. 


9.11.1 Predefined Interrupts 
The first five interrupt types are reserved for specific functions. 


Type 0: INTO Divide by zero 

Type 1: INT1 Single step 

Type 2: INT2 Nonmaskable interrupt (NMI pin) 
Type 3: INT3 Breakpoint 

Type 4: INT4 Interrupt on overflow 


The interrupt vectors for these five interrupts are predefined by Intel. The user 
must provide the desired IP and CS values in the interrupt pointer table. The user may also 
initiate these interrupts through hardware or software. Ifa predefined interrupt is not used 
in a system, the user may assign some other function to the associated type. 

The 8086 is automatically interrupted whenever a division by zero is attempted. 
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This interrupt is nonmaskable and is implemented by Intel as part of the execution of the 
divide instruction. 

When the TF (trap flag) is set by an instruction, the 8086 goes into single-step 
mode. The TF can be cleared to zero as follows: 


PUSHF ; save flags 

MOV BP, SP ; Move [SP] to [BP] 
AND O[BP], OFEFFH ; Clear TF 

POPE ; Pop flags 


Note here that O[BP] rather than [BP] is used because BP cannot normally be used without 
displacement in the 8086 assembler. Now, to set TF, the AND instruction just shown 
should be replaced by OR 0[BP], 0100H. Once TF is set to 1, the 8086 automatically 
generates a type | interrupt after execution of each instruction. The user can write a service 
routine at the interrupt address vector to display memory locations and/or register to debug 
a program. Single-step mode is nonmaskable and cannot be enabled by the STI (enable 
interrupt) or disabled by the CLI (disable interrupt) instruction. 

The nonmaskable interrupt is initiated via the 8086 NMI pin. It is edge triggered 
(LOW to HIGH) and must be active for two clock cycles to guarantee recognition. It 
is normally used for catastrophic failures such as a power failure. The 8086 obtains 
the interrupt vector address by automatically executing the INT2 (type 2) instruction 
internally. 

The type 3 interrupt is used for breakpoints and is nonmaskable. The user inserts 
the 1-byte instruction INT3 into a program by replacing an instruction. Breakpoints are 
useful for program debugging. 

The interrupt on overflow is a type 4 interrupt. This interrupt occurs if the overflow 
flag (OF) is set and the INTO instruction is executed. The overflow flag is affected, for 
example, after execution of a signed arithmetic (such as IMUL, signed multiplication) 
instruction. The user can execute an INTO instruction after the IMUL. If there is an 
overflow, an error service routine written by the user at the type 4 interrupt address vector 
is executed. 


9.11.2 Internal Interrupts 

The user can generate an interrupt by executing an interrupt instruction INTun. The INTnn 
instruction is not maskable by the interrupt enable flag (IF). The INTzn instruction can 
be used to test an interrupt service routine for external interrupts. Type codes 32-255 can 
be used; type codes 5 through 31 are reserved by the Intel for future use. If a predefined 
interrupt is not used in a system, the associate type code can be utilized with the INTzn 
instruction to generate software (internal) interrupts. 


9.11.3 — External Maskable Interrupts 
The 8086 maskable interrupts are initiated via the INTR pin. These interrupts can be 
enabled or disabled by STI (IF = 1) or CLI (IF = 0), respectively. If IF = 1 and INTR active 
(HIGH) without occurrence of any other interrupts, the 8086, after completing the current 
instruction, generates INTA LOW twice, each time for about one cycle. 

INTA is only generated by the 8086 in response to INTR, as shown in Figure 
9.24. The interrupt acknowledge sequence includes two INTA cycles separated by two 
clock cycles. ALE is also generated by the 8086 and will load the address latches with 
indeterminate information. The first INTA bus cycle indicates that an interrupt acknowledge 
cycle is in progress and allows the system to be ready to place the interrupt type code on the 
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next INTA bus cycle. The 8086 does not obtain the information from the bus during the 
first cycle. The external hardware must place the type code on the lower half of the 16-bit 
data bus (D,—D,) during the second cycle. 

In the minimum mode, the M/IO is LOW, indicating I/O operation during the 
INTA bus cycles. The 8086 internal LOCK signal is also LOW from T, of the first bus 
cycle until T, of the second bus cycle to keep the BIU from accepting a hold request 
between the two INTA cycles. Figure 9.25 shows a simplified interconnection between 
the 8086 and 74LS244 for servicing the INTR. INTA enables the 74L S244 to place type 
code nn on the 8086 data bus. In the maximum mode, the status lines Sy-S, will generate 
the INTA output. 











9.11.4 Interrupt Procedures 

Once the 8086 has the interrupt type code (via the bus for hardware interrupts, from software 
interrupt instructions INTan, or from the predefined interrupts), the type code is multiplied 
by 4 to obtain the corresponding interrupt vector in the interrupt vector table. The 4 bytes 
of the interrupt vector are the least significant byte of the instruction pointer, the most 
significant byte of the instruction pointer, the least significant byte of the code segment 
register, and the most significant byte of the code segment register. During the transfer of 
control, the 8086 pushes the flags and current code segment register and instruction pointer 
onto the stack. The new CS and IP values are loaded. Flags TF and IF are then cleared 
to zero. The CS and IP values are read by the 8086 from the interrupt vector table. No 
segment registers are used when accessing the interrupt pointer table. S,S, has the value 
10, to indicate no segment register selection. 


9.11.5 Interrupt Priorities 
As far as the 8086 interrupt priorities are concerned, the single-step interrupt has the 
highest priority, followed by NMI, followed by the software interrupts. This means that a 


QI PIT SINIT] BY) 5| BLM 











AL 
LOCK m 
INTA 
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Redriven by microprocessor if queue is not full 


FIGURE 9.24 INTA Cycle 











FIGURE 9.25 Servicing the INTR in the minimum mode 
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simultaneous NMI and single-step interrupt will cause the NMI service routine to follow 
the single step; a simultaneous software interrupt and single step interrupt will cause the 
software interrupt service routine to follow the single step; and a simultaneous NMI and 
software interrupt will cause the NMI service routine to be executed prior to the software 
interrupt service routine. The INTR is maskable and has the lowest priority. A priority 
interrupt controller such as the 8259A can be used with the 8086 INTR to provide eight 
levels of interrupts. The 8259A has built-in features for expansion of up to 64 levels with 
additional 8259s. The 82594 is programmable and can be readily used with the 8086 to 
obtain multiple interrupts from the single 8086 INTR pin. 


9.11.6 Interrupt Pointer Table | 
The interrupt pointer table provides interrupt address vectors (IP and CS contents) for all 
the interrupts. There may be up to 256 entries for the 256 type codes. Each entry consists 
of two addresses, one for storing IP and the other for storing CS. Note that in the 8086 each 
interrupt address vector is a 20-bit address obtained from IP and CS. 

To service an interrupt, the 8086 calculates the two addresses in the pointer table 
where IP and CS are stored for a particular interrupt type as follows: 


For INTyn 
Type code 


The table address for IP = 4 x nn and the table address for CS = 4 x nn + 2. For example, 
consider INT2: 
Address for IP = 4 x 2 = 00008H 
Address for CS = 00008 + 2 = 0000AH 

The values of IP and CS are loaded from location 00008H and 0000AH in the pointer table. 
Similarly, the IP and CS addresses for other INTzn are calculated, and their values are 
obtained from the contents of these addresses in the pointer table (Table 9.13). The 8086 
interrupt vectors are defined as follows: 


Vectors 0—4 For predefined interrupts 
Vectors 5-31 For Intel's future use 
Vectors 32-255 For user interrupts 


Interrupt service routines should be terminated with an I RET (interrupt return) instruction, 
which pops the top three stack words into the IP, CS, and flags, thus returning control to 
the right place in the main program. 


9.12 8086 DMA 


When configured in minimum mode (MN/MX HIGH) the 8086 provides HOLD and HLDA 
(hold acknowledge) signals to control the system bus for DMA applications. In this type 
of DMA, the peripheral device can request the DMA transfer via the DMA request (DRQ) 
line connected to a DMA controller chip such as the 8257. In response to this request, the 
8257 sends a HOLD signal to the 8086. The 8257 then waits for the HLDA signal from 
the 8086. On receipt of this HLDA, the 8257 sends a DMACK signal to the peripheral 
device. The 8257 then takes over the bus and controls data transfer between the RAM and 
peripheral device. On completion of data transfer, the 8257 returns control to the 8086 by 
disabling the HOLD and DMACK signals. 
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TABLE 9.13 8086 Interrupt Pointer Table 


Interrupt Type Code 20-Bit Memory Address 
00000H 
00002H 
00004H 
00006H 
00008H 
0000AH 


0 


003FCH 
003FEH 


255 





Example 9.21 

In Figure 9.26, an 8086-based microcomputer is required to implement a voltmeter to 
measure voltage in the range 0 to 5 V and display the result in two decimal digits: one integer 
part and one fractional part. The microcomputer is required to start the A/D converter at 
the falling edge of a pulse via bit 0 of Port C. When the conversion is completed, the 
A/D's "conversion complete" signal will go HIGH. During the conversion, the A/D's 
"conversion complete" signal stays LOW. Use the 8255 control register = FEH, Port A = 
F8H, Port B = FAH, and Port C = FCH. 

Using programmed I/O, the microcomputer is required to poll the A/D's 
"conversion complete" signal. When the conversion is completed, the microcomputer will 
send a LOW of the A/D converter's “output enable" line via bit 1 to port C and then input 
the 8-bit output from A/D via port B and display the voltage (0 to 5 V) in two decimal 
digits (one integer and one fractional) via port A on two TIL 311 displays. Note that the 
TIL 311 has an on-chip BCD to seven-segment decoder. The microcomputer will output 
each decimal digit on the common lines (bits 0—3 of port A) connected to the DCBA inputs 
of the displays. Each display will be enabled by outputting LOW on each. LATCH line 
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FIGURE 9.26 Figure for Example 9.21 
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in sequence (one after another) so that the input voltage V, (0 to 5 V) will be displayed 
with one integer part and fractional part. Write an 8086 assembly language program to 
accomplish this. 

Using interrupt I/O (both NMI and INTR), repeat the task. Write the main program to 
initialize the 8255 control register and start the A/D. The service routine will input the A/D 
data, display the result, and stop. Write an 8086 assembly language program for the main 
program and the service routine. Use the memory map of your choice. Write the service 
routines for both NMI and INTR starting at IP=2000H, CS=1000H. Use 8086 assembler 
directive such as ORG CS:IP for the HP (Hewlett-Packard) 64XXX microcomputer 
development system in the following programs. 

Solution 

Because the maximum decimal value that can be accommodated in 8 bits is 255,4 (FF), 
the maximum voltage of 5 V will be equivalent to 255,,. This means the display in decimal 
is given by 


D =5 x (Input/255) 
—Quotient +Remainder 
Nacion 
Integer part 
This gives the integer part. The fractional part in decimal is 
F = (Remainder/51) x 10 
e (Remainder)/5 
For example, suppose that the decimal equivalent of the 8-bit output of A/D is 200. 
D =200/51=> Quotient = 3, Remainder = 47 
Integer part = 3 
Fractional part, F = 47/5 =9 
Therefore, the display will show 3.9 V. 
(a) The 8086 assembly language program using programmed I/O can be written as 
follows: 





OFEQOH:0100H; CS=FEOQOH, IP= 0100H 
CDSEG. SEGMENT 
ASSUME CS:CDSEG 
PORTA EQU OF8H 
PORTB EQU OFAH 
PORTC EQU OFCH 
CNTRL EQU OFEH 


MOV AL, 8AH ; Configure PORTA, PORTB 
OUT CNTRL, AL ; and PORTC 
MOV AL, 03H : Send 1 to START pin of A/D 
QUT PORTC,AL ; and 1 to (OUTPUT ENABLE ) 
MOV AL, 02H ; Send 0 to start pin 
OUT PORTC,AL ; of A/D 
BEGIN: IN AL,PORTC ; Check conversion 
ROL AL, i : Complete bit for HIGH 
JNC BEGIN 
MOV AL, 00H F Send LOW to (OUTPUT ENABLE) 
OUT PORTC, AL 
IN AL, PORTB ; Input A/D data 
MOV AH, 0 ; Convert input data to 16-bit 


; unsigned number in AX 
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Dh,51 ; Convert data to 

DL ; integer part 

CL,AL ; Save quotient (integer) in CL 

AH, AL ; Move remainder to AL 

AH, 0 ; Convert remainder to unsigned 
16-bit number 

BL,5 ; Convert data to 

BL : fractional part 

DL, AL ; Save quotient (fraction) to DL 

AL,CL ] Move integer part 

AL, 20H : Disable fractional display 

AL,2FH : Enable integer display 

PORTA, AL j Display integer part 

AL,DL ] Move fractional part 

AL,10H ; Disable integer display 

AL, 1FH : Enable fractional display 

PORTA,AL : Display fractional part 





(b) Using NMI 
In Figure 9.26, connect the “conversion complete" to 8086 NMI; all other 
connections in Figure 9.26 will remain unchanged. Note that all addresses 
selectable by the user are arbitrarily chosen in the following. The main program 
in 8086 assembly language is 


ORG 3900H:0100H ; SS = 3900H, SP = 0100H 
SEGMENT 
DB 32 DUP (2?) 
ENDS 
END 
EQU OF8H 
EQU OFAH 
EQU OFCH 
EQU OFEH 
ORG OFEO0H:0100H ; CS = FEOOH, IP = 0100H 
SEGMENT 
ASSUME CS:CDSEG, SS: STSEG, DS: DATA 
MOV AX, 3900H s Initialize 
MOV SS, AX ; Stack segment 
MOV AX, 0000H ; Initialize 
MOV DS, AX $ data segment 
MOV SP, 0100H ; Initialize SP 
MOV AL, 8AH ; Configure PORTA, PORTB 
QUT CNTRL,AL ; and PORTC 
MOV AL, 03H ; Send 1 to START pin of A/D 
OUT PORTC, AL ; and 1 to (OUTPUT ENABLE) 
MOV AL, 02H ; Send 0 to start pin 
OUT PORTC, AL ; of A/D 
DELAY: JMP DELAY ; Wait for interrupt 
CDSEG ENDS 
END 
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ORG 0000H:0008H ; DS = OOOOH, Offset = 0008H 
DATA SEGMENT 

DW 2000H ; Initialize IP - 2000H, 

DW 1000H ; CS - 1000H | 
DATA ENDS ; for Pointer Table 

END 


The NMI Service routine is: 


ORG 1000H:2000H ; CS = 1000H, IP = 2000H 


CODE SEGMENT ; Start Program at 
ASSUME CS:CODE ; CS = 1000H, IP = 2000H 
MOV AL, OOH ; Send LOW to (OUTPUT ENABLE) 
OUT PORTC, AL 
IN AL, PORTB ; Input A/D data 
MOV AH, 0 ; Convert input to 16-bit unsig num. 
MOV DL, 51 ; Convert data to 
DIV DL ; integer part 
MOV CL,AL ; Save quotient (integer) in CL 
XCHG AH,AL ; Move remainder to AL 
MOV AH, 0 ; Convert remainder to unsigned 16-bit 
MOV BL;,5 ; Convert data to 
DIV BL ; fractional part 


DL,AL ; Save quotient (fraction) to DL 
AL,CL ; Move integer part 

AL,20H : Disable fractional display 

AL, 2FH > Enable integer display 

PORTA, AL ; Display integer part 

AL, DL ; Move fractional part 


AL, 10H ; Disable integer display 
AL, 1FH ; Enable fractional display 
PORTA, AL ; Display fractional part 

7 ‘SCO 





(c) Using INTR 
All connections in Figure 9.26 will be same except A/D’s “conversion complete” 
to 8086 INTR as shown in Figure 9.27. All other connections in Figure 9.26 will 
remain unchanged. INT FFH is used. In response to INTR, the 8086 pushes IP 
and SR onto the stack, and generates LOW on INTA. An octal buffer such as 
74LS244 can be enabled by this INTA to transfer FF, in this case (can be entered 
via eight DIP switches connected to + 5 V through a 1 KQ resistor) to the input of 
the octal buffer. The output of the octal buffer is connected to the demultiplexed 
D,-D, lines of the 8086. The 8086 executes INT FFH and goes to the interrupt 
pointer table to load the contents of physical addresses 003FCH (logical address: 
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CS = 0000H, IP = 03FCH) and 003FEH (logical address: CS = 0000H, IP = 
03FEH) to obtain IP and CS for the service routine respectively. Suppose that it 
is desired to write the service routine at IP = 2000H and CS = 1000H; these IP 
and CS values must be stored at addresses 003FCH and 003FEH respectively. 
All user selectable addresses are arbitrarily chosen. The main program in 8086 
assembly language is 


3900H485300H. -7 
SEGMENT 

DB 32 DUP (?) 
ENDS 

END 

EQU OF8H 

EQU OFAH 

EQU OFCH 

EQU OFEH 

ORG 0F300H:0100H ; CS = F300H, IP = 0100H 
SEGMENT 

ASSUME CS:CDSEG, SS:STSEG, DS: DATA 

MOV AX, 3900H : Initialize 

MOV SS, AX ; Stack segment 

MOV AX, 0000H ; Initialize 

MOV DS, AX ; data segment 


3900H, SP 


SP,8500H ; 
MOV AL, 8AH 
OUT CNTRL, AL 


Initialize SP 

; Configure port A, port B, 
and port C 

STI ; Enable Interrupt 


MOV AL, 03H 
OUT PORTC,AL 
MOV AL, 02H 
OUT PORTC, AL 
JMP DELAY 
ENDS 

END 

ORG 0000H:03FCH 
SEGMENT 

DW 2000H 

DW 1000H 
ENDS 

END 


Send one to start pin of A/D 
and one to (OUTPUT ENABLE) 
Send zero to start pin of A/D 


Wait for interrupt 


DS = 0000H, Offset = O3FCH 


Initialize IP = 2000H, 
CS = 1000H 
for Pointer Table 
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The INTR Service routine is: 


ORG 1000H:2000H ; CS = 1000H, IP = 2000H 
CODE SEGMENT 
ASSUME CS: CODE 


MOV AL, 0 ; Send LOW to 
OUT PORTC, AL ; (OUTPUT ENABLE) 
IN AL, PORTB ; Input A/D data 
MOV AH, 0 3 Convert input data to 
;  l6-bit unsigned number in AX 
MOV DL, 51 ; Convert data 
DIV DL ; to integer part 
MOV CL, AL ; Save quotient (integer) in CL 
XCHG AH,AL ; Move remainder to AL 
MOV AH, 0 ; Convert remainder to unsigned 16-bit 
MOV BL,5 ; Convert data 
DIV BL ; to fractional part 
MOV Db; AL ; Save quotient (fraction) in DL 
MOV AL,CL ; Move integer part 
OR AL,20H ; Disable fractional display 
AND AL,2FH ; Enable integer display 
OUT PORTA,AL ; Display integer part 
MOV AL,DL ; Move fractional part 
OR AL, 10H ; Disable integer display 
AND AL, 1FH ; Enable fraction display 
OUT PORTA,AL ; Display fractional part 
HLT ; Stop 
CODE ENDS 
END 


9.13 Interfacing an 8086-Based Microcomputer to a Hexadecimal Keyboard and 
Seven-Segment Displays 


This section describes the characteristics of the 8086-based microcomputer used with a 
hexadecimal keyboard and a seven-segment display. 


9.13.1 Basics of Keyboard and Display Interface to a Microcomputer 

A common method of entering programs into a microcomputer is via a keyboard. A popular 
way of displaying results by the microcomputer is by using seven-segment displays. The 
main functions to be performed for interfacing a keyboard are: 

Sense a key actuation. 

Debounce the key. 

Decode the key. 

Let us now elaborate on keyboard interfacing concepts. A keyboard 1s arranged in 
rows and columns. Figure 9.28 shows a2 x 2 keyboard interfaced to a typical microcomputer. 
In Figure 9.28, the columns are normally at a HIGH level. A key actuation is sensed by 
sending a LOW (closing the diode switch) to each row one at a time via PAO and PAI of 
port A. The two columns can then be input via PB2 and PB3 of port B to see whether any 
of the normally HIGH columns are pulled LOW by a key actuation. If so, the rows can be 
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FIGURE 9.27 Hardware interface for 8086 INTR 


checked individually to determine the row in which the key is down. The row and column 
code for the pressed key can thus be found. 

The next step is to debounce the key. Key bounce occurs when a key is pressed 
or released—it bounces for a short time before making the contact. When this bounce 
occurs, it may appear to the microcomputer that the same key has been actuated several 
times instead of just once. This problem can be eliminated by reading the keyboard after 
about 20 ms and then verifying to see if it is still down. If it is, then the key actuation 
is valid. The next step is to translate the row and column code into a more popular code 
such as hexadecimal or ASCH. This can easily be accomplished by a program. Certain 
characteristics associated with keyboard actuations must be considered while interfacing to 
a microcomputer. Typically, these are two-key lockout and N-key rollover. The two-key 
lockout ensures that only one key is pressed. An additional key depressed and released 
does not generate any codes. The system is simple to implement and most often used. 
However, it might slow down the typing because each key must be fully released before 
the next one is pressed down. On the other hand, the N-key rollover will ignore all keys 
pressed until only one remains down. 

Now let us elaborate on the interfacing characteristics of typical displays. The 
following functions are typically performed for displays: 

1. Output the appropriate display code. 

2. Output the code via right entry or left entry into the displays if there are more than 

one displays. 

These functions can easily be realized by a microcomputer program. If there are more than 
one display, the displays are typically arranged in rows. A row of four displays is shown 
in Figure 9.29. In the figure, one has the option of outputting the display code via right 
entry or left entry. If the code is entered via right entry, the code for the least significant 
digit of the four-digit display should be output first, then the next digit code, and so on. The 
Program outputs to the displays are so fast that visually all four digits will appear on the 
display simultaneously. If the displays are entered via left entry, then the most significant 
digit must be output first and the rest of the sequence 1s similar to the right entry. 

Two techniques are typically used to interface a hexadecimal display to the 
microcomputer: nonmultiplexed and multiplexed. In nonmultiplexed methods, each 
hexadecimal display digit is interfaced to the microcomputer via an I/O port. Figure 
9.30 illustrates this method. BCD to seven-segment conversion is done in software. 
The microcomputer can be programmed to output to the two display digits in sequence. 
However, the microcomputer executes the display instruction sequence so fast that the 
displays appear to the human eye at the same time. Figure 9.31 illustrates the multiplexing 
method of interfacing the two hexadecimal displays to the microcomputer. In the 
multiplexing scheme, appropriate seven-segment code is sent to the desired displays on 
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FIGURE 9.30 Nonmultiplexed hexadecimal displays 


seven lines common to all displays. However, the display to be illuminated is grounded. 
Some displays such as Texas Instrument’s TIL 311 have on-chip decoder. In this case, the 
microcomputer is required to output four bits (decimal) to a display. 

The keyboard and display interfacing concepts described here can be realized 
by either software or hardware. To relieve the microprocessor of these functions, 
microprocessor manufacturers have developed a number of keyboard/display controller 
chips. These chips are typically initialized by the microprocessor. The keyboard/display 
functions are then performed by the chip independent of the microprocessor. The amount of 
keyboard/display functions performed by the controller chip varies from one manufacturer 
to another. However, these functions are usually shared between the controller chip and 
the microprocessor. 


9.13.2 Hex Keyboard Interface to an 8086-Based Microcomputer 
In this section, an 8086-based microcomputer is designed to display a hexadecimal digit 
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entered via a keypad (16 keys). Figure 9.32 shows the hardware schematic. 
1. Port A is configured as an input port to receive the row—column code. 
2. Port B is configured as an output port to display the key(s) pressed. 
3. Port C is configured as an output port to output zeros to the rows to detect a key 
actuation. 

The system is designed to run at 2 MHz. Debouncing is provided to avoid 
unwanted oscillation caused by the opening and closing of the key contacts. To ensure 
stability for the input signal, a delay of 20 ms is used for debouncing the input. 

The program begins by performing all necessary initializations. Next, it makes 
sure that all the keys are opened (not pressed). A delay loop of 20 ms is included for 
debouncing, and the following instruction sequence is used (Section 9.8): 

MOV CX,0930H 
DELAY: LOOP DELAY 

The next three lines detect a key closure. If a key closure is detected, it is 
debounced. It is necessary to determine exactly which key is pressed. To do this, a sequence 
of row-control codes (OFH, OEH, ODH, OBH, 07H) are output via port C. The row-column 
code is input via port A to determine if the column code changes corresponding to each 
different row code. If the column code is not OFH (changed), the input key is identified. 
The program then indexes through a look-up table to determine the row-column code 
saved in DL. If the code is found, the corresponding index value, which equals the input 
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FIGURE 9.32 8086-based microcomputer interface to keyboard and display 
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key's value (a single hexadecimal digit) is displayed. The program is written such that it 
will continuously scan for input key and update the display for each new input. Note that 
lowercase letters are used to represent the 8086 registers in the program. For example, a1, 
ah, and ax in the program represent the 8086 AL, AH, and AX registers, respectively. 
The memory and I/O maps are arbitrarily chosen. A listing of the 8086 assembly 


language program is given in the following: 


0000 CDSEG SEGMENT 
ASSUME CS:CDSEG,DS:DTSEG 
= QOF8 PORTA EQU OF8h ; Hex keyboard input 
; (row/column) 
= OOFA PORTB EQU OFAh ; LED displays/controls 
= QOFC PORTC EQU OFCh ; Hex keyboard row controls 
= QOFE CSR EQU OFEh ; Control status register 
= QOFO OPEN EQU OFOh ; Row/column codes if all 
; keys are opened 
0000 BB 0100 mov bx, 0100h 
0003 8E DB mov ds, bx 
0005 B0 90 start: mov al, 90h ; Config ports A, B, C 
; as i/o/o 
0007 E6 FE out CSR, al 
0009 2A CO sub al, al ; Clear al 
0008 E6 FA out PORTB,al ; Enable/initialize display 
000D 2A CO scan key:sub al, al ; Clear al 
000F E6 FC out PORTC, al; Set row controls to zero 
0011 E4 F8 key open:in al, PORTA ; Read PORTA 
0013 30 FO cmp al, OPEN ; Are all keys opened? 
0015 75 FA jnz key open ; Repeat if closed 
0017 B9 0930 mov cx, 0930h ; Delay of 20 ms 
001A E2 FE delayl: loop delayl ; key opened 
001C E4 F8 key close:in al, PORTA; read PORTA 
001E 3C FO cmp al, OPEN ; Are all keys closed? 
0020 74 FA JZ key close ; repeat if opened 
0022 B9 0930 mov cx, 0930h ; delay of 20 ms 
0025 E2 FE delay2: loop delay2 ; Debounce key closed 
0027 BO FF mov al, OFFh ; Set al to all i’s 
0029 F8 Che ; Carry 
002A DO DO next row: rcl al, 1 ; Set up row mask 
002C 8A C8 mov cl, al ; Save row mask in cl 
002E E6 FC out PORTC, al ; Set a row to zero 
0030 E4 F8 in al, PORTA ; Read PORTA 
0032 8A DO mov dl, al ; Save row/coln codes in dl 
0034 24 FO and al, OFOQh ; Mask row code 
00360. 3C RO cmp al, OFOh ; Is coln code affected? 
0038 75 05 jnz decode ; If yes, decode coin code 
003A 8A Ci mov al, cl ; Restore row mask to al 
003C F9 stc z dL nO Set Carry 
003D EB EB jmp next row ; Check next row 
003F BE FFFF decode: mov S wl ; Initialize index register 
0042 B9 QOOF mov cx, 000Fh ; Set up counter 
0045 46 Search: inc Si ; Increment index 
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0046 3A 94 0000 R cmp dl,[TABLE*si]; Index thru table of 


; codes 
004A EO F9 loopne search ; Loop xf not round 
004C 8A C1 done: mov al,ycl ; get character and enable 
; display 
004E Eo FA out PORTB,al ; display key 
0050 EB BB jmp scan key ; Return to scan another 
; key input 

0052 CDSEG ends 
0000 DTSEG segment 
0000 77 TABLE DB TIR ; Code for F 
0001 -B7 DB 0B7h ; Code for E 
0002 D7 DB OD7h ; Code for D 
0003 E7 DB 0E7h > Code for C 
0004 7B DB 7Bh . ; Code for B 
0005 BB DB OBBh ; Code for A 
0006 DB DB ODBh ; Code for 9 
0007 EB DB OEBh ; Code for 8 
0008 7D DB 7Dh z Code for -7 
0009 BD DB OBDh ; Code for 6 
000A DD DB ODDh ; Code for 5 
000B ED DB OEDh 2a Ode for 4 
000C 7E DB 7Eh ; Code for. 3 
000D BE DB OBEh ; Code for 2 
000E DE DB ODEh > Code for 1 
000F EE DB OEEh ; Code for 0 
0010 DTSEG ends 

end 


In the program, the “Key-open” loop ensures that no keys are closed. On the other 
hand, the "Key-close" waits in the loop for a key actuation. Note that in this program, the 
table for the codes for the hexadecimal numbers 0 through F are obtained by inspecting 
Figure 9.32. 

For example, consider key F. When key-F is pressed and if a LOW is output by 
the program to bit 0 of port C, the top row and the rightmost column of the keyboard will 
be LOW. This will make the content of port A as: 


Bit number : 
Data : 


Thus, a code of 77,, is obtained at Port A when the key F is pressed. Diodes are 
connected at the four bits (Bits 0-3) of Port C. This is done to make sure that when a 0 
is output by the program to one of these bits (row of the keyboard), the diode switch will 
close and will generate a LOW on that row. 

Now, if a key is pressed on a particular row which is LOW, the column connected 
to this key will also be LOW. This will enable the programmer to obtain the appropriate 
key code for each key. 
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QUESTIONS AND PROBLEMS 

9.1 What is the basic difference between the 8086, 8086-1, 8086-2, and 8086-4? 

92 Assume (DS)-1000H, (SS)=2000H, (CS)=3000H, (BP)-000FH, (BX)-000AH 
before execution of the following 8086 instructions: 

(a) MOV CX[BX] (b MOV DX,[BP] 
Which instruction will be executed faster by the 8086, and why ? 

9.3 What is the purpose of the 8086 MN/MX pin? 

9.4 If (DS) = 205FH and OFFSET = 0052H, what is the 8086 physical address? 
Does the EU or BIU compute this physical address? 

9.5 In an 8086 system, SEGMENT 1 contains addresses 00100H—00200H and 
SEGMENT 2 also contains addresses 00100H—00200H. What are these segments 
called? 

9.6 Determine the addressing modes for the following 8086 instructions: 

(a) CLG 

(b) CALL  WORDPTR [BX] 
(c) MOV AX, DX 

(d) ADD [SI]. BX 

9.7 Find the overflow, direction, interrupt, trap, sign, zero, parity, and carry flags after 
execution of the following 8086 instruction sequence: 

MOV AH, OFH 
SAHF 

9.8 What is the content of AL after execution of the following 8086 instruction 
sequence? 

MOV BH, 33H 
MOV AL, 32H 
ADD AL, BH 

AAA 

9.9 What happens after execution of the following 8086 instruction sequence? 

Comment. 
MOV DX, 001FH 
ACHG DL, DH 
MOV AX, DX 
IDIV DL 
9.10 What are the remainder, quotient, and registers containing them after execution of 


the following 8086 instruction sequence? 
MOV AH, 0 
MOV AL, OFFH 
MOV QR. ud 
IDIV CL 
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Write an 8086 instruction sequence to set the trap flag for single stepping without 
affecting the other flags in the Status register. 


Write an 8086 assembly language program to subtract two 64-bit numbers. 
Assume SI and DI point to the low words of the numbers. 


Write an 8086 assembly program to add a 16-bit number stored in BX (bits 0 to 7 
containing the high-order byte of the number and bits 8 to 15 containing the low- 
order byte) with another 16-bit number stored in CX (bits 0 to 7 containing the 
low-order 8 bits of the number and bits 8 thorough 15 containing the high-order 8 
bits). Store the result in AX. 


Write an 8086 assembly program to multiply the top two 16-bit unsigned words 
ofthe stack. Store the 32-bit result onto the stack. 


Write an 8086 assembly language program to add three 16-bit numbers. Store the 
16-bit result in AX. 


Write an 8086 assembly language to find the area of a circle with radius 2 meters 
and save the result in AX. 


Write an 8086 assembly language program to convert 255 degrees in Celsius in 

BL to Fahrenheit degrees and store the value in AX. Use the equation 
F=(C/5)* 9+ 32 

Assume AL, CX and DXBX contain a signed byte, a signed word, and a signed 

32-bit number respectively. Write an 8086 assembly language program that will 

compute the signed 32-bit result: AL - CX + DXBX — DXBX. 


Write an 8086 assembly program to divide an 8-bit signed number in CH by an 
8-bit signed number in CL. Store the quotient in CH and the remainder in CL. 


Write an 8086 assembly program to add 25 16-bit numbers stored in consecutive 
memory locations starting at displacement 0100H in DS = 0020H. Store the 16- 
bit result onto the stack. 


Write an 8086 assembly program to find the minimum value of a string of 10 
signed 8-bit numbers using indexed addressing. Assume Offset 5000H contains 
the first number. 


Write an 8086 assembly program to move 100 words from a source with offset 
0010H in ES to a destination with offset 0100H in the same extra segment. 


Write an 8086 assembly program to divide a 28-bit unsigned number in the high 
28 bits of DX AX by 8,). Do not use any divide instruction. Store the quotient in 
the low 28 bits of DX AX. Discard remainder. 


Write an 8086 assembly program to compare two strings of 15 ASCII characters. 
The first character (string 1) is stored starting at offset 5000H in DS followed 
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9.25 


9.26 


9.27 


9.28 


by the string. The first character of the second string (string 2) is stored starting 
at 6000H in ES. The ASCII character in the first location of string 1 will be 
compared with the first ASCII character of string 2, and so on. As soon as a match 
is found, store OOEE;, onto the stack; otherwise, store 0000,, onto the stack. 


Write a subroutine in 8086 assembly language that can be called up by a main 
program in a different code segment. The subroutine will compute the 16-bit 


sum 
100 


2, X, 
i=] 
Assume the X;'s are signed 8-bit numbers and are stored in consecutive locations 
starting at displacement 0050H. Also, write the main program that will call this 
subroutine to compute 
= 100 
and store the 16-bit result (8-bit remainder and 8-bit quotient) in two consecutive 
memory bytes starting at offset 0400H. 


Write a subroutine in 8086 assembly language to convert a 2-digit unpacked 
BCD number to binary. The most significant digit is stored in a memory location 
starting at offset 4000H, and the least significant digit is stored at offset 4001H. 
Store the binary result in DL.Use the value of the 2-digit BCD number, 

V= D, x 10+ D,. Note that arithmetic operations will provide binary result. 


Assume an 8086/2732/61 16/8255 microcomputer. Suppose that four switches are 
connected at bits 0 through 3 of port A and an LED is connected at bit 4 of port B. 
If the number of LOW switches is even, turn the port B LED ON; otherwise, turn 
the port B LED OFF. Write an 8086 assembly language program to accomplish 
this. Do not use any instructions involving the Parity flag. 


Interface two 2732 and one 8255 odd to an 8086 to obtain even and odd 2732 
locations and odd addresses for the 8255’s port A, port B, port C, and control 
registers. Show only the connections for the pins shown 1n Figure P9.28. Assume 
all unused address lines to be zeros. 
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In Figure P9.29, if Vy, > 12 V, turn the LED ON connected at bit 4 of port A. 
On the other hand, if V,, < 11 V, turn the LED OFF. Use ports, registers, and 
memory locations of your choice. Draw a hardware block diagram showing the 
microcomputer and the connections of the figure to its ports. Write a service 
routine in 8086 assembly language. Assume all segment registers are already 
initialized. The service routine should be written as CS=1000H, IP=2000H. 
The main program will initialize SP to 2050H, initialize ports, and wait for 
interrupts. 


Repeat Problem 9.29 using the 8086 NMI interrupt. 


An 8086/2732/6116/8255-based microcomputer is required to drive the LEDs 

connected to bit 0 of ports A and B based on the input conditions set by switches 

connected to bit 1 of ports A and B. The I/O conditions are as follows: 

. If the input at bit 1 of port A is HIGH and the input at bit 1 of port B is 
low, then the LED at port A will be ON and the LED at port B will be 
OFF. 

e If the input at bit 1 of port A is LOW and the input at bit 1 of port B is 
HIGH, then the LED at port A will be OFF and the LED at port B will be 
ON. 

. Ifthe inputs at both ports A and B are the same (either both HIGH or both 
LOW), then both LEDs at ports A and B will be ON. 

Write an 8086 assembly language program to accomplish this. Do not use any 

instructions involving the parity flag. 
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An 8086/2732/6116/8255-based microcomputer is required to test a NAND 
gate. Figure P9.32 shows the I/O hardware needed to test the NAND gate. The 
microcomputer is to be programmed to generate the various logic conditions for 
the NAND inputs, input the NAND output, and turn the LED ON connected to bit 
3 of port A ifthe NAND gate chip is found to be faulty. Otherwise, turn the LED 
ON connected to bit 4 of port A. Write an 8086 assembly language program to 
accomplish this. 






Bit 4 of Port 


8086 uC 
FIGURE P9.32 ( Assume both LEDs are OFF initially) 
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An 8086/2732/6116/8255 microcomputer is required to add two 3-bit numbers 
in AL and BL and output the sum (not to exceed 9) to a common cathode seven- 
segment display connected to port A as shown in Figure P9.33.Write an 8086 
assembly language program to accomplish this by using a look-up table. Do not 
use XLAT instruction. 


Write an 8086 assembly language program to turn an LED OFF connected to bit 
2 of port A of an 8086/2732/6116/8255 microcomputer and then turn it on after 
delay of 15 s. Assume the LED is ON initially. 


What are the factors to be considered for interfacing a hex keyboard to a 
microcomputer? 


An 8086/2732/6116/8255 microcomputer is required to input a number from 0 
to 9 from an ASCII keyboard interfaced to it and output to an EBCDIC printer. 
Assume that the keyboard is connected to port A and the printer is connected 
to port B. Write an 8086 assembly language to accomplish this. Use XLAT 
instruction. 
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937 Will the circuit shown in Figure P9.37 work? If so, determine the I/O map in hex. 
If not, justify briefly, modify the circuit and determine the I/O map in hex. Use 
only the pins and signals provided. Assume all don't cares to be zeros. Note that 
I/O map includes the addresses for port A, port B, port C, and the control register. 
Using the logical port addresses, write an instruction sequence to configure port 
A as input and port B as output. 













TEST HLDA HOLD 


NMI 
INTR 
INTA 







8086 
MN/MX 


Mmm O W > 


AS+ 


Latches 


8086 Ao, A -A jg 
FIGURE P9.37 


Fundamentals of Digital Logic and Microcomputer Design. M. Rafiquzzaman 
Copyright © 2005 John Wiley & Sons, Inc. 


10 


MOTOROLA 
MC68000 


This chapter describes the basic features of Motorola’s MC68000 (16-bit microprocessor). 
The addressing modes, instruction set, I/O, and system design concepts of the MC68000 
are covered in detail. 

Motorola’s original MC68000 was designed using HMOS technology. Motorola’s 
MC68000 is replaced it by a lower power MC68HCO000, which is designed using HCMOS 
technology. The MC68HC000 is equivalent to the MC68000 in all aspects except that 
the MC68HC000 is designed using HCMOS whereas the MC68000 was designed using 
HMOS technology. This means that unlike the MC68000, the unused inputs of the 
MC68HC000 should not be kept floating, they should be connected to +5 V, ground, or 
outputs of other chips as appropriate. Also, note that an HCMOS output can drive 10 
LSTTL inputs. However, an LSTTL output is not guaranteed to provide HCMOS input 
voltage. Hence, the HCT gates may be required when driving HC inputs. The MC 
68HCO000 has the same registers, addressing modes, instruction set, pins and signals, and 
I/O capabilities as the MC68000. The term *MC68000" will be used interchangeably with 
the term “MC68HC000” throughout this chapter. 

The MC68HC000, implemented in HCMOS, is applicable to designs for which 
the following considerations are relevant: 

* The MC68HC000 completely satisfies the input/output drive requirements of HCMOS 
logic devices. 

e The MC68HCO00 provides an order of magnitude reduction in power dissipation 
when compared to the HMOS MC68000. 

¢ The minimum operating frequency of the MC68HC000 is 4 MHz. 

Although the MC68HC000 is implemented with input protection diodes, care should be 

exercised to ensure that the maximum input voltage specification (-0.3 V to +6.5 V) is not 

exceeded. 


10.1 Introduction 


The MC68000 is Motorola's first 16-bit microprocessor. Its address and data registers 
are all 32 bits wide, and its ALU is 16 bits wide. The 68000 requires a single 5-V supply. 
The processor can be operated from a maximum internal clock frequency of 25 MHz. The 
68000 is available in several frequencies, including 4, 6, 8, 10, 12.5, 16.67, and 25 MHz. 
The 68000 does not have on-chip clock circuitry and therefore, requires an external crystal 
oscillator or clock generator/driver circuit to generate the clock. 

The 68000 has several different versions, which include the 68008, 68010, and 
68012. The 68000 and 68010 are packaged either in a 64-pin DIP (dual in-line package) 
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with all pins assigned or in a 68-pin quad pack or PGA (pin grid array) with some unused 
pins. The 68000 is also packaged in 68-terminal chip carrier. The 68008 is packed in a 48- 
pin dual in-line package, whereas the 68012 is packed in an 84-pin grid array. The 68008 
provides the basic 68000 capabilities with inexpensive packaging. It has an 8-bit data bus, 
which facilitates the interfacing of this chip to inexpensive 8-bit peripheral chips. The 
68010 provides hardware-based virtual memory support and efficient looping instructions. 
Like the 68000, it has a 16-bit data bus and a 24-bit address bus. The 68012 includes all 
the 68010 features with a 31-bit address bus. The clock frequencies of the 68008, 68010, 
and 68012 are the same as those of the 68000. The following table summarizes the basic 
differences among the 68000 family members: 





68000 68008 68010 68012 


Data size (bits) 16 8 16 16 
Address bus size (bits) 24 20 24 3] 
Virtual memory No No Yes Yes 
Control registers None None 3 3 
Directly addressable 16 MB 1 MB 16 MB 2 GB 
memory (bytes) 





To implement operating systems and protection features, the 68000 can be operated 
in two modes: supervisor and user. The supervisor mode is also called the “operating 
system mode." In this mode, the 68000 can execute all instructions. The 68000 operates in 
one of these modes based on the S bit of the status register. When the S bit is 1, the 68000 
operates in the supervisor mode; when the S bit 1s 0, the 68000 operates in the user mode. 

Table 10.1 lists the basic differences between the 68000 user and supervisor 
modes. From Table 10.1, it can be seen that the 68000 executing a program in the supervisor 
mode can enter the user mode by modifying the S bit of the status register to 0 via an 
instruction. Instructions such as MOVE to SR, ANDI to SR, and EORI to SR can be used to 
accomplish this. On the other hand, the 68000 executing a program in the user mode can 
enter the supervisor mode only via recognition of a trap, reset, or interrupt. Note that, upon 
hardware reset, the 68000 operates in the supervisor mode and can execute all instructions. 
An attempt to execute privileged instructions (instructions that can only be executed in the 
supervisor mode) in the user mode will automatically generate an internal interrupt (trap) 
by the 68000. 

The logical level in the 68000 function code pin (FC2) indicates to the external 
devices whether the 68000 is currently operating in the user or supervisor mode. The 
68000 has three function code pins (FC2, FC1, and FCO), which indicate to the external 
devices whether the 68000 is accessing supervisor program/data or user program/data or 
performing an interrupt acknowledge cycle. 

The 68000 can operate on five different data types: bits, 4-bit binary-coded 
decimal (BCD) digits, bytes, 16-bit words, and 32-bit long words. The 68000 instruction 
set includes 56 basic instruction types. With 14 addressing modes, 56 instructions, and 
5 data types, the 68000 contains over 1000 op-codes. The fastest instruction is one that 
copies the contents of one register into another register. It is executed in 500 ns at an 8- 
MHz clock rate. The slowest instruction is 32-bit by 16-bit divide, which in executed in 
21.25 us at 8 MHz. The 68000 has no I/O instructions. Thus, the I/O is memory mapped. 


Motorola MC6800 
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TABLE 10.1 . 68000 User and Supervisor Modes 
Supervisor Mode User Mode 
Enter mode by Recognition of a trap, reset, or Clearing status bit S 


System stack pointer 


Other stack pointers 


Instructions available 


Function code pin FC2 


interrupt 
Supervisor stack pointer 


User stack pointer 
and registers AQ- 
A6 


All including: 
STOP 

RESET 

MOVE to/from SR 
ANDI to/from SR 
ORI to/from SR 
EORI to/from SR 
MOVE USP to (An) 
MOVE to USP 

RTE 


1l 


User stack pointer 


registers, A0-A6 


All except those listed 
under Supervisor mode 


0 


Hence, MOVE instructions between a register and a memory address are also used as I/O 
instructions. The MC68000 is a general-purpose register-based microprocessor. Although 
the 68000 PC is 32 bits wide, only the low-order 24 bits are used. Because this is a byte- 
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FIGURE 10.1 MC68000 programming model 
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addressable machine, it follows that the 68000 microprocessor can directly address 16 MB 
of memory. Note that symbol [ ] is used in the examples throughout this chapter to indicate 
the contents of a 68000 register or a memory location. 


10.2 68000 Registers 


Figure 10.1 shows the 68000 registers. This microprocessor includes eight 32-bit data 
registers (D0-D7) and nine 32-bit address registers (A0—A7 plus A7"). Data registers 
normally hold data items such as 8-bit bytes, 16-bit words, and 32-bit long words. An 
address register usually holds the memory address of an operand; A0-A6 can be used as 
16- or 32-bit. Because the 68000 uses 24-bit addresses, it discards the uppermost 8 bits 
(bits 24—31) while using the address registers to hold memory addresses. The 68000 uses 
A7 or A7’ as the user or supervisor stack pointer (USP or SSP), respectively, depending 
on the mode of operation. 

The 68000 status register is composed of two bytes: a user byte and a system byte 
(Figure 10.2). The user byte includes typical condition codes such as C, V, N, Z, and X. 
The meaning of the C, V, N, and Z flags is obvious. Let us explain the meaning of the X 
bit. Note that the 68000 does not have any ADDC or SUBC instructions; rather, it has ADDX 
and SUBX instructions. 

Because the flags C and X are usually affected in an identical manner, one can use 
ADDX or SUBX to reflect the carries or borrows in multiprecision arithmetic. The contents 
of the system byte include a 3-bit interrupt mask (12, I1, IO), a supervisor flag (S), and a 
trace flag (T). When the supervisor flag is 1, then the system operates in the supervisor 
mode; otherwise, the user mode of operation is assumed. When the trace flag is set to 1, the 
processor generates a trap (internal interrupt) after executing each instruction. A debugging 
routine can be written at the interrupt address vector to display registers and/or memory 
after execution of each instruction. Thus, this will provide a single-stepping facility. Note 
that the trace flag can be set to one in the supervisor mode by executing the instruction 
ORI# $8000, SR. 

The interrupt mask bits (I2, I1, I0) provide the status of the 68000 interrupt pins 
IPL2, IPL1 and IPLO. I2 I1 IO = 000 indicates that all interrupts are enabled. I2 I1 10 = 
111 indicates that all maskable interrupts except the nonmaskable interrupt (Level 7) are 
disabled. The other combinations of I2, I1, and IO provide the maskable interrupt levels. 
Note that the signals on the IPL2, IPL1 and IPLO pins are inverted internally and then 
compared with I2, I1, and IO, respectively. 











System Byte User Byte 








Supervisor state 


Trace bit interrupt mask Carry 


FIGURE 10.2 68000 status register 


Motorola MC6800 461 











(c) 68000 Long Word Structure (2 Long Words) 
FIGURE 10.3 — 68000 addressing structure (N is an even number) 


N+7 


10.3 68000 Memory Addressing 


The MC68000 supports bytes (8 bits), words (16 bits), and long words (32 bits) as shown 
in Figure 10.3. Byte addressing includes both odd and even addresses (0, 1, 2, 3, ...), 
word addressing includes only even addresses in increments of 2 (0, 2, 4, ...), and long 
word addressing contains even addresses in increments of 4 (0, 4, 8, ...). As an example 
of 68000 addressing structure, consider MOVE.L DO,$506080. If [DO] = $07F12481, 
then after this MOVE, [$506080] = $07, [$506081] = $F1, [$506082] = $24, and [$506083] 
= $81. In the 68000, all instructions must be located at even addresses for byte, word, and 
long word instructions; otherwise, the 68000 generates an internal interrupt. The size of 
each 68000 instruction is even multiples of a byte. This means that once the programmer 
writes a program starting at an even address, all instructions are located at even addresses 
after assembling the program. For byte instructions, data can be located at even or odd 
addresses. On the other hand, data for word and long word instruction must be located at 
even addresses; otherwise the 68000 generates an internal interrupt. 

Note that in 68000 for word and long word data, the low-order address stores the 
high-order byte of a number. This is called Big-endian byte ordering. 


10.4 68000 Addressing Modes 


The 14 addressing modes of the 68000 shown in Table 10.2 can be divided into 6 basic 
groups: register direct, address register indirect, absolute, program counter relative, 
immediate, and implied. 

As mentioned, the 68000 has three types of instructions: no operand, single 
operand, and double operand. The single-operand instructions contain the effective address 
(EA) in the operand field. The EA for these instructions is calculated by the 68000 using 
the addressing mode used for this operand. In the case of two-operand instructions, one of 
the operands usually contains the EA and the other operand is usually a register or memory 
location. The EA in these instructions is calculated by the 68000 based on the addressing 
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TABLE 10.2 . 68000 Addressing Modes 


Addressing Mode Generation Assembler Syntax 
* Register direct addressing 
Data register direct EA = Dn Dn 
Address register direct EA = An An 
* Address register indirect addressing 
Register indirect EA - (An) (An) 
Postincrement register indirect EA = (An), An + An (An)+ 
Predecrement register indirect +N -(An) 
Register indirect with offset An + An - N, EA = d(An) 
Indexed register indirect with (An) d(An, Ri) 
offset EA = (An) + d, 


EA = (An) + (Ri) + d; 
e Absolute data addressing 





Absolute short EA = (Next word) XXXX 
Absolute long EA = (Next two XXXXXXXX 
words) 
* Program counter relative addressing 
Relative with offset EA = (PC) + d, d 
Relative with index and offset EA = (PC) + (Ri) + d d(Ri) 
* Immediate data addressing 
Immediate DATA = Next word(s) #XXXX 
Quick immediate Inherent data #XX 
¢ Implied addressing 
Implied register EA = SR, USP, SP, 
PC 
Notes: 
EA  -effective address USP = user stack pointer 
An = address register d; = &8-bit signed offset 
(displacement) 
Dn  - data register dis = 16-bit signed offset 
(displacement) 
Ri =address or data register used as index N = | for byte, 2 for words, and 
register 4 for long words 
SR = status register () = contents of 
PC  - program counter < = replaces 
SP = active system stack pointer 
mode used for the EA. 


some two-operand instructions have the EA in both operands. This means that 
the operands in these instructions use two addressing modes. Note that the 68000 address 
registers do not support byte-sized operands. Therefore, when an address register is used 
as a source operand, either the low-order word or the entire long word operand is used, 
depending on the operation size. When an address register is used as the destination 
operand, the entire register is affected regardless of operation size. If the operation size is 
a word, an address register in the destination operand is sign-extended to 32 bits after the 
operation is performed. Data registers, on the other hand, support data operands of byte, 
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word, or long word size. 

To identify the operand size of an instruction, the following notation is placed 
after a 68000 mnemonic: .B for byte, .W or none (default) for word, and .L for long word. 
For example, 


ADD.B DO f D1 7 IDI Jew byte So [DO jow byte + [D1 jos byte 
ADD.W DO, D1 ; [D1 how 16 bit la [D0]..,, 16 bit + [D] dos 16 bit 
ADD.L DO, Dl ; [Dl]; vits < [D1]5 bits + [D0]; bits 


10.4.1 Register Direct Addressing 

In this mode, the eight data registers (D0-D7) or seven address registers (A0—A6) contain 
the data operand. For example, consider ADD. W $005000, DO. The destination operand 
of this instruction is in data register direct mode. Now, if [005000] = 0002,, and [DO.W] 
= 0003,,, then after execution of ADD $005000, DO, the contents of DO.W = 0002 + 
0003 = 0005. Note that in this instruction, the 5 symbol 1s used by Motorola to represent 
hexadecimal numbers. Also note that instructions are not available for byte operations 
using address registers. 


10.4.2 Address Register Indirect Addressing 
There are five different types of address register indirect mode. In this mode, an address 
register contains the effective address. For example, consider CLR.W(A1). If [Al. 
L}=$00003000, then, after execution of CLR.W (A1), the 16-bit contents of memory 
location $003000 will be cleared to zero. 

The postincrement address register indirect mode increments an address register 
by 1 for byte, 2 for word, and 4 for long word after it is used. For example, consider CLR. L 
(A0) +. If [AO] = 00005000,,, then after execution of CLR.L (A0) +, the 16-bit contents 
of each of the memory locations 005000,, and 005002,, are cleared to zero and [AQ] = 
00005000 + 4 = 00005004. The postincrement mode is typically used with memory arrays 
stored from LOW to HIGH memory locations. For example, to clear 1000,, words starting 
at memory location 003000,, and above, the following instruction sequence can be used: 


MOVE.W #$1000, D0 $ Load length of data into DO 
MOVEA.L $900003000,A0 ; Load starting address into AO 
REPEAT CLR.W (AQ) + i Clear a location pointed to 
; by AO and increment AO by 2 
SUBQ.W #1,D0 ; Decrement DO by 1 
BNE.B REPEAT ; Branch to REPEAT if 2 = 0; 


H otherwise, go to next instruction 

Note that the symbol # in the above is used by the Motorola assember to indicate 
the immediate mode. This will be discussed later in this section. Also, note that CLR. W 

(A0) + automatically points to the next location by incrementing AO by 2 after clearing a 
memory location. 

The predecrement address register indirect mode, on the other hand, decrements 
an address register by 1 for byte, 2 for word, and 4 for long word before using a register. 
For example, consider CLR. W  - (A0). If [A0] = $00002004, then the content of AO is 
first decremented by 2—that is, [AO] = 00002002,,. The content of memory location 
002002 is then cleared to zero. The predecrement mode is used with arrays stored from 
HIGH to LOW memory locations. For example, to clear 1000,, words starting at memory 
location 004000,, and below, the following instruction sequence can be used: 

MOVE.W #91000, D0 ; Load length of data into DO 
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MOVEA.L $5800004002,A0 7; Load starting address plus 2 into AO 
REPEAT CLR.W - (A0) $ Decrement A0 by 2 and clear memory 
; location addressed by AO 
SUBQ.W $1,D0 i Decrement DO by 1 
BNE.B REPEAT ; If Z2 = 0, branch to REPEAT 


RE í otherwise, go to next instruction 

In this instruction sequence, CLR.W - (A0) first decrements AO by 2 and then 
clears the location. Because the starting address is 004000,,, AO must initially be loaded 
with 00004002,,. It should be pointed out that the predecrement and postincrement modes 
can be combined in a single instruction. A typical example is MOVE.W | (A5) *,- (A3). 

The two other address register modes provide accessing of the tables by allowing 
offsets and indexes to be included with an indirect address pointer. The address register 
indirect with offset mode determines the effective address by adding a 16-bit signed integer 
to the contents of an address register. For example, consider MOVE.W $10(A5),D3 
in which the source operand is in address register indirect with offset mode. If [A5] = 
00002000,, and [002010],, = 0014,,, then, after execution of MOVE.W $10 (A5), D3, 
register D3.W will contain 0014,,. 

The indexed register indirect with offset mode determines the effective address by 
adding an 8-bit signed integer and the contents of a register (data or address register) to the 
contents of an address (base) register. This mode is usually used when the offset from the 
base address register needs to be varied during program execution. The size of the index 
register can be a signed 16-bit integer or an unsigned 32-bit value. As an example, consider 
MOVE.W $10(A4,D3.W) , DA in which the source is in the indexed register indirect with 
offset mode. Note that in this instruction A4 is the base register and D3.W is the 16-bit 
index register (sign-extended to 32 bits). This register can be specified as 32 bits by using 
D3.L in the instruction, and 10,, is the 8-bit offset that is sign-extended to 32 bits. If [A4] 
= 00003000,,, [D3. W] = 0200,,, and [003210,,] = 0024,,, then this MOVE instruction will 
load 0024,, into the low 16 bits of register D4. 

The address register indirect with offset mode can be used to access a single table. 
The offset (maximum 16 bits) can be the starting address of the table (fixed number), and 
the address register can hold the index number in the table to be accessed. Note that the 
starting address plus the index number provides the address of the element to be accessed 
in the table. For example, consider MOVE.W $3400 (A5) , D1. If A5 contains 04, then 
this MOVE instruction transfers the contents of 3404 (i.e. the fifth element, 0 being the 
first element) into the low 16 bits of DI. The indexed register indirect with offset mode, 
on the other hand, can be used to access multiple tables. Here, the offset (maximum 8 bits) 
can be the element number to be accessed. The address register pointer can be used to 
hold the starting address of the table containing the lowest starting address, and the index 
register can be used to hold the difference between the starting address of the table being 
accessed and the table with the lowest starting address. For example, consider three tables, 
with table 1 starting at 002000,,, table 2 at 003000,,, and table 3 at 004000,,. To transfer 
the seventh element (0 being the first element) in table 2 to the low 16 bits of register DO, 
the instruction MOVE.W $06(A2, D1.W),DO can be used, where [A2] = the starting 
address of the table with the lowest address (= 002000,, in this case) and [D1],,, 444, = the 
difference between the starting address of the table being accessed and the starting address 
of the table with the lowest address = 003000,, - 002000,, = 1000,,. Therefore, this MOVE 
instruction will transfer the contents of address 003006,, (the seventh element in table 2) 
to register DO. The indexed register indirect with offset mode can also be used to access 
two-dimensional arrays such as matrices. 
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10.4.3 Absolute Addressing 

In this mode, the effective address is part of the instruction. The 68000 has two modes: 
absolute short addressing, in which a 16-bit address is used (the address is sign-extended 
to 24 bits before use), and absolute long addressing, in which a 24-bit address is used. 
For example, consider ADD | $2000, D2 as an example of the absolute short mode. If 
($002000] = 0012,, and [D2.W] = 0010,,, then, after executing ADD $2000, D2 , register 
D2.W will contain 0022,,. The absolute long addressing mode is used when the address 
size is more than 16 bits. For example, MOVE.W $240000,D5 loads the 16-bit contents 
of memory location 240000, into the low 16 bits of DS. The absolute short mode includes 
an address ADDR in the range of 0 s ADDR x $7FFF or $FF8000 x ADDR s $FFFFFF. 
Note that a single instruction may use both short and long absolute modes, depending on 
whether the source or destination address is less than, equal to, or greater than the 16-bit 
address. A typical example is MOVE.W $500002,$1000. Also, note that the absolute 
long mode must be used for MOVE to or from address $008000. For example, MOVE. 

W $8000,D1 will move the 16-bit contents of location $FF8000 to D1 while MOVE.W 
$008000,D1 will transfer the 16-bit contents of address $008000 to D1. 


10.4.4 Program Counter Relative Addressing 

The 68000 has two program counter relative addressing modes: relative with offset and 
relative with index and offset. In the relative with offset mode, the effective address is 
obtained by adding the contents of the current PC with a signed 16-bit displacement. This 
mode can be used when the displacement needs to be fixed during program execution. 
Typical branch instructions such as BEQ, BRA, and BLE use the relative with offset 
mode. This mode can also be used by some other instructions. For example, consider 
ADD $30 (PC) , D5, in which the source operand is in the relative with offset mode. Now 
suppose that the current PC contents is $002000, the content of 002030,, is 0005, and the 
low 16 bits of DS contain 0010,,. Then, after execution of this ADD instruction, D5 will 
contain 0015.. 

In the relative with index and offset mode, the effective address is obtained by 
adding the contents of the current PC, a signed 8-bit displacement (sign-extended to 32 
bits), and the contents of an index register (address or data register). The size of the index 
register can be 16 or 32 bits wide. For example, consider ADD.W $4(PC,DO.W),D2. 
If [D2] = 00000012,,, [PC] = 002000,,, [D0],, 16 bits = 001016, and [002014] = 0002,,, then, 
after this ADD, [D2],, 16 bits = 001416- This mode is used when the displacement needs to be 
changed during program execution by modifying the content of the Index register. 

An advantage of the relative mode is that the destination address is specified 
relative to the address of the instruction after the instruction. Since the 68000 instructions 
with relative mode do not contain an absolute address, the program can be placed anywhere 
in memory which can still be excuted properly by the 68000. A program which can be 
placed anywhere in memory, and can still run correctly is called a “relocatable” program. 
It is a good practice to write relocatable programs. 


10.4.5 Immediate Data Addressing 

Two immediate modes are available with the 68000: immediate and quick immediate modes. 
In immediate mode, the operand data is constant data, which is part of the instruction. For 
example, consider ADDI.W #$0005,D0. If [DO.W] = 0002,,, then, after this ADDI 
instruction, [D0.W] = 0002,, + 0005,, = 0007,,. Note that the # symbol is used by Motorola 
to indicate the immediate mode. Quick immediate (ADD or SUBTRACT) mode allows 
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TABLE 10.3 68000 Addressing Modes — Functional Categories 


Addressing Category 

Addressing Modes Data Memo Control Alterable 
Data register direct X - - 
Address register direct - 
Address register indirect X 
Address register indirect X 
with postincrement 
Address regisiter indirect X X - 

X X 


X 


pA» PS X 


with predecrement 
Address register indirect 
with displacement 
Address register indirect X X X X 
with index 

Absolute short X X X 
Absolute long X X X 
Program counter with X X X 
displacement 

Program counter with X X X - 
index 

Immediate X X - - 


M ox 


PX X 


one to increment or decrement a register or a memory location (.B, .W, .L) by a number 
from 0 to 7. For example, ADDQ.B #1, DO increments the low 8-bit contents of DO by 1. 
Note that immediate data, 1 is inherent in the instruction. That is, data 0 to 7 is contained in 
the three bits of the instruction. Note that ADDQ.B #0,Dn is similar to NOP instruction. 


10.4.6 Implied Addressing 
The instructions using implied addressing mode do not require any operand, and registers 
such as PC, SP, or SR are referenced in these instructions. For example, RTS returns to 
the main program from a subroutine by placing the return address into PC using the PC 
implicitly. : 

It should be pointed out that in the 68000 the first operand of a two-operand 
instruction 1s the source and the second operand is the destination. Recall that in the case 
of the 8086, the first operand is the destination and the second operand is the source. 


10.5 Functional Categories Of 68000 Addressing Modes 


All of the 68000 addressing modes in Table 10.2 can be further divided into four functional 

categories as shown in Table 10.3. 

+ Data Addressing Mode. An addressing mode is said to be a data addressing mode if it 
references data objects. For example, all 68000 addressing modes except the address 
register direct mode fall into this category. 

© Memory Addressing Mode. An addressing mode capable of accessing a data item 
stored in memory is classified as a memory addressing mode. For example, the data 
and address register direct addressing modes cannot satisfy this definition. 

© Control Addressing Mode. This refers to an addressing mode that has the ability to 
access a data item stored in memory without the need to specify its size. For example, 
all 68000 addressing modes except the following are classified as control addressing 
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TABLE 10.4 Some of the 68000 Instructions affecting Conditional codes. 


Instruction X N Z V C 
ABCD 4 U "4 U — 
ADD, ADDI, ADDQ, ADDX y v/ v v Y 
AND, ANDI — Y v 0 0 
ASL, ASR "A va Y v Y 
BCHG, BCLR, BSET, BTST — — Y = = 
CHK — 4 U U U 
CLR -— 0 l 0 0 
CMP, CMPA, CMPT, CMPM — v Y v v 
DIVS, DIVU ue Y "4 v 0 
EOR, EORI — "A v 0 0 
EXT — "A v 0 0 
LSL, LSR v Y v 0 "4 
MOVE (ea), (ea) =- "A v 0 0 
MOVE TO CCR m d "d c Y v 
MOVE TO SR v v "4 v "4 
MOVEQ = v v 0 0 
MULS, MULU = v v 0 0 
NBCD 4 U v U Y 
NEG, NEGX Y "4 v Yl v 
NOT -— Y Y 0 0 
OR; ORT ~ v v/ 0 0 
ROL, ROR - s v 0 v 
ROXL, ROXR v Y v 0 "4 
RTE, RTR v Y v Y Y 
SBCD "4 U Y U v 
STOP vá v v v Y 
SUB, SUBI, SUBQ, SUBX v 7 " yl v 
SWAP — Y v 0 0 
TAS — vA "A 0 0 
TST — "4 "A 0 0 





v Affected, — Not Affected, U Undefined 
Note: ADDA, B.., and RTS do not affect flags. 


modes: data register direct, address register direct, address register indirect with 
postincrement, address register indirect with predecrement, and immediate. 

* Alterable Addressing Mode. If the effective address of an addressing mode is written 
into, then that mode is an alterable addressing mode. For example, the immediate and 
the program counter relative addressing modes will not satisfy this definition. 


10.6 68000 Instruction Set 


The 68000 instruction set contains 56 basic instructions. Table 10.4 lists some of the 
instructions affecting the condition codes. Appendices D and G provide the 68000 
instruction execution times and the instruction set (alphabetical order), respectively. 

The 68000 instructions can be classified into eight groups as follows: 
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TABLE 10.5 68000 Data Movement Instructions 


Instruction Size Comment 

EXG Rx, Ry L Exchange the contents of two registers. Rx or Ry can be 
any address or data register. 

No flags are affected. 

LEA (EA), An I The effective address (EA) is calculated using the 
particular addressing mode used and then loaded into 
the address register. (EA) specifies the actual data to be 
loaded into An. 

LINK An, #-displacement Unsized The current contents of the specified address register 
are pushed onto the stack. After the push, the address 
register is loaded from the updated SP. Finally, the 16- 
bit sign-extended displacement is added to the SP. A 
negative displacement is specified to allocate stack. 

MOVE (EA), (EA) B,W,L  (EA)s are calculated by the 68000 using the specific 
addressing mode used. (EA)s can be register or memory 
location. Therefore, data transfer can take place between 
registers, between a register and a memory location, and 
between different memory 
locations. Flags are affected. For byte-size operation, 
address register direct is not allowed. An is not allowed 
in the destination (EA). The source (EA) can be An for 
word or long word transfers. 





MOVEM reg list, (EA) or W,L Specified registers are transferred to or from consecutive 

(EA), reg list memory locations starting at the location specified by 
the effective address. 

MOVEP Dn, d (Ay) or W,L Two (W) or four (L) bytes of data are transferred 

d (Ay), Dn between a data register and alternate bytes of memory, 


starting at the location specified and incrementing by 2. 
The high-order byte of data is transferred first, and the 
low-order byte is transferred last. 

This instruction has the address register indirect with 
displacement only mode. 


MOVEO £ data, Dn L This instruction moves the 8-bit inherent data into the 
specified data register. The data is then sign-extended 
to 32 bits. 

PEA (EA) L Computes an effective address and then pushes the 32- 
bit address onto the stack. 

SWAP Dn W Exchanges 16-bit halves of a data register. 

UNLK An Unsized An -> SP; (SP) + — An 


e (EA) in LEA (EA), An can use all addressing modes except Dn, An, (An) +, - (An), 
and immediate. 

e Destination (EA) in MOVE (EA), (EA) can use all modes except An, relative, and 
immediate. 

e Source (EA) in MOVE (EA), (EA) can use all modes. 

e Destination (EA) in MOVEMreg list, (EA) can use all modes except, An, (An)-+, relative, 
and immediate. 

e Source (EA) in MOVEM (EA), reg list can use all modes except Dn, An,— (An), and 
immediate. 


e (EA) in PEA (EA) can use all modes except, An, (An)+, — (An), and immediate. 
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Data movement instructions 
Arithmetic instructions 

Logical instructions 

Shift and rotate instructions 

Bit manipulation instructions 
Binary-coded decimal instructions 
Program control instructions 
System control instructions 


Ba M dx ooo pcs 


10.6.1 Data Movement Instructions 

These instructions allow data transfers from register to register, register to memory, memory 
to register, and memory to memory. In addition, there are also special data movement 
instructions such as MOVEM (move multiple registers). Typically, byte, word, or long word 
data can be transferred. A list of the 68000 data movement instructions is given in Table 
10.5. Let us now explain the data movement instructions. 


MOVE Instructions 

The format for the basic MOVE instruction is MOVE . S (EA), (EA), where S = L, 
W, or B. (EA) can be a register or memory location, depending on the addressing mode 
used. Consider MOVE.B D3,D]1, which uses the data register direct mode for both the 
source and destination. If [D3.B] = 05,, and [D1.B] = 01,,, then, after execution of this 
MOVE instruction, [D1.B] = 05,, and [D3.B] = 05,,. 

There are several variations of the MOVE instruction. For example MOVE . W CCR, 
(EA) moves the contents of the low-order byte of SR (i.e., CCR) to the low-order byte of 
the destination operand; the upper byte of SR is considered to be zero. The source operand 
is a word. Similarly, MOVE . W (EA), CCR moves an 8-bit immediate number, or low-order 
8-bit data, from a memory location or register into the condition code register; the upper 
byte is ignored. The source operand is a word. Data can also be transferred between (EA) 
and SR or USP (A7) using the following privileged instructions: 

MOVE.W (EA), SR 
MOVE.W SR,(EA) 
MOVE.L A7, An 
MOVE.L An, A7 

MOVEA.W or. L (EA), An can be used to load an address into an address register. 
Word-size source operands are sign-extended to 32 bits. Note that (EA) is obtained by 
using an addressing mode. As an example, MOVEA.W #$2000, A5 moves the 16-bit 
word 2000,, into the low 16 bits of A5 and then sign-extends 2000,, to the 32-bit number 
00002000,,. Note that sign extension means extending bit 15 of 2000,, from bit 16 through 
bit 31. As mentioned before, sign extension is required when an arithmetic operation 
between two signed binary numbers of different sizes 1s performed. The (EA) in MOVEA 
can use all addressing modes. 

The MOVEM instruction can be used to push or pop multiple registers to or from 
the stack. For example, MOVEM.L D0-D7/A0-A6,- (SP) saves the contents of all 
eight data registers and seven address registers in the stack. This instruction stores address 
registers in the order A6—A0 first, followed by data registers in the order D7--D0, regardless 
of the order in the register list. MOVEM . L (SP) +, D0-D7/A0-A6 restores the contents of 
the registers in the order D0-D7, A0—A6, regardless of the order in the register list. 

The MOVEM instruction can also be used to save a set of registers in memory. In 
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addition to the preceding predecrement and postincrement modes for the effective address, 
the MOVEM instruction allows all the control modes. If the effective address is in one of 
the control modes, such as absolute short, then the registers are transferred starting at the 
specified address and up through higher addresses. The order of transfer is from DO to D7 
and then from AO to A6. For example, MOVEM.W A5/D1/D3/A1-A3,52000 transfers 
the low 16-bit contents of D1, D3, Al, A2, A3, and AS to locations $2000, $2002, $2004, 
$2006, $2008, and $2004, respectively. 

The MOVEQ.L #$d8, Dn instruction moves the immediate 8-bit data into 
the low byte of Dn. The 8-bit data is then sign-extended to 32 bits. This is a one-word 
instruction. For example, MOVEQ.L #$8F,D5 moves $FFFFFFSF into DS. 

To transfer data between the 68000 data registers and 6800 (8-bit) peripherals, 
the MOVEP instruction can be used. This instruction transfers 2 or 4 bytes of data between 
a data register and alternate byte locations in memory, starting at the location specified 
and incrementing by 2. Register indirect with displacement is the only addressing mode 
used with this instruction. If the address is even, all transfers are made on the high-order 
half of the data bus; if the address is odd, all transfers are made on the low-order half of 
the data bus. The high-order byte to/from the register is transferred first, and the low-order 
byte is transferred last. For example, consider MOVEP.L $0020(A2),D1. If [A2] = 
$00002000, [002020,,] = 02, [002022,,] = 05, [002024,,] = 01, and [002026,,] = 04, then, 
after execution of this MOVEP instruction, D1 will contain 02050104.. 


EXG and SWAP Instructions 

The EXG.L Rx, Ry instruction exchanges the 32-bit contents of Rx with that of Ry. The 
exchange is between two data registers, two address registers, or an address register and 
a data register. The EXG instruction exchanges only 32-bit-long words. The data size (L) 
does not have to be specified after the EXG instruction because this instruction has only one 
data size (L) and it is assumed that the default 1s this single data size. No flags are affected. 
The SWAP.W Dn instruction, on the other hand, exchanges the low 16 bits of Dn with the 
high 16 bits of Dn. All condition codes are affected. 


LEA and PEA Instructions 

The LEA.L (EA), An instruction moves an effective address (EA) into the specified 
address register. The (EA) can be calculated based on the addressing mode of the source. 
For example, LEA | $00256022, A5 moves $00256022 into AS. This instruction is 
equivalent to MOVEA.L 4$00256022,A5. Note that $00256022 is contained in PC. It 
should be pointed out that the LEA instruction is very useful when address calculation is 
desired during program execution. The (EA) in LEA specifies the actual data to be loaded 
into An, whereas the (EA) in MOVEA specifies the address of actual data. For example, 
consider LEA $04 (A5, D2.W),A3. If [A5] = 00002000,, and [D2] = 0028,,, then 
the LEA instruction moves 0000202C,, into A3. On the other hand, MOVEA 504 (A5, 
D2.W), A3 moves the contents of 00202C,, into A3. Therefore, it is obvious that if 
address calculation is required, the instruction LEA is very useful. 

The PEA.L (EA) computes an effective address and then pushes it on to the 
Supervisor stack (S=1) or User stack (S=0). This instruction can be used when the 16- 
bit address in absolute short mode is required to be pushed onto the stack. For example, 
consider PEA.L $9000 in the user mode. If [A7]=$00003006, then $9000 is sign-extended 
to 32 bits (SFFFF9000). The low-order 16 bits ($9000) are pushed at $003004, and the high 
order 16 bits ($FFFF) are pushed at $003002. 
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FIGURE 10.4 A Execution of the LINK instruction 
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LINK and UNLK Instructions 

Before calling a subroutine, the main program quite often transfers the values of certain 
parameters to the subroutine. It is convenient to save these variables onto the stack before 
calling the subroutine. These variables can then be read from the stack and used by the 
subroutine for computations. The 68000 LINK and UNLK instructions are used for this 
purpose. In addition, the 68000 LINK instruction allows one to reserve temporary storage 
for the local variables of a subroutine. This storage can be accessed as needed by the 
subroutine and can be released using UNLK before returning to the main program. The 
LINK instruction is usually used at the beginning of a subroutine to allocate stack space for 
storing local variables and parameters for nested subroutine calls. The UNLK instruction is 
usually used at the end of a subroutine before the RETURN instruction to release the local 
area and restore the stack pointer contents so that it points to the return address. 

The LINK An, #- displacement instruction causes the current contents of the 
specified An to be pushed onto the system stack. The updated SP contents are then loaded 
into An. Finally, a sign-extended twos complement displacement value is added to the SP. 
No flags are affected. For example, consider LINK A5, #-$100. If [A5] = 00002100, 
and [USP] = 00004104,,, then after execution of the LINK instruction, the situation shown 
in Figure 10.4 occurs. This means that after the LINK instruction, [A5] = $00002100 is 
pushed onto the stack and the [updated USP] = $004100 is loaded into A5. USP is then 
loaded with $004000 and therefore 100,, locations are allocated to the subroutine at the 
beginning of which this particular LINK instruction can be used. Note that A5 cannot be 
used in the subroutine. 

The UNLK instruction at the end of this subroutine before the RETURN instruction 
releases the 100,, locations and restores the contents of AS and USP to those prior to using 
the LINK instruction. For example, UNLK A5 will load [A5] = $00004100 into USP 
and the two stack words $00002100 into A5. USP is then incremented by 4 to contain 
$00004104. Therefore, the contents of A5 and USP prior to using the LINK instruction are 
restored. 

In this example, after execution of the LINK, addresses $0003FF and below can 
be used as the system stack. One hundred (Hex) locations starting at $004000 and above 
can be reserved for storing the local variables of the subroutine. These variables can then 
be accessed with an address register such as A5 as a base pointer using the address register 
indirect with displacement mode. MOVE .W d (A5) , D1 forread and MOVE.W D1,d (A5) 
for write are typical examples. 


The use of LINK and UNLK can be illustrated by the following subroutine structure: 
SUBR LINK A2, 4-50 h Allocate 50 bytes 
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UNLK A2 ; Restore original values 
RTS ; Return to subroutine 
The LINK instruction is used in this case to allocate 50 bytes for local variables. 
At the end of the subroutine, UNLK A2 is used before RTS to restore the original values of 
the registers and the stack. RTS returns program execution in the main program. 


10.6.2 Arithmetic Instructions 

These instructions allow: 

e §8-, 16-, or 32-bit additions and subtractions. 

e 16-bit by 16-bit multiplication (both signed and unsigned) and 32-bit by 16-bit division 
(both signed and unsigned) 

e Compare, clear, and negate instructions. 

* Extended arithmetic instruction for performing multiprecision arithmetic. 

¢ Test (TST) instruction for comparing the operand with zero. 


* Testandset(TAS) instruction, which canbe used for synchronization in a multiprocessor 
system. 
The 68000 arithmetic instructions are summarized in Table 10.6. Let us now 
explain the arithmetic instructions. 


TABLE 10.6 68000 Arithmetic Instructions 


Instruction Size Operation 





Addition and Subtraction Instructions 


ADD (EA), (EA) B,W,L | (EA) * (EA) ^ (EA) 
ADDI #Data, (EA) B,W,L (EA) + data — (EA) 
ADDO #d,, (EA) B,W,L  (EA)+d,— (EA) 
d, can be an integer from 0 to 7 
ADDA (EA), An W,L An + (EA) — An 
SUB (EA), (EA) B,W,L  (EA)- (EA) — (EA) 
SUBI £ data, (EA) B,W,L  (EA)- data —^ EA 
SUBQ £Zd,, (EA) B,W,L  (EA)-d,— EA 
d, can be an integer from 0 to 7 
SUBA (EA), An W,L An — (EA) — An 
Multiplication and Division Instructions 
MULS (EA), Dn W (Dn), * (EA), > (Dn), 
(signed multiplication) 
MULU (EA), Dn W (Dn, * (EA), ^ (Dn) 


(unsigned multiplication) 


DIVS (EA), Dn W (Dn), / (EA), — (Dn) 
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(signed division, high word of Dn contains 
remainder and low word of Dn contains the 
quotient) 


(Dn); / (EA), = (Dn), 


(unsigned division, remainder is in high word of 
Dn and quotient is in low word of Dn) 


DIVU (EA), Dn W 


Compare, Clear, and Negate Instructions 


CMP (EA), Dn B,W,L Dn - (EA) — No result. Affects flags. 
CMPA (EA), An W.L An - (EA) —> No result. Affects flags. 
CMPI # data, B,W,L (EA) ~ data — No result. Affects flags. 
(EA) 

CMPM (Ay) +, B,W,L (Ax)+ — (Ay) —> No result. Affects flags. 

(Ax) * 

CLR (EA) B,W,L 0 — (EA) 

NEG (EA) B,W,L 0- (EA) —(EA) 

Extended Arithmetic Instructions 

ADDX Dy,Dx B,W,L Dx + Dy + X — Dx 

ADDX ~ (Ay), B, W, L — (AX) + - (Ay) + X — (Ax) 

— (Ax) 

EXT Dn W.L If size is W, then sign extend low byte of Dn to 16 
bits. If size is L, then sign extend low 16 bits of Dn 
to 32 bits. 

NEGX (EA) B,W,L 0 — (EA) - X — (EA) 

SUBX Dy,Dx B,W,L Dx - Dy - X ^ Dx 

SUBX - (Ay), B,W,L — (Ax) —— (Ay) - X — (Ax) 

- (Ax) 

Test Instruction 
TST (EA) B,W,L (EA) - 0 — Flags are affected. 
Test and Set Instruction 
TAS (EA) B If (EA) = 0, then set Z = 1; else Z=0,N=1 


and then always set bit 7 of (EA) to 1. 





NOTE: If source (EA) in the ADDA or SUBA instruction is an address register, the operand 
length is WORD or LONG WORD. 
(EA) in any instruction is calculated using the addressing mode used. 
All instructions except ADDA and SUBA affect condition codes. 
e Source (EA) in the above ADD, ADDA, SUB, and SUBA can use all modes. Destination 
(EA) in the above ADD and SUB instructions can use all modes except An. relative, 
and immediate. 


e Destination (EA) in ADDI and SUBI can use all modes except An. relative, and 
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immediate. 


Destination (EA) in ADDQ and SUBQ can use all modes except relative and 
immediate. 


(EA) in all multiplication and division instructions can use all modes except An. 
Source (EA) in CMP and CMPA instructions can use all modes. 

Destination (EA) in CMPI can use all modes except An, relative, and immediate. 
(EA) in CLR and NEG can use all modes except An, relative, and immediate. 
(EA) in NEGX can use all modes except An, relative and immediate. 

(EA) in TST can use all modes except An, relative, and immediate. 

(EA) in TAS can use all modes except An, relative, and immediate. 


Addition and Subtraction Instructions 


Consider ADD. W $122000, DO. If [122000,,] =0012,, and [DO] = 0002,,, then, after 
execution of this ADD, the low 16 bits of DO will contain 0014,,. C = 0 (No Carry), X 
= 0 (Same as C), V=0 (No Overflow since previous Carry and the final Carry are the 
same), N = 0 (Most Significant Bit of the result is 0), Z = 0 (Nonzero result). 


The ADDI instruction can be used to add immediate data to a register or memory 
location. The immediate data follows the instruction word. For example, consider 
ADDI.W #$0012,$100200. If [100200,,] = 0002,,, then, after execution of this 
ADDI, memory location 100200,, will contain 0014,,. 


ADDQ adds a number from 0 to 7 to the register or memory location in the destination 
operand. This instruction occupies 16 bits, and the immediate data 0 to 7 is specified 
by 3 bits in the instruction word. For example, consider ADDQ.B #2,D1. If [D]],, 
byte ^ 20,6; then, after execution of this ADDQ, the low byte of register D1 will contain 
22:5 | 

All subtraction instructions subtract the source from the destination. For example, 
consider SUB.W D2, $122200. If [D2],,, wor = 0003,, and [122200,,] = 0007,,, then, 
after execution of this SUB, memory location 122200,, will contain 0004... 


SUBX.B DI,D2 subtracts the source byte (D1.B) plus the X-bit (same as the Carry 
flag) from the destination byte (D2.B); the result is stored in the destination byte, no 
other bytes of the destination register are affected. All condition codes are affected. 
For example, if [D2.L] = 2AB10003,,, [D1.L] = A2345602,, and X = C = 1, then, after 
SUBX.B D1,D2, the contents of D2.B = 03 - 02 - 1 = 00, [D2.L] = 2AB10000,,. 

1111 1111< Intermediate Carries 
Using two’s complement subtraction, [D2.B] = 0000 0011 (+3) 
Add two’s complement of 3 (D1.B plus Carry) = +1111 1101 (-3) 

Final Carry —>1 0000 0000 

Final carry is one's complemented after subtraction to reflect the correct borrow. 
Hence, C = 0. 
Also, X = 0 (Same as C), Z = 1 (Zero Result), N = 0 (Most Significant of the result is 
zero, and V= C,  C,-1G1-0. 
Consider SUBI.W $3,D0.If[DO0],, wog = 0014, then, after execution of this SUBI, 
DO will contain 001 1,,. Note that the same result can be obtained by using a SUBQ.W 
#3, DO. However in this case, the data item 3 is inherent in the instruction word. 
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Multiplication and Division Instructions 


The 68000 instruction set includes both signed and unsigned multiplication of 


integer numbers. 


MULS (EA), Dn multiplies two 16-bit signed numbers and provides a 32-bit result. 
For example, consider MULS #-2, D5. If[D5.W] =0003,,, then, after this MULS, D5 
will contain the 32-bit result FFFFFFFA,,, which is -6 in decimal. 

MULU (EA), Dn performs unsigned multiplication. Consider MULU (AO) , D1. If [A0] 
= 00102000,,, [102000,,] = 0300,, and [D1.W] = 0200,,, then, after this MULU, D1 
will contain the 32-bit result 00060000,,. 


Consider DIVS #2, D1.If[D1] 7 -5,, = FFFFFFFB,, then, after this DIVS, register 


D1 will contain 
DI] FFFF FFFE 


16-bit 16-bit 
remainder = quotient = 
Tho 72i 


Note that in the 68000, after DIVS, the sign of remainder is always the same as the 
dividend unless the remainder is equal to zero. Therefore, in this example, because 
the dividend is negative (-5,,.), the remainder is negative (-1,,). Also, division by zero 
causes an internal interrupt automatically. A service routine can be written by the 
user to indicate an error. N = 1 if the quotient is negative, and V = 1 if there is an 
overflow. 


DIVU is the same as the DIVS instruction except that the division is unsigned. For 
example, consider DIVU #4, D5. If [D5]2 14,4 = 00000000E,,, then after this DI VU, 
register D5 will contain 


D5 
16-bit 16-bit quotient 
remainder 
As with the DIVS instruction, division by zero using DIVU causes a trap (internal 
interrupt). 


Compare, Clear, and Negate Instructions 


The Compare (CMP) instruction subtracts source from destination providing no 
result of subtraction; all condition codes are affected based on the result. Note that 
the SUBTRACT instruction provides the result and also affects the Condition Codes. 
Consider CMP.B D3,D0. If prior to execution of the instruction, [D0.B] = $40 
and [D3.B] = $30 then after execution of CMP.B D3, DO, the condition codes are as 
follows: C = 0, X 0, Z=0, N = 0, and V = 0. Suppose it is desired to find the number 
of matches for an 8-bit number in a 68000 register such as D5.B in a data array (stored 
from low to high memory) of 50 bytes in memory pointed to by AO. The following 
instruction sequence with CMP.B (A0)-*,D5 rather than SUB. B (A0) *, D5 can 
be used : 


CLR.B DO ; Clear DO.B to 0, DO.B to hold number of matches 
MOVE.B #50,D1 ; Initialize array count 
START  CMP.B (A0)+,D5 ; Compare the number to be matched in D5 
BNE DECR ; with a data byte in the array. If there 
ADDQ.B #1,D0 ; is a match, Z-1 and increment DO. 
DECR SUBQ.B #1,D1 ; Decrement Dl by 1, go back to START if 


BNE START 205m DL Z= 1, go to the next 
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; instruction 
; DO.B contains the number of matches 


Inthe above, if SUB.B (A0) *,D5 were used instead of CMP.B (A0)+, D5, 
the number to be matched needs to be loaded after each subtraction because the contents 
of D5.B would have been lost after each SUB. Since we are only interested in the match 
rather than the result, CMP.B (A0)+,D5 insteadof SUB.B (A0O)+,D5 should be 
used in the above. 


è The 68000 instruction set includes a memory to memory COMPARE instruction. 
For example, CMPM.W (A0)-, (A1) +. If [AO] = 00100000,,, [A1] = 00200000,,, 
[100000,,] = 0005,,, and [200000,,] = 0006,,, then, after this CMPM instruction, N = 0, 
C=0,X=0, V=0, Z=0, [A0] = 00100002,,, and [A1] = 00200002.. 

* CLR.L D5 clears all 32 bits of DS to zero. 

e Consider NEG.W (A0). If[A0] = 00200000, and [200000] = 5,,, then after this NEG 
instruction, the low 16 bits of location 200000,, will contain FFFB,,. 


Extended Arithmetic Instructions 


e The ADDX and SUBX instruction can be used in performing multiprecision arithmetic 
because there are no ADDC (add with carry) or SUBC (subtract with borrow) instructions. 
For example, in order to perform a 64-bit addition, the following two instructions can 


be used: 
ADD.L DO,D5 ;Add low 32 bits of data and store in D5. 
ADDX.L D1,D6 ;Add high 32 bits of data along with any carry from 


;the low 32-bit addition and store result in D6. 
Note that in this example, D1DO contain one 64-bit number and D6D5 contain the 
other 64-bit number. The 64-bit result is stored in D6D5. 

* Consider EXT.W D2. If [D2],,,,, = F3,, then, after the EXT, [D2],, word = FFF3,. 

e An example of sign extension is that, to multiply a signed 8-bit number by a signed 
16-bit number, one must first sign-extend the signed 8-bit into a signed 16-bit number 
and then the instruction IMUL can be used for 16 x 16 signed multiplication. For 
unsigned multiplication of a 16-bit number by an 8-bit number, the 8-bit number must 


be zero extended to 16 bits using logical instruction such as AND before using the 
MUL instruction. 


Test Instruction 

Consider TST.W (AO). If [AO] = 00300000,, and [300000,,] = FFFF,,, then, after the 
TST.W (AO), the operation FFFF,, — 0000,, is performed internally by the 68000, Z is 
cleared to 0, and N is set to 1. The V and C flags are always cleared to 0. 


Test and Set Instruction 
TAS.B (EA) is usually used to synchronize two processors in multiprocessor 
data transfers. For example, consider the two 68000-based microcomputers with shared 


RAM as shown in Figure 10.5. 
1 2 


FIGURE 10.5 Two 680005 interfaced via shared RAM using TAS instruction 
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Suppose that it is desired to transfer the low byte of DO from processor 1 to the 
low byte of D2 in processor 2. A memory location, namely, TRDATA, can be used to 
accomplish this. First, processor 1 can execute the TAS instruction to test the byte in the 
shared RAM with address TEST for zero value. If it is, processor ] can be programmed to 
move the low byte of DO into location TRDATA in the shared RAM. Processor 2 can then 
execute an instruction sequence to move the contents of TRDATA from the shared RAM 
into the low byte of D2. The following instruction sequence will accomplish this: 


Processor 1 Routine Processor 2 Routine 

Proc 1 TAS.B TEST Proc 2. TAS.B TEST 
BNE Proc. BNE Proc. 2 
MOVE.B DO, TRDATA MOVE.B TRDATA, D2 
CLR.B TEST CLRSB. TEST 


Note that in these instruction sequences, TAS. B TEST checks the byte addressed 
by TEST for zero. If [TEST] = 0, then Z is set to 1; otherwise, Z = 0 and N = 1. After 
this, bit 7 of [TEST] is set to 1. Note that a zero value of [TEST] indicates that the shared 
RAM is free for use, and the Z bit indicates this after the TAS is executed. In each of the 
instruction sequences, after a data transfer using the MOVE instruction, [TEST] is cleared 
to zero so that the shared RAM is free for use by the other processor. To avoid testing the 
TEST byte simultaneously by two processors, the TAS is executed in a read-modify-write 
cycle. This means that once the operand is addressed by the 68000 executing the TAS, the 
system bus is not available to the other 68000 until the TAS is completed. 


10.6.3 ^ Logical Instructions 
These instructions include logical OR, EOR, AND, and NOT as shown in Table 10.7. 


* Consider AND. B. #S8F, D0. If prior to execution of this instruction, [D0.B] = $72, 
then after execution of AND.B #$8F, D0, the following result is obtained: 
[DO.B] = $72=0111 0010 
AND $8F= 1000 1111 
[DO.B]-^ 0000 0010 
Z = 0 (Result is nonzero) and N = 0 (Most Significant Bit of the result is 0). C and 
V are always cleared to 0 after logic operation. The condition codes are similarly 
affected after execution of other logical instructions such as OR, EOR, and NOT. 
The AND instruction can be used to perform a masking operation. If the bit value 
in a particular bit position is desired in a word, the word can be logically ANDed 
with appropriate data to accomplish this. For example, the bit value at bit 2 of an 8- 
bit number 0100 1Y10 (where unknown bit value of Y is to be determined) can be 
obtained as follows: 0100 1Y10 -- 8-bit number 
AND 0000 010 0-- Masking data 
000 0 0Y00-- Result 
If the bit value Y at bit 2 is 1, then the result is nonzero (Flag Z=0); otherwise, 
the result is zero (Z=1). The Z flag can be tested using typical conditional JUMP 
instructions such as BEQ (Branch if Z-1) or BNE (Branch if Z=0) to determine 
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TABLE 10.7 . 68000 Logical Instructions 





Instruction Size Operation 
AND (EA), (EA) B,W,L (EA) AND (EA) — (EA); 
(EA) cannot be address register 
ANDI 4 data, (EA) B, W, L (EA) AND # data — (EA); 
(EA) cannot be address register 


ANDI # data, CCR B CCR AND # data ~ CCR 
ANDI # data,,, SR W SR AND# data —> SR 
EOR Dn, (EA) B,W,L |Dn6O(EA)- (EA); 


(EA) cannot be address register 
EORI #data,(EA) B,W,L  (EA)@ # data — (EA); 
(EA) cannot be address register 


NOT (EA) B,W,L One's complement of (EA) — (EA); 
OR (EA), (EA) B,W,L ~~ (EA) OR (EA) ^ (EA); 
(EA) cannot be address register 
ORI # data, (EA) B,W,L (EA) OR # data ^ (EA); 
(EA) cannot be address register 
ORI £ data,, CCR B CCR OR # data, — CCR 
ORI # data,,, SR W SR OR £ data —^ SR 


PP a eee rece Uo) enisi Oe lenire ia la Rc t 


whether Y is 0 or 1. This is called masking operation. The AND instruction can also 
be used to determine whether a binary number is ODD or EVEN by checking 
the Least Significant bit (LSB) of the number (LSB=0 for even and LSB=1 for odd). 
e Consider AND.W D1,D5. If [DI.W] = 0001,, and [D5.W] = FFFF,,, then, after 
execution of this AND, the low 16 bits of both D1 and D5 will contain 0001 ,. 


e Consider ANDI.B #$00,CCR. If [CCR] =01,,, then, after this ANDI, register CCR 
will contain 00,,. 


e Source (EA) in AND and OR can use all modes except An. 
* Destination (EA) in AND or OR or EOR can use all modes except An, relative, and 
immediate. 


e Destination (EA) in ANDI, ORI, and EORI can use all modes except An, relative, and 
immediate. 


e (EA) in NOT can use all modes except An, relative, and immediate. 


e Consider EOR.W #2,D5. If prior to execution of this instruction, [D5.W] = 
$2342, then after execution of EOR.W #2,D5, low 16-bit contents of DS will be 
$2340. AII condition codes are affected in the same manner as the AND instruction. 
The Exclusive-OR instruction can be used to find the ones complement of a binary 
number by XORing the number with all 1’s as follows: 


01011100-- 8-bit number 
XOR 1111111]1-- data 


€—€———————————————————————— — 


1010001 1 -- Result ( Ones Complement ofthe 8-bit number 
01011100) 


e Consider EOR.W D1,D2. If [DI.W] = FFFF,, and [D2.W] = FFFF,,, then, after 
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execution of this EOR, register D2.W will contain 0000,,, and D1 will remain 
unchanged at FFFF s- 


Consider NOT.B D5.]f [D5.B] = 02,, then, after execution of this NOT, the low byte 
of D5 will contain FD,,. 


Consider OR. B. D2,D3. If prior to execution of this instruction, [D2.B] = A2,, 
and [D3.B] = 5D,,, then after exection of OR. B D2,D3, the contents of D3.B are 
FFH. AII flags are affected similar to the AND instruction. The OR instruction can 
typically be used to inserta 1 ina particular bit position of a binary number without 
changing the values of the other bits. For example, a 1 can be inserted using the OR 
instruction at bit number 3 of the 8-bit binary number 0111001 1 without changing 
the values of the other bits as follows: 


01110011 --8-bit number 
OR 00001000 -- data for inserting a 1 at bit number 3 


01111011 -- Result 
Consider ORI #$1002,SR. If [SR] = 111D,,, then after execution of this ORT, 
register SR will contain 11 1F,,. Note that this is a privileged instruction because the 
high byte of SR containing the control bits is changed and therefore, can be executed 
only in the supervisor mode. 


10.6.4 Shift and Rotate Instructions 
The 68000 shift and rotate instruction are listed in Table 10.8. 


All the instructions in Table 10.8 affect N and Z flags according to the result. V is reset 
to zero except for ASL. 


Note that in the 68000 there is no true arithmetic shift left instruction. In true arithmetic 
shifts, the sign bit of the number being shifted is retained. In the 68000, the instruction 
ASL does not retain the sign bit, whereas the instruction ASR retains the sign bit after 
performing the arithmetic shift operation. 


TABLE 10.8 68000 Shift and Rotate Instructions 





Instruction Size Operation 
ASL Dx, D B,W;L 
y C D 0 
x "i 


Shift [Dy] by the number of times to 
left specified in Dx; the low 6 bits of 
Dx specify the number of shifts from 
0 to 63. 

ASL 4 data, Dn B,W,L  |Sameas ASL Dx, Dy, except that 
the number of shifts is specified by 
immediate data from 0 to 7. 

ASL (EA) B,W,L  (EA)is shifted one bit to the left; the 
most significant bit of (EA) goes to x 
and c, and zero moves into the least 
significant bit. 


ASR Dx, Dy 


ASR # data, Dn 
ASR (EA) 


LSL Dx, Dy 


LSL # data, Dn 
LSL (EA) 


LSR Dx, Dy 


LSR # data, Dn 


LSR (EA) 


ROL Dx, Dy 


ROL # data, Dn 


ROL (EA) 
ROR Dx, Dy 


ROR # data, Dn 


ROR (EA) 


B,W,L 


B, W,L 


B, W,L 
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Arithmetically shift [Dy] to the right 
by retaining the sign bit; the low 

6 bits of Dx specify the number of 
shifts from 0 to 63. 

Same as above except the number of 
shifts is from 0 to 7. 

Same as above except (EA) is shifted 
once to the right. 


c D 0 

X c y 
Low 6 bits of Dx specify the number 
of shifts from 0 to 63. 


Same as above except that the 
number of shifts is specified by 
immediate data from 0 to 7. 
(EA) is shifted one bit to the left. 


|| 3, LIE 
y X 


Same as LSL Dx, Dy, except shift is 
to the right. 

Same as above except shift is to the 

right by immediate data from 0 to 7. 


Same as LSL (EA) except shift ts 
once to the right. 


D, 

«-——— 

Low 6 bits of Dx specify the number 
of times [Dy] to be rotated. 

Same as above except that the 
immediate data specifies that [Dn] to 
be rotated from 0 to 7. 

(EA) is rotated one bit to the left. 


€ 


Same as above except the rotate is to 
the right by immediate data from 0 
to 7. 

(EA) is rotated one bit to the right. 
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ROXL Dx, Dy B,W,L 





Low 6 bits of Dx contain the number 
of rotates from 0 to 63. 

ROXL # data, Dn B,W,L Same as above except that the 
immediate data specifies number of 
rotates from O to 7. 





ROXL (EA) B,W,L  (EA)isrotated one bit to the left. 
ROXR Dx, Dy B,W,L 
C 

Low 6 bits of Dx contain the number 
of rotates from 0 to 63. 

ROXR # data, Dn B,W,L Same as above except the rotate is to 
the right by immediate data from 0 
to 7. 

ROXR (EA) B,W,L Same as above except the rotate is 


once to the right. 


° (EA) in ASL, ASR, LSL, LSR, ROL, ROR, ROXL, and ROXR can use all modes except 
Dn, An, relative, and immediate. 


e Consider ASL.W D1,D5. If [D1],, 16 44, = 0002,6 and [DS], 16 vis = OFFO,,, then, 
after this ASL instruction, [D5],, 16 bits = 7FCO,4, C = 0, and X = 0. Note that the sign 
of the contents of D5 is changed from 1 to 0 and, therefore, the overflow is set. The 
sign bit of DS is changed after shifting [D5] twice. For ASL, the overflow flag is 
set to one if the sign bit changes during or after shifting. The contents of D5 are not 
updated after each shift. The ASL instruction can be used to multiply a signed number 
by 2^ by shifting the number n times to the left; the result is correct if V = 0 while 
the result is incorrect if V = 1. Since execution time of the multiplication instruction 
is longer, multiplication by shifting may be more efficient when multiplication of a 
signed number by 2" is desired. 


*  ASRretains the sign bit. For example, consider ASR. W #2, D1. If[D1.W]= FFE2,,, 
then, after this ASR, the low 16 bits of [DI] = FFF8,, C = 1, and X = 1. Note that the 
sign bit is retained. 


e ASL (EA) or ASR (EA) shifts (EA) 1 bit to left or right, respectively. For example, 
consider ASL.W (A0). If [AO] = 00002000,, and [002000,,] = 9001,,, then, after 
execution of this ASL, [002000,,] = 2002,,, X = 1, and C = 1. On the other hand, after 
ASR.W (AO), memory location 002000,, will contain C800,,, C = 1, and X = I. 


e The LSL and ASL instructions are the same in the 68000 except that with the ASL, V 
is set to 1 if the sign of the result is changed from the sign of the original value during 
or after shifting. This will allow one to multiply a signed number by 2^ by shifting 
the number n times to left; the result is correct if V = 0 while the result is incorrect if 
V = 1. Since execution time of the multiplication instruction is longer, multiplication 
by shifting may be more efficient when multiplication of a signed number by 2° is 
desired. 
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TABLE 10.9 — Bit Manipulation Instructions 


Instruction Size Operation 

BCHG Dn, (EA) ) B, A bit in (EA) specified by Dn or immediate data is 

BCHG # data, (EA) tested: the 1’s complement of the bit is reflected in 
both the Z flag and the specified bit position. 

BCLR Dn, (EA) } B,L A bit in (EA) specified by Dn or immediate data is 

BCLR # data, (EA) tested and the 1’s complement of the bit is reflected 
in the Z flag: the specified bit 1s cleared to zero. 

BSET Dn, (EA) ) B,L A bit in (EA) specified by Dn or immediate data is 

BSET # data, (EA) tested and the 1’s complement of the bit is reflected 
in the Z flag: the specified bit 1s then set to one. 

BTST Dn, (EA) ) B,L A bit in (EA) specified by Dn or immediate data is 

BTST # data, (EA) tested. The 1's complement of the specified bit is 


reflected in the Z flag. 
e (EA) in the above instructions can use al] modes except An, relative, and immediate. 
* If (EA) is memory location then data size is byte: if (EA) is Dn then data size is long 
word. 


e Consider LSR.W #3,D1. If [DI.W] = 8000,,, then after this LSR, (DI.W] = 1000,,, 
X — 0, and C =0. 

e Consider ROL.B #2,D2. If [D2.B] = Bl,4, and C = 1, then, after this ROL, the low 
byte of [D2] = C6,, and C = 0. On the other hand, with [D2.B] = B1,, and C = 1, 
consider ROR.B #2, D2. After this ROR, low byte of register D2 will contain 6C,, 
and C = 9. 


e Consider ROXL.W D2,D1. If [D2.W] = 0003,,, [D1.W] = F201,,, C = 0, and X = 1 
then after execution of this ROXL, [D1.W] = 900F,,, C = 1, and X = 1. 


10.6.5 Bit Manipulation Instructions - 
The 68000 has four bit manipulation instructions, and these are listed in Table 10.9. 


e In ali of the instructions in Table 10.9, the ones complement of the specified bit is 
reflected in the Z flag. The specified bit is ones complemented, cleared to 0, set to 1, 
or unchanged by BCHG, BCLR, BSET, or BTST, respectively. In all the instructions in 
Table 10.9, if (EA) is Dn, then the length of Dn is 32 bits; otherwise, the length of the 
destination is one byte memory. 


e Consider BCHG.B #2,$003000. If [003000,,] = 05,,, then, after execution of this 
BCHG, Z = 0 and [003000,,] = 01,,. 

e Consider BCLR.L #3,D1. If [DI] = F210E128,, then after execution of this BCLR, 
register D1 will contain F210E120,, and Z = 0. 

e ConsiderBSET.B #0, (A1).If[A1]=00003000,, and [003000,,] = 00,,, then, after 
execution of this BSET, memory location 003000,, will contain 01,, and Z = 1. 


e Consider BTST.B #2,$002000. If (002000,,] = 02,,, then, after execution of this 
BTST, Z = 1, and (002000,,] = 02,, no other flags are affected. 


10.6.6 — Binary-Coded-Decimal Instructions 

The 68000 instruction set contains three BCD instructions, namely, ABCD for adding, 
SBCD for subtracting, and NBCD for negating. They operate on packed BCD byte(s) and 
provide the result containing one packed BCD byte. These instructions always include the 
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TABLE 10.10 — 68000 Binary Coded Decimal Instructions 


Instruction Operand Size Operation 
ABCD Dy, Dx B [Dx], + [Dy]; + X ^ [Dx] 
ABCD - (Ay), -(Ax) B = (Ax) + — (Ay)io + X > (Ax) 
SBCD Dy, Dx B [Dx]; - [Dy]; - X ^ [Dx] 
SBCD - (Ay), - (Ax) B -(Ax)e- — (Ay)io - X > (Ax) 
NBCD (EA B 0-(EA),,- X — (EA 


¢ (EA) in NBCD can use all modes except An, relative, and immediate. 


extend (X) bit in the operation. The BCD instructions are listed in Table 10.10. 


e Consider ABCD.B D1,D2. If [D1.B] = 25,4, [D2.B] = 15,,, and X = 0, then, after 
execution of this ABCD instruction, [D2.B] = 40,,, X = 0, and Z = 0. 


e Consider SBCD.B  -(A2),- (A3). If [A2] = 00002004,,, [A3] = 00003003 ,,, 
{002003 ,,] = 05,5, [003002,,] = 06,., and X = 1, then after execution of this SBCD 
instruction, [003002,,] = 00,,, X = 0, and Z = 1. 


èe ConsiderNBCD.B (A1). If [A1] = [00003000,,], [003000,,] 705,,, and X = 1, then, 
after execution of this NBCD instruction, [003000,,] = -6,,. 

Note that packed BCD subtraction used in the instructions SBCD and NBCD can be obtained 
by using the concepts discussed in Chapter 2 (Section 2.5.2). 


10.6.7 Program Control Instructions 
These instructions include branches, jumps, and subroutine calls as listed in Table 10.11. 

Consider Bcc d. There are 14 branch conditions. This means that the cc in Bcc 
can be replaced by 14 conditions providing 14 instructions: BCC, BCS, BEQ, BGE, BGT, 
BHI, BLE, BLS, BLT, BMI, BNE, BPL, BVC, and BVS. It should be mentioned that some 
of these instructions are applicable to both signed and unsigned numbers, some can be 
used with only signed numbers, and some instructions are applicable to only unsigned 
numbers. 

After signed arithmetic operations, instructions such as BEQ, BNE, BVS, BVC, 
BMI, and BPL can be used. On the other hand, after unsigned arithmetic operations, 
instructions such as BCC, BCS, BEQ, and BNE can be used. It should be pointed out that if 
V = 0, BPL and BGE have the same meaning, Likewise, if V = 0, BMI and BLT perform 
the same function. 

The conditional branch instruction can be used after typical arithmetic instructions 
such as subtraction to branch to a location if cc is true. For example, consider SUB.W D1, 
D2. Now if [D1] and [D2] are unsigned numbers, then 

BCC d can be used if [D2] > [D1] 
BCS d can be used if [D2] < [D1] 
BEQ d can be used if [D2] =[D1] 
BNE d can be used if [D2] = [D1] 
BHI d can be used if [D2] < [D1] 
BLS d can be used if [D2] < [D1] 

On the other hand, if [D1] and [D2] are signed numbers, the after SUB.W D1, 
D2, the following branch instruction can be used: 

BEQ d can be used 1f [D2] = [D1] 
BNE d can be used if [D2] = [D1] 
BLT d can be used if [D2] < [D1] 
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TABLE 10.11 68000 Program Control Instructions 


Instruction Size 
Bcc d B,W 
BRA d B,W 
BSR d B,W 
DBccDn,d W 


JMP (EA) unsized 


JSR (EA) unsized 


RTR unsized 


RTS unsized 


Scc (EA) B 


Operation 
If condition code cc is true, then PC + d — PC. The PC value is 
current instruction location plus 2. d can be 8- or 16-bit signed 
displacement. If 8-bit displacement is used, then the instruction 
size is 16 bits with the 8-bit displacement as the low byte of 
the instruction word. If 16-bit displacement is used, then the 
instruction size is two words with 8-bit displacement field 
(low byte) in the instruction word as zero and the second word 
following the instruction word as the 16-bit displacement. 
There are 14 conditions such as BCC (Branch if Carry Clear), 
BEQ (Branch if result equal to zero, i.e., Z = 1), and BNE 
(Branch if not equal, i.e., Z = 0). Note that the PC contents will 
always be even since the instruction length is either one word 
or two words depending on the displacement widths. 
Branch always to PC + d where PC value is current instruction 
location plus 2. As with Bcc, d can be signed 8 or 16 bits. 
This is an unconditional branching instruction with relative 
mode. Note that the PC contents are even since the instruction 
is either one word or two words. 
PC — - (SP) 
PC +d — PC 
The address of the next instruction following PC is pushed 
onto the stack. PC is then loaded with PC + d. As before, d 
can be signed 8 or 16 bits. This is a subroutine call instruction 
using relative mode. 
If cc is false, then Dn - 1 — Dn, and if Dn = — 1, then PC + 
2 => PC 
If Dn = — 1 , then PC +d — PC; else PC +2 — PC. 
(EA) —> PC 
This is an unconditional jump instruction which uses control 
addressing mode. 
PC — - (SP) 
(EA) — PC 
This is a subroutine call instruction which uses control 
addressing mode 
(SP) - —^ CCR 
(SP) + —> PC 
Return and restore condition codes 
Return from subroutine 
(SP) + — PC 


If cc is true, then the byte specified by (EA) is set to all ones; 
otherwise the byte is cleared to zero. 


*(EA) in JMP and JSR can use all modes except Dn, An, (An) +, — (An), and 


immediate. 


* (EA) in Scc can use all modes except An, relative, and immediate. 
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BLE d can be used if [D2] x [D1] 
BGT d can be used if [D2] > [D1] 
BGE d can be used if [D2] = [D1] 

Now as a specific example, consider BEQ BEGIN. If current [PC] = 000200,,, 
and BEGIN=$20 then, after execution of this BEQ, program execution starts at 000220,, if 
Z= 1; i£ Z = 6, program execution continues at 000200,,. The instructions BRA and JMP 
are unconditional jump instructions. BRA uses the relative addressing mode, whereas JMP 
uses only control addressing mode. For example, consider BRA.B START. If [PC] = 
000200,,, and START-$40 then, after execution of this BRA, program execution starts at 
000240,,. Now, consider JMP (A1) . If [Al] =00000220,,, then, after execution of this 
JMP, program execution starts at 000220,.. 


è The instructions BSR and JSR are subroutine call instructions. BSR uses the relative 
mode, whereas JSR uses the control addressing mode. Consider the following program 
segment: Assume that the main program uses all registers; the subroutine stores the 
result in memory. 


Main Program Subroutine 
— SUB MOVEM.L D0-D7/A0-A6, - (SP) 


JSR: SUB ds Main body of 
START — "s subroutine 


EE MOVEM.L (SP)+, D0-D7/A0-A6 
RTS 


Here, the JSR SUB instruction calls the subroutine SUB. In response to JSR, the 
68000 pushes the current PC contents called START onto the stack and loads the 
starting address SUB of the subroutine into PC. The first MOVEM in the SUB pushes 
all registers onto the stack and, after the subroutine is executed, the second MOVEM 
instruction pops all the registers back. Finally, RTS pops the address START from the 
stack into PC, and program control in returned to the main program. Note that BSR 
SUB could have been used instead of JSR SUB in the main program. In that case, the 
68000 assembler would have considered the SUB with BSR as a displacement rather 
than as an address with the JSR instruction. 


*  DBcc Dn, d tests the condition codes and the value in a data register. DBcc first checks 
if cc (NE, EQ, GT, etc.) is satisfied. If cc is satisfied, the next instruction is executed. 
If cc is not satisfied, the specified data register is decremented by 1; if [Dn] = -1, then 
the next instruction is executed; on the other hand, if Dn = -1, then branch to PC + d 
is performed. For example, consider DBNE.W D5, BACK with [D5] = 00003002,,, 
BACK- -4 and [PC] = 002006,,. If Z = 1, then [D5] = 00003001,,. Because [D5] = 
-], program execution starts at 002002,,. It should be pointed out that there is a false 
condition in the DBcc instruction and that this instruction is the DBF (some assemblers 
use DBRA for this). In this case, the condition is always false. This means that, after 
execution of this instruction, Dn is decremented by 1 and if [Dn] = —1, then the next 
instruction is executed. If [Dn] = —1, then branch to PC + d. 
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TABLE 10.12 68000 System Control Instructions 





Instruction Size Operation | 
RESET Unsized If supervisor state, then assert reset 
line; else TRAP 
RTE Unsized If supervisor state, then restore SR 
and PC; else TRAP 
STOP # data Unsized If supervisor state, then load 


immediate data to SR and then 
STOP; else TRAP 


ORI toSR 

MOVE USP 

ANDI toSR These instructions 
EORI to SR were discussed earlier 


MOVE (EA) to SR 


Trap and Check Instructions 
TRAP # vector Unsized PC — - (SP) 


SR — - (SP) 
Vector address.— PC 
TRAPV Unsized TRAP if V = 1 
If Dn < 0 or Dn > (EA), then 
TRAP; 
CHK (EA), Dn W else, go to the next instruction. 


Status Register 
ANDI to CCR 


EORI to CCR 
MOVE (EA) to/from CCR Already explained 
ORI to CCR earlier 


MOVE SR to (EA) 


* (EA) in CHK can use all modes except An. 


e Consider SPL.B (AS). If [A5] = 00200020,, and N = 0, then, after execution of this 
SPL, memory location 200020,, will contain 11111111,. 


10.6.8 System Control Instructions 

The 68000 system control instructions contain certain privileged instructions including 
RESET, RTE, STOP and instructions that use or modify SR. Note that the privileged 
instructions can be executed only in the supervisor mode. The system control instructions 
are listed in Table 10.12. 


è The RESET instruction when executed in the supervisor mode outputs a low signal 
on the reset pin of the 68000 in order to initialize the external peripheral chips. The 
68000 reset pin is bidirectional. The 68000 can be reset by asserting the reset pin 
using hardware, whereas the peripheral chips can be reset using the software RESET 
instruction. 


* MOVE.L A7,AÀn or MOVE.L An,A7 can be used to save, restore, or change the 
contents of the A7 in supervisor mode. A7 must be loaded in supervisor mode because 
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MOVE A7 is a privileged instruction. For example, A7 can be initialized to $005000 in 
supervisor mode using MOVEA.L #$00005000,Al1 
MOVE.L A1,A7 


* Consider TRAP #n. There are 16 TRAP instructions with n ranging from 0 to 15. 
The hexadecimal vector address is calculated using the equation: Hexadecimal vector 
address = 80 + 4 x n. The TRAP instruction first pushes the contents of the PC and then 
the SR onto the stack. The hexadecimal vector address is then loaded into PC. TRAP 
is basically a software interrupt. The TRAP instruction can be used for service calls to 
the operating system. For application programs running in the user mode, TRAP can 
be used to transfer control to a supervisor utility program. RTE at the end ofthe TRAP 
routine can be used to return to the application program by placing the saved SR from 
the stack, thus causing the 68000 to return to the user mode. 

There are other traps that occur due to certain arithmetic errors. For example, 
division by zero automatically traps to location 14,,. On the other hand, an overflow 
condition (i.e., if V = 1) will trap to address 1C,, if the instruction TRAPV is 
executed. 


e The CHK.W (EA), Dn instruction compares [Dn] with (EA). If [Dn], 16 bis< O or if 
[Dn], 16 bts ^ (EA), then a trap to location 0018, is generated. Also, N is set to 1 if 
[Dn], 16 bits < 0, and N is reset to 0 if [Dn], 16 44, > (EA). (EA) is treated as a 16-bit 
twos complement integer. Note that program execution continues if [Dn], 16 pis lies 
between 0 and (EA). 

Consider CHK.W — (A5) , D2. If [D2],, 16 bis = 0200,4 [A5] = 00003000,,, and 
[003000,,] = 0100,,, then, after execution of this CHK, the 68000 will trap because 
[D2] = 0200,, is greater than [003000] = 0100,,. 

The purpose of the CHK instruction is to provide boundary checking by testing 
if the content of a data register is 1n the range from zero to an upper limit. The upper 
limit used in the instruction can be set equal to the length of the array. Then, every time 
the array is accessed, the CHK instruction can be executed to make sure that the array 
bounds have not been violated. 

The CHK instruction is usually placed after the computation of an index value 
to ensure that the index value is not violated. This permits a check of whether or 
not the address of an array being accessed is within array boundaries when address 
register indirect with index mode is used to access an array element. For example, the 
following instruction sequence permits accessing of an array with base address in A2 
and array length of 50, bytes: 


CHK.W #49,D2 
MOVE.B 0(A2,D2*W),D3 


Here, if the low 16 bits of D2 are less than 0 or greater than 49, the 68000 will 
trap to location 0018,,. It is assumed that D2 is computed prior to execution of the CHK 
instruction. 


10.6.9 68000 Stack 
The 68000 supports stacks with the address register indirect postincrement and predecrement 
addressing modes. In addition to two system stack pointers (A7 and A7"), all seven address 
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registers (AQ-A6) can be used as user stack pointers by using appropriate addressing 
modes. Subroutine calls, traps, and interrupts automatically use the system stack pointers: 
USP (A7) when S = 0 and SSP (A7 ) when S = 1. Subroutine calls push the PC onto the 
system stack; RTS pops the PC from the stack. Traps and interrupts push both PC and SR 
onto the system stack; RTE pops PC and SR from the stack. 

The 68000 accesses the system stack from the top for operations such as subroutine 
calls or interrupts. This means that stack operations such as subroutine calls or interrupts 
access the system stack automatically from HIGH to LOW memory. Therefore, the system 
SP is decremented by 2 for word or 4 for long word after a push and incremented by 2 for 
word or 4 for long word after a pop. As an example, suppose that a 68000-CALL instruction 
(JSR or BSR) is executed when PC = $0031F200; then, after execution of the subroutine 
call, the stack will push the PC as follows: 


Stack | iow Address 
USP - 4 ^ 
or 0031 (H) 














or F200 | | 


or Valid data 


SSP 
HIGH M 


Note that the 68000 SP always points to valid data. 

In 68000, stacks can be created by using address register indirect with 
postincrement or predecrement modes. Typical 68000 memory instructions such as MOVE 
to/from can be used to access the stack. Also, by using one of the seven address registers 
(A0—A6) and system stack pointers (A7,A7’), stacks can be filled from either HIGH to 
LOW memory or vice versa: 

1. Filling a stack from HIGH to LOW memory (Top of the stack) is implemented with 
predecrement mode for push and postincrement mode for pop. 

2. Filling a stack from LOW to HIGH (Bottom of the stack) memory is implemented 
with postincrement for push and predecrement for pop. 

For example, consider the following stack growing from HIGH to LOW memory 
addresses in which A7 is used as the stack pointer: 


23 0 
«Bed, 
20050416 
20050616 
20050816 
20050Ai6| Data 0 | 





To push the 16-bit contents 0504,, of memory location 305016,,, the instruction 
MOVE.W $305016,- (A7) can be used as follows: 
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23. 0 
A1|200502,, pick 
20050216] 0504 










20050416 
20050616 
20050816 
20050A:6 
20050Ci6 


The 16-bit data item 0504,, can be popped from the stack into the low 16 bits 
of DO by using MOVE.W (A7)+,D0. Register A7 will contain 200504,, after the pop. 
Note that, in this case, the stack pointer A7 points to valid data. Next, consider the stack 
growing from LOW to HIGH memory addresses in which the user utilizes A6 as the stack 


pointer: 
Stack 


Data 1 











30500416 
30500616 
30500816 
30500 Ai6 


30500Ci6 
23 0 


A6 | 30500, 


To push the 16-bit contents 2070,, of the low 16 bits of DS, the instruction MOVE . 
W D5, (A6)+ can be used as follows. The 16-bit data item 2070,, can be popped from 
the stack into the 16-bit contents of memory location 417024,, by using MOVE.W - (A6), 
$417024. Note that, in this case, the stack pointer A6 points to the free location above the 
valid data. 


30500416 
30500616 
30500816 
30500A:| Top | 





23 0 30500Ei6| Free | 
A6 | 305005, 


10.7 68000 Delay Routine 


Typical 68000 software delay loops can be written using MOVE and DBF instructions. 
For example, the following instruction sequence can be used for a delay loop of 2 
millisecond: 
MOVE.W #count, DO 
DELAY DBF .W | DO, DELAY 

Note that DBF.W in the above decrements DO.W by one, and if DO.W = -I 
branches to DELAY; if DO.W = -1, the 68000 executes the next instruction. Since DBF.W 
checks for DO.W for -1, the value of “count” must be one less than the required loop count. 
The initial loop counter value of “count” can be calculated using the cycles (Appendix D) 
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required to execute the following 68000 instructions: 
MOVE.W #n, D0 (8 cycles) 
DBF .W DO, DELAY (10/14 cycles) 
Note that the 68000 DBF.W instruction requires two different execution times. 
DBF.W requires 10 cycles when the 68000 branches if the content of DO.W is not equal to 
-lafter autodecrementing DO.W by 1. However, the 68000 goes to the next instruction and 
does not branch when (D0.W] = -1 after autodecrementing DO.W by 1, and this requires 14 
cycles. This means that the DELAY loop will require 10 cycles for “count” times, and the 
last iteration will take 14 cycles. 
Assuming 4-MHz 68000 clock, each cycle 1s 250ns. For 2 millisecond delay, 
m 


total cycles — 250 nsec = $8,000. The loop will require 10 cycles for “count” times when 
DO.W = -1 and the last iteration will take 14 cycles when no branch is taken (DO.W = -1). 
Thus, total cycles including the MOVE. W = 8 + 10 x (count ) + 14 = 8,000. Hence, count 
= 798,,— 031E,,. Therefore, DO.W must be loaded with 798,, or 031E,,. 

Now, in order to obtain delay of two seconds, the above DELAY loop of 2 


sec 
millisecond can be used with an external counter. Counter value= 2msec = 1000. The 


following instruction sequence will provide an approximate delay of two seconds: 


MOVE.W #1000,D1i ¿Initialize counter for 
;2 second delay 
BACK MOVE.W #798,D0 
DELAY  DBF.W DO, DELAY ; 20msec delay 
SUBQ.W #1,D1 
BNE.B BACK 


Next, the delay time provided by the above instruction sequence can be calculated. 
From Appendix D, the cycles required to execute the following 68000 instructions: 
MOVE.W #n,D1 (8 cycles) 
SUBQ.W #n, D1 (4 cycles) 
BNE.B (10/8 cycles) 
As before, assuming 4-MHz 68000 clock, each cycle is 250ns. Total time from 
the above instruction sequence for two-second delay = Execution time for MOVE.W + 
1000 * (2 msec delay) + 1000 * (Execution time for SUBQ.W ) + 999* (Execution time for 
BNE.B for Z = 0 when D1 = 0) + (Execution time for BNE.B for Z = 1 when D1 = 0 for 
last iteration) = 8 * 250ns + 1000 * 2msec + 1000 * 4 * 250ns + 999 * 10 * 250ns + 8 * 
250ns = 2.0035 seconds which is approximately 2 seconds discarding the execution times 
of MOVE.W, SUBQ.W, and BNE.B. 


Example 10.1 
Determine the effect of each of the following 68000 instructions: 


e CLR DO 

*  MOVE,;L Dl- DQ 

*- “CLR: (AD) + 

e MOVE -(A0), DO 

e MOVE 20(A0), DO 

®* MOVEQ.L #$D7,; DO 

e MOVE 21(A0, A1.L), DO 

Assume the following initial configuration before each instruction is executed; also assume 
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all numbers in hex: 
[D0] = 22224444, [D1] = 55556666 
[A0] = 00002224, [A1] = 00003333 
[002220] = 8888, [002222] = 7777 
[002224] = 6666, [002226] = 5555 
[002238] = AAAA, [00556C] = FFFF 


Instruction Effective Address Net Effect (Hex 
CLR DO Destination EA = DO DO «— 22220000 
MOVE.L D1,D0 Destination EA = DO DO «— 55556666 
CLR.L (A0)* Destination EA = [A0] [002224] «— 0000 
[002226] — 0000 
AO <~ 00002228 
MOVE - (A0),DO Source EA = [A0] - 2 AO < 00002222 
Destination EA = DO DO <— 22227777 
MOVE 20(A0),D0 Source EA = [A0] + 20, DO <- 2222AAAA 


(or 14,,) = 002238 
Destination EA - DO 
MOVEQ.L #$0D7, D0 Source data = D7,, DO < FFFFFFD7 
Destination EA = DO 
MOVE 21(A0, Al.L),DO Source EA = [A0] - [A1] -* 21,, DO < 2222FFFF 
= $00556C 
Destination EA = DO 





Example 10.2 
Write a 68000 assembly language program that implements each of the following C 
language program segments: 


else y = y - 12; 
where x is the address of a 16-bit signed integer and, y is the address of a 16-bit signed 
integer. 


(b sum = 0; 
for (1 = 07 43 <= 9: 19 5 4-1) 
sum = sum + afi]; 


where sum is the address of the 16-bit result of addition. 
ii) Write a 68000 assembly language program to find (X?) / (32765,,) where X 1s a 16-bit 
signed number stored in DO.W. Store the 32-bit result (quotient and remainder) onto the 
user stack. 
iii) What are the remainder, quotient, and register containing them after execution of the 
following 68000 instruction sequence? 

MOVE.W #0FFFFH, D1 

DIVS.W #2, D1 
Solution 


i) 


we 


`~. 


f 
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Initialize AO 
Initialize A1 
Move [x] into DO 


Compare [x] with [y] 


; Execute else part 


; Execute then part 
; Halt 


(b Assume register A0 holds the address of the first element of the 


(a) x EQU 100 

y EQU 200 
LEA.L x,A0 
LEA Ay. UA 
MOVE.W (A0),DO 
CMP.W  (A1),DO 
BGE.B THPRT 
SUBI.W #12, (A1) 
BRA.B STAY 

THPRT ADDI.W #10, (A0) 

STAY JMP STAY 

array. 

SUM EQU 300 
LEA.L 200,40 
CLR.W DO 
MOVE.W #9,D1 

LOOP ADD.W (A0)+,DO 
DBF.W D1, LOOP 
MOVE.W D0, SUM 

FINISH JMP FINISH 


Initialize SUM to 300 for result 
Point AO to a[0] 

Clear the sum to zero 

Initialize Di with loop limit 
Perform the iterative summation 


Store 16-bit result in address SUM 
Halt 


Note that, in the above condition F in DBF is always false. Hence, the program exits from 
the LOOP when D1= -1. Therefore, the addition process is performed 10 times. 


i1) MULS.  D0,DO ; Compute X^and store in DO.L 
DIVU.W #32765,D0 ; Since X? and 32765 are both 
; positve, use 
MOVE.L D0,-(A7) ; unsigned division. 
| ; Remainder in high word 
FINISH JMP FINISH ; of DO and quotient in low word 
; of DO. Push 
E D0.L to stack 
iii) MOVE.W #OFFFFH, D1 ; Dl = FFFFH = -1 
DIVS.W #2, D1 ; D1/2 = -1/2 
High D1.W Low D1.W 
FFFFH 0000H 
16-bit 16-bit 
remainder = quotient = 
-lu 0 


Example 10,3 


Write a 68000 assembly program at address $002000 to clear 100,, consecutive bytes (from 
low to high addresses) to zero starting at location $003000. 


Solution 
00002000. 1 ORG $2000 
00002000 207c 00003000 2 MOVEA.L #$3000,A0 ;LOAD AO WITH $3000 
00002006  303C 0063 3 MOVE.W 499,D0 ;MOVE 99 INTO DO 
0000200A 4218 4 LOOP CLR.B (A0)- ; CLEAR [3000H] + 
0000200C 51C8 FFFC 5 DBF.W DO, LOOP ; DECREMENT AND 

; BRANCH 
00002010 4EF8 2010 6 FINISH JMP FINISH ;HALT 


No errors detected 
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No warnings generated 

Note that the 68000 has no HALT instruction.. Therefore, the unconditional jump to the 
same location such as FINISH JMP FINISH is normally used at the end of the program. 
Because DBF is a word instruction and considers DO's low 16-bit word as the loop count, 
one should be careful about initializing DO using MOVEQ. L #d8,Dn since this instruction 
sign extends low byte of Dn to 32 bits. 


Example 10.4 N 
Write a 68000 assembly language program at address $001000 to compute > X,Y, where 
i=} 


i= 


X; and Y, are signed 16-bit numbers and N = 100. Store the 32-bit result in D1. Assume that 
the starting addresses of X, and Y, are 100,, and 200,, respectively. 
Solution 


00000000 200000100 Lb. P EQU $100 

00000000 200000200 2 Q EQU $200 

00001000 3 ORG $1000 

00001000 303C 0063 4 MOVE.W #99, DO ;MOVE 99 INTO DO 
00001004 41F8 0100 9 LEA.L P,AQ ; LOAD ADDRESS P INTO AO 
00001008 43F80200 6 LEA.L Q,Ai ; LOAD ADDRESS Q INTO A1 
0000100C 4281 y CLR.L D1 INITIALIZE D1 TO ZERO 
0000100E 3418 8 LOOP MOVE.W (A0}+,D2 ;MOVE [X] TO D2 
00001010  C5D9 9 MULS.W (Al) +;D2. ;D2 <--[X]*[Y] 

00001012 D282 10 ADD.L D2,D1 IDE <-- SUM XiYi 
00001014 51C8 FFF8 I DBF.W DO, LOOP ; DECREMENT AND BRANCH 
00001018 4EF8 1018 12FINISH JMP FINISH ; HALT 

0000101C L3 


No errors detected 
No warnings generated 


Note: In order to execute the above program, values for X, and Y, must be stored in 
memory using assembler directive, DC.W. 


Example 10.5 N 
Write a 68000 subroutine to compute Y = by X? IN. Assume the X;,’s are 16-bit signed 


integers and N = 100. The numbers are stored in consecutive locations. Assume AQ points 
to the X/s and A7 is already initialized in the main program. Store 32-bit result in D1 
(16-bit remainder in high word of D1 and 16-bit quotient in the low word of D1). Assume 
user mode. 

Solution 


00000000 48E7 3080 1 SOR  MOVEM.L D2/D3/A0,-(A7); SAVE REGISTERS 
00000004 4281 2 CLR. Lb: DI ;CLEAR SUM 
00000006 343C 0063 3 MOVE.W #99,D2 INITIALIZE LOOP COUNT 
0000000A 3618 4 BACK MOVE.W (A0)+,D3 ;MOVE Xi's INTO D3 
0000000C C7C3 5 MULS.W D3,D3 ; COMPUTE Xi**2 USING 
; MULS 
0000000E D283 6 ADD.L D3,D1 SINCE Xi**2 IS 
ALWAYS +VE 
00000010 5S1CA FFF8 7 DBF.W D2, BACK ; COMPUTE 
00000014 ) 82FC 0064 8 DIVU.W #100,D1 ;SUM OF Xi**2/N 
; USING DIVU 
00000018 4CDF 0004 9 MOVEM.L(A7)+,D2/D3/A0 ;RESTORE REGISTERS 
000000iC 4E75 10 RTS 


No errors detected 
No warnings generated 
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In the above program, DIVU is used for computing 2X//N since both SUM (X;**2) and 
N=100 are unsigned (positive). Note that in order to execute the above program, values 
for X, must be stored in memory using assembler directive, DC.W. 


Example 10.6 

Write a 68000 assembly language program at address 0 to move a block of 16-bit data of 
length 100,, from the source block starting at location 002000,, to the destination block 
starting at location 003000,, from low to high addresses. 

Solution 


00000000 387C 2000 1 MOVEA.W #92000, A4 ; LOAD A4 WITH SOURCE ADDR 
00000004 3A7C 3000 2 MOVEA.W #$3000,A5 ; LOAD A5 WITH DEST ADDR 
00000008 303C 0063 3 MOVE.W #99, DO ; LOAD DO WITH COUNT -1=99 
0000000C  3ADC 4 START MOVE.W (A4)+, (A5)+ ;MOVE SOURCE DATA TO DEST 
0000000E 51C8 FFFC 5 DBF.W DO,START ;BRANCH IF DO#-1 

00000012 4EF8 0012 6 STAY JMP STAY ; HALT 


No errors detected 
No warnings generated 


Note: Typical assemblers assemble a program starting at address 0 if assembler directive 
ORG is not used at the beginning of the program. 


Example 10.7 
Write a 68000 assembly language program at address 0 to add two words, each containing 


two ASCII digits. The first word is stored in two consecutive locations (from LOW to 
HIGH) with the low byte pointed to by AO at address 000300,,, and the second word is 
stored in two consecutive locations (from LOW to HIGH) with the low byte pointed to by 
Al at 000700,,. Store the packed BCD result in DS. 


Solution 
00000000 7401 1 MOVEQ.L #1,D2 
00000002 307C 0300 2 MOVEA.W #$0300,A0 ;INITIALIZE AO 
00000006 327C 0700 3 MOVEA.W #$0700,Al ;INITIALIZE Al 
0000000A 0218 000F 4START ANDI.B £$$0F,(A0)* ;CONVERT IST 4 TO UNPAC.BCD 
0000000E 0219 000F 5 ANDI.B $$0F,(Al)* ;CONVERT 2ND 4 TO UNPAC.BCD 
00000012  51CA FFF6 6 DBF.W D2,START 
00000016 1C20 7 MOVE.B -(A0),D6 ;GET HIGH UNPAC.BYTE OF IST# 
00000018  1E20 8 MOVE.B -(A0),D7 ;GET LOW UNPAC. BYTE OF IST# 
0000001A  E90E 9 LSL.B #4,D6 ;SHIFT IST# HIGH BYTE 4 
; TIMES 
0000001C  8C07 10 OR.B D7,D6 ;D6=PACKED BCD BYTE OF IST# 
0000001E 1A21 11 MOVE.B -(A1),D5 ;GET HIGH UNPAC. BYTE OF 
7 2ND£ 
00000020 1821 12 MOVE.B -(A1),D4 ;GET LOW UNPAC. BYTE OF 2ND4 
00000022  E90D 13 LSL.B #4,D5 ;SHIFT 2ND 4 HIGH BYTE 4 
; TIMES 
00000024  8A04 14 OR.B D4,D5 ;D5 HAS PACKED BCD BYTE OF 
;2NDi 
00000026 0600 0000 15 ADDI.B 40,D0 ;CLEAR X-BIT 
0000002A  CB06 16 ABCD.B D6,D5 ;D5.B =PACKED BCD RESULT 
0000002C 4EF8 002C 17 FINISH JMP FINISH 


No errors detected 


No warnings generated 


Example 10.8 

Write a 68000 assembly language program that will perform : 5 x X + 6x Y + [Y/8] >[ 
D1.L] where X is an unsigned 8-bit number stored in the lowest byte of DO and Y is a 16-bit 
signed number stored in the upper 16 bits of D1. Neglect the remainder of Y/8. 
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Solution 

00000000 0240 OOFF 1 ANDI.W £$SO0O0FF,DO ;CONVERT X TO UNSIGNED 16-BIT 
00000004 cOFC 0005 2 MULU.W #5,D0 ; COMPUTE UNSIGNED 5*X IN DO.L 
00000008 4841 3 SWAP.W D1 ;MOVE Y TO LOW 16 BITS IN Dl 
0000000A 3401 4 MOVE.W D1,D2 ;SAVE Y TO LOW 16 BITS OF D2 
0000000C C3FC 0006 5 MULS.W #6,D1 ;COMPUTE SIGNED 6*Y IN D1.L 
00000010 D280 6 ADD.L D0,D1 ;ADD 5*X WITH 6*Y 

00000012  48C2 y “Exo pe ;SIGN EXTEND 

00000014 E682 8 ASR.L #3,D2 ;PERFORM Y/8;DISCARD REMAINDER 
00000016 D282 9 ADD.L D2,D1 ; PERFORM 5*X+6*Y +Y/8 
00000018 4EF8 0018 10 FINISH JMP FINISH 


No errors detected 


No warnings generated 


Example 10.9 

Wnte a 68000 assembly language program to convert temperature from Fahrenheit to 
Celsius using the following equation: C = [(F - 32)/9] x 5 ; assume that the low byte of 
DO contains the temperature in Fahrenheit. The temperature can be positive or negative. 
Store result in DO. 
Solution 

00000000 4880 
00000002 0440 0020 
00000006 CiFC 0005 
0000000A 81FC 0009 
0000000E 4EF8 OOOE 
No errors detected 


EXT.W DO ;SIGN EXTEND (F) LOW BYTE OF DO 

SUBI.W #32,D0 ; PERFORM F-32 

MULS.W #5,D0 ;PERFORM 5* (F-32)/9 AND STORE 

DIVS.W #9,D0 ;REMAINDER IN HIGH WORD OF DO 
FINISH JMP FINISH;AND QUOTIENT IN LOW WORD OF DO 


Qi WN FR 


No warnings generated 


Example 10.10 

Write a 68000 assembly language program at address $4000 to add four 32-bit numbers 
stored in consecutive locations starting at address $3000. Store the 32-bit result onto the 
user stack. Assume that no carry is generated due to addition of two consecutive 32-bit 
numbers and A7 is already initialized. 


Solution 

00003000 1 ORG $3000 
00003000 00000001 00000002 2 Dos 14253: 
00003002 00000003 00000004 


00004000 3 ORG $4000 
00004000 7003 4 MOVEQ.L #3, D0 
00004002 207C 00003000 5 MOVEA.L #$3000,A0 
00004008 4281 6 CURL Di 
0000400A  D298 7] START ADD.L (A0) *,D1 
0000400C 51C8 FFFC 8 DBF.W DO,START 
00004010 2F01 9 MOVE.L D1,-(A?7) 
1 


00004012 4EF8 4012 0 FINISH JMP FINISH 


No errors detected 
No warnings generated 


Example 10.11 

Write a subroutine in 68000 assembly language to implement the C language assignment 
statement: p = p + q; where addresses p and q hold two 16-digit (64-bit) packed BCD 
numbers (N1 and N2). The main program will initialize addresses p and q to $002000 and 
$003000 respectively. Address $002007 will hold the lowest byte of N1 with the highest 
byte at address $002000 while Address $003007 will contain the lowest byte of N2 with 
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the highest byte at address $003000. Also, write the main program at address $004000 
which will perform all initializations including address p (pointer AO to $002000), address 
q (pointer Al to $003000), loop count (D1 to 7), and then call the subroutine at $008000 
and stop. The subroutine will accomplish the task with the initialized values of AO, Al, 
and D1 in the main program. Use ABCD.B for BCD addition with predecrement mode. 
Assume supervisor mode. Note that the 68000 supervisor stack pointer is initialized upon 
hardware reset. 


Solution 

00004000 1 ORG $004000 

00004000 307C 2000 2 MOVEA.W #$2000,A0 

00004004 327C 3000 3 MOVEA.W 4$3000,A1 

00004008  323C 0007 4 MOVE.W #7,D1 

0000400C 4EB9 00008000 5 JSR BCDADD 

00004012 4EF8 4012 6 STAY JMP STAY 

00004016 7 

00008000 8 ORG $008000 

00008000 41F0 1001 9 BCDADD LEA.L 1(A0,D1.W),A0 ;UPDATE AO 
00008004 43Fi 1001 10 LEA LO ITAL DI WI Al ;AND Al 
00008008 0600 0000 11 ADDI.B #0,D0 SX-BIT «0 
0000800C C109 12 ALOOP ABCD.B -(Al1),- (AO) ; ADD 
0000800E 51C9 FFFC 13 DBF.W D1,ALOOP 

00008012 4575 14 RTS 


No errors detected 


No warnings generated 


Example 10.12 

Write a 68000 assembly program to multiply an 8-bit signed number in the low byte of D1 
by a 16-bit signed number in the high word of D5. Store the result in D3. 

Solution 


00000000 4881 1 EXT.W D1 ;SIGN EXTENDS LOW BYTE OF D1 
00000002 4845 2 SWAP.W D5 ; SWAP LOW WORD WITH HIGH 
;WORD OF D5 
00000004 CBC1 3 MULS.W D1,D5 ;MULTIPLY Di WITH D5, 
;STORE RESULT 
00000006 2605 4 MOVE.L D5,D3 ;COPY RESULT IN D3 
00000008 4EF8 0008 5 FINISH JMP FINISH 


No errors detected 
No warnings generated 


Example 10.13 

Write a 68000 assembly language program at address $2000 to add ten 32-bit numbers 
stored in consecutive locations starting at address $502040. Initialize A6 to $00200504 
and use the low 24 bits of A6 as the stack pointer to push the 32-bit result. Use only ADDX 
instruction for adding two 32-bit numbers each time through the loop. Assume that no 
carry is generated due to the addition of two consecutive 32-bit numbers; this will provide 
the 32-bit result. This example illustrates use of the 68000 ADDX instruction. 


Solution 

00001000 1 ORG $1000 

00000002 00000002 00000003 00000007 ... 2 Det. 59:3 25.1.9 54.6.1 

00001028  -00001000 3 START ADR EQU $1000 

00002000 4 ORG $2000 

00002000  -00000009 5 COUNT EQU 9 

00002000 207C 00001000 6 MOVEA.IL #START_ADR, AQ ; LOAD STARTING 
; ADDRESS IN AQ 

00002006 103C 0009 7 MOVE.B #COUNT, DO ;USE DO AS A 


; COUNTER 
0000200A 2C7C 00200504 8 MOVEA.IL #500200504,A6 ;USE A6 AS THE 
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00002010 4281 9 CLR.L Di ; CLEAR Di 
; REGISTER 
00002012 0606 0000 10 ADDI.B #0,D6 ; CDEAR X BIT 
00002016 2618 11 AGAIN MOVE.L (A0)+,D3 ;MOVE A 32 BIT 
; NUMBER 
;IN D3 
00002018 D383 12 ADDX.L D3,D1 ADD NUMBERS 
; USING 
; ADDX 
0000201A 51C8 FFFA 13 DBF .W DO, AGAIN ;REPEAT UNTIL 
;DO=-1 
0000201E  2D01 14 MOVE.L D1,-{A6) ;PUSH 32-bit 
; RESULT 
; ONTO STACK 
00002020 4EF8 2020 15 FINISH JMP FINISH 


No errors detected 
No warnings generated 


Note that ADDX adds the contents of two data registers or the contents of two memory 
locations using predecrement modes. 


Example 10.14 
Write a 68000 assembly language program at address $2000 to subtract two 32-bit packed 


BCD numbers. The BCD number 1 is stored at the locations starting from $003000 
through $003003, with the least significant byte at $003003 and the most significant byte 
at $003000. Similarly, the BCD number 2 is stored at the locations starting from $004000 
through $004003, with the least significant byte at $004003 and the most significant byte 
at $004000. The BCD number 2 is to be subtracted from BCD number 1. Store the packed 
BCD result at addresses $005000 (Lowest byte of the result) through $005003 (Highest 
byte of the result). In the program, first initialize loop counter D7 to 4, source pointer AO to 
$003000, source pointer A1 to $004000, destination pointer A3 to $005000, and then write 
the program to accomplish the above using these initialized values. 


Solution 

00003000 1 ORG $003000 

00003000 99221133 2 DC.L $99221133 

00004000 3 ORG $004000 

00004000 33552211 4 Bc $33552211 

00002000 5 ORG $2000 

00002000 3E3C 0004 6 MOVE.W #4,D7 ; NUMBER OF BYTES TO BE SUBTRACTED 
00002004 307C 3000 7 MOVEA.W #$3000,A0 ;STARTING ADDRESS FOR FIRST NUMBER 
00002008 327C 4000 8 MOVEA.W #$4000,Al ;STARTING ADDRESS FOR SECOND NUMBER 
0000200C DOC? 9 ADDA.W  D7,A0 ; MOVE ADDRESS POINTERS TO THE END 
0000200E D2C7 10 ADDA.W D7, Al ;OF EACH 32 BIT PACKED BCD NUMBER 
00002010 367C 5000 11 MOVEA.W #$5000,A3 ;LOAD POINTER FOR DESTINATION ADDR 
00002014 5347 12 SUBQ.W #1,D7 ; SUBTRACT D7 by 1 for DBF 

00002016 0607 0000 13 ADDI.B #0,D7 ;CLEAR X-BIT 

0000201A 1020 14 LOOP MOVE.B -(A0), DO ;GET A BYTE FROM FIRST NUMBER 
99000201C 122i 15 MOVE.B  -(Ai),DIl ;GET A BYTE FROM SECOND NUMBER 
0000201E 8101 16 SBCD.B  D1,DO ;BCD SUBTRACTION, RESULT IN DO 
00002020 16CO 17 MOVE.B DO, (A3) + ; STORE RESULT IN DESTINATION ADDR 
00002022 5jCF FFF6 18 DBF D7, LOOP ; CONTINUE UNTIL COUNTER HAS EXPIRED 
00002026 4EF8 2026 19 FINISH JMP FINISH 


No errors detected 
No warnings generated 


Note that SBCD subtracts the contents of two data registers or the contents of two memory 
locations using predecrement modes. 


Example 10.15 
Write a 68000 assembly program at address $1000 which is equivalent to the following C 


language segment: 


498 Fundamentals of Digital Logic and Microcomputer Design 


sum = Q; 

for (1 =0;1 <= 9; i-i-* 1) 

sum = sum + x[i] * y{i]; 

Assume that the arrays, x[1] and y[i] contain unsigned 16-bit numbers already stored in 
memory starting at addresses $3000 and $4000 respectively. Store the 32-bit result at 
address $5000. 


Solution 

00001000 1 ORG $1000 

00001000 200003000 2 x EQU $3000 

00001000 200004000 3 y EQU $4000 

00001000 200005000 4 sum EQU $5000 

00001000 5 

00001000 303C 0009 6 MOVE.W #9,D0 ;USE DO AS A LOOP COUNTER 
00001004 41F8 3000 7 LEA.L x,A0 ; INITIALIZE AO WITH x 
00001008 43F8 4000 8 LEA veal ; INITIALIZE Al WITH y 
0000101C 45F8 5000 9 LEA.L sum,A2  ;INITIALIZE A2 WITH SUM 
00001010 4285 10 CLR.L D5 ;CLEAR SUM TO 0 
00001012 3418 11 LOOP MOVE.W (A0)-,D2;MOVE X[i] INTO D2 
00001014  C4D9 12 MULU.W (Al)+,D2;COMPUTE X[i] *y[i] 
00001016  DA82 13 ADD.L D2,D5 ;UPDATE SUM 

00001018  51C8 FFF8 14 DBF.W DO,LOOP ;REPEAT UNTIL DO=-1 
0000101C 2485 15 MOVE.L D5, (A2) ;STORE SUM IN MEMORY 
0000101E 4EF8 101E 16 FINISH JMP FINISH 


No errors detected 


No warnings generated 


10.8 68000 Pins And Signals 


The 68000 is usually packaged in one of the following: 
a) 64-pin dual in-line package (DIP) c) 68-terminal chip carrier 
b) 68-pin quad pack d) 68-pin grid array (PGA) 

Figure 10.6 shows the 68000 pin diagram for the DIP. Appendix C provides data 
sheets for the 68000 and support chips. 

The 68000 is provided with two V,, (+5 V) and two ground pins. Power is thus 
distributed in order to reduce noise problems at high frequencies. Also, to build a prototype 
to demonstrate that the paper design for the 68000-based microcomputer is correct, one 
must use either wire-wrap or solder for the actual construction. Prototype board must not 
be used because, at high frequencies (above 4 MHz), there will be noise problems due to 
stray capacitances. The 68000 consumes about 1.5 W of power. 

D,-D;; are the 16 data bus pins. All transfers to and from memory and I/O devices 
are conducted over the 8-bit (LOW or HIGH) or 16-bit data bus depending on the size of 
the device. A,—A,, are the 23 address lines. A, is obtained by encoding the UDS (upper data 
strobe) and LDS (lower data strobe) lines. 

The 68000 operates on a single-phase TTL-level clock at 4, 6, 8, 10, 12.5, 16.67, 
or 25 MHz. The clock signal must be generated externally and applied to the 68000 clock 
input line. An external crystal oscillator chip is required to generate the clock. Figure 10.7 
shows the 68000 CLK waveform and clock timing specifications. The clock is at TTL- 
compatible voltage. The clock timing specifications provide data for three different clock 
frequencies: 8 MHz, 10 MHz, and 12.5 MHz The 68000 CLK input can be provided by an 
external crystal oscillator or by designing an external circuit. 

The 68000 signals can be divided into five functional categories: 
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FIGURE 10.7 68000 clock input timing diagram and AC electrical specifications 
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Synchronous and asynchronous control lines 
System control lines 

Interrupt control lines 

DMA control lines 

Status lines 


e ee 


10.8.1 Synchronous and Asynchronous Control Lines 

The 68000 bus control is asynchronous. This means that once a bus cycle is initiated, the 
external device must send a signal back to complete it. The 68000 also contains three 
synchronous control lines that facilitate interfacing to synchronous peripheral devices such 
as Motorola's inexpensive MC6800 family. 

Synchronous operation means that bus control is synchronized or clocked using 
a common system clock signal. In 6800 family peripherals, this common clock is the E 
clock signal depending on the particular chip used. With synchronous control, all READ 
and WRITE operations must be synchronized with the common clock. However, this may 
create problems when interfacing with slow peripheral devices. This problem does not 
arise with asynchronous bus control. 

Asynchronous operation is not dependent on a common clock signal. The 68000 
utilizes the asynchronous control lines to transfer data between the 68000 and peripheral 
devices via handshaking. Using asynchronous operation, the 68000 can be interfaced to 
any peripheral chip regardless of the speed. 

The 68000 has three control lines to transfer data over its bus in a synchronous 
manner: E (enable), VPA (valid peripheral address), and VMA (valid memory address). 
The E clock corresponds to the clock of the 6800. The E clock is output at a frequency that 
is one tenth of the 68000 input clock. VPA is an input and tells the 68000 that a 6800 device 
is being addressed and therefore the data transfer must be synchronized with the E clock. 
VMA is the processor's response to VPA. VMA is asserted when the memory address is 
valid. This also tells the external device that the next data transfer over the data bus will be 
synchronized with the E clock. 

VPA can be generated by decoding the address pins and address strobe (AS). 
Note that the 68000 asserts AS LOW when the address on the address bus is valid. VMA 
is typically used as the chip select of the 6800 peripheral. This ensures that the 6800 
peripherals are selected and deselected at the correct time. The 6800 peripheral interfacing 
sequence is as follows: 

1. The 68000 initiates a cycle by starting a normal read or write cycle. 
2. The 6800 peripheral defines the 68000 cycle by asserting the 68000 VPA input. 

If VPA is asserted as soon as possible after assertion of AS, then VPA will be 

recognized as being asserted after three cycles. If VPA is not asserted after 

three cycles, the 68000 inserts wait states until VPA is recognized by the 68000 

as asserted. DTACK should not be asserted while VPA is asserted. The 6800 

peripheral must remove VPA within 1 clock period after AS is negated. 

3. The 68000 monitors enable (E) until it is LOW. The 68000 then synchronizes all 

READ and WRITE operations with the E clock. The VMA output pin is asserted 

LOW by the 68000. 

4. The 6800 peripheral waits until E is active (HIGH) and then transfers the data. 
5. The 68000 waits until E goes to LOW (on a read cycle, the data is latched as E 
goes to LOW internally). The 68000 then negates VMA, AS, UDS, and LDS. The 
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68000 thus terminates the cycle and starts the next cycle. 

The 68000 utilizes five lines to control address and data transfers asynchronously: 
AS(address strobe), R/W (read/write), DTACK (data acknowledge), UDS (upper data 
strobe), and LDS (lower data strobe). 

The 68000 outputs to notify the peripheral device when data is to be transferred. 
AS is active LOW when the 68000 provides a valid address on the address bus. The R/W 
output line indicates whether the 68000 is reading data from or writing data into a peripheral 
device. R/W is HIGH for read and LOW for write. DTACK is used to tell the 68000 that a 
transfer is to be performed. When the 68000 wants to transfer data asynchronously, it first 
activates the AS line and at the same time generates the required address on the address 
lines to select the peripheral device. 

Because the AS line tells the peripheral chip when to transfer data, the AS line 
should be part of the address decoding scheme. After enabling AS, the 68000 enters the wait 
state until it receives DTACK from the selected peripheral device. On receipt of DTACK, 
the 68000 knows that the peripheral device is ready for data transfer. The 68000 then 
utilizes the R/W and data lines to transfer data. UDS and LDS are defined as follows: 

















UDS LDS Data Transfer Occurs Via: Address 
I 0 D,—D, pins for byte Odd 
0 l D,-D;; pins for byte Even 
0 0 D,—-D,, pins for word or long word Even 





A, is encoded from UDS and LDS. When UDS is asserted, the contents of even 
addresses are transferred on the high-order eight lines of the data bus, D,—D,;. The 68000 
internally shifts this data to the low byte of the specified register. When LDS is asserted, the 
contents of odd addresses are transferred on the low-order eight lines of the data bus, D,.— 
D,. During word and long word transfers, both UDS and LDS are asserted and information 
is transferred on all 16 data lines, Dy-D,; pins. Note that during byte memory transfers, A, 
corresponds to UDS for even addresses (A, = 0) and to LDS for odd addresses (A, =1). The 
circuit in Figure 10.8 shows how even and odd addresses are interfaced to the 68000. 











— 


[DS mb 
AS 


68000 











Dg Dis ~ 








A1-À 23 —= | 




















FIGURE 10.8 Interfacing of the 68000 to even and odd addresses 
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10.8.2 System Control Lines 

The 68000 has three control lines, BERR (bus error), HALT, and RESET, which are used 
to control system-related functions. BERR is an input to the 68000 and is used to inform the 
processor that there is a problem with the instruction cycle currently being executed. With 
asynchronous operation, this problem may arise if the 68000 does not receive DTACK 
from a peripheral device. An external timer can be used to activate the BERR pin if the 
external device does not send DTACK within a certain period of time. On receipt of BERR, 
the 68000 does one of the following: 


* Reruns the instruction cycle that caused the error. 








e Executes an error service routine. 

The troubled instruction cycle is rerun by the 68000 if it receives a HALT signal 
along with the BERR signal. On receipt of LOW on both the HALT and BERR pins, the 
68000 completes the current instruction cycle and then goes into the high-impedance state. 
On removal of both HALT and BERR (that is, when both HALT and BERR are HIGH), 
the 68000 reruns the troubled instruction cycle. The cycle can be rerun repeatedly if both 
BERR and HALT are enabled/disabled continually. 

On the other hand, an error service routine is executed only if the BERR signal is 
received without HALT. In this case, the 68000 will branch to a bus error vector address 
where the user can write a service routine. If two simultaneous bus errors are received via 
the BERR pin without HALT, the 68000 automatically goes into the halt state until it 1s 
reset. 
































The HALT line can also be used by itself to perform single stepping or to provide 
DMA. When the HALT input is activated, the 68000 completes the current instruction and 
goes into a high-impedance state until HALT is returned to HIGH. By enabling/disabling 
the HALT line continually, the single-stepping debugging can be accomplished. However, 
because most 68000 instructions consist of more than one clock cycle, single stepping 
using HALT is not normally used. Rather, the trace bit in the status register is used to 
single-step the complete instruction. 

One can also use HALT to perform microprocessor-halt DMA. Because the 68000 
has separate DMA control lines, DMA using the HALT line will not normally be used. The 
HALT pin can also be used as an output signal. The 68000 will assert the HALT pin LOW 
when it goes into a halt state as a result of a catastrophic failure. The double bus error 
(activation of BERR twice) is an example of this type of error. When this occurs, the 68000 
goes into a high-impedance state until it is reset. The HALT line informs the peripheral 
devices of the catastrophic failure. 

The RESET line of the 68000 is also bidirectional. To reset the 68000, both the 
RESET and HALT pins must be LOW for 10 clock cycles at the same time except when 
Vcc is initially applied to the 68000. In this case, an external reset must be applied for at 
least 100 ms. The 68000 executes a reset service routine automatically for loading the PC 
with the starting address of the program. 

The 68000 RESET pin can also be used as an output line. A LOW can be sent 
to this output line by executing the RESET instruction in the supervisor mode in order to 
reset external devices connected to the 68000 RESET pin. Upon execution of the RESET 
instruction, the 68000 drives the RESET pin LOW for 124 clock periods and does not 
affect any data, address, or status registers. Therefore, the RESET instruction can be placed 
anywhere in the program whenever the external devices need to be reset. 

Upon hardware reset, the 68000 sets the S-bit in SR to 1, and then loads the 
supervisor stack pointer from location $000000 (high 16 bits) and $000002 (low 16 bits) 
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and loads the PC from $000004 (high 16 bits) and $000006 (low 16 bits); but the low 24 
bits are used. In addition, the 68000 clears the trace bit in SR to 0 and sets bits I2 I1 IO in 
SR to 111. All other registers are unaffected. 


10.8.3 Interrupt Control Lines 

IPLO, IPL1, and IPL2 are the three interrupt control lines These lines provide for seven 
interrupt priority levels (IPL2, IPL1, IPLO = 111 means no interrupt, and IPL2, IPL1, IPLO 
= 000 means nonmaskable interrupt with the highest priority). The 68000 interrupts will be 
discussed later in this chapter. 























10.8.4 DMA Control Lines 
The BR (bus request), BG (bus grant), and BGACK (bus grant acknowledge) lines are used 
for DMA purposes. The 68000 DMA will be discussed later in this chapter. 


10.8.5 Status Lines 

The 68000 has the three output lines called function code pins (output lines) FC2, FC1, 
and FCO. These lines tell external devices whether user data/program or supervisor data/ 
program is being addressed. These lines can be decoded to provide user or supervisor 
programs/data and interrupt acknowledge as shown in Table 10.13. 

The FC2, FCI, and FCO pins can be used to partition memory into four functional 
areas: user data memory, user program memory, supervisor data memory, and supervisor 
program memory. Each memory partition can directly access up to 16 megabytes, and thus 
the 68000 can be made to directly address up to 64 megabytes of memory. This is shown 
in Figure 10.9. 


10.9 68000 Clock and Reset Signals 


This section covers generation of 68000 clock and reset signals in detail because the clock 
signal and the reset pins are two important signals of any microprocessor. 


10.9.1 68000 Clock Signals 
As mentioned before, the 68000 does not include an on-chip clock generation circuitry. 
This means that an external crystal oscillator chip is required to generate the clock. The 
68000 CLK input can be provided by a crystal oscillator or by designing an external circuit. 
Figure 10.10 shows a simple oscillator to generate the 68000 CLK input. 

This circuit uses two inverters connected in series. Inverter 1 is biased in its 


TABLE 10.13 Function Code Lines 





"n 
- 
M 
d 
S 


FC2 Operation 
0 Unassigned 
] User data 
0 User program 
l Unassigned 
0 Unassigned 
I Supervisor data 
0 Supervisor program 
l Interrupt acknowledge 


— m = ODO O CO © 
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FIGURE 10.9 Partitioning 68000 address space using FC2, FC1, and FCO pins 


Crystal 










74HC74 


To 68000 


Clock CLK input 


Q |> 





74HC04 74HC04 


FIGURE 10.10 External clock circuitry 


transition region by the resistor R. Inverter 1 inputs the crystal output (sinusoidal) to 
provide a logic pulse train at the output of inverter 1. Inverter 2 sharpens the wave and 
drives the crystal. For this circuit to work, HCMOS logic for the inverters must be used. 
Therefore, the 74HC04 inverter chip is used. The 74HCO4 has high noise immunity and 
the ability to drive 10 LS-TTL loads. A coupling capacitor should be connected across 
the supply terminals to reduce the ringing effect during high-frequency switching of the 
HCMOS devices. Note that the ringing occurs when a circuit oscillates for a short time due 
to the presence of stray inductance and capacitance. In addition, the output of this oscillator 
is fed to the CLK input of a D flip-flop (74HC74) to further reduce the ringing. A clock 
signal of 50% duty cycle at a frequency of '^ the crystal frequency is generated. This means 
that this circuit with a 16-MHz crystal will generate an 8-MHz clock for the 68000. 


10.9.2 68000 Reset Circuit 
When designing the microprocessor’s reset circuit, two types of reset must be considered: 
power-up and manual. These reset circuits must be designed using the parameters 
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specified by the manufacturer. Therefore, a microprocessor must be reset when its Vcc 

pin is connected to power. This is called “power-up reset.” After some time during normal 

operation, the microprocessor can be reset by the designer upon activation of a manual 
switch such as a pushbutton. A reset circuit, therefore, needs to be designed following 
the timing parameters associated typically with the microprocessor's reset input pin 
specified by the manufacturer. The reset circuit, once designed, is typically connected to 
the microprocessor's reset pin. 

Upon hardware reset, the 68000 sets the S-bit in SR to 1 and performs the 
following: 

1. The 68000 loads the supervisor stack pointer from addresses $000000 (high 16 bits) 
and $000002 (low 16 bits) and loads the PC from $000004 (high 16 bits) and $000006 
(low 16 bits). Typical 68000 assembler directives such as DC.L can be used for this 
purpose. For example, to load $200128 into supervisor SP and $3F1420 into PC, the 
following instruction sequence can be used: 


ORG $00000000 
DC b $00200128 
DC ads $003F1420 


2. The 68000 clears the trace bit in SR to 0 and sets the interrupt mask bits I2 I1 IO in SR 
to 111. All other registers are unaffected. 

To cause a power-up reset, Motorola specifies that both the RESET and HALT 
pins of the 68000 must be held LOW for at least 100 ms. This means that an external circuit 
needs to be designed that will generate a negative pulse with a width of at least 100 ms for 
both RESET and HALT. The manual RESET requires both the RESET and HALT pins to 
be LOW for at least 10 cycles(1.25 microseconds for 8MHz). In general, it is safer to assert 
RESET and HALT for much longer than the minimum requirements. Figure 10.11 shows a 
typical 68000 reset circuit that asserts RESET and HALT LOW for approximately 200 ms. 
The 555 timer is used in the circuit. 

The reset circuit in the figure utilizes the 555 timer chip and provides for both 
power-up and manual resets by asserting the 68000 RESET and HALT pins for at least 
200 ms. The computer designer does not have to know about the details of the 555 chip. 
Instead, the designer should know how to use the 555 chip to generate the 68000 RESET 
signal. 





























The 555 is a linear 8-pin chip. The TRIGGER pin is the input signal. When the 
voltage at the TRIGGER input pin is less than or equal to 1/3 V.., the OUTPUT pin is 
HIGH. The DISCHARGE and THRESHOLD pins are tied together to R, and C. Note 
that the values of R, and C determine the output pulse width. The CONTROL input pin 
controls the THRESHOLD input voltage. According to the manufacturer's data sheets, 
the control input should be connected to a 0.01-pF capacitor whose other lead should be 
grounded. Also, from the manufacturer's data sheets, the output pulse width, t, — 1.1 R,C 
seconds. The values of R, and C can be chosen for stretching out the pulse width. An 
RC circuit is connected at the 555 TRIGGER pin. A slow pulse obtained by charging 
and discharging the capacitor C, is applied at the 555 TRIGGER input pin. The 555 will 
generate a clean and fast pulse at the output. Capacitor C, is at zero voltage upon power-up. 
This is obviously lower than 1/3 V, with Ve = 5 V. Thus, the 555 will generate a HIGH 
at the OUTPUT pin. The OUTPUT pin is connected through a 7404 inverter to provide a 
LOW at the 68000 RESET and HALT pins. The 7404 output is buffered via two 7407's 
(noninverting buffers) to ensure adequate currents for the 68000 RESET and HALT pins. 
Note that the 7407 provides an open collector output. Therefore, a 1-Kohm pull-up is used 
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FIGURE 10.11 68000 RESET circuit 


for each 7407. Now, let us explain how the timing requirements for the 68000 RESET are 
satisfied. 

As mentioned before, capacitor C, is initially at zero voltage upon power-up. C, 
then charges to V, after a definite time determined by the time constant, RC,. The charging 
voltage across the capacitor is 

Ve(t) = Vec[1— e *&] 


V (t) must be less than or equal to V, /3 volts (1.7 V). To be on the safe side, let us 
assume that V, = V. /4 = 5/4 = 1.25 V. 





Hence, 4 -l1-e Xi 


ei 20.75 
2 RG = In(0.75) 
5 AED --0.29 
Therefore, RC; = DOS 


As mentioned earlier, it is desired to provide 200 ms (arbitrarily chosen; satisfying the 
minimum requirements specified by Motorola) reset time for both power-up and manual 
reset. 


RC, = ESBS = 689.65 ms 


Hence, RC; = 0.69 s 
If R is arbitrarily chosen as 100 KQ, then C, = 6.9 uF. 
The 555 output pulse width can be determined using the equation, 


ty = 1.1 Ri C. Since ¢,, = 200 msec, hence R, C= 0.18 seconds. If R, = 1 MQ (arbitrarily 
chosen) then C = 0.18 / 10° = 0.18 uF. 
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The reverse-biased diode (1N904 or equivalent) connected at the 555 TRIGGER 
input circuit is used to hold the capacitor (C, charged to 1.25 V) voltage at 1.25 V in case 
V... (obtained using a power supply from AC voltage) drops below 5V to a level such that 
the capacitor C, may discharge through the 100-K Q resistor. In such a situation, the diode 
will be forward biased essentially shorting out the 100-Kohm resistor, thus maintaining the 
capacitor voltage at 1.25 V. 

In Figure 10.11, upon power-up, the capacitor C, charges to approximately 1.25 
V. After some time, if the reset switch is depressed, the capacitor is short-circuited to 
ground. The capacitor, therefore, discharges to zero. This logic 0 at the 555 TRIGGER 
input pin will provide 200 ms LOW at the 68000 RESET and HALT input pins. This will 
satisfy the minimum requirement of 10 clock cycles(1.25 microseconds for 8MHz clock) 
at the 68000 RESET and HALT pins for manual reset. The values of R and C, at the 555 
trigger input should be recalculated for other 68000 clock frequencies for manual reset. 
Note that the 68000 power-up reset time is fixed with a timing requirement of at least 100 
ms whereas the manual reset time depends on the 68000 clock frequency and must be at 
least 10 clock cycles. 

Another way of generating the power-up and manual resets is by using a Schmitt- 
trigger inverter such as the 7414 chip. Figure 10.12 shows a typical circuit. The purpose of 
the Schmitt trigger in a microprocessor reset circuit has already been explained in Chapter 
9 for 8086 reset using the 8284 chip. The operation of the 68000 power-up and manual 
resets using the RC circuit in Figure 10.12 has already been described in this section. 
The purpose of the two 7414 Schmitt-trigger inverters is primarily to shape up a slow 
pulse generated by the RC circuit to obtain a fast and clean negative pulse. Two 7407 
open-collector noninverting buffers are used to amplify currents for the 68000 RESET and 
HALT pins. Let us now determine the values of R and C. 

When the input of the 7414 Schmitt-trigger inverter is low (0 V for example), the 
output will be HIGH, typically at about 3.7 V. For input voltage from 0 to about 1.7 V, the 
output of the 7414 will be HIGH. Let us arbitrarily choose V, = 1.5V to provide a low at 
the input of the first 7414 in the figure. As before, 

















Vc = Vcc[1— e^ ] 


Hence, 1 —e^ x = i2 


ex =0.7 
Let us design the reset circuit to provide 200 ms reset time. Therefore, £ = 200 
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FIGURE 10.12 68000 Reset circuit using a Schmitt trigger 
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e 68000 asserts DTACK at the end of S4, and, if 
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the 68000 inserts a wait state(s) until DTACK is 
asserted and latches data at the end of the next cycle. 
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FIGURE 10.13 6800 Read and Write cycle Timing Diagrams 
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-RC = In(0.7) 
0.2. 
- RC = —0.36 


Therefore, RC = 0.55 seconds 
If R is arbitrarily chosen as 100 KQ, then C = 5.5 pF. 
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10.10 68000 Read and Write Cycle Timing Diagrams 


The 68000 family of processors (68000, 68008, 68010, and 68012) uses a handshaking 
mechanism to transfer data between the processors and peripheral devices. This means that 
all these processors can transfer data asynchronously to and from peripherals of varying 
speeds. 

During the read cycle, the 68000 obtains data from a memory location or an I/O 
port. If the instruction specifies a word (such as MOVE.W $020504,D1) ora long word 
(such as MOVE.L $030808, DO), the 68000 reads both upper and lower bytes at the 
same time by asserting the UDS and LDS pins. When the instruction is for a byte operation, 
the 68000 utilizes an internal bit to find which byte to read and then outputs the data strobe 
required for that byte. 

For byte operations, when the address is even (A, = 0), the 68000 asserts UDS 
and reads data via the D,—D,, pins into the low byte of the specified data register. On 
the other hand, when the address 1s odd (A, = 1), the 68000 outputs a LOW on LDS and 
reads data via the D,)—D, pins to the low byte of the specified data register. For example, 
consider MOVE.B $507144, D5. The 68000 outputs a LOW on UDS (because A, = 0) 
and a HIGH on LDS. The memory chip’s eight data lines must be connected to the 68000 
D,-D,; pins. The 68000 reads the data byte via the D,—D,, pins into the low byte of DS. 
Note that, for reading a byte from an odd address, the data lines of the memory chip must 
be connected to the 68000 D,-D, pins. In this case, the 68000 outputs a LOW on LDS 
(because A, = 1) and a HIGH on UDS, and then reads the data byte into the low byte of the 
data register. 

Figure 10.13 shows the read/write timing diagrams. During SO, address and data 
signals are in the high-impedance state. At the start of S1, the 68000 outputs the address on 
its address pins (A,—A,;). During S0, the 68000 outputs FC2—FCO signals. AS is asserted 
at the start of S2 to indicate a valid address on the bus. AS can be used at this point to latch 
the signals on the address pins. The 68000 asserts the UDS, LDS, and R/W = 1 to indicate 
a READ operation. The 68000 now waits for the peripheral device to assert DTACK. Upon 
placing data on the data bus, the peripheral device asserts DTACK. The 68000 samples the 
DTACK signal at the end of S4. If DTACK is not asserted by the peripheral device, the 
processor automatically inserts a wait state(s) (W). 

However, upon assertion of DTACK, the 68000 negates the AS, UDS, and LDS 
signals, and latches the data from the data bus into an internal register at the end of the next 
cycle. Once the selected peripheral device senses that the 68000 has obtained data from the 
data bus (by recognizing the negation of AS, UDS, or LDS ), the peripheral device must 
negate DTACK immediately so that it does not interfere with the start of the next cycle. 

If DTACK is not asserted by the peripheral at the end of S4 (Figure 10.13, 
SLOW READ), the 68000 inserts wait states. The 68000 outputs valid addresses on the 
address pins and keeps asserting AS, UDS, and LDS until the peripheral asserts DTACK. 
The 68000 always inserts an even number of wait states if DTACK is not asserted by the 
peripheral because all 68000 operations are performed using the clock with two states per 
clock cycle. Note in Figure 10.13 that the 68000 inserts 4 wait states or 2 cycles. 

As an example of word read, consider that the 68000 is ready to execute the 
MOVE.W $602122, DO instruction. The 68000 performs as follows: 

1. At the end of SO the 68000 places the upper 23 bits of the address 602122), on 

A,—A,3. POE oL 

2. Atthe end of SI, the 68000 asserts AS, UDS, and LDS . 
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FIGURE 10.15 68000 interface to 2732 / 6116 
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3. The 68000 continues to output a HIGH on the R/W pin from the beginning of the 
read cycle to indicate a READ operation. 

4. Atthe end of SO, the 68000 places appropriate outputs on the FC2-FCO pins to 
indicate either supervisor or user read. 

5. Ifthe peripheral asserts DTACK at the end of S4, the 68000 reads the contents of 
602122, and 602123,, via the D,-D,; and D,-D, pins, respectively, into the high 
and low bytes of DO.W at the end of S6. If the peripheral does not assert DTACK 
at the end of S4, the 68000 continues to insert wait states. 

Figure 10.14 shows a simplified timing diagram illustrating the use of DTACK 
for interfacing external memory and I/O chips to the 68000. As mentioned before, the 
68000 checks the DTACK input pin at the falling edge of S4 (three cycles), the external 
memory, or I/O in this case, drives 68000 DTACK input to LOW, and the 68000 waits for 
one cycle and latches data at the end of S6. However, if the 68000 does not find DTACK 
LOW at the falling edge of S4, it waits for one clock cycle and then again checks DTACK 
for LOW. If DTACK is LOW, the 68000 latches data after one cycle (falling edge of S8). 
If the 68000 does not find DTACK LOW at the falling edge of S6, it checks for DTACK 
LOW at the falling edge of S8 and the process continues. Note that the minimum time 
to latch data 1s four cycles. This means that in the preceding example, if the 68000 clock 
frequency is 8 MHz, data will be latched after 500 ns because the DTACK is asserted LOW 
at the end of S4 (375 ns). 


























10.11 68000 Memory Interface 


One of the advantages of the 68000 is that it can easily be interfaced to memory chips 
with various speeds because it goes into a wait state if DTACK is not asserted (LOW) by 
the memory devices at the end of S4. A simplified schematic showing an interface of a 
68000 to two 2732's and two 6116's is given in Figure 10.15. As mentioned in Chapter 9, 
the 2732 is a 4K x 8 EPROM and the 6116 is a 2K x 8 static RAM. The pin diagrams of 
the 6116 and 2732 are provided in Appendices C and E respectively. For a 4- MHz clock, 
each cycle 1s 250 ns. Because the 68000 samples data at the falling edge of S4 (750 ns) 
and latches data at the falling edge of S6 (1000 ns), AS can be used to assert DTACK. 
From the 68000 timing diagram of Figure 10.13, AS goes to LOW after approximately two 
cycles (500 ns). The time delay between AS going LOW and the falling edge of S6 is 500 
ns. Note that LDS and UDS must be used as chip selects as in Figure 10.15. They must not 
be connected to AO of the memory chips. Because in that case half of the memory in each 
memory chip would be wasted. Note that LDS and UDS also go to LOW after about two 
cycles (500 ns). 

In Figure 10.15, a delay circuit for DTACK is not required because the 2732 
and 6116 both place data on the bus lines before the 68000 latches data. This is because 
the 68000 clock frequency is 4 MHz in this case. Thus, each clock cycle is 250 ns. The 
access times of the 2732 and 6116 are 200 ns and 120 ns respectively. Because DTACK 
is sampled after 3 clock cycles (3 x 250 ns = 750 ns), both the 2732 and 6116 will have 
adequate time to place data on the bus for the 68000 to latch. 

For example, consider the even 2732 EPROM of Figure 10.16. UDS and AS are 
NORed and then NANDed with inverted A,, to select this chip. With the 200-ns access 
time of the 2732 (Used to be 450ns), data will be placed on the 68000 D,—D,, pins after 
approximately 720 nanoseconds (500 ns for AS or UDS + 10 ns for the NOR gate + 10 ns for 
the NAND gate + 200 ns for the 2732). Therefore, no delay circuit for the 68000 DTACK 
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TABLE 10.14 68000-2732 Timing Example 
Time before 
68000 Clock first DTACK 
Case Frequency Cycle is sampled Comment 
l 12.5 MHz 80 ns 3(80) Not enough time for 2732 
— 240 ns to place data on bus; 
needs delay circuit for 
DTACK 
2 16.67 MHz 60 ns 3(60) same as case ] 
= 180 ns 
3 25 MHz 40 ns 3(40) Same as case 1 
= 120 ns 





is required because the 68000 latches data from the D,-D,; pins after 4 cycles (1000 ns in 
this case). The timing parameters of the 68000-2732 with various 68000 frequencies are 
shown in Table 10.14. 

Next, consider odd 6116 static RAM (SRAM) with a 4-MHz 68000. Note that the 
6116 signals, W (Write enable), G (Output enable), and E (Chip enable) are decoded as 
follows: when G = 0 and E = 0, then W = 1 for read and W = 0 for write. In this case, LDS 
and AS are NORed and NANDed with A13 to select this chip. With the 120-ns access time 
of the 6116 RAM, data will be placed on the 68000 D,—D, pins after approximately 640 
ns. Because the 68000 latches data after four cycles (1000 ns in this case), no delay circuit 
for DTACK is required. The requirements for DTACK for 68000/6116 for various 68000 
clock frequencies can similarly be determined. 

In case a delay circuit for DTACK is required, a ring counter with D flip-flops can 
be used. Let us now determine the memory maps. Figure 10.16 shows the 68000 interface 
to even 2732 obtained from Figure 10.15. When A, = 0, UDS = 0, AS = 0, and RAW =1, 
the 2732 will be selected by the 68000 to read data from the 68000 D,—D,, pins. The 68000 
address pins A5,-A,, are don’t cares (assume 0). The memory map for the even 2732 can 
be determined as follows: 
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An Antet Ag, Ag Aj; Agi: Ay A, 
0 0 e$ > œ 0 0 A 
—— ama 
Don't cares To select Can be 0's to 1's 2133 
assume 0's 2732 


Address range: $000000, $000002, ... , $001FFE 


Similarly, the memory for the odd 2732, even 6116, and odd 6116 can be 
determined as follows: 


e 2732 odd 
À 23 Azn’ ul Ai Ai A1 Agp ans A, Ay, 
SL ———————————— 
0 G $2. 4) 0 CanbeO'stol's 1 
Address range: $000001, $000003, ... , $001FFF 
e 6116 even 
À 33 A» * da Aig Ai Ai Ay A jo’ ia A, Ay 
SS ee 
0 Os es 1 Q Can be 0's to 1's 0 
Address range: $002000, $002002, ... , $002FFE 
° 6116 odd 
A 54 A5 di Aus Ais Ai Ay A 9° un A, Ay 
MEC C EE SS cR 
0 oe 1 0 Can be 0's to 1's ] 


Address range: $002001, $002003, ..., $002FFF 

In the above, for 6116's, A,, and A,, - A, are don't cares (assume 0’s). Static 
RAMs such as 6116 are used for small memory system. Note that RAMs are needed when 
subroutines and interrupts requiring stack are desired in an application. Microprocessors 
requiring larger RAMs use dynamic RAMs (DRAMs). Concepts associated with interfacing 
DRAMSs to 68000 will be discussed next. 

DRAMS are typically used when memory requirements are 16k words or larger. 
DRAM is addressed via row and column addressing. For example, one megabit DRAM 
requiring 20 address bits is addressed using 10 address lines and two control lines, RAS 
(Row Address Strobe) and CAS ( Column Address Strobe). To provide a 20-bit address 
into the DRAM, a LOW is applied to RAS and 10 bits of the address are latched. The other 
10 bits of the address are applied next and CAS is then held LOW. 

The addressing capability of the DRAM can be increased by a factor of 4 by 
adding one more bit to the address line. This is because one additional address bit results 
into one additional row bit and one additional column bit. This is why DRAMs can be 
expanded to larger memory very rapidly with inclusion of additional address bits. External 
logic is required to generate the RAS and CAS signals, and to output the current address 
bits to the DRAM. 

DRAM controller chips take care of refreshing and timing requirements needed by 
the DRAMs. DRAMs typically require 4 millisecond refresh time. The DRAM controller 
performs its task independent of the microprocessor. The DRAM controller sends a wait 
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FIGURE 10.17 6821 pin diagram 


signal to the microprocessor if the microprocessor tries to access memory during a refresh 
cycle. 

Because of large memory, the address lines should be buffered using 74LS244 
or 74HC244 (Unidirectional buffer), and data lines should be buffered using 74LS245 or 
74HC245 (Bidirectional buffer) to increase the drive capability. Also, typical multiplexers 
such as 74LS157 or 74HC157 can be used to multiplex the microprocessor's address lines 
into separate row and column addresses. 


10.12 68000 L/0 
This section covers the I/O techniques associated with the Motorola 68000. 


10.12.1 68000 Programmed I/O 
As mentioned before, the 68000 uses memory-mapped I/O. Data transfer using I/O ports 
(programmed I/O) can be achieved in the 68000 in one of the following ways: 


* By interfacing the 68000 with an inexpensive slow 6800 I/O chip such as the 
MC6821. 


* By interfacing the 68000 with its own family of I/O chips such as the MC68230. 
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TABLE 10.15 6821 Register Definition 
Control Register Bits 2 


RSI RSO CRA-2 CRB-2 Register Selected 
0 0 ] X I/O port A 
0 0 0 X Data direction register A 
0 l X X Control register A 
I 0 X l I/O port B 
l 0 X 0 Data direction register B 
] l X X Control register B 


X = Don’t care 


68000/6821 Interface 

The Motorola 6821 is a 40-pin peripheral interface adapter (PIA) chip. It is provided with 
an 8-bit bidirectional data bus (D,—D,), two register select lines (RS0, RS1), read/write 
(R/W) and reset (RESET) lines, an enable line (E), two 8-bit I/O ports (PA0—PA7), and 
(PBO-PB7), and other pins. Figure 10.17 shows the pin diagram of the 6821. There are six 
6821 registers. These include two 8-bit ports (ports A and B). two data direction registers, 
and two control registers. Selection of these registers is controlled by the RSO and RSI 
inputs together with bit 2 of the control register. Table 10.15 shows how the registers are 
selected. In Table 10.15, bit 2 in each control register (CRA-2 and CRB-2) determines 
selection of either an I/O port or the corresponding data direction register when the proper 
register select signals are applied to RSO and RS1. A 1 in bit 2 in CRA or CRB allows 
access of I/O ports; a 0 in bit 2 of CRA or CRB selects the data direction registers. 

Each I/O port bit can be configured to act as an input or output. This 1s accomplished 
by sending a 1 in the corresponding data direction register bit for those bits that are to be 
output and a 0 for those bits that are to be inputs. A LOW on the RESET pin clears all PIA 
registers to 0. This has the effect of configuring PA0-PA7 and PBO-PB7 as inputs. 

Three built-in signals in the 68000 provide the interface with the 6821: enable (E), 
valid memory address (VMA), and valid peripheral address (VPA). The enable signal (E) 
is an output from the 68000. It corresponds to the E signal of the 6821. This signal is the 
clock used by the 6821 to synchronize data transfer. The frequency of the E signal is one 
tenth of the 68000 clock frequency. This allows one to interface the 68000 (which operates 
much faster than the 6821) with the 6821. The valid memory address (VMA) signal is 
output by the 68000 to indicate to the 6800 peripherals that there 1s a valid address on the 
address bus. The valid peripheral address (VPA) is an input to the 68000. This signal is 
used to indicate that the device addressed by the 68000 is a 6800 peripheral. This tells the 
68000 to synchronize data transfer with the enable signal (E). 

Let us now discuss how the 68000 instructions can be used to configure the 6821 
ports. As an example, bit 7 and bits 0—6 of port A can be configured, respectively, as input 
and outputs using the following instruction sequence: 

















BCLR.B #$2,CRA ; Address DDRA 
MOVE.B 4$7F,DDRA ; Configure port A 
BSET.B #$2,CRA s Address port A 


Once the ports are configured to the designer's specification, the 6821 can be used 
to transfer data from an input device to the 68000 or from the 68000 to an output device by 
using the MOVE . B instruction as follows: 

MOVE.B (EA), Dn ; Transfer 8-bit data from an input port 

to the specified data register Dn 
MOVE.B Dn, (EA) ; Transfer 8-bit data from the specified 
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FIGURE 10.18 68000/6821 Interface 


; data register Dn to an output port 








DI 4 D, 
De O 2 Da 
D; 3 Dz 

PAO C] 4 Di 

PA1 5 Do 

PA2 [| 6 RAN 

PA3 O 7 DTACK 

PAL] 8 CS 

PAS [| 9 CLK 

PA6 RESET 
PA7 Vss 

Vcc PC7/TIACK 
H1 PC6/PIACK 
H2 PC5/PIRQ 
H3 PC4/DMAREQ 
H4 PC3/TOUT 

PBO E PC2/TIN 

PB1 PC1 

PB2 E PCO 

PB3 L1 RS1 

PB4 RS2 

PB5 RS3 

PB6 RS4 

PB7 RS5 


FIGURE 10.19 68230 pin diagram 
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Figure 10.18 shows a block diagram of how two 6821's are interfaced to the 68000 
in order to obtain four 8-bit I/O ports. Note that the least significant bit, Ay, of the 68000 
address pin is internally encoded to generate two signals, the upper data strobe (UDS) and 
lower data strobe (LDS). For byte transfers, UDS is asserted if an even-numbered byte is 
being transferred and LDS is asserted for an odd-numbered byte. In Figure 10.18, I/O port 
addresses can be obtained as follows: When A,, = 1 and AS = 0, the OR gate output will 
be LOW. This OR gate output is used to assert VPA. The inverted OR gate output, in turn, 
makes CS1 HIGH on both 6821's. Note that A,, is arbitrarily chosen. A,, 1s chosen to be 
HIGH to enable CS1 so that the addresses for the ports and the reset vector are not the 
same. Assuming that the don’t care address lines A,, and A,,—A, are 0’s, the addresses 
for the I/O ports, control registers, and data direction registers for the even 6821 (A, = 0) 
can be obtained as shown; similarly, the addresses for the ports, control registers, and data 
direction registers for the odd 6821 (A, = 1) can be determined as follows: 








Port A CRA Port B CRB 
Or Or 
DDRA DDRB 
6821(even) $400000 $400002 $400004 $400006 
6821(odd) $400001 $400003 $400005 $400007 
68000/68230 Interface 


The 68230 is a 48-pin I/O chip designed for the 68000 family of microprocessors. The 
68230 offers various functions such as programmed I/O, an on-chip timer, and a DMA 
request pin for connection to a DMA controller. Figure 10.19 shows the 68230 pin diagram. 
The 68230 can be configured in two modes of operation: unidirectional and bidirectional. 
In the unidirectional mode, data direction registers configure the corresponding ports as 
inputs or outputs. This 1s the programmed I/O mode of operation. Both 8-bit and 16-bit 
ports can be used. In the bidirectional mode, the 68230 provides data transfer between the 
68000 and external devices via exchange of control signals (known as handshaking). This 
section will only cover the programmed I/O feature of the 68230. 

This 68230 ports can be configured in either unidirectional or bidirectional mode 
by using bits 7 and 6 of the port general control register, PGCR (RO) as follows: 


PGCR Bits 

7 6 Mode 

0 0 0 (unidirectional 8-bit) 
0 I ] (unidirectional 16-bit) 
l 0 2 (bidirectional 8-bit) 

l l 3 (bidirectional! 16-bit) 


The other bits of the PGCR are defined for handshaking. 
Modes 0 and 2 configure ports A and B as unidirectional or bidirectional 8-bit 
ports. Modes 1 and 3, on the other hand, combine ports A and B together to form a 16- 
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TABLE 10.16 


Register Select Bits 
RS5 RS4 RS3 RS2 RS] 
0 0 0 0 0 
0 0 0 l 0 
0 0 0 l I 
0 l l 0 
0 ] l l 
0 l 0 0 0 
0 I 0 0 l 





FIGURE 10.20 
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Some of the 68230 Registers 





Register Selected 


PGCR, Port General Control Register 
(RO) 


PADDR, Port A Data Direrction Register 
(R2) 


PBDDR, Port B Data Direction Register 
(R3) 


PACR, Port A Control Register (R6) 
PBCR, Port B Control Register (R7) 
PADR, Port A Data Register (R3) 
PBDR, Port B Data Register (R9) 
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bit unidirectional or bidirectional port. Ports configured as unidirectional 8-bit must be 


programmed further as submodes of operation using bits 7 and 6 of PACR (R6) and PBCR 
(R7) as follows: 


Submode Bit 7 of Bit 6 of Comment 
PACR or PACR or 
PBCR PBCR 

00 0 0 Pin-definable double-buffered input or 
single-buffered output 

01 0 l Pin-definable double-buffered output 
or nonlatched input 

IX l X Bit I/O (pin-definable single-buffered 


output or nonlatched input) 


Note that X means don’t care. Nonlatched inputs are latched internally, but the values are 
not latched externally by the 68230 at the port. Bit I/O is used for programmed I/O. 

The submodes define the ports as parallel input ports, parallel output ports, or 
bit-configurable I/O ports. In addition to these, the submodes further define the ports 
as latched input ports, interrupt-driven ports, DMA ports, and ports with various I/O 
handshake operations. Table 10.16 lists some of the 68230 registers. The registers required 
for programmed I/O are considered in the following discussion. Note that the 68230 register 
select pins (RSS-RS1) are used to select the 68230 registers. Figure 10.20 illustrates how 
to obtain specific addresses for the 68230 I/O ports. 

The hardware schematic for the 68000/68230 interface shown in Figure 10.20 1s 
connected in such a way that each 68230 I/O port has a unique address. A,, is chosen to be 
HIGH to select the 68230 chips so that the port addresses are different from the 68000 reset 
vector addresses 000000,,—000006,,. The configuration in the figure will provide even port 
addresses because UDS is used for enabling the 68230 CS. The 68230 D7ACK is an open- 
drain output. Hence, a pull-up resistor is required. 

From the figure, addresses for registers PGCR (R0), PADDR (R2), PBDDR (R3), 
PACR (R6), PBCR (R7), PADR (R8), and PBDR (R9) can be obtained. Consider PGCR 
as follows: 





Therefore, Address for PGCR = $800000 
Similarly, Address for PADDR = $800004, | Address for PBDDR  - $800006 
Address for PACR =$80000C, Address for PBCR = $80000E 
Address for PADR =$800010, Address for PBDR = $800012 
As an example, the following instruction sequence will select mode 0, submode 
| X and configure bits 0-5 of Port A as outputs, bits 6 and 7 of Port A as inputs, and port 
B as an input port: 


PGCR EQU $800000 
PADDR EQU $800004 
PBDDR EQU $800006 
PACR EQU $80000C 
PBCR EQU $80000E 
ANDI.B  $$3F,PGCR ; Select mode 0 


BSET.B- “#7, PACR ; Port A bit I/O submode 
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BSET.B  47,PBCR 
MOVE.B #$3F, PADDR 


MOVE.B  4$5$00,PBDDR 


Example 10.16 


Port B bit I/O submode 

Configure port A bits 0-5 as 
outputs and bits 6 and 7 as inputs 
Configure port B as an input port 


A 68000/68230-based microcomputer is required to drive an LED connected at bit 7 of 
port A based on two switch inputs connected at bits 6 and 7 of port B. If both switches 
are equal (either HIGH or LOW), turn the LED ON; otherwise turn it OFF. Assume that a 
HIGH will turn the LED ON and a LOW will turn it OFF. Write a 68000 assembly program 


to accomplish this. 


Solution 
PGCR EQU $800000 
PACR EQU $80000C 
PBCR EQU $80000E 
PADDR EQU $800004 
PBDDR  EQU $800006 
PADR EQU $800010 
PBDR EQU $800012 
ANDI.B #$3F,PGCR 
BSET.B #7,PACR 
BSET.B #7,PBCR 
MOVE.B #$80,PADDR 
MOVE.B 40,PBDDR 
inputs 
MOVE.B PBDR,DO 
ANDI.B #$0C0,D0 
BEQ LEDON 
CMPI.B #$0C0,D0 
BEQ LEDON 
MOVE.B #$00, PADR 
JMP FINISH 
LEDON MOVE.B #$80, PADR 
FINISH JMP FINISH 


Example 10.17 
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Select mode 0 

Port A bit I/o submode 

Port B bit I/o submode 

Configure port A bit 7 as output 
Configure port B bits 6 and 7 as 


Input port B 

Retain bits 6 and 7 

If both switches LOW, turn LED ON 
If both switches HIGH, turn LED ON 
Turn LED OFF 


Turn LED ON 


Write a 68000 assembly language program to drive an LED connected to bit 7 of Port 
A. based on a switch input at bit 0 of Port A. If the switch is HIGH, turn the LED ON; 
otherwise turn the LED OFF. Assume a 68000/2732/6116/6821 microcomputer. Also, 
write a C++ program to accomplish the same task. Use port addresses of your choice. 


Solution 
The 68000 assembly language program and the C++ program follow. 
. 68000/6821 Microcomputer Assembly Code for Switch and LED 
PORTA EQU $001001 
DDRA EQU $001001 
CRA EQU $001003 
BCLR.B #2,CRA ; address DDRA 
MOVE.B #$80,DDRA ; Configure PORT A 
BSET.B #2,CRA ; Address PORT A 
START MOVE.B PORTA,DO  ; Read switch 
ROR. B #1,D0 ¥ Rotate switch status 
MOVE.B DO,PORTA  ; Output to LED 
JMP START ; Repeat 
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° 68000/6821 Microcomputer C++ program for Switch and LED 
mainí) 
{ 

char *porta, *ddra, *cra; 

porta-0x1001; 

ddra=0x1001; 


cra=0x1003; 
*cra=0; /* Address DDRA */ 
*ddra=0x80; /* Configure Port A */ 
*cra=4; /* Address Port A */ 
while (1) 
*porta=*porta <<7; /* Read switch and send to LED */ 


} 

The C++ compiler will generate more machine codes for the above program 
compared to the equivalent assembly program. Note that the C++ program is not 100% 
portable while using I/O. However, it is easier to write programs using C++ than using 
assembly language. 


10.12.2 68000 Interrupt System 


The 68000 interrupt I/O can be divided into two types: external interrupts and internal 
interrupts. 


External Interrupts 

The 68000 provides seven levels of external interrupts, 1 through 7. The external hardware 
provides an interrupt level using the pins IPLO, IPL1, and IPL2. Like other microprocessors, 
the 68000 checks for and accepts interrupts only between instructions. It compares the 
value of inverted IPLO-IPL2 with the current interrupt mask contained in the bits 10, 9, 
and 8 of the status register. 

If the value of the inverted IPLO-IPL2 is greater than the value of the current 
interrupt mask, then the 68000 acknowledges the interrupt and initiates interrupt processing. 
Otherwise, the 68000 continues with the current interrupt. Interrupt request level 0 (IPLO— 
IPL2 all HIGH) indicates that no interrupt service is requested. An inverted IPL2, IPL1, 
IPLO of 7 is always acknowledged. Therefore, interrupt level 7 is “nonmaskable.” Note 
that the interrupt level is indicated by the interrupt mask bits (inverted IPL2, IPL1, IPLO). 

To ensure that an interrupt will be recognized, the following interrupting rules 
should be considered: 

1. The incoming interrupt request level must have a higher priority level than the mask 
level set in the interrupt mask bits (except for level 7, which is always recognized). 

2. The IPL2-IPLO pins must be held at the interrupt request level until the 68000 
acknowledges the interrupt by initiating an interrupt acknowledge (IACK) bus cycle 

Interrupt level 7 is edge-triggered. On the other hand, interrupt levels 1-6 are 
level sensitive. However, as soon as one of them is acknowledged, the processor updates 
its interrupt mask at the same level. 

The 68000 does not have any EI (enable interrupt) or DI (disable interrupt) 
instructions. Instead, the level indicated by I2 I1 IO in the SR disables all interrupts below 
or equal to this value and enables all interrupts above. For example, if I2 I1 I0 = 100, then 
interrupt levels 1—4 are disabled and 5-7 are enabled. Note that I2 I1 IO = 000 enables all 
interrupts and I2 11 10 = 111 disables all interrupts except level 7 (nonmaskable). 

Once the 68000 has decided to acknowledge an interrupt, it performs several steps: 
1. Makes an internal copy of the current status register. 

2. Updates the priority mask and address lines A,;-A, with the level of the interrupt 
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recognized (inverted IPL pins) and then asserts AS to inform the external devices that 
A,—A, has the interrupt level. 

3. Enters the supervisor state by setting the S bit in SR to 1. 

4. Clears the T bit in SR to inhibit tracing. 

S. Pushes the program counter (PC) onto the supervisor stack. 

6. Pushes the internal copy of the old SR onto the supervisor stack. 

7. RunsanlACK bus cycle for vector number acquisition (to provide the address of the 
service routine). 

8. Multiplies the 8-bit interrupt vector by 4. This points to the location that contains the 
starting address of the interrupt service routine. 

. Jumps to the interrupt service routine. 

10. The last instruction of the service routine should be RTE, which restores the original 
status word and program counter by popping them from the supervisor stack. 

External logic can respond to the interrupt acknowledge in one of three ways: by 
requesting automatic vectoring (autovector), by placing a vector number on the data bus 
(nonautovector), or by indicating that no device is responding (spurious interrupt). 
Autovector (address vectors predefined by Motorola) 

If the hardware asserts VPA to terminate the IACK bus cycle, the 68000 directs 
itself automatically to the proper interrupt vector corresponding to the current interrupt 
level. No external hardware is inquired for providing the interrupt address vector. The 
seven levels of autovector interrupt are listed below: 








I2 Il 10 
Level 1 < Interrupt vector $19 for 
Level 2 < Interrupt vector $1A for 
Level 3 < Interrupt vector $1B for 
Level 4 —— Interrupt vector $1C for 
Level 5 «— Interrupt vector $1D for 
Level 6 < Interrupt vector $1E for 
Level 7 < Interrupt vector $1F for l I 

Nonautovector (user-definable address vectors via external hardware) 

The interrupting device uses external hardware to place a vector number on data 
lines D,—D, and then performs a DTACK handshake to terminate the IACK bus cycle. The 
vector numbers allowed are $40 to $FF, but Motorola has not implemented a protection 
on the first 64 entries so that user-interrupt may overlap at the discretion of the system 


designer. 
Vector Address [ —— — — — [| Veco Number - 
$18 


$60, $62 
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$64, $66 $19 
$68, $6A $1A 
$6C, $6E $1B 
$70, $72 $1C 
$74, $76 $1D 
$78, $7A $1E 
$7C, $7E $1F 
$80 to $BC $20 to $2F 
$CO to $FC $30 to $3F 
$100 to $3FC User interrupts $40 to $FF 


nonautovector 
FIGURE 10.21 68000 interrupt map 
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Spurious Interrupt 

Another way to terminate an interrupt acknowledge bus cycle 1s with the BERR 
(bus error) signal. Even though the interrupt control pins are synchronized to enhance noise 
immunity, it is possible that external system interrupt circuitry may initiate an IACK bus 
cycle as a result of noise. Because no device is requesting interrupt service, neither DTACK 
nor VPA will be asserted to signal the end of the nonexisting IACK bus cycle. When there 
is no response to an IACK bus cycle after a specified period of time (monitored by the user 
using an external timer), BERR can be asserted by an external timer. This indicates to the 
processor that it has recognized a spurious interrupt. The 68000 provides 18H as the vector 
to fetch for the starting address of this exception-handling routine. 

It should be pointed out that the spurious interrupt and bus error interrupt due to a 
troubled instruction cycle (when no DTACK is received by the 68000) have two different 
interrupt vectors. Spurious interrupt occurs when the BERR pin is asserted during interrupt 
processing. 

















Internal Interrupts 
The internal interrupt is a software interrupt. This interrupt is generated when the 68000 
executes a software interrupt instruction (TRAP) or by some undesirable events such as 
division by zero or execution of an illegal instruction. 
68000 Interrupt Map 

The 68000 uses an 8-bit vector n to obtain the interrupt address vector. The 68000 
reads the long-word located at memory 4* n. This long word 1s the starting address of the 
service routine. Figure 10.21 shows an interrupt map of the 68000. Vector addresses $00 
through $2E (not shown in the figure) include vector addresses for reset, bus error, trace, 
divide by 0, and so on, and addresses $30 through $5C are unassigned. The RESET vector 
requires four words (addresses 0, 2, 4, and 6); the other vectors require only two words. 
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FIGURE 10.22 Autovector and nonautovector interrupts 
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After hardware reset, the 68000 loads the supervisor SP high and low words, respectively, 
from addresses 000000,, and 000002,,, and the PC high and low words, respectively, from 
000004,, and 000006,,. The typical assembler directive DC (define constant) can be used 
to load the PC and Supervisor SP. For example, the following will load A7' with $16F128 
and PC with $781624: 

ORG $000000 

DC ob $0016F128 

DC. $00781624 


68000 Interrupt Address Vector 

Suppose that the user decides to write a service routine starting at location $123456 
using autovector 1. Because the autovector 1 address is $000064 and $000066, the numbers 
$0012 and $3456 must be stored in locations $000064 and $000066, respectively. Note that 
from Figure 10.21, n = $19 for autovector 1. Hence, the starting address of the service 
routine is obtained from the contents of the address 4 x $19 = $000064. 


An Example of Autovector and Nonautovector Interrupts 

As an example to illustrate the concept of autovector and nonautovector interrupts, 
consider Figure 10.22. In this figure, I/O device | uses nonautovector and I/O device 2 uses 
autovector interrupts. The system is capable of handling interrupts from seven devices 
(IPL2 IPL1 IPLO pins = 111 means no interrupt) because an 8-to-3 priority encoder such as 
the 74L S148 is used. The 74L 8148 provides an inverted three-bit output with input 7 as the 
highest priority and input 0 as the lowest priority. Hence, if all eight inputs of the 74L $148 
are low simultaneously, the three-bit output will be 000 (inverted 111) indicating a LOW 
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FIGURE 10.23  Interfacingofatypical 8-bit A/D converter to 68000-based microcomputer 
using autovector interrupt 
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FIGURE 10.24  Interfacingofatypical8-bit A/D converter to 68000-based microcomputer 
using nonautovector interrupt 


on input 7. In figure 10.22, I/O1 and I/O2 from the interrupting devices are connected to 
inputs 3 and 5 of the 74LS148 encoder respectively. This means that the device with I/02 
as the interrupting signal will generate level 5 autovectored interrupt while the device with 
I/OI as the interrupting signal will generate the nonautovectored interrupt. 

Suppose that I/0 device 2 drives I/O2 LOW in order to activate line 5 of the 
74LS148. This, in turn, will generate a LOW on input 5 of the 74L S148. This will provide 
010 (inverted 101) on IPL2 IPLi IPLO pins of the 68000 generating a level 5 autovectored 
interrupt. When the 68000 decides to acknowledge the interrupt, it drives FCO—FC2 HIGH. 
The interrupt level is reflected on A,-A, when AS is activated by the 68000. The IACK5 
and I/O2 signals are used to generate VPA. Once VPA is asserted, the 68000 obtains the 
interrupt vector address using autovectoring. 

In the case of I/O1, line 3 of the priority encoder is activated to initiate the 
nonautovectored interrupt. By using appropriate logic, DI'ACK is asserted using IACK3 
and I/O1. The vector number is placed on D,-D, by enabling an octal buffer such as the 
74LS244 using IACK3. The 68000 inputs this vector number and multiplies it by 4 to 
obtain the interrupt address vector. 
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Interfacing a Typical A/D Converter to the 68000 Using Autovector and Nonautovector 
Interrupts 

Figure 10.23 shows the interfacing of a typical A/D converter to the 68000-based 

microcomputer using the autovector interrupt. In the figure, the A/D converter can be 
started by sending a START pulse. The signal can be connected to line 4 (for example) 
of the encoder. 
Note that line 4 is 100, for IPL2, IPL1, IPLO, which is a level 3 (inverted 100,) interrupt. 
BUSY can be used to assert VPA so that, after acknowledgment of the interrupt, the 68000 
will service the interrupt as a level 3 autovector interrupt. Note that the encoder in Figure 
10.23 is used for illustrative purposes. This encoder is not required for a single device such 
as the A/D converter in the example. 

Figure 10.24 shows the interfacing of a typical A/D converter to the 68000-based 
microcomputer using the nonautovector interrupt. In the figure, the 68000 starts the A/D 
converter as before. Also, the BUSY signal is used to interrupt the microcomputer using 
line 5 (IPL2, IPL1, IPLO= 101, which is a level 2 interrupt) of the encoder. BUSY can be 
used to assert DTACK so that, after acknowledgment of the interrupt, FC2, FC1, FCO will 
become 111,, which can be NANDed to enable an octal buffer such as the 74LS244 in 
order to transfer an 8-bit vector from the input of the buffer to the D,—D, lines of the 68000. 
The 68000 can then multiply this vector by 4 to determine the interrupt address vector. As 
before, the encoder in Figure 10.24 is not required for the single A/D converter. 























10.12.3 68000 DMA 

Three DMA control lines are provided with the 68000. These are BR (bus request), BG (bus 
grant), and BGACK (bus grant acknowledge). The BR line is an input to the 68000. The 
external device activates this line to tell the 68000 to release the system bus. At least one 
clock period after receiving BR, the 68000 will enable its BG output line to acknowledge 
the DMA request. However, the 68000 will not relinquish the bus until it has completed the 
current instruction cycle. The external device must check the AS (address strobe) line to 
determine the completion of the instruction cycle by the 68000. When AS becomes HIGH, 
the 68000 will tristate its address and data lines and will give up the bus to the external 
device. After taking over the bus, the external device must enable the BGACK line. The 
BGACK line tells the 68000 and other devices connected to the bus that the bus is being 
used. The 68000 stays in a tristate condition until BGACK becomes HIGH. 





10.13 68000 Exception Handling 


A 16-bit microcomputer is usually capable of handling unusual or exceptional conditions. 
These conditions include situations such as execution of illegal instruction or division by 
zero. In this section, the exception-handling capabilities of the 68000 are described. 

The 68000 exceptions can be divided into three groups, namely, groups 0, 1, 
and 2. Group 0 has the highest priority, and group 2 has the lowest priority. Within each 
group, there are additional priority levels. A list of 68000 exceptions along with individual 
priorities is as follows: 


Group 0 Reset (highest level in this group), address error (next level), and bus 
error (lowest level) 

Group I Trace (highest level), interrupt (next level), illegal op-code (next level), 
and privilege violation (lowest level) 
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Group 2 TRAP, TRAPV, CHK, and ZERO DIVIDE (no individual priorities 
assigned in group 2) 
Exceptions from group 0 always override an active exception from group | or group 2. 

Group 0 exception processing begins at the completion of the current bus cycle 
(2 clock cycles). Note that the number of cycles required for a READ or WRITE operation 
is called a “bus cycle." This means that during an instruction fetch if there is a group 
0 interrupt, the 68000 will complete the instruction fetch and then service the interrupt. 
Group 1 exception processing begins at the completion of the current instruction. Group 
2 exceptions are initiated through execution of an instruction. Therefore, there are no 
individual priority levels within group 2. Exception processing occurs when a group 2 
interrupt is encountered, provided there are no group 0 or group 1 interrupts. 

When an exception occurs, the 68000 saves the contents of the program counter 
and status register onto the stack and then executes a new program whose address is 
provided by the exception vectors. Once this program is executed, the 68000 returns to the 
main program using the stored values of program counter and status register. 

Exceptions can be of two types: internal or external. The internal exceptions are 
generated by situations such as division by zero, execution of illegal or unimplemented 
instructions, and address error. As mentioned before, internal interrupts are called "traps." 
The external exceptions are generated by bus error, reset, or interrupt instructions. The 
basic concepts associated with interrupts, relating them to the 68000, have already been 
described. In this section, we will discuss the other exceptions. 

In response to an exceptional condition, the processor executes a user-written 
program. In some microcomputers, one common program is provided for all exceptions. 
The beginning section of the program determines the cause of the exception and then 
branches to the appropriate routine. The 68000 utilizes a more general approach. Each 
exception can be handled by a separate program. 

As mentioned before, the 68000 has two modes of operation: user state and 
supervisor state. The operating system runs in supervisor mode, and all other programs are 
executed in user mode. The supervisor state is therefore more privileged. Several privileged 
instructions such as MOVE to SR can be executed only in supervisor mode. Any attempt to 
execute them in user mode causes a trap. 

We will now discuss how the 68000 handles exceptions caused by external resets, 
trap instructions, bus and address errors, tracing , execution of privileged instructions in 
user mode, and execution of illegal/unimplemented instructions: 


e The reset exception is generated externally. In response to this exception, the 
68000 automatically loads the initial starting address into the processor. 


e The 68000 has a TRAP instruction, which always causes an exception. The 
operand for this instruction varies from 0 to 15. This means that there are 16 TRAP 
instructions. Each TRAP instruction has an exception vector. TRAP instructions 
are normally used to call subroutines in an operating system. Note that this 
automatically places the 68000 in supervisor state. TRAPs can also be used for 
inserting breakpoints in a program. Two other 68000 instructions cause traps if a 
particular condition is true: TRAPV and CHK. TRAPV generates an exception if the 
overflow flag is set. The TRAPV instruction can be inserted after every arithmetic 
operation in a program in order to cause a trap whenever there is the possibility 
of an overflow. A routine can be written at the vector address for the TRAPV to 
indicate to the user that an overflow has occurred. The CHK instruction is designed 
to ensure that access to an array in memory is within the range specified by the 
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user. If there is a violation of this range, the 68000 generates an exception. 


e A bus error occurs when the 68000 tries to access an address that does not belong 
to the devices connected to the bus. This error can be detected by asserting the 
BERR pin on the 68000 chip by an external timer when no DTACK is received 
from the device after a certain period of time. In response to this, the 68000 
executes a user-written routine located at an address obtained from the exception 
vectors. An address error, on the other hand, occurs when the 68000 tries to read 
or write a word (16 bits) or long word (32 bits) in an odd address. This address 
error has a different exception vector from the bus error. 


e The trace exception in the 68000 can be generated by setting the trace bit in the 
status register. In response to the trace exception, the 68000 causes an internal 
exception after execution of every instruction. The user can write a routine at 
the exception vectors for the trace instruction to display register and memory 
contents. The trace exception provides the 68000 with the single-stepping 
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Dy-Di 


PAO-PA7) Port A 
PBO-PB7 > Port B 


Data Bus 


FIGURE 10.25 68000-based microcomputer 
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debugging feature. 


e As mentioned before, the 68000 has privileged instructions, which must be 
executed in supervisor mode. An attempt to execute these instructions causes 
privilege violation. 

e Finally, the 68000 causes an exception when it tries to execute an illegal or 
unimplemented instruction. 


10.14 — 68000/2732/6116/6821-Based Microcomputer 


Figure 10.25 shows the schematic of a 68000-based microcomputer with a 4K EPROM, a 
4K static RAM, and four 8-bit I/O ports. Let us explain the various sections of the hardware 
schematic. Two 2732 and two 6116 chips are required to obtain the 4K EPROM and 4K 
RAM. The LDS and UDS pins are ORed with the memory select signal to enable the chip 
selects for the EPROMs and the RAMs. Address decoding is accomplished by using a 3 
x 8 decoder. The decoder enables the memory or the I/O chips depending on the status of 
address lines A,.-A,, and the AS line of the 68000. AS is used to enable the decoder. I, 
selects the EPROMs, I, selects the RAMs, and I, selects the I/O ports. 

When addressing memory chips, the DTACK input of the 68000 must be asserted 
for data acknowledge. The 68000 clock in the hardware schematic is 10 MHz. Therefore, 
each clock cycle is 100 ns. In Figure 10.25, AS is used to enable the 3 x 8 decoder. The 
outputs of the decoder are gated to assert 68000 DTACK. This means that AS is indirectly 
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FIGURE 10.27 Timing diagram for the DTACK delay circuit 
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used to assert DTACK. From the 68000 read timing diagram, AS goes to LOW after 
approximately 2 cycles (200 ns for the 10-MHz clock) from the beginning of the bus cycle. 
Whth no wait states, the 68000 samples DTACK at the falling edge of S4 (300 ns) and, if 
DTACK is recognized, the 68000 latches data at the falling edge of S6 (400 ns). If DTACK 
is not recognized at the falling edge of S4, the 68000 inserts a 1-cycle (100 ns in this case) 
wait state, samples DTACK at the end of S6, and, if DTACK is recognized, latches data 
at the end of $8 (500 ns), and the process continues. Because the access time of the 2732 
is 200 ns (Used to be 450ns), data will not be available at the output pins of the 2732's 
until after approximately 400 ns. To be on the safe side, DTACK recognition by the 68000 
at the falling edge of S6 (400 ns) and latching of data at the falling edge of S8 (500 ns) 
will definitely satisfy the timing requirement. This means that the decoder output I, for 
EPROM select should go to LOW at the end of S6. Therefore, 200ns delay (Two cycles) 
for DTACK is assumed. 

A delay circuit, as shown in Figure 10.26, is designed using two D flip-flops. 
EPPOM select activates the delay circuit. The input is then shifted right 2 bits to obtain a 2- 
cycle wait state to allow sufficient time for data transfer. DTACK assertion and recognition 
are delayed by 2 cycles during data transfer with EPROMs. Figure 10.27 shows the timing 
diagram for the DTACK delay circuit. Note that DTACK goes to Low after about 2 cycles 
if asserted by AS providing erronous result. Therefore, DTACK must be delayed. 

When the EPROM is not selected by the decoder, the clear pin is asserted (output 
of inverter), so Q is forced LOW and Q is HIGH. Therefore, DTACK is not asserted. When 
the processor selects the EPROMS, the output of the inverter is HIGH, so the clear pin is 
not asserted. The D flip-flop will accept a high at the input, and Q2 will be HIGH and Q2 
will be LOW. Now that Q2 is LOW, it can assert DTACK. QI will provide one wait cycle 
and Q2 will provide two wait cycles. Because the 2732 EPROM has a 200-ns access time 
and the microprocessor is operating at 10 MHz (100-ns clock cycle), two wait cycles are 
inserted before asserting DTACK (2 x 100 — 200 ns). Therefore, Q2 can be connected to 
the DTACK pin through an AND gate. No wait state is required for RAMs because the 
access time for the RAMs is only 120 nanoseconds. 

Four 8-bit I/O ports are obtained by using two 6821 chips. When the I/O ports are 
selected, the VPA pin is asserted instead of DTACK. This will acknowledge to the 68000 
that it is addressing a 6800-type peripheral. In response, the 68000 will synchronize all data 
transfer with the E clock. 

The memory and I/O maps for the schematic are as follows: 
























































© Memory Maps (all numbers in hex) . A», - A,, are don't cares and assumed to be O's. 





LDS or UDS 
yo 
Aj;-Aig As Ai Ai AA; Ay 
0-0 0 0 0 0-0 0 EPROM(even) = 4K 
0-0 0 0 0 Et 0 $000000, $000002, 
$000004, ... , $001 FFE 

0-0 0 0 0 0-0 1 EPROM(odd) = 4K 
0-0 0 0 0 1-1 l $000001, $000003, 


$000005, ... , $001 FFF 
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A-A p Ars Arg Aga Ay A, Ag A, is don't care for RAM 

(assume 0) 

0-0 0 0 ] 0—0 0 RAM(even) = 2K 

0-0 0 0 | 1-1 0 $002000, $002002, ... , 
$002FFE 

0-0 0 0 l 0—0 ] RAM(odd) = 2K 

0-0 0 0 l 1-1 l $002001, $002003, ... , 
$002FFF 


Note that, upon hardware reset, the 68000 loads the supervisor SP high and low 
words, respectively, from addresses $000000 and $000002 and the PC high and low words, 
respectively, from locations $000004 and $000006. The memory map contains these reset 
vector addresses in the even and odd 2732 chips. 

è Memory Mapped I/O (all numbers in hex). A44-A,, and A,.-A, are don't cares and 
assumed to be 0’s. 


R51 RSO UDS or LDS 




























—— 
An- Aj A4 A3 âA, A, A, Ao Register Selected (Address) 
— Even 
0—0 O0 | 0 0—0 0 0 0 Port A or DDRA = $004000 
0—0 0 | 0 0—0 0 ] 0 CRA - $004002 
0-0 0 ] 0 0—0 ] 0 0 Port B or DDRB = $004004 
0—0 0 l 0 0-0 l l 0 CRB = $004006 
Register Selected (Address) 
— Odd 
0—0 0 i 0 0-0 0 0 l Port A or DDRA = $004001 
0—0 0 l 0 0—0 0 l ] CRA = $004003 
0-0 0 1 0 0—0 l 0 ] Port B or DDRB = $004005 
0-0 0 1 0 0-0 l l | CRB = $004007 
High address 
Pointer] ^ A |TASLOCI 
(EA) Section 1 
TASLOC2 
Section 2 
Subtract one 
section length 
from pointer 
| | TASLOCM 
LOW Section M 
Address Pointer< 
last sectio 
(a) Shared RAM allocation : 


(b) Flowchart for TAS 
FIGURE 10.28 Memory allocation using TAS 
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For both memory and I/O chips, AS, UDS and LDS must be used in chip select 
logic. Note that: 

1. For memory, both even and odd chips are required. However, for I/O chips, 
an odd-addressed I/O chip, an even-addressed I/O chip, or both can be used, 
depending on the number of ports required in an application. UDS and/or LDS 
must be used in I/O chip select logic depending on the number of I/O chips used. 
The same chip select logic must be used for both the even and its corresponding 
odd memory chip. 





2. DTACK must be connected to an external input (typically a signal from the 
address decoding logic) to satisfy the timing requirements. In many instances, AS 
is directly connected to DTACK. 

3. The 68000 must be connected to ROMs / EPROMs / E-PROMS in such a way that 
the 68000 RESET vector address is included as part of the memory map. 





10.15 Multiprocessing with the 68000 Using the TAS Instruction and the AS Signal 


Earlier, the 68000 TAS instruction was discussed. The TAS instruction supports the software 
aspects of interfacing two or more 68000’s via shared RAM. When TAS is executed, the 
68000 AS pin stays low. During both the read and write portions of the cycle, AS remains 
LOW and the cycle starts as the normal read cycle. However, in the normal read, AS going 
inactive indicates the end of the read. During execution of TAS, AS stays LOW throughout 
the cycle, so AS can be used in the design as a bus-locking circuit. Due to the bus locking, 
only one processor at a time can perform a TAS operation in a multiprocessor system. The 
TAS instruction supports multiprocessor operations (globally shared resources) by checking 
a resource for availability and reserving or locking it for use by a single processor. 

The TAS instruction can, therefore, be used to allocate free memory spaces . The 
TAS instruction execution flowchart for allocating memory is shown in Figure 10.28. The 
shared RAM of the Figure 10.28 is divided into M sections. The first byte of each section 
will be pointed to by (EA) of the TAS (EA) instruction. In the flowchart of Figure 10.28, 
(EA) first points to the first byte of section 1. The instruction TAS (EA) is the executed. 
The TAS instruction checks the most significant bit (N bit) in (EA). N = 0 indicates that 
section ] is free; N = 1 means that section 1 is busy. If N = 0, then section 1 will be 
allocated for use. If N = 1 (section 1 is busy), then a program will be written to subtract 
one section length from (EA) to check the next section for availability. Also, (EA) must be 
checked with the value TASLOCM. If (EA) « TASLOCM, then no space is available for 
allocation. However, if (EA) > TASLOCM, then TAS is executed and the availability of 
that section is determined. 

In a multiprocessor environment, the TAS instruction provides software support 
for interfacing two or more 68000's via shared RAM. The AS signal can be used to provide 
the bus-locking mechanism. 


Example 10.18 

Assume that the 68000/2732/6116/6821 microcomputer shown in Figure 10.29 is required 

to perform the following: 

(a) If Vx > Vy , turn the LED ON if the switch is open; otherwise turn the LED OFF. 
Write a 68000 assembly language program starting at address $000300 to accomplish 
the above by inputting the comparator output via bit 0 of Port B. Use Port A address = 
$002000, Port B address = $002004, CRA = $002002, CRB = $002006. Assume the 
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FIGURE 10.29 Figure for Example 10.18 
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FIGURE 10.30 Example 10.18 using autovectors 


LED is OFF initially. 
(b) Repeat part (a) using autovector level 7 and nonautovector (Vector $40). Use Port 
A (address $002000) for LED and switch as above with CRA=$002002. Assume 
supervisor mode. Write the main program and service routine in 68000 assembly 
language starting at addresses $000300 and $000A00 respectively. Also, initialize the 


supervisor stack pointer at $001200. 


Solution 


(a) Using Programmed I/O 
From figure 10.29, the following 68000 assembly language program can be written: 


CRA EQU 
CRB EQU 
PORTA EQU 
DDRA EQU 
PORTB EQU 
DDRB EQU 

ORG 


$002002 
$002006 
$002000 
PORTA 

$002004 
PORTB 

$000300 
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BCLR.B #2,CRA 
MOVE.B #2,DDRA 
BSET.B #2,CRA 
BCLR.B #2,CRB 
MOVE.B #0,DDRB 
BSET.B #2,CRB 
COMP MOVE.B PORTB, DO 
LSR.B #1,D0 
BCC.B COMP 
MOVE.B PORTA, D1 
LSL.B #1,D1 
MOVE.B D1, PORTA 
LED JMP LED 
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Address DDRA 
Configure PORTA 
Address PORTA 
Address DDRB 
Configure PORTB 
Address PORTB 
Input PORTB 
Check 
Comparator 
Input switch 
Align LED data 
Output to LED 


(b) Using Autovector Level 7 (nonmaskable interrupt) 
Figure 10.30 shows the pertinent connections for Autovector Level 7 interrupt. 


Main Program 


CRA EQU $002002 
PORTA EQU $002000 
DDRA EQU PORTA 
ORG $000300 
BCLR.B #2,CRA 
MOVE.B #2,DDRA 
BSET.B #2,CRA 
WAIT JMP WAIT 
Service Routine 
ORG $000A00 
MOVE.B PORTA, D1 
LSL.B #1, D1 
MOVE.B D1, PORTA 
FINISH JMP FINISH 
Reset Vector 
ORG 0 
DC SE $00001200 
DC.L $00000300 
Service Routine Vector 
ORG $00007C 
DC b $00000A00 
+5V 
1K 
Vx 
Vy 7 
Comparator 


, 


Address DDRA 
Configure PORTA 


Address PORTA . 
Wait for interrupt 


Input switch 
Align LED data 
Output to LED 
Halt 






68000/2732/ 


6116/6821 
Microcomputer 






L 
7ALS244 


FIGURE 10.31 Example 10.18 using nonautovectors 
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Using Nonautovectoring (vector $40) 


Figure 10.31 shows the pertinent connections for nonautovectoring interrupt. 
Main Program 


CRA EQU $002002 
PORTA EQU $002000 
DDRA EQU PORTA 
ORG $000300 
BCLR.B #2,CRA ; Address DDRA 
MOVE.B #2,DDRA ; Configure PORTA 
BSET.B #2,CRA ; Address PORTA 
ANDI.W #SOF8FF,SR ; Enable interrupts 
WAIT JMP WAIT ; Wait for interrupt 
Service Routine 
ORG $000A00 
MOVE.B PORTA, Dl ; Input switch 
LSL.B  £$$01,D1 ; Align LED data 
MOVE.B D1, PORTA ; Output to LED 
FINISH JMP FINISH I Halt 
Reset Vector 
ORG 0 


Dec $00001200 
DC. Lb $00000300 


Service Routine Vector 


ORG 9000100 
DC. I $00000A00 


QUESTIONS AND PROBLEMS 
10.1 What are the basic differences between the 68000, 68008, 68010, and 68012? 
10.2 What does a HIGH on the 68000 FC2 pin indicate? 
10.3 (a) Ifa 68000-based system operates in the user mode and an interrupt occurs, 
what will the 68000 mode be? 
(b) If a 68000-based system operates in the supervisor mode, how can the 
mode be changed to user mode? 
10.4 (a) | What is the purpose of 68000 trace and X flags? 
(b) How can you set or reset them? 
10.5 Indicate whether the following 68000 instructions are valid or not valid. Justify 
your answers. 
(a MOVE.B DO, (Al) 
(b) MOVE.B D0,A1 
10.6 How many addressing modes and instructions does the 68000 have? 
10.7 What happens after execution of the following 68000 instruction? 
MOVE.L D0,503000013 
10.8 What is meant by 68000 privileged instructions? 
10.9 Identify the following 68000 instructions as privileged or nonprivileged: 
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10.10 


10.11 


10.12 


10.13 


10.14 


10.15 


10.16 


10.17 


10.18 
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(a) MOVE (A2),SR 
(b MOVE CCR, (A5) 
(c) MOVE.L A7,A2 


(a) Find the contents of locations $305020 and $305021 after execution of the 
MOVE D5,$305020. Assume [D5] = $6A2FA150 prior to execution of 
this 68000 MOVE instruction. 

(b If [A0] = $203040FF, [DO] = $40F12560, and [$3040FF] = 
$2070, what happens after execution of the 68000 instruction: 

MOVE (A0),D0? 


Identify the addressing modes for each of the following 68000 instructions: 
(a) CLR DO 

(b) MOVE.L (A1)*,- (A5) 

(c) MOVE $2000(A2),D1 


Determine the contents of registers / memory locations affected by each of the 
following 68000 instructions: 
(a) MOVE (A0)+,D1 

Assume the following data prior to execution of this MOVE: 


[A0] = $50105020 [$105021] = $51 
[D1] = $70801F25 [$105022] = $52 
[$105020] = $50 [$105023] = $7F 


(D | MOVEA D5,A2 
Assume the following data prior to execution of this MOVEA: 
[D5] = $A725B600 
[A2] = $5030801F 


Find the contents of register DO after execution of the following 68000 instruction 
sequence: 

EXT.W DO 

EXT.L DO 
Assume [D0] = $F215A700 prior to execution of the instruction sequence. 


Find the contents of D1 after execution of DIVS.W #6,D1. Assume [D1] = 
$FFFFFFF7 prior to execution of the 68000 instruction. Identify the quotient and 


remainder. Comment on the sign of the remainder. 


Write a 68000 assembly program to multiply a 16-bit signed number in the low 
word of DO by an 8-bit signed number in the highest byte (bits 31—24) of DO. 


Write a 68000 assembly program to divide a 16-bit signed number in the high 
word of D1 by an 8-bit signed number in the lowest byte of D1. 


Write a 68000 assembly program to add the top two 16 bits of the stack. Store the 
16-bit result onto the stack. Assume supervisor mode. 


Write a 68000 assembly program to add a 16-bit number in the low word (bits 
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10.19 


10.20 


10.21 


10.22 


10.23 


0-15) of D1 with another 16-bit number in the high word (bits 16-31) of DI. 
Store the result in the high word of D1. 


Write a 68000 assembly program to add two 48-bit data items in memory as 
shown in Figure P10.19. Store the result pointed to by A1. The operation is given 
by 

$00 02 03 Al 07 20 

$07 03 02 02 03 1A 

$07 05 05 A3 0A 3A 


Assume that the data pointers and the data are already initialized. 


15 8,7 0 Increasing 















AI 


FIGURE P10.19 

Write a 68000 assembly program to divide a 9-bit unsigned number in the high 9 
bits (bits 31—23) of DO by 8,,. Do not use any division instruction. Store the result 
in DO. Neglect the remainder. 


Write a 68000 assembly program to compare two strings of 15 ASCII characters. 
The first string is stored starting at $502030. The second string is stored at location 
$302510. The ASCII character in location $502030 of string 1 will be compared 
with the ASCII character in location $302510 of string 2, [$502031] will be 
compared with [$302511], and so on. Each time there is a match, store $EEEE 
onto the stack; otherwise, store $0000 onto the stack. Assume user mode. 


Write a subroutine in 68000 assembly language to subtract two 32-bit packed BCD 
numbers. BCD number 1 is stored at a location starting from $500000 through 
$500003, with the least significant digit at $500003 and the most significant digit 
at $500000. BCD number 2 is stored at a location starting from $700000 through 
$700003, with the least significant digit at $700003 and the most significant digit 
at $700000. BCD number 2 is to be subtracted from BCD number 1. Store the 
result as packed BCD digits in D5. 


Write a subroutine in 68000 assembly language to compute 
Z- X, 
i=] 


Assume the X;'s are signed 8-bit and stored in consecutive locations starting at 
$504020. Assume AO points to the X,’s. Also, write the main program in 68000 
assembly language to perform all initializations, call the subroutine, and then 
compute Z/100. 
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(a Write a subroutine in 68000 assembly language to convert a 3-digit 
unpacked BCD number to binary using unsigned multiplications by 10, 
and additions. The most significant digit is stored in a memory location 
starting at $3000, the next digit is stored at $3001, and so on. Store the 
binary result (N) in D3. Note that arithmetic operations for obtaining NV 
will provide binary result. Use the value of the 3-digit BCD number, 

N =N2 x 10? * NI x 10! + NO 
=((10 x N2)+ NI x 10+ NO 

(b Assume 10-MHz 68000. Write a 68000 assembly language program to 
obtain a delay routine for one millisecond. Using this one-millisecond 
routine, write a 68000 assembly Janguage program to provide a delay for 
10 seconds. 


Write a 68000 assembly program to compute the following: 

l=6xJ+ KIM 
where the locations $6000, $6002, & $6004 contain the 16-bit signed integers J, K, 
and M. Store the result into a long word starting at $6006. Discard the remainder 
of K/M. 


Write a subroutine in 68000 assembly language program to compute the trace of 
a 4x4 matrix containing 8-bit unsigned integers. Assume that each element is 
stored in memory as a 16-bit number with upper byte as zero in the row-major 
order form; that is, elements are stored in memory as row by row and within a 
row, elements are stored as column by column. Note that the trace of a matrix is 
the sum of the elements of the leading diagonal. 


A 68000/68230 microcomputer-based microcomputer is required to drive the 

LEDs connected to bit 0 of ports A and B based on the input conditions set by 

switches connected to bit ] of ports A and B. The I/O conditions are as follows: 

e Ifthe input at bit 1 of port A is HIGH and the input at bit 1 of port B is low, 
then the LED at port A will be ON and the LED at port B will be OFF. 

e Ifthe input at bit 1 of port A is LOW and the input at bit 1 of port B is HIGH, 
then the LED at port A will be OFF and the LED at port B will be ON. 

e Ifthe inputs of both ports A and B are the same (either both HIGH or both 


LOW), then both LEDs of ports A and B will be ON. 
Write a 68000 assembly language program to accomplish this. 


A 68000/6821-based microcomputer is required to test a NAND gate. Figure 
P10.28 shows the I/O hardware needed to test the NAND gate. The microcomputer 
is to be programmed to generate the various logic conditions for the NAND 
inputs, input the NAND output, and turn the LED ON connected at bit 3 of 
port A if the NAND gate chip is found to be faulty. Otherwise, turn the LED 
ON connected at bit 4 of port A. Write 68000 assembly language program to 
accomplish this. 
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FIGURE P10.29 


A 68000/68230-based microcomputer is required to add two 3-bit numbers stored 
in the lowest three bits of DO and D1 and output the sum (not to exceed 9) to a 
common cathode seven-segment display connected at port A as shown in Figure 
P10.29.Write 68000 assembly language program to accomplish this by using a 
look-up table. 


A 68000/68230-based microcomputer is required to input a number from 0 to 
9 from an ASCII keyboard interfaced to it and output to an EBCDIC printer. 
Assume that the keyboard is connected to port A and the printer is connected to 
port B. Store the EBCDIC codes for 0 to 9 starting at an address $003030, and use 
this lookup table to write a 68000 assembly language program to accomplish the 
above. 


Determine the status of AS, FC2-FCO0, LDS, UDS, and address lines immediately 
after execution of the following instruction sequence (before the 68000 tristates 
these lines to fetch the next instruction): 

MOVE #$2050,SR 

MOVE.B D0,$405060 
Assume the 68000 is in the supervisor mode prior to execution of the 
instructions. 


Suppose that three switches are connected to bits 0—2 of port A and an LED 
to bit 6 of port B. If the number of HIGH switches is even, tum the LED ON; 
otherwise, turn. the LED OFF. Write a 68000 assembly language program to 
accomplish this. 

(a) Assume a 68000/6821 system. 
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(b) Assume a 68000/68230 system. 


Assume the pins and signal shown in Figure P10.33 for the 68000, 68230 (ODD), 
2764 (ODD and EVEN). Connect the chips and draw a neat schematic. Determine 
the memory map and I/O map 

(Addresses for PGCR, PADDR, PBDDR, PACR, PBCR, PADR, PBDR). Assume 
a 16.67-MHz internal clock on the 68000. 


CS 
RS1-RS5 
DTACK 


Do-D; 
R/W 
RESET 





UH Or 68230 (Odd) 
2764(Odd) 


FIGURE P10.33 


Find LDS and UDS after execution of the following 68000 instruction sequence: 
MOVEA.L #$0005A123,A2 
MOVE.B (A2),D0 
(a) Write 68000 instruction sequence so that upon hardware reset, the 68000 
will initialize the supervisor stack pointer to 1000,, and the program counter to 
2000,,. 


(b) Write a 68000 service routine at address $1000 for a hardware reset that will 
initialize all data registers to zero, address registers to $FFFFFFFF, supervisor 
SP to $502078, and user SP to $1F0524, and then jump to $7020F0. 


Assume the 68000 stack and register values shown in Figure P10.36 before 
occurrence of an interrupt. If an external device requests an interrupt by asserting 
the IPL2, IPLI, and IPLO pins with the value 000,, determine the contents of 
A7' and SR during interrupt and after execution of RTE at the end of the service 
routine of the interrupt. Draw the memory layouts and show where A7’ points to 
and the stack contents during and after interrupt. Assume that the stack is not 
used by the service routine. 










$FF45C 
$FF45E 
$FF460 
$FF462 
A} =$FF464 


[PC]-$507080 
[SR]-$2004 


FIGURE P10.36 
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Consider the following data prior to a 68000 hardware reset: 
[DO] = $7F2A 1620 
[Al] = $6AB11057 
[SR] = $001F 

What are the contents of DO, Al, and SR after hardware reset? 


In Figure P.10.38, if V, > 12 V, turn an LED ON connected at bit 3 of port A. If 

Vu < 11 V, turn the LED OFF. Using ports, registers, and memory locations as 

needed and level ] autovectored interrupt: 

(a) Draw a neat block diagram showing the 68000/6821 microcomputer and the 
connections to the diagram in Figure P10.38 to ports. 

(b) Write the main program and the service routine in 68000 assembly language. 
The main program will initialize ports and wait for interrupt. The service 
routine will accomplish the above task and stop. 





12V 
X 
Voltage VM 
measurement To 68000 
IPLO pin of a 
68000/6821 
system 
11V 
FIGURE P10.38 


Write a subroutine in 68000 assembly language using the TAS instruction to find, 
reserve, and lock a memory segment for the main program. The memory is divided 
into three segments (0, 1, 2) of 16 bytes each. The first byte of each segment 
includes a flag byte to be used by the TAS instruction. In the subroutine, a 
maximum of three 16-byte memory segments must be checked for a free segment 
(flag byte = 0). The TAS instruction should be used to find a free segment. The 
starting address of the free segment (once found) must be stored in AO and the 
low byte DO must be cleared to zero to indicate a free segment and the program 
control should return to the main program. If no free block is found, $FF must be 
stored in the low byte of DO and the control should return to the main program. 


Will the circuit in Figure P10.40 work? If so, determine the I/O port addresses for 
PGCR, PADR, PADDR, PBDR, PBDDR, PCDR and PCDDR. If not, comment 
briefly, modify the circuit, and then determine the port addresses. Use only the 
pins and the signals shown. Assume all don't cares to be zeros. 
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INTEL AND MOTOROLA 32- & 
64-BIT MICROPROCESSORS 


This chapter provides a summary of the basic features of 32- and 64-bit microprocessors 
manufactured by Intel and Motorola. Intel 80386 and Motorola 68020 are covered in detail 
while an overview of the other 32-bit microprocessors is also included. Finally, a brief 
coverage of the 64-bit microprocessors is provided. 


11.1 Typical Features of 32-bit and 64-bit Microprocessors 





This section describes the basic aspects of typical 32- and 64-bit microprocessors. Topics 
include on-chip features such as pipelining, memory management, floating-point, and 
cache memory implemented in typical 32- and 64-bit microprocessors. 

The first 32-bit microprocessor was Intel’s problematic iAPX432, and 
was introduced in 1980. Soon afterwards, the concept of “mainframe on a chip" or 
"micromainframe" was used to indicate the capabilities of these microprocessors and to 
distinguish them from previous 8- and 16-bit microprocessors. 

The introduction of several 32-bit microprocessors revolutionized the 
microprocessor world. The performance of these 32-bit microprocessors is actually more 
comparable to that of superminicomputers such as Digital Equipment Corporation's 
VAX11/750 and VAX11/780. Designers of 32-bit microprocessors have implemented 
many powerful features of these mainframe computers to increase the capabilities of 
the microprocessor chip sets. These include pipelining, on-chip cache memory, memory 
management, and floating-point arithmetic. 

As mentioned in Chapter 8, pipelining is the technique in which instruction 
fetch and execute cycles are overlapped. This method allows simultaneous preparation 
for execution of one or more instructions while another instruction is being executed. 
Pipelining was used for many years in mainframe and minicomputer CPUs to speed up 
the instruction execution time of these machines. The 32-bit microprocessors implement 
the pipelining concept and simultaneously operate on several 32-bit words, which may 
represent different instructions or part of a single instruction. 

Although pipelining greatly increases the rate of execution of nonbranching code, 
pipelines must be emptied and refilled each time a branch or jump instruction is in the code. 
This may slow down the processing rate for code with many branches or jumps. Thus, there 
is an optimum pipeline depth, which is strongly related to the instruction set, architecture, 
and gate density attainable on the processor chip. For many of the applications run on the 
32-bit microprocessors, the three-stage pipeline is considered a reasonably optimal depth. 

With memory management, virtual memory techniques, traditionally a feature of 
mainframes, are also implemented as on-chip hardware on typical 32-bit microprocessors. 
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This allows programmers to write programs much larger than those that could fit in the 
main memory space available to the microprocessors; the programs are simply stored on a 
secondary device, such as a disk drive, and portions of the program are swapped into main 
memory as needed. 

Segmentation circuitry has been included in many 32-bit microprocessor chips. 
With this technique, blocks of code called “segments,” which correspond to modules of the 
program and have varying sizes set by the programmer or compiler, are swapped. For many 
applications, however, an alternative method borrowed from mainframes and superminis 
called “paging” is used. Basically, paging differs from segmentation in that pages are of 
equal sizes. Demand paging, in which the operating system automatically swaps pages as 
needed, can be used with all 32-bit microprocessors. 

Floating-point arithmetic is yet another area in which the new chips are mimicking 
mainframes. With early microprocessors, floating-point arithmetic was implemented in 
software, largely as a subroutine. When required, execution would jump to a piece of code 
that would handle the tasks. This method, however, slows the execution rate considerably, 
so floating-point hardware, such as fast bit-slice (registers and ALU on a chip) processors 
and, in some cases, special-purpose chips, was developed. Other than the Intel 8087, these 
chips behaved more or less like peripherals. When floating-point arithmetic was required, 
the problems were sent to the floating-point processor and the CPU was freed to move 
on to other instructions while it waited for the results. The floating-point processor 1s 
implemented as on-chip hardware in typical 32-bit microprocessors, as in mainframe and 
minicomputer CPUs. Caching or memory-management schemes are utilized with all 32-bit 
microprocessors in order to minimize access time for most instructions. 

A cache, used for years in minis and mainframes, is a relatively small, high-speed 
memory installed between a processor and its main memory. The theory behind a cache 
Is that a significant portion of the CPU time spent running typical programs is tied up in 
executing loops; thus, the chances are good that if an instruction to be executed is not the 
next sequentia] instruction, it will be one of some relatively small number of instructions 
back, a concept known as locality of reference. Therefore, a high-speed memory large 
enough to contain most loops should greatly increase processing rates. Cache memory is 
included as on-chip hardware in typical 32-bit microprocessors. 

Typical 32-bit microprocessors such as Pentium and PowerPC chips are 
superscalar processors. This means that they can execute more than one instruction in one 
clock cycle. Also, some 32-bit microprocessors such as the PowerPC contain an on-chip 
real-time clock. This allows these processors to use modern multitasking operating systems 
that require time keeping for task switching and for keeping the calendar date. 

A few 32-bit microprocessors implement a multiple branch prediction feature. 
This allows these microprocessors to anticipate jumps of the instruction flow ahead of 
time. Also, some 32-bit microprocessors determine an optimal sequence of instruction 
execution by looking at decoded instructions and then determining whether to execute 
or hold the instructions. Typical 32-bit microprocessors use a “look ahead” approach to 
execute instructions. Typical 32-bit microprocessors instruction pool for a sequence of 
instructions and perform a useful task rather than execute the present instruction and then 
go to the next. 

The 64-bit microprocessors include all the features of 32-bit microprocessors. 
In addition, they also contain multiple on-chip integer and floating-point units, a larger 
address and data bus. The 64-bit microprocessors can typically execute 4 instructions per 
clock cycle and can run at a clock speed of more than 300 MHz. 
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The Pentium microprocessor is designed using a combination of mostly 
microprogramming (CISC--Complex Instruction Set Computer) and some hardwired 
control (RISC --Reduced Instruction Set Computer) whereas the PowerPC is designed 
using hardwired control with almost no microcode. The PowerPC is a RISC microprocessor. 
This means that a simple instruction set is included with PowerPC. The PowerPC 
instruction set includes register to register, load, and store instructions. All instructions 
involving arithmetic operations use registers; load and store instructions are utilized to 
access memory. Almost all computations can be obtained from these simple instructions. 
Finally, the 64-bit microprocessors are ideal candidates for data-crunching machines and 
high-performance desktop systems/workstations. 


11.2 Intel 32-Bit and 64-Bit Microprocessors 


This section provides a summary of Intel 32-bit and 64-bit microprocessors. The Intel line 
of microprocessors has gone through many changes. The 8080/8085 (8-bit) was the first 
major chip by Intel but did not see major use. In 1978, Intel introduced a more powerful 
processor called the 8086. The 8086 is covered in detail in earlier sections of this chapter. 
This chip had many improved features over the 8080/85. As mentioned before, the 8086 
is a 16-bit processor and utilizes pipelining. Pipelining allows the processor to execute 
and fetch instructions at the same time. The Intel line has progressed through the years 
to the 80286, 80386, 80486, and Pentium. The general trend has been an expansion of 
the bit width of the processors both internally and externally. The Pentium processor 
was introduced in 1993, and the name was changed from 80586 to Pentium because of 
copyright laws. The processor uses more than 3 million transistors and had an initial speed 


TABLE 11.1 Intel 80386/80486/Pentium Microprocessors 
Pentium 


* Introduced October June 1988 March 1992 March 1993 
1985 
* Maximum 40 33 100 233 
Clock Speed 
(MHz) 
* MIPS* 6 2.5 20 16.5 54 112 
* Transistors 275,000 275,000 1.2 1.185 1.2 million 3.] million 
million million 
* On-chip cache | Support Support Yes Yes Yes Yes 
memory chips chips 
available available 
* Data bus 32-bit 16-bit 64-bit 
* Address bus 32-bit 24-bit 32-bit 
* Directly addr. | 4GB 16MB 4 GB 
memory 
* Pins 132 100 273 
* Virtual Yes Yes 
memory 
* On-chip Yes Yes 
memory 
management 


and protection 
* Floating point 
unit 
* MIPS means million of instructions per second that the microprocessor can execute. MIPS is typically used 
as a measure of performance of a microprocessor. Faster microprocessors have a higher MIPS value. 


on chip 





546 Fundamentals of Digital Logic and Microcomputer Design 


of 60 MHz. The speed has increased over the years to the latest speed of 233 MHz. Table 
11.1 compares the basic features of the Intel 80386DX, 80386SX, 80486DX, 804868 X, 
80486DX2, and Pentium. These are all 32-bit microprocessors. Note that the 80386SL (not 
listed in the table) is also a 32-bit microprocessor with a 16-but data bus like the 80386SX. 
The 80386SL can run at a speed of up to 25 MHz and has a direct addressing capability 
of 32 MB. The 80386SL provides virtual memory support along with on-chip memory 
management and protection. It can be interfaced to the 803875 X to provide floating-point 
support. The 80386SL includes an on-chip disk controller hardware. 

The Pentium microprocessor uses superscalar technology to allow multiple 
instructions to be executed at the same time. The Pentium uses BICMOS technology, 
which combines the speed of bipolar transistors and the power efficiency of CMOS 
technology. The internal registers are only 32 bits even though externally it has a 64-bit 
data bus. It has a 32-bit address bus, which allows 4 gigabytes of addressable memory 
space. The math coprocessor is on-chip and is up to ten times faster than the 486 in 
performing certain instructions. There are two execution units in the Pentium that allow 
the multiple execution. The multiple execution only works for instructions that are data 
independent, meaning that an instruction executed immediately after another using the 
previous result cannot be done. The Pentium uses two execution units called the “U and 
V pipes." Each has five pipeline stages. The U pipe can execute any of the instructions 
in the 80x86 set, but the V pipe executes only simple instructions. Another new feature of 
the Pentium is branch prediction. This feature allows the Pentium to predict and prefetch 
codes and advance them though the pipeline without waiting for the outcome of the zero 
flag. 

The implementation of virtual memory is an important feature of the Pentium. 
It allows a total of 64 terabytes of virtual memory. The 386/486 allowed only a 4K page 
size for virtual memory, but the Pentium allows either 4K or 4M page sizes. The 4K page 
option makes it backward compatible with the 386/486 processors. The 4M page size 
option allows mapping of a large program without fragmentation. It reduces the amount of 
page misses in virtual memory mode. 

In the next section, the Intel 80386 is covered in detail. 

Table 11.1 compares the basic features of 80386, 80486, and Pentium. 


11.3 Intel 80386 


The Intel 80386 is Intel's first 32-bit microprogrammed microprocessor. Its introduction 
in 1985 facilitated the introduction of Microsoft's Windows operating systems. The high- 
speed computer requirement of the graphical interface of Windows operating systems was 
supplied by the 80386. Also, the on-chip memory management of the 80386 allowed 
memory to be allocated and managed by the operating system. In the past, memory 
management was performed by software. 

The Intel 80386 is a 32-bit microprocessor and is based on the 8086. A variation 
of the 80386 (32-bit data bus) is the 80386SX microprocessor, which contains a 16-bit 
data bus along with all other features of the 80386. The 80386 is software compatible at 
the object code level with the Intel 8086. The 80386 includes separate 32-bit internal and 
external data paths along with 8 general-purpose 32-bit registers. The processor can handle 
8-, 16-, and 32-bit data types. It has separate 32-bit data and address pins, and generates a 
32-bit physical address. The 80386 can directly address up to 4 gigabytes (232) of physical 
memory and 64 tetrabytes (259) of virtual memory. The 80386 can be operated from a 
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12.5-, 16-, 20-, 25-, 33-, or 40-MHz clock. The chip has 132 pins and is typically housed 
in a pin grid array (PGA) package. The 80386 is designed using high-speed HCMOS III 
technology. 

The 80386 is highly pipelined and can perform instruction fetching, decoding, 
execution, and memory management functions in parallel. The on-chip memory 
management and protection hardware translates logical addresses to physical addresses and 
provides the protection rules required in a multitasking environment. The 80386 contains 
a total of 129 instructions. The 80386 protection mechanism, paging, and the instructions 
to support them are not present in the 8086. 

The main differences between the 8086 and the 80386 are the 32-bit addresses 
and data types and paging and memory management. To provide these features and other 
applications, several new instructions are added in the 80386 instruction set beyond those 
of the 8086. 


11.3.1 Internal 80386 Architecture 
The internal architecture of the 80386 includes several functional units that operate in 
parallel. The parallel operation is known as “pipelined processing.” Fetching, decoding, 
execution, memory management, and bus access for several instructions are performed 
simultaneously. Typical functional units of the 80386 are these: 

* Bus interface unit (BIU) 

e Execution unit (EU) 

* Segmentation unit 

* Paging unit 

The 80386 BIU performs similar function as the 8086 BIU. The execution 
unit processes the instructions from the instruction queue. It contains mainly a control 
unit and a data unit. The contro! unit contains microcode and parallel hardware for fast 
multiplication, division, and effective address calculation. The data unit includes an ALU, 
8 general-purpose registers, and a 64-bit barrel shifter for performing multiple bit shifts in 
one clock cycle. The data unit carries out data operations requested by the contro! unit. 
The segmentation unit translates logical addresses into linear addresses at the request of the 
execution unit. The translated linear address is sent to the paging unit. 

Upon enabling of the paging mechanism, the 80386 translates the linear addresses 
into physical addresses. If paging is not enabled, the physical address is identical to the 
linear address and no translation is necessary. The 80386 segmentation and paging units 
support memory management functions. The 80386 does not contain any on-chip cache. 
However, external cache memory can be interfaced to the 80386 using a cache controller 
chip. 


11.3.2 Processing Modes 

The 80386 has three processing modes: protected mode, real-address mode, and virtual 
8086 mode. Protected mode is the normal 32-bit application of the 80386. All instructions 
and features of the 80386 are available in this mode. Real-address mode (also known as 
“real mode”) is the mode of operation of the processor upon hardware reset. This mode 
appears to programmers as a fast 8086 with a few new instructions. This mode is utilized 
by most applications for initialization purposes only. Virtual 8086 mode (also called “V86 
mode”) is a mode in which the 80386 can go back and forth repeatedly between V86 mode 
and protected mode at a fast speed. When entering into V86 mode, the 80386 can execute 
an 8086 program. The processor can then leave V86 mode and enter protected mode to 
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execute an 80386 program. 

As mentioned, the 80386 enters real-address mode upon hardware reset. In this 
mode, the protection enable (PE) bit in a control register—the control register 0 (CRO)—is 
cleared to zero. Setting the PE bit in CRO places the 80386 in protected mode. When 
the 80386 is in protected mode, setting the VM (virtual mode) bit in the flag register (the 
EFLAGS register) places the 80386 in V86 mode. 


11.3.3 Basic 80386 Programming Model 
The 80386 basic programming model includes the following aspects: 

e Memory organization and segmentation 

e Data types 

e Registers 

e Addressing modes 

e Instruction set 
I/O is not included as part of the basic programming model because systems designers may 
select to use I/O instructions for application programs or may select to reserve them for the 
operating system. 


Memory Organization and Segmentation 

The 4-gigabyte physical memory of the 80386 is structured as 8-bit bytes. 
Each byte can be uniquely accessed as a 32-bit address. The programmer can write 
assembly language programs without knowledge of physical address space. The memory 
organization model available to applications programmers is determined by the system 
software designers. The memory organization model available to the programmer for each 
task can vary between the following possibilities: 

An address space includes a single array of up to 4 gigabytes. The 80386 maps the 4- 
gigabyte space into the physical address space automatically by using an address-translation 
scheme transparent to the applications programmers. 

A segmented address space includes up to 16,383 linear address spaces of up to 4 gigabytes 
each. In a segmented model, the address space is called the “logical” address space and 
can be up to 64 terabytes. The processor maps this address space onto the physical address 
space (up to 4 gigabytes by an address-translation technique). 

Data Types | 

Data types can be byte (8-bit), word (16-bit with the low byte addressed by n and 
the high byte addressed by n + 1), and double word (32-bit with byte 0 addressed by n and 
byte 3 addressed by n+ 3). All three data types can start at any byte address. Therefore, the 
words are not required to be aligned at even-numbered addresses, and double words need 
not be aligned at addresses evenly divisible by 4. However, for maximum performance, 
data structures (including stacks) should be designed in such a way that, whenever possible, 
word operands are aligned at even addresses and double word operands are aligned at 
addresses evenly divisible by 4. That is, for 32-bit words, addresses should start at 0, 4, 8, 
... for the highest speed. 

Depending on the instruction referring to the operand, the following additional 
data types are available: integer (signed 8-, 16-, or 32-bit), ordinal (unsigned 8-, 16-, or 
32-bit), near pointer (a 32-bit logical address that is an offset within a segment), far pointer 
(a 48-bit logical address consisting of a 16-bit selector and a 32-bit offset), string (8-, 16-, 
or 32-bit from 0 bytes to 2? - 1 bytes), bit field (a contiguous sequence of bits starting at 
any bit position of any byte and containing up to 32 bits), bit string (a contiguous sequence 


Intel and Motorola 32- & 64-bit Microprocessors 





























































































General registers 16-bit FLAGS register 
31 23 idi 15 7 0 A á 
E EIXECECncum 31 23 0 
ECX CH CX d 
CL Virtual m mode-X 
EBX BX Resume flag-X 
t BH E dBE ud Nested task flag-X 
EBP BP I/O privilage level-X 
E—M—————————— MáM——————————-—31 Overflow-S 
ESI SI Directional flag-C | 
|__| + 4 Interrupt enable-X 
EDI DI Trap flag-S —— | 
[^ m t Sign flag-S 
S SP Zero flag-S 
—— Auxiliary carry-S 
15 7 0 Parity flag-S 
CS (code segment) Carry falg-S 
SS (stack segment) Notes: 0 or | indicates Inte] reserved. Do not define. 
Segment DS (data seamen) S = status flag; C = control flag; X = system flag. 
registers 
ES (data segrnent) 
FS (data segment) 
GS (data segment) 








Status and instruction registers 


31 23 15 7 0 
"ud 
| EFLAGS 
EIP (instruction pointer) 
= 











(a) Applications register set 
FIGURE 11.1 80386 registers 


(b) EFLAGS register 


of bits starting at any position of any byte and containing up to 2? - 1 bits), and packed/ 
unpacked BCD. When the 80386 is interfaced to a coprocessor such as the 80287 or 
80387, then floating-point numbers are supported. 


Registers 

Figure 11.1 shows the 80386 registers. As shown in the figure, the 80386 has 
16 registers classified as general, segment, status, and instruction pointer. The 8 general 
registers are the 32-bit registers EAX, EBX, ECX, EDX, EBP, ESP, ESI, and EDI. The 
low-order word of each of these 8 registers has the 8086 register name AX (AH or AL), 
BX (BH or BL), CX (CH or CL), DX (DH or DL), BP, SP, SI, and DI. They are useful for 
making the 80386 compatible with the 8086 processor. 

The six 16-bit segment registers—CS, SS, DS, ES, FS, and GS—allow systems 
software designers to select either a flat or segmented model of memory organization. The 
purpose of CS, SS, DS, and ES is same as that of the corresponding 8086 registers. The 
two additional data segment registers FS and GS are included in the 80386 so that the four 
data segment registers (DS, ES, FS, and GS) can access four separate data areas and allow 
programs to access different types of data structures. 

The flag register is 4 32-bit register, named EFLAGS in Figure 11.1, that shows 
the meaning of each bit in this register. The low-order 16 bits of EFLAGS is named 
FLAGS and can be treated as a unit. This is useful when executing 8086 code because this 
part of EFLAGS is similar to the FLAGS register of the 8086. The 80386 flags are grouped 
into three types: status flags, control flags, and system flags. 

The status flags include CF, PF, AF, ZF, SF, and OF, like the 8086. The control 
flag DF is used by strings like the 8086. The system flags control I/O, maskable interrupts, 
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debugging, task switching, and enabling of virtual 8086 execution in a protected, 
multitasking environment. The purpose of IF and TF is identical to the 8086. Let us 
explain some of the system flags: 

e IOPL (VO privilege level). This 2-bit field supports the 80386 protection feature. 

* NT (nested task). The NT bit controls the IRET operation. If NT = 0, a usual 
return from interrupt is taken by the 80386 by popping EFLAGS, CS, and EIP from 
the stack. If NT = 1, the 80386 returns from an interrupt via task switching. 

e RF (resume flag). is used during debugging. 

e VM (virtual 8086 mode). When the VM bit is set to 1, the 80386 executes 8086 
programs. When the VM bit is 0, the 80386 operates in protected mode. 

e The instruction pointer register (EIP) contains the offset address relative to the 
start of the current code segment of the next sequential instruction to be executed. 
The low-order 16 bits of EIP is named IP and is useful when the 80386 executes 
8086 instructions. 


11.3.4 80386 Addressing Modes 

The 80386 has 11 addressing modes, classified into register/immediate and memory 
addressing modes. The register/immediate type includes 2 addressing modes, and the 
memory addressing type contains 9 modes. 


Register/Immediate Modes 

Instructions using the register or immediate modes operate on either register or 
immediate operands. In register mode, the operand is contained in one of the 8-, 16-, or 32- 
bit general registers. An example is DEC ECX, which decrements the 32-bit register ECX 
by 1. In immediate mode, the operand is included as part of the instruction. An example 
is MOV EDX, 5167812FH, which moves the 32-bit data 5167812F,, to the EDX register. 
Note that the source operand in this case is in immediate mode. 


Memory Addressing Modes 

The other 9 addressing modes specify the effective memory address of an operand. 
These modes are used when accessing memory. An 80386 address consists of two parts: 
a segment base address and an effective address. The effective address 1s computed by 
adding any combination of the following four elements: 

1. Displacement. The 8- or 32-bit immediate data following the instruction is the 
displacement; 16-bit displacements can be used by inserting an address prefix 
before the instruction 

2. Base. The contents of any general-purpose register can be used as a base. 

3. Index. The contents of any general-purpose register except ESP can be used as an 
index register. The elements of an array or a string of characters can be accessed 
via the index register. 

4. Scale. The index register’s contents can be multiplied (scaled) by a factor of 1, 2, 
4, or 8. A scaled index mode is efficient for accessing arrays or structures. 
Effective Address, EA = base register + (index register x scale) + displacement 
The 9 memory addressing modes are a combination of these four elements. Of 

the 9 modes, 8 of them are executed with the same number of clock cycles because the 
effective address calculation is pipelined with the execution of other instructions; the mode 
containing base, index, and displacement elements requires one additional clock cycle. 

1. Direct mode.The operand's effective addresses is included as part of the 
instruction as an 8-, 16-, or 32-bit displacement. An exampleis DEC WORD PTR 
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[4000H]. 

2. Register indirect mode. A base or index register contains the operand's effective 
address. An example is MOV EBX, [ECX]. 

3. Base mode. The contents of a base register is added to a displacement to obtain 
the operand’s effective address. An example is MOV [EDX + 16],EBX. 

4. Index mode. The contents of an index register is added to a displacement to obtain 
the operand's effective address. An example is ADD START [EDI], EBX. 

5. Scaled index mode. The contents of an index register is multiplied by a scaling 
factor (1, 2, 4, or 8), and the result is added to a displacement to obtain the 
operand's effective address. An example is MOV START [EBX * 8],ECX. 

6. Based index mode. The contents of a base register is added to the contents of 
an index register to obtain the operand’s effective address. An example is MOV 
ECX, [ESI] [BAX]. 

7. Based scaled index mode. The contents of an index register is multiplied by 
a scaling factor (1, 2, 4, 8), and the result is added to the contents of a base 
register to obtain the operand’s effective address. An example is MOV [ECX *4] 
[EDX], EAX. 

8. Based index mode with displacement. The operand’s effective address is 
obtained by adding the contents of a base register and an index register with a 
displacement. An example is MOV [EBX] [EBP + 0F24782AH],ECX. 

9. Based scaled index mode with displacement. The contents of an index register 
is multiplied by a scaling factor, and the result is added to the contents of base 
register and displacement to obtain the operand’s effective address. An example 
is MOV (ESI * 8] [EBP + 60H],ECX. 


11.3.5 80386 Instruction Set 

The 80386 can execute all 16-bit instructions in real and protected modes. This is provided 
in order to make the 80386 software compatible with the 8086. The 80386 uses either 8- or 
32-bit displacements and any register as the base or index register while executing 32-bit 
code. However, the 80386 uses either 8- or 16-bit displacements with the base and index 
registers while executing 16-bit code. The base and index registers utilized by the 80386 
for 16- and 32-bit addresses are as follows: 


16-Bit Addressing 32-Bit Addressing 
Base register BX, BP Any 32-bit general-purpose register 
Index register SI, DI Any 32-bit general-purpose register except ESP 
Scale factor None 1,2,4,8 
Displacement 0, 8, 16 bits 0, 8, 32 bits 


In the following, the symbol ( ) will indicate the contents of a register or a memory location. 
A description of some of the new 80386 instructions is given next. 


I. Arithmetic Instructions 
There are two new sign extension instructions beyond those of the 8086. 


CWDE Sign-extend 16 bit contents of AX to a 32-bit double word in EAX. 
CDQ Sign-extend a double word (32 bits) in EAX to a quadword (64 bits) in 
EDX:EAX 
The 80386 includes all of the 8086 arithmetic instructions plus some new ones. Two 
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of the instructions are as follows: 


Instruction Operation 


ADC reg32/mem32, imm32 [reg32 or mem32] < [reg32 or mem32] + 32-bit 
immediate data CF 

ADC reg32/mem32, imm8 [reg32 or mem32] < [reg32 or mem32] + 8-bit 
immediate data sign-extended to 32 bits + CF 


Similarly, the other add instructions include the following: 


ADC reg32/mem32, reg32/mem32 


ADD reg32/mem32, imm32 
ADD reg32/mem32, imm8 
ADD reg32/mem32, reg32/mem32 


The 80386 SUB/SBB instructions have the same operands as the ADD/ADC 
instructions. 
The 80386 multiply instructions include all of the 8086 instructions plus some 
new ones. Some of them are listed next: 
Instruction Operation 
IMUL EAX, reg32/mem32 EDX:EAX <- EAX * reg32 or mem32 

(signed multiplication). 
CF and OF flags are cleared to 0 if the EDX 
value is 0; otherwise, they are set. 


IMUL AX, regl6/meml6 DX: AX < AX * reg16/mem16 
(signed multiplication) 

IMUL AL, reg8/mem8 (signed multiplication) AX < AL * reg8/ 
memg 


IMUL regl6, regl6/meml6,imm8 | regl6 < regl6/meml6 * (immS sign- 
extended to 16-bits) (signed multiplication). 
The result is the low 16 bits of product. 

IMUL reg32, reg32/mem32, imm8 | reg32 «— reg32/mem32 * (imm8 sign- 
extended to 32 bits) (signed multiplication). 
The result is the low 32 bits of product. 


The unsigned multiplication MUL instruction has the same operands as IMUL. 
The 80386 divide instructions include all of the 8086 instructions plus some new ones. 
Some of them are listed next: 
Instruction Operation 
IDIV EAX, reg32/mem32 EDX:EAX - reg32 or mem32 (signed division). 
EAX = quotient and EDX = remainder. 


IDIV AL, reg8/mem8 AX =+ reg8 or mem§8 (signed division) 
AL = quotient and AH = remainder. 
IDIV AX, regl6/meml6 DX:AX + reg16 or mem106 (signed division) 


AX = quotient and DX = remainder. 
The DIV instruction performs unsigned division, and the operation is the same as 
IDIV,. 


Bit Instructions 
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The six 80386 bit instructions are as follows: 


BSF Bit scan forward 

BSR Bit scan reverse 

BT Bit test 

ETC Bit test and complement 
BTR Bit test and reset 

BTS Bit test and set 


These instructions are discussed separately next. 


BSF (bit scan forward) takes the form 
BOR d, S 
regl16, reg16 
reg16, mem16 
reg32, reg32 
reg32, mem32 
BSF scans (checks) the 16-bit (word) or 32-bit (double word) number defined 
by s from right to left (bit O to bit 15 or bit 31). The bit number of the first 1 
found is stored in d. If the whole 16-bit or 32-bit number is 0, the ZF flag is set 
to 1; Otherwise, ZF = 0. For example, consider BSF EBX, EDX. If (EDX) - 
01241240,,, then after BSF EBX, EDX, (EBX) = 00000006,, and ZF = 0. The 
bit number 6 in EDX (contained in the second nibble of EDX) 1s the first 1 found 
when (EDX) is scanned from the right. 
BSR (bit scan reverse) takes the form 
BSR d 


S 
reg16, regló 
reg16, mem16 


reg32, reg32 

reg32, mem32 
BSR scans (checks) the 16-bit or 32-bit number defined by s from the most 
significant bit (bit 15 or bit 31) to the least significant bit (bit 0). The destination 
operand d is loaded with the bit index (bit number) of the first set bit. If the bits 
in the number are all 0’s, ZF is set to 1 and operand d is undefined; ZF is reset to 
0 if a 1 is found. 


BT (bit test) takes the form 
BT d, S 

reg16, reg16 

meml6, regl6 

reg16, imm$8 

meml6, imm8 

reg32, reg32 

mem32, reg32 

reg32 imm8s 

, imm 

BT assigns the bit value of operand 4 (base) specified by operand s (bit offset) to 
the carry flag. Only CF is affected. If operand s is an immediate data, only 8 bits 
are allowed in the instruction. This operand is taken modulo 32 so that the range 
of immediate bit offset is from 0 to 31. This permits any bit within a register to 
be selected. If d is a register, the bit value assigned to CF is defined by the value 
of the bit number defined by s taken modulo the register size (16 or 32). Ifd is a 
memory bit string, the desired 16 bits or 32 bits can be determined by adding s (bit 
index) divided by the operand size (16 or 32) to the memory address of d. The bit 
within this 16- or 32-bit word is defined by d taken modulo the operand size (16 or 
32). If d is a memory operand, the 80386 may access 4 bytes in memory starting 
at effective address plus 4 x [bit offset divided by 32]. As an example, consider 
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BT CX, DX. If (CX) = 081F and (DX) = 0021,, then after BT CX, DX, because 
the contents of DX is 33,,, the bit number 1 [remainder of 33/16 = 1 of CX (value 
1)] is reflected in CF and therefore, CF = 1. 
e BTC (bit test and complement) takes the form 
BTC d, s 
where d and s have the same definitions as for the BT instruction. The bit of d 
defined by s is reflected in CF. After CF is assigned, the same bit of d defined by 
s is ones complemented. The 80386 determines the bit number from s (whether s 
is immediate data or register) and d (whether d is register or memory bit string) in 
the same way as for the BT instruction. 
e BTR (bit test and reset) takes the form 
BTR d, s 
Where d and s have the same definitions as for the BT instruction. The bit of d 
defined by s is reflected in CF. After CF is assigned, the same bit of d defined 
by s is reset to 0. Everything else applicable to the BT instruction also applies to 
BTR. 
* BTS (bit test and set) takes the form 
BTS d, s 
BTS is the same as BTR except that the specified bit in d is set to 1 after the bit 
value of d defined by s is reflected in CF. Everything else applicable to the BT 
instruction also apphes to BTS. 


Set Byte on Condition Instructions 

These instructions set a byte to 1 or reset a byte to 0 depending on any of the 16 
conditions defined by the status flags. The byte may be located in memory or in a 
]-byte general register. These instructions are very useful in implementing Boolean 
expressions in high-level languages. The general structure of these instructions is 
SETcc (set byte on condition cc), which sets a byte to 1 if condition cc is true or else 
resets the byte to 0. 

As an example, consider SETB BL (set byte if below; CF = 1). If (BL) = 52,, and 
CF = 1, then, after this instruction is executed, (BL) = 01,, and CF remains at 1; all 
other flags (OF, SF, ZF, AF, PF) are undefined. On the other hand, if CF = 0, then, 
after execution of this instruction, (BL) = 00,4, CF = 0, and ZF = 1; all other flags are 
undefined. The other SETcc instructions can similarly be explained. 


Conditional Jumps and Loops 

JECXZ disp8 jumps if [ECX] = 0; disp8 means a relative address. JECXZ tests the 
contents of the ECX register for zero and not the flags. If [ECX] = 0, then, after 
execution of the JECXZ instruction, the program branches with a signed 8-bit relative 
offset (+127,, to -128,, with 0 being positive) defined by disp8. The JECXZ instruction 
is useful at the beginning of a conditional loop that terminates with a conditional loop 
instruction such as LOOPNE /abel. JECXZ prevents entering the loop with [ECX] = 
0, which would cause the loop to execute up to 2? times instead of zero times. 

The loop instructions are listed next: 


LOOP disp8 Decrement CX/ECX by 1 and jump if 
CX/ECX = 0 
LOOP/LOOPZ disp8 Decrement CX/ECX by 1 and jump if 


CX/ECX = 0 or ZF = 1 
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LOOPNE/LOOPNZ Decrement CX/ECX by 1 and jump if 
disp8 CX/ECX = 0 or ZF- 0 


The 80386 loop instructions are similar to those of the 8086 except that if the counter 
is more than 16 bits, the ECX register is used as the counter. 


a. 


Data Transfer Instructions 


Move Instructions 

The move instructions are described as follows: 
MOVSX d, S Move and sign-extend 
MOVZX d, S Move and zero-extend 


regló, | reg8 
reg16, mem8 
reg32, regs 
reg32, memg 
reg32, regl6 
reg32, | meml6 


MOVSX reads the contents of the effective address or register as a byte or a word 
from the source, sign-extends the value to the operand size of the destination 
(16 or 32 bits), and stores the result in the destination. No flags are affected. 
MOVZX, on the other hand, reads the contents of the effective address or register 
as a byte or a word, zero-extends the value to the operand size of the destination 
(16 or 32 bits), and stores the result in the destination. No flags are affected. For 
example, consider MOVSX BX, CL. If (CL) = 81,,and (BX) = 21AF;,, then, 
after execution of this MOVSX, register BX contains FF81,, and the contents of 
CL do not change. Now, consider MOVZX CX, DH. If (CX) =F237,, and (DH) 
= 85,, then, after execution of this MOVZX, register CX contains 0085,, and DH 
contents do not change. 
Push and Pop Instructions 
There are new push and pop instructions in the 80386 beyond those of the 8086: 
PUSHAD and POPAD. PUSHAD saves all 32-bit general registers (the order is 
EAX, ECX, EDX, EBX, original ESP, EBP, ESI, and EDJ) onto the 80386 stack. 
PUSHAD decrements the stack pointer (ESP) by 32,, to hold the eight 32-bit 
values. No flags are affected. POPAD reverses a previous PUSHAD. It pops the 
eight 32-bit registers (the order is EDI, ESI, EBP, ESP, EBX, EDX, ECX, and 
EAX). The ESP value is discarded instead of loading onto ESP. No flags are 
affected. Note that ESP 1s actually popped but thrown away so that (ESP), after 
popping all the registers, will be incremented by 32,, 
Load Pointer Instructions 
There are five instructions in the load pointer instruction category: LDS, LES, 
LFS, LGS, and LSS. The 80386 can have four versions for each one of these 
instructions as follows: 

LDS reg 16, mem16:mem16 

LDS . reg32, | memló:mem32 

LES regl6, mem16:mem16 

LES reg32, meml6:mem32 
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Note that mem] 6:mem16 or mem16:mem3232 defines a memory operand containing 
the pointers composed of two numbers. The number to the left of the colon 
corresponds to the pointer's segment selector; the number to the right corresponds 
to the offset. These instructions read a full pointer from memory and store it in 
the selected segment register:specified register. The instruction loads 16 bits into 
DS (for LDS) or into ES (for LES). The other register loaded 1s 32 bits for 32-bit 
operand size and 16 bits for 16-bit operand size. The 16- and 32-bit registers to 
be loaded are determined by the reg16 or reg32 register specified. 

The three instructions LFS, LGS, and LSS are associated with segment registers 
FS, GS, and SS can similarly be explained. 


Flag Control Instructions 
There are two new flag control instructions in the 80386 beyond those of the 8086: 
PUSHFD and POPFD. PUSHFD decrements the stack pointer by 4 and saves the 80386 
EFLAGS register to the new top of the stack. No flags are affected. POPFD pops the 
32 bits (double word) from the top of the stack and stores the value in EFLAGS. All 
flags except VM and RF are affected. 


Logical Instructions 
There are new logical instructions in the 80386 beyond those of the 8086: 


SHLD d, S, count Shift left double 
SHRD d, S, count Shift right double 
d S count 


reg16, regló, | imm$ 
meml6,  regló,  imm$8 
reg16, regl6, CL 
meml6, regl6, CL 
reg32, reg32, CL 
mem32,  reg32,  imm8 
reg32, reg32, CL 
mem32,  reg32, CL 


For both SHLD and SHRD, the shift count is defined by the low 5 bits, so shifts from 0 
to 31 can be obtained. 

SHLD shifts the contents of d:s by the specified shift count with the result stored 
back into d; d is shifted to the left by the shift count with the low-order bits of d filled 
from the high-order bits of s. The bits in s are not altered after shifting. The carry flag 
becomes the value of the bit shifted out of the most significant bit of d. If the shift 
count is zero, this instruction works as an NOP. For the specified shift count, the SF, 
ZF, and PF flags are set according to the result in d. CF is set to the value of the last 
bit shifted out. OF and AF are undefined. 

SHRD shifts the contents of d:s by the specified shift count to the right with the 
result stored back into d. The bits in d are shifted right by the shift count, with the high- 
order bits filled from the low-order bits of s. The bits in s are not altered after shifting. 
If the shift count is zero, this instruction operates as an NOP. For the specified shift 
count, the SF, ZF, and PF flags are set according to the value of the result. CF is set 
to the value of the last bit shifted out. OF and AF are undefined. 
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As an example, consider SHLD BX, DX, 2. If (BX) = 183F,, and (DX) = OIFI,,, 
then, after this SHLD, (BX) = 60FC,,, (DX) = O1F1,,, CF = 0, SF = 0, ZF = 0, and PF 
= 1. Similarly, the SHRD instruction can be illustrated. 


8. String Instructions 

a. Compare String Instructions 
A new 80386 instruction, CMPS mem32, mem32 (or CMPSD) beyond the compare 
string instructions available with the 8086 compares 32-bit words ES:EDI (second 
operand) with DS:ESI and affects the flags. The direction of subtraction of CMPS 
is (ESI) - (EDI). The left operand (ESI) is the source, and the right operand (EDI) 
is the destination. This is a reverse of the normal Intel convention in which the 
left operand is the destination and the right operand is the source. This is true for 
byte (CMPSB) or word (CMPSW) compare instructions. The result of subtraction 
is not stored; only the flags are affected. For the first operand (ESI), DS is used 
as the segment register unless a segment override byte is present; for the second 
operand (EDI), ES must be used as the segment register and cannot be overridden. 
ESI and EDI are incremented by 4 if DF = 0 and are decremented by 4 if DF = 1. 
CMPSD can be preceded by the REPE or REPNE prefix for block comparison. All 
flags are affected. 

b. Load and Move String Instructions 
There are new load and move instructions in the 80386 beyond those of 8086. 
These are LODS mem32 (or LODSD) and MOVS mem32, mem32 (or MOVSD). 
LODSD loads the (32-bit) double word from a memory location specified by DS: 
ESI into EAX. After the load, ESI is automatically incremented by 4 if DF = 0 
and decremented by 4 if DF = 1. No flags are affected. LODS can be preceded 
by the REP prefix. LODS is typically used within a loop structure because further 
processing of the data moved into EAX is normally required. MOVSD copies the 
(32-bit) double word at the memory location addressed by DS:ESI to the memory 
location at ES:EDI. DS is used as the segment register for the source and may be 
overridden. After the move, ESI and EDI are incremented by 4 if DF = 0 and are 
decremented by 4 if DF = 1. MOVS can be preceded by the REP prefix for block 
movement of ECX double words. No flags are affected. 

c. String I/O Instructions 
There are new string I/O instructions in the 80386 beyond those of the 8086: INS 
mem32, DX (or INSD) and OUTS DX, mem32 (or OUTSD). INSD inputs 32-bit 
data from a port addressed by the contents of DX into a memory location specified 
by ES:EDI. ES cannot be overridden. After data transfer, EDI is automatically 
incremented by 4 if DF = 0 and decremented by 4 if DF = 1. INSD can be 
preceded by the REP prefix for block input of ECX double words. No flags are 
affected. OUTSD outputs 32-bit data from a memory location addressed by DS: 
ESI to a port addressed by the contents of DX. DS can be overridden. After 
data transfer, ESI is incremented by 4 if DF = 0 and decremented by 4 if DF = 
|l. OUTSD can be preceded by the REP prefix for block output of ECX double 
words. 

d. Store and Scan String Instructions 
There is a new 80386 STOS mem32 (or STOSD) instruction. STOS stores the 
contents of the EAX register to a double word addressed by ES and EDI. ES 
cannot be overridden. After the storage, EDI is automatically incremented by 
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4 if DF = 0 and decremented by 4 if DF = 1. No flags are affected. STOS can 
be preceded by the REP prefix for a block fill of ECX double words. There is 
also a new scan instruction, the SCAS mem32 (or SCASD) in the 80386. SCASD 
performs the 32-bit subtraction (EAX) - [memory addressed by ES and EDI]. 
The result of subtraction is not stored, and the flags are affected. SCASD can be 
preceded by the REPE or REPNE prefix for block search of ECX double words. 
All flags are affected. 
€. Table Look-Up Translation Instruction 

A modified version of the 8086 XLAT instruction is available in the 80386. XLAT 
mem8 (XLATB) replaces the AL register from the table index to the table entry. 
AL should be the unsigned index into a table addressed by DS:BX for a 16-bit 
address and by DS:EBX for the 32-bit address. DS can be overridden. No flags 
are affected. 


High-Level Language Instructions 
Three instructions, ENTER, LEAVE, and BOUND, are included in the 80386. The 
ENTER imm16,imm8 instruction creates a stack frame. The data immé® defines the 
nesting depth of the subroutine and can be from 0 to 31. The value 0 specifies the first 
subroutine only. The data imm8 defines the number of stack frame pointers copied 
into the new stack frame from the preceding frame. After the instruction is executed, 
the 80386 uses EBP as the current frame pointer and ESP as the current stack pointer. 
The data imm16 specifies the number of bytes of local variables for which the stack 
space is to be allocated. If imm68 is zero, ENTER pushes the frame pointer EBP onto 
the stack; ENTER then subtracts the first operand imm16 from the ESP and sets EBP 
to the current ESP. 

For example, a procedure with 28 bytes of local variables would have an ENTER 
28, 0 instruction at its entry point and a LEAVE instruction before every RET. The 28 
local bytes would be addressed as offset from EBP. Note that the LEAVE instruction 
sets ESP TO EBP and then pops EBP. The 80386 uses BP (low 16 bits of EBP) and SP 
(low 16 bits of ESP) for 16-bit operands and uses EBP and ESP for 32-bit operands. 

The BOUND instruction ensures that a signed array index is within the limits 
specified by a block of memory containing an upper and lower bound. The 80386 
provides two forms of the BOUND instruction: 

BOUND regl6, mem32 

BOUND reg32, mem64 
The first form is for 16-bit operands. The second form is for 32-bit operands and is 
included in the 80386 instruction set. For example, consider BOUND EDI, ADDR. 
Suppose (ADDR) = 32-bit lower bound d, and (ADDR + 4) = 32 bit upper bound 4,. 
If, after execution of this instruction, (EDI) <d, or>d, the 80386 traps to interrupt 5; 
otherwise, the array is accessed. 

The BOUND instruction is usually placed following the computation of an index 
value to ensure that the limits of the index value are not violated. This permits a 
check to determine whether or not an address of an array being accessed is within the 
array boundaries when the register indirect with index mode is used to access an array 
element. For example, the following instruction sequence will allow accessing an 
array with base address in ESI, the index value in EDI, and an array lenght 50 bytes; 
assuming the 32-bit contents of memory location, 20000100,, and 20000104,, are 0 
and 49, respectively: 
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BOUND EDI, 20000100H 
MOV EAX, [EDI][ESI] 


Example 11.1 
Determine the effect of each of the following 80386 instructions: 
(a) CDO 
(b) BTC CX, BX 
(c) MOVSX ECX, E7H 
Assume (EAX) = FFFFFFFFH, (ECX) = F1257124H, (EDX) = EEEEEEEEH, and (BX) = 
0004H prior to execution of each of these given instructions. 
Solution 
(a) After CDQ, 
(EAX) = FFFFFFFFH 
(EDX) = FFFFFFFFH 
(b) AfterBTC CX, BX, bit 4 of register CX is reflected in CF and then ones complemented 


in CX, as is shown below. 
Before BTC CX, BX : 
[CX]=15 14 13 12 11 109876543210 
0111000100100 100 
CF =0 
1's complement 


After BTC CX, BX: 
CXI-0111000100110109 


Nay 
7 l 3 4 
Hence, 
(CX) = 7134H 
(BX) = 0004H 


(c) MOVSX ECX, E7H copies the 8-bit data E7H into the low byte of ECX and then sign- 
extends to 32 bits. Therefore, after MOVSX ECX, E7H, 
(ECX) = FFFFFFE7H 


Example 11.2 

Write an 80386 assembly language program to multiply a signed 8-bit number in AL by a 
signed 32-bit number in ECX. Assume that the segment registers are already initialized. 
Solution 


CBW ; Sign-extend byte to word 
CWDE ; Sign-extend word to 32-bit 
IMUL EAX, ECX ; Perform singed multiplication 

HLT ; Stop 


Example 11.3 
Write an 80386 assembly language program to move two columns of ten thousand 32-bit 
numbers from A (i) to B (i). In other words, move A (1) to B (1), A (2) to B (2), and so 
on. 

Solution 

MOV ECX, 10000 

MOV BX, SOURCE SEG 
MOV DS; BX 

MOV BX, DEST_SEG 


Initialize counter 
Initialize DS 
register 
Initialize ES 


^e ~oe. “e ~e 
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FIGURE 11.2 80386 Functional signal groups 


MOV ES, BX 2 register 
MOV ESI, SOURCE INDX Initialize ESI 
MOV EDI, DEST INDX Initialize EDI 


~w. ~, "we. “5 ` 


CLD Clear DF to auto-increment 
REP MOVSD MOV A (i) to 
HLT : B (i).until ECX = 0 


11.3.6 80386 Pins and Signals 

The 80386 contains 132 pins in Pin Grid Array (PGA) or other packages. 

Figure 11.2 shows functional grouping of the 80386 pins. A brief description of the 80386 
pins and signals is provided in the following. The # symbol at the end of the signal name 
or the — symbol above a signal name indicates the active or asserted state when it is low. 
When the symbol # is absent after the signal name or the symbol — is absent above a signal 
name, the signal is asserted when high. 

The 80386 has 20 Vcc and 21 GND pins for power distribution. These multiple 
power and ground pins reduce noise. Preferably, the circuit board should contain Vcc and 
GND planes. 

CLK2 pin provides the basic timing for the 80386. This clock is then divided by 
2 by the 80386 internally to provide the clock used for instruction execution. The 80386 is 
reset by activating the RESET pin for at least 15 CLK2 periods. The RESET signal is level- 
sensitive. When the RESET pin is asserted, the 80386 will start executing instructions 
at address FFFF FFFOH. The 82384 clock generator provides system clock and reset 
signals. 

D,-D;, provides the 32-bit data bus. The 80386 can transfer 16- or 32-bit data via 
the data bus. 

The address pins A,-A,, along with the byte enable signals BEO# through BE3# 
are used to generate physical memory or I/O port addresses. Using the pins, the 80386 can 
directly address 4 gigabytes by physical memory (00000000H through FFFFFFFFH). 

The byte enable outputs, BEO# through BE3# of the 80386, define which bytes of 
D,-D,, are utilized in the current data transfer. These definations are given below: 

BEOF is low when data is transferred via D,-D, 
BE1# is low when data is transferred via D,-D,, 
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BE2# is low when data is transferred via D,,-D,, 

BE3# is low when data is transferred via D;,-D,, 
The 80386 asserts one or more byte enables depending on the physical size of the operand 
being transferred (1, 2, 3, or 4 bytes). 

W/R#, D/C#, M/IO£, and LOCK# output pins specify the type of bus cycle being 
performed by the 80386. W/R pin, when HIGH, identifies write cycle and, when LOW, 
indicates read cycle. D/C# pin, when HIGH, identifies data cycle , when LOW, indicates 
control cycle. M/IO# differentiates between memory and I/O cycles. LOCK# distinguishes 
between locked and unlocked bus cycles. W/R#, D/C#, and M/IO£ pins define the primary 
bus cycle. This is because these signals are valid when ADS# (address status output) is 
asserted. Some of these bus cycles are listed below. 


M/IO£ D/C# W/R# Bus cycle type 


Low Low Low INTERRUPT ACKNOWLEDGE 
Low High Low I/O DATA READ 

Low High High IO DATA WRITE 

High Low Low | MEMORY CODE READ 

High High Low MEMORY DATA READ 

High High High MEMORY DATA WRITE 


The 80386 bus control signals include ADS# (address status), READ Y# (transfer 
acknowledge), NA# (next address request), and BS16# (bus size 16). 

The 80386 outputs LOW on the ADS# pin indicate a valid bus cycle (W/R#, D/ 
C£, M/IO#) and bus enable / address (BEO#-BE3#, A,-A,,) signals. 

When READY input is LOW during a read cycle or an interrupt acknowledge 
cycle, the 80386 latches the input data on the data pins and ends the cycle. When READY£Z 
is low during a write cycle, the 80386 ends the bus cycle. 
| The NA# input pin is activated low by external hardware to request address 
pipelining. BS16# input pin permits the 80386 to interface to 32- and 16-bit memory or 
I/O. For 16-bit memory or I/O, BS16# input pin is asserted low by an external device, the 
80386 uses the low-order half (D,-D,;) of the data bus corresponding to BEO# and BE1# 
for data transfer. 

BS16# is asserted high for 32-bit memory or I/O. HOLD (input) and HLDA 
(output) pins are 80386 bus arbitration signals. These signals are used for DMA transfers. 
PEREQ, BUSY#, and ERROR# pins are used for interfacing coprocessors such as 80287 
or 80387 to the 80386. 

There are two interrupt pins or the 80386. These are INTR (maskable) and NMI 
(nonmaskable) pins. NMI is leading-edge sensitive, whereas INTR is level-sensitive. When 
INTR 1s asserted and if the IF bit in the EFLAGS is 1, the 80386 (when ready ) responds 
to the INTR by performing two interrupt acknowledge cycles and at the end of the second 
cycle latches an 8-bit vector on D,-D, to identify the source of interrupt. Interrupts are 
serviced in a similar manner as the 8086. 


11.3.7 80386 Modes 

As mentioned before, the 80386 can be operated in real, protected, or virtual 8086 mode. 
These modes can be selected by some of the bits in the status register. Upon reset or 
power-up, the 80386 operates in real mode. In real mode, the 80386 can access all the 
8086 registers along with the 80386 32-bit register. In real mode, the 80386 can directly 
address up to one megabyte of memory. The address lines A;-A,,, BEO#-BE3# are used 
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by the 80386 in this mode. 

The protected mode provides more memory space than is provided by the real 
mode. Furthermore, this mode supports on-chip memory management and protection 
features along with a multitasking operating system. Finally, the virtual 8086 mode permits 
the execution of 8086 programs, taking full advantage of the 80386 protection mechanism. 
In particular, the virtual the 8086 mode allows execution of 8086 operating system and 
application programs concurrently with the 80386 operating system and application 
programs. 


11.3.8 80386 System Design 

In this section, the 80386 is interfaced to typical EPROM chips. As mentioned in the last 
section the 80386 address and data lines are not multiplexed. There is a total of thirty 
address pins (A,-A;,) on the chip. A, and A, are decoded internally to generate four byte 
enable outputs, BEOZ, BE1#, BE2#, and BE3#. In real mode, the 80386 utilizes 20-bit 
addresses and A, through A,, address pins are active and the address pins A, through A;, 
are used in real mode at reset, high for code segment (CS)-based accesses, low for others, 
and always low after CS changes. In the protected mode, on the other hand, all address 
pins A, through A,, are active. In both modes, A, and A, are obtained internally. In all 
modes, the 80386 outputs on the byte enable pins to activate appropriate portions of the 
data to transfer byte (8-bit), word (16-bit), and double-word (32-bit) data as follows: 


Byte Enable Pins Data Bus 
BEOZ D,-D, 
BE1# D,-D, 
BE2# D,.-D,, 
BE3# DD 


The 80386 supports dynamic bus sizing. This feature connects the 80386 with 32- 
bit or 16-bit data busses for memory or I/O. The 80386 32-bit data bus can be dynamically 
switched to a 16-bit bus by activating the BS16# input from high to low by a memory or 
I/O device. In this case, all data transfers are performed via D,-D;; pins. 32-bit transfers 
take place as two consecutive 16-bit transfers over data pins D, through D,,. On the other 
hand, the 32-bit memory or I/O device can activate the BS16# pin HIGH to transfer data 
over D,-D;, pins. 

The 80386 address pins A, and A, specify the four addresses of a four byte (32- 
bit) word. Consider the following : 


Dj u D; D; D, , D; D, ? D; D, 


| | | Data Pins 

The contents of the memory addresses which include 0, 4, 8, ... with A,A, = 00, 
are transferred over D,-D,. Similarly, the contents of addresses which include 1,5,9, ..., 
with A,A, = 01, are transferred over D,,-D,. On the other hand, the contents of memory 
addresses 2, 6, 10, ... with A,A, = 10, are transferred over D,,.-D,, while contents of 
addresses 3, 7, 11, ... with A,A, = 11, are transferred over D,,-D,,. Note that A,A, is 
encoded from BE3# -BE0#. The following figure depicts this: 
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FFFFFFFF 
H 
FFFFFFFE 
H 


00000002H 
00000001H 
00000000H 


BANK 3 BANK 2 BANK 1 BANK 0 
] gigabyte l gigabyte 1 gigabyte 1 gigabyte 


FFFFFFFF FFFFFFFE FFFFFFFD FFFFFFFC 
H H H H 
FFFFFFFB FFFFFFFA FFFFFFF9 FFFFFFF8 
H H H H 


00000007H 00000006H 00000005H 00000004H 
00000003H 00000002H 00000001H 00000000H 

















































A-A, BE3# BE2# BEl4 BEO# 


In each bank, a byte can be accessed by enabling one of the byte enables, BEO# 

-BE3#. For example, in response to execution of a byte-MOVE instruction such as MOV 
[00000006H], BL, the 80386 outputs low on BE2# and high on BEO#, BE1# and BE3# and 
the content of BL is written to address 00000006H. On the other hand, when the 80386 
executes a MOVE instruction such as MOV [00000004H] , AX, the 80386 drives BEO# 
and BE1# to low. The locations 00000004H and 00000005H are written with the contents 
of AL and AH via D,-D, and D,-D,, respectively. For 32-bit transfer, the 80386 executing 
a MOVE instruction from an aligned address such as MOV [00000004H] , EAX, drives 
all bus enable pins (BE0O# -BE3#) to low and writes four bytes to memory locations 
00000004H through 00000007H from EAX. Byte (8-bit), aligned word (16-bit), and 
aligned double-word (32-bit) are transferred by the 80386 in a single bus cycle. 
The 80386 performs misaligned transfers in multiple cycles. For example, the 80386 
executing a misaligned word MOVE instruction such as MOV [00000003H] , AX drives 
BE3# to low in the first bus cycle and writes into location 00000003H (bank 3) from AL in 
the first bus cycle. The 80386 then drives BEO# to low in the second bus cycle and writes 
into location 00000004H (bank 0) from AH. This transfer takes two bus cycles. 

A 32-bit misaligned transfer such as MOV [00000002H] , EAX, on the other 
hand, takes two bus cycles. In the first bus cycle, the 80386 enables BE2# and BE3#, and 
writes the contents of low 16-bits of EAX into addresses 00000002H and 00000003H from 
banks 2 and 3 respectively. In the second cycle, the 80386 enables BEO# and BE1# to 
low and then writes the contents of upper 16-bits of EAX into addresses 00000004H and 
00000005H. 

In the following, design concepts associated with the 80386's interface to memory 
will be discussed. The 80386 device will use 128 Kbyte, 32-bit wide memory. Four 
27C256's (32 K x 8 HCMOS EPROMSs ) are used. 

Since the 27C256 chip is 32K x 8 chip, the 80386 address lines A,-A,, are used for 
addressing the 27C256’s. The 80386 M/IO#, D/C#, W/R#, and BEO#-BE3# are also used. 
Figure 11.3 shows a simplified 80386 - 27C256 interface. 

In figure 11.3, A, A,, BE3#-BE0#, D/C£, and ADS# pins of the 80386 are used to generate 
four byte enable signals, EO, E1, E2, and E3. 

The 80386 outputs low on ADS# (Address status) pin to indicate valid bus cycle 
(W/R#, D/C£, M/IOZ) and address (BEO£ -BE3#) signals. 

The 80386 A, and A, bits (obtained internally) indicate which portion of the data 
bus will be used to transfer data. For example, A, Ay = 11 means that contents of addresses 
such as 00000003H, 00000007H, ... will be used by the 80386 to transfer data via its 
D,,-D,, pins. BE3#-BE0# and D/C# are used to produce the byte enable signals which 
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FIGURE 11.3 80386/27C256 Interface. 


are connected to the CE pin of the appropriate EPROM. The inverted M/IO# is logically 
ORed with the W/R# pin. The output of this OR gate is connected to the OE pin of all four 
EPROM's. 

EO, E1, E2, and E3 are ANDed and connected to the READY# pin. When the READY# 
pin is asserted LOW, the 80386 latches or reads data. Until READY# pin is asserted LOW 
by the external device, the 80386 inserts wait states. One must ensure that the data is ready 
before READY# is asserted. The BS16# is asserted HIGH by connecting it to inverted 
ADS3# to indicate 32-bit memory. NA# is connected to +5 V to disable pipelining. 

The memory map can be determined as follows: 


EPROMZIL: 
A 31 A 30 * aia Ay dd Opes e 
Don't cares all zeros iJ S" 
Assume zeros to ones 


= 00000000H, 00000004H, ... , 0001 FFFCH 


Similarly, the memory maps for other EPROMs are : 

EPROM#2: 00000001H, 00000005H, ... , 0001 FFFDH 
EPROM223: 00000002H, 00000006H, ... , 0001 FFFEH 
EPROM#4: 00000003H, 00000007H, ... , 0001FFFFH 


11.3.9 80386 I/O 
The 80386 can use either a standard I/O or a memory-mapped I/O technique. 
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The address decoding required to generate chip selects for devices using standard 
I/O is often simpler than that required for memory-mapped devices. But, memory-mapped 
FO offers more flexibility in protection than standard I/O does. 

The 80386 can operate with 8-, 16-, and 32-bit peripherals. Eight-bit I/O devices 
can be connected to any of the four 8-bit sections of the data bus. For efficient operation, 
32-bit I/O devices should be assigned to addresses that are even multiples of four. For 
standard I/O, the 80386 includes there types of I/O instructions. These are direct, indirect, 
and string I/O instructions which include the following: 


Direct 
For 8-bit : IN AL, PORT 
OUT PORT, AL 
For 16-bit: IN AX, PORT 
QUT PORT, AX 
Indirect 
For 8-bit : IN AL, DX 
OUT. . DX; AL 
For 16-bit: IN AX, DX 
OUT DX, AX 
For 32-bit: IN EAX, DX 
OUT DX, EAX 
String 
For 8-bit : INSB, (ES:DI) + ((DX)) 
DI < DI + ] 
OUTSB (DX) <-(ES:SI) 
SI — SI + 1 
For 16-bit: INSW, , (ES:DI) <- ((DX)) 
(DI) — DI+2 
OUTSW, (ES:SI) «- ((DX)) 
: (SI) < SI - 2 
For 32-bit: INSD, (ES:EDI) — ((DX)) 
EDI «- EDI + 4 
OUTSD, (DX) < (ES:ESI) 
| ESI < ESI +4 


11.4 Intel 80486 Microprocessor 


The Intel 80486 is an enhanced 80386 microprocessor with on-chip floating-point 
hardware. 


11.4.1 Intel 80486/80386 Comparison 
Table 11.2 compares the basic features of the 80486 with those of the 80386. 


11.4.2 Special Features of the 80486 

The Intel 80486 is a 32-bit microprocessor, like the Intel 80386. It executes the complete 
instruction set of the 80386 and the 80387DX floating-point coprocessor. Unlike the 
80386, the 80486 on-chip floating-point hardware eliminates the need for an external 
floating-point coprocessor chip and the on-chip cache minimizes the need for an external 
cache and associated control logic. 
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TABLE 11.2 


Characteristic 
Introduced in 
Main features 


80386 vs. 80486 


80386 

1985; 386SX in 1988 

Adds paging 32-bit extension, 
on chip address translation, and 
greater speed than 8086. 32-bit 
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80486 

1989 

Adds on-chip cache, floating- 
point unit, and greater 

speed than 386. 32-bit 


microprocessor microprocessor. 
Data bus size accommodated 16-, 32-bit 8-, 16-, 32-bit 
On-chip Cache No; Can be interfaced externally Yes 
Address bus size 32-bit 32-bit 
On-chip transistors 275,000 1.2 million 
Directly addressable memory 4 Gigabytes 4 Gigabytes 
Virtual memory size 64 Terabytes 64 Terabytes 
Clock 25 MHz to 50 MHz 25 MHz to 100 MHz 
Pins 100 for 80386SX; 168 for other 168 
80386's 
Address and data buses non-multiplexed non-multiplexed 
Registers 8 32-bit general purpose registers All registers listed under the 
32-bit EIP and Flag register 80386 plus the following 
6 16-bit segment registers registers: 
6 64-bit segment descriptor 8 80-bit 
registers 8 2-bit 
4 32-bit system control registers — 8 16-bit 
(CRO-CR3) 3 16-bit 
2 48-bit 
Address Defined by A;-A,; BEO#-BE3# . Same as the 80386 
Address HOLD Not available The AHOLD input pin causes 


the 80486 to float its address 
bus in the next clock cycle. 
This allows an external device 
to drive an address into the 
80486 for internal cache line 
invalidation. 


Direct Memory Access Three pins are used: 


Two pins are used: 


(DMA) HOLD input pin HOLD input pin 
HLDA output pin HLDA output pin 
` BREQ output 
Bus backoff Not available The BOFF# input pin 


indicates that another bus 
master needs to complete 
a bus cycle in order for the 
80486's current cycle to 


complete. 
On-chip memory management Yes Yes 
hardware 
Operating modes: Real, Yes. Does not support max- Same as the 80386 
Protected, and Virtual 8086 — imum or minimum modes like the 
modes 8086 
On-chip floating-point No Yes 
hardware 
Instructions 129 including the floating-point All 80386 instructions 


instrucions where the 80386 is 
interfaced to the 80387 


including the floating-point 
instructions for the on-chip 
floating-point hardware plus 
six new instructions 
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The 80486 is object code compatible with the 8086, 8088, 80186, 80286, and 
80386 processors. It can perform a complete set of arithmetic and logical operations on 8-, 
16-, and 32-bit data types using a full-width ALU and eight general-purpose registers. Four 
gigabytes of physical memory can be addressed directly via its separate 32-bit addresses 
and data paths. An on-chip memory management unit is added, which maintains the 
integrity of memory in the multitasking and virtual-memory environments. Both memory 
segmentation and paging are supported. 

The 80486 has an internal 8 Kbyte cache memory. This provides fast access to 
recently used instructions and data. The internal write-through cache can hold 8 Kbytes 
of data or instructions. The on-chip floating-point unit performs floating-point operations 
on the 32-, 64-, and 80- bit arithmetic formats specified in the IEEE standard and is object 
code compatible with the 8087, 80287, and 80387 coprocessors. The fetching, decoding, 
execution, and address translation of instructions is overlapped within the 80486 processor 
using instruction pipelining. This allows a continuous execution rate of one clock cycle per 
instruction for most instructions. 

Like the 80386, the 80486 processor can operate in three modes (set in software): 
real, protected, and virtual 8086 mode. After reset or power up, the 80486 is initialized in 
real mode. This mode has the same base architecture as the 8086, but allows access to the 
32-bit register set of the 80486 processor. Nearly all of the 80486 processor instructions 
are available, but the default operand size is 16 bits. The main purpose of real mode is to 
set up the processor for protected mode. 

Protected mode, or protected virtual address mode, is where the complete 
capabilities of the 80486 become available. Segmentation and paging can both be used in 
protected mode. All 8086, 80286, and 386 processor software can be run under the 80486 
processor's hardware-assisted protection mechanism. 

Virtual 8086 mode is a submode for protected mode. It allows 8086 programs to 
be run but adds the segmentation and paging protection mechanisms of protected mode. It 
is more flexible to run 8086 in this mode than in real mode because virtual 8086 mode can 
simultaneously execute the 80486 operating system and both 8086 and 80486 processor 
applications. 

The 80486 is provided with a bus backoff feature. Using this, the 80486 will float 
its bus signals if another bus master needs control of the bus during a 80486 bus cycle and 
then restart its cycle when the bus again becomes available. The 80486 includes dynamic 
bus sizing. Using this feature, external controllers can dynamically alter the effective 
width of the data bus with 8-, 16-, or 32-bit bus widths. 

In terms of programming models, the Intel 80386 has very few differences with 
the 80486 processor. The 80486 processor defines new bits in the EFLAGS, CRO, and 
CR3 registers. In the 80386 processor, these bits were reserved, so the new architectural 
features should be a compatibility issue. 


11.4.3 80486 New Instructions Beyond Those of the 80386 
There are six basic instructions plus floating-point instructions added to the 80486 
instruction set beyond those of the 80386 instruction set as follows: 

l. Three New Application Instructions 


e BSWAP 
e XADD 
e CMPXCHG 


2. Three New System Instructions 
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e INVD 
e WBINVD 
e INVLPG 


The 80386 can execute all its floating-point instructions when the 80387 is 
present in the system. The 80486, on the other hand, can directly execute all its floating- 
point instructions (same as the 80386 floating-point instructions) because it has the on-chip 
floating-point hardware. 

The three new application instructions included with the 80486 are BSWAP reg32; 
XADD dest, source; and CMPXCHG dest, source. BSWAP reg32 reverses the byte order 
of a 32-bit register, converting a value in little/big endian form to big/little endian form. 
That is, the BSWAP instruction exchanges bits 7-0 with bits 31—24 and bits 15-8 with bits 
23-16 of a 32-bit register. Executing this instruction twice in a row leaves the register with 
the original value. When BSWAP is used with a 16-bit operand size, the result left in the 
destination operand is undefined. Consider an example of a 32-bit operand: If (EAX) = 
12345678H, then after BSWAP EAX, the contents of EAX are 78563412H. Note that little 
endian is a byte-oriented method in which the bytes are ordered (left to right) as 3, 2, 1, 
and 0, with byte 3 being the most significant byte. Big endian on the other hand, is also a 
byte-oriented method where the bytes are ordered (left to right) as 0, 1, 2, and 3 with byte 
0 being the most significant byte. The BSWAP instruction speeds up execution of decimal 
arithmetic by operating on four digits at a time. 

XADD dest, source has the form 


XADD dest, source 
reg8/mem$, rega 
reg16/mem16, reg16 


reg32/mem32, reg32 


The XADD dest, source instruction loads the destination into the source and then 
loads the sum of the destination and the original value of the source into the destination. 
For example, if (AX) = 0123H, (BX) = 9876H, then after XADD AX, BX, the contents of 
AX and BX are respectively 9999H and 0123H. 

CMPXCHG dest, source has the form: 


CMPXCHG dest, source 
reg8/mem8, reg8 
reg16/mem16, reg 16 


reg32/mem32, reg32 
The CMPXCHG instruction compares the (AL, AX or EAX register) with the destination. 
If they are equal, the source is loaded into the destination; Otherwise, the destination is 
loaded into the AL,AX or EAX. For example, if (DX) = 4324H, (AX) = 4532H, and (BX) 
= 4532H, then after CMPXCHG BX, Dx, the ZF flag is set to one and (BX) = 4324H. 


11.5 Intel Pentium Microprocessor 


Table 11.3 summarizes the fundamental differences between the basic features of 486 and 
Pentium families. Microprocessors have served largely separate markets and purposes: 
business PCs and engineering workstations. The PCs have used Microsoft’s DOS and 
Windows operating systems whereas the workstations have used various features of UNIX. 
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TABLE 11.3 Basic Differences Between 80486 and Pentium Processor 


Feature 486 Processor Pentium Processor 
Clock 25 to 100 MHz 60 to 233 MHz 
Address and data buses 32-bit data bus 64-bit data bus 

32-bit address bus 32-bit address bus 
Pipeline model Single Dual 
Internal cache 8K for both data and instruction 8k for data and 8k for 

instruction 

Number of transistors 1.2 million 3.2 million 
Performance at 66 MHZ 54 MIPS 112 MIPS 


in MIPS (millions of 
instructions per second) 


Number of pins 168 273 


The PCs have not been utilized in the workstation market because of their relatively modest 
performance, especially with regard to complicated graphics display and floating-point 
calculations. Workstations have been kept out of the PC market partially because of their 
high prices and hard-to-use system software. 

The Pentium has brought the PCs up to workstation-class computational 
performance with sophisticated graphics. The Intel Pentium is a 32-bit microprocessor with 
a 64-bit data bus. The Intel Pentium, like its predecessor the Intel 80486, is 100% object 
code compatible with 8086/80386 systems. BICMOS(Bipolar and CMOS) technology is 
used for the Pentium. 

The Pentium processor has three modes of operation; real-address mode (also 
called *real mode"), protected mode, and system management mode. The mode determines 
which instructions and architecture features are accessible. In real-address mode, the 
Pentium processor runs programs written for 8086 or for the real-address mode of an 80386 
or 80486. 

The architecture of the Pentium processor in this mode is identical to that of the 
8086 microprocessor. In protected mode, all instruction and architectural features of the 
Pentium are available to the programmer. Some of the architectural features of the Pentium 
processor include memory management, protection, multitasking, and multiprocessing. 
While in protected mode, the virtual 8086 (v86) mode can be enabled for any task. For 
the v86 mode, the Pentium can directly execute “real-address-mode” 8086 software in a 
protected, multitasking environment. 

The Pentium processor is also provided with a system management mode (SMM) 
similar to the one used in the 80486SL, which allows to design for low power usage. SMM 
is entered through activation of an external interrupt pin (system management interrupt, 
SMI#). In December 1994, Intel detected a flaw in the Pentium chip while performing 
certain division calculations. The Pentium is not the first chip that Intel has had problems 
with. The first version of the Intel 80386 had a math flaw that Intel quickly fixed before 
there were any complaints. Some experts feel that Intel should have acknowledged the 
math problem in the Pentium when it was first discovered and then have offered to replace 
the chips. In that case, the problem with the Pentium most likely would have been ignored 
by the users. However, Intel was heavily criticized by computer magazines when the 
division flaw in the Pentium chip was first detected. 

The flaw in the division algorithm in the Pentium was caused by a problem with a 
look-up table used in the division. Errors occur in the fourth through the fifteenth significant 
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decimal digits. This means that in a result such as 5.78346, the last three digits could be 
incorrect. For example, the correct answer for the operation 4,195,835 - (4,195,835 + 
3,145,727) + (3,145,727) is zero. The Pentium provided a wrong answer of 256. IBM 
claimed this problem can occur once every 24 days. Intel eventually fixed the division 
flaw problem in the Pentium. 

The Pentium microprocessor is based on a superscalar design. This means that 
the processor includes dual pipelining and executes more than one instruction per clock 
cycle; note that scalar microprocessors such as the 80486 family have only one pipeline 
and execute one instruction per clock cycle, and superscalar processors allow more than 
one instruction to be executed per clock cycle. 

The Pentium microprocessor contains the complete 80486 instruction set along 
with some new ones that are discussed later. Pentium's on-chip memory management unit 
is completely compatible with that of the 80486. 

The Pentium includes faster floating-point on-chip hardware than the 80486. 
Pentium's on-chip floating-point hardware has been completely redesigned over the 
80486. Faster algorithms provide up to ten times speed-up for common operations such 
as add, multiply, and load. The two instruction pipelines and on-chip floating-point unit 
are capable of independent operations. Each pipeline issues frequently used instructions 
in a single clock cycle. The dual pipelines can jointly issue two integer instructions in one 
clock cycle or one floating-point instruction (under certain circumstances, two floating- 
point instructions) in one clock cycle. 

Branch prediction is implemented in the Pentium by using two prefetch buffers, 
one to prefetch code in a linear fashion and one to prefetch code according to the contents 
of the branch target buffer (BTB), so the required code is almost always prefetched before 
it is needed for execution. Note that the branch addresses are stored in the branch target 
buffer (BTB). 

There are two instruction pipelines, the U pipe and the V pipe, which are not 

equivalent and interchangeable. The U pipe can execute all integer and floating-point 
instructions, whereas the V pipe can only execute simple integer instructions and the 
floating-point exchange register contents (FXCH) instructions. 
The instruction decode unit decodes the prefetched instructions so that the Pentium can 
execute them. The control ROM includes the microcode for the Pentium processor and 
has direct control over both pipelines. A barrel shifter is included in the chip for fast shift 
operations. 


11.5.1 Pentium Registers 
The Pentium processor includes the same registers as the 80486. Three new system flags 
are added to the 32-bit EFLAGS register. 


11.5.2 Pentium Addressing Modes and Instructions 
The Pentium includes the same addressing modes as the 80386/80486. 

The Pentium microprocessor includes three new application instructions and four new 
system instructions beyond those of the 80486. One of the new application instruction 
is the CMPXCHG8B. As an example, CMPXCHG8B reg64 or mem64 compares the 64-bit 
value in EDX:EAX with the 64 bit contents of reg64 or mem64. If they are equal, the 
64-bit value in ECX:EBX is stored in reg64 or mem64; otherwise the content of reg64 or 
mem64 is loaded into EDX:EAX. 

Pentium floating-point instructions execute much faster than those of the 80486 instructions. 
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For example, a 66-MHz Pentium microprocessor provides about three times the floating- 
point performance of a 66-MHz Intel 80486 DX2 microprocessor. 


11.5.3 Pentium versus 80486: Basic Differences in Registers, Paging, Stack 
Operations, and Exceptions 

Registers of the Pentium Processor versus Those of the 80486 

This section discusses the basic differences between the Pentium and 80486 control, debug, 
and test registers. 

One new control register, CR4, is included in the Pentium. CR4 contains bits 
that enable certain extensions to the 80486 provided in the Pentium processor. These 
extensions include functions for handling certain hardware error conditions. 

The Pentium processor defines the type of breakpoint access by two bits in 
DR7 to perform breakpoint functions such as break on instruction execution only, break 
on data writes only, and break on data reads or writes but not instruction fetches. The 
implementation of test registers on the 80486 used for testing the cache has been redesigned 
in the Pentium processor. 

Paging 

The Pentium processor provides an extension to the memory management/paging 
functions of the 80486 to support larger page sizes. 
Stack Operations 

The Pentium, 80486, and 80386 microprocessors push a different value of SP on 
the stack for a PUSH instruction than does the 8086. The 32-bit processors push the value 
of the SP before it is decremented whereas the 8086 pushes the value of the SP after it is 
decremented. 

Exceptions 

The Pentium processor implements new exceptions beyond those of the 80486. 
For example, a machine check exception is newly defined for reporting parity errors and 
other hardware errors. 

External hardware interrupts on the Pentium may be recognized on different 
instruction boundaries due to the pipelined execution of the Pentium processor and 
possibly an extra instruction passing through the V pipe concurrently with an instruction in 
the U pipe. When the two instructions complete execution, the interrupt is then serviced. 
Therefore, the EIP pushed onto the stack when servicing the interrupt on the Pentium 
processor may be different than that for the 80486 (1.e., it is serviced later). The priority of 
exceptions 1s the same on both the Pentium and 80486. 


11.5.4 Pentium Input/Output 

The Pentium processor handles I/O in the same way as the 80486. The Pentium can use 
either standard I/O or memory-mapped I/O. Standard I/O is accomplished by using IN/OUT 
instructions and a hardware protection mechanism. When memory-mapped I/O is used, 
memory-reference instructions are used for input/output and the protection mechanism is 
provided via segmentation or paging. 

The Pentium can transfer 8, 16, or 32 bits to a device. Like memory-mapped I/O, 
16-bit ports using standard I/O should be aligned to even addresses so that all 16 bits can 
be transferred in a single bus cycle. Like double words in memory-mapped I/O, 32-bit 
ports in standard I/O should be aligned to addresses that are multiples of four. The Pentium 
supports I/O transfer to misaligned ports, but there is a performance penalty because an 
extra bus cycle must be used. 


242 Fundamentals of Digital Logic and Microcomputer Design 


The INS and OUTS instructions move blocks of data between I/O ports and 
memory. The INS and OUTS instructions, when used with repeat prefixes, perform block 
input or output operations. The string I/O instructions can operate on byte (8-bit) strings, 
word (16-bit) strings, or double word (32-bit) strings. When the Pentium is running in 
protected mode, I/O operates as in real address mode with additional protection features. 


11.5.5 Applications with the Pentium 
The performance of the Pentium's floating-point unit (FPU) makes it appropriate for wide 
areas of numeric applications: 

e  Pentium's FPU can accept decimal operands and produce extra decimal results 
of up to 18 digits. This greatly simplifies accounting programming. Financial 
calculations that use power functions can take advantage of exponential and 
logarithmic functions. 

e Many minicomputer and mainframe large simulation problems can be executed 
by the Pentium. These applications include complex electronic circuit simulations 
using SPICE and simulation of mechanical systems using finite element 
analysis. 

e The Pentium's FPU can move and position machine control heads with accuracy 
in real time. Axis positioning can efficiently be performed by the hardware 
trigonometric support provided by the FPU. The Pentium can therefore be used 
for computer numerical control (CNC) machines. 

e The pipelined instruction feature of the Pentium processor makes it an ideal 
candidate for DSP (digital signal processing) and related applications for 
computing matrix multiplications and convolutions. 

* Other possible application areas for the Pentium include robotics, navigation, data 
acquisition, and process control. 


11.5.6 — Pentium versus Pentium Pro 

The Pentium was first introduced by Intel in March 1993, and the Pentium Pro was 
introduced in November 1995. The Pentium processor provides pipelined superscalar 
architecture. The Pentium processor's pipelined implementation uses five stages to extract 
high throughput and the Pentium Pro utilizes 12-stage, superpipelined implementation, 
trading less work per pipestage for more stages. The Pentium Pro processor reduced its 
pipestage time by 33% compared with a Pentium processor, which means the Pentium Pro 
processor can have a 33% higher clock speed than a Pentium processor and still be equally 
easy to produce from a semiconductor manufacturing process. A 200-MHz Pentium Pro 
is always faster than a 200-MHz Pentium for 32-bit applications such as computer-aided 
design (CAD), 3-D graphics, and multimedia applications. 

The Pentium processor's superscalar architecture, with its ability to execute two 
instructions per clock, was difficult to exceed without a new approach. The new approach 
used by the Pentium Pro processor removes the constraint of linear instruction sequencing 
between the traditional “fetch” and “execute” phases, and opens up a wide instruction pool. 
This approach allows the “execute” phase of the Pentium Pro processor to have much more 
visibility into the program's instruction stream so that better scheduling may take place. 
This allows instructions to be started in any order but always be completed in the original 
program order. 

Microprocessor speeds have increased tremendously over the past 10 years, but 
the speed of the main memory devices has only increased by 60 percent. This increasing 
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TABLE 11.4 Pentium vs. Pentium Pro 


Pentium Pentium Pro 

First introduced March 1993 Introduced November 1995 
2 instructions per clock cycle 3 instructions per clock cycle 
Primary cache of 16K Primary cache of 16K 


Current clock speeds of 100, 120, 133, 150, Current clock speeds 166, 180, 200 MHz 

166, 200, and 233 MHz 

More silicon is needed to produce the chip Tighter design reduces silicon needed and makes 
chip faster (shorter distances between transistors) 

Designed for operating systems written in Designed for operating systems written in 32-bit 

16-bit code code. 





memory latency, relative to the microprocessor speed, is a fundamental problem that 
the Pentium Pro is designed to solve. The Pentium Pro processor “looks ahead" into its 
instruction pool at subsequent instructions and will do useful work rather than be stalled. 
The Pentium Pro executes instructions depending on their readiness to execute and not on 
their original program order. In summary, it is the unique combination of improved branch 
prediction, choosing the best order, and executing the instructions in the preferred order 
that enables the Pentium Pro processor to improve program execution over the Pentium 
processor. This unique combination is called *dynamic execution." 

The Pentium Pro does a great job running some operating systems such as 
Windows NT or Unix. The first release of Windows 95 contains a significant amount of 
16-bit code in the graphics subsystem. This causes operations on the Pentium Pro to be 
serialized instead of taking advantage of the dynamic execution architecture. Nevertheless, 
the Pentium Pro is up to 30% faster than the fastest Pentium in 32-bit applications. Table 
11.4 compares the basic features the Pentium with those of the Pentium Pro. 


11.5.7 — Pentium II / Celeron / Pentium II Xeon" / Pentium III / Pentium 4 
The 32-bit Pentium H processor is Intels latest addition to the Pentium line of 
microprocessors, which originated form the widely cloned 80x86 line. It basically takes 
attributes of the Pentium Pro processor plus the capabilities of MMX technology to yield 
processor speeds of 333, 300, 266, and 233 MHz. The Pentium II processor uses 0.25 
micron technology (this refers to the width of the circuit lines on the silicon) to allow 
increased core frequencies and reduce power consumption. The Pentium II processor took 
advantage of four new technologies to achieve its performance ratings: 

e Dual Independent Bus Architecture (DIB) 

e Dynamic Execution 

e Intel MMX Technology 

e Single-Edge-Contact Cartridge 

DIB was first implemented in the Pentium Pro processor to address bandwidth 
limitations. The DIB architecture consists of two independent buses, an L2 cache bus and 
a system bus, to offer three times the bandwidth performance of single bus architecture 
processors. The Pentium II processor can access data from both buses simultaneously to 
accelerate the flow of information within the system. 
Dynamic execution was also first implemented in the Pentium Pro processor. 

It consists of three processing techniques to improve the efficiency of executing 
instructions. 
These techniques include multiple branch prediction, data flow analysis, and speculative 
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execution. Multiple branch prediction uses an algorithm to determine the next instruction 
to be executed following a jump in the instruction flow. With data flow analysis, the 
processor determines the optimum sequence for processing a program after looking at 
software instructions to see if they are dependent on other instructions. Speculative 
execution increases the rate of execution by executing instructions ahead of the program 
counter that are likely to be needed. 

MMX (matrix math extensions) technology is Intel's greatest enhancement to 
its microprocessor architecture. MMX technology is intended for efficient multimedia 
and communications operations. To achieve this, 57 new instructions have been added to 
manipulate and process video, audio, and graphical data more efficiently. These instructions 
support single-instruction multiple-data (SIMD) techniques, which enable one instruction 
to perform the same function on multiple pieces of data. Programs written using the new 
instructions significantly enhance the capabilities of Pentium II. 

The final feature in Intel's Pentium H processor is single-edge-contact (SEC) 
packaging. In this packaging arrangement, the core and L2 cache are fully enclosed in a 
plastic and metal cartridge. The components are surface mounted directly to a substrate 
inside the cartridge to enable high-frequency operation. 

Intel Celeron processor utilizes Pentium II as core . The Celeron processor family 
includes: 333 MHz, 300A MHz, 300 MHz, and 266 MHz processors.The Celeron 266 
MHz and 300 MHz processors do not contain any level 2 cache. But the Celeron 300A 
MHz and 333 MHz processors incorporate an integrated L2 cache. Ail Celeron processors 
are based on Intel's 0.25 micron CMOS technology. The Celeron processor is designed 
for inexpensive or “Basic PC" desktop systems and can run Windows 98. The Celeron 
processor offers good floating-point (3D geometry calculations) and multimedia (both 
video and audio) performance. 

The Pentium II Xeon processor contains large, fast caches to transfer data at super 
high speed through the processor core. The processor can run at either 400 MHz or 450 
MHz. The Pentium II Xeon is designed for any mid-range or higher Intel-based server 
or workstation. The 450 MHz Pentium II Xeon can be used in dual-processor (two-way) 
workstations and servers. The 450 MHz Pentium II Xeon processor with four-way servers 
is expected to be available in the future. 

The Pentium III operates at 450 MHz and 500 MHz. It is designed for desktop 
PCs. The Pentium III enhances the multimedia capabilities of the PC, including full screen 
video and graphics. Pentium IIl Xeon processors run at 500 MHz and 550 MHz. They are 
designed for mid-range and higher Internet-based servers and workstations. Tt is compatible 
with Pentium II Xeon processor-based platforms. Pentium III Xeon is also designed for 
demanding workstation applications such as 3-D visualization, digital content creation, and 
dynamic Internet content development. Pentium III-based systems can run applications on 
Microsoft Windows NT or UNIX-based environments. The Pentium III Xeon is available 
in a number of L2 cache versions such as 512-Kbytes, 1-Mbyte, or 2-Mbytes (500 MHz); 
512 Kbytes (550 MHz) to satisfy a variety of Internet application requirements. 

The Intel Pentium 4 is an enhanced Pentium III processor. It is currently available at 
1.30, 1.40, 1.50, and 1.70 GHz. The chip's all-new internal design contains Intel NetBurst™ 
micro-architecture. This provides the Pentium 4 with hyper pipelined technology ( which 
doubles the pipeline depth to 20 stages), a rapid execution engine ( which pushes the 
processor's ALUS to twice the core frequency), and 400 MHz system bus. The Pentium 4 
contains 144 new instructions. Furthermore, inclusion of an improved Advanced Dynamic 
Execution and an improved floating point pushes data efficiently through the pipeline. 
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This enhances digital audio, digital video and 3D graphics. Along with other features such 
as streaming SIMD Extensions 2 (SSE2) that extends MMX™ technology, the Pentium 4 
gives the advanced technology to get the most out of the Internet. Finally, the Pentium 
4 offers high performance when networking multiple PCs, or when attaching Pentium 4 
based PC to home consumer electronic systems and new peripherals. 


11.6 Merced/IA-64 


Intel and Hewlett-Packard recently announced a 64-bit microprocessor called “Merced” 
and also known as "Intel Architecture-64" (IA-64) or Itanium. The microprocessor is not 
an extension of Intel's 32-bit 80x86 or Pentium series processors, nor is it an evolution 
of HP's 64-bit RISC architecture. IA-64 is a new design that will implement innovative 
forward-looking features to help improve parallel instruction processing: that is, long 
instruction words, instruction prediction, branch elimination, and speculative loading. 
These techniques are not necessarily new concepts, but they are implemented in ways that 
are much more efficient. 

An 80x86 instruction varies in length from 8 to 108 bits, and the microprocessor 
spends time and work decoding each instruction while scanning for the instruction 
boundaries during execution. In addition, Pentium processors frantically try to reorder 
instructions and group them so that two instructions can be fed into two processing 
pipelines simultaneously. Although improving performance, this approach is still rather 
ineffective and has a high cost of logic circuitry in the chip. 

The IA-64 packs three instructions into a single 128-bit bundle—something 
Intel calls “explicitly parallel instruction computing" (EPIC). During compilation of a 
program, the compiler explicitly tells the microprocessor inside the 128-bit packet which 
of the instructions can be executed in parallel. Hence, the microprocessor does not need to 
scramble at run-time to discover and reorder instructions for parallel execution because all 
of this has already been done at compilation. While trying to keep the instruction pipeline 
full, 80x86 or Pentium family processors try to predict which way branches will take place 
and speculatively execute instructions along the predicted path. In case of wrong guesses, 
the microprocessor must discard the speculative results, flush the pipelines, and reload the 
correct instructions into the pipe. This results in a large loss of microprocessor cycles. 

In dealing with branch prediction, the IA-64 puts the burden on the compiler. 
Wherever practical, the compiler inserts flags into the instruction packets to mark 
separate paths from a branch instruction. These flags, known as “predicates,” allow the 
microprocessor to funnel instructions for a specific branch into a pipe and execute 
each branch separately and simultaneously. This effectively lets the microprocessor 
process different paths of a branch at the same time, then discard the results of the path it 
does not need. 

One drawback of the 80x86 processor series is the fact that data is not fetched 
from memory until the microprocessor needs it and calls for it. The IA-64 implements 
speculative loading, which allows the memory and I/O devices to be delivering data to the 
microprocessor before the processor actually needs it, eliminating some of the delays the 
80x86 processor incurs while waiting for data to appear on the bus. 

During compilation of a program, the compiler scans the source code and when it 
sees an upcoming load instruction, removes it and inserts a speculative load instruction a 
few cycles ahead of it. In this manner, the IA-64 is able to continue executing code while 
minimizing delay time that the memory or I/O devices inherently incur. 
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11.7 Overview of Motorola 32- and 64-bit Microprocessors 


This section provides an overview of the state-of-the-art in Motorola's microprocessors. 
Motorola’s 32-bit microprocessors based on 68HC000 architecture include the MC68020, 
MC68030, MC68040, and MC68060. Table 11.5 compares the basic features of some of 
these microprocessors with the 68HC000. 

The PowerPC family of microprocessors were jointly developed by Motorola, 
IBM, and Apple. The PowerPC family contains both 32- and 64-bit microprocessors. One 
of the noteworthy feature of the PowerPC is that it is the first top-of-the-line microprocessor 
to include an on-chip real-time clock (RTC). The RTC is common in single-chip 
microcomputers rather than microprocessors. The PowerPC is the first microprocessor to 
implement this on-chip feature, which makes it easier to satisfy the requirements of time- 
keeping for task switching and calendar date of modern multitasking operating systems. The 
PowerPC microprocessor supports both the Power Mac and standard PCs. The PowerPC 
family is designed using RISC architecture 


11.7.1 Motorola MC68020 
The MC68020 is Motorola's first 32-bit microprocessor. The design of the 68020 is based 
on the 68HC000. The 68020 can perform a normal read or write cycle in 3 clock cycles 
without wait states as compared to the 68HC000, which completes a read or write operation 
in 4 clock cycles without wait states. As far as the addressing modes are concerned, the 
68020 includes new modes beyond those of the 68HCO000. Some of these modes are 
scaled indexing, larger displacements, and memory indirection. Furthermore, several new 
instructions are added to the 68020 instruction set, including the following: 

e Bit field instructions are provided for manipulating a string of consecutive bits 

with a variable length from 1 to 32 bits. 


*Higher clock speeds available 


TABLE 11.5 Motorola MC68HC000 vs. MC68020/68030/68040 
MC68HC000 | MC68020 MC68030 MC68040 
Comparable Clock 33MHz 33 MHz 33 MHz 33 MHz 
Speed (4MHz min)* (8 MHz min.)* (8 MHz min.)* (8 MHz min.)* 
Pins 64, 68 114 118 118 
Address Bus 24-bit 32-bit 32-bit 32-bit 
Addressing Modes — 14 18 18 18 
Maximum Memory 16 Megabytes 4 Gigabytes 4 Gigabytes 4 Gigabytes 
Memory NO By interfacing the On-chip MMU On-chip MMU 
Management 68851 MMU chip 
Cache (on chip) NO Instruction cache Instruction and Instruction and 
data cache data cache 
Floating Point NO By interfacing By interfacing On-chip 
68881/68882 68881/68882 floating point 
floating-point floating-point hardware 
coprocessor chip coprocessor chip 
Total Instructions 56 101 103 103 plus 
floating- point 
instructions 
ALU size One 16-bit Three 32-bit Three 32-bit Three 32-bit 
ALU ALU's ALU's ALU's 
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* Two new instructions are used to perform conversions between packed BCD and 
ASCII or EBCDIC digits. Note that a packed BCD is a byte containing two BCD 
digits. 

* Enhanced 68000 array-range checking (CHK2) and compare (CMP2) instructions 
are included. CHK2 includes lower and upper bound checking; CMP2 compares a 
number with lower and upper values and affects flags accordingly. 

¢ Two advanced instructions, namely, CALLM and RTM, are included to support 
modular programming. 

e Two compare and swap instructions (CAS and CAS2) are provided to support 
multiprocessor systems. 

A comparison of the differences between the 68020 and 68HC000 will be provided later 
in this section. 

The 68030 and 68040 are two enhanced versions of the 68020. The 68030 retains 
most of the 68020 features. It is a virtual memory microprocessor containing an on-chip 
MMU (memory management unit). The 68040 expands the 68030 on-chip memory 
management logic to two units: one for instruction fetch and one for data access. This 
speeds up the 68040's execution time by performing logical-to-physical-address translation 
in parallel. The on-chip floating-point capability of the 68040 provides it with both integer 
and floating-point arithmetic operations at a high speed. All 68HC000 programs written 
in assembly language in user mode will run on the 68020/68030 or 68040. The 68030 and 
68040 support all 68020 instructions except CALLM and RTM. Let us now focus on the 
68020 microprocessor in more detail. 


MC68020 Functional Characteristics 

The MC68020 is designed to execute all user object code written for the 68HC000. Like the 
68HCO000, it is manufactured using HCMOS technology. The 68020 consumes a maximum 
of 1.75 W. It contains 200,000 transistors on a 3/8" piece of silicon. The chip is packaged 
in a square (1.345" x 1.345") pin grid array (PGA) and other packages. It contains 169 pins 
(114 pins used) arranged in a 13 x 13 matrix. 

The processor speed of the 68020 can be 12.5, 16.67, 20, 25, or 33 MHz. The chip 
must be operated from a minimum frequency of 8 MHz. Like the 68HC000, it does not 
have any on-chip clock generation circuitry. The 68020 contains 18 addressing modes and 
101 instructions. All addressing modes and instructions of the 68HC000 are included in the 
68020. The 68020 supports coprocessors such as the MC68881/MC68882 floating-point 
and MC68851 MMU coprocessors. 

These and other functional characteristics of the 68020 are compared with the 
68HC000 in Table 11.6. Some of the 68020 characteristics in Table 11.6 will now be 


explained. 
+ Three independent ALUs are provided for data manipulation and address 
calculations 


e <A 32-bit barrel shift register (occupies 7% of silicon) is included in the 68020 for 
very fast shift operations regardless of the shift count. 

e The 68020 has three SPs. In the supervisor mode (when S = 1), two SPs can be 
accessed. These are MSP (when M = 1) and ISP (when M = 0). ISP can be used 
to simplify and speed up task switching for operating systems. 

e The vector base register (VBR) is used in interrupt vector computation. For 
example, in the 68HC000, the interrupt vector address is obtained by using VBR 
+ 4 x 8-bit vector. 
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TABLE 11.6 


Characteristic 
Technology 
Number of pins 


Control unit 


Clock 


ALU 
Address bus 
size 

Data bus size 


Instructions and 
data access 


Instruction 
cache 


Directly 
addressable 
memory 
Registers 
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Functional Characteristics, MC68HC000 vs. MC68HC020 


66HC000 
HCMOS 
64, 68 


Nanomemory (two-level 
memory) 

6 MHz, 10 MHz, 12.5 MHz, 
16.67 MHz, 20 MHz, 25 MHz, 
33 MHz (4 MHz minimum 
requirement). 

One 16-bit ALU 

24 bits with A, encoded from 
UDS and LDS. 

The 68HC000 can only be 
configured as 16-bit memory (two 
8-bit chips) via D,-D; for odd 
addresses and D,-D,, for even 
addresses during byte transfers; 
for word and long word, uses D,- 
D,,. The FO can be configured 

as byte (one 8-bit word) or 16-bit 
(two 8-bit words). 

Instructions must be at even 
addresses for .B, .W, and .L. Byte 
data can be accessed at either 
even or odd addresses while 
word and long word data must be 
at even addresses. 

None 








16 megabytes 


8 32-bit data registers 

7 32-bit address registers 
2 32-bit SPs 

| 32-bit PC (24 bits used) 
1 16-bit SR 


68020 
HCMOS 
169 (13 x 13 matrix; pins come out 
at bottom of chip; 114 pins currently 
used.) 


Nanomemory (two-level memory) 


12.5 MHz, 16.67 MHz, 20 MHz, 25 
MHz, 33 MHz (8 MHz minimum 
requirement). 


Three 32-bit ALUs 

32 bits with no encoding of Aj is 
required. 

The 68020 can be configured as 8-bit 
memory (a single 8-bit chip) via D4,-D;; 
pins or 16-bit memory (two 8-bit chips) 
via D} - D, pins or 32-bit memory 
(four 8-bit chips) via D,,-D, pins. F/O 
can be configured as 8-bit or 16-bit or 
32.bit. 


Instructions must be accessed at even 
addresses for .B, .W, and .L; data 
accesses can be at either even or odd 
addresses for .B, .W, .L. 


128K 16-bit word cache. At start of 
an instruction fetch, the 68020 always 
outputs LOW on ECS (early cycle 
start) pin and accesses the cache. If 
instruction is found in the cache, the 
68020 inhibits outputting LOW on AS 
pin; otherwise, the 68020 sends LOW 
on AS pin and reads instruction from 
main memory. 

4 gigabytes (4,294,964,296 bytes) 


8 32-bit data registers 

7 32-bit address registers 

3 32-bit SPs 

1 32-bit PC (all bits used) 

1 16-bit SR 

1 32-bit VBR (vector base register) 

2 3-bit function code registers (SFC and 
DFC) 

| 32-bit CAAR (cache address register) 
1 CACR (cache control register) 
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Addressing 14 18 
modes 
Instruction set 56 instructions 101 instructions 
Barrel shifter No Yes. For fast-shift operations. 
Stack pointers USP, SSP USP, MSP (master SP), ISP (interrupt 
SP) 
Status register TS 10,11, IZ, X, N, Z, V, C TO, T1, S, M, 10,11, 12, X, N, Z, V, C 
Coprocessor Emulated in software; that is, by Can be directly interfaced to 
interface writing subroutines, coprocessor coprocessor chips, and coprocessor 
functions such as floating-point functions such as floating-point 
arithmetic can be obtained. arithmetic can be obtained via 68020 
instructions. 
FCO, FCI, FC2  FCO, FC1, FC2 = 111 means FCO, FC1, FC2 = 111 means CPU 
pins interrupt acknowledge. space cycle; then by decoding A16- 


A19, one can obtain breakpoints, 
coprocessor functions, and interrupt 


acknowledge. 


The SFC (source function code) and DFC (destination function code) registers are 
3 bits wide. These registers allow the supervisor to move data between address 
spaces. In supervisor mode, 3-bit addresses can be written into SFC or DFC 
using such instructions such as MOVEC | A2, SFC. The upper 29 bits of SFC are 
assumed to be zero. The MOVES .W (A0) , DO can then be used to move a word 
from a location within the address space specified by SFC and [A0] to DO. The 
68020 outputs [SFC] to the FC2, FC1, and FCO pins. By decoding these pins via 
an external decoder, the desired source memory location addressed by [A0] can 
be accessed. 

The new addressing modes in the 68020 include scaled indexing, 32-bit 
displacements, and memory indirection. To illustrate the concept of scaling, 
consider moving the contents of memory location 50,, to Al. Using the 68000, 
the following instruction sequence will accomplish this 


MOVEA.W #10, AO 

MOVE.W #10, DO 

ASL #2, DO 

MOVEA.L O (AO, DO.W), Al 


The scaled indexing mode can be used with the 68020 to perform the same as 
follows: 

MOVEA.W #10, AO 

MOVE.W #10, DO 

MOVEA.L (0, AQ, DO.W * 4), Al 
Note that [D0] here is scaled by 4. Scaling by 1, 2, 4, or 8 can be obtained. 
The new 68020 instructions include bit field instructions to better support 
compilers and certain hardware applications such as graphics, 32-bit multiply 
and divide instructions, pack and unpack instructions for BCD, and coprocessor 
instructions. Bit field instructions can be used to input A/D converters and 
eliminate wasting main memory space when the A/D converter is not 32 bits 
wide. For example, if the A/D is 12 bits wide, then the instruction BFEEXTU 
$22320000 {2:13},D0 will input bits 2-13 of memory location $22320000 
into DO. Note that $22320000 is the memory-mapped port, where the 12-bit A/D 
is connected at bits 2-13. The next A/D can be connected at bits 14—25, and so 
on. 
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e  FC2, FCI, FCO = 111 means CPU space cycle. The 68020 makes CPU space 
access for breakpoints, coprocessor operations, or interrupt acknowledge cycles. 
The CPU space classification is generated by the 68020 based upon execution 
of breakpoint instructions or coprocessor instructions, or during an interrupt 
acknowledge cycle. The 68020 then decodes A,,-A,, to determine the type of 
CPU space. For example, FC2, FC1, FCO = 111 and Ajo, Aj, Ain Aig = 0010 
mean coprocessor instruction. 

e For performing floating-point operation, the 68HC000 user must write subroutines 
using the 68HC000 instruction set. The floating-point capability in the 68020 can 
be obtained by connecting a floating-point coprocessor chip such as the Motorola 
68881. The 68020 has two coprocessor chips: the 68881 (floating point) and the 
68851 (memory management). The 68020 can have up to eight coprocessor chips. 
When a coprocessor is connected to the 68020, the coprocessor instructions are 
added to the 68020 instruction set automatically, and this is transparent to the 
user. For example, when the 68881 floating-point coprocessor is added to the 
68020, instructions such as FADD (floating-point add) are available to the user. 
The programmer can then execute the instruction FADD FDO, FD1. Note that 
registers FDO and FDI are in the 68881. When the 68020 encounters the FADD 
instruction, it writes a command in the command register in the 68881, indicating 
that the 68881 has to perform this operation. The 68881 then responds to this 
by writing in the 68881 response register. Note that all coprocessor registers are 
memory mapped. Hence, the 68020 can read the response register and obtain the 
result of the floating-point add from the appropriate locations . 

e The 68HC000 DTACK pin is replaced by two pins on the 68020: DSACKI and 
DSACKO. These pins are defined as follows: 

DSACKO DSACKO Device Size 





0 0 32-bit device 

0 ] 16-bit device 

] 0 8-bit device 

] l Data not ready; insert wait states 


The 68020 can be configured as a byte, 16-bit, or 32-bit memory system. As a 
byte memory system, the data pins of a single 8-bit memory containing all addresses in 
increments of one can be connected to the 68020 D,,—D,, pins. All data transfers occur 
via pins D,,—-D,,. The byte memory chip informs the 68020 of its size by activating 
DSACKI = 1 and DSACKO = 0 so that the 68020 transfers data via its D,,—D,, pins. For 
byte instructions, one byte is transferred via these pins; for word (16-bit) instructions, two 
consecutive bytes are transferred via these pins; for long word (32-bit) instructions, four 
consecutive bytes are transferred via these pins. 

When the 68020 is configured as a word (16-bit) memory system, two byte 
memory chips are interfaced to the 68020 via its D4,— D,, pins. The data pins of the byte 
memory chips containing even and odd addresses are connected to the 68020 pins D,,— 
D,, and D,,-D,,, respectively. The memory chips inform the 68020 of the 16-bit memory 
configuration by activating DSACK1 = 0 and DSACKO = 1. The 68020 then uses D4,-D,, 
to transfer data for byte, word, or long word instructions. For byte instructions, one byte is 
transferred via pins D4,—D,, or D,,-D,, depending on whether the address is even or odd. 
For word instructions, the contents of both even and odd addresses are transferred via pins 
D,,—D,, with even-address byte via D,,-D,, pins and odd-addressed byte via D,,-D,, pins; 
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for long word instructions, four consecutive bytes are transferred via pins D,,—D,, with 
the contents of even addresses via pins D,,—D,, using additional cycles. Data transfer can 
be aligned or misaligned. For 16-bit memory systems, a word or long word instruction 
with data transfer starting at an even address is called an “aligned transfer.” For example, 
the instruction MOVE.W D1,$30000000 will store one data byte at the even address 
$30000000 via pins D;,-D,, and one data byte at the odd address $30000001 via pins 
D44-D;, in one cycle. On the other hand, MOVE.W DO,$30000001 is a misaligned 
transfer. The 68020 transfers one byte to $30000001 via pins D,,—D,, in the first cycle 
and another byte to $30000002 via pins D,,—D,, in the second cycle. Thus, the misaligned 
transfer for word instruction takes two cycles in a 16-bit memory configuration. For 32- 
bit transfers, MOVE.L D1,$30000000 is an aligned transfer. During the first cycle, 
the 68020 transfers 8-bit contents of the highest byte of DO to $30000000 via pins D,,— 
D,,, and the next 8-bit contents of DO to $30000001 via pins D;-D,,. During the second 
cycle, the 68020 transfers next byte of DO to $30000002 via pins D,,—D., and the lowest 
byte of register DO to $30000003 via pins D;,-D,,. Thus, for aligned transfer with 16-bit 
memory configuration, the 68020 transfers data in two cycles for 32-bit transfers. Next, 
consider the instruction, MOVE.L D0,$30000001. This is a misaligned transfer. The 
68020 transfers the most significant byte of DO to $30000001 via pins D;,- D,, in the first 
cycle, the next byte of register DO to $30000002 via pins D,,—D,,, and the next byte of DO 
to $30000003 via pins D,,-D,, in the second cycle and finally, the lowest byte of DO to 
address $30000004 via pins D4,—D,, in the third cycle. Thus, for misaligned transfers in a 
16-bit memory configuration, the 68020 requires 3 cycles to transfer data for long word 
instructions. 

When the 68020 is configured as a 32-bit memory system, four byte memory 
chips are connected to D4,-D,. The memory chip with data pins connected to D4,-D,, 
contains addresses 0, 4, 8, ...; the, memory chip with data pins connected to D,,-D, 
contains addresses 1, 5, 9, ...; the memory chip with data pins connected to D,,-D, 
includes addresses 2, 6, 10, ...; and the memory chip with data pins connected to D;-D, 
contains addresses 3, 7, 11, .... The memory chips inform the 68020 of the 32-bit memory 
configuration by activating DSACK1 = 0 and DSACKO = 0. The 68020 then uses pins 
D,,—D, to transfer data for byte, word, or long word instructions. For byte instructions, 
data is transferred via the appropriate 8 data pins of the 68020 depending on the address in 
one cycle. For word instructions starting at addresses 0, 4, 8, ..., addresses 1, 5, 9, ..., and 
addresses 2, 6, 10, ..., data are aligned, and will be transferred in one cycle. For example, 
consider MOVE.W D1,$20000005. The 68020 transfers the contents of D1 (bits 15-8) 
to address $20000005 via pins D,,-D,, and contents of register D1 (bits 7-0) to address 
$20000006 via pins D,,—D, in one cycle. On the other hand, MOVE.W D1,$20000007 
is a misaligned transfer. In this case, the 68020 transfers the contents of register D1 (bits 
15-8) to address $20000007 via pins D;-D, in the first cycle and the contents of D1 (bits 
7-0) to address $20000008 via pins D,,—-D,, in the second cycle. 

For long word instructions, data transfers with addresses starting at 0, 4, 8, ... are 
aligned transfers. They will be performed in one cycle. Data with addresses in all other 
three chips are misaligned and will require additional cycles. For I/O configuration, one to 
four chips can be connected to the appropriate D,,—D, pins as required by an application. 
The addresses in the I/O chips will be memory mapped and connected to the appropriate 
portions of pins D,,—D, in the same way as the memory chips. 


MC68020 Programmer's Model 
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FIGURE 11.4 MC68020 programming model 


The MC68020 programmer's model is based on sequential, nonconcurrent instruction 
execution. This implies that each instruction is completely executed before the next 
instruction is executed. Although instructions might operate concurrently in actual 
hardware, they do not operate concurrently in the programmer's model. 

Figure 11.4 shows the MC68020 user and supervisor programming models. The 
user model has fifteen 32-bit general-purpose registers (D0-D7 and A0—A6), a 32-bit 
program counter (PC), and a condition code register (CCR) contained within the supervisor 
status register (SR). The supervisor model has two 32-bit supervisor stack pointers (ISP 
and MSP), a 16-bit status register (SR), a 32-bit vector base register (VBR), two 3-bit 
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FIGURE 11.5 MC68020 status register 


alternate function code registers (SFC and DFC), and two 32-bit cache-handling (address 
and control) registers (CAAR and CACR). The user stack pointer (USP) A7, interrupt 
stack pointer (ISP) A7’, and master stack pointer (MSP) A7” are system stack pointers. 

The status register, as shown in Figure 11.5, consists of a user byte (condition code 
register, CCR) and a system byte. The system byte contains control bits to indicate that the 
processor is in the trace mode (T1, TO), supervisor/user state (S), and master/interrupt state 
(M). The user byte consists of the following condition codes: carry (C), overflow (V), zero 
(Z), negative (N), and extend (X). 

The bits in the 68020 user byte are set or reset in the same way as those of the 
68HC000 user byte. Bits I2, I1, I0, and S have the same meaning as those of the 68HC000. 
In the 68020, two trace bits (T1, TO) are included as opposed to one trace bit (T) in the 
68HC000. These two bits allow the 68020 to trace on both normal instruction execution 
and jumps. The 68020 M bit is not included in the 68HC000 status register. 

The vector base register (VBR) is used to allocate the exception processing vector 
table in memory. VBR supports multiple vector tables so that each process can properly 
manage independent exceptions. The 68020 distinguishes address spaces as supervisor/ 
user and program/data. To support full access privileges in the supervisor mode, the 
alternate function code registers (SFC and DFC) allow the supervisor to access any address 
space by preloading the SFC/DFC registers appropriately. The cache registers (CACR and 
CAAR) allow software manipulation of the instruction code. The CACR provides control 
and status accesses to the instruction cache; the CAAR holds the address for those cache 
control functions that require an address. 


MC68020 Addressing Modes 
Table 11.7 lists the MC68020's 18 addressing modes. Table 11.8 compares the addressing 


584 


Fundamentals of Digital Logic and Microcomputer Design 


TABLE 11.7 68020 Addressing Modes 





Mode Syntax 

* Register direct 

Data register direct Dn 

Address register direct An 
* Register indirect 

Address register indirect (ARI) (An) 

Address register indirect with postincrement (An)* 

Address register indirect with predecrement —(An) 

Address register indirect with displacement (d16, An) 


* Register indirect with index 
Address register indirect with index (8-bit displacement) (d8, An, Xn) 


Address register indirect with index (base displacement) (bd, An, Xn) 
e Memory indirect 
Memory indirect, postindexed ([bd, An], Xn, od) 
Memory indirect, preindexed ([bd, An, Xn], od) 
* Program counter indirect with displacement (d16,PC) 
* Program counter indirect with index 
PC indirect with index (8-bit displacement) (d8, PC, Xn) 
PC indirect with index (base displacement) (bd, PC, Xn) 
* Program counter memory indirect 
PC memory indirect, postindexed ([bd, PC], Xn, od) 
PC memory indirect, preindexed ([bd, PC, Xn], od) 
* Absolute 
Absolute short (xxx). W 
Absolute long (xxx).L 
e Immediate #data 


Notes: 


PC = 
«data» = 
Q = 
"E 
ARI = 


data register, DO -D7 

address register, AO-A6 

2's complement or sign-extended displacement; added as part of 
effective address calculation; size is 8 (d8) or 16 (d16) bits; when 
omitted, assemblers use a value of 0 

address or data register used as an index register; form is Xn.size 
* scale, where size is .W or .L (indicates index register size) and 
scale is 1, 2, 4, or 8 (index register 1s multiplied by scale); use of 
size and/or scale is optional 

2's complement base displacement; when present, size can be 16 or 
32 bits 

outer displacement, added as part of effective address calculation 
after any memory indirection; use is optional with a size of 16 or 
32 bits 

program counter 

immediate value of 8, 16, or 32 bits 

effective address 

use as indirect address to long word address 

Address Register Indirect 
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modes of the 68HC000 with those of the MC68020. Because 68HC000 addressing modes 
were covered earlier in this chapter in detail with examples, the 68020 modes not available 
in the 68HC000 will be covered in the following discussion. 


ARI (Address Register Indirect) with Index (Scaled) and 8-Bit Displacement 

e Assembler syntax: (d8, An, Xn.size * scale) 

e EA - (An) + (Xn.size * scale) + d8 

e XncanbeWorL. 
If the index register (An or Dn) is 16 bits, then it is sign-extended to 32 bits and multiplied 
by 1, 2, 4 or 8 to be used in EA calculations. An example is MOVE.W (0, A2, D2.W 
* 2),D1.Suppose that [A2] = $50000000, [D2.W] = $1000, and [$50002000] = $1571; 
then, after the execution of this MOVE, [D1],, 16 sis = $1571 because EA = $5000000 + 
$1000 * 2 + 0 = $50002000. 


ARI (Address Register Indirect) with Index and Base Displacement 

e Assembler syntax: (bd, An, Xn.size * scale) 

e EA = (An) + (Xn.size * scale) + bd 

e Base displacement, bd, has value 0 when present or can be 16 or 32 bits. 
The following figure (next page) shows the use of ARI with index, Xn, and base 
displacement, bd, for accessing tables or arrays: 


TABLE 11.8 X Addressing Modes, MC68HC000 vs. MC68020 


Addressing Modes Available Syntax 68HC000 68020 
Data register direct Dn Yes Yes 
Address register direct An Yes Yes 
Address register indirect (ARI) (An) Yes Yes 
ARI with postincrement (An)+ Yes | Yes 
ARI with predecrement -(An) Yes Yes 
ARJ with displacement (16-bit disp) (d, An) Yes Yes 
ARI with index (8-bit disp) (d, An, Xn) Yes* Yes* 
ARI with index (base disp; 0, 16, 32) (bd, An, Xn) No Yes 
Memory indirect (postindexed) ([bd, An], Xn, od) No Yes 
Memory indirect (preindexed) ([bd, An, Xn], od) No Yes 
PC indirect with disp. (16-bit) (d, PC) Yes Yes 
PC indirect with index (8-bit disp) (d, PC, Xn) Yes* Yes* 
PC indirect with index (base disp) (bd, PC, Xn) No Yes 
PC memory indirect (postindexed) ([bd, PC], Xn, od) No Yes 
PC memory indirect (preindexed) ([bd, PC, Xn], od) No Yes 
Absolute short (xxxx).W Yes Yes 
Absolute long (xxxxxxxx).L Yes Yes 
Immediate #<data> Yes Yes 


*68HC000 has no scaling capability; 68020 can scale Xn by 1,2,4,or 8. 
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An 


Xn * Scale 


An example is MOVE.W ($5000, A2, D1.W * 4), DS. If [A2] = $30000000, [D1.W] = 
$0200, and [$30005800] = $0174, then, after execution of this MOVE, [D5 ],, 165i; = $0174 
because EA = $5000 + $30000000 + $0200 * 4 = $30005800. 


Memory Indirect 

Memory indirect mode is distinguished from address register indirect mode by the 
use of square brackets in the assembler notation. The concept of memory indirect mode is 
depicted in the following figure: 


AS 






CLR({A5]) 


$20000500 


Here, register A5 points to the effective address $20000501. Because CLR ([A5]) isa 
16-bit clear instruction, 2 bytes in location $20000501 and $20000502 are cleared to 0. 

Memory indirect mode can be indexed with scaling and displacements. There are 
two types of memory indirect mode with scaled indexing and displacements: postindexed 
memory indirect mode and preindexed memory indirect mode. For postindexed memory 
indirect mode, an indirect memory address is first calculated using the base register (An) 
and base displacement (bd). This address is used for an indirect memory access of a long 
word followed by adding a scaled indexed operand and an optional outer displacement (od) 
to generate the effective address. Note that bd and od can be zero, 16 bits, or 32 bits. In 
postindexed memory indirect mode, indexing occurs after memory indirection. 

e Assembler syntax: ([bd, An], Xn.size * scale, od) 

e EA = ([bd + An]) + (Xn.size * scale + od) 
An example is MOVE.W ([$0004, A1], D1.W * 2, 2), D2.If[Al1]=$20000000, 
[$2000004] = $00003000, [D1.W] = $0002, and [$00003006] = $1440, then, after execution 
of this MOVE, intermediate pointer = (4 + $20000000) = $20000004, [$2000004], which is 
$00003000 used as a pointer. Therefore, EA = $00003000 + $00000004 + 2 = $00003006. 
Hence, [D2],,, 16 bias = $1A40. 

For memory indirect preindexed mode, the scaled index operand is added to 
the base register (An) and base displacement (bd). This result is then used as an indirect 
address into the data space. The 32-bit value at this address is read and an optional outer 
displacement (od) is added to generate the effective address. The indexing, therefore, 
occurs before indirection. 

e Assembler syntax: ([bd, An, Xn.size * scale], od) 
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e EA = (bd, An + Xn.size * scale) + od 

As an example of the preindexed mode, consider several I/O devices in a system. 
The addresses of these devices can be held in a table pointed to by An, bd, and Xn. The 
actual programs for these devices can be stored in memory pointed to by the respective 
device addresses plus od. 

The memory indirect preindexed mode will now be illustrated by a numerical 
example. Consider 

MOVE.W ([$0002, A1,D0.W*2], 2), DI 

If [A1] =$20000000, [D0.W] = $0004, [$2000000A] = $00121502, [$00121504] = $F124, 
then after execution of this MOVE, intermediate pointer = $20000000 + $0002 + $0004*2 
= $2000000A. Therefore, [$2000000A], which is $00121502, is used as a memory pointer. 
Hence, [D1] low 16 bits = $F124. 


MC68020 Instruction Set 
The MC68020 instruction set includes all 68HC000 instructions plus some new ones. Some 
of the 68HC000 instructions are enhanced. Over 20 new instructions are added to provide 
new functionality. A list of these instructions is given in Table 11.9. 
Succeeding sections will discuss the 68020 instructions listed next: 

e 68020 new privileged move instructions 

e RTD instruction 

e CHK/CHK2 and CMP/CMP2 instructions 

e TRAPcc instructions 

e Bit field instructions 


TABLE 11.9 68020 New Instructions 


Soe a 


Instruction Description 
BFCHG Bit field change 
BFCLR Bit field clear 
BFEXTS Bit field signed extract 
BFEXTU Bit field unsigned extract 
BFFFO Bit field find first one set 
BFINS Bit field insert 
BFSET Bit field set 
BFTST Bit field test 
CALLM Call module 
CAS Compare and swap 
CAS2 Compare and swap (two operands) 
CHK2 Check register against upper and lower bounds 
CMP2 Compare register against upper and lower bounds 
GDBOGC Coprocessor branch on coprocessor condition 
cpDBcc Coprocessor test condition, decrement, and branch 
CpGEN Coprocessor general function 
CpRESTORE Coprocessor restore internal state 
CpSAVE Coprocessor save internal state 
CcpSETcC Coprocessor set according to coprocessor condition 
cpTRAPcc Coprocessor trap on coprocessor condition 
PACK Pack BCD 
RTM Return from module 


UNPK Unpack BCD ——-— H— ET 
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e PACK and UNPK instructions 
e Multiplication and division instructions 
e  68HCO000 enhanced instructions 


68020 New Privileged Move Instructions 
The 68020 new privileged move instructions can be executed by the 68020 in the supervisor 
mode. They are listed below: 


Instruction Operand Size Operation Notation 
MOVE 16 SR — destination MOVE SR, (EA) 
MOVEC 32 Rc — Rn MOVEC.L Re, Rn 

Rn — Rc MOVEC.L Rn,Rc 
MOVES 8, 16, 32 Rn — destination using DFC MOVES.S Rn, (EA) 
Source using SFC — Rn MOVES.S (EA),Rn 


Note that Rc includes VBR, SFC, DFC, MSP, ISP, USP, CACR, and CAAR. Rn can be 
either an address or a data register. 

The operand size (.L) indicates that the MOVEC operations are always long word. 
Notice that only register to register operations are allowed. A control register (Rc) can 
be copied to an address or a data register (Rn) or vice versa. When the 3 bit SFC or DFC 
register is copied into Rn, all 32 bits of the register are overwritten and the upper 29 bits 
are “0.” 

The MOVES (move to alternate space) instruction allows the operating system 
to access any addressed space defined by the function codes. It 1s typically used when 
an operating system running in the supervisor mode must pass a pointer or value to a 
previously defined user program or data space. The operand size (.S) indicates that the 
MOVES instruction can be byte (.B), word (. W), or long word (.L). The MOVES instruction 
allows register to memory or memory to register operations. When a memory to register 
move occurs, this instruction causes the contents of the source function code register to 
be placed on the external function hardware pins. For a register to memory move, the 
processor places the destination function code register on the function code pins. The 
MOVES instruction can be used to move information from one space to another. 


Example 11.3 
(a) Find the contents of address $70000023 and the function code pins FC2, FC1, and FCO 
after execution of MOVES.B D5, (A5). Assume the following data prior to execution 
of this MOVES instruction: [SFC] = 00L,, [DFC] = 101, , [AS] = $70000023, [D5] = 
$718F2A05, [$70000020] = $01, [$70000021] = $F 1, [$70000022] = $A2, [$70000023] 
= $2A 
Solution 
After execution of this MOVES instruction, 
FC2 FC] FCO = 101, , [$70000023] = $05 
(b) The following 68000 instruction sequence:  MOVEA.L 8(A7),A0 
MOVE.W  (A0),D3 

is used by a subroutine to access a parameter whose address has been passed into AO and 
then moves the parameter to D3. Find the equivalent 68020 instruction. 
Solution MOVE.W ([8,A7]),D3 
Return and Delocate Instruction 

The return and delocate (RTD) instruction is useful when a subroutine has the 
responsibility to remove parameters off the stack that were pushed onto the stack by the 
calling routine. Note that the calling routine's JSR (jump to subroutine) or BSR (branch to 
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subroutine) instructions do not automatically push parameters onto the stack prior to the 
call as do the CALLM instructions. Rather, the pushed parameters must be placed there 
using the MOVE instruction. The format of the RTD instruction is shown next: 


Instruction Operand Size Operation Notation 
RTD Unsized (SP) —> PC, SP + 4 + d —> SP RTD # <disp> 


As an example, consider RTD #8, which, at the end of a subroutine, deallocates 8 bytes of 
unwanted parameters off the stack by adding 8 to the stack pointer and returns to the main 
program. The size of the displacement is 16-bit. 

CHK/CHK2 and CMP/CMP2 Instructions 

The 68020 check instruction (CHK) compares a 32-bit twos complement integer 

value residing in a data register (Dn) against a lower bound (LB) value of zero and against 
an upper bound (UB) value of the programmer's choice. The upper bound value is located 
at the effective address (EA) specified in the instruction format. The CHK instruction has 
the following format: CHK.S (EA), Dn where the operand size (.S) designates word (. W) 
or long word (.L). 
If the data register value is less than zero (Dn < 0) or if the data register is greater than the 
upper bound (Dn > UB), then the processor traps through exception vector 6 (offset $18) in 
the exception vector table. Of course, the operating system or the programmer must define 
a check service handler routine at this vector address. The condition codes after execution 
of the CHK are affected as follows: If Dn < 0 then N = 1; if Dn > UB (upper bound) then 
N =0. If 0 = Dn < UB then N is undefined. X is unaffected and all other flags are undefined 
and program execution continues with the next instruction. 

The CHK instruction can be used for maintaining array subscripts because all 
subscripts can be checked against an upper bound (i.e., UB = array size - 1). If the compared 
subscript is within the array bounds (1.e., 0 < subscript value s UB value), then the subscript 
is valid, and the program continues normal instruction execution. If the subscript value 
is out of array limits (i.e., 0 > subscript value or subscript value > UB value), then the 
processor traps through the CHK exception. 


Example 11.4 
Determine the effects of execution of CHK.L (A5), D3, where A5 represents a memory 
pointer to the array’s upper bound value. Register D3 contains the subscript value to be 
checked against the array bounds. Assume the following data prior to execution of this 
CHK instruction: 

[D3] = $01507126 

[A5] = $00710004 

[$007 10004] = $01500000 
Solution 
The long word array subscript value $01507126 contained in data register D3 is compared 
against the long word UB value $01500000 pointed to by address register A5. Because the 
value $01507126 contained in D3 exceeds the UB value $01500000 pointed to by A5, the 
N bit is cleared. (X is unaffected and the remaining CCR bits are undefined.) This out-of- 
bounds condition causes the program to trap to a check exception service routine. 
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Before CHK.L(A5), D3 Operation After 
0 « D3.L » $01500000 Enter check 
D3| 01507126 exception 
<. N = 0, TRAP service 
Memory routine 


3l 0 CCR 
AS = $00710004 KNZVC 
x fo felo fo 


The operation of the CHK instruction can be summarized as follows: 


Instruction —_ Operand Size Operation Notation 
CHK 16, 32 If Dn < 0 or Dn > source, then TRAP CHK (EA), Dn 
The 68020 CMP.S (EA), Dn instruction subtracts (EA) from Dn and affects the 


condition codes without any result. The operand size designator (.S) is either byte (.B) or 
word (.W) or long word (.L). 
Both the CHK2 and the CMP2 instructions have similar formats: 
CHK2.S (EA), Rn 





and 
CMP2.S (EA), Rn 

They compare a value contained in a data or address register (designated by Ru 
) against two (2) bounds chosen by the programmer. The size of the data to be compared 
(.S) may be specified as byte (.B), word (. W), or long word (.L). As shown in the following 
figure, the lower bound (LB) value must be located in memory at the effective address 
(EA) specified in the instruction, and the upper bound (UB) value must follow immediately 
at the next higher memory address. That is, UB addr = LB addr + size, where size = B (+1), 
W (+2), or L (+4). 







Memory 


Upper bound 


If the compared register is a data register (1.e., Rn = Dn) and the operand size (.S) 
is a byte or word, then only the appropriate low-order part of the data register is checked. 
If the compared register is an address register (i.e., Rn = An) and the operand size (.S) is 
a byte or word, then the bound operands are sign-extended to 32 bits and the extended 
operands are compared against the full 32 bits of the address register. After execution of 
CHK2 and CMP2, the condition codes are affected as follows: 






EA 
EA + size 


carry = | if the contents of Dn are out of bounds 
= 0 otherwise. 

Z = | if the contents of Dn are equal to either bound 
= 0 otherwise. 


In the case where an upper bound equals the lower bound, the valid range for 
comparison becomes a single value. The only difference between the CHK2 and CMP2 
instructions is that, for comparisons determined to be out of bounds, CHK2 causes exception 
processing utilizing the same exception vector as the CHK instructions, whereas the CMP2 
instruction execution affects only the condition codes. 

In both instructions, the compare is performed for either signed or unsigned 
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bounds. The 68020 automatically evaluates the relationship between the two bounds to 
determine which kind of comparison to employ. If the programmer wishes to have the 
bounds evaluated as signed values, the arithmetically smaller value should be the lower 
bound. If the bounds are to be evaluated as unsigned values, the programmer should make 
the logically smaller value the lower bound. 

The following CMP2 and CHK2 instruction examples are identical in that they 
both utilize the same registers, comparison data, and bound values. The difference is how 
the upper and lower bounds are arranged. 


Example 11.5 
Determine the effects of execution of CMP2.W (A2),D1. Assume the following data 
prior to execution of this CMP2 instruction: 

[D1] = $50000200, [A2] = $00007000 

[$00007000] = $B000, [$00007002] = $5000 












Solution 
Before CMP2.W(A2 
Signed comparison CCR 
D1} 50000200 X NZ VC 
-$5000 « D1.W <+ $5000 
Memory «C20 ^ E fo: 2-0] 
15 0 | -$50004 DI.Wa+ss000, ALSO 
A2 = $00007000 B000 . Z=0 N and V 
A242 = $00007002 5000 are undefined 


In this example, the word value $B000 contained in memory (as pointed to by 
address register A2) is the lower bound and the word value $5000 immediately following 
$B000 is the upper bound. Because the lower bound is the arithmetically smaller value, 
the programmer is indicating to the 68020 to interpret the bounds as signed numbers. The 
twos complement value $B000 is equivalent to an actual value of —$5000. Therefore, the 
instruction evaluates the word contained in data register D1 ($0200) to determine whether 
it is greater than or equal to the upper bound, $5000, or less than or equal to the lower 
bound, -$5000. Because the compared value $0200 is within bounds, the carry bit (C) is 
cleared to 0. Also, because $0200 is not equal to either bound, the zero bit (Z) is cleared. 
The following figure shows the range of valid values that D1 could contain: 


$8000 $B000 0000 pj w $5000 $7FFF 
aus c m 
Range of valid 
values (signed) 


A typical application for the CMP2 instruction would be to read in a number of 
user entries and verify that each entry is valid by comparing it against the valid range 
bounds. In the preceding CMP2 example, the user-entered value would be in register D1 
and register A2 would point to a range for that value. The CMP2 instruction would verify 
whether the entry is in range by clearing the CCR carry bit if it is in bounds and setting the 
carry bit if it is out of bounds. 
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Example 11.6 
Determine the effects of execution of CHK2.W | (A2), D1. Assume the following data 


prior to execution of this CHK2 instruction: 
[D1] = $50000200, [A2] = $00007000 
[$00007000] = $5000, [$00007002] = $8000 


Solution 
Before CHK2.W(A2), D1 Operation After 


CCR 


Unsigned comparison 
D1Í 50000200 X NZVC 
$5000 > D1.W < $B000 Ix [2 Jo |? [1] 
"e ae x fof? Ja 


15 0 $5000 + D1.W+ + $B00 TRAP to 


A2 = $00007000 5000 > Z=0 exception vector 


A242 = $00007002 B000 

















This time, the value $5000 located in memory is the lower bound and the value 
$B000 is the upper bound. 


0000 D,.W $5000 $B000 SFFFF 
OK 64K 
Sa -~~ 
Range of valid 
values (Unsigned) 


Now, because the lower bound contains the logically smaller value, the programmer 
is indicating to the 68020 to interpret the bounds as unsigned numbers, representing only a 
magnitude. Therefore, the instruction evaluates the word contained in register D1 ($0200) 
to determine whether it is greater than or equal so the lower bound, $5000, or less than or 
equal to the upper bound, $B000. Because the compared value $0200 is less than $5000, 
the carry bit is set to indicate an out of bounds condition and the program traps to the CHK/ 
CHK2 exception vector service routine. Also, because $0200 is not equal to either bound, 
the zero bit (Z) is cleared. The figure above shows the range of valid values that D1 could 
contain. 

A typical application for the CHK2 instruction would be to cause a trap exception 
to occur if a certain subscript value is not within the bounds of some defined array. Using 
the CHK2 example format just given, if we define an array of 100 elements with subscripts 
ranging from 0- 99,,, and if the two words located at (A2) and (A2 + 2) contain 50 and 99, 
respectively, and register D1 contains 100,,, then execution of the CHK2 instruction would 
cause a trap through the CHK/CHK2 exception vector. The operation of the CMP2 and 
CHK2 instructions are summarized as follows: 


Instruction _ Operand Size Operation Notation 
CMP2 8,16, 32 Compare Rn < source — lower bound or Rn»? CMP2 (EA), Rn 
source — upper bound and set CCR 
CHK2 8, 16, 32 If Rn < source — lower bound or Rz > source CHK2 (EA), Ra 


- upper bound, then TRAP 


Trap-on-Condition Instructions 
The new trap condition (TRAPcc) instruction allows a conditional trap exception 
on any of the condition codes shown in Table 11.10. These are the same conditions that are 
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TABLE 11.10 Conditions for TRAPcc 





Code Description Result 
CC Carry clear C 
CS Carry set C 
EQ Equal Z 
E Never true 0 
GE Greater or equal NeV+NeV 
GT Greater than NeVeZt+NeVeZ 
HI High C*Z 
LE Less or equal Z+NeV+NeV 
LS Low or same CEZ 
LT Less than N*V-N*V 
MI Minus N 
NE Not equal Z 
PL Plus N 
T Always true I 
VC Overflow clear V 
VS Overflow set V 





allowed for the set-on-condition (Scc) and the branch-on-condition (Bcc) instructions. The 
TRAPcc instruction evaluates the selected test condition based on the state of the condition 
code flags, and if the test is true, the 68020 initiates exception processing by trapping 
through the same exception vector as the TRAPV instruction (vector 7, offset $1C, VBR = 
VBR + offset). The trap-on-condition instruction format is 

TRAPcc or TRAPcc.S #<data> 
where the operand size (.S) designates word (. W) or long word (.L). 

If either a word or long word operand is specified, a 1- or 2-word immediate operand 
is placed following the instruction word. The immediate operand(s) consists of argument 
parameters that are passed to the trap handler to further define requests or services it should 
perform. If cc is false, the 68020 does not interpret the immediate operand(s) but instead 
adjusts the program counter to the beginning of the following instruction. The exception 
handler can access this immediate data as an offset to the stacked PC. The stacked PC is 
the next instruction to be executed. 

A summary of the TRAPcc instruction operation is shown next: 


Instruction Operand Size Operation Notation 
TRAPcc None If cc, then TRAP TRAPcc 
16 Same TRAPcc.W «data» 
32 Same TRAPcc.L #<data> 
Bit Field Instructions 


The bit field instructions, which allow operations to clear, set, ones complement, 
input, insert, and test one or more bits in a string of bits (bit field), are listed on the next 
page. Note that the condition codes are affected according to the value in the field before 
execution of the instruction. All bit field instructions affect the N and Z bits as shown for 
BFTST. That is, for all instructions, Z = 1 if all bits in a field prior to execution of the 
instruction are zero; Z = 0 otherwise. N = 1 if the most significant bit of the field prior 
to execution of the instruction is one; N = 0 otherwise. C and V are always cleared. X is 
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always unaffected. Next, consider BFFFO. The offset of the first bit set 1 in a bit field is 
placed in Dn; if no set bit is found, Dn contains the offset plus the field width. 

Immediate offset is from 0 to 31, whereas offset in Dn can be specified from —2?! to 2^! 
— 1. All instructions are unsized. They are useful for memory conservation, graphics, and 
communications. The bit field instructions are listed below: 


Instruction Operand Size Operation Notation 
BFTST 1-32 Field MSB — N, BFTST (EA) 


Z= 1 if all bits in field are {offset:width} 
zero; Z = 0 otherwise 


BFCLR 1-32 0’s — Field BFCLR (EA) 
{offset:width} 
BFSET 1-32 Ps — Field BFSET (EA) 
{offset:width} 
BFCHG 1-32 Field — Field BFCHG (EA) 
toffset: width] 
BFEXTS 1-32 Field — Dn; BFEXTS (EA) 
sign-extended Loffset: width), Dn 
BFEXTU 1-32 Field — Dn; BFEXTU (EA) 
Zero-extended (offset: width], Dn 
BFINS 1-32 Dn — field BFINS Dn, (EA) 
{offset:width} 
BEEEO 1-32 Scan for first bit-set in field BFFFO (EA) 


foffset:width}, Dn 


As an example, consider BFCLR $5002{4:12}. Assume the following memory 


contents: 
76543 2 1 0 «- Bit number 


$5004 








Bit 7 of the base address $5002 has the offset 0. Therefore, bit 3 of $5002 has the 
offset value of 4. Bit 0 of location $5001 has offset value -1, bit 1 of $5001 has offset value 
-2, and so on. The example BFCLR instruction just given clears 12 bits starting with bit 3 
of $5002. Therefore, bits 0-3 of location $5002 and bits 0—7 of location $5003 are cleared 
to 0. Therefore, the memory contents change as follows: 


76543210 


Width 12 





The use of bit field instructions may result in memory savings. For example, 
assume that an input device such as a 12-bit A/D converter is interfaced via a 16-bit port 
of a MC68020 based microcomputer. Now, suppose that 1 million pieces of data are to be 
collected from this port. Each 12 bits can be transferred to a 16-bit memory location or bit 
field instructions can be used. 

e Using a 16-bit location for each 12 bits: 
Memory requirements = 2 x | million 
= 2 million bytes 
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e Using bit fields: 
12 bits = 1.5 bytes 
Memory requirements = 1.5 x 1 million 
= 1.5 million bytes 
Savings = 2 million bytes ~ 1.5 million bytes 
= $00,000 bytes 


Example 11.7 

Determine the effect of each of the following bit field instructions: 
BFCHG $5004{D5:D6} 
BFEXIU $5004{2:4},D5 
BFINS D4, (AO) {D5:D6} 
BFFFO $5004{D6:4},D5 


595 


Assume the following data prior to execution of each of the given instructions. Register 
contents are given in hex, CCR and memory contents in binary, and offset to the left of 


memory in decimal. 













Memory 

A0 76543210 
-16|1]0 0,00 1]0 {1 | 
Ds 8 [ojo fofo foti fofo 

$5004 ->0 [0/0 [0 |O [1|0 [0 | 
D6 «8 (0/1 /0(1 [0/0/01 
+16 0 

CCR e ee doli 

432 


Solution 
e BFCHG $5004 {D5:D6} 
Offset = - 1, Width = 4 


XNZVC Memo 
CCR|00100 
$5004 | 1| tlt 


+ BFEXTU $5004 {2:4},D5 
Offset = 2, Width = 4 





XNZVC 


CCR [0 0 0 0 0 
D5 00000002 


e BFINS D4, (AQ) {D5:D6} 
Offset = - 1, Width = 4 


Memo XNZVC 
RERO CCR 
$5004|1[0[0| — 


e BFFFO $5004 {D6:4},D5 
Offset = 4, Width = 4 
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XNZVC 


CCR|0 100 0 
D5|0 000000 4 


(Hex) 


Pack and Unpack Instructions 
The details of the PACK and UNPK instructions are listed next: 


Instruction Operand Size Operation Notation 
PACK 16 > 8 Unpacked source + #data PACK -(An), 
— packed destination -(An), #<data> 
PACK Dn, 
Dn,#<data> 
UNPK 8 — 16 Packed source — unpacked UNPK -(An), 
source —(An), #<data> 
unpacked source + Zdata ^ UNPK Dn, 
unpacked destination Dn,#<data> 


Both instructions have three operands and are unsized. They do not affect the 
condition codes. The PACK instruction converts two unpacked BCD digits to two packed 


BCD digits: 
` : U 
Unpacked BCD: |0 0 0 0| BCDO 


A t 
Packed BCD: [RCDOT BCDI 





The UNPK instruction reverses the process and converts two packed BCD digits 
to two unpacked BCD digits. Immediate data can be added to convert numbers from one 
code to another. That is, these instructions can be used to translate codes such as ASCII or 
EBCDIC to a BCD and vice versa. 

The PACK and UNPK instructions are useful when I/O devices such as an ASCII 
keyboard and an ASCII printer are interfaced to an MC68020-based microcomputer. 
Data can be entered into the microcomputer via the keyboard in ASCII codes. The PACK 
instruction can be used with appropriate adjustments to convert these ASCII codes into 
packed BCD. Arithmetic operations can be performed inside the microcomputer, and the 
result will be in packed BCD. The UNPK instruction can similarly be used with appropriate 
adjustments to convert packed BCD to ASCII codes for outputting to the ASCII printer. 


Example 11.8 
Determine the effect of execution of each of the following 


PACK and UNPK instructions: 
* PACK D0,D5,1$50000 
e  PACK- (A1),- (A4), $$0000 
e UNPK D4,D6,$253030 
= UNPR-(O(A3);-(A2),7$53030 
Assume the following data prior to execution of each of the above instructions: 
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t 
D0OIX X X X 32 3 


t 
DS5SIXXXXX2 


, — $907124B1[ 32 | 


ii 


DAXXXXX32 






D6oIXXXXX21 $507124B2| 37 | 
| $507124B3| 00 | 
$507124B4| 27 | 

A2|[3 0 0 5 0 0 AS|— sco 14509 
)  $507124B6| 07 | 

A3[507124 B9 $507124B7| 27 | 


y $507124B8 
A1[507124 B 


eo 
- 


A4|3 00 500 AI 


Solution 
. PACK DO,D5, #S$0000 
[D0] 232 37 
low 
word 
+00 00 
32 37 
x y 
[D5]= 27 


Note that ASCII code for 2 is $32 and for 7 is $37. Hence, this pack instruction 
converts ASCII code to packed BCD. 
e PACK -(A1),-(A4),5$0000 


71 24B2] = 37 3237 
71 24B1] = 32 0000 
3237 


.. [3005 00A0] = 27 packed BCD 


Hence, this pack instruction with the specified data converts two ASCII digits to 
their equivalent packed BCD form. 
e UNPK D4,D6,#$3030 


-. [D6] = XXXX 33 35 
[D4] = XXXXXX 35 


Therefore, this UNPK instruction with the assumed data converts from packed 
BCD in D4 to ASCII code in D6; the contents of D4 are not changed. 
* JUNPK.=(A3),—({A2) ,4#53030 


[$5071 24B8] = 27 


30 30 
32 37 


-. [$300500A2] = 37 
[$300500A1] = 32 





This UNPK instruction with the assumed data converts two packed BCD digits to 
their equivalent ASCII digits. 
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Multiplication and Division Instructions 
The 68020 includes the following signed and unsigned multiplication 
instructions: 


Instruction Operand Size Operation 
MULS.W (EA), Dn 16 x 16 —> 32 (EA)6 * (Dn)16 — (Dn)32 
or 
MULU 
MULS . L (EA), Dn 32 x32 — 32 (EA) * Dn —> Dn 
or Dn holds 32 bits of the result after 
MULU multiplication. Upper 32 bits of the 
result are discarded. 
MULS.L (EA),DA:Dn 32 x 32 — 64 (EA) * Dn - Di: Dn 
or (EA) holds 32-bit multiplier before 
MULU multiplication 


Dh holds high 32 bits of product 
after multiplication. 

Dn holds 32-bit multiplicand before 
multiplication and low 32 bits of 
product after multiplication. 


(EA) can use all modes except An. The condition codes N. Z. and V are affected; 
C is always cleared to 0, and X is unaffected for both MULS and MULU. For signed 
multiplication, overflow (V = 1) can only occur for 32 x 32 multiplication, producing a 
32-bit result if the high-order 32 bits of the 64-bit product are not the sign extension of the 
low-order 32 bits. In the case of unsigned multiplication, overflow (V = 1) can occur for 32 
x 32 multiplication, producing a 32-bit result if the high-order 32 bits of the 64-bit product 
are not zero. 

Both MULS and MULU have a word form and a long word form. For the word 
form (16 x 16), the multiplier and multiplicand are both 16 bits and the result is 32 bits. 
The result is saved in the destination data register. For the long word form (32 x 32), the 
multiplier and multiplicand are both 32 bits and the result is either 32 bits or 64 bits. When 
the result is 32 bits for a 32-bit x 32-bit operation, the low-order 32 bits of the 64-bit 
product are provided. 

The signed and unsigned division instructions of the 68020 include the following, 
in which the source is the divisor, the destination is the dividend. 


Instruction Operation 
DIVS .W (EA), Dn 32/16 — 16r:16g 
or 
DIVU 
DIVS.L(EA), Dg 32/32 — 32q 
or No remainder is provided. 
DIVU 
DIVS.L(EA),Dr:Dg 64/32 — 32r:32q 
or 
DIVU 
DIVSL.L (EA),Dr:Dg Dr/(EA) — 32r:32q 
or Dr contains 32-bit dividend 
DIVUL 


(EA) can use all modes except An. The condition codes for either signed or 
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unsigned division are affected as follows: N = 1 if the quotient is negative; N = 0 otherwise. 
N is undefined for overflow or divide by zero. Z = 1 if the quotient is zero; Z = 0 otherwise, 
Z is undefined for overflow or divide by zero. V = 1 for division overflow; V = 0 otherwise. 
X is unaffected. Division by zero causes a trap. If overflow is detected before completion 
of the instruction, V is set to 1, but the operands are unaffected. 

Both signed and unsigned division instructions have a word form and three long 
word forms. For the word form, the destination operand is 32 bits and the source operand 
is 16 bits. The 32-bit result in Dn contains the 16-bit quotient in the low word and the 16- 
bit remainder in the high word. The sign of the remainder is the same as the sign of the 
dividend. 

For the instruction 

DIVS.L (EA), Dq 

or 

DIVU 
both destination and source operands are 32 bits. The result in Dq contains the 32-bit 
quotient and the remainder is discarded. 

For the instruction 

DIVS.L (EA), Dr:Dq 
or 
DIVU 
the destination is 64 bits contained in any two data registers and the source is 32 bits. 
The 32-bit register Dr (D0—D7) contains the 32-bit remainder and the 32-bit register Dg 
(D0-D7) contains the 32-bit quotient. 
For the instruction 
DIVSL.L (EA), Dr:Dq 
or 
DIVUL 
the 32-bit register Dr (DO—D7) contains the 32-bit dividend and the source is also 32 bits. 
After division, Dr contains the 32-bit remainder and Dq contains the 32-bit quotient. 


Example 11.9 
Determine the effect of execution of each of the following multiplication and division 
instructions: 
e MULU.L #$2, D5 if [D5] =$FFFFFFFF 
e MULS.L #$2,D5 if [D5] =$FFFFFFFF 
e MULU.L #$2,D5:D2 if [D5] =$2ABC1800 and [D2] = SFFFFFFFF 
e DIVS.L #$2,D5 if [D5] =$FFFFFFFC 
e DIVS.L #$2,D2:D0 if [D2] =$FFFFFFFF and [D0] = SFFFFFFFC 
e DIVSL.L #$2,D6:D1 if [DI] = $00041234 and [D6] = $FFFFFFFD 
Solution 
e MULU.L #$2,D5 if [D5] = $FFFFFFFF 


$FFFFFFFF 
* $00000002 
00000001 FFFFFFFE 
—— | MM 
V=1 Low 32-bit 
since result in D5 
this is 
nonzero 


Therefore, [D5] = $FFFFFFFE, N = 0 since the most significant bit of the result is 
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0, Z = 0 because the result is nonzero, V = 1 because the high 32 bits of the 64-bit 
product are not zero, C = 0 (always), and X is not affected. 
e MULS.L #$2,D5 if [D5] = SFFFFFFFF 


$FFFFFFFF (-1) 
* $00000002 (+2) 


$FFFFFFFF $FFFFFFFE (—2) 
Result in D5 


Therefore, [D5] = $FFFFFFFE, X is unaffected, C = 0, N= 1, V=0, and Z = 0. 
e MULU.L #$2,D5:D2 if [D5] =$2ABC1800 and D2 = $FFFFFFFF 


$FFFFFFFE 
* $00000002 


00000001  FFFFFFFE 
D5 D2 


Here N = 0, Z = 0, V = 0, C = 0, and X is not affected. 
e DIVS.L #$2,D5 if[D5] = SFFFFFFFC 
2 





eo 

FFFF FFFE 

00000002 | FFFF FFF 
+2 4 


[D5] = $FFFFFFFE, X is unaffected, N = 1, Z = 0, V = 0, and C = 0 (always). 
e DIVS.L #$2,D2:D0 if [D2] =$FFFFFFFF and [D0] = $FFFFFFFC 
-2 
OS PEE a cap 
q= FFFF FFFE, r= 0000 0000 
0090 000, | FFF PEFR PERE TFC 





[D2] = $00000000 = remainder, [D0] = $FFFFFFFE = quotient, X is unaffected, 
Z-0,N-1,V-0,andC = 0 (always). 
e DIVSL.L #$2,D6:D1 if [DI] = $00041234 and [D6] = SFFFFFFFD 
-I -1 
(DN DN 
q= FFFFFFFF, r= FFFFFFFF 
0000 0002 | EFFFFFFD 


-3 
[D6] = $FFFFFFFF = remainder, [D1] = SFFFFFFFF = quotient, X is unaffected, 
N=1,Z=0, V =0, and C = 0 (always). 


MC68HC^000 Enhanced Instructions 
The MC68020 includes the enhanced version of the instructions as listed next: 


Instruction Operand Size Operation 
BRA label 8, 16, 32 PC +d — PC 
Bcc label 8, 16, 32 If cc is true, then PC + d — PC; 

else next instruction 

BSR label 8, 16, 32 PC — -(SP); PC + d ~ PC 
CMPI.S #data, (EA) 8, 16, 32 Destination — #data — CCR is affected 
TST.S (EA) 8, 16, 32 Destination — 0 — CCR is affected 
LINK.S An, -d 16, 32 An — -(SP); SP —> An; SP + d —> SP 


EXTB.LDn 32 Sign-extend byte to long word 
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Note that S can be B, W, or L. In addition to 8- and 16-bit signed displacements for 
BRA, Bcc, and BSR like the 68HC000, the 68020 also allows signed 32-bit displacements. 
LINK is unsized in the 68HC000. (EA) in CMPI and TST supports all 68HC000 modes 
plus PC relative. An example is CMPLW #$2000, (START, PC). In addition to EXT.W Dn 
and EXT.L Dn like the 68HC000, the 68020 also provides an EXTB.L instruction. 


Example 11.10 

Write a program in 68020 assembly language to multiply a 32-bit signed number in D2 by 
a 32-bit signed number in D3 by storing the multiplication result in the following manner: 
(a) Store the 32-bit result in D2. 

(b) Store the high 32 bits of the result in D3 and the low 32 bits of the result in D2. 
Solution 


(a) MULS.L D3,D2 
FINISH  JMP FINISH 
(b) MULS.L D3,D3:D2 
FINISH  JMP FINISH 


Example 11.11 

Write a program in 68020 assembly language to convert 10 packed BCD bytes (20 
BCD digits) stored in memory starting at address $00002000 and above, to their ASCII 
equivalents and, store the result in memory locations starting at SFFFF8000. 

Solution | 


MOVEA.W $452000,A0 ; Load starting addr. of BCD array into AQ 
MOVEA.W #$8000,Al1 ; Load starting addr. of ASCII array into Al 
MOVEQ.L #9,D0 ; Load data length into DO 

START MOVE.B (AQ)+,D1 ; Load a packed BCD byte 
UNPK D1,D2, #$3030; Convert to ASCII 
MOVE.W D2, {Al)+ ; Store ASCII data to addr. pointed to by Al 
DBF .W DO, START ; Decrement and branch if false 

FINISH JMP FINISH ; otherwise stop 


M68020 Pins and Signals 

The 68020 is arranged in a 13 x 13 matrix array (114 pins defined) and fabricated in a pin 
grid array (PGA) or other packages such as RC suffix package. Both the 32-bit address 
(A,~A;,) and data (D,—D,,) pins of the 68020 are nonmultiplexed. The 68020 transfers data 






Function Codes 


Address Bus 


«CDIS Cache Control 


< Interrupt Priority IPLO-IPL2 


MC68020 


3.2ma Microprocessor | SEKI 
P PEND > 5.3ma ) interrupt 
ee a AE. ix 
ize = ER 


BR Bus 
BG 32ma Arbitration 
Control 


Exception 


Asynchronous Control 


«RESET 10.7ma ) Bus 
us Control 4 5 3ma 


Pie Se * 2 micron HCMOS process 
Vcc (10) * 200,000 transistors 


<GND(3)_ * 114 Pins. 
4 


*Power Dissipation = 1.75W (max) 
FIGURE 11.6 MC68020 functional signal groups 
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with an 8-bit device via D,,—D,,, with a 16-bit device via D,,-D,,, and with a 32-bit device 
via D4,-D,. Figure 11.6 shows the MC68020 functional signal group. Table 11.11 lists 
these signals along with a description of each. There are 10 Vcc (+5 V) and 13 ground pins 
to distribute power in order to reduce noise. 

Like the MC68HC000, the three function code signals FC2, FC1, and FCO identify 
the processor state (supervisor or user) and the address space of the bus cycle currently 
being executed except that the 68020 defines the CPU space cycle as follows: 


FC2 Cycle 


"3 
à 
LP 
s 
S 
Y] 


0 0 0 Undefined, reserved 

0 0 l User data space 

0 l 0 User program space 

0 l } Undefined, reserved 

1 0 0 Undefined, reserved 

i 0 l Supervisor data space 

I l 0 Supervisor program space 
] ] 1 CPU space 


Note that in the 68HC000, FC2, FC1, FCO = 111 indicates the interrupt 
acknowledge cycle. In the MC68020, it indicates the CPU space cycle. In this cycle, by 
decoding the address lines A,,-A,,, the MC68020 can perform various types of functions 
such as coprocessor communication, breakpoint acknowledge, interrupt acknowledge, and 
module operations as follows: 


A A A A Function performed 


0 0 0 0 Breakpoint acknowledge 

] 0 0 l Module operations 

0 0 I 0 Coprocessor communication 
] l ] ] Interrupt acknowledge 


Note that Aj, Aig, Aj, Aye = 0011, to 1110, is reserved by Motorola. In the 
coprocessor communication CPU space cycle, the MC68020 determines the coprocessor 
type by decoding À,;—A,, as follows: 


Ay A ig A; Coprocessor Type 
: 0 MC68851 paged memory management unit 


l MC68881 floating-point coprocessor 
The SV offers a feature called *dynamic bus sizing," which enables designers 
to use 8-bit and 16- and 32-bit memory and I/O devices without sacrificing system 
performance. The SIZO, SIZ1, DSACKO and DSACKI pins are used to implement this. 
These pins are defined as follows: 











SIZI SIZO Number of Bytes Remaining to be Transferred 
0 l Byte 
l 0 Word 
l l 3 bytes 
0 0 Long words 
DSACK1 DSACKO Device Size 
0 0 32-bit device 
l 16-bit device 
] 0 8-bit device 
1 1 Data not ready; insert wait states 


During each bus cycle, the external device indicates its width via DSACKO and 
DSACKI. The DSACKO and DSACKI pins are used to indicate completion of bus cycle. 
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TABLE 11.11 Hardware Signal Index 


Signal Name Mnemonic Function 

Address bus A,-A3, 32-bit address bus used to address any of 
4,294,967,296 bytes 

Data bus D,-D,, 32-bit data bus used to transfer 8,16,24, or 32 bits of 
data per bus cycle 

Function codes FCO-FC2 3-bit function code used to identify the address space 
of each bus cycle 

Size SIZ0/SIZ1 Indicates the number of bytes remaining to be 


transferred for this cycle; these signals, together with 
AO and A1, define the active sections of the data bus. 


Read-modify-write cycle RMC Provides an indicator that the current bus cycle is part 
of an indivisible read-modify-write operation 

External cycle start ECS Provides an indication that a bus cycle is beginning 

Operand cycle start ocs Identical operation to that of ECS except that OCS is 
asserted only during the first bus cycle of an operand 
transfer 

Address strobe AS Indicates that a valid address is on the bus 

Data strobe DS Indicates that valid data is to be placed on the data bus 
by an external device or has been placed on the data 
bus by the MC68020 

Read/write R/W Defines the bus transfer as a 68020 read or write 

Data buffer enable DBEN Provides an enable signal for external data buffers 

Data transfer and size DSACK0O/ Bus response signals that indicate the requested data 

acknowledge DSACKI transfer operation are completed; in addition, these 


two lines indicate the use of the external bus port on a 
cycle-by-cycle basis 








Cache disable CDIS Dynamically disables the on-chip cache 

Interrupt priority level IPLO-IPL2 Provides an encoded interrupt level to the processor 

Autovector AVEC Requests an autovector during an interrupt 
acknowledge cycle 

Interrupt pending IPEND Indicates that an interrupt is pending 

Bus request BR Indicates that an external device requires bus 
mastership 

Bus grant BG Indicates that an external device may assume bus 
mastership 

Bus grant acknowledge BGACK Indicates that an external device has assumed bus 
control 

Reset RESET System reset 

Halt HALT Indicates that the processor should suspend bus 
activity 

Bus error BERR Indicates that an illegal bus operation is being 
attempted 

Clock CLK Clock input to the processor 

Power supply VCC +5 volt + 5% power supply 

Ground GND Ground connection 


At the start of a bus cycle, the 68020 always transfers data to lines Dj-D,,, taking into 
consideration that the memory or I/O device may be 8, 16, or 32 bits wide. After the first 
bus cycle, the 68020 knows the device size by checking the DSACKO and DSACK1 pins 
and generates additional bus cycles if needed to complete the transfer. 

Unlike the 68HC000, the 68020 permits word and long word operands to start at 
an odd address. However, if the starting address is odd, additional bus cycles are required to 
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complete the transfer. For example, for a 16-bit device, the 68020 requires 2 bus cycles for 
a write to an even address such as MOVE.L D1,$40002050 to complete the operation. 
On the other hand, the 68020 requires 3 bus cycles for MOVE.L D1,$40002051 fora 
16-bit device to complete the transfer. Note that, as in the 68HC000, instructions in the 
68020 must start at even addresses. 

Next, consider an example of dynamic bus sizing. The four bytes of a 32-bit data 
can be defined as follows: 


If this data is held in a data register Dn and is to be written to a memory or 1/0 
location, then the address lines A, and A, define the byte position of data. For a 32-bit 
device, A,A, = 00 (addresses 0, 4, 8, ...... ), A, Ay = 01 (addresses 1, 5, 9, ...), AJA = 10 
(addresses 2, 6, 10, ...), and A,A, = 11 (addresses 3, 7, 11, ...) will store OPO, OPI, OP2, 
and OP3, respectively. This data is written via the 68020 D,,-D, pins. However, if the 
device 1s 16-bit, data is always transferred as follows: 

All even-addressed bytes via pins D;,-D,,. 
All odd-addressed bytes via pins D;,-D,. 

Finally, for an 8-bit device, both even- and odd-addressed bytes are transferred 
via pins D4,-D,,. 

The 68020 always starts transferring data with the most significant byte first. As 
an example, consider MOVE.L D1,$20107420. In the first bus cycle, the 68020 does 
not know the size of the device and, hence, outputs all combinations of data on pins D,,—D,, 
taking into consideration that the device may be 8, 16, or 32 bits wide. Assume that the 
content of D1 is $02A10512 (OPO = $02, OPI = $A1, OP2 = $05, and OP3 = $12). In 
the first bus cycle, the 68020 sends SIZ1 SIZO = 00, indicating a 32-bit transfer, and then 
outputs data on its D4,- D, pins as follows: 





If the device is 8-bit, it will take data $02 from pins D,,—D,, in the first cycle and 
will then assert DSACK1 and DSACKO as 10, indicating an 8-bit device. The 68020 then 
transfers the remaining 24 bits ($A1 first, $05 next, and $12 last) via pins D,,—D,, in three 
consecutive cycles, with a total of four cycles being necessary to complete the transfer. 

However, if the device is 16-bit, in the first cycle the device will take the 16-bit 
data $02A1 via pins D,,—D,, and will then assert DSACK1 and DSACKO as 01, indicating 
a 16-bit device. The 68020 then transfers the remaining 16 bits ($0512) via pins D,,—D,, in 
the next cycle, requiring a total of two cycles for the transfer. 

Finally, if the device is 32-bit, the device receives all 32-bit data $02A10512 via 
pins D4,—D, and asserts DSACK1 DSACKO = 00 to indicate completion of the transfer. 
Aligned data transfers for various devices are as follows : 

For 8-bit device: 
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cn MR 0 «——Bit number 


Register Dl 


68020 pins D3; D24 SIZ1 SIZO A; Ag DSACKI DSACKO 


First cycle 0 0 0 0 l 0 
Second cycle l l 0 l 1 0 
Third cycle l 0 1 0 l 0 
Fourth cycle 0 1] 1 l l 0 





For 16-bit device: 
68020 pins D3; Do, Dj, Dy SIZI SIZO A, Ay DSACK1 DSACKO 
First cycle 0 0 0 0 0 l 


Second cycle ] 0 1 0 0 l 


For 32-bit device: 


68020 pins D31 Do SIZ] SIZO A; A, DSACKI DSACKO 
First cycle 0 0 0 0 0 0 


Next, consider a misaligned transfer such as MOVE.W D1, $02010741 with [D1] 
= $20F107A4. The 68020 outputs $0707A4XX on its D,;-D, pins in its first cycle where 
XX are don't cares. Data transfers to various devices are summarized below: 

For 8-bit device: 


« — Bit number 
Register Dl |20 Fl 107 m 


68020 pins D,, D, SIZI SIZO A1 Ao DSACK1 DSACKO 
First cycle 1 0 0 ] 1 0 
Second cycle 0 1 l 0 ] 0 


For 16-bit device: 





68020 pins Da Dj4D5 D, SIZI SIZO A, Ag DSACKI DSACKO 
First cycle | = | 07 | 1 0 0 1 0 l 
Second cycle 0 1 l 0 0 l 


For 32-bit device: 


68020 pins Dj; D4 Dz; DD; DD, D, SIZI SIZO A; Ag DSACKI DSACKO 
Rede (| 07 | M ] 5] ! 0 01 0 0 


Let us explain some of the other 68020 pins. 

The ECS (external cycle start) pin is an MC68020 output pin. The MC68020 asserts 
this pin during the first one half clock of every bus cycle to provide the earliest indication 
of the start of a bus cycle. The use of ECS must be validated later with AS, because the 
MC68020 may start an instruction fetch cycle and then abort it if the instruction is found in 
the cache. In the case of a cache hit, the MC68020 does not assert AS, but provides A4,—A,, 
SIZ1, SIZO, and FC2-FCO outputs. 

The MC68020 AVEC input is activated by an external device to service an 
autovector interrupt. The AVEC has the same function as VPA on the 68HC000. The 
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similar to those of the MC68HC000. 

The MC68020 system control pins are functionally similar to those of the 
MC68HCO000. However, there are some minor differences. For example, for hardware 
reset, RESET and HALT pins need not be asserted simultaneously. Therefore, unlike the 
68HCO000, the RESET and HALT pins are not required to be tied together in the MC68020 
system. 

The RESET and HALT pins are bidirectional and open drain (external pull-up 
resistances are required), and their functions are independent. The RESET signal is a 
bidirectional signal. The RESET pin, when asserted by an external circuit for a minimum 
of 520 clock periods, the RESET pin resets the entire system including the MC68020. 
Upon hardware reset, the MC68020 completes any active bus cycle in an orderly manner 
and then performs the following: 

e Reads the 32-bit content of address $00000000 and loads it into the ISP (the 
contents of $00000000 are loaded to the most significant byte of the ISP and so 
on). 

e Reads the 32-bit contents of address $00000004 into the PC (contents of 
$00000004 to most significant byte of the PC and so on). 

e Sets the I2 I1 IO bits of the SR to 1 1 1, sets the S bit in the SR to 1, and clears the 
T1, TO, and M bits in the SR. 

e Clears the VBR to $00000000. 

e Clears the cache enable bit in the CACR. 

e All other registers are unaffected by hardware reset. 

When the RESET instruction is executed, the MC68020 asserts the RESET pin 
for 512 clock cycles and the processor resets all the external devices connected to the 
RESET pin. Software reset does not affect any internal register. 

As mentioned earlier while describing dynamic bus sizing, the 68020 always 
drives all data lines during a write operation. Furthermore, for all inputs there is a sample 
window of at least 20 ns during which the 68020 latches the input level. To guarantee the 
recognition of a certain level on a particular falling edge of the clock, the input level must 
be held stable throughout this sample window, 20 ns; otherwise, the level recognized by 
the MC68020 is unknown or legal. 

During data transfer operations, the 68020 can use either synchronous or 
asynchronous operation. In synchronous operation, the 68020 clock is used to generate 
DSACK1, DSACKO, and other asynchronous inputs. Also, in synchronous operation, if 
the DSACK1 and DSACKO are asserted for the required window of at least 20 ns ( at least 
5 ns before and at least15 ns after the falling edge of S2) on the falling edge S2, the 68020 
latches valid data on the falling edge of S4 on a read cycle. The 68020 does not generate 
any wait states if DSACK1 and DSACKO are asserted at the falling edge of S2; otherwise 
the 68020 inserts wait cycles like the 68HC000 and latches data at the falling edge of the 
following cycle as soon as DSACK1 and DSACKO are asserted. A minimum of three clock 
cycles are required for a read operation. 

In asynchronous operation, clock frequency independence at a system level is 
achieved and the 68020 is used in an asynchronous manner. This typically requires using 
the bus signals such as AS, DS, DSACKI, and DSACKO to control data transfer. Using 
asynchronous operation, AS starts the bus cycle and DS is used as a condition of valid 
data on a write cycle. Decoding of SIZ1, SIZO, A,, and A, provides enable signals, which 
indicate the portion of the data bus that is used in data transfer. The memory or I/O chip 
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then responds by placing the requested data on the correct portion of the data bus for a 
read cycle or latching the data on a write cycle and asserting DSACKI, and DSACKO, 
corresponding to the memory or I/O port size (8-bit, 16-bit, or 32-bit), to terminate the bus 
cycle. If no memory or I/O device responds or the address is invalid, the external control 
logic asserts the BERR or BERR and HALT signal(s) to abort or retry the bus cycle or 
retries the bus cycle. 

In asynchronous operation, the DSACK1, and DSACKO signals are allowed to be 
asserted before the data from memory or an I/O device is valid on a read cycle. The 68020 
latches data according to Parameter #31 provided in Motorola manuals. (Parameter #3 | 
is a maximum of 60 ns for the 12.5-MHz 68020, a maximum of 50 ns for the 16.67-MHz 
68020, and a maximum of 43 ns for the 20-Mhz 68020, and maximum time is specified 
from the assertion of AS to the assertion of DSACKI, and DSACKO. This is because the 
68020 will insert wait cycles in one-clock-cycle increments until DSACKT, and DSACKO 
are recognized as asserted.) 











MC68020 System Design 

The following 8-MHz 68020 system design will use a 128 KB 32-bit wide supervisor data 
memory. Four 27C256's (32K x 8 HCMOS EPROM with 120-ns access time) are used for 
this purpose. Because the memory is 32 KB, the 68020 address lines A,~A,, are used for 
addressing the 27C256’s. The 68020 SIZ1, SIZO, A,, Ay, DSACK1, and DSACKO pins are 
utilized for selecting the memory chips. 

Table 11.12 shows the table for designing the enable logic for the four 27C256 
chips. The 68020 A,, pin is used to distinguish between memory and I/O. A,; = 0 is used to 
select the memory chips; A,; = 1 is used to select I/O chips (not shown in the design). Table 
11.13 shows the K-maps for the enable logic. A logic diagram can be drawn for generating 
the memory byte enable signals DBBE1, DBBE2, DBBE3, and DBBEA. 

The 68020 system with 32-bit memory consists of four 27C256's, each connected 
to its associated portion of the system data bus (D4,-D,,, D;,-D,,, D\;-D,, and D;-D)). 


TABLE 11.12 Table for memory enables for 32-bit memory 














— SIZI | SIZO A, | A,  . DBBEI]  DBBE22  DBBE33  DBBE44 
0 ] 0 0 0 0 0 
0 | 0 | 0 0 
0 0 0 | 0 
| | 0 0 0 | 
| 0 0 0 | 0 0 
0 | 0 | l 0 
| 0 0 0 
0 0 0 | 
| | 0 0 | | 0 
0 | 0 | | l 
1 0 0 0 [ 
| | 0 0 0 | 
0 0 0 0 | | ] i 
0 l 0 | | | 
0 0 0 | | 
| | 0 0 0 l 


608 Fundamentals of Digital Logic and Microcomputer Design 


TABLE 11.13  K-maps for Enable Signals for Memory 


DBBE11 PES 
55 DBBEI 
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DBBE33~ A LA * SIZI- A. Ap 
+ SIZI- SIZO0- Aj + SIZI SIZO Aj 











1 


DBBE44=  SIZ]-SIZO - A. Ao 
+SIZ1- ArFSIZI - SIZO. Ao 


To manipulate this memory configuration, 32-bit data bus control byte enable logic is 
incorporated to generate byte enable signals (DBBE1, DBBE2, DBBE3, and DBBE4). 
These byte enables are generated by using 68020’s SIZ1, SIZO, A,, A, A,;, and DS pins as 
shown in the individual logic diagrams of the byte enable logic. A PAL can be programmed 
to implement this logic. A schematic of the 68020—27C256 interface is shown in Figure 
11.7. 














Because the 68020 clock is used to generate DSACK1, and DSACKO, the 68020 
operates in synchronous mode. 
A 74HC138 decoder is used for selecting memory banks to enable the appropriate 
memory chips. The 74HC138 is enabled by AS = 0. The output line 5 (FC2FCIFCO = 101 
for supervisor data) is used to select the memory chips. Assuming don't cares to be zeros 
and also note that A,, = 0 for memory, the supervisor data memory map is obtained as 
follows: 
EPROM #1 $00000000, $00000004, ..., $0001FFFC 
EPROM #2 $00000001, $000000085, ..., $0001FFFD 
EPROM #3 $00000002, $00000006, ..., $0001FFFE 
EPROM #4 $00000003, $00000007, ..., $0001FFFF 
DSACKI and DSACKO are generated by ANDing the DBBE!, DBBE2, DBBE3, 
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FIGURE 11.7 68020/27C256 System 


and DBBE4 outputs of the byte enable logic circuit. When one or more EPROM chips are 
selected, the appropriate enables (DBBE1-DBBE4) will be low, thus asserting DSACK1 
= 0 and DSACKO = 0. This will tell the 68020 that the memory is 32 bits wide. Data from 
the selected memory chip(s) will be placed on the appropriate data pins of the 68020. 
For example, in response to execution of the instruction MOVE.W $00000001, DO in 
the supervisor mode, the 68020 will generate appropriate signals to generate DBBEI- 1, 
DBBE2- 0, DBBE3- 0, DBBE4= 1, R/W = 1, and output 5 of the decoder = 0 
This will select EPROM #2 and EPROM #3 chips. Thus, the contents of address 
$00000001 are transferred to DO (bits 8—15) and the contents of address $00000002 are 
moved to DO (bits 0—7). The supervisor program, user program, and user data memories 
can be connected in a similar way (not shown in the figure). For each memory space, four 
memory chips are required. | 
Let us discuss the timing requirements of the 68020/27C256 system. Because the 
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68020 clock is used to generate DSACK1 and DSACKO, the 68020 operates in synchronous 
mode. This means that the 68020 checks DSACK1 and DSACKO for LOW at the falling 
edge of S2 (two cycles). From the 68020 timing diagram (Motorola manual), AS, DS, and 
all other output signals used in memory decoding go to LOW at the end of approximately 
one clock cycle. For an 8- MHz 68020 clock, each cycle is 125 ns. From byte enable logic 
diagrams, a maximum of four gate delays (40 ns) are required. Therefore, the selected 
EPROM(s) will be enabled after 165 ns (125 ns + 40 ns). With 120-ns access time, the 
EPROM(s) will place data on the output lines after approximately 285 ns (165 ns + 120 ns). 
With an 8-MHz 68020 clock, DSACK1 and DSACKO will be checked for LOW (32-bit 
memory) after two cycles (250 ns) and if LOW, the 68020 will latch data after three cycles 
(375 ns). Hence, no delay circuit is required for DSACK1 and DSACKO. In case a delay 
circuit is required, a ring counter can be used. Note that the 20-ns window requirement 
for DSACK1 and DSACKO inputs (5 ns before and 15 ns after the falling edge of S2) is 
satisfied. 


MC68020 L/O 

The 68020 I/O handling features are very similar to those of the 68000. This 
means that the 68020 uses memory-mapped I/O, and the 68230 I/O chip can be used for 
programmed I/O. The external interrupts are handled via the 68020 IPL2, IPL1, and IPLO 
pins using autovectoring and nonautovectoring pins. However, the 68020 uses a new pin 
called AVEC rather than VPA (68HC000) for autovectoring. Nonautovectoring is handled 
using DSACKO = 0 and DSACKI = 0 rather than DTACKO- 0 (as with the- 68HC000). 
Note that the 68020 does not have the VPA pin. Like the 68HC000, the 68020 uses the BR, 
BG, and BGACK pins for DMA transfer. The 68020 exceptions are similar to those of the 
68000 with some variations such as coprocessor exceptions. 























11.7.2 Motorola MC68030 

The MC68030 is a virtual memory microprocessor based on the MC68020 with additional 
features. The MC68030 is designed by using HCMOS technology and can be operated at 
clock rates of 16.67 and 33 MHz. The MC68030 contains all features of the MC68020, 
plus some additional ones. The basic differences between the MC68020 and MC68030 are 
as follows: 


Characteristics MC 68020 MC68030 


On-chip cache 256-byte instruction cache — 256-byte instruction cache and 
256 byte data cache 

On-chip memory None Paged data memory management 

management unit (MMU) (demand page of the MC68851) 

Instruction set 101 103 (four new instructions are 


for on-chip MMU); CALLM 
and RTM instructions are not 
supported. 
Like the MC68020, the MC68030 also supports 7 data types and 18 addressing modes. The 
MC68030 I/O is identical to the MC68020. 


11.7.3 Motorola MC68040 / MC68060 

This section presents an overview of the Motorola MC68040 and MC 68060 32-bit 
microprocessors. The MC68040 is Motorola's enhanced 68030, 32-bit microprocessor, 
implemented in HCMOS technology. Providing balance between speed, power, and 
physical device size, the MC68040 integrates on-chip MC68030-compatible integer unit, 
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an MC68881/ MC68882-compatible floating-point unit (FPU), dual independent demand- 
paged memory management units (MMUS) for instruction and data stream accesses, and 
an independent 4 KB instruction and data cache. A high degree of instruction execution 
parallelism is achieved through the use of multiple independent execution pipelines, 
multiple internal buses, and separate physical caches for both instruction and data accesses. 
The MC68040 also includes 32-bit nonmultiplexed external address and data buses. 

The MC68060 is a superscalar ( two instructions per cycle) 32-bit microprocessor. The 
68060, like the Pentium, is designed using a combination of RISC and CISC architectures 
to obtain high performance. For some reason, Motorola does not offer MC68050 
microprocessor. The 68060 is fully compatible with the 68040 in the user mode. The 68060 
can operate at 50- and 66-MHz clocks with performance much faster than the 68040. An 
striking feature of the 68060 is the power consumption control. The 68060 is designed 
using static HCMOS to reduce power during normal operation. 


11.7.4 PowerPC Microprocessor 

This section provides an overview of the hardware, software, and interfacing features 
associated with the RISC microprocessor called the PowerPC. Finally, the basic features 
of both 32-bit and 64-bit PowerPC microprocessors are discussed 


Basics of RISC 

RISC is an acronym for Reduced Instruction Set Computer. This type of microprocessor 
emphasizes simplicity and efficiency. RISC designs start with a necessary and sufficient 
instruction set. The purpose of using RISC architecture is to maximize speed by reducing 
clock cycles per instruction. Almost all computations can be obtained from a few simple 
operations. The goal of RISC architecture is to maximize the effective speed of a design 
by performing infrequent operations in software and frequent functions in hardware, thus 
obtaining a net performance gain. The following summarizes the typical features of a RISC 
microprocessor: 

1. The RISC microprocessor is designed using hardwired control with little or 
no microcode. Note that variable-length instruction formats generally require 
microcode design. All RISC instructions have fixed formats, so microcode design 
is not necessary. 

2. ARISC microprocessor executes most instructions in a single cycle. 

3. The instruction set of a RISC microprocessor typically includes only register, 
load, and store instructions. All instructions involving arithmetic operations use 
registers, and load and store operations are utilized to access memory. 

4. The instructions have a simple fixed format with few addressing modes. 

5. A RISC microprocessor has several general-purpose registers and large cache 
memories. 

6. A RISC microprocessor processes several instructions simultaneously and thus 
includes pipelining. 

7. Software can take advantage of more concurrency. For example, Jumps occur 
after execution of the instruction that follows. This allows fetching of the next 
instruction during execution of the current instruction. 

RISC microprocessors are suitable for embedded applications. Embedded 
microprocessors or controllers are embedded in the host system. This means that the 
presence and operation of these controllers are basically hidden from the host system. 
Typical embedded control applications include office automation systems such as laser 
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printers. Since a laser printer requires a high performance microprocessor with on-chip 
floating-point hardware, RISC microprocessors such as PowerPC are ideal for these types 
of applications. 

RISC microprocessors are well suited for applications such as image processing, 
robotics, graphics, and instrumentation. The key features of the RISC microprocessors 
that make them ideal for these applications are their relatively low level of integration in 
the chip and instruction pipeline architecture. These characteristics result in low power 
consumption, fast instruction execution, and fast recognition of interrupts. Typical 32- and 
64-bit RISC microprocessors include PowerPC microprocessors. 


IBM/Motorola/Apple PowerPC 601 

This section provides an overview of the basic features of PowerPC microprocessors. The 
PowerPC 601 was jointly developed by Apple, IBM, and Motorola. It is available from IBM 
as PP 601 and from Motorola as MPC 601. The PowerPC 601 is the first implementation 
of the PowerPC family of Reduced Instruction Set Computer (RISC) microprocessors. 
There are two types of PowerPC implementations: 32-bit and 64-bit. The PowerPC 601 
implements the 32-bit portion of the IBM PowerPC architectures and Motorola 88100 
bus control logic. It includes 32-bit effective (logical) addresses, integer data types of 
8, 16, and 32 bits, and floating-point data types of 32 and 64 bits. For 64-bit PowerPC 
implementations, the PowerPC architecture provides 64-bit integer data types, 64-bit 
addressing, and other features necessary to complete the 64-bit architecture. 

The 601 is a pipelined superscalar processor and is capable of executing three 
instructions per clock cycle. A pipelined processor is one in which the processing of an 
instruction is broken down into discrete stages, such as decode, execute, and write-back 
(the result of the operation is written back in the register file). 

Because the tasks required to process an instruction are broken into a series of 
tasks, an instruction does not require the entire resources of an execution unit. For example, 
after an instruction completes the decode stage, it can pass on to the next stage, and the 
subsequent instruction can advance into the decode stage. This improves the throughput 
of the instruction flow. For example, it may take three cycles for an integer instruction to 
complete, but if there are no stalls in the integer pipeline, a series of integer instructions can 
have a throughput of one instruction per cycle. Each unit is kept busy in each cycle. 

A superscalar processor is one in which multiple pipelines are provided to allow instructions 
to execute in parallel. The PowerPC 601 includes three execution units: a 32-bit integer 
unit (IU), a branch processing unit (BPU), and a pipelined floating-point unit (FPU). 

The PowerPC 601 contains an on-chip, 32 KB unified cache (combined instruction 
and data cache) and an on-chip memory management unit (MMU). It has a 64-bit data bus 
and a 32-bit address bus. The 601 supports single-beat and four-beat burst data transfer 
for memory accesses. Note that a single-beat transaction indicates data transfer of up to 
64 bits. The PowerPC 601 uses memory-mapped I/O. Input/output devices can also be 
interfaced to the PowerPC 601 by using the I/O controller. The 601 is designed by using an 
advanced, CMOS process technology and maintains full compatibility with TTL devices. 

The PowerPC 601 contains an on-chip real-time clock (RTC). The RTC was 
normally an I/O device completely outside the CPU in earlier microcomputers. Although the 
RTC appearing inside the microcomputer chip is common on single-chip microcomputers, 
this is the first time the RTC is implemented inside a top-of-the-line microprocessor such 
as the PowerPC. This implication is that modern multitasking operating systems require 
time keeping for task switching as well as keeping the calendar date. The 601 real-time 
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clock (RTC) on-chip hardware provides a measure of real time in terms of time of day and 
date, with a calendar range of 136.19 years. 

To specify the ordering of four bytes (ABCD) within 32 bits, the 601 can use 
either the ABCD (big-endian) or DCBA (little-endian) ordering. The 601 big- or little- 
endian modes can be selected by setting the LM bit (bit 28) in the HIDO register. Note 
that big-endian ordering (ABCD) assigns the lowest address to the highest-order eight bits 
of the multibyte data. On the other hand, little-endian byte ordering (DCBA) assigns the 
lowest address to the lowest order (rightmost) 8 bits of the multibyte data. 

Note that Motorola 68XXX microprocessors support big-endian byte ordering 
whereas Intel 830X XX microprocessors support little-endian byte ordering. 


PowerPC 601 Registers 

PowerPC 601 registers can be accessed depending on the program's access 
privilege level (supervisor or user mode). The privilege level is determined by the privilege 
level (PR) bit in the machine status register (MSR). The supervisor mode of operation is 
typically used by the operating system, and user mode is used by the application software. 
The PowerPC 601 programming model contains user- and supervisor-level registers. Some 
of these are 

¢ The user-level register can be accessed by all software with either user or 
supervisor privileges. 

¢ The 32-bit GPRs (general-purpose registers, GPRO-GPR31) can be used as the 
data source or destination for all integer instructions. They can also provide data 
for generating addresses. 

e The 32-bit FPRs (floating-point registers, FPRO-FPR31) can be used as data 
sources and destinations for all floating-point instructions. 

* The floating-point status and control register (FPCSR) is a user control register in 
the floating-point unit (FPU). It contains floating-point status and control bits such 
as floating-point exception signal bits, exception summary bits, and exception 
enable bits. 

* The condition register (CR) is a 32-bit register, divided into eight 4-bit fields, 
CRO-CR7. These fields reflect the results of certain arithmetic operations and 
provide mechanisms for testing and branching. 

The remaining user-level registers are 32-bit special purpose registers—SPRO, 
SPRI, SPR4, SPRS, SPR8, and SPR9Y. 

e SPRO is known as the MQ register and is used as a register extension to hold 
the product for the multiplication instructions and the dividend for the divide 
instructions. The MQ register is also used as an operand of long shift and rotate 
instructions. 

e SPRi is called the integer exception register (XER). The XER is a 32-bit register 
that indicates carries and overflow bits for integer operations. It also contains two 
fields for load string and compare byte indexed instructions. 

e SPR4 and SPRS respectively represent two 32-bit read only registers and hold 
the upper (RTCU) and lower (RTCL) portions of the real-time clock (RTC). The 
RTCU register maintains the number of seconds from a time specified by software. 
The RTCL register maintains the fraction of the current second in nanoseconds. 

e  SPRS is the 32-bit link register (LR). The link register can be used to provide 
the branch target address and to hold the return address after branch and link 
instructions. 
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*  SPRO9 represents the 32-bit count register (CTR). The CTR can be used to hold a | 
loop count that can be decremented during execution of certain branch instructions. 
The CTR can also be used to hold the target address for the branch conditional to 
count register instruction. 


PowerPC 601 Addressing Modes 

The effective address (EA) is the 32-bit address computed by the processor when 
executing a memory access or branch instruction or when fetching the next sequential 
instruction. Since the PowerPC is based on the RISC architecture, arithmetic and logical 
instructions do not read or modify memory. 

Load and store operations have two types of effective address generation: 


i) Register Indirect with Immediate Index Mode 

Instructions using this mode contain a signed 16-bit index (d operand in the 32- 
bit instruction) which is sign extended to 32-bits, and added to the contents of a general- 
purpose register specified by five bits in the 32-bit instruction (rA operand) to generate 
the effective address. A zero in the rA operand causes a zero to be added to the immediate 
index (d operand). The option to specify rA or 0 is shown in the instruction descriptions of 
the 601 user's manual as the notation (rAJO). 

An example is 1bz rD,d (rA) where rA specifies a general-purpose register (GPR) 
containing an address, d is the the 16-bit immediate index and rD specifies a general- 
purpose register as destination. Consider lbz r1,20(r3). The effective address (EA) 
is the sum r3+20. The byte in memory addressed by the EA is loaded into bits 31 through 
24 of register rl. The remaining bits in r1 are cleared to zero. Note that the registers rl and 
r3 represent GPR1 and GPR3 respectively. 


ii) Register Indirect with Index Mode 

Instructions using this addressing mode add the contents of two general-purpose 
registers (one GPR holds an address and another holds the index). An example is 1bz x rD, 
rA, rB where rD specifies a GPR as destination, rA specifies a GPR as the index, and rB 
specifies a GPR holding an address. Consider lbzx r1,r4,r6. The effective address 
(EA) is the sum (r4|0)+(r6). The byte in memory adressed by the EA is loaded into register 
rj (24-31). The remaining bits in register rD are cleared to zero. 

PowerPC 601 conditional and unconditional branch instructions compute the 
effective address (EA) or the next instruction address using various addressing modes A 
few of them are described below: 

* Branch Relative Branch instructions (32-bit wide) using the relative mode 
generate the address of the next instruction by adding an offset and the current 
program counter contents. An example of this mode is an instruction be start 
unconditionally jumps to the address PC + start. 

¢ Branch Absolute Branch instructions using this mode include the address of 
the next instruction to be executed. For example, the instruction ba begin 
unconditionally branches to the absolute address “begin” specified in the 
instruction. 

* Branch to Link Register Branch instructions using this mode branch to the 
address computed as the sum of the immediate offset and the address of the 
current instruction. The instruction address following the instruction is placed 
into the link register. For example, the instruction bl, start unconditionally 
jumps to the address computed from current PC contents plus start. The return 
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address is placed in the link register. 

* Branch to Count Register Instructions using this mode branch to the address 
contained in the current register. Consider bcttr BO, BI means branch 
conditional to count register. This instruction branches conditionally to the address 
specified in the count register. 

The BI operand specifies the bit in the condition register to be used as the 
condition of the branch. The BO operand specifies how the branch is affected by 
or affects condition or count registers. Numerical values specifying BI and BO 
can be obtained from the 601 manual. 

Note that some instructions combine the link register and count register modes. 
An exampleisbcctr BO, BI. This instruction first performs the same operation as the 
bcttr and then places the instruction address following the instruction into the link register. 
This instruction is a form of “conditional call" because the return address is saved in the 
link register. 


Typical PowerPC 601 Instructions 
The 601 instructions are divided into the following categories: 
Integer Instructions 
Floating-point Instructions 
Load/store Instructions 
Flow Control Instructions 
5. Processor Control Instructions 
Integer instructions operate on byte (8-bit), half-word (16-bit), and word (32-bit) operands. 
Floating-point instructions operate on single-precision and double-precision floating-point 
operands. 


moss m 


Integer Instructions 

The integer instructions include integer arithmetic, integer compare, integer rotate 
and shift, and integer logical instructions. The integer arithmetic instructions always set 
the integer exception register bit, CA, to reflect the carry out of bit 7. Integer instructions 
with the overflow enable (OE) bit set will cause the XER bits SO (summary overflow 

— overflow bit set due to exception) and OV (overflow bit set due to instruction execution) 

to be set to reflect overflow of the 32-bit result. Some examples of integer instructions 

are provided in the following. Note that rS, rD, rA, and rB in the following examples are 
32-bit general purpose registers (GPRs) of the 601 and SIMM is 16-bit signed immediate 
number. 

e add rD,rA,SIMM performs the following immediate operation: rD «— (rA|Q) + 
SIMM; rA|0) can be either (rA) or 0. An exampleis add rD, rA, SIMMor add 
rD, OQ, SIMM. 

e add rD,rA,rB performs rD © rA + rB. 

e add.rD,rA,rB adds with CR update as follows: rD «— rA + rB. The dot suffix 
enables the update of the condition register. 

e subf rD,rA,rB performs rD < rB - rA. 

e sub rD, rA, rB performs the same operation as subf but updates the condition code 
register. 

e adame rD, rA performs the (add to minus one extended) operation: rD «— (rA) + 
FFFF FFFFH + CA bit in XER. 

e subfme rD, rA performs the (subtract from minus one extended) operation: rD «— 
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(rA) + FFFF FFFFH + CA bit in XER, where (rA) represents the ones complement of 
the contents of rA. 

e mulhwu rD, rA, rB performs an unsigned multiplication of two 32-bit numbers in 
rA and rB. The high-order 32 bits of the 64-bit product are placed in rD. 

* mulhw rD,rA,rB performs the same operation as the mulhwu except that the 
multiplication is for signed numbers. 

e  mullw rD,rA,rB places the low order 32-bits of the 64-bit product (rA)*(rB) into 
rD. The low-order 32-bit products are independent whether the operands are treated as 
signed or unsigned integers. 

e mulli rD, rA, SIMMplaces the low-order 32 bits of the 48-bit product (rA)*SIMM,, 
into rD. The low-order bits of the 32-bit product are independent whether the operands 
are treated as signed or unsigned integers. 

e divw rD,rA,rB divides the 32-bit signed dividend in rA by the 32-bit signed 
divisor in rB. The 32-bit quotient is placed in rD and the remainder is discarded. 

*  divwu rD, rA, rB is the same as the divw instruction except that the division is for 
unsigned numbers. 

* cmpi crfD,L,rA,SIMM compares 32 bits in rA with immediate SIMM treating 
operands as signed integer. The result of comparison is placed in crfd field (0 for CRO, 
1 for CRI, and so on) of the condition register. L=0 indicates 32-bit operands while 
L-1 represents the 64-bit operands. For example, cmpi 0,0, rA, 200 compares 
32 bits in register rA with immediate value 200 and CRO is affected according to the 
comparison. 

e xor rA,rS,rB performs exclusive-or operation between the contents of rS and rB. 
The result is placed into register rA. 

*  extsb rA, rs places bits 24-31 of rS into bits 24-31 of rA. Bit 24 of rS is then sign 
extended through bits 0-23 of rA. 

e slw rA,rS,rB shifts the contents of rS left by the shift count specified by rB [27- 
31]. Bits shifted out of position 0 are lost. Zeros are placed in the vacated positions on 
the right. The 32-bit result 1s placed into rA. 

e srw rA,rS,rBissimilartoslw rA,rS,rB except that the operation is for right 
shift. 


Floating-Point Instructions 

Some of the 601 floating-point instructions are provided below: 

e fadd frD,frA,frB adds the contents of the floating-point register, frA to the 
contents of the floating-point register frB. If the most significant bit of the resultant 
significand is not a one, then the result is normalized. The result is rounded to the 
specified position under control of the FPSCR register. The result is rounded to the 
specified precision under control of the FPSCR register. The result is then placed in 
frD. 

Note that this fadd instruction requires one cycle in execute stage, assuming 
normal operations; however, there is an execute stage delay of three cycles if the next 
instruction is dependent. 

The 601 floating point addition is based on “exponent comparison and add by 
one” for each bit shifted, until the two exponents are equal. The two significands are 
then added algebraically to form an intermediate sum. If a carry occurs, the sum's 
significand is shifted right one bit position and the exponent is increased by one. 

e fsub frD, frA, frB performs frA — frB, normalization, and rounding of the result 
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are performed in the same way as the £add instruction. 

e fmul frD,frA,frC performs frD < frA * frC. 

Normalization and rounding of the result are performed in the same way as the fadd. 
Floating-point multiplication is based on exponent addition and multiplication of the 
significands. 

e  fdiv £frD,frA,frB performs the floating-point division frD «— frA/frB. No 
remainder is provided. Normalization and rounding of the result are performed in the 
same way as the fadd instruction. 

e fmsub frD,frA,FrC,frB performs frD + frA * frC — frB. Normalization and 
rounding of the result are performed in the same way as the fadd instruction. 


Load/Store Instructions 
some examples of the 601 load and store instructions are 

e lhzx rD,rA,rB loads the half word (16 bits) in memory addressed by the sum 
(rA|0) + (rB) into bits 16 through 31 of rD. The remaining bits of rD are cleared to 
Zero. 

e Sthux rS,rA,rB stores the 16-bit half word from bits 16—31 of register rS in 
memory addressed by the sum (rA|0) + (rB). The value (rA|0) + rB is placed into 
register rA. 

+ lmw rD,d(rA) loads n (where n = 32 - D and D = 0 through 31) consecutive words 
starting at memory location addressed by the sum (r|0) + d into the general-purpose 
register specified by rD through r31. 

* stmu rS,d(rA) is similar to lmw except that stmw stores n consecutive words. 


Flow Control Instructions 
Flow control instructions include conditional and unconditional branch 
instructions. An example of one of these instructions is 
* be (branch conditional) BO, BI, target branch with offset target if the condition bit 
in CR specified by bit number BI is true (The condition “true” is specified by a value 
in BO). 
For example, bc 12,0,target means that branch with offset target if the 
condition specified by bit 0 in CR (BI = 0 indicates the result is negative) is true 
(specified by the value BO = 12 according to Motorola PowerPC 601 manual). 


Processor Control Instructions 

Processor control instructions are used to read from and write to the machine state register 
(MSR), condition register (CR), and special status register (SPRs). Some examples of 
these instructions are 

+ mfcr rD places the contents of the condition register into rD. 

+  mtmsr rS places the contents of rS into the MSR. This is a supervisor-level 
instruction. 

*  mfimsr rD places the contents of MSR into rD. This is a supervisor-level instruction. 


PowerPC 601 Exception Model 

All 601 exceptions can be described as either precise or imprecise and either synchronous 
or asynchronous. Asynchronous exceptions are caused by events external to the processor's 
execution. Synchronous exceptions, on the other hand, are handled precisely by the 601 
and are caused by instructions; precise exception means that the machine state at the time 
the exception occurs is known and can be completely restored. That is, the instructions 
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that invoke trap and system call exceptions complete execution before the exception is 
taken. When exception processing completes, execution resumes at the address of the next 
instruction. 

An example of a maskable asynchronous, precise exception is the external 
interrupt. When an asynchronous, precise exception such as the external interrupt occurs, 
the 601 postpones its handling until all instructions and any exceptions associated with 
those instructions complete execution. System reset and machine check exceptions are two 
nonmaskable exceptions that are asynchronous and imprecise. These exceptions may not 
be recoverable or may provide a limited degree of recoverability for diagnostic purpose. 

Asynchronous, imprecise exceptions have the highest priority with the 

synchronous, precise exceptions having the next priority and the asynchronous, precise 
exceptions the lowest priority. 
The 601 exception mechanism allows the processor to change automatically to supervisor 
state as a result of exceptions. When exceptions occur, information about the state of the 
processor is saved to certain registers rather than in memory as is usually done with other 
processors in order to achieve high speeds. The processor then begins execution at an 
address (exception vector) predetermined for each exception. The exception handler at the 
specified vector is then processed with processor in supervisor mode. 


601 System Interface 

The pins and signals of the PowerPC 601 include a 32-bit address bus and 52 control and 
information signals. Memory access allows transfer sizes of 8, 16, 24, 32, 40, 48, 56, or 
64 bits in one bus clock cycle. Data transfer occurs in either single-beat transactions or 
four-beat burst transactions. Both memory and I/O accesses can use the same bus transfer 
protocols. The 601 also has the ability to define memory areas as I/O controller interface 
areas. The 601 uses the TS pin for memory-mapped accesses and the XATS pin for I/O 
controller interface accesses. 


Summary of PowerPC 601 Features 

The PowerPC 601 is a RISC-based superscalar microprocessor. That is, it can execute two 
or more instructions per cycle. The PowerPC 601 is based on load/store architectures. This 
means that all instructions that access memory are either loads or stores, and all operate 
instructions are from register to register. Both load and store instructions have 32-bit fixed- 
length instructions along with 32-bit integer and 32-bit floating-point registers. 

The PowerPC 601 includes two primary addressing modes: register plus 
displacement and register plus register. In addition, the 601 load and store instructions 
perform the load or store operation and also modify the index register by placing the 
effective address just computed. In the PowerPC 601, Branch target addresses are normally 
determined by using program counter relative mode. That is, the branch target address 
is determined by adding a displacement to the program counter. However, as mentioned 
before, conditional branches in the 601 may test fields in the condition code register and 
the contents of a special register called the count register (CTR). A single 601 branch 
instruction can implement a loop-closing branch by decrementing the CTR, testing its 
value, and branching if it is nonzero. 

The PowerPC 601 saves the return address for certain control transfer instructions 
such as subroutine call in a general-purpose register. The 601 does this in any branch 
by setting the link (LK) bit to one. The return address is saved in the link register. The 
PowerPC 60] utilizes sophisticated pipelines. The 601 uses relatively short independent 
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TABLE 11.14 PowerPC 601 vs. 620 


Features PowerPC 601 PowerPC 620 
Technology HCMOS HCMOS 
Transistor count 2.8 million 7 million 
Clock speed 50 MHz, 66 MHz 133 MHz 
Size of the microprocessor 32-bit 64-bit 
Address bus 32-bit 40-bit 

Data bus 64-bit 128-bit 


pipelines with more buffering. The 601 does a lot of computation in each pipe stage. The 
601 has a unified (combined) 32 KB cache. That is, instructions and data reside in the same 
cache in the 601. Finally, the 601 offers high performance by utilizing sophisticated design 
tricks. For example, the 601 includes powerful instructions such as floating-point multiply- 
add and update load/store that perform more tasks with fewer instructions. 


PowerPC 64-Bit Microprocessors 

PowerPC 64-bit microprocessors include the PowerPC 620, 603e, 750/740, and 604e. 
These microprocessors are 64-bit superscalar processors. This means that they can execute 
more than one instruction in a cycle. Table 11.14 compares the basic features of the 32-bit 
PowerPC 601 with the 64-bit PowerPC 620. 

There are a few versions of the 64-bit PowerPC available: PowerPC 603e, 
PowerPC 750/740, and PowerPC 604e. The PowerPC 603e microprocessor is available 
at speeds of 250, 275, and 300 MHz. The 603e has high performance and low power 
consumption, which makes it suited for applications found in the embedded system market. 
The PowerPC 603e is used in the Power Macintosh C500 series, which offers features such 
as accelerated multimedia, advanced video capture, and publishing. The PowerPC 750/740 
is available at speeds up to 266 MHz and uses only 5 watts of power. The unique features 
offered by this microprocessor are built-in power-saving modes, an on-chip thermal sensor 
to regulate processor temperature, and a choice of packaging configurations. The PowerPC 
604e microprocessor, another member of the PowerPC family, provides speeds of 350 
MHz and using 8.0 watts of power. Like Intel, Motorola used the 0.25 micron process 
technology to achieve this speed. The PowerPC 604e is intended for high-end Macintosh 
and Mac-compatible systems. 

Apple Computer's original G3 (Marketing name used by Apple) utilized 
PowerPC 750 for Apple's iMac and Power Macintosh personal computers. Apple's G3 
(later version) used Motorola's copper-based PowerPC microprocessor, providing speed 
of up to 400 MHz. 


11.7.5 Motorola's State-of-the-art Microprocessors 

As part of their plans to carry the PowerPC architecture into the future, Motorola /IBM/ 
Apple already announced AltiVec extensions for the PowerPC family. The result is the 
MPC7400 PowerPC microprocessor. This microprocessor is available in 400 MHz, 450 
MHz and 500 MHz clock speeds. Motorola's AltiVec technology is the foundation for the 
Velocity Engine of Apple Computer's next generation desktop computers. For example, 
Apple rececently announced Power Mac GS which uses Motorola's 64-bit microprocessor, 
G5. AltiVec extensions are somewhat comparable to the MMX extensions in Intel’s 
Pentium family. AltiVec has independent processing units while Intel tied MMX to the 
floating-point unit. Both utilize SIMD (Chapter 8). A comparison of some of the features 
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of Alt Vec vs. MMX is provided below: 


Features AltiVec MMX 

Size 128 bits at a time 64 bits at a time 
Instructions 162 instructions 57 instructions 

Registers 32 registers 8 registers 

Unit Independent tied to Floating-point Unit 


In AltiVec, each processing unit can work independent of the others. This provides more 
parallelism by separate units. Since Intel tied MMX to floating-point unit, Pentiums can 
perform either floating-point math or switch over to MMX, but not both simultaneously. 
The switch requires a mode change that can cost hundreds of cycles, both going into and 
coming out of MMX mode. It may be very tricky with Pentiums to write good and efficient 
codes when mixing of modes are required in some computing algorithms. 

AltiVec can vetorize the floating-point operations. This means that one can use 
AltiVec to work on some data in the Floating-point Unit, then load the data in the AltiVec 
side (Vector Unit) without any significant mode switch. This may save hundreds of cycles 
. Also, this allows programmers to do more with the Vector Unit since they can go back 
and forth to mix and match. 

The biggest drawback with MMX or AltiVec is getting programmers to use 
them. Programmers are required to use assembly language for MMX. Therefore, a few 
programmers used MMX for dedicated applications. For example, Intel hand tuned some 
photoshop filters for Adobe. Programmers can use C language with AltiVec. Therefore, it 
is highly likely that more programmers will use AltiVec than MMX. 

In the future, Motorola and IBM plan to introduce the PowerPC series 2K. It is 
expected that the chip will contain 100 million transistors and have clock speeds greater 
than 1 GHz. 


QUESTIONS AND PROBLEMS 


11.1 Discuss the typical features of 32-bit and 64-bit microprocessors. 


11.2 (a) What is the basic difference between the 80386 and 80386SX? 
(b) What is the basic difference between the 80386 and 80486? 


11.3 What is the difference between the 80386 protected, real-address, and virtual 
8086 modes? 


11.4 Discuss the basic features of the 80486. 


11.5 Assume the following 80386 register contents 

(EBX) = 00001000H 

(ECX) = 04000002H 

(EDX) = 20005000H 
prior to execution of each of the following 80386 instructions. Determine the 
contents of the affected registers and/or memory locations after execution of each 
of the following instructions and identify the addressing modes: 

(a) MOV [EBX * 4] [ECX], EDX 

(b)MOV [EBX * 2] [ECX + 2020H], EDX 
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11.6 


11.7 


11.8 


11.10 


11.11 


11.12 


11.13 


11.14 


11.15 


11.16 


11.17 


11.18 


11.19 


11.20 


Determine the effect of each of the following 80386 instructions: 
(a) MOVZX EAX, CH 
Prior to execution of this MOVZX instruction, assume 
(EAX) = 80001234H 
(ECX) = 00008080H 
(b) MOVSX EDX, BL 
Prior to execution of this MOVSX assume 
(EDX) = FFFFFFFFH 
(EBX) = 05218888H 


Write an 80386 assembly program to add a 64-bit number in ECX: EDX with 
another 64-bit number in EAX: EBX. Store the result in EAX: EBX. 


Write an 80386 assembly program to divide a signed 32-bit number in DX:AX by 
an 8-bit signed number in BH. Store the 16-bit quotient and 16-bit remainder in 


AX and DX respectively. 


Write an 80386 assembly program to compute 


> x 


where N = 1000 and the X/'s are signed 32-bit numbers. 
Assume that XX? can be stored as a 32-bit number. 


Discuss 80386 YO. 


Compare the on-chip hardware features of the 80486 and Pentium micro- 
processors. 


What are the sizes of the address and data buses of the 80486 and the Pentium? 
Identify the main differences between the 80486 and the Pentium. 


What are the clock speed, pipeline model, number of on-chip transistors, and 
number of pins on the 80486 and Pentium processors? 


Discuss typical applications of Pentium. 

Identify the main differences between the Intel 80386 and 80486. 

What is meant by the 80486 BUS BACKOFF feature? 

How many pipeline stages are in Pentium and Pentium Pro? 

How many new instructions are added to the 80486 beyond those of the 80386? 
Given the following register contents, 


(EBX) = 7F27108AH 
(ECX) = 2A157241H 
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11.22 


11.23 


11.24 


11.25 


11.26 


11.27 


11.28 


11.29 


11.30 


11.31 


11.32 


11.33 


11.34 
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what is the content of ECX after execution of the following 80486 instruction 


sequence: 
MOV EBX,ECX 
BSWAP ECX 
BSWAP ECX 
BSWAP ECX 
BSWAP ECX 


If (EBX) = 0123A212H and (EDX) = 46B12310H, then what are the contents of 
EBX and EDX after execution of the 80486 instruction XADD EBX, EDX? 


If (BX) = 271AH, (AX) = 712EH, and (CX) = 1234H, what are the contents of 
AX after execution of the 80486 instruction CMPXCHG CX, BX? 


What are three modes of the Pentium processor? Discuss them briefly. 


What is meant by the statement, “The Pentium processor is based on a superscalar 
design"? 


What are the purposes of the U pipe and V pipe of the Pentium processor? 
What are the sizes of the data and instruction caches in the Pentium? 


Summarize the basic differences among Pentium, Pentium Pro, and Pentium II, 
Celeron, Pentium II Xeon, Pentium III, and Pentium III Xeon processors. 


Why are the Pentium Pro's complete capabilities not used by the Windows 95 
operating system? 


Summarize the basic features of the Intel/Hewlett-Packard “Merced” 
microprocessor. 


Summarize the basic differences between the 68000, 68020, 68030, 68040 and 
68060. 


What is the unique feature of the Power PC microprocessor family? 
Name three new 68020 instructions that are not provided with the 68000. 


Find the contents of the affected registers and memory locations after execution of 
the 68020 instruction MOVE ($1000,A5,D3.W*4) , D1. Assume the following 
data prior to execution of this MOVE: 

[A5] = $0000F210 , [$ 00014218] = $4567 

[D3] = $00001002 , [$ 0001421A] = $2345 

[D1] =$F125012A 


Assume the following 68020 memory configuration: 
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11.35 


11.36 


11.37 


11.38 


$05000200 





Find the contents of the affected memory locations after execution of MOVE . W 
#91234, ([A1]). 


Find the 68020 compare instruction with the appropriate addressing mode to 
replace the following 68000 instruction sequence: 

ASL.L #1,D5 

CMP.L 0 (A0,D5.L),D0 
Find the contents of D1, D2, A4, and CCR and the memory locations after 
execution of each of the following 68020 instructions: 

(a) BESET $5000. 4DL210)) 

(b) BFINS D2, (A4) {D1:D4} 
Assume the data given in Figure P11.36 prior to execution of each of these 
instructions. 






Memory 
T 0 
-lé[0 |1[1]0 [1] 
81150 
$5000——— [0j0[1/0|1[0/0|1 
+8 01. 
-16[1/0|1]0|1j0]l1 |I. 


[D1] = $00000004, [D4] = $00000004 
[D2] = $12345678, [A4] = $00005000 


[D1] = $00000004, [D4] = $00000004 
[D2] = $12345678, [A4] = $00005000 
FIGURE P11.36 


Identify the following 68020 instructions as valid or invalid. Justify your 
answers. 

(a DIVS A0,D1 

(b) CHK.B DO, (AQ) 

(c) MOVE.L DO, (A0) 

It is given that [AO] = $1025671A prior to execution of the MOVE. 


Determine the values of the Z and C flags after execution of each of the following 
68020 instructions: 

(a CHK2.W (A5),D3 

(b) CMP2.L $2001,A5 
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11.39 


11.40 


11.41 


11.42 


11.43 


11.44 


11.45 


11.46 


11.47 
11.48 
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Assume the following data prior to execution of each of these instructions: 





[D3] = $02001740, [A5] = $0002004 


Write a 68020 assembly program to add two 64-bit numbers in DIDO with another 
64-bit number in D2D3. Store the result in DIDO. 


Write a 68020 assembly program to multiply a 32-bit signed number in D5 by 
another 16-bit signed number in D1. Store the 64-bit result in DSR. 

ME 
Write a subroutine in 68020 assembly language to compute zi 
Assume the X,’s are signed 32-bit numbers and the array starts at $50000021. 
Neglect overflow. 


Write a program in 68020 assembly language to find the first one in a bit field 
which is greater than or equal to 16 bits and less than or equal to 512 bits. Assume 
that the number of bits to be checked is divisible by 16. If no ones are found, store 
zero in D3; otherwise store the offset of the first set bit in D3, and then stop. 
Assume A2 contains the starting address of the array, and D2 contains the number 
of bits in the array. 


Write a program in 68020 assembly language to multiply a signed byte by a 32-bit 
signed number to obtain a 64-bit result. Assume that the numbers are respectively 
pointed to by the addresses that are passed on to the user stack by a subroutine 
pointed to by (A7+6) and (A78). Store the 64-bit result in D2:D1. 


What is meant by 68020 dynamic bus sizing? 


Consider the 68020 instruction MOVE.B D1,$00000016. Find the 68020 data 
pins over which data will be transferred if DBACK1 DSACKO = 00. What are 
the 68020 data pins if DBACK1 DSACKO = 10? 


If a 32-bit data is transferred using 68020 MOVE.L DO,$50607011 instruction 
to a 32-bit memory with [DO] = $81F27561, how many bus cycles are needed to 
perform the transfer? What are A,A, equal to during each cycle? What is the SIZ1 
SIZO code during each cycle? What bytes of data are transferred during each bus 
cycle? 


Discuss 68020 I/O. 


What do you mean by the unified cache of the 601? What is its size? 
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11.49 
11.50 


11.5] 


11.52 


11.53 


11.54 


11.55 


List the user-level and general-purpose registers of the 601. 
Name one supervisor-level register in the 601. What is its purpose? 


How does the 601 MSR indicate the following: 
(a) The 601 executes both the user- and supervisor- level instructions. 
(b) The 601 executes only the user-level instructions. 


Explain the operation performed by each of the following 601 instructions: 
[3] ddd.rri,r2,.r3 

ID) drvwu r2,r3,r4 

(oO) -"extsb rl.rZ 

Discuss briefly the exceptions included in the PowerPC 601. 


Compare the basic features of the 601 with the 620. Discuss PowerPC 64-bit 
up s. 


Summarize the basic features of Motorola's state-of-the-art microprocessors. 
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APPENDIX 


ANSWERS TO SELECTED PROBLEMS 


Chapter 2 


2.1(b) 
2.2(b) 
2.3(a) 
2.4(b) 
2.6(c) 
2.11{c) 
2.16(b) 
2.19(b) 
2.19(d) 
2.22(a) 


1101.101, = 13.625,, 

343,,= 101010111, 

1843,, = 3463, 

3072,, = C00, 

-48a = 1101 0000, 

61440,, = 1001 0100 0111 0111 0011, 
0011 1110, 

0; no overflow 

overflow 

0001 0000 0010, = 102 in BCD 


Chapter 3 


3.1 
3.3 
3.4(d) 


3.4(f) 


3.5(c) 
3.7(a) 
3.9(c) 
3.10(b) 
3.11(d) 
3.11(e) 
3.14(a) 
3.14(c) 
3.15 


3.17(b) 


36,, 0 2A,,7 1Cq 
1’s Complement of A7,, 


(A + AB) = A(AB) 
— A (A + B) 
= AB 
BC+ABC+AC =C(B+A) + ABC 
= C(AB) + (AB)C 
= C @ (AB) 
BC 
F = TIMQO, 1, 5, 7, 10, 14, 15) 
F=Z 


Chapter 4 





Ah=BOC f-D 


Add the 4-bit unsigned number to itself using full-adders. 


627 


628 Fundamentals of Digital Logic and Microcomputer Design 


4.16 Z£- 
Y 


4.20 For 4-Bit signed number, A 
Á * 111; 2 A- 1, decrement by 1. 
A + 0001, =A + 1, increment by 1. 
Manipulate C;, to accomplish the above. 


Chapter 5 

5:5 A-],B-0 

5.7 A=1, B=1 
D 
Q Figure for solution 5.9 
Q 

5.13 Tie JK inputs to HIGH ; Clock is the T input. 


5.15 B, =A, output y = B 
5.170) Jx-zkx-y 
Jy-lky-xtz 
Jz = xy, kz =x 
5.19 D, = (A @x) + Bx_ 
D, =x(A ® B) + ABx 
520(c) Tx =y 
Ty =] 


2:22 T3 = Q4Q, + Q201Qo 
524(a J,=B, K,=BC, J,=C, Kj" C, .- , Kc- A* B 


self correcting 


Where x is the input 


Chapter 6 


6.4(a) | sign = 0, carry = 0, zero = 0, overflow = 0. 
(d) sign = 1, carry = 0, zero = 0, overflow = 1. 
6.6(a  20BE 
(b (20BE)=05, (20BF) = 02 
6.13(a) 16,384 
(b) 128 chips 
(c) 4 bits 
6.18 Use the following identities: a ® a = 0 anda@®0O=aand(a®b)®a=b 


Chapter 7 

1:2 Yes, it is possible 

7.5 Yes, it is possible 

7.6 Use four mux's. Manipulate inputs of the mux's to obtain the desired outputs. Use the 
tristate buffers at the outputs of the mux's. 

7.9 y7|x| 


If x, 7 0, then y;....y;y Yo = X7---X2XiXp 
else yj... Yay1Yo = Xpe---X2XjXp + | 
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Xi 
7.11(a) S15 A C15 A C12 F giPi 5 GjPj yi ; worst case add-time: 10A 
Co 
7.14 Refer to figure below: 
a, a, a, Ay 
4539 
Gout 
7.17 Product = 0000 0000 0000 0100, 
7.22(a) P,=ZT; P =T, 
L =P,tP, d,-P, di =Po d =P, 
O=Q 2h, Gal, G= CP C= T, C= T, 
725(a) Savings = 34,304 bits 
7.34(a) 
oF C, C, C C, 
Solution | I Q l 0 0 ; A *— A minus å 
Solution 2 l l l 0 0 ; A *— Aex-orA 
7.42 Step 1: Make F=0 (set ¢,9¢,,¢,, to 000) and set the zero flag to 1. 
Step 2: Execute JZ instruction. 
Chapter 8 
8.5 Memory Chip #1 ECOOH - EDFFH 
Memory Chip #2 F200H - F3FFH 
8.6(a) ROM Map: 0000H - 07FFH 
RAM Map: 2000H - 27FFH 
8.13 20 
8.14 Maximum Directly Addressable Memory = 16 Megabytes; 
14 unused address pins Available. 
8.16 (b) Virtual address Physical address 
24 24 
3784 1224 
10250 page fault 
30780 page fault 
8.18 (a) 4/15 
8.2] 6 x 64 decoder 
8.24 Cache Tag Field = 1-bit 
Cache Index Field = 12-bits 
Cache Data Field = 32-bits 
8.26 Cache word size = 36 bits. 


use XOR gates for finding 1’s complement of x . 
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8.27 (a) 
8.28 (b) 
8.37 (a) 

(c) 
8.39 (a) 
8.41 (a) 


Chapter 9 
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512 (e)h-— 0.85 

Cache size is 4K words. 

4 blocks per set. 

Pipeline clock rate - 5 MHz 

Efficiency = 99.8% 

Avg. number of instructions executed per instruction cycle = 4.98 


LDA X 
JMP 2040 
DCR 2 


SUB Z 


2040  STAW 
The above program assumes that the system supports delayed branch. 


9.4 20642H 
9.6(a) Implied 


9.8 (AL) =5 
9.13 
XCHG  BL,BH 
MOV AX,BX 
ADD AX,CX 
HLT 
9.19 MOV AL,CH 
CBW 
IDIV CL 
MOV CL,AH 
MOV CH, AL 
HLT 
9.26 CONV SEGMENT 
ASSUME | CS:CONV 
BCD2BIN PROC FAR 
MOV BX, 4000H 
MOV Ci, 10 
MOV DX, 0 
MOV AL, [BX] 
MUL CL 
ADD DX, AX 
INC BX 
ADD DL, [BX] 
RET 
BC2BIN ENDP 
CONV ENDS 
END 


9.27 


MOV CL, 4 

MOV AL, 90H 
OUT CNTRL, AL 
MOV BL, 0 


BACK: IN AL, PORTA 
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RCR AL, 1 
JC START 
INC BL 


START: DEC CLG 
JNZ BACK 
RCR BL, 1 
JNC LEDON 
MOV AL, 0 
OUT PORTB, AL 
HLT 
LEDON: MOV AL, 10H 
OUT PORTB, AL 
HLT 
9.28 Port A= 01H, Port B= 03H, Port C = 05H, CNTRL = 07H 
2732 ODD -00001H,00003H,...,0] FFFH 
2732 EVEN = 00000H,00002H,...,.01]FFEH 
9.34 For 15 sec. delay: a count of 0931H provides a delay of 20 msec; this loop needs to be 
executed 750 times. 


Chapter 10 
10.7 TRAP occurs since odd address. 
10.9(c) Privileged 
10.13 $0000 0000 
10.16 SWAP D1 
MOVE D1, DO 
EXT. L DO 
SWAP D1 
EXT. W D1 
DIVS D1, DO 
FINISH JMP FINISH 
10.18 MOVE.W D1, DO 
SWAP D1 
ADD DO, D1 
SWAP D1 


FINISH JMP FINISH 
10.31 AS = 0, FC2FCIFCO - -1 
LDS = I, UDS = 0 
10.33 Memory map: 
even 2764 $000000,$000002,..., 5003 FFE 
odd 2764 $000001 ,$000003,..., S003 FFF 
68230 I/O map: 
PGCR -$004001, PADDR = $004005 
PBDDR - $004007, PACR =$00400D 
PBCR =$00400F, PADR =$004011 
PBDR = $004013 


Chapter 11 


11.6(a) (EAX) = 0000 0080H 

11.8 MOVSX CX, BH 
IDIWV AX,CX 
HLT 

11.20 (ECX)=2A157241H 
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11.22 (AX) - 1234H 
11.33. (DL.W) = $4567 
11.35 CMP.L (0,A0,D5.L*2),D0 


11.39 ADD.L D3; DO 
ADDX.L D2,D1 
FINISH JMP FINISH 


11.45 . *32.bit device: Byte data will be transferred via 68020 D,, - D, pins. 
*8-bit device: Byte data will be transferred via D,, - Da, pins. 
11.49 GPRO - GPR31 
11.51(b) The PR bit in MSR is 1. 
11.52(a The 32-bit contents of r2 and r3 are added; the result is stored in rl. The dot suffix 


enables the update of the condition register. 
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APPENDIX 


GLOSSARY 


ABEL: A programming language for PLDs developed by Data I/O Corporation. 





Absolute Addressing: This addressing mode specifies the address of data with the 
instruction. 


Accumulator: Register used for storing the result after most ALU operations; available 
with 8-bit microprocessors. 


Address: A unique identification number (or locator ) for source or destination of data. 
An address specifies the register or memory location of an operand involved in the 
instruction. 


Addressing Mode: The manner in which a microprocessor determines the effective 
address of source and destination operands in an instruction. 


Address Register: A register used to store the address (memory location) of data. 
Address Space: The number of storage location in a microcomputer's memory that can 
be directly addressed by the microprocessor. The addressing range 1s determined by the 


number of address pins provided with the microprocessor chip. 


American Standard Code for Information Interchange (ASCID: An 8-bit code 
commonly used with microprocessors for representing alphanumeric codes. 


Analog-to-Digital (A/D) Converter: Transforms an analog voltage into its digital 
equivalent. 


AND gate: The output is 1, if all inputs are 1; otherwise the output is 0. 


Arithmetic and Logic Unit (ALU): A digital circuit which performs arithmetic and logic 
operations on two n-bit numbers. 


ASIC: Application Specific IC. Chips designed for a specific, limited application. Normally 
reduces the total manufacturing cost of a product by reducing chip count. 


Assembler: A program that translates an assembly language program into a machine 
language program. 
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Assembly Language: A type of microprocessor programming language that uses a semi- 
English-language statement. 


Asynchronous Operation: The execution of a sequence of steps such that each step is 
initiated upon completion of the previous step. 


Asynchronous Sequential Circuit: Completion of one operation starts the next operation 
in sequence. Time delay devices (logic gates) are used as memory. 


Asynchronous Serial Data Transmission: The transmitting device does not need to be 
synchronized with the receiving device. 


Autodecrement Addressing Mode: The contents of the specified microprocessor register 
are first decremented by n (1 for byte, 2 for 16-bit, and 4 for 32-bit) and then the resulting 
value is used as the address of the operand. 


Autoincrement Addressing Mode: The contents of a specified microprocessor register 
are used as the address of the operand first and then the register contents are automatically 
incremented by n (1 for byte, 2 for 16-bit, and 4 for 32-bit). 


Barrel Shifter: A specially configured shift register that 1s normally included in 32-bit 
microprocessors for cycle rotation. That is , the barrel shifter shifts data in one direction. 


Base address: An address that is used to convert all relative addresses in a program to 
absolute (machine) addresses. 


Baud Rate: Rate of data transmission in bits per second. 


Behavioral Modeling: Using hardware description languages such as Verilog and VHDL, 
a system can be described in terms of what it does and how it behaves rather than in terms 
of its components and their interconnections. 


Binary-Coded Decimal (BCD): The representation of 10 decimal digits, 0 through 9, by 
their corresponding 4-bit binary number. 


Bit: An abbreviation for a binary digit. A unit of information equal to one of two possible 
states (one or zero, on or off, true or false). 


Block Transfer DMA: A peripheral device requests the DMA transfer via the DMA request 
line, which is connected directly or through a DMA controller chip to the microprocessor. 
The DMA controller chip completes the DMA transfer and transfers the control of the bus 
to the microprocessor. 


Branch: The branch instruction allows the computer to skip or jump out of program 
sequence to a designated instruction either unconditionally or conditionally (based on 


conditions such as carry or sign). 


Breakpoint: Allows the user to execute the section of a program until one of the breakpoint 
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conditions is met. It is then halted. The designer may then single step or examine memory 
and registers. Typically breakpoint conditions are program counter address or data 
references. Breakpoints are used in debugging assembly language programs. 


Browser: Program in the personal computer to see contents on the web via http protocol. 


Buffer: A temporary memory storage device deigned to compensate for the different data 
rates between a transmitting device and a receiving device (for example, between a CPU 
and a peripheral). Current amplifiers are also referred to as buffers. 


Bus: A collection of wires that interconnects computer modules. The typical microcomputer 
interface includes separate buses for address, data, control, and power functions. 


Bus Arbitration: Bus operation protocols (rules) that guarantee conflict-free access to 
a bus. Arbitration is the process of selecting one respondent from a collection of several 
candidates that concurrently request service. 


Bus Cycle: The period of time in which a microprocessor carries out read or write 
operations. 


Cache Memory: A high speed, directly accessible, relatively small, semiconductor read/ 
write memory block used to store data/instructions that the microcomputer may need in 
the immediate future. Increases speed by reducing the number of external memory reads 
required by the processor.Typical 32 and 64-bit microprocessors are normally provided 
with on-chip cache memory. 


CD (Compact Disc) Memory: Optical memory. Uses laser and stores audio information. 


Central Processing Unit (CPU): The brains of a computer containing the ALU, register 
section, and control unit. CPU in a single chip is called microprocessor. 


Chip: An Integrated Circuit (IC) package containing digital circuits. 
CISC: Complex Instruction Set Computer. The Control unit is designed using 
microprogramming. Contains a large instruction set. Difficult to pipeline compared to 


RISC. 


Clock: Timing signals providing synchronization among the various components in a 
microcomputer system. Analogous to heart beats of a human being. 


CMOS: Complementary MOS. Dissipates low power, offers high density and speed 
compared to TTL. 


Combinational Circuit: Output is provided upon application of inputs; contains no 
memory. 


Compiler: A program which translates the source code written in a high-level programming 
language into machine language that is understandable to the processor. 
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Condition Code Register: Contains information such as carry, sign, zero, and overflow 
based on ALU operations. 


Control Unit: Part of the CPU; its purpose is to translate or decode instructions read 
(fetched) from the main memory into the Instruction Register. 


Coprocessor: A companion microprocessor that performs specific functions such as 
floating-point operations independently from the microprocessor to speed up overall 
operations. 


CPLD: Complex PLD. This chip contains several basic PLDs along with all 
interconnections. 


Cycle Stealing DMA: The DMA controller transfers a byte of data between the 
microcomputer's memory and a peripheral device such as the disk by stealing a clock 
cycle of microprocessor. 


Data: Basic elements of information represented in binary form (that 1s, digits consisting 
of bits) that can be processed or produced by a microcomputer. Data represents any group 
of operands made up of numbers, letters, or symbols denoting any condition, value, or 
state. Typical microcomputer operand sizes include: a word, which typically contains 
2 bytes or 16-bits; a long word, which contains 4 bytes or 32 bits; a quad word, which 
contains 8 bytes or 64 bits. 


Dataflow Modeling: Behavioral modeling with concurrent statements. 


Data Register: A register used to temporarily hold operational data being sent to and from 
a peripheral device. 


Debugger: A program that executes and debugs the object program generated by the 
assembler or compiler. The debugger provides a single stepping, breakpoints, and program 
tracing. 

Decoder: A chip, when enabled, selects one of 2" output lines based on n inputs. 
Demultiplexer: Performs reverse operation of a multiplexer. 

Digital to Analog (D/A) Converter: Converts binary number to analog signal. 

Diode: Two terminal electronic switch. 

Direct Memory Access (DMA): A type of input/output technique in which data can 
be transferred between the microcomputer memory and external devices without the 
microprocessor's involvement. 

Directly Addressable Memory: The memory address space in which the microprocessor 


can directly execute programs. The maximum directly addressable memory is determined 
by the number of the microprocessor's address pins. 
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DRAM: See Dynamic RAM. 


DVD Memory: Stands for Digital Video Disc or Digital Versatile Disc. Optical memory. 
Uses laser and stores both audio and video information. 


Dynamic RAM: Stores data as charges in capacitors and therefore, must be refreshed since 
capacitors can hold charges for a few milliseconds. Hence, requires refresh circuitry. 


EAROM (Electrically Alterable Read-Only Memory): Same as EEPROM or E? 
PROM. Can be programmed one line at a time without removing the memory from its 
sockets. This memory is also called read-mostly memory since it has much slower write 
times than read times. 


Editor: A program that produces an error-free source program, written in assembly or 
high-level languages. 


EEPROM or E PROM: Same as EAROM (see EAROM). 


Effective Address: The final address used to carry out an instruction. Determined by the 
addressing mode. 


Emulator: A hardware device that allows a microcomputer system to emulate (that is, 
mimic ) another microcomputer system. 


Encoder: Performs reverse operation of a decoder. Contains a maximum of 2° inputs and 
n outputs. 


EPROM (Erasable Programmable Read-Only Memory): Can be programmed and 
erased all programs in an EPROM chip using ultraviolet light. The chip must be removed 
from the microcomputer system for programming. 


Equivalence: See Exclusive-NOR. 

Exception Processing: Includes the microprocessor’s processing states associated with 
interrupts, trap instructions, tracing, and other exceptional conditions, whether they are 
initiated internally or externally. 

Exclusive-OR: The output is 0, if inputs are same; otherwise; the output is 1. 
Exclusive-NOR: The output is 1, if inputs are same; otherwise, the output is 0. 
Extended Binary-Coded Decimal Interchange Code (EBCDIC): An 8-bit code 
commonly used with microprocessors for representing alphanumeric codes. Normally 


used by IBM. 


Firmware: Microprogram is sometimes referred to as firmware to distinguish it from 
hardwired control (purely hardware method). 
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Flag(s): An indicator, often a single bit, to indicate some conditions such as trace, carry, 
zero, and overflow. 


Flash Memory: Utilizes a combination of EPROM and EEPROM technologies. Used in 
cellular phones and digital cameras. 


Flip-Flop: One-bit memory. 


FPGA: Field Programmable Gate Arrays. This chip contains several smaller individual 
logic blocks along with all interconnections. 


Full-Adder: Adds three bits generating a sum bit and a carry bit. 
Gate: Digital circuits which perform logic operations. 
Half-Adder: Adds two bits generating a sum bit and a carry bit. 


Handshaking: Data transfer via exchange of control signals between the microprocessor 
and an external device. 


Hardware: The physical electronic circuits (chips) that make up the microcomputer 
system. 


Hardwired Control: Used for designing the control unit using all hardware. 
HCMOS: High speed CMOS. Provides high density and consumes low power. 
Hexadecimal Number System: Base-16 number system. 


High-Level Language: A type of programming language that uses a more understandable 
human-oriented language such as C. 


HMOS: High-density MOS reduces the channel length of the NMOS transistor and 
provides increased density and speed in VLSI circuits. 


Immediate Address: An address that is used as an operand by the instruction itself. 


Implied Address: An address is not specified, but is contained implicitly in the 
instruction. 


In-Circuit Emulation: The most powerful hardware debugging technique; especially 
valuable when hardware and software are being debugged simultaneously. 


Index: A number (typically 8-bit signed or 16-bit unsigned) is used to identify a particular 
element in an array (string). The index value typically contained in a register is utilized by 


the indexed addressing mode. 


Indexed Addressing: The effective address of the instruction is determined by the sum of 
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the address and the contents of the index register. Used to access arrays. 


Index Register: A register used to hold a value used in indexing data, such as when a value 
is used in indexed addressing to increment a base address contained within an instruction. 


Indirect Address: A register holding a memory address to be accessed. 


Instruction: Causes the microprocessor to carry out an operation on data. A program 
contains instructions and data. 


Instruction Cycle: The sequence of operations that a microprocessor has to carry out 
while executing an instruction. 


Instruction Register (IR): A register storing instructions; typically 32 bits long for a 32- 
bit microprocessor. 


Instruction Set: Lists all the instructions that the microcomputer can execute. 


Interleaved DMA: Using this technique, the DMA controller takes over the system bus 
when the microprocessor is not using it. 


Internal Interrupt: Activated internally by exceptional conditions such as overflow and 
division by zero. 


Internet: Connects users from around the world via a web of data transmission lines. 


Interpreter: A program that executes a set of machine language instructions in response 
to each high-level statement in order to carry out the function. 


Interrupt I/O: An external device can force the microcomputer system to stop executing 
the current program temporarily so that it can execute another program known as the 
interrupt service routine. | 

Interrupts: A temporary break in a sequence of a program, initiated externally or 
internally, causing control to jump to a routine, which performs some action while the 


program is stopped. 


I/O ( Input/Output): Describes that portion of a microcomputer system that exchanges data 
between the microcomputer system and an external device. 


VO Port: A register that contains control logic and data storage used to connect a 
microcomputer to external peripherals. 


Inverting Buffer: Performs NOT operation. Current amplifier. 
Karnaugh Map: Simplifies Boolean expression by a mapping mechanism. 


Keyboard: Has a number of push button-type switches configured in a matrix form (rows 
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x columns). 


Keybounce: When a mechanical switch opens or closes, it bounces (vibrates) for a small 
period of time (about 10-20 ms) before settling down. 


Large-Scale Integration (LSD: An LSI chip contains 100 to 1000 gates. 


LED: Light Emitting Diode. Typically, a current of 10 ma to 20 ma flows at 1.7v to 2.4v 
drop across it. 


Local Area Network: A collection of devices and communication channels that connect 
a group of computers and peripheral devices together within a small area so that they can 


communicate with each other. 


Logic Analyzer: A hardware development aid for microprocessor-based design; gathers 
data on the fly and displays it. 


Logical Address Space: All storage locations with a programmer's addressing range. 


Loops: A programming control structure where a sequence of microcomputer instructions 
are executed repeatedly (looped) until a terminating condition (result) is satisfied. 


Machine Code: A binary code (composed of 1’s and O's) that a microcomputer 
understands. 


Machine Language: A type of microprocessor programming language that uses binary 
or hexadecimal! numbers. 


Macroinstruction: Commonly known as an instruction; initiates execution of a complete 
microprogram. Example includes assembly language instructions. 


Macroprogram: The assembly language program. 
Mask: A pattern of bits used to specify (or mask) which bit parts of another bit pattern 
are to be operated on and which bits are to be ignored or “masked” out. Uses logical AND 


operation. 


Mask ROM: Programmed by a masking operation performed on the chip during the 
manufacturing process; its contents cannot be changed by user. 


Maskable Interrupt: Can be enabled or disabled by executing typically the interrupt 
instructions. 


Memory: Any storage device which can accept, retain, and read back data. 


Memory Access Time: Average time taken to read a unit of information from the 
memory. 
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Memory Address Register (MAR): Stores the address of the data. 
Memory Cycle Time: Average time lapse between two successive read operations. 


Memory Management Unit (MMU): Hardware that performs address translation and 
protection functions. 


Memory Map: A representation of the physical locations within a microcomputer's 
addressable main memory. 


Memory-Mapped 1/0: 1/O ports are mapped as memory locations, with every connected 
device treated as if it were a memory location with a specific address. Manipulation of I/O 
data occurs in “interface registers" (as opposed to memory locations); hence there are no 
input (read) or output (write) instructions used in memory-mapped I/O. 


Microcode: A set of instructions called “microinstructions” usually stored in à ROM in 
the contro] unit of a microprocessor to translate instructions of a higher-level programming 
language such as assembly language programming. 


Microcomputer: Consists of a microprocessor, a memory unit, and an input/output unit. 


Microcontroller: Typically includes a microcomputer, timer, A/D (Analog to Digital) 
and D/A (Digital to Analog) converters in the same chip. 


Microinstruction: Most microprocessors have an internal memory called contro! 
memory. This memory is used to store a number of codes called microinstructions. These 
microinstructions are combined to design the instruction set of the microprocessor. 


Microprocessor: The Central Processing Unit (CPU) of a microcomputer. 


Microprocessor Development System: A tool for designing and debugging both hardware 
and software for microcomputer-based system. 


Microprocessor-Halt DMA: Data transfer is performed between the microcomputer’s 
memory and a peripheral device either by completely stopping the microprocessor or by a 
technique called cycle stealing. 


Microprogramming: The microprocessor can use microprogramming to design the 
instruction set. Each instruction in the Instruction register initiates execution of a 
microprogram stored typically in ROM inside the control unit to perform the required 
operation. 


Monitor: Consists of a number of subroutines grouped together to provide "intelligence" 
to a microcomputer system. This intelligence gives the microcomputer system the 
capabilities for debugging a user program, system design, and displays. 


Multiplexer: A hardware device which selects one of n input lines and produces it on the 
output. 


642 Fundamentals of Digital Logic and Microcomputer Design 


Multiprocessing: The process of executing two or more programs in parallel, handled by 
multiple processors all under common control. Typically each processor will be assigned 
specific processing tasks. 

Multitasking: Operating system software that permits more than one program to run on 
a single microprocessor. Even though each program is given a small time slice in which 
to execute, the user has the impression that all tasks (different programs) are executing at 
the same time. 


Multiuser: Describes a computer operating system that permits a number of users to 
access the system on a time-sharing basis. 


NAND: The output is 0, if all inputs are 1; otherwise, the output is 1. 
Nanomemory: Two-level ROM used in designing the control unit. 


Nested Subroutine: A commonly used programming technique in which one subroutine 
calls another subroutine. 


Nibble: A 4-bit word. 

Non-inverting Buffer: Input is same as output. Current amplifier. 

Nonmaskable Interrupt:. Occurrence of this type of interrupt cannot be ignored by 
microcomputer and even though interrupt capability of the microprocessor is disabled. Its 
effect cannot be disabled by instruction. 

Non-Multiplexed: A non-multiplexed microprocessor pin that assigns a unique function 
as opposed to a multiplexed microprocessor pin defining two functions on time-shared 
basis. 

NOR: The output is 1, if all inputs are 0’s; otherwise, the output is 0. 


NOT gate: If the input is 1, the output is 0, and vice versa. 


Object Code: The binary (machine) code into which a source program is translated by a 
compiler, assembler, or interpreter. 


Octal Number System: Base 8-number system. 


Ones Complement: Obtained by changing 1’s to * 0’s, and 0’s to l's of a binary 
number. 


One-Pass Assembler: This assembler goes through the assembly language program once 
and translates the assembly language program into a machine language program. This 


assembler has the problem of defining forward references. See Two-Pass Assembler. 


Op Code (Operation Code): Part of an instruction defining the operation to be 
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performed. 


Operand: A datum or information item involved in an operation from which the result is 
obtained as a consequence of defined addressing modes. Various operand types contain 
information, such as source address, destination address, or immediate data. 


Operating System: Consists of a number of program modules to provide resource 
management. Typical resources include microprocessors, disks, and printers. 


OR Gate: The output is 0, if all inputs are 0; otherwise, the output is 1. 


Page: Some microprocessors, divide the memory locations into equal blocks. Each of 
these blocks is called a page and contains several addresses. 


Parallel Operation: Any operation carried out simultaneously with a related operation. 
Parallel Transmission: Each bit of binary data is transmitted over a separate wire. 
Parity: The number of 1’s in a word is odd for odd parity and even for even parity. 


Peripheral: An I/O device capable of being operated under the control of a CPU through 
communication channels. Examples include disk drives, keyboards, CRT's, printers, and 
modems. 


Personal Computer: Low-cost, affordable microcomputer normally used by an individual 
for word processing and Internet applications. 


Physical Address Space: Address space is defined by the address pins of the 
microprocessor. 


Pipeline: A technique that allows a microcomputer processing operation to be broken 
down into several steps (dictated by the number of pipeline levels or stages) so that the 
individual step outputs can be handled by the microcomputer in parallel. Often used 
to fetch the processor's next instruction while executing the current instruction, which 
considerably speeds up the overall operation of the microcomputer. Overlaps instruction 
fetch with execution. 


Pointer: A storage location (usually a register within a microprocessor) that contains the 
address of (or points to) a required item of data or subroutine. 


Polled Interrupt: A software approach for determining the source of interrupt in a 
multiple interrupt system. 


POP Operation: Reading from the top or bottom of stack. 


Port: A register through which the microcomputers communicate with peripheral 
devices. 
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Primary or Main Memory: Storage that is considered as part of the microcomputer. The 
microcomputer can directly execute all instructions in the main memory. The maximum 
size of the main memory is defined by the number of address pins in the microprocessor. 


Privileged Instructions: An instruction which can only be executed by the microprocessor 
in the supervisor (operating system) mode. 


Processor Memory: A set of microprocessor registers for holding temporary results when 
a computation is in progress. 


Program: A self-contained sequence of computer software instructions (source code) that, 
when converted into machine code, directs the computer to perform specific operations for 
the purpose of accomplishing some processing task. Contains instructions and data. 


Program Counter (PC): A register that normally contains the address of the next 
instruction to be executed in a program. 


Programmable Array Logic (PAL): Contains programmable AND gates and fixed OR 
gates. Similar to a ROM in concept except that it does not provide full decoding of the 
input lines. PAL’s can be used with 32-bit microprocessors for performing the memory 
decode function. 


Programmable Logic Array (PLA): Contains programmable AND and Programmable 
OR gates. 


Programmable Logic Device (PLD): Contains AND gates and OR gates. 


Programmed I/O: The microprocessor executes a program to perform all data transfers 
between the microcomputer system and external devices. 


PROM (Programmable Read-Only Memory): Can be programmed by the user by using 
proper equipment. Once programmed, its contents cannot be altered. 


Protocol: A list of data transmission rules or procedures that encompass the timing, control, 
formatting, and data representations by which two devices are to communicate. Also known 
as hardware “handshaking”, which is used to permit asynchronous communication. 


PUSH Operation: Writing to the top or bottom of stack. 


Random Access Memory (RAM): A read/write memory. RAMS (static or dynamic) are 
volatile in nature (in other words, information is lost when power is removed). 


Read-Only-Memory (ROM): A memory in which any addressable operand can be read 
from, but not written to, after initial programming. ROM storage is nonvolatile (information 
is not lost after removal of power). 


Reduced Instruction Set Computer (RISC): A simple instruction set 1s included. The 
RISC architecture maximizes speed by reducing clock cycles per instruction. The contro! 
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unit is designed using hardwired control. Easier to implement pipelining. 

Register: A high-speed memory usually constructed from flip-flops that are directly 
accessible to the microprocessor. It can contain either data or a specific location in memory 
that stores word(s) used during arithmetic, logic, and transfer operations. 


Register Indirect: Uses a register which contains the address of data. 


Relative Address: An address used to designate the position of a memory location in a 
routine or program. 


RISC: See Reduced Instruction Set Computer. 

Routine: A group of instructions for carrying out a specific processing operation. Usually 
refers to part of a larger program. A routine and subroutine have essentially the same 
meaning, but a subroutine could be interpreted as a self-contained routine nested within a 


routine or program. 


Scalar Microprocessor: Provided with one pipeline. Allows execution rate of one clock 
cycle per instruction for most instructions. The 80486 is a scalar microprocessor. 


Scaling: Multiplying an index register by 1,2,4 or 8. Used by the addressing modes of 
typical 32- and 64-bit microprocessors. 


Schmitt Trigger: An analog circuit that provides high noise immunity. 


SDRAM: Synchronous DRAM. This chip contains several DRAMS internally. The control 
signals and address inputs are sampled by the SDRAM by a common clock. 


Secondary Memory Storage: Anauxiliary data storage device that supplements the main 
(primary) memory of a microcomputer. It is used to hold programs and data that would 
otherwise exceed the capacity of the main memory. Although it has a much slower access 
time, secondary storage is less expensive. Examples include floppy and hard disks. 


Sequential Circuit: Combinational circuit with memory. 


Serial Transmission: Only one line is used to transmit the complete binary data bit by 
bit. 


Server: Large computer performing actual work on the Internet. 


Seven-Segment LED: Contains an LED in each of the seven segments.Can display 
numbers. 


Single-Chip Microcomputer: Microcomputer (CPU, memory, and input/output) on a 
chip. 


Single-chip Microprocessor: Microcomputer CPU (microprocessor) on a chip. 
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Single Step: Allows the user to execute a program one instruction at a time and examine 
contents of memory locations and registers. 


Software: Programs in a microcomputer. 


Source Code: The assembly language program written by a programmer using assembly 
language instructions. This code must be translated to the object (machine) code by the 
assembler before it can be executed by the microcomputer. 


SRAM: See Static RAM. 


Stack: An area of read/write memory typically used by a microcomputer during subroutine 
calls or occurrence of an interrupt.The microcomputer saves in the stack the contents of 
the program counter before executing the subroutine or program counter contents and other 
status information before executing the interrupt service routine. Thus, the microcomputer 
can return to the main program after execution of the subroutine or the interrupt service 
routine. The stack is a last in/first out (LIFO) read/write memory (RAM) that can also be 
manipulated by the programmer using PUSH and POP instructions. 


Stack Pointer: A register used to address the stack. 


Standard I/O: Utilizes a control pin on the microprocessor chip typically called the M/JO 
pin, in order to distinguish between input/output and memory; IN and OUT instructions are 
used for input/output operations. 


Static RAM: Also known as SRAM. Stores data in flip-flops; does not need to be 
refreshed. Information is lost upon power failure unless backed up by battery. 


Status Register: A register which contains information concerning the flags in a 
processor. 


Structural Modeling: Using hardware description languages such as Verilog and VHDL, 
a schematic or a logic diagram can be described. 


Subroutine: A program carrying out a particular function and which can be called by 
another program known as the main program. A subroutine needs to be placed only once in 
memory and can be called by the main program as many times as the programmer wants. 


Superscalar Microprocessor: Provided with more than one pipeline and executes more 
than one instruction per clock cycle. The Pentium is a superscalar microprocessor. 


Supervisor State: When the microprocessor processing operations are conducted at a 
higher privilege level, it is usually in the supervisor state. An operating system typically 
executes in the supervisor state to protect the integrity of “basic” system operations from 
user influences. 


Synchronous Operation: Operations that occur at intervals directly related to a clock 
period. 
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Synchronous Sequential Circuit: The present outputs depend on the present inputs and 
the previous states stored in flip-flops. 


Synchronous Serial Data Transmission: Data is transmitted or received based on a clock 
signal. 


TCP/IP: Protocol used on the Internet. 


Tracing: Allows single stepping. A dynamic diagnostic technique permits analysis 
(debugging) of the program's execution. 


Transistor: Electronic switch; performs NOT; current amplifier. 


Tristate Buffer: Has three output states: logic 0, 1, and a high-impedance state. This chip 
is typically enabled by a control signal to provide logic 0 or 1 outputs. This type of buffer 
can also be disabled by the contro! signal to place it in a high-impedance state. 


Two's Complement: The two's complement of a binary number is obtained by replacing 
each 0 with a 1 and each | with a 0 and adding one to the resulting number. 


Two-Pass Assembler: This assembler goes through the assembly language program 
twice. In the first pass, the assembler assigns binary addresses to labels. In the second pass, 
the assembly program is translated to the machine language. No problem with forward 
branching. 


UART (Universal Asynchronous Receiver Transmitter): A chip that provides all the 
interface functions when a microprocessor transmits or receives data to or from a serial 
device. Converts serial data to parallel and vice versa. Also called ACIA (Asynchronous 
Communications Interface Adapter) by Motorola. 


User State: Typical microprocessor operations processing conducted at the user level. 
The user state is usually at lower privilege level than the supervisor state. In the user mode, 
the microprocessor can execute a subset of its instruction set, and allows protection of basic 
system resources by providing use of the operating system in the supervisor state. This is 
very useful in multiuser/multitasking systems. 


Vectored Interrupts: A device identification technique in which the highest priority 
device with a pending interrupt request forces program execution to branch to an interrupt 
routine to handle exception processing for the device. 


Verilog: Not an acronym. Hardware design language developed by Gateway Design 
Automation in 1984 and later acquired by Cadence Design Systems. Verilog syntax is 
based mostly on C and some Pascal. Used for programming CPLD and FPGA chips. 


Very Large Scale Integration (VLSI): a VLSI chip contains more than 1000 gates. 
More commonly, a VLSI chip is identified by the number of transistors rather than the gate 
count. 
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VHDL: Stands for VHSIC (Very High Speed Integrated Circuit) Hardware Description 
Language. Developed by US Department of Defense. Syntax is based on Ada. can be used 
to program CPLD and FPGA chips. 


Virtual Memory: An operating system technique that allows programs or data to exceed 
the physical size of the main, internal, directly accessible memory of the microcomputer. 
Program or data segments/pages are swapped from external disk storage as needed. The 
swapping is invisible (transparent) to the programmer. Therefore, the programmer does 
need not to be concerned with the actual physical size of internal memory while writing 
the code. 


Web: All the interconnected data sources that can be accessed by the personal computers 
on the Internet. 


Wide Area Network: Data network connecting systems within a large area. 
Word: The bit size of a microprocessor refers to the number of bits that can be processed 


simultaneously by the basic arithmetic and logic circuits of the microprocessor. A number 
of bits taken as a group in this manner is called a word. 
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MOTOROLA 68000 AND SUPPORT CHIPS 





(M) MOTOROLA 


Advance Information 






















16-BIT MICROPROCESSING UNIT 


Advances in semiconductor technology have provided the capability 
to place on a Single Silicon chip à microprocessor at ieast an order of 
magnitude higher in performance and circuit complexity than has been 
Previously available. The M C68000 is the first of a family of such YLSI 
microprocessors trom Motorola. it combines state-of-the-art 
technology and advanced circuit design techniques with computer 
sciences to achieve an architecturally advanced 16-bit microprocessor. 
The resources available to the MC68000 user consist of the following: 
€ 32-B:t Data and Address Registers 
€ 16 Megabyte Direct Addressing Range 
| & 56 Powerful Instruction Types 
€ Operations on Five Main Data Types 
€ Memory Mapped L/O 
| € 14 Addressing Modes 


As shown in the programming model, the MC68000 offers seventeen 
32-bit registers in addtvon to the 32-bit program counter and a 16-bi 
status register The first eight registers (DO-D7! are used as data 
registers for byte (B-b't!, word (16-bit), and long word (32-bit) data 
operations. The second set of seven registers (A0-A6! and the system 
Stack pointer may be used as Software Stack pointers and base address 
registers. In addition, these registers may be used for word and tong 
word address operations All seventeen registers may be used as index 
registers 
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Appendix C: Motorola 68000 and Support Chips 





(M) MOTOROLA 


Advance Information 


MC68230 PARALLEL INTERFACE/ TIMER 


Tne MC68230 Parallel Interface/ Timer provides versatile double but- 
fered parallel intertaces and an operating system oriented trmer to 
MC68000 systems The parallel interfaces operate in untdtrectional or 
bidirectional modes. either 8 or 16 bits wide. In the umidirectionat 
modes, an associated data direction register. determines whether the 
Port pins are inputs or Outputs In the bidirectional modes the data 
direction registers are ignored and the direction is determined 
dynamically by the state of four handshake pins These programmable 
handshake pins provide an interface flexible enough for Connection to a 
wide variety of low, medium, or high speed peripherals or other com- 
puter Systems The Pi/T ports allow use of vectored or autovectored in- 
terrupts, and also provide a OMA Request pin for connection to the 
MC68450 Direct Memory Access Controller or a simdar circuit. The PIT 
umer contains a 24-bit wide counter and a 5-bi prescaler The timer 
may be clocked by the system clock (PI/T CLK pin) or by an external 
clock (TIN pin), and a 5-bit prescaler can be used. It can generate 
periodic interrupts. a square wave, or a Single interrupt after a pro 
grammed ume period Also :t can be used for elapsed time measure- 
ment or as a device watchdog 


€ MC68000 Bus Compatible 
€ Por: Modes Include. 
Bit VO 
Unidirectional 8- Bit and 16-Bit 
Bidirectional 8-B and 16. B 
@ Selectable Handshaking Options 
@ 24-Bit Programmabie Timer 
€ Software Programmabie Timer Modes 
€ Contains interrupt Vector Generation Logic 
€ Separate Port and Timer interrupt Service Requests 
€ Registers are Read/Write and Directly Addressable 


€ Registers are Addressed for MOVEP (Move Peripheral!) and DMAC 
Compatibility 






MC68230L8 
MC68230L10 
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PIN ASSIGNMENT 


PC7/TIACK 
PC8/PIACK 
PC5/PIRO 
PC4/DMAREO 
PC3/TOUT 
PC2/TIN 
PCI 
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(€) moronoLA 


PERIPHERAL INTERFACE ADAPTER (PIA) 


The MC882! Penpheral Interface Adapter provides the universa: 
means of interfacing per pheral equipment to the M6BOG family of 
microprocessors. This device ts capable of interfacing the MPU to 
peripherals through two B-b' udirectional peripheral data buses and 
four contro! tines. No external togic 1s required for interfacing to most 
peripheral devices 

The tuncuonal configuration o! the PIA is programmed by the MPU 
during system initialization, Each of the peripheral data lines can be pro- 
grammed to act as an :nput or output, and each of the four con- 
trol/interrupt lines may be programmed for one of several contro! 
modes. This allows a high degree of flexibility in the overa! operation of 
the interface. 
€ 8-8 Bidirecuoca! Data Bus for Communication with the 

MPU 

Two Bidirechonal B-Bit Buses for Interface to Peripherals 

Two Programmable Controi Registers 

Two Programmable Data Direction Registers 

Four Individually- Controlled Interrupt input Lines; Two 

Usable as Peripheral Control Outputs 

Handshake Control Logic for Input and Output Peripheral 

Operation 

High- impedance Three- State and Direct Transistor Drive 

Penphera! Lines 

Program Controlled Interrupt and Interrupt Disable Capability 

CMOS Drive Capability on Side å Peripheral Lines 

Two TTL Drive Capability cn All A and B Side Buffers 

TTL-Compatibie 
9 Static Operation 





MAXIMUM RATINGS 


Supply Voltage -0 310 +70 





Operating Temperature Range 


MC6821, MC68A2!. MC68821 
MC6821C. MCEBA21C, MC68B21C 


Thermal Resistance 
Ceramic 
Piasuc 
Cerdip 


This device contains Circuitty to protect the inpurs against damage due to high 
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PIN ASSIGNMENT 


static volages or electric fields, however, n is advised that norma! precautions 
be taken to avoid application of any voltage higher than maximum-rated 
voltages to (his high-impedance crcuit, Reliability of operation is enhanced f 
unused inputs are tied lo an appropriate logic voltage tí e , either Vss or Yeg? 
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PIA INTERFACE SIGNALS FOR MPU 


The PIA interfaces to the M6800 bus with an 8-bit bidirec- 
tional data bus, three chip select lines, two register select 
ines, two interrupt request lines, a read/write line, an enable 
iine and a reset line. To ensure proper operation with the 
MC6800, MC6802, or MC6808 microprocessors, VMA 
should be used as an active part of the address decoding. 


Bidirectional Data (D0-D7} — The bidirectional data lines 
(DO-D71 allow the transfer of data between the MPU and the 
PIA. The data bus output drivers are three-state devices that 
remain in the high-impedance loff) state except when the 
MPU performs a PIA read operation. The read/write tine is in 
the read (high) state when the PIA is selected for a read 
operation. 


Enable (E) - The enable pulse, £, is the only timing 
signal that is supplied to the PIA. Timing of ali other signals 
is referenced to the leading and trailing edges of the E pulse. 


Reed/Write (R/W) - This signal is generated by the 
MPU to control the direction of data transfers on the data 
bus. A low state on the PIA read/write line enables the input 
buffers and data ts transferred from the MPU to the PIA on 
the E signal if the device has been selected. A high on the 
read/ write line sets up the PIA for a transfer of data to the 
bus. The PIA output buffers are enabled when the proper ad- 
dress and the enable pulse E are present. 


RESET — The active low RESET line is used to reset all 
register bits in the PIA to a logical zero (low). This line can be 
used as a power-on rese! and as a master reset during 
systern operation. 


Chip Selects (CSO, CS1, and CS2) — These three input 
signals are used to select the PIA. CSO and CS1 must be 
high and C52 must be low for selection of the device. Data 
transfers are then pertormed under the contro! of the enable 
and read/write signats. The chip select lines must be stable 


for the duration of the E pulse. The device is deselected 
when any of the chip selects are in the inactive state. 


Register Selects (ASO and RS1) — The two register 
select lines are used to select the various registers inside the 
PIA. These two lines are used in conjunction with interna! 
Contro! Registers to select a particular register that is to be 
written or read. 

The register and chip select lines should be stable for the 
duration of the E pulse while in the read or write cycle. 


Interrupt Request (IRQA and IRQB) — The active low In- 
terrupt Request lines (ROA and tROB) act to interrupt the 
MPU either directly or through interrupt priority circuitry. 
These lines are "open drain" (no load device on the chip). 
This permits all interrupt request lines to be tied together in a 
wire-OR configuration. 

Each Interrupt Request line has two internal interrupt ftag 
bits that can cause the Interrupt Request line to go low. Each 
flag bit is associated with a particular peripheral interrupt 
line. Also, four interrupt enable bits are provided in the PIA 
which may be used to inhibit a particular interrupt from a 
peripheral device. 

Servicing an interrupt by the MPU may be accomplished 
by a software routine that, on a prioritized basis, sequentially 
reads and tests the two control registers in each PIA for in- 
terrupt flag bits that are set. 

The interrupt flags are cleared (zeroed) as a result of an 
MPU Read Peripheral Data Operation of the corresponding 
data register. After being cleared, the interrupt flag bit can: 
not be enabied to be set until the PIA is desetected during an 
E pulse. The E pulse is used to condition the interrupt control 
lines (CA1, CA2, CB1, CB2). When these lines are used as 
interrupt inputs, at least one E pulse must occur from the in- 
active edge to the active edge of the interrupt input signal to 
condition the edge sense network. If the interrupt flag has 
been enabled and the edge sense circuit has been properly 
conditioned, the interrupt flag wil! be set on the next active 
transition of the interrupt input pin. 


PIA PERIPHERAL INTERFACE LINES 


The PIA provides two & bit bidirectional data buses and 
four interrupt/control lines for interfacing to peripheral 
devices. 


Section A Peripheral Data (PAO-PA7) — Each of the 
peripheral data lines can be programmed to act as an input or 
output. This is accomplished by setting a ‘1° in the cor- 
responding Data Direction Register bit for those lines which 
are to be outputs. A "O" in a bit of the Data Direction 
Register causes the corresponding peripheral data line to act 
as an input. During an MPU Read Peripheral Data Operation, 
the data on peripherai lines programmed to act as inputs ap- 
pears directly on the corresponding MPU Data Bus lines. In 
the input mode, the internal pullup resistor on these lines 
represents a maximum of 1.5 standard TTL loads. 

The data in Output Register A will appear on the data lines 
that are programmed to be outputs. A logical "1" written in- 
to the register will cause a ‘high’ on the corresponding data 


line while a '"O'' results in a "low." Data in Output Register A 
may be read by an MPU "Read Peripheral Data A” operation 
when the corresponding lines are programmed as outputs. 
This data will be read property if the voltage on the 
peripheral data lines is greater than 2.0 volts for a logic "1" 
Output and iess than 0.8 voit for a logic O” output. Loading 
the output lines such that the voltage on these lines does not 
reach full voltage causes the data transferred into the MPU 
on a Read operation to differ from that contained in the 
respective bit of Output Register A. 


Section B Peripheral Data (PBO-PB7) — The peripheral 
data lines in tho B Section cf the PIA can be programmed to 
act as either inputs or outputs in a similar manner to PAO. 
PA7. They have three-state capabiity, allowing them to enter 
a high-impedance state when the periphera! data line is used 
as an input. In addition. data on the peripheral data lines 
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PBO-PB7 will be read properly from those lines programmed 
aS outputs even if the voltages are below 2.0 volts for a 
"high" or above 0.8 V for a "low". As outputs, these lines 
are compatible with standard TTL and may also be used as a 
source of up to ! milliampere at 1.5 volts to directly drive the 
base of a transistor switch. 


interrupt Input (CA1 and CB1) — Peripheral input lines 
CA1 and CB1 are input only lines that set the interrupt flags 
of the control registers. The active transition for these 
signals iş also programmed by the two control registers. 


Peripheral Control (CA2) — The peripheral control line 
CA2 can be programmed to act as an interrupt input or as a 


peripheral control output. As an output, this line is compati- 
ble with standard TTL; as an input the internal pullup resistor 
on this line represents 1.5 standard TTL loads. The function 
of this signal line is programmed with Control Register A. 


Peripheral! Contro! (CB2) — Periphera! Control line CB2 
may also be programmed to act as an interrupt input or 
peripheral control output. As an input, this line has high in- 
put impedance and is compatible with standard TTL. As an 
Output it is compatible with standard TTL and may also be 
used as a source of up to 1 milliampere at 1.5 volts to directly 
drive the base of a transistor switch. This line is programmed 
by Control Register B. 


INTERNAL CONTROLS 


INITIALIZATION 


A RESET has the effect of zeroing all PIA registers. This 
will set PAO-PA7, PBO-PB7, CA2 and CB2 as inputs, and al! 
interrupts disabled. The PIA must be configured during the 
restart program which follows the reset. 

There are six locations within the PIA accessible to the 
MPU data bus: two Peripheral Registers, two Data Direction 
Registers, and two Control Registers. Selection of these 
locations is controlled by the RSO and RS1 inputs together 
with bit 2 in the Control Register, as shown in Table B 1 

Details of possible configurations of the Data Direction 
and Control Register are as follows: 


TABLE B.1 INTERNAL ADDRESSING 


















Control 
Register Bit 
um Location Selected 
Po [ot | * [rewweneme* — 
[e [9 T x o oreroraa A 
[x [ x [teweReeseA —— | 


Data Owection Register 8 


[93 9€] 9. | 
Ee [rj 
pee 
a AA 
HE 


X = Don 1 Care 








Control Register B 


PORT A-B HARDWARE CHARACTERISTICS 


As shown in Figure #7, the MC6821 has a pair of 1/0 ports , 


whose characteristics differ greatly. The A side is designed 
to drive CMOS logic to normal 3096 to 7096 levels, and incor- 
porates an internal pullup device that remains connected 
even in the input mode. Because of this, the A side requires 
more drive current in the input mode than Port B. In con- 
trast, the B side uses 8 normal three-state NMOS buffer 
which cannot pullup to CMOS levels without external 
resistors. The B side can drive extra loads such as Darl- 
ingtons without problem. When the PIA comes out of reset, 
the A port represents inputs with pullup resistors, whereas 
the B side (input mode also) will float high or tow, depending 
upon the load connected to it. 


Notice the differences between a Port A and Port B read 
operation when in the output mode. When reading Port A, 
the actual pin is read, whereas the B side read comes from an 
output latch, ahead of the actual pin. 


CONTROL REGISTERS (CRA and CRB) 


The two Control Registers (CRA and CRBI allow the MPU 
to control the operation of the four peripheral control lines 
CA1, CA2, CB1, and CB2. In addition they allow the MPU to 
enable the interrupt lines and monitor the status of the inter- 
rupt flags. Bits O through 5 of the two registers may be writ- 
ten or read by the MPU when the proper chip select and 
register select signals are applied. Bits 6 and 7 of the two 
registers are read only and are modified by external interrupts 
occurring on control lines CA1, CA2, CB1, or CB2. The for- 
mat of the control words is shown in Figure B.3 


DATA DIRECTION ACCESS CONTROL. BIT (CRA-2 and 
CRB-2) 


Bit 2, in each Control Register (CRA and CRBI, deter- 
mines selection of either a Peripheral Output Register or the 
corresponding Data Direction E Register when the proper 
register select signals are applied to RSO and RS1. A "1" in 
bit 2 allows access of the Peripheral Interface Register, while 
a "0" causes the Data Direction Register to be addressed, 


interrupt Flags (CRA-6, CRA-7, CRB-6, and CR8-7) — 
The four interrupt flag bits are set by active transitions of 
Signals on the four Interrupt and Peripheral Controt lines 
when those lines are programmed to be inputs. These bits 
cannot be sat directly from the MPU Data Bus and are reset 
indirectly by a Read Peripheral Data Operation on the ap- 
propriate section. 


Control of CA2 and CB2 Peripheral Control Lines (CRA-3, 
CRA-4, CRA-5, CRB-3, CAB-4, and CRB-5) — Bits 3, 4, and 
5 of the two control registers are used to control the CA2 and 
CB2 Peripheral Control lines. These bits determine if the con- 
trol lines will be an interrupt input or an output control 
signal. If bit CRA-5 (CRB-5! is low, CA2 (C82) is an interrupt 
input tine similar to CAT (CB1). When CRA-5 (CRB-5) is 
high, CA2 (CB2) becomes an output signal that may be used 
to control peripheral data transfers. When in the output 
mode, CA2 and CB2 have Slightly different loading 
characteristics. 
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Control of CA1 and CB1 interrupt Input Lines (CRA-0, enable the MPU interrupt signals [ROA and ROB, respec- 
CRB-1, CRA.1, and CR8-1) — The two lowest-order bits of tively, Bits CRA-1 and CRB-1 determine the active transition 
the control registers are used to control the interrupt input of the interrupt input signals CA1 and C8}. 


ines CAI and CB! Bits CRA-0 and CRB-O are used to 


FIGURE B.2 PORT A AND PORT B EQUIVALENT CIRCUITS 


Port A Port 8 
VCC Vcc 





Port Pin 


DATA Data Direction 







Port Pin 

















Data 
Direction " 
t Qutput Pin! Data Direction 
(O—~ Input Pin! (1 input Pin} 
= {O-- Output Pin) 
m Output 
Mode 
Read A Data Read of B 
To External in Input or Data when 


Output Mode in Input Mcde 





Bus 






Internat PIA Bus 
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Determine Active CA1 (CB1) Transition for Setting 

interrupt Flag IROA(B)1 — (bit 7) 

D1x0: IRQAI!B!! set by high-to-iow transition on CAI 
(C81) 

b1z1: IRQAI8)1 set by low-to-high transition on CAT 

CB. 
















CA1 (CB1) Interrupt Requebt Enable / Disable 

bO=0. Disables IROAIBI). MPU intecupt by CAI 
(CBY) activa transition. | 

bOs 1° Enable (ROA(B} MPU Interrupt by CAT (C84) 
acteve transition 

| IRQA(BI! will occur on next (MPU generated) positive 

transition of bO if CA1 (CB1) active transition. oc- 

curred while interrupt was disabled. 













IROAIB) 1 Interrupt Flag (bit 7) 
Goes high on active transition of CAT (CB1); Automa- 
cally cleared by MPU Read of Output Register A(B) 
May atso be cleared by hardware Reset. 









Control Register 


|o wu | » [|o |] wa do c. | 2 1d. cw | 
IROA(B)1 
Flag 


IRQA(BI2 CA2 (C82! OOR CA1 (C81! 
Flag Control Access Control 


IRQAIB)2 Interrupt Flag (bit 6) 

When CA2 (CB21 is an input, IROA(B) goes high on ac- Determines Whether Dets Direction Register Or Output 
uve transition CA2 {C82}, Automatically cleared by Register is Addressed 

MPU Read of Output Register AIB! May also be b2=0. Data Direction Register selected 

cleared by hardware Reset b2=1 Output fiegister selected. 

CA2 (CB2! Established as Output {b$ = 1): IROAIB) 

2=0, not affected by CA? (C82) transitions. 





CA2 (CB2) Established as Output by b6 = 1 CA2 (CB2) Established as input by bb =0 
(Note that operation of CA2 and CB2 output 

5 bå b3 functions are not 'denucal) b5 

ze e CA2 | j | 

10 b3=0 Read Strobe with CA! Restore oe (Ral Ktemupt- eques Sees, Duae 
CA2 goes low on first high-to-tow b3=0: Disables IRQOALA! MPU Interrupt by 
E transition following an MPU read CA2 (CB2) active transition.“ 
of Output Register A; returned high b3= 1. Enables IROA(B) MPU Interrupt by 
by next active CA! transition. as CA2 (CB2) active transition. 
specified by bit 1 *IRQAILB! will occur on next (MPU generat- 
Reed Strobe with E Restore ted! positive transition of b3 if CA2 (CB2) 
CA2 goes low on first high-to-Iow active transition occurred while interrupt 
E transition tollowing an MPU read was disabled. 
of Output Register A; returned high Determines Active CA2 (CB2) Transition for 
by next high-to-tow E vransition dur- Setting Interrupt Flag IRQA[BI2 — (Bit b6) 
ing a deselect. b420: IROAI(B)2 set by high-to-low transi- 

tion on CA2 (C82). 

Write Suobe with CB! Restore b4=1 IROAIBI2 set by low-ta-high trans. 

CB2 goes tow on first low-to-high ton on CA2 (CB2) 


E transition following an MPU write 
mto Output Register B; returned 
high by the next active CB! transi- 
ton as specified by Ou 1. CRB-b7 
must first be clesrad by a read of 
data. 





Write Strobe with E Restore 
C82 goes low on first igw-to-high 
E transition following an MPU write 
into Output Register B; returned 
high by the next low-to-high E tran- 
sition following an E pulsa which 
occuned while the part was de- 
selected. 

Set/Reeet CA2 (CB2) 

CA2 (C82) goes low as MPU writes 

b3=0 into Contro! Register. 

CA2 (CB2) goes high as MPU writes 

b3= t into Control Register. 
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^ indiam 


16K BIT STATIC RANDOM ACCESS MEMORY HCMOS 


{COMPLEMENTARY MOS) 
The MCM6116 is a 16,384-bit Static Random Access Memory 


organized as 2048 words by 8 bits, fabricated using Motorola's high- 2,048 x 8 BIT 
performance sihcon-gate CMOS (HCMOS}) technology. !t uses a design STATIC RANDOM 
approach which provides the simple timing features associated with ful- ACCESS MEMORY 
ly static memories and the reduced power associated with CMOS 
memories. This means low standby power without the need for clocks, 
nor reduced data rates due to cycle umes that exceed access time. 
Chip Enable (É) controls the power-down feature. It is not a clock but 
rather a chip control that affects power consumption. In less than a cy- 
cle time after Chip Enable (E} goes high, the part automatically reduces 
It$ power requirements and remains in this low-power standby as long 
as the Chip Enable (E) remains high. The automatic power-down 
feature causes no performance degradation. P SUFFIX 
The MCM6116 is in a 24-pin dual-in-line package with the industry PLASTIC PACKAGE 
standard JEDEC approved pinout and is pinout compatible with the in- CASE 709 
dustry standard 16K EPROM/ROM. 
€ Single +5 V Supply 
€ 2048 Words by 8-Bit Operation 
€ HCMOS Technology 
€ Fully Static: No Clock or Timing Strobe Required 
€ Maximum Access Time: MCM6116-12 — 120 ns 
MCM6116-15 — 150 ns 
MCM6116-20 — 200 ns 
€ Power Dissipation: 70 mA Maximum (Active) 
15 mA Maximum (Standby- TTL Levels) 
2 mA Maximum (Standby) 
€ Low Power Version Also Available — MCM61L16 
9 Low Voltage Data Retention (MCM61L16 Only: 
50 pA Maximum 


PIN ASSIGNMENTS 


BLOCK DIAGRAM 


Pin 262 Vec 
P 129 vss 
Memory Matrix 
128 x 128 


1344-4 


ooo] -— 
c3 


Input 
Dara 
Conirol 


28328838 
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ABSOLUTE MAXIMUM RATINGS (See Note} 







This device contains Circuitry to protect the 
(puts against damage due to high static 
voltages or electric fields, however, it is ad- 








Temperature Under Bias 
Voltage on Any Pin With Respect to Vss 
DC Output Current 


Power Dissipation B E 


Operating Temperature Range Oto +70 
Storage Temperature Range -65 to + 150 


NOTE: Permanent device damage may occur if ABSOLUTE MAXIMUM RATINGS are ex- 
ceeded. Functional operation should be restricted to RECOMMENDED OPERAT 
ING CONDITIONS Exposure to higher than recommended voltages for extend- 
ed periods of time could affect device reliability. 





vised that normal precautions be taker to 
avoid application of any voltage higher than 
maximum rated voltages to this high- 
mpedance circuit. 





DC OPERATING CONDITIONS AND CHARACTERISTICS 


(Full operating voitage and temperature ranges unless otherwise noted ! 


RECOMMENDED OPERATING CONDITIONS 
Parameter Symbol 


z 
9 
c 


< 

e 

O 

wn 

o 

an 

eon 
B < < < 2 
= 


Supply Voltage : ER 
reut Caud 22 |35 | 60 | 


*The device will withstand undershoots to the - 1.0 volt level with a maximum pulse width of 50 ns at the -0.3 volt I 
sampled rather than 100% tested. 


0 

< 

2 
=i 
7 
Uu 

i^ 
o 

a 

ó 

a 
e 

» 

< 


RECOMMENDED OPERATING CHARACTERISTICS 


MCM6116 MCM61L16 
Parameter 
Input Leakage Current (Vcc 7 55 V, Via z GND to Vcc! Hil 


Output Leakage Current IE = Viy or G= Ving Vio s GND to Vcc} Lol 
Operating Power Supply Current (E= Vip, lj o 2 0 mA) 


ERE 

Bl po 

REZN m 
Average Operating Current Minimum cycle, duty = 100% | cc2 | - 13 1.70 |] - | 35 | 

E fa 

EE ER 

GE ER 


4 
< 
he) 

* 
c 
2 





Standby Power 
sume Conn EEV TT Vinz V cc -02 V or Vins0.2 VI 
Output Low Voltage (loi = 2.3 mA) 
Output High Voltage (Ip = ~ 1.0 mA)?’ 
"Vcc e 5 V. TA - 25°C 

** Also, output voltages are compatible with Motorola's new high-speed CMOS logic family if the same power supply voltage is used 





* eis 


CAPACITANCE (f= 1 0 MHz, TA = 25°C, periodically sampled rather than 100% tested } 
Characteristic 


Input Capacitance except É 





Input/Output Capacitance and € Input Capacitance 


MODE SELECTION 


Standby 


Write Cycle (1) 
Write Cycle (2! 
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AC OPERATING CONDITIONS AND CHARACTERISTICS 


‘Full operating voltage and temperature uniess otherwise noted.) 


tapu! Pulse Levels 0 Voit io 3 5 Volts input and Output Timing Reference Levels .. ... — .1.5 Volts 
Input Rise and f all Times 2 10 ns OutputLoad 2... TTTL Gate and C, = 100 pF 
READ CYCLE 


MCM61 16-15 MCM6116-20 
Parameter MCM61L 16-12 MCM61L16-15 MCM61L16-20 


Address Valid to Address Don't Care 

(Cycle Tame when Chip Enable is Held Active) 
Chip Enable Low to Chip Enable High 
Address Valid to Output Valid (Access! 
Chip Enable Low to Output Vaid (Access! 
Address Valid to Output Invalid 


Chip Enable Low to Output invalid 


Chip Enable High to Output High Z 
Output Enable to Output Valid 


Output Enable to Output Invalid 
Output Enable te Output High Z 


E 
me 
150 


NJN 






yi 


uan 







MCM6116-12 MCM6116-15 
Parameter Symbol | MCM61L16-12 MCM61L 16-16 
Chip Enable Low to Write High 'ELWH 


Address Valid to Write High 'AVWH | 5 | 


Address Valid to Write Low lAddress Setup! 'AVWL 
Write Low to Write High (Write Pulse Width! Wi Wn 
Wnte High to Address Don't Care 

Data Valid to Write High 

Write High to Data Don't Care (Data Hold) 


WRITE CYCLE 


MCM6116-20 
MCM61L 16-20 Unit 


120 


Write Low to Output High Z 
Write High to Output Valid 
Output Disable to Output High Z 


wv 


TIMING PARAMETER ABBREVIATIONS TIMING LIMITS 

1X XXX The table of timing vaiues shows either a minimum or a 
signal name from which interval is defined —! 3 maximum lmit for each parameter. Input requirements are 
transition direction for first signal —— specified from the external system point of view Thus, ad- 
Signal name to which interval is defined dress setup time is shown as a minimum since the system 
transition direction for second signa! must supply at least that much time leven though most 
devices do not require it}. On the other hand, responses from 
The transition definitions used in this data sheet are the memory are specified from the device point of view 
H = transition to high Thus, the access time is shown as a maximum since the 

L = transition to low device never provides data later than that time. 


V = transition to valid 
X = transition to invalid or don't care 
Z= transition to off (high impedance) 


Fundamentals of Digital Logic and Microcomputer Design. M. Rafiquzzaman 
Copyright O 2005 John Wiley & Sons, Inc. 


APPENDIX 


68000 EXECUTION TIMES 


D.1 INTRODUCTION 


This Appendix contains listings of the instruction execution times in terms of external 
clock (CLK) periods. in this data, it is assumed that both memory read and write cycle 
times are four clock periods. A longer memory cycle will cause the generation of wait 
states which must be added to the total instruction time. 


The number of bus read and write cycles for each instruction is also included with the 
timing data. This data is enclosed in parenthesis following the number of clock periods 
and is shown as: (r/w) where r is the number of read cycles and w is the number of write 
cycles included in the clock period number. Recalling that either a read or write cycle re- 
quires four clock periods, a timing number given as 18(3/1) relates to 12 clock periods for 
the three read cycles, plus 4 clock periods for the one write cycle, plus 2 cycles required 
for some internal function of the processor. 


NOTE 


The number of periods includes instruction fetch and all applicable operand 
fetches and stores. 


D.2 OPERAND EFFECTIVE ADDRESS CALCULATION TIMING 


Table D-1 lists the number of clock periods required to compute an instruction's effective 
address. It includes fetching of any extension words, the address computation, and 
fetching of the memory operand. The number of bus read and write cycles is shown ín 
parenthesis as (r/w). Note there are no write cycles involved in processing the effective 
address. 


Table D-1. Effective Address Calculation Times 
Addressing Mode Byte, Word 
Register 
Dn Data Register Direct 010/01 0(0/01 
Address Register Direct 010/01 010/01 
Memory 
(An) Address Register Indirect 40/01 812/01 
(An) * Address Register Indirect with Postincrement 40/0) B(2/0 
— {An} Address Register Indirect with Predecrement 6(1/0) 1002/0! 
d( Ani Address Register Indirect with Displacement B(2/0) 12(3/0) 
d(An, ix) * Address Register Indirect with Index 10(2/0) 14(3/0) 
xxx. W Absolute Short 8(2/0) 12(3/0) 
Absolute Long 12(3/01 16(4/0! 
Program Counter with Displacement 8(2/0) 12(3/0! 
Program Counter with Index 1012/0) 14(3/0) 
4(1/0} 8(2/0) 


immediate 
















2 
















d(PC, ix) * 





* The size of the index register (ix! does not affect execution time. 
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D.3 MOVE INSTRUCTION EXECUTION TIMES 


Tables D-2 and D-3 indicate the number of clock periods for the move instruction. This 
data includes instruction fetch, operand reads, and operand writes. The number of bus 


read and write cycles is shown in parenthesis as (r/w). 


Source 


(An) + 

= (An) 
dtAn) 
dlAn, ix}* 
xxx. W 
xxx L 
aec) 
dtPC, ix)* 
#XXX 


Table D-2. 


40/0! 
40/0! 
812/0) 
82/0! 
1012/0! 
12(3/01 
1413/0) 
1213/0! 
1614/0! 
1213/0! 
143/01 
812/0) 


41/0) 
4(1/0} 
812/0) 
8(2/0) 
1002/0! 
1203/0) 
14(37/0) 
1213/0} 
1614/0! 
1203/01 
14/0! 
8(2/0! 


Bi1/1) 

81/1) 
1202/11 
1202/1) 
1402/11 
16(3/1) 
1803/1) 
16(3/1) 
2014/11 
1603/1! 
1813/1} 
122/11 


81/1) 
81/11 
1202/1) 
12/2/11 
14(2/ 1) 
16(3/ 1) 
1813/1) 
1613/1) 
2014/1) 
16(3/1) 
1813/1) 
1212/1) 


* The size ol the index register (ix) does not affect execution time. 


dlAn, ixi * 
xxx VWV 
xxx.L 


d(PC, ix) * 
FI xxx 


80/1) 
80/1 
12/2/11 
1212/1) 
1402/1) 
1613/1) 
18(3/ 1! 
16(3/1) 
2014/11 
1603/1) 
1803/1! 
1212/1) 


n 
1212/1) 
1613/1) 
1613/1) 
1803/1) 
2014/1) 
2214/1) 
2014/1) 
2415/1) 
2014/1) 
2214/1) 
1613/1) 


3412/1! 
14(2/1) 
1813/1) 


2013 n 
2214/1) 
2414/1) 
2214/1] 
2605/11 
2214/1! 
24(4/1) 
1813/1) 


Table D-3. Move Long Instruction Execution Times 


4/0) 

4(1/0) 
1213/0! 
12(3/01 
143/01 
1614/0) 
1814/0} 
16(4/0) 
2015/0) 
16(4/0} 
1814/0) 
1213/0) 


40/0! 
40/0) 
12(3/0) 


1203/01 
1403/01 
1614/0! 


1814/0) 
1814/01 
2015/0! 
1614/0) 
1814/0} 
1213/0) 


12(1/2) 
1211/2} 
2013/2) 


2003/21 
2213/2) 
2414/2) 


26(4/2) 
244/21 
2815/2! 
2414/2) 
26(4/2) 
2013/2) 


1211/2) 
12(1/2) 
20(3/ 2) 


2013/2) 
2213/2) 
2414/2) 


2614/2! 


24(4/2) 
28(5/21 


24(4/21 
2814/2) 
2013/2) 


* The size of the index register Ux! does not affect execution time 


1201/2) 


2003/2) 


2013/2) 
2213/2) 
2414/2) 
26i4/2! 
24(4/2! 
2815/21 
2414/2) 
28(4/2) 
2013/2) 


16(2/2) 
2414/2) 


2414/2) 
2614/2) 
28(5/2| 


30(5/ 2! 
2815/2) 
3216/2! 
2815/2) 
30(5/2) 
2414/2) 


1812/2) 


2614/2! 


2614/21 
2814/2) 
30(5/ 2) 


3215/2) 
3015/2! 
346/21 
30(5/2) 
32(5/2) 
2614/2! 


Move Byte and Word Instruction Execution Times 


12(2/ Y) 
1202/1 
16(3/ 1] 
16(3/11 
18(3/ 1! 
2014/1) 
2214/1) 
2014/1) 
2415/1) 
2014/1) 
2214/1) 
16(3/11 


1612/2) 
1602/2) 
2414/2) 


2414/2} 
2614/21 
2815/21 
3015/2] 
2815/2) 
3216/2! 
2815/2) 
3015/2) 
2414/2) 


16/1! 
16(3/ 1) 
20(4/ 1) 
2014/1! 
2214/1) 
2415/1) 
2615/1) 
2445/1) 
2816/1) 
2415/1! 
2615/1! 
2014/1) 





2013/2} 
20(3/ 2) 
2805/2 


2815/2) 
3015/2! 
3216/21 
3416/2! 
3216/2! 
3607/2! 
3215/21 
3416/21 
2815/2) 
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D.4 STANDARD INSTRUCTION EXECUTION TIMES 


The number of clock periods shown in Table D-4 indicates the time required to perform 
the operations, store the results, and read the next instruction. The number of bus read 
and write cycles is shown in parenthesis as (r/w). The number of clock periods and the 
number of read and write cycles must be added respectively to those of the effective ad- 
dress calculation where indicated. 


In Table D-4 the headings have the following meanings: An = address register operand, 
Dnzdata register operand, ea an operand specified by an effective address, and 
M = memory effective address operand. 


Table D-4. Standard instruction Execution Times 


[instruction 
Byte, Word 811/0) + 4(1/0) + 811/1) + 
Long 6(1/0)+ ** 61/0) 4 ** 1211/2) + 












AND Byte, Word | - — — | 40/01 8(1/1)4 
tong | - | | 6(1/0)+ ** 12(1/2} + 


ie Byte, Word 6(1/0) + 40/0) + fe o- űOűf 
611/0) + 61/01 | oe 
168(1/0) + * 


ea 
eo woe RPM 
ee [o vore | 3ums 
E C OL | uns | 
ee i 
kaaa = ante ee 
aan 
eee) 
00. | 








CUTE 


+ add effective address calculation time 
t word or long only 
* indicates maximum value 
èë The base time of six clock periods is increased to eight if the effective address mode is 
register direct or immediate (effective address time should also be added). 
96€ Only available effective address mode is data register direct. 
DIVS, DIVU — The divide algorithm used by the MC68000 provides less than 1096 difference 
between the best and worst case timings. 
MULS, MULU — The multiply algorithm requires 38+ 2n clocks where n is defined as: 
MULU: n= the number of ones in the «ea» 
MULS: n= concatanate the <ea> with a zero as the LSB; n is the resultant number of 
10 or 01 patterns in the 17-bit source; i.e., worst case happens when the 
source is $5555. 
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D.5 IMMEDIATE INSTRUCTION EXECUTION TIMES 


The number of clock periods shown in Table D-5 includes the time to fetch immediate 
operands, perform the operations, store the results, and read the next operation. The 
number of bus read and write cycles is shown in parenthesis as (r/w). The number of 
clock periods and the number of read and write cycles must be added respectively to 
those of the effective address calculation where indicated. 


in Table D-5, the headings have the following meanings: st immediate operand, 
Dn = data register operand, An = address register operand, and M = memory operand. 
SR = status register. 


Table D-5. immediate Instruction Execution Times 


[ep Dn [ 9f Am 

Bye woa | Bum |  — 
Log | -J8Xü | — — — 
Byte, Word 
Long 
Bue Word | mo | - — 
(ong | 930 | — - 
Bye word | s20 | —- 
Log | woo | - 
Bye Word | zo | —— 
39x68 | —- 

[ «uà | - | 

Bye Word | szo | —— 
Log | 3939 | — - — 
Byte woa | 920 | = 
tog | —&x9 | — —— — 
Byte, Word 
UE 


+ add effective address calculation time 
* word only 
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D.6 SINGLE OPERAND INSTRUCTION EXECUTION TIMES 


665 


Table D-6 indicates the number of clock periods for the single operand instructions. The 
number of bus read and write cycles is shown in parenthesis as (r/w). The number of 
clock periods and the number of read and write cycles must be added respectively to 


those of the effective address calculation where indicated. 


Table D-6. Single Operand instruction Execution Times 


4(1/0) 














ano 












+ add effective address calculation time 


0.7 SHIFT/ROTATE INSTRUCTION EXECUTION TIMES 





Memory 

en 
je 
"n 
t 


Table D-7 indicates the number of clock periods for the shift and rotate instructions. The 
number of bus read and write cycles is shown in parenthesis as (r/w). The number of 
clock periods and the number of read and write cycles must be added respectively to 


those of the effective address calculation where indicated. 


Table D-7. Shift/Rotate instruction Execution Times 


6 + 2n 1/0) 8(1/1)4 


8(1/0 + 


Byte, Word 6 + 2n(1/0) 
BOR ROL WE OR 
WA. Po eee en 
$ in 
ROXR, ROXL M Mb 
Beza | — - 









ASR, ASL 


TELA 


Byte, Word 6 + 2n(1/0) 
TU |. Byte, Word — 
EEA 







+ add effective address calculation time 
n is the shift count 
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D.8 BIT MANIPULATION INSTRUCTION EXECUTION TIMES 


Table D.8 lists the timing data for the bit manipulation instructions. The total number of 
clock periods, the number of read cycles, and the number of write cycles are shown in the 
previously described format. The number of clock periods, the number of read cycles, and 
the number of write cycles, respectively must be added to those of the effective address 
calculation where indicated by a plus sign ( + ). 


Table D.8. Bit Manipulation Instruction Execution Times 


Instruction Size Dynamic 


| Register | Memory | Register | ^ Memoy —— 
BCHG | Byte |  - | 8an+ 12(2/1) + 


| Register | 
Luc 
POR — p teng f oy RN 
tabe  [- e a Ue 1 - |. Tome. 
BSET | Eng — _totafoy? e LL ATE 
c Byte p x c up BUD dq. om 20e. .] 
| | Log | 81/0 — |. 12(2/0)* — 
BE HEN 
|. 10(2/0) | 





Static 














BTST Long 8(1/0)* 


-Byte | = Jj A4(90* 
[dong . 1. edo. qo os T. 300005 oh ne 


` ` 


+ add effective address calculation time 
* indicates maximum value; data addressing mode only 


D.9 CONDITIONAL INSTRUCTION EXECUTION TIMES 

Table D.9 lists the timing data for the conditional instructions. The total number of clock 
periods, the number of read cycles, and the number of write cycles are shown in the 
previously described format. 


Table D.9. Conditional Instruction Execution Times 


Branch 


Not Taken 


8(1/0 
12(2/0 


12(2/0 
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D.10 JMP, JSR, LEA, PEA, AND MOVEM INSTRUCTION EXECUTION TIMES 


Table D.10 lists the timing data for the jump (JMP), jump to subroutine (JSR), load 
effective address (LEA), push effective address (PEA), and move multiple registers 
(MOVEM) instructions. The total number of clock periods, the number of read cycles, and 
the number of write cycles are shown in the previously described format. 


Table D.10. JMP, JSR, LEA, PEA, and MOVM Instruction Execution Times 


Xn)* Xn)* 
me [- pp — | psesr] ver | wes esr | a | enr 
s pea — pem [ see [sem [ain | sen ar 
Ex | pe — e Fwes se 
e pem] —]—— 















MOVEM | Word 12 * 4n 16 * 4n 16 * 4n | 20 4n 
MàR (3 + n/O) | (3 n/O) (4+n/0) | (4*n/0) |(4*n/O) | (5*nO) | (4n/O | (4* n/O) 
Long | 12*8n | 12+8n 16 + 8n 18 + 8n 16 +8n | 20+ 8n 16 + 8n 18 + 8n 
(3+ | (3+ 2n/0) (4+ 20/0) | (4+ 2n/0) | (4+ | (5+ 2n/0) | (4 + 2n/0) | (4 + 2n/0) 
2n/0) 2n/0) 
OVEM | Word | 8+4n 8 +4n 14*4n | 12 *4n EC NE 
M (2/n) (3/n) (3/n) (3/n) (4/n) 






a (2/n) 


Long | 8+8n 8+8n | 12+8n 14 + 8n 12+8n | 16+8n 

(2/2n) (2/2n) | (3/2n) (3/2n) (3/2n) | (4/2n) 
n is the number of registers to move. 
* The size of the index register (Xn) does not affect the instruction's execution time. 










D.11 MULTI-PRECISION INSTRUCTION EXECUTION TIMES 


Table D-11 lists the timing data for multi-precision instructions. The number of clock periods 
includes the time to fetch both operands, perform the operations, store the results, and read 
the next instructions. The total number of clock periods, the number of read cycles, and the 
number of write cycles are shown in the previously described format. 


The following notation applies in Table D-11: 


Dn- Data register operand 
M - Memory operand 


Table D-11. Multi-Precision Instruction Execution Times 


ADDX 
CMPM 


SUBX 
ABCD 
SBCD 18(3/1) 
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D.12 MISCELLANEOUS INSTRUCTION EXECUTION TIMES 


Tables D-12 and D-13 indicate the number of clock periods for the following 
miscellaneous instructions. The number of bus read and write cycles is shown in paren- 
thesis as (riw). The number of clock periods plus the number of read and write cycies 
must be added to those of the effective address calculation where indicated. 


Table D-12. Miscellaneous instruction Execution Times 











AND ccn — | aye | zo [ - — 
anoo si | wed [ xw |  — — 
T coz [wa] 
GORI is CCR bye | mao [| - — 
GORI to SA wes | xm | - 
ORI CCR | eve | 29 — — 
ORI to SR [wed | 99 - — 
Move tomsa | - | &uo | nus — 
pn 


MOVE to CCR 1212/0) 1212/0) + 
MOVE to SR | - | 1202/0 12(2/0) + 


m jm C 
x 
4 X 





XG | suo [|  - | 
|. Wed | so j| - . 
| Long | 4U0 |  - | 

LINK bz] meam | - 1| 
MOVE tom usP | = | woa | - . 
MOVE to USP o d «um [|o o | 
[oz | «vm [| - | 

RESET DELE EC UCM INED 
RTE NT ETE 
RTR MICE DENE 
[HS 3c o qoe eu or 
[STOP oe ooo 
[wa  » | - . | 
TRAPV Jooo oi ees 
FUNK ae 


+ add effective address caiculation time 


Table D-13. Move Peripheral Instruction Execution Times 





[instruction ^ | Size |  Regiter— Memory | Memory — Register 
ie 1612/2) 1614/0) 
24(2/4) 2416/0) 
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D.13 EXCEPTION PROCESSING EXECUTION TIMES 


Table D-14 indicates the number of clock periods for exception processing. The number 
of clock periods Includes the time for all stacking, the vector fetch, and the fetch of the 
first two instruction words of the handler routine. The number of bus read and write 
cycles is shown in parenthesis as (r/w). 


Table D-14. Exception Processing Execution Times 


Periods 
Address Error 5014/7) 














Buser fan 
TE 


4415/317 
3414/3) 
6/0) 
4/3) 

+ add effective address calculation time 

* The interrupt acknowledge cycle is assumed 

to take four clock periods 

* indicates the time from when RESET and 


HALT are first sampled as negated to when 
instruction execution starts. 


in 


j 


g 
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APPENDIX 


INTEL 8086 AND SUPPORT CHIPS 


intel 


8086/8086-2/8086-4 
16-BIT HMOS MICROPROCESSOR 


e Direct Addressing Capability to 1 


MByte of Memory 


s Assembly Language Compatible with 


8080/8085 


a 14 Word, By 16-Bit Register Set with 


Symmetrical Operations 


a 24 Operand Addressing Modes 


a Bit, Byte, Word, and Block Operations 


a 8-and 16-Bit Signed and Unsigned 
Arithmetic in Binary or Decima! 
Including Multiply and Divide 


m 5 MHz Clock Rate (8 MHz for 8086-2) 
(4 MHz for 8088-4) 


a MULTIBUS™ System Compatible 
Interface 


The Intel® 8086 is a new generation, high performance microprocessor implemented in N-channel, depletion load, 
Silicon gate technology (HMOS), and packaged in a 40-pin CerDIP package. The processor has attributes of both 8- and 


16-bit microprocessors. It addresses memory as a sequence of 8-bit bytes, but has a 16-bit wide physical path to mem- 


ory for high performance. 





ERECUTION UNIT GUS *NTEREACE Unit 
SSS LL LET ~ ia ` 


|^ RELOCAT ON 
REGISTER FE REGISTER FUE 







SEGMENT 
REGISTERS 
AMU 
IMSTRUCTION 
POINTER 
ts wORDSI 












DATA. 
POINTER AND 
MOEN AGS 
$$ WORDS) 











v 


í(o—9 LOCK 


I 
| i 1 
Cik MESE! READY MAX QNO 
Vee 


8086 CPU Functional Block Diagram 


7 OVE DÉN AcE 


3) 054.05: 


GEG 


(WR 

{MOS 
(DT/R) 
(DEN) 
{ALE} 
UNTA) 





8086 Pin Diagram 
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intel 18284 


CLOCK GENERATOR AND DRIVER 
FOR 8086, 8088, 8089 PROCESSORS 


m Generates the System Clock for the ms Generates System Reset Output from 


8086, 8088 and 8089 Schmitt Trigger Input 
s Uses a Crystal or a TTL Signal for Fre- — @ Provides Local Ready and MULTIBUS'" 
quency Source Ready Synchronization 
gm Capable of Clock Synchronization with 


Single +5V Power Suppl 
z 3 dd other 8284's 
gm industrial Temperature Range 
—40? to +85°C 


The 18284 is a bipolar clock generator/driver designed to provide clock signals for the 8086, 8088 & 8089 and 
peripherals. it also contains READY logic for operation with two MULTIBUS'" systems and provides the processors 
required READY synchronization and timing. Reset logic with hysteresis and synchronization is also provided. 


ə 18-Pin Package 





18284 PIN CONFIGURATION 18284 BLOCK DIAGRAM 


CYSNC 181} Vcc 
PCLK "Dx 
AENtÍ [3 x2 
ROY! 15D TNK 

READY (75 wT) EF! 
ROY? (16 1909 Fe 





GND (]9 1:6 [] RESET 





18284 PIN NAMES 


CONNECTIONS FOR CRYSTAL 


TANK USED WITH OVEATONE CRYSTAL 
FIC CLOCK SOURCE SELECT 

EF! EXTERNAL CLOCK INPUT 

CSYNC CLOCK SYNCHRONIZATION INPUT 


R l 
aDyz, READY SIGNAL FROM TWO MULTIBUS'" SYSTEMS 
AERJ) ADDRESS ENABLED QUALIFIERS FOR RDv12 


RES AESET INPUT 

RESET SYNCHRONIZED RESET OUTPUT 
asc OSCILLATOR OUTPUT 

CLK MOS CLOCK FOR THE PROCESSOR 
PCLK TTL CLOCK FOR PERIPHERALS 
READY SYNCHAONIZED READY OUTPUT 
vec +5 VOLTS 

GNO  OVOLTS 


i a a aa AA A E 
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intel 8288 
BUS CONTROLLER 
FOR 8086, 8088, 8088 PROCESSORS 


m Bipolar Drive Capability m 3-State Command Output Drivers 

a Provides Advanced Commands m Configurable for Use with an I/O Bus 

a Provides Wide Flexibility in System a Facilitates Interface to One or Two 
Configurations Multi-Master Busses 


The Intel® 8288 Bus Controller is a 20-pin bipolar component for use with medium-to-large 8086 processing systems. 
The bus controller provides command and contro! timing generation as well as bipolar bus drive capability while 
optimizing system performance. 


A strapping option on the bus controller configures it for use with a multi-master system bus and separate I/O bus. 


PIN CONFIGURATION 


BLOCK DIAGRAM 












| $e —— MAROC 
8086 = STATUS o. aT 
a Ei] OECODER mwe 
nae AMWC ] uuLriBUS'" 
ioac COMMANO 
jowe SIGNALS 
AIOWC 
INTA 
FUNCTIONAL PIN-OUT 
GNO yec 
Ci« ——e DTR 
EA CONTROL ADDRESS LATCH, DATA 
CONTROL J AEN ——- CONTROL SIGNAL DEN TRANSCEIVER, AND 
INPUT | CEN — — GENEA- MCEIPDEN | INTERRUPT CONTROL 
ATOR SIGNALS 
t08 ———- ALE 
PROCESSOR 
STATUS 
COMMANU 
«5v QND BUS 
CONTROL 
INPUT 


CONTROL 
OUTPUT 
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in j 2732 
l tel 32K (4K x 8) UV ERASABLE PROM 


m Fast Access Time: m Pin Compatible to Intel® 2716 EPROM 
— 450 ns Max. 2732 
— 550 ns Max. 2732-6 


B Single +5V + 5% Power Supply 


B Output Enable for MCS-85™ and n E ee eee 
— Programs with One 50ms Pulse 


B Completely Static 


B Low Power Dissipation: 


150mA Max. Active Current 8g Three-State Output for Direct Bus 
30mA Max. Standby Current Interface 


The Intel® 2732 is a 32,768-bit ultraviolet erasable and electrically programmable read-only memory :EPROM . The 2732 
operates from a single 5-volt power supply, has a standby mode, and features an output enable control. The total program- 
ming time for all bits is three and a half minutes. All these features make designing with the 2732 in microcomputer systems 
faster, easier, and more economical. 


An important 2732 feature is the separate output control, Output Enable (OE), from the Chip Enable controt | CE: The OE 
Control eliminates bus contention in multiple bus microprocessor systems. intel's Application Note AP-30 describes the 


microprocessor system implementation of the OE and CE controls on Intel's 2716 and 2732 EPROMs. AP-30 is available 
from Intel's Literature Department. 


Yhe 2732 has a standby mode which reduces the power dissipation without increasing access time. The maximum active 


current is 150mA, while the maximum standby current is only 30mA, an 80% savings. The standby mode is achieved by 
applying a TTL-high signal to the CE input. 


PIN CONFIGURATION MODE SELECTION 


OE/Vpp Vec | OUTPUTS 
(20) (24) | (911,1317) 











1 
2 
3 
4 
5 
8 
7 
8 
9 


-— -b 
—- © 


BLOCK DIAGRAM 


-— 
N 





DATA OUTPUTS 
Ycee o——+ 00-07 


ot -—- 

















Ac-Aw | ADDRESSES — | Ag-Aqt 

AODRESS 

| ce CHIP ENABLE INPUTS 
| OE — | OUTPUT ENABLE 32,796-BiT 






CELL MATRIX 
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intel 
8255A/8255A-5 


PROGRAMMABLE PERIPHERAL INTERFACE 


e MCS-85™ Compatible 8255A-5 a Direct Bit Set/Reset Capability Easing 
a 24 Programmable 1/0 Pins Control Application Interface 
e Completely TTL Compatible m 40-Pin Dual In-Line Package 


s Fully Compatible with Intel® Micro- 
processor Families 


a Improved Timing Characteristics a Improved DC Driving Capability 


u Reduces System Package Count 


The Intel® 8255A is a general purpose programmable I/O device designed for use with Intel® microprocessors. it has 
24 1/0 pins which may be individually programmed in 2 groups of 12 and used in 3 major modes of operation. In the first 
mode (MODE 0), each group of 12 VO pins may be programmed in sets of 4 to be input or output. In MODE 1, the second 
mode, each group may be programmed to have 8 lines of input or output. Of the remaining 4 pins, 3 are used for hand- 
shaking and interrupt control signals. The third mode of operation (MODE 2) is a bidirectional bus mode which uses 8 
lines for a bidirectional bus, and 5 tines, borrowing one from the other group, for handshaking. 


PIN CONFIGURATION 8255A BLOCK DIAGRAM 






-arC TIOMMA, DATA Oat 


Orage ( 75 


PORT ADDRESS 
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APPENDIX 


8086 INSTRUCTION SET 
REFERENCE DATA 


AAA (no operands) FI ODITSZAPC 
ASCII adjust for addition “95 |J UUXUX 


AAD (no operands) Flags ODITSZAPC 
ASCII adjust for division ags y XXUXU 
pom LANE EL NEM 


AAM (no operands) Face ODITSZAPC 
ASCII adjust for multiply 9* u XXUXU 
recor pet —— 


AAS (no operands) Flaas ODITSZAPC 
ASCII adjust for subtraction ags y UUXUX 


‘For the 8085, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for aach 16-bit word transter, 
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ADC destination,source OOITSZAPC 


register, register ADC AX, SI 
register, memory ADC DX, BETA [SI] 
memory, register ADC ALPHA [8X] [SI], Di 
register, immediate ADC BX, 256 


memory, immediate AOC GAMMA, 30H 
accumulator, immediate ADC AL, 5 


ADD destination,source Flags ODITSZAPC 
Addition 9*5 x XX XX X 
2 


register, register ADD CX, DX 
register, memory AOD DI, [BX].ALPHA 
memory, register ADD TEMP, CL 
register, immediate ADD CL,?2 

memory, immediate ADD ALPHA, 2 
accumulator, immediate ADD AX, 200 


AND destination,source Flags ODITSZAP 
Logical and 95 9 XXUX 


register, register 2 AND AL BL 
register, memory AND CX,FLAG. WORD 
memory, register AND ASCII (DII, AL 
register, immediate AND CX,0F0H 
memory, immediate AND BETA, 01H 
accumulator, immediate AND AX, 01010000B 


CALL target ODITSZAPC 


near-proc CALL NEAR. PROC 
far-proc 

memptr 18 

regptr 16 

memptr 32 


CALL FAR. PROC 
CALL PROC. TABLE [SI] 
CALL AX 
CBW (no operands) Flags ODITSZAPC 
Convert byte to word ag 
hi IBN RE RI E 


CALL (BX].TASK [SI] 
*For the 8086, add tour clocks for each t6-bit word transfer with an odd address. For the 8088. add four clocks for sach 3f-bH word transier. 


































































C 
0 
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CLC (no operands) ODITSZAPC 


CLD (no operands) Flags ODITSZAPC 
0 


Clear direction flag 
Transfers* | Bytes Coding Example 


CLI (no operands) ODITSZAPC 


CMC (no operands) ODITSZAPC 
Complement carry flag iis X 


CMP destination,source Flaas ODITSZAPC 
Compare destination to source 95 x XXXXX 


register, register H CMP BX, CX 


CMPS dest-string,source-string Flags ODITSZAPGC 
Compare string l 3s y XXXXX 


22 


dest-string, source-string 2 CMPS BUFF1, BUFF2 
(repeat) dest-string, source-string 9+22/rep 2/rep REPE CMPS ID, KEY 


*For the 8086, add four clocks for each 18-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transier. 





















































register, memory CMP DH, ALPHA 
memory, register CMP [BP +2}, SI 
register, immediate CMP BL, 02H 










memory, immediate 
accumulator, immediate 


CMP [BX].RADAR {Di}, 3420H 
CMP AL, 000100008 
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CWD (no operands) ODITSZAPC 


DAA (no operands) Flaas ODITSZAPC 
Decimal adjust for addition 85 x XXXXX 


DAS (no operands) Flags ODITSZAPC 
Decimal adjust for subtraction 9* y XXXXX 
































ODITSZA 


C 
Flags X 


DEC destination 
Decrement by 1 


P 
XXXX 


DEC AX 
DEC AL 
DEC ARRAY [S|] 


DIV source Flags ODITSZAPC 
Division, unsigned 95 | UUUUU 
ple 


! 
80-90 2 DIV CL 
144-162 2 DIV 8X 
(86-96) 2-4 DIV ALPHA 
+EA 
2-4 


(150-168) DIV TABLE [SI] 
+EA 


ESC external-opcode, source ODITSZAPC 
Flags 
Escape 


immediate, memory 8+EA ESC 6,ARRAY [SI] 
immediate, register 2 ESC 20,AL 


*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
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Opes ——  [ esie [ Trata" 
ino operands fate ME 


IDIV 






101-112 

165-184 

(107-118) IDIV DIVISOR.. BYTE [SI] 
+EA 

(171-190) IDIV [BX].DIVISOR. WORD 
4 EA 


IMUL source Flacs ODITSZA : C 
-—— — ave ED multiplication 99 x UUUUX 


IMUL CL 
IMUL BX 
IMUL RATE. BYTE 











IMUL 


|. Operands — | 


















(134-160) 
+EA 


IN accumulator, port Flags ODITSZAPC 
Input byte or word g 


accumulator, immed8 2 IN AL, OFFEAH 

accumulator, OX 1 IN AX, DX 
INC destination Flags DITSZAP 
Increment s 9 XXXX 


Operands Coding Example 


Tm Am INC ALPHA [Di] [BX] 


*For the 8086, add four clocks for each 16-bit word transfer with an odd addrass. For the 8088, add tour clocks for each 16-bit word transter. 


IMUL RATE. WORD [BP] (D 
















C 
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INT INT interrupt-type Flags ODITSZAPC 
Interrupt g 0 0 


immed8 (type = 3) 1 INT 3 
immedsB (type + 3) 2 INT 67 

T INTR (external maskable interrupt) ODITSZAPC 
INTR interrupt if INTR and IF=1 Flags 00 


INTO INTO (no Operands) Flaas ODITSZAPOC 
Interrupt if overflow g 00 
[Operands [Cie | transtera: [Bytes | Coding Example 


IRET (no operands) ODITSZAP 


J JA/JNBE short-label ODITSZAPC 
A/JNBE Jump if above/Jump if not below nor equal Flags 


JAE/JNB JAE/JNB short-label Flaas ODITSZAPC 
Jump if above or equal/Jump if not below g 


short-label pore | = [ ? | JAE ABOVE. EQUAL 


JB/JNA JB/JNAE short-label ODITSZAPC 
Jump if below/Jump if not above nor equal rage 


"For the 8086, add tour clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
TINTR is not an instruction; it is included in table 2-21 only for timing information. 







































C 
R 
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; JBE/JNA short-label ODITSZAPC 
JBE/JNA Jump if below or equal/ Jump if not above 


short-label tora | = D? | JNA NOT_ABOVE 


JC short-labe} ODITSZAPC 
Jump if carry 


short-label ora = [| ?j JC CARRY. SET 


JCXZ short-label i ODITSZAPC 


short-label pore | = |? JCXZ COUNT. DONE 


JE/JZ short-label ODITSZAPC 


short-label 10rd | | 2 | JZ ZERO 


JG/JNLE short-label ODITSZAPC 
JG /JNLE Jump if greater/ Jump if not less nor aud d ee 


[Operands [Clocks | Transfers" | Bytes | Coding Example 


JGE/JNL short-label ODITSZAPOC 
JGE/JNL Jump if greater or equal/ Jump if notless 


short-label [$ed | = |? | JGE GREATER. EQUAL 


JL/JNGE short-labe! ODITSZAPC 
JL/JNGE Jump if less/ Jump if not greater nor equa 


Coding ramps 
short-label JL LESS 


* For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
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JLE/JNG short-label ODITSZAPC 
JLE/JNG Jump if less or equal/ Jump If not greater 


short-label sora = |? JNG NOT. GREATER 


JMP target Flaas ODITSZAPC 
Jump g 


short-label JMP SHORT 
near-label 

far-label 

memptr16 

regptr16 

memptr32 


JMP WITHIN. SEGMENT 
JMP FAR. LABEL 
JMP (BX].TARGET 
JMP CX 
JMP OTHER.SEG [SI] 
JNC short-labe! ODITSZAPC 
short-label (ob = fa) JNC NOT_CARRY 
JNE/JNZ short-label ODITSZAPC 
JN E/J NZ Jump if not equal/Jump if not zero 
short-label [9o | = ja JNE NOT. EQUAL 
JNO short-label Flags ODITSZAPC 
Jump if not overflow 9 
operands [cheeks | Tranetere Coding Example 
short-labe! wore | = fa, JNO NO. OVERFLOW 


JNP/JPO short-labe! ODITSZAPOC 
JNP/JPO Jump if not parity/ Jump if parity odd Flags 


short-label oras = fe) JPO ODD. PARITY 


JNS short-labe! ODITSZAPC 
Jump if not sign 


*For the 8086, add four clocks for each 18-bit word transfer with an odd address. For the 8088, add four clocks for each t6-bit word transfer. 
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JO short-label ODITSZAPC 
short-label we] = |? JO SIGNED. OVRFLW 


JP/JPE short-label ODITSZAPC 
JP/JPE Jump if parity/Jump if parity even 
short-label wore | = | 2 | JPE EVEN. PARITY 


JS short-label ODITSZAPC 


— — pee Teese [ anctor ovs | coving Exe 
short-label oaj = [ ? | JS NEGATIVE 


LAHF (no operands) ODITSZAPC 


LDS destination,source ODITSZAPC 
Load pointer using DS inei 
reg16, mem32 I6+EA | 2 jaa LDS SI,DATA.SEG {DI} 


LEA destination,source ODITSZAPC 
Load effective address Flags 
reg16, mem16 [24 LEA BX, [BP] (DI) 


LES destination,source ODITSZAPC 
reg16, mem32 eea | 2 | 24 LES DI, (BX].TEXT__BUFF 


*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
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LOCK (no operands) ODITSZAPC 
LOCK 


LODS source-string ODITSZAPC 


source-string 12 1 1 LODS CUSTOMER_NAME 
(repeat) source-string 94 13/rep lirep 1 REP LODS NAME 
LOOP short-labe! ODITSZAPC 


LOOPE/LOOPZ short-label ODITSZAPC 
LOOPE/LOOPZ 


LOOPNE/LOOPNZ short-label ODITSZAPC 
LOO PNE/LOOPNZ Loop if not equal/Loop if not zero Flags 


T NMI (external nonmaskable interrupt) OSITSZAPC 


*For the 8086, add four clocks tor each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
INMI is not an instruction; itis included in table 2-21 only for timing information. 
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MOV destination,source ODITSZAPC 


memory, accumulator MOV ARRAY ISI], AL 
accumulator, memory MOV AX, TEMP. RESULT 
register, register MOV AX,CX 

register, memory MOV BP,STACK TOP 
memory, register MOV COUNT [DI), CX 
register, immediate MOV CL, 2 

memory, immediate MOV MASK (BX] [SI], 2CH 
seg-reg, regt6 MOV ES, CX 

Seg-reg, mem16 MOV DS, SEGMENT. BASE 
reg16, seg-reg MOV BP,SS 

memory, seg-reg MOV [BX|.SEG .SAVE, CS 


MOVS dest-string, source-string ODITSZAPC 


dest-string, source-string 18 1 MOVS LINE EDIT... DATA 
(repeat) dest-string, source-string 9--17!/rep 1 REP MOVS SCREEN, BUFFER 
MOVSB/MOVSW (no operands) ODITSZAPC 


(no operands) 18 2 1 MOVSB 
(repeat) (no operands) 9+17/rep 2irep 1 REP MOVSW 
MUL source ODITSZAP 














































2 MUL BL 
2 MUL CX 
2-4 MUL MONTH [SI] 
(124-139) 2-4 MUL BAUD. RATE 
+EA 


*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
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8 
, NEG destination 


3 


register NEG AL 
memory 16+EA NEG MULTIPLIER 


*0 If destination =0 


NOP (no operands) ODITSZAPC 
NOP No Operation 


NOT destination ODITSZAPOC 


register 3 NOT AX 

memory 18+ EA NOT CHARACTER 
OR destination, source Plans ODITSZAPC 
Logical inclusive or 9$ 4 XXUX 0 


register, register 2 OR AL, BL 

register, memory OR DX, PORT. ID (DI] 
memory, register OR FLAG. BYTE, CL 
accumulator, immediate OR AL, 011011008 
register, immediate OR CX,01H 

memory, immediate OR [BX].CMD_WORD,0CFH 


OUT port,accumulator ODITSZAPC 
Output byte or word 


immed8, accumulator 2 OUT 44, AX 

DX, accumulator 1 OUT DX, AL 

POP destination Flaas ODITSZAPC 
Pop word off stack g 


8 
8 


register 1 1 POP DX 
1 1 
17 * EA 2 2-4 


seg-reg (CS illegal) POP DS 
“For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer, 
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memory POP PARAMETER 
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POPF (no operands) ODITSZAP 
Pop flags off stack RRRRRRRR 


eoged eo ee 


PUSH source n ODITSZAPC 
Push word onto stack ags 


register PUSH SI 
seg-reg (CS legal) PUSH ES 
memory PUSH RETURN...CODE [SI] 


PUSHF (no operands) FI ODITSZAPGC 
Push flags onto stack ags 
i ee oe 


RCL destination,count Flags : DITSZAP M 
Rotate left through carry g 


register, 1 RCL CX, 1 
register, CL RCL AL, CL 
memory, 1 RCL ALPHA, 1 
memory, CL RCL (BPI.PARM, CL 


RCR designation,count DITSZAP : 


register, 1 RCR BX, 1 

register, CL RCR BL, CL 
memory, 1 RCR [BX]).STATUS, 1 
memory, CL RCR ARRAY [OI], CL 


REP (no operands) ODITSZAPC 
: p Flags 
Repeat string operation 
(no operands) Ce ee a REP MOVS DEST, SRCE 


*For the 8086, add four clocks for each 18-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 


C 
Flags R 
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REPE/REPZ (no operands) ODITSZAPC 
R E P E/ R E PZ Repeat string operation while equal/ while zero Flags 
(no operands) REPE CMPS DATA, KEY 


REPNE/REPNZ (no operands) ODITSZAPC 
REPNE/REPNZ Repeat string operation while not equal/not zero 
(no operands) EN SE REPNE SCAS INPUT__LINE 


RET RET optional-pop-value Flags ODITSZAPC 
Return from procedure g 


[Opes Gehe | Transfers” | Byles | Coding eamp 
8 
12 
18 
17 


(intra-segment, no pop) 1 
1 
2 
2 


(intra-segment, pop) 
ROL destination,count ODITSZAPC 


(inter-segment, NO pop) 


{inter-segment, pop) 
register, 1 2 — 2 ROL BX, 1 
register, CL 84 4l bit — 2 ROL DI, CL 
memory, i — 15- EA 2 2-4 ROL FLAG. BYTE [DI].1 
memory, CL 20-- EA « 2 2-4 ROL ALPHA ,CL 

4ibit 


ROR destination,count Flags ODITSZAPC 
Rotate right 9$ x X 


2 ROR AL, 1 
8 4 4l bit ROR 8X,CL 
15-- EA l ROR PORT. STATUS, 1 
memory, CL 20 EA ROR CMD_WORD, CL 
4ibit 


SAHF (no operands) Flags ODITSZAPC 
Store AH into flags 9 RRRRR 
jeu mcs pd eom mcd 


*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
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SAL/SHL destination, count ODITSZAPC 
SAL/SHL Shift arithmetic left/Shift logical left Flags , X 


register, 2 HH SAL AL,1 


register, CL B+4/bit SHL DI, CL 
SAR destination,source Flags ODITSZAPC 
Shift arithmetic right gs x XXUXX 


memory,1 SHL [(BX].DOVERDRAW, 1 
U 






























memory, CL SAL STORE. COUNT, CL 


















register, 1 2 SAR DX, 1 

register, CL 8+ 4/bit SAR DI, CL 

memory, 1 154 EA SAR N. BLOCKS, 1 

memory, CL 204 EA SAR N... BLOCKS, CL 
4/bit 





SBB destination, source ODITSZAPC 
Subtract with borrow Flags y XXXXX 
2 


register, register 3 SBB BX, CX 
register, memory SBB Di, [BX]. PAYMENT 
memory, register SBB BALANCE, AX 
accumulator, immediate SBB AX,2 

register, immediate SBB CL, 1 

memory, immediate SB8 COUNT [SI], 10 


SCAS dest-string Flags ODITSZAPC 
Scan string os x XXXXX 
15 


dest-string 1 1 SCAS INPUT. .LINE 
(repeat) dest-string 94 15/rep tirep 1 REPNE SCAS BUFFER 


T SEGMENT override prefix ODITSZAPC 
SEG MENT Override to specified segment 
(no operands) NON eon EN, MOV SS:PARAMETER, AX 


* For the 8085, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer, 













































tASM-86 incorporates the segment override prefix into the operand specification and not as a separate instruction. SEGMENT is included in table 
2-21 only for timing information. 
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SHR destination,count Flaqs ODITSZAPC 
Shift logical right 95 x X 


register, 1 2 SHR SI, 1 
register, CL 8+ 4l bit 
memory, 1 15- EA 
memory, CL 20+ EA * 
4l bit 


SHR SI, CL 
SINGLE STEPT SINGLE STEP (Trap flag interrupt Flags ODITSZAPC 
nterruptif TF z 1 00 


SHR ID. .BYTE (SI] [BX], 1 

























SHR INPUT WORD, CL 
STC (no operands) ODITSZAPOC 


STD (no operands) ODITSZAPC 


STI (no operands) ODITSZAPC 


STOS dest-string l ODITSZAPC 
11 


dest-string 1 STOS PRINT. LINE 
(repeat) dest-string 9 - 10/rep 1/rep REP STOS DISPLAY 


“For the 8086, add four clocks tor each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transter. 
fSINGLE STEP is not an instruction; it is included in table 2-21 only for timing information, 
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SUB destination,source Flaas x DITSZAPC 
Subtraction g XXXXX 


register, register SUB CX, BX 

register, memory SUB DX, MATH . TOTAL [Si] 
memory, register SUB [BP +2], CL 
accumulator, immediate SUB AL, 10 

register, immediate SUB SI, 5280 

memory, immediate SUB [BP].BALANCE, 1000 


TEST destination,source P DITSZAPC 
TEST Test or non-destructive logical and Flags XX UXO 


register, register TEST St, DI 

register, memory Set TEST SI, END . COUNT 
accumulator, immediate TEST AL, 00100000B 
register, immediate TEST BX, 0CC4H 

memory, immediate 11 on - TEST RETURN CODE, 01H 


WAIT (no operands) ODITSZAPC 
WAIT Wait while TEST pin not asserted 
emm 0 0 je-[ - [tiw — 


XCHG XCHG destination, source Flags ODITSZAPC 
Exchange g 


accumulator, reg16 3 1 XCHG AX, BX 
memory, register '17 € EA 2-4 XCHG SEMAPHORE, AX 
4 2 
XLAT source-tabte ODITSZAPC 
Flags 
Translate 


register, register XCHG AL, BL 


*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 18-bit word transfer. 
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XOR destination, source Flags ODITSZAP 
Logica! exclusive or 9* , XXUX 





register, register 2 XOR CX, BX 

register, memory 2-4 XOR CL, MASK, BYTE 
memory, register 2-4 XOR ALPHA [SI], OX 
accumulator, immediate XOR AL, 010000108 

register, immediate XOR SI, 00C2H 

memory, immediate XOR RETURN. CODE, 0D2H 


*For the 8086, add four clocks for each 16-bit word transfer with an odd address. For the 8088, add four clocks for each 16-bit word transfer. 
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68000 INSTRUCTION SET 


Instruction Size Length Operation 
(words) 
ABCD -(Ay,-(Ax) B l — [Ay] 10 + - [Ax] 10 + X — [Ax] 
ABCD Dy, Dx B l [Dy]10 + [Dx]10 +X — Dx 
ADD (EA), (EA) B,W,L |] [EA] * [EA] ^ EA 
ADDA (EA), An W,L 1 [EA] + An —> An 
ADDI #data, (EA) B,W,L  2forB,W data+ [EA] ^ EA 
3 for L 
ADDQ #data, (EA) B,W,L 1 data + [EA] ^ EA 
ADDX - (Ay), - (Ax) B,W,L | - [Ay] + - [Ax] + X ^ [Ax] 
ADDX Dy, Dx B,W,L | Dy + Dx + X > Dx 
AND (EA), (EA) B,W,L | [EA] ^ [EA] > EA 
ANDI #data, (EA) B,W,L  2forB,W  data^[EA] —^ EA 
3 for L 
ANDI #data8, CCR B 2 data8 ^ [CCR] — CCR 
ANDI #datal6, SR W 2 datal6 ^ [SR] — SR ifs = 1; else trap 
ASL Dx, Dy B,W,L 1 C+ 


(ET 
X «- 3 CT RO 


number of shifts determined by | Dx] 


C 
I P> Tjee 
X - a2 - 


number of shifts determined 
by # data 


C 
JGL 38D 0 
X z EF - 


shift oncc 


[ vc C ET E 
V MN ME MN 


number ot shifts determined 
by [Dx] 


e 
d; 4 X 


number of shifts determined 
by immediate data 





ASL #data, Dy B,W,L | 





ASL (EA) B,W,L 1 





ASR Dx, Dy B,W,L 1 





ASR #data, Dy B,W,L |] 





ASR (EA B,W,L l . 
Pe MEM Een 


T X 





shift once 


695 


696 


Instruction 

BCC d 

BCHG Dn, (EA) 
BCHG #data. (EA) 
BCLR Dn (EA) 
BCLR #data, (EA) 
BCS d 

BEQ d 

BGE d 

BGT d 

BHI d 

BLE d 

BLS d 

BLT d 

BMI d 

BNE d 

BPL d 

BRA d 

BSET Dn, (EA) 
BSET #data, (EA) 
BSR d 


BTST Dn, (EA) 
BTST #data, (EA) 
BVC d 


BVS d 


CHK (EA), Dn 
CLR(EA) 

CMP (EA), Dn 
CMP (EA), An 
CMPI data, (EA) 
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B, W 


Length 
(words) 
] for B 

2 for W 
1 


2 for B, W 


3 for L 


Operation 
Branch to PC + d if carry = 0; else next instruction 


{bit of [EA], specified by Dn? — Z 

[bit of [EA] specified by Dn? — bit of [EA] 

Same as BCHG Dn, [EA] except bit number is specified by 
immediate data 


[bit of [EA] > Z 

0 — bit of [EA] specified by Dn 

Same as BCLR Dn, [EA] except the bit is specified by 
immediate data 


Branch to PC + d if carry = 1; else next instruction 
Branch to PC + d if Z = 1; else next instruction 


Branch to PC + d if greater than or equal; else next 
instruction 


Branch to PC + d if greater than; else next instruction 
Branch to PC + d if higher; else next instruction 
Branch to PC + d if less or equal; else next instruction 
Branch to PC + d if low or same; else next instruction 
Branch to PC + d if less than; else next instruction 
Branch to PC +d if N = 1; else next instruction 
Branch to PC +d if Z = 0; else next instruction 
Branch to PC + d if N = 0; else next instruction 
Branch always to PC + d 


[bit of [EA] — Z 

] — bit of [EA] specified by Dn 

Same as BSET Dn, [EA] except the bit is specified by 
immediate data 

PC — - [SP] 

PC +d—> PC 

[bit of [EA] specified by Dn? — Z 

Same as BTST Dn, [EA] except the bit is specified by data 
Branch to PC + d if V = 0; else next instruction 


Branch to PC + dif V = 1; else next instruction 


If Dn < 0 or Dn > [EA], then trap 

0 — EA 

Dn — [EA] — Affect all condition codes except X 
An - [EA] — Attect all condition codes except X 
[EA] — data — Affect all flags except X-bit 


Appendix G: 66000 Instruction Set 
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Instruction 


Size 


CMPM (Ay) +, (Ax) + B,W,L 


DBCC Dn, d 


DBCS Dn, d 
DBEQ Dn, d 
DBF Dn, d 

DBGE Dn, d 
DBGT Gn, d 
DBHIDn, d 

DBLE Dn, d 
DBLS Dn, d 
DBLT Dn, d 
DBM! Dn, d 
DBNE Dn, d 
DBPL Dn, d 
DBT Dn, d 

DBVC Dn, d 
DBVS Dn, d 


DIVS (EA), Dn 


DIVU (EA), Dn 
EOR Dn, (EA) 
EORI #data, (EA) 


EORI #d8, CCR 
EORI #dl6, SR 


EXG Rx, Ry 
EXTDn 


JMP (EA) 


JSR (EA) 


LEA (EA), An 
LINK An, # -d 


LSL Dx, Dy 


LSL £data, Dy 


LSL (EA) 


LSR Dx, Dy 


LSR #data, Dy 


LSR (EA) 


zzzzz£z£z£zzzzz£zozz£zzzz € 


Unsized 
B,W,L 
B,W, L 
BW, L 


B,W, L 


B,W, L 


B,W,L 


Length 
(words) 
l 


— NNN hJ h2 bh2 hJ9 NM NN MM NY LY 


l 

l 

2 for B, W 
3 for L 

2 


2 
l 
l 


—À 


Operation 


[Ax]+ - [Ay]* — Affect all flags except X; update Ax 


and AY 
If condition false, i.e., C = 1, then Dn - 1 —> Dn; 
if Dn « — 1, then PC + d — PC; else PC + 2 — PC 
Same as DBCC except condition is C = ] 
Same as DBCC except condition is Z = | 
Same as DBCC except condition is always false 
Same as DBCC except condition is greater or equal 
Same as DBCC except condition is greater than 
Same as DBCC except condition is high 
Same as DBCC except condition is less than or equal 
Same as DBCC except condition is low or same 
Same as DBCC except condition is less than 
Same as DBCC except condition is N = 1 
Same as DBCC except condition Z = 0 
Same as DBCC except condition N = 0 
Same as DBCC except condition is always true 
Same as DBCC except condition is V = 0 
Same as DBCC except condition is V = ] 
Signed division 

[Dn]32/[EA]16 — 

[Dn] 0-15 = quotient 

[Dn] 16-31 = remainder 
Same as DIVS except division is unsigned 
Dn © [EA] > EA 
data & [EA] —> EA 


d8 ® CCR -> CCR 

dl6 ® SR — SR if S = 1; else trap 

Rx e Ry 

Extend sign bit of Dn from 8-bit to 16-bit or from 16-bit 


to 32-bit depending on whether the operand size is B 
or W 


[EA] ^ PC 
Unconditional jump using address in operand 
PC — - [SP]; [EA] — PC 

Jump to subroutine using address in operand 
[EA] ^ An 

An + — [SP]; SP— An; SP -d — SP 

C 


> p. 
X - nm - 





Same as LSL Dx, Dy except immediate data specify the 
number of shifts from 0 to 7 

Same as LSL Dx, Dy except left shift is performed only 
once 


eS a 


Same as LSR except immediate data specifies the 
number of shifts from 0 to 7 

Same as LSR, Dx, Dy except the right shift is performed 
only once 
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Instruction 


MOVE (EA), (EA) 
MOVE (EA), CCR 
MOVE CCR, (EA) 
MOVE (EA), SR 
MOVE SR, (EA) 
MOVE An, USP 
MOVE USP, An 
MOVEM register list, 
(EA) 

MOVEM (EA), register 
list 

MOVEP Dx, d (Ay) 
MOVE? d (Ay), Dx 
MOVEO £d8, Dn 
MULS(EA)16, (Dn)16 


MULU(EA)16, (Dn)16 


NBCD (EA) 
NEC (EA) 
NEGX (EA) 
NOP 

NOT (EA) 

OR (EA), (EA) 
ORI #data, (EA) 


ORI 4d8, CCR 
ORI #d16, SR 
PEA (EA) 


RESET 
ROL Dx, Dy 


ROL #data, Dy 


ROL (EA) 
ROR Dx, Dy 


ROR #data, Dy 


ROR (EA) 
ROXL Dx, Dy 


ROXL #data, Dy 


ROXL (EA) 
ROXR Dx, Dy 
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Size 


B,W,L 


L 
L 


m 


qud e 


W 
W 
W 
W 
L 
W, 
W, 
W, 
W, 
W, 
L 
W 
W 


B 

B,W, L 
B,W, L 
Unsized 
B,W, L 
B.W, L 
B,W, L 


B 

W 

L 
Unsized 
B,W,L 


Length 
(words 


Operation 


[EA] source — [EA] destination 

[EA] ^ CCR 

CCR — [EA] 

If S =1, then [EA] — SR; else TRAP 
If S =I, then SR — [EA]; else TRAP 
If S =], then An — USP; else TRAP 

[USP] > An 

Register list — [EA] 


[EA] — register list 


Dx — d[Ay] 

d[Ay] — Dx 

d8 sign extended to 32-bit — Dn 

Signed 16 x 16 multiplication [EA]16 * [Dn]16 > 
[Dn]32 

Unsigned 16 x 16 multiplication [EA]16 * [Dn]16 — 
[Dn]32 

0 -[EA]IO - X ^ EA 

0 - [EA] > EA 

0-[EA]- X ^ EA 

No operation 

[EA]! ^ EA 

[EA]V[EA] —> EA 

data V[EA] —^ EA 


d8VCCR —> CCR 

If S = 1, then dl6VSR -> SR; else TRAP 
[EA] 16 sign extend to 32 bits — — [SP] 
If S =1, then assert RESET line; else TRAP 


Same as ROL Dx, Dy except immediate data specifies 


number of times to be rotated from 0 to 7 
Same as ROL Dx, Dy except [EA] is rotated once 


lg ceci c 


———— 
Same as ROR Dx, Dy except the number of rotates is 
specified by immediate data from 0 to 7 
Same as ROR Dx, Dy except [EA] is rotated once 


dap 


Same as ROXL Dx, Dy except immediate data specifies 
number of rotates from 0 to 7 
Same as ROXL Dx, Dy except [EA] is rotated once 
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Instruction 
ROXR #data, Dy 


ROXR (EA) 
RTE 

RTR 

RTS 

SBCD -(Ay), -(Ax) 
SBCD Dy, Dx 
SCC (EA) 
SCS (EA) 
SEQ (EA) 
SF (EA) 
SGE (EA) 
SGT (EA) 
SHI (EA) 
SLE (EA) 
SLS(EA) 
SLT (EA) 
SMI (EA) 
SNE (EA) 
SPL(EA) 
ST (EA) 
STOP #data 


SUB (EA), (EA) 
SUBA (EA), An 
SUBI #data, (EA) 


SUBQ #data, (EA) 
SUBX - (Ay), - (Ax) 
SUBX Dy, Dx 

SVC (EA) 

SVS (EA) 

SWAP Dn 

TAS (EA) 


TRAP #vector 
TRAPV 


TST (EA) 
UNLK An 


Size 
B,W,L 
B,W,L 
Unsized 


Unsized 
Unsized 


guuuguuuuuuuuuuuuu 


Unsized 


Unsized 
B,W,L 
Unsized 


Length 
words 
l 


l 
] 
l 
1 
l 
l 
l 
l 
l 
l 
l 
l 
l 
l 
l 
l 
1 
1 
] 
l 
2 


l 

} 

2 for B, W 
3 for L 

l 


— 0 0 ee ee ee) 
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Operation 


Same as ROXR Dx, Dy except immediate data specifies 
number of rotates from 0 to 7 

Same as ROXR Dx, Dy except [EA] is rotated once 
If S = l, then [SP] + — SR; [SP] + — PC, else TRAP 
[SP] + — CC; [SP] + — PC 

[SP] + — PC 

— (Ax)10 - (Ay)10 — X — (Ax) 

[Dx]10 - [Dy]10 - X — Dx 

If C =Q, then 1s — [EA] else 0s — [EA] 

Same as SCC except the condition is C = 1 

Same as SCC except if Z = 1 

Same as SCC except condition is always false 

Same as SCC except if greater or equal 

Same as SCC except if greater than 

Same as SCC except if high 

Same as SCC except if less or equal 

Same as SCC except if low or same 

Same as SCC except if less than 

Same as SCC except if N = 1 

Same as SCC except if Z = 0 

Same as SCC except if N = 0 

Same as SCC except condition always true 

If S= 1, then data — SR and stop; TRAP if executed in 
user mode 

[EA] - [EA] ^ EA 

An —- [EA] -» An 

[EA] - data —> EA 


[EA] - data — EA 

- [Ax] - [Ay] - X > [Ax] 

Dx - Dy - X ^ Dx 

Same as SCC except if V = 0 

Same as SCC except if V = 1 

Dn [31:16] <> Dn [15:0] 

[EA] tested; N and Z are affected accordingly; 1 — bit 
7 of [EA] 

PC — — [SSP], SR — - [SSP], (vector) ^ PC; 16 
TRAP 

If V = 1, then TRAP; else next instruction 

[EA] — 0 — condition codes affected; no result provided 
An — SP; {SP]+ — An 
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APPENDIX 


8086 INSTRUCTION SET 


Interpretation 





Comments 





AAA 


AAS 


ADC mem/reg 1, 
mem/reg 2 


ADC mem, data 
ADC reg, data 
ADD mem/reg 1, 
mem/reg 2 
ADD mem, data 
ADD reg, data 


AND mem/reg I, 
mem/reg 2 


AND mem, data 


AND reg, data 


ASCII adjust [AL] after addition This instruction has implied addressing mode; this 


ASCII adjust for division 


ASCII adjust after multiplication 


ASCII adjust [AU] after 
subtraction 

[mem/reg 1] <- [mem/reg 1] + 
[mem/reg 2] * CF 

[mem] + [mem] + data + CF 

[reg] [reg] + data + CF 

[mem/reg 1] <- [mem/reg 2] + 
[mem/reg 1] 

[mem] + [mem] + data 


[reg] < [reg] + data 


[mem/reg 1] — [mem/reg 1] ^ 
[mem/reg 2] 


[mem] «— [mem] ^ data 


[reg] + [reg] + data 


instruction is used to adjust the content of AL after 
addition of two ASCII characters 

This instruction has implied addressing mode; converts 
two unpacked BCD digits in AX into equivalent 
binary numbers in AL; AAD must be used before 
dividing two unpacked BCD digits by an unpacked 
BCD byte 

This instruction has implied addressing mode; after 
multiplying two unpacked BCD numbers, adjust the 
product in AX to become an unpacked BCD result; 
ZF, SF, and PF are affected 

This instruction has implied addressing mode used to 
adjust [AL] after subtraction of two ASCH characters 

Memory or register can be 8- or 16-bit; all flags 
are affected; no segment registers are allowed; no 
memory-to-memory ADC is permitted 

Data can be 8- or 16-bit; mem uses DS as the segment 
register; all flags are affected 

Data can be 8- or 16-bit; register cannot be segment 
register; all flags are affected 

Add two 8- or 16-bit data; no memory-to-memory 
ADD is permitted; all flags are affected; mem uses 
DS as the segment register; reg 1 or reg 2 cannot be 
segment register 

Mem uses DS as the segment register; data can be 8-or 
16-bit; all flags are affected 

Data can be 8- or 16-bit; no segment registers are 
allowed; all flags are affected 

This instruction logically ANDs 8- or 16-bit data in 
[mem/reg 1] with 8- or 16-bit data in [mem/reg 2]; all 
flags are affected; OF and CF are cleared to zero; no 
segment registers are allowed; no memory-to-memory 
operation is allowed; mem uses DS as the segment 
register 

Data can be 8- or 16-bit; mem uses DS as the segment 
register; all flags are affected with OF and CF always 
cleared to zero 

Data can be 8- or 16-bit; reg cannot be segment 
register; all flags are affected with OF and CF cleared 
to zero 
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Instructions 
CALL PROC 
(NEAR) 


CALL reg 16 


CALL mem 16 


CALL subroutine 


in another 
segment 


CALL 
DWORDPTR 
[reg 16] 


CBW 
CLC 
CLD 
CLI 


CMC 
CMP mem/reg 1, 
mem/reg 2 


CMP memr/reg, 
data 

CMPS BYTE or 
CMPSB 


CMPS WORD or 
CPSW 


CWD 
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Interpretation 

Call a subroutine in the same 
segment with signed 16-bit 
displacement (to CALL a 
subroutine in +32K) 


CALL a subroutine in the same 
segment addressed by the 
contents of a 16-bit general 
register 

CALL a subroutine addressed 
by the content of a memory 
location pointed to by 8086 
16-bit register such as BX, SI, 
and DI 

CALL a subroutine in another 
segment 


CALL a subroutine in another 
segment 


Convert a byte to a word 
CF — 0 

DF <- 0 

IF + 0 


CF — CF 
[mem/reg 1] - [mem/reg 2], flags 
are affected 


[mem/reg] — data, flags are 
affected 

FOR BYTE 
FESH} - [[DT]], flags are affected 
[SI] +- [ST] +1 
[DI] «- [DI] + 1 


FOR WORD 
[[SI]] - [[DI]], flags are affected 
[SI] — [SI] +2 
[DI] «— [DI] + 2 

Convert a word to 32 bits 


Comments 

NEAR in the statement BEGIN PROC NEAR 
indicates that the subroutine 'BEGIN' is in the same 
segment and BEGIN is 16-bit signed; CALL BEGIN 
instruction decrements SP by 2 and then pushes IP 
onto the stack and then adds the signed 16-bit value of 
BEGIN to IP and CS is unchanged; thus, a subroutine 
is called in the same segment (intrasegment direct) 

The 8086 decrements SP by 2 and then pushes IP onto 
the stack, then specified 16-bit register contents (such 
as BX, SI, and DI) provide the new value for IP; CS 
is unchanged (intrasegment indirect) 

The 8086 decrements SP by 2 and pushes IP onto the 
stack; the 8086 then loads the contents of a memory 
location addressed by the content of a 16-bit register 
such as BX, SI, and DI into IP; (CS] is unchanged 
(intrasegment indirect) 

FAR in the statement BEGIN PROC FAR indicates 
that the subroutine *BEGIN' is in another segment 
and the value of BEGIN is 32 bit wide 

The 8086 decrements SP by 2 and pushes CS onto the 
stack and moves the low 16-bit value of the specified 
32-bit number such as ‘BEGIN’ in CALL BEGIN 
into CS; SP is again decremented by 2; IP is pushed 
onto the stack; IP is then loaded with high 16-bit 
value of BEGIN; thus, this instruction CALLS a 
subroutine in another code segment 

(intersegment direct) 

This instruction decrements SP by 2, and pushes CS 
onto the stack; CS is then loaded with the contents of 
memory locations addressed by [reg 16+2] and [reg 
16 * 3] in DS; the SP is again decremented by 2; IP 
is pushed onto the stack; IP is then loaded with the 
contents of memory locations addressed by [reg 16] 
and [reg 16 + 1] in DS; typical 8086 registers used for 
reg 16 are BX, SI, and DI (intersegment indirect) 


Extend the sign bit (bit 7) ofAL register into AH 

Clear carry to zero 

Clear direction flag to zero 

Clear interrupt enable flag to zero to disable maskable 
interrupts 

One’s complement carry 

mem/reg can be 8- or 16-bit; no memory-to-memory 
comparison allowed; result of subtraction is not 
provided; all flags are affected 

Subtracts 8- or 16-bit data from {mem or reg] and 
affects flags; no result is provided 

8- or 16-bit data addressed by [DI] in ES is subtracted 
from 8- or 16-bit data addressed by SI in DS and 
flags are affected without providing any result; if 
DF = 0, then SI and DI are incremented by one for 
byte and two for word; if DF = 1, then SI and Dl are 
decremented by one for byte and two for word; 


the segment register ES in destination cannot be 


overridden 


Extend the sign bit of AX (bit 15) into DX 


Appendix H: 8086 Instruction Set 


Instructions 
DAA 


DAS 


DEC reg 16 


DEC men/reg 8 


DIV mem/reg 


ESC external OP 
code, source 


HLT 
IDIV mem/reg 
IMUL mem/reg 


IN AL, DX 
IN AX, DX 
IN AL, PORT 
IN AX, PORT 


INC reg 16 


Interpretation 


Decimal adjust [AL] after 
addition 


Decimal adjust [AL ] after 
subtraction 


[reg 16] «- [reg 16] - 1 
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Comments 
This instruction uses implied addressing mode; this 


instruction converts [AL] into BCD; DAA should be 
used after BCD addition 


This instruction uses implied addressing mode; 


converts [AL] into BCD; DAS should be used after 
BCD subtraction 


This is a one-byte instruction; used to decrement a 16- 


bit register except segment register; does not affect the 
carry flag 


[mem] + [mem] - | or {reg 8] < Used to decrement a byte or a word in memory or an 


[reg 8] - 1 


16/8 bit divide: 
[AX] 

[mem8 / reg8] 

[AH] + Remainder 

[AL] <— Quotient 
32/16 bit divide: 

[DX] [AX] 

(meml16 / regió] 

[DX] — Remainder, 

[AX] + Quotient 
ESCAPE to external] processes 


HALT 

Same as DIV mem/reg 

For 8x 8 
[AX] < [AL] * 
[mem 8 / reg 8] 

For 16 x 16 
[DX][AX]«- [AX] * 
[mem 16 / reg 16] 

[AL] <- PORT [DX] 


[AX] < PORT [DX] 
[AL] < [PORT] 
[AX] — [PORT] 


[reg 16] < [reg 16] + 1 


8-bit register content; segment register cannot be 
decremented by this instruction; does not affect carry 
flag 


Menvreg is 8-bit for 16-bit by 8-bit divide and 16- 


bit for 32-bit by 16-bit divide; this is an unsigned 
division; no flags are affected; division by zero 
automatically generates an internal interrupt 


This instruction is used to pass instructions to 


a coprocessor such as the 8087 floating point 
coprocessor which simultaneously monitors the 
system bus with the 8086; the coprocessor OP codes 
are 6-bit wide; the coprocessor treats normal 8086 
instructions as NOP’s; the 8086 fetches all instructions 
from memory; when the 8086 encounters an ESC 
instruction, it usually treats it as NOP; the coprocessor 
decodes this instruction and carries out the operation 
using the 6-bit OP code independent of the 8086; for 
ESC OP code, memory, the 8086 accesses data in 
memory for the coprocessor; for ESC data, register, 
the coprocessor operates on 8086 registers; the 8086 
treats this as an NOP 

Halt 

Signed division. No flags are affected. 

Memr/reg can be 8- or 16-bit; only CF and OF are 
affected; signed multiplication 


Input AL with the 8-bit content of a port addressed by 
DX; this is a one-byte instruction 

Input AX with the 16-bit content of a port addressed by 
DX and DX + 1; this is a one-byte instruction 

Input AL with the 8-bit content of a port addressed by 
the second byte of the instruction 

Input AX with the 16-bit content of a port addressed by 
the 8-bit address in the second byte of the instruction 

This is a one-byte instruction; used to increment a 16- 
bit register except the segment register; does not affect 
the carry flag 
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Instructions 
INC mem/reg 8 


INT n (n can be 
zero thru 255) 


INTO 


JA/JNBE disp 8 


JAE/INB/INC 
disp 8 
JB/JC/JNAE 
disp 8 
JBE/JNA disp 8 
JCXZ disp 8 
JE/JZ disp 8 
JG/INLE disp 8 
JGE/INL disp 8 
JL/INGE disp 8 


JLE/JNG disp 8 
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Interpretation 


[mem] < [mem] + ! or [reg 8] 


< [reg 8] + 1 


Comments 

This is a two-byte instruction; can be used to increment 
a byte or word in memory or an 8-bit register content; 
segment registers cannot be incremented by this 
instruction; does not affect the carry flag 


[SP] — [SP] - 2 ,[[SP]] < Flags Software interrupts can be used as supervisor calls; 


IF <- 0, TF <+ 0 


[SP] — [SP] - 2, [[SP]] < [CS] 


[CS] — 4n 4 2 
[SP] — [SP] - 2 
[[SP]] < [IP] 
[IP] <— 4n 


Interrupt on Overflow 


Interrupt Return 


Jump if above/jump if not below 


or equal 


Jump if above or equal/jump if 
not below/jump if no carry 

Jump if below/jump if carry/jump 
if not above or equal 

Jump if below or equal/jump if 


not above 
Jump if CX =0 


Jump if equal/jump if zero 


Jump if greater/jump if not less 


or equal 


Jump if greater or equal/ jump if 


not less 


Jump if less/Jump if not greater 


nor equal 


that is, request for service from an operating system; 
a different interrupt type can be used for each type of 
service that the operating system could supply for an 
application or program; software interrupt instructions 
can also be used for checking interrupt service 
routines written for hardware-initiated interrupts 

Generates an internal interrupt if OF = 1; executes INT 

4; can be used after an arithmetic operation to activate 

a service routine if OF = 1; when INTO is executed and 

if OF = 1, operations similar to INT n take place 

POPS IP, CS and Flags from stack; IRET is used as 

return instruction at the end of a service routine for 

both hardware and software interrupts 

Jump if above/jump if not below or equal with 8-bit 
signed displacement; that is, the displacement can be 
from —128,, to +127,,, zero being positive; JA and 
JNBE are the mnemonic which represent the same 
instruction; Jump if both CF and ZF are zero; used for 
unsigned comparison 

Same as JA/INBE except that the 8086 Jumps if CF = 
0; used fer unsigned comparison 

Same as JA/JNBE except that the jump is taken CF = 1, 
used for unsigned comparison 

Same as JA/JNBE except that the jump is taken if CF — 
1 or ZF = 0; used for unsigned comparison 

Jump if CX = 0; this instruction is useful at the 
beginning of a loop to bypass the loop if CX = 0 

Same as JA/INBE except that the jump is taken if ZF = 
1; used for both signed and unsigned comparison 

Same as JA/JNBE except that the jump is taken if ((SF 
®© OF) or ZF) = 0; used for signed comparison 

Same as JA/JNBE except that the jump is taken if (SF 
€ OF) = 0; used for signed comparison 

Same as JA/JNBE except that the jump is taken if (SF 
® OF) = 1; used for signed comparison 


Jump if less or equal/ jump if not Same as JA/JNBE except that the jump is taken if ((SF 


greater 


® OF) or ZF) = 1; used for signed comparison 
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Instructions Interpretation Comments 
JMP Label Unconditional Jump with a The label START can be signed 8-bit (called SHORT 
signed 8-bit (SHORT) or signed jump) or signed 16-bit (called NEAR jump) 
16-bit (NEAR) displacement in displacement; the assembler usually determines 
the same segment the displacement value; if the assembler finds the 
. displacement value to be signed 8-bit ( 7128 to +127, 
0 being positive), then the assembler uses two bytes 
for the instruction: one byte for the OP code followed 
by a byte for the displacement; the assembler sign 
extends the 8-bit displacement and then adds it to IP; 
[CS] is unchanged; on the other hand, if the assembler 
finds the displacement to be signed 16-bit (+32 K), 
then the assembler uses three bytes for the instruction: 
one byte for the OP code followed by 2 bytes for the 
displacement; the assembler adds the signed 16-bit 
displacement to IP; [CS] is unchanged; therefore, 
this JMP provides a jump in the same segment 
(intrasegment direct jump) 
JMP regl6 [IP] — [reg 16); [CS] is Jump to an address specified by the contents of a 16- 
unchanged bit register such as BX, Sl, and DI in the same code 
segment; in the example JMP BX, [BX] is loaded 
into IP and [CS] is unchanged (intrasegment memory 
indirect jump) 
JMP mem 16 [IP] + [mem]; [CS] is unchanged Jump to an address specified by the contents of a 16-bit 
memory location addressed by 16-bit register such 
as BX, SI, and DI; in the example, JMP [BX] copies 
the content of a memory location addressed by BX in 
DS into IP; CS is unchanged (intrasegment memory 


indirect jump) 
JMP Label Unconditionally jump to another This is a 5-byte instruction: the first byte is the OP code 
(to another segment followed by four bytes of 32-bit immediate data; bytes 
segment) 2 and 3 are loaded into IP; bytes 4 and 5 are loaded 


into CS to JUMP unconditionally to another segment 
(intersegment direct) 


JMP Unconditionally jump to another This instruction loads the contents of memory locations 
DWORDPTR segment addressed by [reg 16] and [reg 16 + 1] in DS into IP; it 
[reg 16] then loads the contents of memory locations addressed 


by [reg 16 + 2] and [reg 16 + 3] in DS into CS; typical 
8086 registers used for reg 16 are BX, SI, and DI 
(intersegment indirect) 

JNE/JNZ disp8 Jump if not equal/jump if not Same as JA/INBE except that the jump is taken if ZF = 


zero 0; used for both signed and unsigned comparison 
JNO disp 8 Jump if not overflow Same as JA/JNBE except that the jump is taken if OF 
JNP/JPO disp 8 Jump if no parity/jump if parity m as JA/JNBE except that the jump is taken if PF 
JNS disp 8 o if not sign oe as JA/JNBE except that the jump is taken if SF 
JO disp 8 Jump if overflow nad as JA/JNBE except that the jump is taken if OF 


=] 

JP/JPE disp 8 Jump if parity/jump if parity even Same as JA/JNBE except that the jump is taken if PF 
=] 

JS disp 8 Jump if sign Same as JA/INBE except that the jump is taken if SF 
=| 

LAHF [AH] < Flag low-byte This instruction has implied addressing mode; it loads 
AH with the low byte of the flag register; no flags are 
affected 
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Instructions Interpretation Comments 
LDS reg, mem [reg] *- [mem] Load a 16-bit register (AX, BX, CX, DX, SP, BP, SI, 
[DS] < [mem + 2] DI) with the content of specified memory and load 


DS with the content of the location that follows; no 
flags are affected; DS is used as the segment register 


for mem 
LEA reg, mem [reg] «- [offset portion of LEA (load effective address) loads the value of the 
address] source operand rather than its content to register (such 


as SI, DI, BX) which are allowed to contain offset for 
accessing memory; no flags are affected 


LES reg, mem [reg] + [mem] DS is used as the segment register for mem; in the 
[ES] < [mem- 2] example LES DX, [BX], DX is loaded with 16-bit 
| value from a memory location addressed by 20-bit 

physical address computed from DS and BX; the 16- 
bit content of the next memory is loaded into ES; no 
flags are affected 

LOCK LOCK bus during next instruction. Lock is a one-byte prefix that causes the 8086 
(configured in maximum mode) to assert its bus 
LOCK signal while following instruction is executed; 
this signal is used in multiprocessing; the LOCK pin 
of the 8086 can be used to LOCK other processors 
off the system bus during execution of an instruction; 
in this way, the 8086 can be assured of uninterrupted 
access to common system resources such as shared 


RAM 
LODS BYTEor FOR BYTE Load 8-bit data into AL or 16-bit data into AX from 
LODSB .. [AL] — ([SI]] a memory location addressed by SI in segment DS; 
[SI] — [SI] « 1 if DF = 0, then SI is incremented by 1 for byte or 
LODS WORD or FOR WORD ` incremented by 2 for word after the load; if DF = 1, 
LODSW [AX] = [[SIH;[SI] <+ [SI] + 2 then SI is decremented by 1 for byte or decremented 
by 2 for word; LODS affects no flags 
LOOP disp 8 Loop if CX not equal to zero Decrement CX by one, without affecting flags and loop 


with signed 8-bit displacement (from -128 to +127, 
zero being positive) 1f CX is not equal to zero 

LOOPE/.OOPZ Loop while equal/loop while zero Decrement CX by one without affecting flags and loop 

disp 8 with signed 8-bit displacement if CX is equal to zero, 
and if ZF = 1 which results from execution of the 
previous instruction 

LOOPNE/ Loop while not equal/loop while Decrement CX by one without affecting flags and loop 

LOOPNZ disp 8 not zero with signed 8-bit displacement if CX is not equal 
to zero and ZF = 0 which results from execution of 
previous instruction 

MOV menvreg 2, [mem/reg 2] «- [mem/reg 1] mem uses DS as the segment register; no memory-to- 

mem/reg 1 memory operation allowed; that is, MOV mem, mem 
Is not permitted; segment register cannot be specified 
as reg or reg; no flags are affected; not usually used to 
load or store ‘A’ from or to memory 

MOV mem, data [mem] +- data mem uses DS as the segment register; 8- or 16-bit data 
specifies whether memory location is 8- or 16-bit; no 
flags are affected 


MOV reg, data [reg] + data Segment register cannot be specified as reg; data can 
be 8- or 16-bit; no flags are affected 

MOV segreg, [segreg] < [mem/reg] mem uses DS as segment register; used for initializing 

mem/reg CS, DS, ES, and SS; no flags are affected 

MOV mem/reg,  [mem/reg] < [segreg] mem uses DS as segment register; no flags are affected 


segreg 
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Instructions Interpretation Comments 

MOVS BYTE or FOR BYTE Move 8-bit or 16-bit data from the memory location 

MOVSB ((D0}< [[SI]] addressed by SI in segment DS location addressed by 
[SI] —— [SI] « 1 DI in ES; segment DS can be overridden by a prefix 


but destination segment must be ES and cannot be 
overridden; if DF = 0, then SI is incremented by one 
for byte or incremented by two for word; if DF = 1, 
then SI is decremented by one for byte or by two for 





word 

MOVS WORD FOR WORD 
or MOVSW [DI] [([SI]] 

[SI] <— [SI] +2 
MUL mem/reg  FOR8x8 mem/reg can be 8- or 16-bit; only CF and OF are 

[AX] + [AL] * [mem/reg] affected; unsigned multiplication 

FOR 16 x 16 

[DX] [AX] < [AX] * [mem/reg] 

NEG mem/reg [mem/reg] <- [mem/reg] + 1 mem/reg can be 8- or 16-bit; performs two's 
complement subtraction of the specified operand 
from zero, that 1s, two's complement of a number is 
formed; all flags are affected except CF = 0 if [mem/ 
reg] is zero; otherwise CF = | 

NOP No Operation 8086 does nothing 

NOT reg [reg] —— [reg] mem and reg can be 8- or 16-bit; segment registers are 
not allowed; no flags are affected; ones complement 
reg 

NOT mem [mem] < [mem] mem uses DS as the segment register; no flags are 
affected; ones complement mem 

OR Mem/reg 1,  [mem/reg 1] «— No memory-to-memory operation is allowed; [mem] 

Menvreg 2 [mem/reg 1] v [mem/reg 2] or [reg 1] or [reg 2] can be 8- or 16-bit; all flags are 
affected with OF and CF cleared to zero; no segment 
registers are allowed; mem uses DS as segment 
register 

OR menm, data [mem] + [mem] v data mem and data can be 8- or 16-bit; mem uses DS as 


segment register; all flags are affected with CF and OF 
cleared to zero 

OR reg, data [reg] < [reg] v data reg and data can be 8- or 16-bit; no segment registers 
are allowed; all flags are affected with CF and OF 
cleared to zero 

OUTDX,AL PORT [DX] < [AL] Output the 8-bit contents of AL into an J/O Port 
addressed by the 16-bit content of DX; this is a one- 

| byte instruction 

OUT DX, AX PORT [DX] + [AX] Output the 16-bit contents of AX into an I/O Port 
addressed by the 16-bit content of DX; this ts a one- 
byte instruction 


OUT PORT, AL PORT < [AL] Output the 8-bit contents of AL into the Port specified 
in the second byte of the instruction 
OUT PORT, AX PORT < [AX] Output the 16-bit contents of AX into the Port specified 
in the second byte of the instruction 
POP mem [mem] < [ISP]],[SP] —— [SP] +2 mem uses DS as the segment register; no flags are 
affected 
POP reg [reg]< [[SP]] [SP] < [SP] +2 Cannot be used to POP segment registers or flag 
register 
POP segreg [segreg] «— [[SP]l POP CS is illegal 
[SP] — [SP] + 2 
POPF [Flags] — [[SP]] This instruction pops the top two stack bytes in thel6- 
[SP] — [SP] + 2 bit flag register 
PUSH mem [SP] < [SP] - 2 mem uses DS as segment register; no flags are affected; 


[[SP |] «— [mem] pushes 16-bit memory contents 
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Instructions Interpretation Comments 

PUSH reg [SP] < [SP] -2 reg must be a 16-bit register; cannot be used to PUSH 
(SP1] < [reg] segment register or Flag register 

PUSH segreg [SP] — [SP] - 2 PUSH CS is illegal 
[[SP]] < [segreg] 

PUSHF [SP] — [SP] - 2 This instruction pushes the 16-bit Flag register onto the 
[[SP]] «- [Flags] stack 


RCL mem/reg, | ROTATE through carry left once FOR BYTE 
byte or word in mem/reg 





RCL mem/reg, ROTATE through carry left byte Operation same as RCL mem/reg, | except the number 
CL or word in mem/reg by [CL] of rotates is specified in CL for rotates up to 255; zero 
or negative rotates are illegal 
RCR mem/reg, 1 ROTATE through carry right FOR BYTE 
once byte or word in mem/reg 





RCR mem/reg, ROTATE through carry right byte Operation same as RCR mem/reg, | except the number 
CL or word in mem/reg by [CL] of rotates is specified in CL for rotates up to 255; zero 
| or negative rotates are illegal 


ROL mem/reg, 1 ROTATE left once byte or word FOR BYTE 
in mem/reg 





ROL mem/reg, ROTATE left byte or word by the [CL] contains rotate count up to 255; zero and negative 
CL content of CL shifts are illegal; CL is used to rotate count when 
the rotate is greater than once; mem uses DS as the 
segment register 
ROR mem/reg, 1 ROTATE right once byte or word FOR BYTE 


in mem/reg 7 0 
i 
FOR WORD 
15 0 
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Instructions Interpretation Comments 
ROR mem/reg, ROTATE right byte or wordin |. Operation same as ROR mem/reg, 1; [CL] specifics 
CL mem/reg by [CL] the number of rotates for up to 255; zero and negative 

rotates are illegal; mem uses DS as the segment 
register 

SAHF |Flags, low-byte] «— [AH] This instruction stores the contents of the AH register 
in the low-byte of the flag register; OF, DF, IF, and 
TF flags are not affected. 


SAL mem/reg, 1 Shift arithmetic left once byteor FOR BYTE 
word in mem or reg 





Mem uses DS as the segment register; reg cannot be segment registers; 
OF and CF are affected; if sign bit is changed during or after shifting, the 


OF is set to oI1C 
SAL mem/reg, Shift arithmetic left byte or word Operation same as SAL mem/reg, 1; CL contains 
CL by shift count on CL shift count for up to 255; zero and negative shifts are 
illegal; [CL] is used as shift count when shift is greater 
than one; OF and SF are affected; if sign bit of [mem] 
is changed during or after shifting, the OF is set to 
one; mem uses DS as segment register 


SAR mem/reg, 1} SHIFT arithmetic right once byte FOR BYTE 
or word in mem/reg 





SAR mem/reg, SHIFT arithmetic right byte or Operation same as SAR mem/reg, 1; however, shift 


CL word in mem/reg by [CL] count is specified in CL for shifts up to 255; zero and 
negative shifts are illegal 
SBB mem/reg 1, [mem/reg 1] < [mem/reg 1] - Same as SUB mem/reg 1, mem/reg 2 except this is a 
mem/reg 2 [mem/reg 2] - CF subtraction with borrow 
SBB mem, data [mem] + [mem] - data - CF Same as SUB mem, data except this is a subtraction 
with borrow 
SBB reg, data [reg] *-[reg] - data - CF Same as SUB reg, data except this ts a subtraction with 
borrow 
SCAS BYTE or FOR BYTE[AL]-[[DI]], flags — 8- or 16-bit data addressed by [DI] in ES is subtracted 
SCASB are affected,[DI] < [DI] + 1 from 8- or 16-bit data in AL or AX and flags are 


affected without affecting [AL] or [AX] or string 
data; ES cannot be overridden; if DF = 0, then DI 
is incremented by one for byte and two for word; if 
DF = 1, then DI is decremented by one for byte or 
decremented by two for word 
SCAS WORD or FOR WORD{AX] - [[DIj], flags 
SCASW are affected,[DI] < [DI] + 2 
SHL mem/reg, 1 SHIFT logical left once byte or Same as SAL menvreg, | 
word in mem/reg 
SHL mem/reg, SHIFT logical left byte or word in. Same as SAL mem/reg, CL except overflow is cleared 
CL mem/reg by the shift count in CL to zero 
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Instructions Interpretation Comments 
SHR mem/reg, i SHIFT right logical once byteor FOR BYTE 


word in mem/reg 7 0 
Ga E 


FOR WORD 
Es 


5 Q 
o fe om 
uw *. * oe . a uae 


SHR mem/reg, SHIFT right logical byte or word Operation same as SHR mem/reg, 1; however, shift 





CL in mem/reg by [CL] count is specified in CL for shifts up to 255; zero and 
negative shifts are illegal 
STC CF < | Set carry to one 
STD DF < | Set direction flag to one 
STI IF — 1 Set interrupt enable flag to one to enable maskable 
interrupts 
STOS BYTEor FOR BYTE Store 8-bit data from AL or 16-bit data from AX into 
STOSB [[DI]] — [AL] a memory location addressed by DI in segment ES; 
[DI] < [DI] + ! segment register ES cannot be overridden; if DF = 0, 


then DI is incremented by one for byte or incremented 
by two for word after the store 
STOS WORD or FOR WORD 


STOSW [[DI]] — [AX], [DI] «- [DI] + 2 

SUB mem/reg 1, [mem/reg 1] «- [mem/reg 1] - No memory-to-memory SUB permitted; all flags are 
mem/reg 2 [mem/reg 2] affected; mem uses DS as the segment register 

SUB mem, data [mem] < [mem] - data Data can be 8- or 16-bit; mem uses DS as the segment 

register; all flags are affected 

SUB reg, data [reg] <— [reg] — data Data can be 8- or 16-bit; all flags are affected 

TEST mem/reg — [menvreg 1]- [mem/reg 2], no No memory-to-memory TEST is allowed; no result 
1, mem/reg 2 result; flags-are affected is provided; all flags are affected with CF and OF 


cleared to zero; [mem], [reg 1] or [reg 2] can be 8-or 
16-bit; no segment registers are allowed; mem uses 
DS as the segment register 

TEST mem, data [mem] - data, no result; flags are Mem and data can be 8- or 16-bit; no result is provid 


affected ed;flagsareaffected with CF and OF cleared to zero; 
mem uses DS as the segment register 
TEST reg, data [reg]- data, no result; flags are Reg and data can be 8- or 16-bit; no result is provided; 
affected all flags are affected with CF and OF cleared to zero; 
reg cannot be segment register; 
WAIT 8086 enters wait state Causes CPU to enter wait state if the 8086 TEST pin is 


high; while in wait state, the 8086 continues to check 
TEST pin for low; if TEST pin goes back to zero, the 
8086 executes the next instruction; this feature can be 
used to synchronize the operation of 8086 to an event 
in external hardware 


XCHG mem/ [mem] = [reg] reg and mem can be both 8- or 16-bit; mem uses DS as 
reg, mem/ the segment register; reg cannot be segment register; 
reg no flags are affected; no mem to mem. 

XCHG reg,reg [reg] < [reg] reg can be 8-or 16-bit; reg cannot be segment register; 


no flags are affected 
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Instructions Interpretation Comments 

XLAT [AL] < [AL] + [BX] This instruction is useful for translating characters 
from one code such as ASCII to another such as 
EBCDIC; this is a no-operand instruction and is 
called an instruction with implied addressing mode; 
the instruction loads AL with the contents of a 20-bit 
physical address computed from DS, BX, and AL; 
this instruction can be used to read the elements in a 
table where BX can be loaded with a 16-bit value to 
point to the starting address (offset from DS) and AL 
can be loaded with the element number (0 being the 
first element number); no flags are affected; the XLAT 
instruction is equivalent to MOV AL, [AL] [BX] 

XOR mem/reg [mem/reg 1] +- [mem/reg 1] ® No memory-to-memory operation is allowed; [mem] 

1, mem/reg 2 [mem/reg 2] or [reg 1] or [reg 2] can be 8- or 16-bit; all flags are 
affected with CF and OF cleared to zero; mem uses DS 
as the segment register 

XOR mem, data [reg] — [mem] © data Data and mem can be 8- or 16-bit; mem uses DS as the 
segment register; mem cannot be segment register; all 
flags are affected with CF and OF cleared to zero 


XOR reg, data [reg] — [reg] @ data Same as XOR mem, data. 
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APPENDIX 


VERILOG 


I.1 Introduction to Verilog 


Verilog describes a digital system as a set of modules. A module is a basic block in 
Verilog. A typical Verilog segment is given below: 
module «module name> // A typical Module 
«port list? 
«declarations? 
«module items» 
endmodule 
In the above, the module is defined by the keyword module and endeded by 
the keyword endmodule. The «module name> identifies a module uniquely. This means 
that a name or an identifier is assigned to a module to identify it. This name must start with 
an alpha character rather than a number. The two slashes (//) shown in the above Verilog 
module is used before a single line comment. Verilog module, when invoked, creates a 
unique object containing its name, variables, parameters, and input/output interface. The 
objects are called instances and the process of obtaining objects from modules are known 
as instantiation. Each port in the «port list? is defined by keywords input and output 
based on the port directions. Verilog also supports bidirectional ports which can be defined 
by keyword inout. The ports are included in parentheses with commas separating them. 
A semicolon (;)is used to terminate the port statement. Ports provide the module with a 
means to connect to other modules. The wire declaration by keyword wire provides 
internal connection in Verilog. All port declarations in Verilog are inherently defined as 
wire. This means that a port is automatically declared as a wire if it is defined as input 
or output, or inout. 
Verilog includes a set of built-in logic gates such as OR, AND, XOR, NOT, 
NOR, NAND, and XNOR. The outputs of these gates are one-bit data and are declared 
as wire in Verilog. The built-in gates are utilized to provide a structural design called 
netlist. The Netlist facilitates connections between one-bit wires and logic gates. Ports can 
be internal or external to a module. Certain rules for port connections must be followed 
for the Verilog simulator when modules are instantiated within other modules. Input ports 
must be of the type Net (for all) internally. On the other hand, the inputs can be connected 
externally to a variable which is reg ora wire. The output ports can be of the type 
reg or wire internally. Output must always be connected to a wire (not reg) externally. 
The inout ports must always be of type wire. inout ports must be connected to wire 
externally. 
Nets mean connection between hardware elements. Nets are driven continuously 


713 


714 Fundamentals of Digital Logic and Microcomputer Design 


by the outputs of devices they are connected to. Nets are typically declared by the keyword 
wire. Netisa class of data that includes wire as one data type. Verilog registers (defined 
by keyword reg) typically retain their values until a new value is stored. Verilog registers 
are different from hardware registers which need a clock. Verilog register does not require a 
clock. Also, Verilog register does not need a driver like the net. Values of Verilog registers 
can be changed anytime during simulation by replacing with another value. 

Keywords reg and wire are one-bit wide by default. To define a wider reg or 
wire, the left and right bit positions are defined in square brackets separated by a colon. 
For example, reg [7:0] a,b; declares two variables a and b as 8 bits with the most 
significant bit as bit 7 ( a[7] or b[7] ) and the least significant bit as bit O ( a[0] or b[0] ). 
Verilog contains approximately 100 keywords. Verilog keywords and identifiers are case 
sensitive. This means that Full adder and full adder are distinct variables. Also, Verilog 
keywords are reserved, and cannot be used as names. 

The «declarations» define data objects as registers or wires. The «module 
items? for behavioral modeling (to be discussed later) may be initial block or always block. 
Verilog uses keywords begin and end like Pascal to define a block. A typical initial 
block is defined by using keyword initial. The statements are contained between 
keywords begin and endas in conventional programs. The. always block is defined ina 
similar manner except that always instead of initial is written before begin. The 
always block is executed continuously and cannot be interrupted unless time control 
feature of Verilog utilizing symbols such as @ is used. Note that the output of a typical 
combinational logic circuit is altered with changes in input(s). The Verilog simulator 
can use always along with the symbol @ to stop execution of the always block 
continuously until changes in one or more inputs occur. For example, the statement 
always @ (a or b or c) means thata, b, and c are three inputs to be used in the 
always block that follows. The symbol (2) allows the simulator to execute an initial 
block that may follow aslongas there are no changes in the inputs; however, the always 
block will be executed whenever changes in inputs occur. Note that all procedural blocks 
are active concurrently. Constants in Verilog are decimal integers by default. However, 
the syntax ‘b,’d, or *h can be used before a number to define it as binary, decimal or 
hexadecimal. Furthermore, the total number of bits in a number can be represented by 
placing the number before the quote. For example, 4'b1111 and 4’hf will represent 15 
in decimal. 

Verilog provides a conditional operator denoted by the symbol ?. For example, 
consider the statement, assign z = s ? x : y; . This means that if s=1 then z=x, 
else z=y for s=0. Note that in this expression, s is the condition, z=x is the true expression 
while z=y is the false expression. Also, Verilog keyword parameter declares and assigns 
value to a constant. For example, parameter x-5;will assign the value of integer 5 to x. 
Nesting of modules is not permitted in Verilog. That is, a module cannot be placed between 
module and endmodule of another module. However, modules can be instantiated within 
other modules. This provides hierarchical modeling of design in Verilog. The name of a 
Verilog module is not available outside the module unless hierarchical modeling is used. 
The instance names must be defined when modules are instantiated. 

Verilog offers a feature called reduction operator for the logic operations and, 
nand, or, nor, xor and xnor. The reduction operation is performed bitwise from right to left 
on the bits of the same word. As an example, consider the reduction operation &x where 
x is a 4-bit number. In this case, the operation &x means x[3]&x[2]&x[1]&x[0]. 

To precisely model all logical conditions in a circuit, each bit in Verilog can be 
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one of the following: l'b0, Ibl, I'bz (high impedance), or 1’bx (don't care). 1'bO and 
Pbl respectively correspond to 0 and 1. Verilog includes l'bz for the situation when 
the designer needs to define a high impedance state. Furthermore, Verilog includes 1'bx 
to specify a don't care condition. Sometimes, miswiring of gates may also result into an 
unknown value of the output in certain situation. For example, if the designer makes a 
mistake and connects outputs of two gates together. This output may want to assume a 
value of either 0 or 1. This may cause physical damage to certain logic families. In order 
for the simulator to detect such problems, 1'bx (don't care) definition can be used for the 
output. 

A Verilog simulator includes a built-in system function called $time for 
representing simulated time. This means that $t ime provides a measure of actual time for 
the hardware to function when fabricated. $time is expressed as an integer value rather 
than by time units such as seconds. However, designers typically use one time unit 
as one nanosecond. Time control statements may be included in Behavioral Verilog. A 
statement will not be executed with the symbol # followed by a number until the specified 
number of time steps has elapsed. This allows Verilog to model propagation delays of 
logic gates. The symbol # when used in test programs generates a sequence of patterns at 
particular times that will behave like inputs to the hardware being designed. Also, if the 
symbol @ is used before a statement , the statement that follows will not be executed until 
the statement with @ is completed. 

The test bench for the simulation is normally written by the designer. The test bench 
tests the Verilog design by applying stimulas and providing outputs during simulation. 
Test benches utilize procedural blocks which start with either the keywords initial or 
always for providing stimulas for the test circuit. An example of a simple initial block 
is provided below: 


initial 
begin 
#0 
x-l1'b0; y-i'b0; z=1’b0; 
#50 
x-1'b0; y-1i'b0; z=1'bl; 
$50 
x-1'b0; y-1'b1; z=1'b0; 
end 


In the above, keywords begin and end are used to define the block with the time 
units defined by the symbol #. At time = 0, x = 0, y = 0 and z = 0. At time = 50 ns, x = 0, y 
= 0 and z = 1. Finally, at time = 100 ns, x = 0, y = 1 and z= 0. 

A simple test bench has the following structure: 
<module name> 
<reg and wire declarations> 
<Instantiate the Verilog design> 
<Generate stimulus using initial and always keywords> 
<Produce the outputs using $monitor for verification> 
endmodule 

The inputs applied to the test (design) block for simulation are declared in the 
stimulus block as reg data type. The outputs (responses) of the test block that are to be 
monitored and verified are declared as wire data type. The test block has no inputs or 
outputs. The stimulus block produces inputs for the test block and verifies the output of the 
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test block. initial and always procedural blocks can be used to produce the output. 
The simulator can represent the output as waveforms or in tabular form using Verilog 
system tasks such as $monitor. The syntax for $monitor is provided below: 
Smonitor ( "time = $d x = $2d y = $3d z = %2b”, 

Stime; xy wm) 

Verilog system task, $monitor can be used to display the output of the design 
block under test. Verilog simulator allows the output to be represented in binary ( %b or 
%B), octal (%0 or %0), decimal ( %d or 96D) or hexadecimal ( %h or 96H). $time is a 
built-in function that provides the simulation time. In the above $monitor statement time, x, 
and y are displayed in decimal while z is represented in binary. Another way to display the 
output 1s by using system task $display. Notethat $display isusedtodisplay onetime 
value of variables. In contrast $monitor displays variables whenever changes in variables 
occur during simulation. The syntax for $displayis$display (“%b%d”,x,y); which 
will display x in binary and y in decimal. As mentioned before, there are three levels of 
abstractions in Verilog. These are Structural, dataflow, and behavioral modeling. They 
can be combined in an application. These abstractions are described along with Verilog 
programming examples. 

Verilog provides primitives which can be defined by the user to represent truth 
table in a tabular form. These primitives are called User-Defined Primitives (UDP). 
UDP descriptions are enclosed by keywords primitive and endprimitive rather than 
keywords module and endmodule. There are two types of UDPs. These are Combinational 
UDPs used for combinational circuits and Sequentia] UDPs used for sequential circuits. 
As an example, a Verilog description using Combinational UDP for the 2-tol multiplexer 
of Table 4.11 is provided below. The truth table for the 2-to-1 multiplexer from Table 
4.11: 

Select input,S Output, Z 

0 d, 

l di 
//2tol multiplexer 
primitive muxztol {2780 dls); 
output z; 
lnpub-cobidlj 
input s; 

//Truth table is enciosed by keywords table and endtable 
//The inputs are listed in order followed by colon(:) 
//The output is always the last entry followed by semicolon(;) 


//The symbol? in the table is used to represent don't care 
//condition 


table 
ce OO «cL Ss Z 
L 2 0 E? 
0 ? 0 0; 
? i ] Ly 
? 0 1 OF 
endtable 
endprimitive 


// stimulus for 2tol mux using UDP 
module mux stimulus; 

req: 10,231; 

reg S; 
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wire out; 
mux2tolmux(out,i0,i1,s); 

initial 

begin 

// set inputs 

10=1, i120; 

#1 Sdisplay (“i0=%b, i1=%b”,1i0,1i1); 
//select i0 

s=0; 

#1 Sdisplay(“s=%b, out=%b”,s,out) ; 
//select il 

S-1; 

#1 Sdisplay("s-$b,out-$b",s,out); 
end 

endmodule 

//simulation outputs 

10=1,11=0 

s=0, out=1 

s=], out=0 


I.1.1 Structural Modeling 
The following Verilog structural description is provided for the 2-to-4 decoder of Figure 
4.14. The figure is redrawn below for convenience: 






i Decoder 
(Enable) 


// Structural description of a 2-to-4 decoder 
module decoder2to4 (xl, x0, e, d); 
input xl; x0,.6; 
output [0:3] d; //output vector d must be declared as wire. 


wire [0:3] d; //if vector d is not declared as wire, Verilog 
wire x11, x00; //will make vector d one bit by default. 
not 


inv1 (x11, x1), 
inv2 (x00, x0); 
and 

andi (d[0], x11, xQQ,e), 

and2 (d[1], x11, x0, e), 

and3 (d[2], x1, x00, e), 

and4 (d[3], xl, x0, e); 
endmodule 

The above structural description for the 2-to-4 decoder contains three inputs 

(x1, x0, e), and four outputs (d[0] through d[3]). The wire declaration provides internal 
connections. Two NOT gates are used to obtain complements x11 and x00 of the inputs x1 
and x0 respectively while the four AND gates are used for the outputs d[0] through d[3]. 
In the gate list such as andi (d[0], x11, x00,e); ,the output d[O] is always listed 
first followed by inputs x11, x00, and e. The keyword and is written once for all AND 
operators, and in this case, provides output d[0] by logically ANDing x11, x00, and e. 
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Note that the Verilog keywords and names are case sensitive. Also, Verilog keywords are 
reserved, and cannot be used as names. Note that if a Verilog operation is required several 
times in a program such as not requiring twice in the above , the Verilog code can be 
written in two ways. The two not operations, in the above, are written using the keyword 
not followed by two different labels inv] and inv2 separated by commas, and terminated 
by ;. An alternate Verilog code for the two not operations can be written as follows: 

not Ll. XI) 

hot (x00,. x0); 

similarly, alternative codes for other logic operations in the above can be written. 
A module instantiation statement associates the signals in the module instantiation with 
the ports in a module definition. There are two ways to represent the association. These 
are positional association, and named association. These two methods cannot be mixed. In 
positional association, each signal in the module instantiation is mapped by position to the 
corresponding signal in the module definition. 

In order to illustrate positional association, consider the following Verilog program: 
module system; 
wire [3:0] d; 
subsystem fl^tdl3]l, ell), -af2i« aio) ); 
endmodule 
module subsystem (w, x, y, Z); 
input x, y; 
output w, Z; 
endmodule 

In the above program, the module system has an instance of the module subsystem 
inside it. The connections to the subsystem are made by placing the bit vectors of the 
identifier (d in this case) at the desired positions in the port definitions of the subsystem 
module. In the above, d[3] is associated with w, d[1] with x, d[2] with y, and d[0] with z. 
The ordering must be done properly. Therefore, in the positional association, the names of 
the connecting signals must be included at the appropriate positions in the module port list. 
Positional association is used for small systems while named association is used for large 
systems. 

In the named association, Verilog connects external signals by the port names 
rather than by positions. The port connections can be specified in any order as long as the 
port names in the module definition precisely match the external signals. For example, 
the above Verilog program with positional association can be rewritten using named 
association as follows: 
module system; 

wire [3:0] d; 

subsystem fl (.w(dI0] jy -x(d[3] ky. evtdi2] Jy 22th JJ; 
endmodule 
module subsystem (w, x, y, Z); 

input x y; 

output w, z} 
endmodule 

In the above, d[0] is associated with w, d[1] with z, d[2] with y, and d[3] with 
x. The ordering of the ports of instance fl of subsystem module is not important because 
the signals are associated by names. Note that if an instance of a module contains an 
unconnected port, the position of the port in the instantiation is left empty. For example, 
consider a module representing a three-input OR gate with declaration as or3 (f, a, b, c); 
. If it is desired to keep the input at position b unconnected, an instance of or3 will be 
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or3 (f, a, , c); . Note that an unconnected module input is placed in high impedance state 
automatically, and unconnected outputs are not used. 


1.1.2 Dataflow Modeling 

Dataflow modeling in Verilog allows a digital system to be designed in terms of its function. 
Dataflow modeling utilizes Boolean equations, and uses a number of operators that can act 
on inputs to produce outputs. Some of the operators are listed in the table below: 

Verilog operators 


Operation Symbol 
Arithmetic addition + 
Subtract -- 
NOT of a single bit. ! 
AND between two operands && 


OR between two operands | 
Bit-by-bit NOT ~ 
Bit-by-bit logical AND & 
Bit-by-bit logical OR | 
Bit-by-bit XOR S 


Bit-by-bit XNOR -^ or ^- 
Logical Equality == 
Less than < 
Greater than > 
Conditional " 
Concatenation { } 


All Boolean equations are executed concurrently whenever any one of the values 
on the right hand side of one or more equations changes. This is accomplished using 
Verilog’s continuous assignment statement. This statement uses the keyword assign. A 
continuous assignment statement is used to assign a value to a net. A net is not a verilog 
keyword. It is used to specify the output (defined by output or wire using declaration 
statements) of a gate. For example, consider the following assignment statement: 
assign e = (a ^b & (~ c | di; 

The Boolean expression on the right hand side of the above equation is first 
evaluated, and the AND gate output is connected to wire e. In order to illustrate dataflow 
modeling in Verilog, consider the following program for a 2-to-4 decoder: 
module decoder2to4 (e, a, b, d0, dl, d2, d3); 

input e, a, b; ' 
output d0, dl; -a27 d3? 
assign dO = (e & ~a & ~b); 
assign dl = (e & ~ a & b); 
assign d2 = (e & a & ~b); 
assign d3 = (e & a & b); 
endmodule 

The above dataflow program uses Verilog keyword assign followed by Boolean 

equations using Boolean operators. 


— 


I.1.3 Behavioral Modeling 

The Behavioral description in Verilog is used to describe the function of a design in an 
algorithmic manner. Behavioral modeling is used in the initial stages of a design process to 
determine design-related tradeoffs. Behavioral modeling in Verilog uses constructs similar 
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to C language constructs. Verilog provides two types of procedural blocks. They are 
represented using keywords initial(aninitial block executes once), and always (an 
always block executes continuously until simulation ends). The designer typically uses 
"initial" procedural block to provide initializations for a simulation, and produce stimulus 
waveforms for a simulation test bench. 

The *always" procedural block provides a cyclic activity flow from simulation 
time of zero. This means that the procedural statements in the always block are executed 
continuously until simulation ends. The procedural statements in behavioral modeling 
execute sequentially in the order they are listed in the source code. The outputs of the 
procedural statements must be declared by the keyword reg. Input ports cannot be declared 
as reg since they do not normally retain values, rather affect the changes in the external 
signals they are connected to. Note that a reg data type retains its value until a new value 
is assigned. As an illustration of behavioral modeling, Consider the following Verilog 
program written using Behavioral modeling for the 2-to-4 decoder: 


module decoder2to4 (e, i, d); 
output [329] ude 

input .[1:0]2; 

input e; 

reg [3:0] d; 


always @ (i or e) 


if (e--1) 
begin 
case (i) 
0: d = 4'bp 0001; 
1: d = 4’b 0010; 
2: d = 4’b 0100; 
3: d = 4'b 1000; 
default d = 4'b xxxx; 
endcase 
end 
else 


d - 4'b 0000; 

endmodule 

In the above, 1 (2-bit) and e (1-bit) are declared as inputs while d is declared 
as 4-bit reg output. The conditional statement if-else allows execution of the case 
statements if e-logic 1. Note that the decoder is enabled when enable line, e equals logic 
1. The logical operator == is used for logical equality in the if expression. If e= logic 1 
, the statements (between case and endcase) are executed sequentially. The statement 
if (e==1) is executed as soon as any of the inputs after 8 in the always statement 
changes. The case statement is used for multiple branching. For example, case (i) 
determines the value of the 2-bit vector, 1i and compares it with the values with the list of 
the statements. The assignment statement associated with the first value that matches is 
executed. Since the vector i is a two-bit vector, it can be any of the four values from 0 to 
3. For example, consider the statement 2: d= 4'b0100; . If i = 10,( 2 in decimal), then 
the case statement after executing 2: d= 4'b0100; will assign four-bit vector, d with the 
binary value 0100. This means that the line 2 of the decoder output is high while others are 
low. An optional default value can be used for the case statement. This is for assigning 
other values such as don't care (x) or high impedance (z). Also, in the above, if e= logic 
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6, the 4-bit output vector,d is assigned with low values. This is shown as part of the else 
statement. This means that the decoder is disabled. 


I.2 Verilog descriptions of typical combinational logic circuits 


In the following, Verilog descriptions of typical combinational logic circuits are 
provided. 


i) Write a Verilog description for a full adder using two half adders and an OR gate as 
described in Section 4.5.1. 
Solution 
Assume x, y, z as three inputs and cout,sum as the two outputs of the full adder. x and y 
can be applied as the inputs to the first half adder generating sum, s1 = x @ y and carry, 
cl 7 xy. sl can be applied as one of the inputs to the second half adder with z as the other 
input. The second half adder will produce a sum, 
sum = x Oy ® z which is the desired sum of the full adder. The carry output, c2 of the 
second half adder will be (x & y) z. cl and c2 can be logically ORed together to provide 
the carry output (cout) of the Full adder. 
The Verilog description is given below: 
// Half  Adder 
module half adder (s,c,x,y); 

output 5,C; 

input X,y; 

xor  (S,x,y); 

and. 10x. Y); 
endmodule 
// Full adder is obtained by instantiating half adder twice 
// (Hierarchical modeling) 
module full adder (sum,cout,x,y,Z); 

output sum, cout; 

INDUE.. 79; 23 

wire  si,cl1,c2; 

half adder Bl(sl,cl,x,y); 

half adder B2(sum,c2,s1,2Z); 

or (coutcrelyo2); 
endmodule 
ii) Write a Verilog description along with the test bench for a 4-bit ripple-carry adder using 
behavioral modeling. 
Solution 
Although the following program may not be an efficient one, it is included for illustrative 
purposes. As mentioned before, the test bench usually does not have any inputs and 
outputs. The inputs applied for simulation are declared as reg data type while the outputs 
to be obtained from the simulation are declared as wire data type. Therefore, in this test 
bench, the inputs (a, b, cin) to the design module are declared as reg data while outputs 
(s, cout) are declared as wire data type. The initial block specifies several values to be 
applied during simulation. The outputs are verified with the $monitor system task. The 
simulator displays time, inputs, and outputs in binary (since %b is used) as soon as there 
is a change in one or more input values. Note that the concatenate operator { } in {cout,s} 
is used to combine cout and s as a 5-bit output. 
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// 4 bit adder 
module adder4 (cout,s,a,b,cin); 
Output cout; 
outputi3t0]. $; 
input[3:0] 4,55; 
input cin; 
reg[3,0] s; 
reg cout; 
always @ (a orb or cin) 


begin 

(cout,s)- atbt+cin; 
end 
endmodule 


// Test bench 
module adder test; 


// declare variables 
reg [3:0] a,b; 
reg cin; 
wire [3:0] s; 
wire cout; 


// Instantiate 
adder4 Al (cout,s,a,b,cin); 
initial 
begin 
Smonitor ($time, “a=%b, b=%b, cin=%b, cout=%b, s=%b”, 
a, b, Cin, cout,s); 


end 
// Stimulus inputs 
initial 
begin 
a= 4 500017 bD -= 4 b00 cin 150) 
#10 a = 4'p0101; b = 4’b0010; 
#10 a = 4'b1000; b = 4’b1010; 
#10 a= 4"blO01; b= 4'p0lli; 
end 
endmodule 
// Simulation outputs 
0a = 0001, b = 0010, cin = 0, cout = 0, s = 0011 
10 a = 0101, b = 0010, cin = 0, cout = 0, s = 0111 
20 a = t000; b = 1010; <cine-= 0;. cout l1, s — 0010 
30 a = 1001, b = 0111, cin = 0, cout = 1, s = 0000 


iii) Write a Verilog description for a BCD to seven-segment code converter (Section 4.4) 
for driving a common-cathode display for displaying the decimal digits 2, 4, and 9. The 
converter will turn the display OFF for any other inputs. 
Solution 
module code converter (bcd in,seven seg out); 

input [3:0] bcd in; EN 

output [6:0] seven seg out; 

reg [6:0] | seven seg out; 

F4 bod in. = abcdefg 
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parameter two = 7'b1101101; 
parameter four - 7'b0110011; 
parameter nine D'BIIIO0lII 
parameter other 7' 50000000; 
always 8 (bcd in) 

case (bcd in) 


i 


2 seven seg out = two; 
4: seven seg out = four; 
93 seven seg out - nine; 
default: seven seg out = other; 
endcase 
endmodule 
EXAMPLE I.1 


Write a Verilog description for f= A + B C (Section 3.6) using structural modeling. 
Solution 
// file name: func.v 
//written using structural modeling 
module func(a, b, c, f£); 

input arp D, 6; 

output f; 

wire yO, yl; 

not (y0, c); 

and(yl, b, y0); 

Orit, yl; a)y 
endmodule 


EXAMPLE I.2 


Write a Verilog description for a two-input exclusive-OR gate using structural modeling. 
Solution 
The program is written as follows: 
// Exclusive OR operation 
// file name: xor l.v 
module xor 1 (a, b, y); 
input a, b; 
output y; 
xor (y, a, b); 
endmodule 


EXAMPLE 1.3 
Write a Verilog description for a 2 to 4 decoder with one high enable as described in 
section 4.5.3. Use (a) behavioral modeling (b) dataflow modeling . 
Solution 
(a) Using behavioral modeling: 
Note that { } is concatenate operator in Verilog. 
module: decoder(Y3, Y2, Yl, YO, A, B, en); 
// Define inputs and outputs 
Dutbut You. X2». Yay XU: 
input A, B; 
input en; 
red Yop Y2; Xl; 10; 
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always @(A or B or en) 


begin 
// Use behavioral method for decoder 
if (en -- 1) 
begin 
case ( {A,B} ) 
2"5004$ IY3;Y2,Yl,YO) 5.250001; 
2'tbOlt [Y3,Y2,YX1,Y0] = 4750010; 
ZOO YT Yr = 22 DUO 
2° plies X3,Y2;:;Yl1,YX0) = 4^ DIO0D: 
default: {Y3,Y2,Y1,Y0} = A'DEXXXxX; 
endcase 
end 
if (en == Q) 
(Y3,Y2,Y1,Y0) = 4’b0000; 
end 
endmodule 


(b) Using dataflow modeling: 

// 2-to-4 decoder 

// file name: decoder.v 

module decoder(E, X, Y, 20, Z1, 22, 23); 
output Z0, 21, Z2; 43; 
input Ey: Ar Ge 


assign Z0 = E & ~X & ~Y; 
assign Z1 = E & ~X & Y; 
assign 22 = E & X & ^Y; 
assign 232 E & X & Y; 
endmodule 
EXAMPLE I.4 


Write a Verilog description for the 2-to-1 multiplexer of figure 4.21 using structural 
modeling. Figure 4.21 is redrawn below: 


cout 


Solution 


// file name: mux2.v 
module mux2(a, b, sel, cout); 
// I/O port declarations 

output cout; 
input a, b, sel; 
// Internal nets 
wire yO, yl, y2; 
// Instantiate logic gate primitives 
not(yO, sel); 
and(yl, a, y0); 
and(y2, b, sel); 
Or(coutsa yl, y2); 
endmodule 
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EXAMPLE I.5 


Write a verilog description for a four-bit binary adder using hierarchical modeling. 
Solution 


// Define a 1-bit full adder 
// file name: fulladd.v 
module fulladd(sum, c out, a, b, c in); 


// I/O port declarations 
output sum, c out; 
input gd, D; € in; 


// Internal nets 
wire s1, cl, c2; 


// Instantiate logic gate primitives 
xor (sl, a, b); 
and (ed, cay B); 


xor (sum, Sl, 6 in); 
and (c2, sl, c in); 
or (c OUL;:c2, 0l); 


endmodule 


// Define a 4-bit binary adder 
module fulladd4 (sum, c out, a, b, c in); 


// I/O port declarations 
output [3:0] sum; 
output c out; 
input [3:0] a, b; 
input c Xn, 


lf. Internal nets 
wire Cl, 62: 3: 


// Instantiate four 1-bit full adders. 

fuliadd fa0(sum[0]1, cl, a[0], b[0], c in); 

fulladd fal(sum[1], c2, a[l], bí[1], cl); 

ful badd fa2i(sumi2],- G3; ab2], b[2T; :62)4 

tullada fa3(sSumL3], c out, dl], DlISI, Cay? 

endmodule 

Note: In Verilog, nesting of modules is not permitted. That is, a module cannot be placed 
between module and endmodule of another module. However, modules can be instantiated 
within other modules. This provides hierarchical modeling of design in Verilog. In the 
above program, the full-adder is defined by instantiating primitive gates. The next module 
describes the 4-bit binary adder by instantiating four full-adders. The instantiation is done 
by using the name of the module that is instantiated with the same port names in this case. 


EXAMPLE L6 
Write a Verilog description for a full-adder using 74138 decoder and gates (Figure 4.17). 
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Solution 
This problem implements a full adder using a 3to8 decoder and two 4 input AND gates 
as shown in figure 4.17 in the text book. Behavioral modeling is used for implementation 
of 3to8 decoder and the 4 input AND gate while Structural modeling is used for the 
interconnection of the decoder with the AND gates using the schematic of figure 4.17 as 
follows: 


0 
X à s 
Y 3-to-8 , 
Z decoder 4 
«5 Y —4a, 74138 : 
Goa 6 
Gog 7 
C 





Note that the bubble,O at the decoder 
output indicates LOW when selected. 


The 74138 is a 3to8 decoder with an active low output when selected and the outputs are 
only driven if the chip enable lines are in a valid state (G1, G2A, G2B = 100,). If the 
decoder is not selected, the outputs are tristated. 


For the 4 input AND gate, the inputs are ANDed using the bit-wise AND operator "&". 


//Description: Full Adder Using 3-to-8 MUX with AND gates. 
//implementation of a full adder using 2 four input 
//AND gates and one 3to8 decoder-74138 


//APPROACH:Behavioral for the implementation of the decoder and 4 input 
//AND gates. 


//Structural approach when combining the decoder and AND gates, 


//decoder74138 3 to 8 decoder with active low outputs. 
//INPUTS: --X, Y, Z( select lines ) 

/ / --Gl, nG2A, nG2B ( enable lines) 

if Out[7:0] ( eight output lines) 

//OUTPUTS: --high impendance “Z” outputs when chip not selected 
as ~-active low output on line selected. (if chip selected) 


module decoder74138 (nout, Gl, nG2A, nG2B, X , Y 
output [7:0] nOut; 
input Gl, nG2A, nG2B, X, Y, 2; 
reg [7:0] nOut; 
always 8 (Gl or nG2A or nG2B or X or Y or 2) 
begin 
if((Gl, nG2A , nG2B) ==3’b100) 
// chip enabled 
begin 
// select conditions for select lines w/ active low outputs 
case ( { X, Y, @}) 


, a); 


0: nOut[7:0] = 8’b1i11i 1110; 
i: POUETO] = 8'DIIII 11017 
2: nOut[7:0) = 8'b1111 1011; 
3s nOut[7:0] = 8" bidil OIL1L; 
43 NOUTI ON = g DLDREO- LITIS 
5t nOut[T7:0] 95.9 DlJOl PE; 
6: nNOut[7:0] = 8°b1011 1111; 
TionOUD 7:0] SS Doda LITL. 
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default nOut [7:0] = 8'bx; //this should never happen 
endcase 
end 
else 
// chip disabled 
begin 
nOut [7:0] = 8'nzz; 
end 
end 
endmodule 
//AND4: 4 input and gate 


// INPUTS: --A,B, COD 
//OUTPUTS: --Out AND output of all four inputs 
module AND4 (Out,A,B,C,D); 


output Out; 
input A,B,C,D; 


reg Out; 

always@(A or B or C or D) 
begin 

OutzA & B & C & D; 
end 
endmodule 


//Full-Add:Full adder using 3to8 decoder 74138 and 2 four input AND gates 


//INPUTS : -- X, Y, Z ( X bit to add, Y bit to add, Z carry to add ) 
//OUTPUTS: --S = sum bit 
^d --C - Carry out bit 


module Full Add (C,S,X,Y,2); 

output C , S5; 

input X Y, Z; 

wire [7:0] decoder out; 
// 3 to 8 decoder enabled with bits to be added as inputs 
decoder74138 decoder74138 0( decoder-out [7:0],1'bl,1'b0,1'bO, X, Y , 2); 
// use 4 input AND gates to do final sum and carry 
AND4AND4 O(S,decoder out[0],decoder out[3)],decoder out[5],decoder out[6]); 
ANDA4ANDA l(C,decoder out[0],decoder out[1],decoder out[2],decoder out[4]); 
endmodule 
//Full Add Test: test bench for full adder implemented w/ 3to8 decoder 
//and two 4 input AND gates 
module Full Add Test; 

reg X , Y , 2; 

wire S , C ; 

Full Add Full Add O0 ( C,S,X,Y,2); 

initial 


Smonitor (“Time=%0d, X= $ 
Stimë; X; Y; Zp S5 € 
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initial 

begin 

#0 

X= cp^b0:Y = 1072 = Il*b9; 
#50 

X = l'bO0;Y = 1'b0;Z2 = 1l'bl; 
$50 

X = 1'b0;Y = 1'bl;Z = l'b0; 
#50 

X= l'bl;Y = 1I'b0;Z2 — 1’ b0; 
#50 

X = l'bl;Y = 1l'bl;2 = 1’b0; 
#50 

X = l'b0;Y = 1’'błl;Z = 1’ bil; 
#50 

X = L'bloY = 1’'b1;Z = i'þbl; 
#50 

X = l1'b0;Y = 1'b0;2 = 1'b0; 
end 

endmodule 


Note: An alternative to Verilog code for the AND4 module in the above 1s provided 
below. The codes from input to aiways can be replaced by using the reduction operator 
& as follows: 


input [3:0] A; 
reg out; 
assign out = & A; 


1.3 Verilog descriptions of typical synchronous sequential circuits 


Sequential circuits are typically described in Verilog using behavioral modeling. Verilog 
utilizes two basic statements in behavioral modeling. They are represented using keywords 
initial and always. An initial block is created using an initial statement. The 
initial block executes once during simulation starting at time 0. For several blocks, each 
block executes concurrently at time 0. Each block completes its execution independent 
of the other blocks. Keywords begin and end are normally used to group multiple 
behavioral statements. Grouping is not required for a single behavioral statement. 
The initial blocks are typically used to provide initializations for a simulation and 
produce stimulus waveforms for a simulation test bench. An always block, on the other 
hand, is defined using an always statement. The always block executes the statements 
continuously starting at time 0 until simulation ends. Furthermore, Keywords initial 
and always can be used to generate a clock signal for simulating a sequential circuit. An 
example is provided below: 
module clock; 
reg clk; 
initial 

clk=1'b0; 
always 

#20 clkeeclk; 
initial 
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#2000 Sfinish; 
endmodule 

In the above, the initial statement starts the clock at time-0. The always 
statement complements the clock every 20 time units with a time period of 40 time units. 
The simulation is ended by the system task $Sfinish at 2000 time units. 

Verilog provides timing controls to specify the simulation at which procedural statements 
execute. Two such timing controls include delay- based timing control and event control. 
Delay-based timing control in an expression defines the time between start of execution 
of the statement and its completion. Symbol £ is used to specify delays. An example is 
given below: 

initial 

begin 

#5  x-2; // Delay execution of x-2 by 5 time units 

The event control expression, on the other hand, defines a condition based on 
the change in value in a register or a net to trigger execution of a statement or a block of 
statements. An event control is defined by the symbol (2) along with the keyword always. 
Level-sensitive and edge-triggered events will be considered next. In synchronous sequential 
circuits, level-sensitive and edge-triggered flip-flops are encountered. The level-sensitive 
flip-flop can be accomplished by the following statement: 
always @ (x or enable) 

As soon as a change in x or enable occurs, the procedural statements in the 
always block will be executed. Verilog provides the keywords posedge and negedge 
to implement positive-edge triggered or negative-edge triggered clock. For example, the 
statements always 8 posedge clock and always 8 negedge clock will initiate 
execution of the procedural statements in the always block respectively for positive clock 
and negative clock. Since a sequential circuit is comprised of flip-flops and combinational 
circuits, it can be represented using behavioral and dataflow modeling. Flip-flops can be 
described with behavioral modeling using always keyword while the combinational 
circuit part can be assigned with dataflow modeling using assign keyword and Boolean 
equations. 

Note that a behavioral model in Verilog is defined using the keyword initial 
oralways followed by one or several procedural statements. The procedural statements in 
behavioral modeling execute sequentially in the order they are listed in the source code. The 
final output of these statements must be of the reg data type rather than wi re (normally 
used for structural) data type. Note that wire continuously updates the output while the 
reg stores the value until a new value is provided. 

Next, the meaning of “procedural statement" will be discussed. A procedural 
statement is an assignment in an initial or always statement. Also, procedural 
statement assigns value to a register ( data objects of type reg). There are three types 
of procedural assignments. These are procedural assignment ( uses — as the operator), 
continuous procedural assignment (uses keyword assign with — as the operator), and 
non-blocking procedural assignment ( uses <= as the operator). The right hand side of a 
procedural assignment is an expression which must evaluate to a value while the left hand 
side is typically a reg. The procedural continuous assignment retains the last output (when 
a digital circuit is disabled) until it is enabled again. This is useful in modeling latches 
and flip-flops. The first two procedural assignments that use the = operator execute the 
statements sequentially. These statements are called blocking assignments. This means 
that in blocking assignment, the next procedural assignment must wait until the present 
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one is completed. In non-blocking procedural assignment, executions of the statements that 
follow are not blocked. This means that the right hand side of the expression is evaluated 
first, but assignment to the left hand side is not made until all expressions are evaluated. 
Next, consider an example of the following blocking assignments: 


reg a, b, c; 

reg [3:0] x, y; 

//Must place Behavioral statements in initial or always block 
initial 

begin 

a-l; b=0; c=0; 

y= 4'pllll; x-y; 

#10 ylll- 1'b0; 
end 

In the above, the statement b-0 is executed only after a-1 is executed. The 
statements in the begin and end block can only execute in sequence since blocking 
statements are used. All statements a=1 through x-y are executed at time-0. However, 
statement y[1]= 1’b0 is executed at time=10 since there is a delay of 10 time units in 
this statement. 

As mentioned before, non-blocking assignments permit scheduling of assignments 
without blocking execution of the statements that follow. In order to illustrate non-blocking 
assignments, the previous example is modified as follows: 
reg a, b, Cc; 
red [370] X; ve 
//Must place Behavioral statements in initial or always block 
initial 
begin 

a-l; b=0; c=0; 

y= 4’bllll; x-y; 

y[1] <= #10 1’b0; 

x[i1:0]«-» #5 2'b00 
end 

In the above, statements a-1 through x-y are executed sequentially at time 0. 
Then, the two non-blocking assignments are executed simultaneously. The statement y (1) 
=1’b0 is scheduled to execute after 10 time units while x[1:0]= 2’b00 is scheduled 
to be executed after 5 time units. The simulator schedules execution of a non-blocking 
assignment , and then continues with the next statement in the block without waiting for 
completion of the present statement. When the two non-blocking statements in the above 
are executed, the right hand side expressions are evaluated first, and are stored in temporary 
locations. The assignments to the left hand side are made after both the expressions are 
completed. Non-blocking assignments are used in digital design where multiple concurrent 
data transfers such as in a register transfer, take place after a common event (positive or 
negative edge triggered clock). 

For state machines, the inputs including clock, and outputs can be declared at 
the beginning of a Verilog program. The states can be defined using parameter keyword 
in Verilog which defines constants in a module. Statement using always along with 
posedge or negedge can be used for the clock. Statements using case and if-else can 
be used to implement various state transitions. 
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EXAMPLE I.7 


Write a Verilog description for a D flip-flop (a) with a positive edge reset and a negative 
edge triggered clock. Use if-else. 


(b) with a positive edge triggered clock and a negative edge clear input. Use if-else. 
Solution 


L7 (a) 

// D Flip-Flop 

// Module DFF with synchronous reset 
// file name: dfflop.v 


module dfflop(q, d, clk, reset); 
input d, clk, reset; 

output q; 

reg q; 


//always do this when the reset is positive edge or clock is 
//negative edge 

always G(posedge reset or negedge clk) 

// if it's reset q will equal to zero 

if (reset) 


q = 1'p0; 
// if it’s clock q will equal tod 
else 
q = d; 
endmodule 
L7 (b) 


// FileName: D.v 

//description: D flipflop 

module D ff(Q, Q bar, CLR, CLK, D); 
output Q, Q bar; 

input CLR, CLK, D; 


reg Q, Q bar; 
always @(posedge CLK or negedge CLR) 


begin 
//When CLR -- (neg logic) Q is always 0 
//else @ rising edge of clock, Q «-- D 
if(!CLR) 
begin 
Q <= 1'b0; 
Q bar <= 1’bl; 
end 
else 
begin 
Q <= D; 
Q bar <= !D; 
end 


// Q bar <= !D; 
end 


endmodule 
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EXAMPLE 1.8 

Write a Verilog description for a JK flip-flop with negative edge triggered clock. Use 
case statements. 

Solution 


// JK ff using case statements 
// 3=A and K-B as inputs 

// Q and nQ are outputs 

module jk ff(A,B,clock,Q,nQ); 


input A;B; lock; 
output Q, nQ; 
reg Q; 
assign nQ--Q 
always @ (negedge clock) 
case ({A,B}) 
2'b00:0=0; 
2'b01:Q-1'b0; 
2° D0 20=1' biz 
2" DITSQSeO: 
endcase 
endmodule 


EXAMPLE I.9 


Write a Verilog description for the state diagram of Figure 5.21. Use a reset input so that 
the hardware can be initialized. Figure 5.21 is redrawn below: 





Solution 

//Description:state machine of Example 5.2 

//File Name: ngo 215v 

Tg 5.21 Implementation of state machine on figure 5.21 


//APROACH : behavioral 
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module ngbZ1( Z y State nA y GIK a reset); 


outputZ ; 

output[1:0] state; 

reg [1:0] currentstate , state; 
reg e 


input A , clk , reset; 
always 8 ( posedge clk) 
begin 
if ( reset == 1) //need to reset to start from a known state at 
//some point 
currentstate = Q ; 
case (currentstate) //step thru all states per state table 
0: 
if(A == 1) 
begin 
state-1; 
Z= 0; 


if ({ == ]) 

begin 
state 3: 
271; 
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else 
begin 
state-1; 
2-1]; 
end 
default 
if ( A == 1) 
begin 
state - 2'bxx; 
Z = ]l'bx; 
end 
else 
begin 
state = 2'bxx ; 
Z = 1’ bx; 
end 
endcase 
currentstate = state ; //update state for next time 
pass 
end 
endmodule 
module figs 21 0 test; 
reg A , clk, reset; 
wire [1:0] state; 
wire Z ; 
fig Z1 fig5 21 O(Z2,state,A,clk,reset); 


initial 
Smonitor( "Time %0d, state=%b, A= $b, Z= %b, reset- $b", 


Stime, state, A, Z reset ); 
initial 
begin 
#0 
A=  1'Db0; //reset to state 0 
reset=l’bl; 
clk =1’b0; 
#20 
cik =1' b1; 
#20 
A=  l'b0; //Input 1 to go to state 1 
reset-l'b0; 
cik -1'50; 
#20 
clk -1'b1; 
#20 
A=  l'b0; //Input 0 to go to state 3 


reset-l'p0; 
cik =1’b0; 
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$20 
clk -1'b1; 
#20 
A=  l'bl; ; input) to go to state 0 
reset=1’'b0; 
clk -1'b0; 
#20 
clk =1’bl; 
#20 
A=  l'b0; //input 0 to stay at state 0 
reset-l1'b0; 
clk —1*'b0; 
$20 
clk -l1'bi; 
$20 
A=  1'b0; Iilnput l to go to state 1 
reset-l'b0; 
clk =1’b0; 
#20 
clk 151 
#20 
= Ipi //lnput l to go to state 2 
reset-1^'b0; 
clk -i'D0; 
#20 
clk =l1’bl; 
#20 
A=  l'b1; /f Input... to.go to state 3 
reset=1’b0; 
cik -1'b0; 
#20 
clk =1’bl; 
#20 
A=  l'b1; //Input 1 to go to state 0 
reset=1’b0; 
clk =1’b0; 
#20 
clk =L’ bi: 
#20 
A=  i'bl; //done 
reset-l'b0; 
clk =1’b0; 
#20 
clk =I pI; 
end 


endmodule 
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EXAMPLE I.10 


Write a Verilog description for the two-bit counter of example 5.5. 
Solution 


module counter2bit(clock, reset, state); 
input clock, reset; 
output [1:0] state; 
reg [1:0] state, next state; 
parameter s00 = 2’b00, 
S01 = 2’b01, 
S10 = 2'b10, 
Sll--92^bDIIl; 


always 8 (posedge clock or posedge reset) 


begin 
if (reset -- 1) 
state <= s00; 
else 
Stare <= Next. Stare; 
end 


always @ (state) 


begin 
case (state) 
s00 : next state <= s01; 
s01 : next state <= s10; 
s10: next state <= sll; 
sll : next state <= s00; 
endcase 
end 
endmodule 


module test; 
reg clock, reset; 
wire [1:0] state; 


counter2bit c2bit(clock, reset, state); 


initial 
begin 
Sdisplay(" clock resetNtstate binary Ntstate decimal"); 
Smonrtor ('" $bNC So\t Sbo\t sda *, 


clock, reset,state,state); 
#0 reset = 0; 


#1 reset = 1; 
#1 reset 0; 
end 
initial 
begin 
#0 clock = 0; 
#40 Sfinish; 
end 
always #1 clock = ~clock; 
endmodule 
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Note: In the above, inclusion of \t with statements for $display and 
$monitor provides horizontal tab. 


clock reset state binary state decimal 
0 0 XX X 
oi 1 00 0 
0 0 00 0 
1 0 01 1 
0 0 01 ii 
i 0 10 2 
Q 0 10 2 
1 0 11 3 
0 0 T1 3 
1 0 00 0 
0 0 00 0 
1 0 01 l 
0 0 01 1 
1 0 10 Z 
0 0 10 2 
i 0 lI 3 
0 0 11 3 
1 0 00 0 
0 0 00 0 
1 0 01 il 
0 0 01 L 
1 0 10 2 
0 0 10 2 
1 0 11 3 
0 0 11 3 
1 0 00 0 
0 0 00 0 
1 0 01 I 
0 0 01 l 
l 0 10 2 
0 0 10 2 
1 0 Il 3 
0 0 11 3 
1 0 00 0 
0 0 00 0 
1 0 01 ih 
0 0 01 a 
1 0 10 e 
0 0 10 2 
i 0 TI 3 
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EXAMPLE I.11 


Write a Verilog description for the three-bit counter of Example 5.7. 


Solution 
// example 5.7 


module nonbinarycounter(clock, 
input clock, reset; 
output [2:0] state; 
reg [2:0] state, next state; 


parameter s0 = 3'b000, 
s2 = 3'p010, s3 
3 bi00, 55 


s4 


reset, 


sl = 3'b001, 
S poli, 
S DIOL, 


s6 = 3’'b110, s7 = 3'b111; 


always @ (posedge clock or posedge reset) 


begin 


if (reset -- 


) 


state <= s0; 


else 


state <= Next. State; 


end 


always @ (state) 
begin 
case (state) 


SÜ t. Next- stare €9. 852; 
SL f$. next state <= 535; 
$2 1? next state <= 83; 
S3 1. MexXt state <=- $5; 
S4 $. Next state- <= 97; 
SS t. Next state «96; 
S61. Next State <= $77 
s7 : next state <= s0; 
endcase 
end 
endmodule 


module test; 
reg clock, reset; 
wire [2:0] state; 


nonbinarycounter nbc(clock, 


initial 
begin 
Sdisplay(" clock 


Smoñitor -( 5 Sb\t $bpNt 
clock, reset, 
#0 reset = 0; 
#1 reset = 1; 
#1 reset = 0; 
end 
initial 
begin 
#0 clock = 0; 
#40 Sfinish; 
end 
always #1 clock = ~clock; 


reset, 


state); 


Sb\t 


state, 


state); 


reset\tstate binary \tstate decimal”); 


1g 


state); 
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endmodule 
Note: In the above, inclusion of \t with statements for Sdisplay and $monitor 
provides horizontal tab. 


reset state binary state decimal 


e 


NOONAN ANY UCI.CO) QA ON OO -1 20100101 C0 CO PO NOON 201 0 01 CQ GO CO lO FO OO X 


1 
0 
I 
Q 
l 
Q 
1 
0 
L 
0 
I 
0 
1 
0 
1 
0 
1 
0 
i 
Q 
1 
0 
1 
0 
1 
0 
1 
0 
1 
0 
di 
Ü 
i 
0 
l 
0 
1 
O 
1 


ooooocoococCcuoaococo Qo Co Ccoocnoocnocoouoqco Coco coococcoocooeno eo 0 c0cuUmDNDCmUDUCOUCUC CO O l 
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EXAMPLE I.12 
Write a Verilog description for the General Purpose register of figure 5.41. 
Solution 


JE SEKTOR KREEK ERRE ERE EER MIR ONERE Me Re KEEA A EERE EM A I KEEK ERR KE COR MUS KIERRE ERR 


* KKK 


Description: Basic Cell 


File Name: BasicCell.v 
KKK KKK KK e ck oce ook oe Ck oec fe oe ok oce coe oec KKK KEKE KEKE ko ck koc oko KKK cce cock ck ck KKK ck cA CA ck ck ck ck ock ck ck ck koe Ck ck ck ck oko ko ko ko ko 


ka 


module BasicCeli( q, CLR, CLK, s, A); 
output q; 

input CLK, CLR; 

input [1:0] s; 

input [3:0] “Ay 

wire data, q bar; 

mux4tol M1( data, s, A ); 

D ff DO( q, q bar, CLR, CLK, data ); 
endmodule 


LRERERREA EERE ERA RAR REE ERA LS CREEL AEA A ERS SR EARS ERE RR IC Ty Ee ee RR Ne 


*"***pDasoription: D Flip Flop 


File Name: D.v 
Ld 4 d d KKK KK KEK RK KEK KKK dd d dd 44 KKK KEK KKK 2 4 4 dd d dd fd dd 4442 4 KKK KKK d K 


***J/ 


module D ff( Q, Q bar, CLR, CLK, D ); 
output Q, Q bar; 
input CERCLE, D. 


reg Q, Q bar; 

always @{ posedge CLK or negedge CLR) 

begin //When CLR -- (neg logic) Q is always 0 
//else @ rising edge of clock, Q «-- D 


if(!CLR) 
begin 
Qe I5BD 
O bar <= 1'bl; 
end 
else 
begin 
Q «2 D; 
O par «e: ID; 
end 
end 
endmodule 


// The code for the 4 to 1 multiplexer used in the Basic cell is: 
// Filename : mux4tol.v 
//description: 4 to 1 multiplexer 


module mux4tol(X, s, A); 
output X; 
input [1:0] s; 
input [3:0] A; 


assign X = (s == 2'b00)? A[0]: 
(s == 2'b01)? A[1]: 
(s == 2'b10)? A[1]: A[3]; 
endmodule 


//description: General purpose register 
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module GPR (Q, CLR, CLK, S, X, r in, l in) 
output 1320] Q; 
inpüt. CLR; CLK, f in, l in; 

input [ 1: 0} S5; 

input [3:0] X; 

wire [3:0] A; 

BasicCell Cell3 (A[3] , CLR, CLK, S, {X[3] , A[2] , T Xn , A[3]} ); 
BasroCcell CGll2-(ANUI2] r- CLR; CuK, 9; IXI2] sg ATII SAIS] v ALI es 
BasicCell Celll (AII] = CLR, CEK; S, IXIL o AIO] ;.A[2] ~All} ) ; 
BasicCell CellO (A[0] , CLR, CLK, S, (X[O0] , l X30, AILI e AIO] q^ y 
assign Q = A; 


endmodule 


1.4 Status register design using Verilog 


In this section, the Verilog description of the Status register of Example 6.1 will be 
provided. 


EXAMPLE L13 
Write a Verilog description of the Status register of Figure 6.1. 
Solution 


VeriLogger Program, Test Bench and Results 
// Status Register 
module statsreg(stat,cfíinal,cprev,clk,r); 
input [3:07] £7 
input cfinal,cprev,clk; 
output [4:0] stat; 
reg [4:0] stat; 
/* The status register is 5-bits. They will be latched and the 
output is shown at a positive edge of the clock. 
ra 
always (posedge clk) 


begin 
statio] <= gr3]^rt2]^rDIl1jJ^r[l01s //Parity flag 
stat[1] <= cfinal^cprev; //Overflow flag 
Stat [2] <= ir[3)]LEIL2]]x[1]]x[0]3; //Zero flag 
stat[3] <= r(3]; / /MSB 
stat(4] <= cfinal; //Final carry 
end 
endmodule 


// The following is a test bench to verify the results of our 
module above. 

module tbench; 

reg [3:20] zr in; 


reg cfinal in,cprev in,clock; 
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wire [4:0] stat out; 


/ / 


module statsreg(stat,cfinal,cprev,clk,r); 


statsreg SRegl(stat out,cfinal in,cprev in,clock,r in); 


initial 


begin 


$monitor("Time-$0d clock-$b r in-$b cfinal in-$b cprev in-$b 


Stat out-$b", Stime,clock,r in,cfinal in,cprev in,stat out); 


end 


always 


initial 


begin 


end 
endmodule 
Time=0 
Time-1 
Time-2 
Time=3 
Time=4 
Time-5 
Time=6 
Time=7 
Time=8 


I.5 


Memory can be modeled in Verilog as an array of registers. The following are some of 


#0 
#2 
#3 
#2 


#3 
#2 


#1 


clock-x 
clock=0 
clock=1 
clock=0 
clock-1 
clock=0 
clock=1 
clock-0 
clock-1 


begin 
# 1 
# 1 


end 


clock-0; 
clock=1; 


f. 2-5 cfinal in=1; 


r in-6; cfinal in-1; 


cprev in-l 


cprev in-0; 


r in-15; cfinal in-0; cprev in-0; 


Sfinish; 


r in-0000 
r in-0000 
r in-0000 
r in-0110 
r in-0110 
r in-0110 
r in-1111 
r in=1111 
r in=1111 


cfinal_in=1 
chtinal in-i 
cfinal in-i 
cfinal in-1i 
cfinal in-1 
chnal in-1 
cfinal in-0 
cfinal in-0 
cfinal in=0 


CPU design using Verilog 


cprewv 3n-l 
cprev in-1 
eprey inel 
cprev in-0 
cprev_in=0 
cprev in-0 
cprev in-0 
cprev ih*0 
cprev in-0 


the typical examples of specifying memory in Verilog: 


reg addr 


[0:2047]; 


// Memory with 2K l-bit words 


Stat OUL-XXXXX 
Stat Out-XXXXX 
stat out-10100 
stat out-10100 
stat out-10010 
stat out-10010 
stat out-01000 


stat out-01000 
stat out-01000 


(Addresses 
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// addr[0] 
// through addr[2047]). 

reg [15:0] addr [0:4095]; // Memory with 4K 16-bit words (Addresses 
// addr[0] through addr[4095]). 


reg [22:0] mem [52:0]; // Memory of size 53X23 bits (Addresses mem[0] 
// through mem[52]). 
data = mem[loc] // Memory read operation. Read the contents of a 


// memory 
// location addressed by loc into a register 
// called data. 

mem{loc] = data // Memory write operation. Write the contents of 
// a register 
// called data into a memory location addressed 
Af DY lees 


Example 1.14 


Write a Verilog description for the ALU of Figure 7.24. 
Solution 


The verilog coding for 4-bit ripple carry adder is: 
“include “FA.v” 

module Add4(c out, Sum, A, B, c in); 
//Add 2 4-bit numbers A & B with carry in 
//output Sum and c out 

output c out; 

ouLpat [3:0] Sum; 

input [3:0] A, EB; 

input c in; 

wire [2:0] carry; 


//need 4 full adders 


, 


FA faQ(carry[0], Sum[(0], A[0], BI[0], c in); 
FA fal(carry[1], Sum(1}, A[1], B[1], carry[0]) 
FA.fa2í(carry[21], Sum[(21, A[2],;, B[Z2], tarry]; 
FA fa3(c out, Sum(3], A[3], BI3], carry[2]); 
endmodule 


//The included code for full adder is: 


module FA(c out, sum, a, b, cC inj, 
//Full Adder 

input a, b, Cc in; 

output sum, C out; 

assign{c_ out, sum) = a + b + c in; 
endmodule 
//The coding for multiplexer is: 


module mux2tol(x, select, AO, Al); 
output x; 

input select, AQ, Al; 

assign x = (select)? Al: A0; 
endmodule 
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//description: 4-bit ALU 

module ALU(F, C out, X, Y, fCode); 
outpuE (370) E; 

output C out; 

Input. [3:20] X, X4 

input (sO: fCode: 

wire [3:0] B, Y not, AU, LU, LU 0, LU 1; 
wire carry; 


//Structure of Arithmetic unit 
//Pxep inverted Y 
not(Y not[0], Y[0]); 


Rott noctlT; qYTEIES 
not(Y not[2], YI2]); 
not notlsl;- YJ); 


//Prep input B to adder 


mux2tol BO( B[0], £Code[0], Y[0], Y_not[0]); 
mux2tol Bl( B[1], fCode[0], Y[1], Y not[11); 
mux2tol BZ( B[2], £Code[0], Y[2], Y not[21); 
mux2tol B3( B[3], fCodelO], YX[3], Y.not[3]); 


//Feed signal to adder 

Add4 Adder(carry, AU, X, B, fCode[01]); 
//Only when S1 = 0, we need carry 
//otherwise carry should be O0 
ånd (C out, carry, «rfCcoderir]i; 


/fStructure of logic unit; 
// Input when S0 == 

and (LU 010], X[0], Y[0 
and (0-0k Illy, YE 
and (LU O[21, X[2ZI,. Y[2 
and(LU 0[3], X[3 
//Xnput when SO 
xor(LU 110], X[ 
xor(LU 1[1], XI 
XOY (LU L[2]; Xl 
xor(LU 1[3], X[ 


//calc output of logic unit 

mux2tol GO(LU[O], fCode[0], LU O[0], LU 1[03); 
mux2tol G1(LU[1i], fCodel0], LU O[11], LU 11[11); 
müx2tol “G2(LU[ 2), fCode[0],- nU 0[2],- LU. 1I21); 
mux2tol GS(LUIS],-fCode[DT,. BU 0OT3],. BU 23) ys 
//Connect arithmethic and logic unit together 
mux2tol FO(F[0], fCode[i], AU[O], LU[O]): 
mux2tol Fl(F[1], fCode[1], AU[1], LU[1]); 
pnuxzZtoi EZ(E[21, £Codelll, AU[21, LU[2])s 


muxZtol F3(F[3], £Godelll, AU[31, BU[3])$? 
endmodule 
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Waveform: 
100.0ns|85.00ns]|ons ^" j20ns 40ns BOns Büns 100ns 
tbALU.L[3:0] |f F | B LI 
TT e ee mu = =- zu 
tbAUopede[t0] f 2 Y Q Y 1 X2 Y. 3 Y0Y1Y2y 3 





OOT 


tbALU.F[3:0] Ca 
tbALLI. Cout [B / 


 —— D. S 
In the above, when opcode is 2, L is 15, R is 13. A Boolean AND 
operation between L and R is performed, and the answer is 13 (D,, as 
expected. For opcode 0, operation L plus R is performed generating 
an answer of 12 with 1 carry out as expected. 


Example I.15 
Write a Verilog description for the microprogrammed CPU of section 7.4. 


Solution 

Xlinix ModelSim simulator is used to simulate the Verilog program. A test bench 
Is written to instantiate the CPU module and generate the clock. 

Seven modules are created in the Verilog program to implement the 
microprogrammed CPU. The modules are mementrl, reg 8bit, alu 8bit, mux 8bit, 
ram, processor and cpu. The design is created using hierarchical method. The cpu 
module is at the top of the hierarchy, processor and mementrl are under cpu module, and 
finally the rest of the modules are under the processor. 

The mementrol contains the ROM, filled with a 23-bit value, which contains 
a 4-bit condition select, a 6-bit branch address, and 13-bit control input ( C12 - CO ) for 
the registers, ALU, and RAM. It also has the conditional statement that will make the 
Microprogram Counter (MPC) to count up by one if the load/increment is LOW, or will 
load the branch address passed by the control memory buffer if load/increment is HIGH. The 
processor module connects mux, alu, registers ( regA, regIR, regMAR, regPC, regBUFF), 
and the RAM. It also includes the instruction decoder and performs the following (Figure 
7.58) : If condition select field = 0, load/increment = 0, no branch. If condition select = 1 
and Z = 1, branch. If condition select = 2 and C =1, branch. If condition select = 3 and I3 
= ], branch. If condition select = 4 and XC2 = 1, branch. If condition select = 5 and XC1 = 
1, branch. If condition select = 6 and XCO = 1, branch. If condition select = 7 and IO = 1, 
branch. 

The 256 x 8 RAM holds program instructions and data. The program is stored 
beginning at RAM address 0. This program tests two instructions (LOAD and ADD) of 
the CPU. The program will first load a value into register A from RAM address 100, add 
it to itself and store the result in register A. 

The CPU module has only two inputs. These are reset and clock. It connects the 
processor module with the memory control module to complete the hierarchy of the 
microporgrammed CPU design. 

Verilog code for the microprogrammed CPU is provided in the following: 


// Microprogrammed Controller Module for the CPU 
// Port declarations 
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module memcntrl (C fn, Z, C, I3, XC2, XCl, ACD.IO, reset, Iki; 
input Z,.0, IS, X02, XC; XCD,. I0, reset, clk; 

oubtput.lr2:20] € In; 

reu [2220]! mem [52:0]; 

reg [b220] °C En 

reg [22:0] regCMDB; 

reg [5:0] regMPC; 

reg id inc; 

// Binary microprogram 

// The size of the control memory is 53 x 23 bits. The. 23-bit 
// control word consists of 13-bit control function containing CO 
// through C12 with CO as bit 12 and C12 as bit 0. The condition 
// select field is 4-bit wide (bits 19-22). For example, consider 
j// the code for line 0 with the operation PC <- 0 in the 

// following. Since there is no condition in this operation, 

// condition select field ( CS ) bits are 0’s. The branch address 
// field ( Brn )bits are assumed as don't cares arbitrarily. To 
// clear PC to 0, CO = 1 (bit 12). To disable RAM, C6 = 1. Cl, 
// C2, C4, C7, C8 and C9 are initialized to 0’s. Other bits are 
// arbitrarily initialized as don’t cares. 

initial 


begin 


// 23-bit value contains a 4-bit condition select, a 6-bit branch 


|l address, and 13-bit control. input (.Cl2 = C0 ) for the 
// registers, ALU, and RAM. 

/4 22 19 12 0 

/ / CS Brn Cntrl Fune 
mem[0] = 23'b0000xxxxxx100x0x1000xxx; 
mem[i] = 23'b0000xxxxxx00001x1000xxx; 
mem{2] = 23'b0000xxxxxx010x010010xxx; 
mem[3] = 23'b0011001110000x0x1000xxx; 
mem({4] = 23’b0110001000000x0x1000xxx; 
mem(5] = 23'b0101001010000x0x1000xxx; 
mem[6] = 23'b0100001100000x0x1000xxx; 
mem[7] = 23'b1000110100000x0x1000xxx; 
mem[8] = 23'b0000xxxxxx000x0x1001111; 
mem[9] = 23'b1000000001000x0x1000xxx; 
mem[10] = 23'b0000xxxxxx000x0x1001100; 
mem[11)] = 23’bi000000001000x0x1000xxx; 
mem[12] = 23'b0000xxxxxx000x0x1001101; 
mem[13] = 23'b1000000001000x0x1000xxx; 
mem[14] = 23'b0110010111000x0x1000xxx; 
mem[15] = 23'50101100000000x0x1000xxx; 
mem[16j = 23'b0100101001000x0x1000xxx; 
mem[17] = 23'b0000xxxxxx00001x1000xxx; 
mem[18] = 23'b0000xxxxxx010x010100xxx; 
mem[19] = 23'b0000xxxxxx00011x1000xxx; 
mem[20] = 23'b0000xxxxxx000x010100xxx; 
mem{21] = 23'b0000xxxxxx000x0x1001110; 
mem[22] = 23'51000000001000x0x1000xxx; 
mem[23] = 23'b0000xxxxxx0000ixi1000xxx; 
mem[24] = 23'b0000xxxxxx010x010100xxx; 


Appendix I: 


mem 
mem 
mem 
mem 
mem 
mem n" = 
mem[43] = 
mem[44] = 
mem[45} = 
mem[46] = 
mem[47] = 
mem[48] = 
mem[49] = 
mem[50} = 

[51 

Be 


» = 


mem ] = 
mem[52] = 
end 
always @( 
Lt 


//conditional statement that will make the Microprogram Counter 


Verilog 


23' b0000xxxxxx00011x1000xxx; 


23'b0111011110000x0x1000xxx; 


23' p0000xxxxxx000x010100xxx; 
23'b0000xxxxxx000x0x1001001; 
23’ b1000000001000x0x1000xxx; 


23’ b0000xxxxxx000x000000xxx; 


23'b1000000001000x0x1000xxx; 
23' b0000xxxxxx00001x1000xxx; 
23'b0000xxxxxx010x010100xxx; 


23'b0000xxxxxx00011x1l1000xxx; 


23' b0000xxxxxx000x010100xxx; 
23'b0111100111000x0x1000xxx; 
23' b0000xxxxxx000x0x1001010; 


23'b1000000001000x0x1000xxx; 


23'b0OO000xxxxxx000x0x1001011; 


= 23'b1000000001000x0x1000xxx; 


23'b0000xxxxxx00001x1000xxx; 
23' b0000xxxxxx000x0x1000xxx; 
23’b0111101111000x110000xxx; 
23'b0001110010000x0x1000xxx; 
23' b0000xxxxxx010x0x1000xxx; 
23'b1000000001000x0x1000xxx; 
23'b0010110010000x0x1000xxx; 
23'b1000000001000x0x1000xxx; 


23' b0000xxxxxx010x0x1000xxx; 


23'b0000xxxxxx001x010000xxx; 


23'b1000000001000x0x1000xxx; 


23’b1000110100000x0x1000xxx; 


reset ) 
( reset ) 


begin // when reset is active and reset is high 
regMPC = 6’b000000;// initialize MPC to zero 


end 
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//(MPC) to count up by one if the load/increment is low, or will 


//load the branch address passed by the control memory buffer. 


always @ 


( posedge clk ) 


begin 


regCMDB = mem[regMPC]; 


// when clock is at positive edge 


// register regCMDB contains 23-bit contents of memory addressed 
// by xegMPC 


// control function equals to first 13 bits of 


/ / 
/ / 
/ 4 
/ / 
i 
/ / 


C fn = regCMDB [12:0]; 


if condition select field = Q, 


branch. 
if condition select - and Z = 
if condition select = and C = 


if condition select 
if condition select 


Ii 


Il 
e wN 


load /increme 


and 13 
and XC2 


register CMDB 
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// if condition select = 5 and XC1 = 1, branch 
// if condition select = 6 and XC0O = 1, branch 
// if condition select = 7 and IO = 1, branch 
// if condition select - 8 and load /increment- 1, branch 
assign ld inc - 
( regCMDB [22:19] == 0 )?1'b0: // if cmdb= 0 ld inc = 0 
( regCMDB [22:19] == 1 )?2Z2: // if cmdb= 1 ld inc = Z 
( regCMDB [22:19] == 2 )?C: // if cmdb- 2 id inc = C 
( regCMDB [22:19] == 3 )?13: // if cmdb- 3 1d inc = 13 
( regCMDB [22:19] == 4 ) ?XC2: // if cmdb- 4 ld inc = XC2 
( regCMDB [22:19] == 5 )?XC1: // if cmdb- 5 ld inc -XC1 
( regCMDB [22:19] == 6 )?XCO: // if cmdb= 6 ld inc = XCO 
( regCMDB [22:19] == 7 )?IO: // if cmdb- 7 ld inc = I0 
( regCMDB [22:19] == 8 )?1'bl1: // if cmdb- 8 ld inc = 1 
l'bx; // else ld inc = 
Ift CLG 21no) 
regMPC = regCMDB [18:13]; // load branch address 
else 
regMPC = regMPC + 1; // increment MPC by 1 
end 
endmoduie 


//Register 8 bit module 


// General Purpose Register (GPR) 
module reg 8bit (b, a, sel, clk); 
input [7:0] a; 
input [2:0] sel; 
input clk: 
output [7:0] b; 
reg [7:0] b; 
always @ (sel) 


begin 
b <= (sel==0) ?b: oboe] Bb AE el e^0 
(sel221)?0 : ZI be Ae selas] 
(sel==2)?b+1 : // b= btl if sel = 2 
(sel==4) ?a: // b= a if sel = 4 
8’ bx; // else b-xxxxxxxx 
end 


endmodule 
//ALU module 
// ALU with zero and carry flags 
module alu 8bit ( f, z flag, c flag, a, b, sel); 
input [2:0] sel; 
input [7:0] a, b; 
Output Sl f; 
output 2 lag, © fag? 
reg z flag, c flag; 
initial 
begin 
z flag = 1'b0; // initialize zero and carry flag to zero 
c flag = 1'b0; "i 
end 
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assign f =(sel==0)?0 : // f-0 if sel=0 
(sel==1) ?b: If fap: if sel=1 
(sel==2) ?atb: // f=atb if sel=2 
(sel==3) ?a-b: // f-a-b if sel=3 


(sel==4) ?at1l : // f=at+l if sel=4 
(sel==5) ?a-1 ://f=a-1 if sel=5 
(sel==6) ?a&b://f=a&b if sel=6 
(sel==7) ?~a://f=~a if sel=7 
8’ bx; // else f-XXXXXXXX 
//Carry and Zero Flag registers 
always G8 ( £) 


begin 
Xf {f=s0) // if alu output = 0, zero flag = 1 
assign z flag =1; 
else if ( f != 0 & ( sel != 3’bxxx )) // if f not zero 
// and 
// sel not xxx 
assign z flag = 0; // zero flag = 0 
end 


always@ ( f ) 


begin 

if(sel--4 | sel==2) 
carry = (a[7]*b[7]) *£[7]*a[7]*b(7]; 

if ( carry ) // if alu outputs carry, carry flag = 1 
assign c flag = 1; 
else if ( !carry & ( sel !- 3'bxxx )) // if not carry and 

assign c flag = 0; // sel not xxx, carry = 0 

end 
endmoduie 


//Processor module (Figures 7.53 and 7.56) 
// Processor 


module processor (I3, XCO, XC1, XC2, XC3, IO, z flag, c flag, clock, 
GU. Gl. (Q2, 63-04. C5». Q6, Cly O9, C% GIU; Cli, CL2)$ 

Input clock; 

Input CU. Cl C2, $354 €1, Coe 0, Cle Cor 69, CrO; cll, -C127 
output L3, ACU, XOl, XC2, ACS): 10, 2 lady c lag; 

wire [7:0] IR out; 

wire [7:0] F out, BUFF out, RAM dataout, RAM addr, MAR in, PC out; 
reg [7:0] regA out; 

reg: 10; 19. KCO Nel; X02. Kes 


//module mux 8bit(z, sel, mux in0, mux inl); 
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mux 8bit Muxl(MAR in, c3, PC out, BUFF out); 


//module alu 8bit(f, z flag, c flag, a, b, sel); 
alu 8bit ALUl(F out, z flag, c flag, regA out, BUFF out, (cl10, cll, 
CIZE? 


//module reg 8bit(b, a, sel, clk); 

//xeg 8bit regA(regA in, F out, {c9, 1’b0, 1'b0), clock); 

reg 8bit regIR(IR out, RAM dataout, Les. L'BO0. 17-50) >. CLOCkRL? 

reg 8bit regMAR(RAM addr, MAR in, {c4, 1’b0, 1'b0)j, clock); 

reg 8bit regPC(PC out, RAM dataout, [2 ly OD T. Clock; 

reg 8bit regBUFF(BUFF out, RAM dataout, (c7, 1 DOs Te DO}, CLOCK)? 


//module ram(dataout, memeaddr, datain, rw, en); 
ram RAM] (RAM dataout, RAM addr, regA out, c5, c6); 


initial 
begin 
xC0 <= 0; //initialize control signals to zero 
XCl1 <= 0; 
XC2 <= 0; 
XC3 <= 0; 
I0 <= 0; 
I3 <= 0; 
end 
always@ (clock) 
begin 
I3 <= IR out[3]; // instruction decoder 
IO <= IR out[0]; // 139 irout[3] . IO = iront[0] 


Gase ( IIR Out (2), IR outil. 3j 


2'd0:begin XCO -1; XC1 =O; XC2 = 0; end //if irout[2:1]-0,XCO0-1, 
//others zero 
2'dl:begin XC1 =i; XCO -0; XC2 = 0; end // if irout{2:1]=1,XCl=1, 
//others zero 
2'd2:begin XC2 -1; XCO -0; XC1 =0; end // if irout[2:1]-2,XC2-1, 
//others: zero 
2'd3:begin XC3 -1; XCO =O; XC1=0; XC2= 0; end//if irout[2:1]=3, 
//XC3=1, others O0 
default: 
begin XCO =1’bx; XC1 = 1’bx; XC2 = l'bx; XC3 =1’bx; end // else 
//everything x 
endcase 
end 
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always 8 (posedge clock) 


begin 
regA out <=  (o9--U)7regA out: 
Out- regA out 
(C351) P Out 
=F oug 
Oxy 
XXXXXXXX 
end 
endmodule 


//Mux 8 bit module 
module mux 8bit (z, sel, mux inO, mux inl); 


input sel; 
input. I0; mux in0, fux ini. 
output [7:20]. zZz; 


a The output is defined as register 
reg [730] 27 
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// if c9=0 , regA_ 


// if c9 -1, regA out 


// else 


regA out- 


// The output changes whenever any of the inputs changes 


always @(sel or mux in0 or mux inl) 
// Check the control signal 
case (sel) 


1*50: 
z = mux in0; // if sels 0, = 
I d 
z = mux inl; // if sel-1, z in 
endcase 
endmodule 
//256 x 8 Ram 
module ram ( dataout, memaddr, datain, rw, i 
Fe Input POEtS«eeeeere mimm eem 
input [7:0] memaddr; 
input 1720] datain; 
input rw, en; 
output. [7:0] datacut; 
//-7------------- Internal variables---------------- 
reg [7:0] dataout ; 
reg [7:0] mem [0:255]; 
f Mm tium Code Starts Here------------------ 
initial 
mem[0] = 8’b00001000; // LDA mem <addr> 
mem[l] = 100; LP kaddar = 1100. quies 
mem[2] = 8'b00001010; // ADD A <- A + MEM<addr> 
mem{3] = 100; // <addr> = 100, A<-10 


mem[100] = 8’b00000101; // init data = 5 
always @ (memaddr or datain or rw) 
begin : MEM WRITE 

if ( ten && !rw ) 
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mem[memaddr] = datain; 
end 
always @ (memaddr or rw or en) 
begin : MEM READ 

if (!en && rw ) 
dataout = mem[memaddr]; 

end 
endmodule 


//CPU module has only two inputs ( system clock and system 
reset ) 

module cpu ( clock, reset ); 

input clock, reset; 

wire xc2, xol; xc0, i3, iQ, Z, C} 

wire [12:0] cfn; 

processor pli.clockielook), .X021(xX02), «xClixcl),., 2xco(xa0):, 
orto yy 

SI0€x0y, 42 fagz) c flag(e);. «cO(ctunll2]), «<i (erm[ 11), 

.c2 (cfn[10]), 

ocstedftn[l9]Yy,. .Gd(cfHniI29]l)4, «eS€etn 7); .cotorfDnlo6]).; .OZ(crni5]); 
 GBoctmi4]). c9(6£5n]15]3, g10tcfnl2]). «clltetnll]j3);..oGl2(crfnrQ0]l) 
E 

memcntrl memc(.cik(clock), .reset (reset), .XC2(xc2), .XC1l(xcl), 
SXCO(xoU), zI3023)54 $10(10)y. «242),4 «06% C Inictn)J; 

endmodule 


//Test Bench for CPU module 
module test cpu; 
reg clock, rst; 
cpu dut (clock; rst); 
initial // Clock generator 
begin // generating clock with period of 2ns 
clock = 0; 
#1001 forever 
#1000 clock = !clock; 
end 
initial // Test stimulus 
begin 
rst = 1; // reset goes high for 3.5 ns then goes 
low 
#3500 rst = 0; 
end 
endmodule 


Timing Diagram 

All eleven instructions are tested successfully by simulating a sample program. Timing 
diagrams are generated accordingly. The following simple program inside the 256 x 8 RAM 
is simulated for testing the proper operation of two (LDA,ADD) of the eleven instructions. 
The timing diagram of Figure I.1 is generated. Note that PC is the program counter for 
the sample program in the RAM, and MPC is the microprogram counter for the symbolic 
program in the ROM (Figure 7.57) inside the memory control module. 

Program fortesting LDA and ADD: 


Appendix I: Verilog 753 


mem[0] = LDA // A«- MEM <addr> 
mem[1] = 100; // <addr> = 100, A«-5 
mem[2] = ADD // A <- A + MEM<addr> 
mem[3] = 100; // <addr> = 100,A«-10 
mem[100] = 8’b00000101; // init data = 5 


LDA (PC=0) instruction with reference address 100, goes through the subroutines 
in the symbolic program ( Figure 7.57) FETCH (MPC=1 at t=2ns), branching to 
MEMREF(MPC-14 at t=8ns), then to LDSTO(MPC-23 at t=10ns), all the way through 
LOAD (MPC = 27 at t=18ns), and back to FETCH. At t=23ns, register A holds 05H, 
showing that it has loaded the contents of RAM memory address 100 (See figure J.1). 
Next, ADD (PC=2) operation is performed using reference address 100. At this point, 
ADD goes through the following subroutines in the symbolic program: FETCH (MPC=1 
at t=24ns), branching to MEMREF(MPC- 14 at t=30ns), then to ADDSUB(MPC=32 at 
t=34ns), all the way through ADD(MPC=37 at t=44ns), then back to FETCH (See figure 
J.1). At t=46ns, register A and BUFFER hold the contents of memory address 100. They 
are now the inputs to the ALU. The ALU will add these two values and its output will then 
go to register A, as commanded by the ADD<addr> instruction. At t=47ns, one can see 
that the contents of register A have changed to OAH (10,,) (See figure I.1). 


test cpu/clock | i i l ! i | i i | 
Äest_cpu/rst 
nest_cpuiduupt Pc o4 HA0 T E LLL el’ 


test, cpu/duVo1/regA out 


$ A —1 0 0 0 1. 5 
hestcpudwpvaLuiz Map| — 5 5 [| — Li 
nest cou'duiptALUtic lag |__| 
test couldutiptiegMARb [——349 e nmn n m 


Aest cpu/dutimermc t3 

TOPA i| e: 5 —— —[ - .—] 

a4est cpuidut/memc/XCO aa BEEN 
cupio — NE Roa eme 


hest_cpuiduimenchegaPc PI PETE PSP ET E E Tap Epor DEEST: T: P Jape 
nest_cpuiduvmemen_inc Pa | FN LT TU TLF'U DL C T LI 
X j 


/ 


MEMREF | LOAD ADD ae ADD 


FETCH 
Ons 20ns 40ns 60ns 
Figure I.1 Verilog Timing Diagram (Top diagram-CPU clock, Next-Reset, 
Next-PC, Next-reg A, Next-Zflag, Next-Cflag, Next-regMAR, Next-I3, Next-XC2, Next- 
XC1, Next-XCO0, Next-I0, Next-mpc, Next-ld inc ) 


QUESTIONS AND PROBLEMS 


1.1 Write a Verilog description for each of the following: 
(a) a 2-to-4 decoder using dataflow modeling , generating a low output when 
selected by a high enable. 
(b) a 3-to-8 decoder using modeling description of your choice, generating a 
high output when selected by a high enable. 
(c) the 4 -to-16 decoder of Problem 4.15 using modeling description of your 


754 


1.2 


Fundamentals of Digital Logic and Microcomputer Design 


choice. 

(d) a 4-to-1 multiplexer using conditional operator. 

(e) a BCD to seven-segment converter for a common cathode display using 
behavioral modeling. 

(f) the 2-bit unsigned comparator of Section 4.5.2. 


Write a Verilog description for: 

(a) the transparent latch of Section 5.2.3. 

(b) the gated D flip-flop of Figure 5.5a. 

(c) aD flip-flop with a synchronous reset input and a positive edge triggered 
clock. Use synchronous reset such that if reset ==0, the flip-flop is cleared to 
0; on the other hand, if reset==1, the output of the flip-flop is unchanged until 
the procedural statements are evaluated at the positive edge of the clock. 

(d) the T flip-flop (using D-ff and XOR gate) of Problem 5.13(b). 

(e) the state machine of Problem 5.19. 

(f) a 4-bit binary ripple counter. Note that in a binary ripple counter, the clock 
inputs of high order flip-flops are not triggered by the common clock, but 
by the transition outputs of the low order flip-flops. The 4-bit binary ripple 
counter contains four T flip-flops (obtained from D-ffs), with the output of 
each ff connected to the clock input of the next higher-order ff. The clock 
input is connected to the least significant T-ff. The 4-bit ripple counter can be 
designed using four T flip-flops (tff0 through tff3). Each T-ff can be obtained 
from a D-ff by connecting its output q to the input of an inverter, and then 
connecting the inverter output to the D input; the T-ff has one input (T input 
is the same as the clock input). This T-ff toggles every clock. The 4-bit 
ripple counter can be obtained by connecting the clock to the tff0 clock input, 
q0 of tff0 to clock input of tff1, ql output of tffl to clock input of tff2, and 
q2 output of tff2 to the clock input of tff3. Use negative edge-triggered D- 
ffs. Each D-ff will have a reset input to clear the ff. 

(g) a 4-bit serial shift (right) register with a positive edge triggered reset and a 
positive edge triggered clock. The 4-bit serial shift register can be obtained 
by connecting four D-ff's to a common clock and a common reset. The four 
D-ff's are cleared to 0 at the positive edge triggered clock and positive edge 
triggered reset. Assume, v as the serial input bit connected to the D input of 
the leftmost D-ff with z as its output; z is connected to the D input of the next 
right D-ff with y as its output; y is connected to the D input of the next right 
D-ff with x as its output; finally, x is connected to the D input of the rightmost 
D-ff with w as its output. 

(h) a 4-bit register with a reset input, a parallel load input and a positive edge- 
triggered clock. The 4-bit register is cleared to 0 at the positive edge of the 
reset. On the other hand, if the load input is high, 4-bit data is transferred to 
the register at the positive edge of the clock. Use behavioral modeling. 

(i) the counters of Problems 5.24(a) through 5.24(c). 

(j) the general purpose register of Problem 5.25. 


Write a Verilog description for the Status register of Example 6.1 using structural 
modeling. 
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I.4 Write a Verilog description for the four-bit by four-bit unsigned multiplier 
(repeated addition) using: 
(a) Hardwired control (Section 7.3.5). (b) Microprogramming (Section 


72353); 
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APPENDIX 


VHDL 


J.1 Introduction to VHDL 


Each VHDL description contains two blocks. These are input/output and architectural 
components. The input/output description specifies the input and output connections (ports) 
to the hardware. The architectural component defines the behavior of the hardware entity 
being designed. A typical VHDL description includes a port statement contained within 
an entity Statement. All keywords in VHDL are reserved. This means that they cannot be 
used for any other purpose. A typical VHDL entity is given below: 


entity EXAMPLE is -- Entity Statement 
port -- port Statement 
(Xy 1/9 tdm BIT; 
W : out BIT); 
end EXAMPLE 


The entity statement begins with the keyword entity followed by the name of 
the entity EXAMPLE followed by the word is. Note that all keywords in VHDL are case 
sensitive. The port statement is contained within an entity statement. The VHDL design 
entity is comprised of two parts: an interface and a body. The interface is specified by the 
keyword entity and the body is denoted by the keyword architecture. Typical logic and 
arithmetic operators along with port modes are listed below: 


LOGIC OPERATORS 
and AND Operation 
Or OR Operation 
xor Exclusive-OR Operation 
xnor Exclusive-NOR Operation 
nand NAND Operation 
nor NOR Operation 
not NOT Operation 
ARITHMETIC OPERATORS 
c Positive sign or addition 
— Negative sign or subtraction 
? Multiplication 
/ Division 
mod Modulus 
rem Remainder 
abs Absolute value 
uid Exponential 
TYPICAL PORT MODES 
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in Information from the signal flows into the entity. 

out Information from the signal flows out of the entity, the value of 
the signal cannot be used inside the entity. Therefore, the value 
can appear on the left of the <= symbol. 


inout Information from the signal can flow into and out of the 
entity. 
buffer Information from the signal flows out of the entity; however, the 


signal can be used the entity. Therefore, the signal can appear 
on both sides of the «— symbol. 
In the following, a simple VHDL programming example is provided. A comment 
is indicated by the symbol — — before a statement. A VHDL program for an Exclusive-NOR 
operation between two Boolean variables X and Y is provided below: 


-- Exclusive-NOR Operation 
entity XNOR is 


port (X,Y : in BIT; Z : out BIT); 
end XNOR; 

-- Body 

architecture BEHAVIOR of XNOR is 
begin 


Z«-X xnor Y; 
end BEHAVIOR; 


In the above example, architecture declares the name XNOR to associate the 
architecture with the XNOR design entity interface. VHDL provides a library where the 
intermediate files about a particular design can be stored. These files can be used during 
analysis, synthesis and simulation of the design using IEEE standards. For example, the 
statement library ieee; can be used at the beginning of each program to specify the IEEE 
library. Also, IEEE developed the 1164 standard logic package to satisfy the requirements 
of most of the designers. The statement library ieee;use.std logic 1164.a11; written 
at the start of a VHDL program can use all the definitions of the IEEE standard 1164 logic 
package. Some more features of VHDL are discussed in the following. 

For instance, in the architecture definition, signal declaration can be used for 
providing wire (internal connection) in a circuit. The signa1 declaration is similar to port 
declaration except that no modes (in or out) need to be specified. Predefined data types 
such as bit and bit vector can be used with the signal declaration. bit data type can 
have values of 0 or 1 while bit vector data type can be used to define a binary number. 
For example, the statement signal c:bit vector (3 downto 0); defines bits 3 and 0 as 
the most significant bit and the least significant bit of a 4-bit number respectively. VHDL 
provides wait keyword which can be used in a test program to stop an operation for a 
specified period of time and then verify the outputs based on the predefined inputs. 

VHDL provides a case statement that executes one of several sequences of 
statements based on the value of a single expression. A simple example illustrating the use 


of the case statement is given below for a 2-to-1 multiplexer: case sel is 
when "0"-» 


gae s 
when “1%=> 

Z<=b; 
endcase; 


In the above, sei is used as the select input for the 2-to-1 multiplexer. When 
sel=0, output, z of the multiplexer is assigned with input, a. On the other hand, when 
sel=l, output, z will be assigned with input, b. As mentioned before, in order to design 
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a system using HDL such as VHDL, two basic levels of abstractions or modeling are 
used. These are structural, modeling (used to describe a schematic or a logic diagram) 
and behavioral modeling (used to describe what the system does and how it behaves; uses 
both concurrent and sequential statements). Dataflow modeling is behavioral modeling 
with concurrent statements. Hierarchical structural model is used to decompose a large 
digital system into smaller blocks or modules. The three levels of abstractions (Structural, 
Dataflow, and Behavioral) are illustrated in the following by means of VHDL programs for 
the 2-to-4 decoder described in section 4.5.3. 


J.1.1 Structural Modeling 
The following VHDL structural description is provided for the 2-to-4 decoder’ of Figure 
4.14. The figure is redrawn below for convenience: 











2-to-4 
E Decoder 
(Enable) 


library IEEE; 
uselEEE.std logic 1164.al11; 
entity decoder2to4 is 
port (xl,x0,E3S.ÀBn BIT d: out BIT VECTOR(U TO 3994 
end decoder2to4; 
architecture STRUCTURAL DEC of decoder2to4 is 
component inv 
port (ui xn BIT; v: out BIT); 
end component; 
--VHDL code for inv 
library IEEE; 
useIEEE.std logic 1164.all; 
entity inv is 
port (u: in BIT; v: out Bit), 
end inv; 
architecture LOGIC1 of inv is 
begin 
v<=not u; 
end LOGICI; 


component and3 
port (a, b, c: in BIT; f: out BIT); 
end component; 
--VHDL code for and3 
library IEEE; 
uselEEE.std logic 1164.a1l1; 
entity and3 is 
port (a, b, c: in BIT; f: out BIT); 


end and3; 
architecture LOGIC of and3 is 
begin 

f<= a and b and c; 
end LOGIC; 

signal x11, x00: BIT; 
begin 


f0: inv port map (x1, x11); 


fl: inv port map (x0, x00); 
f2: and3 port map (E; “il, x00; d(0)); 
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t3: and3 port map (Ej x11, x0, 0(1))3 

f4: and3 port map (E, x1, x00, d(2)); 

f5: and3 port. map (E, Xl, x0, d(3)); 
end STRUCTURAL DEC; 


As mentioned before, a VHDL program should include the statements : 
library IEEE; 
uselEEE.std logic 1164.all; 


The first statement provides access to the library called IEEE. This library contains 
the directory in the computer file system where the std logic 1164 package is stored. The 
IEEE library files are plain text files that can be checked using any text editor. One can 
look at the IEEE library files after installing Altera Quartus II running under Microsoft 
Windows Operating System. The file that specifies the std logic type is called std 1164. 
vhd. Also note that VHDL is a strongly typed language unlike C. This means that VHDL 
compiler does not allow one to assign a value to a signal or a variable unless the type of 
the value exactly matches the declared type of the signal or variable. The VHDL compiler 
checks to see 1f data objects on both sides of assignment statements are identical. The 
VHDL compiler will not compile the program 1f there 1s a descrepency. For simplicity, all 
VHDL programs in this book will mostly use only the std logic type. IEEE 1164 standard 
logic package defines many functions that operate on the standard data types such as std 
logic and std logic vector. Besides defining a number of user-defined data types, the IEEE 
1164 package also defines the basic logic operations such as AND and OR on these data 
types . Because VHDL is a strongly typed language, it is often necessary to convert a 
signal from one type to another. IEEE 1164 package provides several conversion functions 
such as from bit to std logic or vice versa. It should be mentioned that the IEEE 1164 does 
not include some of the common conversion functions such as from std logic vector to 
a corresponding integer value. However, the user can write such a conversion program. In 
the above example, all data objects for the inverter are defined as bits; this means that they 
can only have values of 0 or 1. In order to provide more flexibility, VHDL offers the data 
type called std logic. Signals can have several different values when represented using this 
data type. In the above VHDL program, the statement (after component inv) port (u: in 
BIT; v: out: BIT); can be written as port (u: in std logic; v: out std logic); . The std logic 
provides several data types including 0, 1, Z (High impedance state), and - (don't care 
condition). 

Three types of data objects are used to represent information in VHDL programs. 
These are signals, constants, and variables. Signals are very common in logic circuits 
since they provide wires (connections) in the circuit. Constants and variables are also 
used in logic circuits. Furthermore, in order to implement arithmetic operators for signed 
and unsigned numbers,a package called std logic arith along with std logic signed (for 
signed numbers) and std logic unsigned (for unsigned numbers) can be used. 

The entity called decoder2to4 in the above VHDL program contains three 
input ports and four output ports. E, x1, and x0 are defined as inputs with widths of one 
bit each while the output , d is defined as a vector with an array size of four bits. In 
this example, the name of the architecture body is STRUCTURE DEC. There are two 
component declarations (inv, and3), and one signal declaration. The signal declaration 
declares two signals of type BIT named, x11 and x00. These signals represent wires that 
are used to connect the various components of the decoder. Note that the statements inside 
a component are concurrent. Therefore, these statements can be written in any order within 
a component. The Structural model considers the components as black boxes for only 
interconnecting them without taking behavior of components into consideration. In the 
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architecture body of STRUCTURAL DEC, signals x1, x0, and E are declared as input 
ports in the decoder2to4 entity declaration. Next, consider the statement labeled f5. In 
f5, port E is connected to input a of component and3, port x1 is connected to input b of 
component and3, port x0 is connected to input c of component and3, and port d(3) of the 
decoder2to4 entity is connected to the output port f of component and3. Note that separate 
entity along with architecture and appropriate declarations are included for components inv 
and and3. 

The component statement is used to describe the Structural model of an entity. Two 
component names are used in the above program. These are inv and and3. The component 
name is the name of a defined entity to be used in the current architecture body. Each 
component ts declared with port declarations. The component declaration is included in 
the declaration part of an architecture declaration. The keyword port map defines a list that 
associates ports of the named entity with signals in the current architecture. A component 
instantiation statement associates the signals in the entity with the ports. There are two 
ways to represent the association. These are positional association and named association. 
In positional association, each signal in the port map is mapped by position with each port 
in the component declaration. This means that the first port in the component declaration 
corresponds to the first signal in the component instantiation, the second port with the 
second signal, and so on. For example, consider the following component instantiation 
statement in the above program fU: inv port map (xi, x11); in which fO is the component 
label for the current instantiation of the inv component. Signal x1 is associated with port 
u of the inv component and signal x11 receives the output value (inverted x1 in this case) 
from the component. The ordering of signals must be done properly. 

In the named association, each of the entity's ports is connected using the 
operator <= or => and the order of listing is unimportant. The named association is 
illustrated by a two-input OR gate example provided below. 


entity comb is 
port (a, b: in BIT; c: out BIT); 
end comb; 
architecture structural of comb is 
component  OR2 
port (x, y: in BIT; z: out BIT); 
end component; 
signal sl: BIT; 
begin 
gl: OR2 port map(x=>a, y=>sl, z=>c); 
end structural; 
entity OR2 is 
port (x, y: in BIT; z: out BIT); 
end OR2; 
architecture LOGIC of OR2 is 
begin 
z<= X Or y; 
end LOGIC; 
In the above, signal a (declared in the entity port list) 1s associated with x declared 
in the component port list, signal c is associated with z, and signal s1 is associated with y. 


In this named association, the ordering of the associations is not required. 


J.1.2 Behavioral Modeling 

The behavioral model contains statements that are executed sequentially in a predefined 
order. These sequential statements are defined using a process statement inside an 
architecture body. A VHDL program for a 2-to-4 decoder using Behavioral modeling is 
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given in the following: 
library IEEE; 
dselkEEB.std. logic Arot- atiy 
entity  decoder2to4 is 
pore. (X1, x0, Ef XB Bil? dr Out BIT VECTOR: (0: £6--3):).7 
end decoder2to4; 
architecture BEHAVIOR DEC of decoder2to4d is 
begin 
process (xi, x0, E) 
variable xll, x00:BIT; 
begin 
xllse not xl; 
x00:- not x0; 
if E = ‘1’ then 
d(0)<= xil and x00; 
a(1)<= xil and x0; 
dad(2)<= xl and x00; 
d(3)«- xl and x0; 
else 
d<="0000"; 
end if; 
end process; 
end BEHAVIOR DEC; 


In the above, two variables x11 and x00 are declared using the keyword variable. 
A variable is always assigned with a value instantaneously using the assignment operator 
—. A signal, on the other hand, is assigned with a value always after a certain delay using 
the assignment operator <=. Signal and variable assignment statements in a process are 
executed sequentially regardless of whether or not any event occurs on the right hand side 
of the expression. The general form of process statement is given below: 
process (sensitivitylist) 
process declarations 
begin 
list of sequential statements such as signal assignments, variable assignments, and if 
statements 
end process; 

The sensitivitylist includes signals to which the process is sensitive. The 
process Will be executed as soon as any changes in the values of these signals occur. As 
mentioned before, variables and constants inside a process must be defined in the process 
declarations part before the keyword begin. The statements that follow after the keyword 
begin are executed sequentially. Variable assignments inside a process are denoted by 
the := operator, and are executed immediately. This is in contrast to signal assignment 
denoted by the operator <= in which changes occur after a delay. Therefore, variables 
will be available immediately to all subsequent statements within the same process. In 
the above program, if-else construct is used. The general form of if-else construct is as 
follows: 
if condition then 
sequential statements 
elseif condition then 
sequential statements 
else 
sequential statements 
end if; 
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The if statement is executed by checking each condition (Boolean expression) 
in the order they are written in the program until a true condition is found. In the above 
program, E=1 is the true condition. If an event occurs on any signal E, x1, or x0, variable 
assignment statements are executed. When the if statement is executed , and if E=1, then 
four signal assignment statements are executed. On the other hand, if E=0, the four-bit 
vector, d receives the four-bit value 0000. When end of process is reached, the process 
halts itself and waits for another event to occur on a signal in the sensitivity list. 


J.1.3 Dataflow Modeling 
As mentioned before, dataflow modeling is a form of behavioral modeling. A VHDL 


program for the 2-to-4 decoder using dataflow modeling is provided in the following: 
library IEEE; 
useIEEE.std logic 1164,21; 
entity decoder2to4 is 
port (x1; x0, E: in) BIT? out BIT- VECTOR (6 to 3)); 

end decoder2to4; 
architecture DATAFLOW DEC of  decoder2to4 is 

signal x11, x00: BIT; 
begin 

x11 <= not x1; 

x00 <= not x0; 

d(0)<=E and x11 and x00; 

d(1)«-E and x11 and x0; 

d(2)«-E and xl and x00; 

d(3)«-E and xl and x0; 
end DATAFLOW DEC; 


Note that VHDL programs written using dataflow modeling contain assignment 
statements. These statements are executed if one of the values on the right hand side of 
the assignment statement changes. The architecture body contains one signal declaration 
and six concurrent signal assignment statements. Note that concurrent signal assignment 
statements are concurrent statements, and hence, the ordering of these statements in the 
architecture body is unimportant. The signal declaration declares x11 and x00 to be used 
with the architecture body. Since no after clause is used for defining delays for each 
signal assignment statement, a default delay of Ons is assumed. This delay of Ons is called 
delta time and is denoted by a very small time delay. Now, Suppose that input signal, 
xO in the above program changes. This will affect the signal assignment statements for 
x00, d(1), and d(3). Therefore, the right hand sides of these expressions will be evaluated 
, and the corresponding values of x00, d(1), and d(3) will be assigned after certain time 
delay (for example, t) during simulation. Since the value of x00 is affected due to changes 
in x0, this, in turn, will affect the values of d(0) and d(2). Therefore, new values will 
also be calculated for d(0) and d(2) after further time delays (for example, t*nt). The 
meaning of this concurrent behavior shows that the simulation is event-triggered. Hence, 
the simulation time proceeds to the next time unit when an event occurs. In the above 
program, the library and entity statements are same as before. Signal declarations are made 
for xl land x00. Signals x11 and x00 are obtained by applying logical not operations on 
xl and x0 respectively. d(0), d(1), d(2), and d(3) are then obtained by performing logical 
and operations on E, x1, x0, x11, x00 as defined by the Boolean equations of the 2-to-4 
decoder. 

There are two other ways of writing VHDL programs with dataflow modeling. 
These are called conditional dataflow modeling, and are obtained by using when-else and 
with-select constructs. The following VHDL program is written for the 2-to-4 decoder 


764 Fundamentals of Digital Logic and Microcomputer Design 


using when-else construct: 
library IEEE; 
useIEEE.std logic 1164.all; 
entity decoder is 
port. (x: 10 Det. vector(i downto: 0); 
Esin DIU 
d: out bit vector(3 downto 0)); 
end decoder; 
architecture when else of decoder is 
signal Ex: in bit vector(2 downto 0); 
begin 
Ex«- E & x; 
d<= “0001” when Ex = "100" else 


"0010" when Ex = “101” else 
"0100" when Ex = “110” else 
"1000" when Ex = “111” else 
“0000” 


end architecture when_else; 

The truth table for the above decoder is given in table 4.8. The inputs in this table 
are shown in the order E x1 x0. In the above program, these three signals are represented 
as a three-bit signal called Ex. In order to express Ex, the VHDL concatenate operator & 
is used in the expression Ex<= E & x;. Thus, E and x are combined into Ex signal where 
Ex(2) = E, Ex(1) = x1, and Ex (0) = x0. Ex is used as a condition tn the above when-else 
construct. This when-else conditional assignment is used to assign a signal value with one 
of several choices. The syntax is as follows: 
signalname<= expression when Boolean condition else 

expression when Boolean condition else 
expression when Boolean condition else 


*9*39994999990999920B0600*99*64906099*0999*95€4040902469009249€69092€6€9€99»029999€ 


99859239 98006€999499240423232409*94490999099900990€069999099952999^9»»94 


expression 
The signalname will have the value ofthe first expression whose Boolean condition 
is true. If more than one condition is true, the signalname will be assigned with the value 
associated with the first true condition. If no true condition is found, the signalname will 
be assigned with the final expression. For example, if E=1, x1 = 0, x0 = 1, then Ex = 101. 
This means that the four-bit vector d will be assigned with the value 0010; hence, d3=0, 
d2=0, dl=1, and d0-0. However, if Ex = 011, then the four-bit vector, d will be assigned 


with the value 0000. 
The following VHDL program is written for 2-to-4 decoder using with-select 

construct: 
library IEEE; 
uselEEE.std logic 1164.all; 
entity decoder is 
porc (x: in bit vector(l.downto- 0); 

E:in brit; 

di out bit vector(J -downto 0)); 
end decoder; 


architecture with_select of decoder is 
signal Ex: im bit vector(2 downto- 0); 
begin 
Ex«- E & x; 

with Ex select 
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d<= "0001" when "100", 
"0010" when "101", 
"0100" when "110", 
"1000" when "111", 
"0000" when others; 
end architecture with select; 
The syntax for with-select construct is given below: 
with choice input select 
signalvalue <= expression when value, 
expression when value, 
expression when value, 


"995880682069692892524a5265202449549€96924a2200€694 


expression when others; 

In the above, choice input (the value of choice input is to be used for decision) is 
placed between with and select. When choice input equals value, the expression associated 
with the value is assigned to signalvalue. For example, consider E=1, x1=1, and x0-0. This 
means that Ex=110. Hence, 0100 is assigned to the four-bit vector, d. Therefore, d3=0, 
d2=1, d1=0, and d0-0. All other values not listed are represented by the word, others. 
Hence, if Ex = 011, then d will be assigned with the value 0000. 


J.1.4 Mixed Modeling 

In the following, an example is provided in which all three levels of modeling 
(Structural, Dataflow, and Behavioral) are used. This is called mixed modeling. The full 
adder is used for this purpose. The equations for the full adder can be written as follows: 
S-wQGz,wherew-7x(Gy 

C = xy t yz + xz 

The following VHDL program implements the above equations as follows: 


W — x C y (Structural), S =S = w ® z (Dataflow), C = xy + yz + xz (Behavioral) 
--VHDL program for Full Adder using mixed modeling 
library IEEE; 
useIEEE.std logic 1164.all; 
entity FA is 
port (x,y,z: in BIT; S, C: out BIT); 
end FA; 
-- Structural 
architecture MIXED of FA is 
component XORO 
port (a,b: in BIT; c: out BIT); 
end component; 
signal w:BIT; 
begin 
g: XORO port map (x,y,w); 
--Behavioral 


process (x,y,w) 
Variable fl, f2, f3: BIT; 
begin 
fl:-x and y; 
f2:=y and z; 
f3:=x and z; 
C<=f1 or f2 or £3; 
end process; 
--dataflow 
S<=w XOY Z} 
end MIXED; 
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--VHDL code for XORO 
entity XORO is 

port (m, n: in BIT; v: out BIT); 
end XORO; 
architecture LOGIC of XORO is 
begin 

v<=m xor n; 
end LOGIC; 


J.2 VHDL descriptions of typical combinational logic circuits 


EXAMPLE J.1 

Write a VHDL description for f= A + B C ( Section 3.6) using dataflow modeling. 
Solution 

The program written using Dataflow modeling as follows. 


Program: 
-- file name: FUNC.vhd 


library ieee; 
use ieee.std logic 1164.all; 
entity FUNC is 
port(a,b,c:in std logic; 
frout std logic); 
end FUNC; 


architecture FUNC arch of FUNC is 
signal y0O0,yl: std logic; 
begin 
yO <= not c; 
yl <= b and y0; 
f <= yl or a; 


end FUNC_arch; 


EXAMPLE J.2 
Write a VHDL description for a two-input Exclusive-OR gate using dataflow modeling. 
Solution 


This program is written using dataflow modeling as follows: 
LIBRARY ieee; 
USE ieee.std logic 1164.all; 
ENTITY xor bit IS 
PORT (a,b: IN bit; y: OUT bit); 
END xor bit; 
ARCHITECTURE behave OF xor bit IS 
BEGIN 
y <= a XOR b; 


END behave; 


EXAMPLE J.3 


Write a VHDL description using dataflow modeling for the 2-to-1 multiplexer of figure 
4.2] using dataflow modeling. 


Solution 


ee 2 to d MUX 
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-- file name: MUX2.vhd 
library ieee; 
use ieee.std logic 1164.all; 
entity MUX2 is 

port(a,b,sel:in std logic; 

cout:out std logic); 

end MUX2; 
architecture MUX arch of MUX2 is 
signal yO,yl,y2: std logic; 
begin 

yO <= not sel; 

yl <= a and y0; 

y2 <= b and sel; 

cout <= yl or y2; 

end MUX arch; 


EXAMPLE J.4 


Write a VHDL description using dataflow modeling for a 4-bit binary adder. 


Solution 
-- 4 bit binary adder 
-- file name: adder4.vhd 
library ieee; 
use Jecec.std logic l1164.a1l; 
entity adder4 is 
port(a,b:in bit vector(3 downto 0); 
cin:in bit; 
cout:out bit; 
S:out bit vector(3 downto 0)); 
end adder4; 
architecture adder arch of adder4 is 
signal c:bit vector(3 downto 1); 
begin 
s(0)<=a(0) xor b(0) xor cin; 
c(1)<=(a(0) and b(0)) or (a(0) and cin) or (b(0) and cin); 
S(l)«-a(l) xor b(1) xor c(1); 
c(2)«-(ta(1) and bD(l)) or (all) and c(l)) or (bil) and c(1)); 
s(2)<=a(2) xor b(2) xor c(2); 
C(3)«-(a(2) and b(2)) or (a(2) and c(2)) or (b(2) and c(2)); 
s(3)<=a(3) xor b(3) xor c(3); 
cout<=(a(3) and b(3)) or (a(3) and c(3)) or (b(3) and c(3)); 
end adder arch; 


EXAMPLE J.5 

Write a VHDL description using hierarchical modeling for a 4-bit binary adder. 
Solution 

VHDL (Using Hierarchical) 


--One full adder program 

library ieee; 

use: 1e6e.Std logic libs alil; 

-- full-adder 

--Define outputs and inputs 

entity full. adder- is 

port: ay, D, CIm: 1n Std logic; 

Sum, carry: Out. -sta log16); 

end full adder; 

--Use Boolean equations 

architecture eqns of full adder is 

begin 
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sum <= a xor b xor cin; 
carry <= (a and b) or (cin and (a xor b)); 
end eqns; 


--4 bit full adder using the full adder program 
-- 4-bit full adder using hierarchical iogic 
library ieee; 

use ieee.std logic 1164.a1]; 


-- module interface 
entity hier full adder is 


port. ( a, b x dn std Logie vectort(t5 downto. $97 
cin | in std logic 7 
sum : out std logic vector(3 downto 0); 


carry = out std logic) 7 
end hier full adder; 
-- module hierarchical 
architecture structurai of hier full adder is 
component full adder 
port (a, b, cin: in std logic; sum, carry: out std logic); 
end component; 
signal-cU, 6l, c2: std. Logic; 
begin 
fa0: full adder port map (a(0), b(0), cin, sum(0), c0); 
fal: full adder port map (a(1), b(1), cO, sum(1), cl); 
faze fuli adder port map  (a(2), bc), cle. 5umt2);, 6217; 
fa3: full adder port map (a(3), b(3), c2, sum(3), carry); 


end structural; 


EXAMPLE J.6 
Write a VHDL description for a full-adder using 74138 decoder and gates (Figure 4.17). 
Solution 
The 74138 decoder is implemented using conditional dataflow. The Full-adder is 
implemented using structural modeling. The VHDL program is provided below: 
LIBRARY IEEE; 
USE IEEE.STD LOGIC 1164.ALL; 
ENTITY Dec3to8 IS 
PORT ( A : in STD LOGIC VECTOR (2 
DOWNTO 0); 
G1, NOT G2A, NOT G2B: in STD LOGIC ; 
D n DUE STD LOGIC VECTOR(7 
DOWNTO 0) ); 
END Dec3to8; 
ARCHITECTURE Behavior OF Dec3to8 IS 
SIGNAL Sel : std logic vector ( 5 downto 0); 


BEGIN 
Sel <= ((NOT G2A & NOT G2B) & G1) & A; 
WITH Sel SELECT 
D <= “11111110” WHEN ~“001000”, 


`11111101” WHEN “0010017”, 
“11111011” WHEN "001010", 
511110111” WHEN “001011”, 
`11101111” WHEN “001100”, 
"TLLO1IITI" WHEN “OCLLOL", 
"LUIIIIII" WHEN. “0011107; 
"ÜIIlILIITIII^" WHEN. “001111”, 
`11111111” WHEN OTHERS; 


END Behavior; 
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e IMPLEMENTATION OF A FULL ADDER USING 74138 & 
LIBRARY IEEE; 
USE IEEE.STD LOGIC 1164.ALL; 
ENTITY Full Adder IS 
PORT ( X : En STD LOGIC VECTOR. (2 
S, C : out STD LOGIC ); 
END Full Adder; 
ARCHITECTURE Structural OF Full Adder IS 
SIGNAL gl; g2, 93 : std logic; 
SIGNAL M : STD LOGIC VECTOR (7 DOWNTO 0); 
COMPONENT Dec3to8 
PORT ( A : in 
DOWNTO 0); 
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DOWNTO 0); 


STD LOGIC VECTOR (2 


Gl, NOT G2A, NOT G2B: in STD LOGIC ; 


D : out 
DOWNTO 0) ); 
END COMPONENT; 
BEGIN 
gl <= ‘]’; 
g2 <= “O7; 
g3 <= `Q’; 


Dec: Dec3to8 port map ( X, gl, g2, g3, M); 

S <= (M(0) and M(3) and M(5) and M(6)); 

C <=  (M(0) and M(1) and M(2) and M(4)); 
END Structural; 


STD LOGIC VECTOR (7 


J.3 VHDL descriptions of typical synchronous sequential circuits 


VHDL keyword process, described in section J.1.2 for behavioral modeling, is used to 
describe sequential circuits. Furthermore, state machines are normally modeled using a 
case Statement in a process. Since the case statement provides multiple branching, the 
behavior ofa state in a state machine is represented using case statement. Also, the statement 
clock'event and clock-'1'; isused to obtain positive clock. This is because the syntax 
clock'event uses a VHDL attribute. An attribute basically implies the property of an object 
such as signal. The attribute ‘event means a change in the clock signal. By logically anding 
clock'event with clock=1 will indicate that the clock signal has just changed and the value 


of the clock signal is 1. This means a positive clock edge. 


EXAMPLE J.7 


Write a VHDL description for a D flip-flop using Behavioral modeling. 


Solution 

-- p Flip-Flop (Behaviorally) 

-- Module DFF with synchronous reset 
-- file name: dfílop.vhd 


library ieee; 
use ieee.std logic 1164.all; 
entity dfflop is 


porti(d, olk,:reset: in Std.logac; 
qi put Std ogre); 
end dftlop; 


architecture. diilop arch or dfflop is 
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begin 
process (clk, reset) is 
begin 
if reset = ‘1’ then 
q <= xt 3 
elsif clk'event and clk = ‘1’ then 
q <= d ; 
end if ; 


end process; 
end dfflop arch; 


Tabular form of simulation: 
INPUTS reset d clk ; 
OUTPUTS q ; 


PATTERN 

% r % 

% e % 

% S c % 

t e l % 

$ ta k q $ 

0.05.0 0.0 € 0 

1000.0» 001 = 0 2000.0> 0 1 Q0 = 0 2006.5» 010-2 1 
3000.0».0 1 1 = 1 4000.05 1 0 02] 4006.5» 1-08 Q = f 
5000.0> 1 O 1 = 0 6000.0» 1 1 0 = 0 7000.0> 1 i.3 SO 
8000.0> 0 0 D — 0: 9000.0> 0 0 1 = 0O 10000.0> X X X e X 

EXAMPLE J.8 


Write a VHDL description for a T flip-flop using behavioral modeling. 
Solution 


Implementation of T Flip Flop using Behavioral method: 


— —CK CK ok KEK KKK 00k Ck Ck ek ke kk ck ok KKK KKK ce KKK KEK KK KEK KEK KEK KEK KKK KKK KKK KKK 


= T FLIPFLOP IMPLEMENTATION. 


— — Ck Ck ck KKK KKK kk eoe kk eo koc ck KKK cock ko KE KKK KKK KR KKK KR KEKE ko ck ck ko ck ok ko ko Xx ok ko X ko ko 


LIBRARY ieee ; 
USE ieee.std logic 1164,.all. ; 


ENTITY- tff IS 
PORT ( T ,preset, reset, Clock : IN STD LOGIC ; 


q qnot : buffer STD LOGIC) ; 
END tff ; 


ARCHITECTURE Behavior OF tff IS 


SIGNAL temp :STD LOGIC; 

begin 

PROCESS (preset, reset, Clock ) 
BEGIN 
IF reset = ‘OQ’ THEN 
temp <= ‘0’ ; 
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ELSIF preset = ‘0’ then 


temp <= ‘1’; 

ELSIF Clock’ EVENT AND Clock = ‘1’ THEN 
temp <= T xor temp ; 

END IF 3 


END PROCESS ; 


q <= temp; 


qnot <= not temp; 


END Behavior; 


EXAMPLE J.9 

Write a VHDL description of the state machine of figure 5.210f Example 5.2 

(a) using mixed modeling (dataflow and behavioral) (b) using behavioral modeling with 
case Statement. Figure 5.21 is redrawn below: 





Solution 

(a) 

The following equations are obtained in Example 5.2: 

D, = XYA + XY D,- YA - YA- Y O A Z=YA+X 
These equations are used to write the following program. 

-- Example 5.2: Sequential circuit 


-- file name: ex52 seql.vhd 
LIBRARY ieee; 

USE ieee.std logic 1164.all; 

USE IEEE.STD LOGIC UNSIGNED.ALL; 
USE ieee.std logic arith.all; 


entity ex52 seql is 
port (clk, a, reset: in std logic; == inputs. for example 5.2 
z,xX Out,y out: out std logic); -- output for example 5.2 
end ex52 seql; 


architecture dfflop arch of ex52 seql is 
signal data dl, data d2, x, y :std logic; 
signal x1,y1: std logic; 
begin 
data dl «- (( x and (not y) and a ) or ( (not x) and y )); 
data d2 <= ( y xor a ); 
dffl: process (clk) 
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begin 
if (reset-'i') then 
x«- Ons 
y<= ‘0’; 
end if; 
begin 
if (clk'event and clk= '1') then 
x <= data dl; 
y <= data d2; 
end if; 
end process dffl; 
g <= x or ( (not y) and (not a)); 


X out <= x; 
y_out <= y; 
end dfflop arch; 


(b) Behavioral Modeling using case statement: 


VHDL PROGRAM: 


KR KKK ck ck Ck de e eoe oe koe ok ek oec ode KKK oe oce oce oec oe e KEKE KKK KKK KKK KKK KE KKK KA ck ko ko oko X ko ok oko 


*ck 


-- IMPLEMENTATION OF SYNCHRONOUS SEQUENTIAL * 
ma CIRCUIT (Example 5.2) 


— —Ck ck o*ock ecco ook ck ock cock oe ook oko oe ok e kř kkk k KKK KEK KR KK KEKE KKK KKK KK EK KKK KKK koc cock oko oko oko ko kok ko 
* k 
LIBRARY ieee ; 
USE leee.std logic. 1164.all ; 
ENTITY Mealy IS 
PORT ( x, reset, clock : IN STD_LOGIC ; 


2. : OUT STD LOGIC ); 
END Mealy ; 


ARCHITECTURE M OF Mealy IS 
type state type 15- (50, SI; $2, $3); 
Signal Yn : state type; 
begin 


m State Transition AND Next State Calculation 


process (clock, reset) 
begin 
if reset = ‘0’ then 
Yn <= S0; 
elsif clock'event and clock = ‘1’ then 


case Yn is 
when S0 => if x = ‘0’ then Yn <= S0; 
else Yn <= S1; 
end if; 
when S1 => if x = "0" then Yn <= 53; 
else Yn <= S2; 
end if; 
when S2 => if x = `Q” then Yn <= S0; 
else Yn <= S3; 
end if; 
when $3 => if x = '0' then Yn <= S1; 
else Yn <= S0; 
end if; 
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end case; 
end if; 
end process; 


pe Output Calculation 


process (x, Yn) 


begin 
case Yn is 
when SO => if x = O’ then z <= ‘1’; 
else z <= ‘0’; 
end if; 
when SI => z <= ‘0’; 
when S2 => z <= `l’; 
when S3 => z <= ‘1’; 
end case; 
end process; 
end M; 


Note: 

In the above VHDL program, the state table of the machine is defined using a case 
statement. Each when construct corresponds to a present state of the machine, and the if 
statement inside the when construct defines the next state at the positive edge of the clock 
Note that in VHDL clock’event and clock=’1’ means positive edge of the clock.. In the 
above, a type declaration is used for the signal Yn. The type declaration allows one to 
specify new types analogous to existing types such as std 1ogic. A type declaration starts 
with the keyword type followed by the name of the new type, the keyword is, and the list 
of the values of the signals of the new type in parentheses. The signal named Yn represents 
the state of the machine. It is defined as state type with four possibilities SO, S1, S2, and 
S3. When the VHDL program is compiled, the compiler | 

automatically performs a state assignment to select appropriate bit patterns for the four 
states. The behavior of the Mealy machine is defined by the inputs reset, clock, and input, 
x. The program contains an asynchronous reset input that places the machine in state 
S0. Consider the last four when statements between case Yn is and end case. The 
first statement means that when Yn-SO (state 0), if input x-0 then output z-1. When 
Yn-S1 (state 1), output z=0 for either input x=0 or 1; when Yn=S82 (state 2), output z=1 for 
either input x=0 or 1; when Yn=S3 (state 3), output z=1 for either input x=0 or |. These 
transitions agree with the state diagram of figure 5.21. 


EXAMPLE J.10 

Write a VHDL description for the two-bit counter of Example 5.5 to count in the sequence 
0, 1, 2, 3, and repeat. Use T flip-flops. 

Solution 


BEHAVIORAL METHOD: 


ORR ok okeok ke IR GOR ok ok IO oko oko oko ok ook ook ok Ok I 2k 2k 2 oko oe ook oleo ok akc oko oe oe ok ake 2k ok 
* 


-- IMPLEMENTATION OF COUNTER 
-- (Example 5-5) 


MELEEEEEEEE EEEE EE E E EE E E E E ok ok oe ok oe oe ok ok oko oko E E oe oko E E oe oko ce ke oko ok oko e oko oe oe ok o soe oe oe ke oe 


Fundamentals of Digital Logic and Microcomputer Design 


* 


LIBRARY ieee ; 
USE. iéee.std logic 1164.all ; 
USE L1eee,.std logic unsigned.all; 


ENTITY Counter 2IN IS 
PORT ( EN, reset, clock 


count 


IN STD LOGIC ; 
OUT STD LOGIC VECTOR (1 DOWNTO 0) ) ; 
END Counter 2IN ; 


ARCHITECTURE M OF Counter 2IN IS. 
Signal count up std logic vector (1 downto 0); 


begin 
process (clock, reset) 
begin 
if reset = ‘QO’ then 
count up <= (others => '0'); 
elsif clock'event and clock = ‘1’ then 
if EN -']' then 
count up <= count up + 1; 
end if; 
end if; 


end process; 
count <= count up; 


end M; 


Note: In the above, the statement count up <= (others => ‘0’); is equivalent to count up 
«—"00" since count. up is declared as a two-bit vector earlier in the code. The (others=>’0’) 
syntax will assign a '0' digit to each bit of count up regardless of the size of count up. 
Therefore, the above VHDL code can be used for any size of count up rather than only for 


the two-bit count up. 


EXAMPLE J.11 


Write a VHDL description for the three-bit counter of Example 5.7. 


Solution 


-- AND -T FLIP FLOP: 


E E ZE EOE E E E E E EE EEEE EE EEE E EE EEEE E E EEE E E EE EE EE E E E E E 2 E E EE E E E oko oe ok ok oe 2k E E E E 
x 


-- AND TFLIPFLOP IMPLEMENTATION 

-- (Example 5-7) 

M EE E eG ok ok ok ok ok ok ok ok ok ok ok ok ok ok oko oK 2K ok ok ok ok ok ok ok ok ok ofe oe ok oe ok ok ok ok ok ok ok ook ok ok ok ok ok oe ok ok oe ok ook oko ke oe oe ok ok af ok 
* 


LIBRARY ieee ; 
USE ieee.std logic 1164.a11 ; 


ENTITY AND tff IS 
PORT ( x0, x1, Clock IN STD LOGIC ; 
q : out STD LOGIC) ; 


END AND tff ; 


ARCHITECTURE Behavior OF AND tff IS 
signal T, temp sta- Logig 
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BEGIN 
T <= x0 and xl; 
PROCESS 
BEGIN 
wait until Clock’ EVENT AND Clock = ‘1’; 
temp <= T xor temp;//temp is 0 or 1 


END PROCESS; 
q <= temp; 
END Behavior; 


--OR-T FLIP FLOP: 


LEE kk ok ok ok ok ok ok ok ok ok ak fc 24 ok ok ok ok ok ok ke ok ok ok E k ok ok ok o ok ok ok ok ok ok fs k ok k k k ok oK k k k k k kk k k k k k ok k A k k k k k 


-- OR TFLIPFLOP IMPLEMENTATION 
-- (Example 5-7) 


EE EK ck oko ok fe oi ck oko o oc ok ok ok ok ok oko ok ok o ook ok ok ok oe oo o o o EE EE E E EE EE EEE EE ok E E EE E E E ok oko OK o 
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LIBRARY ieee ; 
USE ieee.std logic 1164.all ; 


ENTITY OR tff IS 


PORT (x0, xl, Clock : IN STD LOGIC ; 
q roout STD LOGIC) * 
END OR tff ; 


ARCHITECTURE Behavior OF OR tff IS 
signal T, temp : std logic; 
BEGIN 
T <= xU or xl; 
PROCESS 
BEGIN 
wait until Clock'EVENT AND Clock = ‘1’; 
temp «- T xor temp; 
END PROCESS; 
q <= temp; 
END Behavior; 


--AND-OR-T FLIP FLOP: 
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-- AND OR T FLIPFLOP IMPLEMENTATION 
-- (Example 5-7) 
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LIBRARY ieee ; 
USE ieee.std logic 1164.all ; 


ENTITY AND OR tff IS 
PORT (x0, x1, x2, Clock : IN STD LOGIC ; 
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q : OUT STD LOGIC) ; 
END AND OR tff; 


ARCHITECTURE Behavior OF AND OR tff IS 
signal T, temp : std logic; 
BEGIN 
T <= (x0 and xl) or x2; 
PROCESS 
BEGIN 
wait until Clock'EVENT AND Clock = ‘1’; 
temp <= T xor temp; 
END PROCESS; 
q <= temp; 
END Behavior; 


--THE MAIN PROGRAM OF NONBINARY COUNTER: 
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-- NON BINARY COUNTER IMPLEMENTATION 
-- (Example 5-7) 


RE RE kk ok ok ok okeok ok ok oko oko fe oe okc oko ok ok ok ok ok oko E EE E EE EEE E E E E E E EEEE E E t E EE EEE E E E EE EE E 2 ok 
* 


LIBRARY IEEE; 
USE IEEE.STD LOGIC 1164.ALL; 


ENTITY Non Binary Count IS 
PORT ( CLK : in .std logic; 
A : buffer std logic vector ( 2 downto 0) ); 
END Non Binary Count; 


ARCHITECTURE Structure OF Non Binary Count IS 
signal t : std logic vector(2 downto 0); 
COMPONENT AND tff 

PORT ( x0, x1,Clock: IN STD LOGIC ; 

q : OUT STD LOGIC) ; 

END COMPONENT; 
COMPONENT AND OR tff 

PORT (x0, x1, x2,Clock: IN STD LOGIC; 


q : OUT STD LOGIC) ; 
END COMPONENT; 
COMPONENT OR tff 
PORT (x0, xl, Clock : IN STD LOGIC ; 
q : OUT STD LOGIC) ; 


END COMPONENT; 
Begin 
t(0) <= not A(0); 
t(1) <= not A(1); 
t(2) <= not A(2); 


Tf0: AND tff port map ( A(0), A(1), CLK, A(2)); 
TEL: OR tff port map ( t(1), A(0), CLK, A(1)); 
Tf2: AND OR tff port map ( t(0), A(1), A(2), CLK, A(0)); 


END Structure; 
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Note: In the above VHDL code, wait untii is used with the clock. This statement has 
the same effect as the if statement previously used with the clock. The sensitivity list is 
omitted from the process since wait until construct is used. The wait until construct 
means that the sensitivity list automatically contains only the clock signal. 


J.4 Status register design using VHDL 


In this section, the VHDL description of the Status register of Example 6.1 will be provided. 
The VHDL program for the Status register is written using structural modeling. Schematic 
for the Status register is redrawn below. 


C= 1 C (Bit 4) = 1 
(from result) 


S-0 
(The most significant 
bit of the result) 


0 
Result { ; | 5 O Z Bit 2)=1 
0 


V (Bit 1) - 0 





The VHDL description for the D flip-flop (required by the Status register program) is 
written using behavioral modeling. 


EXAMPLE J.12 
Write a VHDL description of the Status register of Example 6.1. 
Solution 


LIBRARY IEEE: 
USE IEEE.STD LOGIC 1164.ALL; 
ENTITY Status Reg IS 
PORT (Ci, Si, Cf, Cp, CLK: in std logic; 
Result: in std logic vector (3 downto 0); 
C, S, Z2, V, P: buffer std logic); 
end Status Reg; 
ARCHITECTURE Structure OF Status Reg IS 
COMPONENT DFF 
PORT ( D, CLK: in std logic; Q: buffer std logic); 
END COMPONENT 
SIGNAL m, n, r : std logic; 
BEGIN 
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m <= not ( Result (0) or Result (1) or Result (2) or Result (3)); 


n <= Cf xor Cp; 


r <= (( Result(0) xor Result (1)) xor Result (2)) xor Result (3); 


D1: DFF PORT MAP (Ci, CLK, C); 

D2: DFF PORT MAP (Si, CLK, S); 

D3: DFF PORT MAP (m, CLK, 2); 

D4: DFF PORT MAP (n, CLK, V); 

D5: DFF PORT MAP (r, CLK, P); 
END Structure; 


LIBRARY IEEE: 

USE IEEE.STD LOGIC 1164.ALL; 

ENTITY DFF IS 

PORT ( D; CLK 53 in std logico; O : buffer std logic); 
end DFF; 


ARCHITECTURE Behavior OF DFF IS 
begin 

process 

begin 
wait until CLK'EVENT AND CLK = "1" ; 
Q <= D; 

end process; 

end Behavior; 


Waveform: 
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After the clock is set to one, the outputs are generated. From the 
waveform, it can be verified that Ci = 1, Si = 0, Cf = Cp -1, and result 


0000. That gets the output C = 1, S= 0, 2=1, V= 0, P= 0. 


J.5 CPU design using VHDL 


In writing VHDL description for the CPU in Example 7.5, some of the VHDL statements 
and keywords such as generate , generic , generic map, type-conversion functions, 
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and constant are used. Therefore, these will be discussed below. The generate statement 
can be used in applications where it is necessary to create multiple copies of a particular 
structure within an architecture. For example, an n-bit ripple carry adder can be obtained 
by connecting n full-adders. The generate statement in VHDL can be used to create such 
repetitive structures. There are two types of generate. These are for generate and if 
generate. The for generate allows concurrent statements to be selected a predetermined 
number of times. The general form of for generate loop is given below: 

label name : for k in 1 to n generate 

concurrent statements 
end generate; 

In the above, the identifier k must be declared as the same type as the range 1 to n 
(integer in this case). The concurrent statements are executed once for each possible value 
of the identifier within the range. 

The if generate, on the other hand, allows concurrent statements to be conditionally 
selected based on the value of an expression. The general form of if generate is given 
below: 
label name : if k=n generate 
concurrent statements 
end generate; 

In order to illustrate the applications of for generate and if generate 
statements, consider VHDL code for a 4-tol6 decoder using five 2-to-4 
decoders of figure 4.16 as follows: 
library ieee; 
use ieee.std logic 1164.all; 
entity 4toledec is 

port (x:in std 1ogic vector (3 downto 0); 
e:in std logic; 
d: out std logic vector (0 to 15)); 
end 4toló6dec; 
architecture decoder of 4tol6dec is 
component 2to4dec 
port (x:in std logic vector (1 downto 0); 
e:in std logic; 
di out std logic vector (0 to- 3); 
end component; 
signal k: std logic vector (0 to 32))j 
begin 
fl: for i in 0 to 3 generate 
dec 1: 2to4dec port map(x(1 downto 0), k(i), d(4*i to 4*i*3)); 
f2: if 1=3 generate 
dec 2: 2to4dec port map (x(i downto i-1), e, k); 
end generate; 
end decoder; 

In the above, after the component declaration, signal k is defined as the outputs of 
the left 2-to-4 decoder of figure 4.16. Also, in figure 4.16, the outputs are instantiated by the 
for generate statement. For each iteration, the statement with label dec_1 instantiates a 
2-to-4 decoder component that corresponds to one of the four 2-to-4 decoders on the right 
side of figure 4.16. The first iteration produces 2to4dec component with inputs x1 and 
x0, enable input k0 and, generates outputs dO, d1, d2, d3. The other outputs of the 4-to-16 
decoder are similarly generated. 

For the last iteration, the if generate statement with label £2 instantiates a 
2to4dec component. Note that i=3 condition is true for this iteration. This defines the 2- 
to-4 decoder on the left of figure 4.16 with x3 and x2 as inputs, enable e, generating outputs 
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k0, k1, k2, and k3. It should be pointed out that the for generate statement could have 
been used by instantiating this component outside the for generate statement rather than 
using the if generate statement as above. This is done in order to illustrate the use of if 
generate Statement. 

Digital circuits such as registers of different sizes are needed in many applications. 
It is convenient to specify a register entity for which the number of flip-flops can be 
readily changed to conform to the size of the required register. Therefore, a generic 
parameter (integer for a register) specifying the number of flip-flops needs to be defined 
before port declarations using the generic construct. By altering this parameter, the VHDL 
code can be used for register of any size. The generic map clause can then be used to 
specify a different value for the register size. In order to illustrate the use of generic and 
generic map, a 4-bit inverter (bitwise 4-bit NOT operation; this can be considered as 
four independent inverters with four inputs and four outputs) is first defined with an entity 
called inv4 using generic and generate statements. Next, copies of this 4-bit inverter 
are instantiated to obtain 8-bit and 16-bit inverters using generic map and port map 
statements. The following VHDL code illustrates this: 


library ieee; 
use ieee.std logic-1164.all; 
entity inv4 is 
generic(size:positive) ; 
port (a:in std logic vector(size-l downto 0); 
b:out std logic vector(size-1 downto 0)); 
end inv4; 
architecture inv4 example of inv4 is 
component inv 
port(x:in std logic; 
y:out std logic); 
end component; 
--VHDL code for inv 
library IEEE; 
useIEEE.std logic 1164.all; 
entity inv is 
port (x: in BIT; y: out BIT); 
end inv; 
architecture LOGICI of inv is 
begin 
y<=not x; 
end LOGICI; 
begin 
fl: for n in size-1 downto 0 generate 
f2: inv port map(a(n),b(n)); 
end generate; 
end inv4 example; 
library ieee; 
use ieee.std logic 1164.all; 
entity inv8 16 is 
portí(al:in std logic vector(7 downto 0); 
bl:out std logic vector(7 downto 0); 
a2:in std logic vector(15 downto 0); 
b2:0ut std logic vector(15 downto 0)); 
end inv8 16; 
architecture inv diffsize of inv8 16 is 
component inv4 i 
generic(size:positive) ; 
port(a:in std logic vector(size-1 downto 0); 
b:out std logic-vector(size-1 downto 0)); 
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end component; 

begin 

gl:inv4 generic map(size=>8) port map(al,bl); 
g2:inv4 generic map(size=>16) port map(a2,b2); 
end inv_diffsize; 

Since VHDL is a strongly typed language, the value of a signal of one type is 
not permitted to be used with another signal of a different type. This means that signals of 
the types bit and std logic cannot be mixed. In order to mix signals of different types, 
type-conversion functions can be used. For example, consider converting std_logic type 
toan integer type. Suppose it is desired to convert a four-bit std. logic vector signal 
(a) into an integer signal (b) in the range from 0 to 15. Conversion function for assigning 
the value of ‘b’ to ‘a’ can be written as: a<= conv std logic vector (b,4);. 

The conversion function can be obtained by writing use ieee.std logic 
arith.all; at the beginning of the VHDL code after library and use statements. This 
conversion function is included as part ofthe std_logic_arith package. In the above, the 
conversion function has two parameters. These are the name of the signal to be converted 
( b in this case) and the number of bits in the std_logic_vector signal, a (four bits in this 
case). 

Finally, VHDL keyword constant can be used to assign a constant value to a 
name which cannot be altered during simulation. The syntax for constant is as follows: 
constant name: type := value;. For example, the declaration constant numb: std 
logic vector (7 downto 0) := "00001111"; will assign numb with the value 00001111 
whenever numb appears in the VHDL code. This improves readability of the code. 


EXAMPLE J.13 
Write a VHDL description to implement the ALU of figure 7.24. 
Solution 


LIBRARY ieee ; 
USE ieee.std logic 1164.all ; 
ENTITY mux21 IS 


PORT (wl, wO, s : IN STD LOGIC ; 
fi : OUT STD LOGIC ) 
END mux21 ; 
ARCHITECTURE Behavior OF mux21 IS 


BEGIN 
WITH s SELECT 
fl <= wO WHEN ‘0’, 
wl WHEN OTHERS ; 
END Behavior ; 


LIBRARY ieee ; 
USE ieee.std logic 1164.a11 ; 
ENTITY fulladd IS 
PORT (Cin, X, y : IN STD LOGIC ; 
S, Cout : OUT STD LOGIC ) ; 
END fulladd ; 
ARCHITECTURE LogicFunc OF fulladd IS 
BEGIN 
S <= x XOR y XOR Cin ; 
Cout <= (x AND y) OR (Cin AND x) OR (Cin AND y); 
END LogicFunc ; 
LIBRARY ieee ; 
USE ieee.std logic 1164.al1l ; 
ENTITY Four bitadder IS 
PORT (Cin : IN STD LOGIC ; 
x3, x2, xl, x0 `: IN STD LOGIC ; 


782 Fundamentals of Digital Logic and Microcomputer Design 


y3, v2, yl, y0 : IN STD LOGIC ; 
S3, s2, sl, s0 : OUT STD LOGIC ; 
Cout : OUT STD LOGIC ); 


END Four bitadder ; 
ARCHITECTURE Structure OF Four bitadder IS 
SIGNAL cl, c2, c3 :STD LOGIC ; 
COMPONENT fulladd 
PORT ( Cin x : IN STD LOGIC ; 
s, Cout : OUT STD_LOGIC }); 
END COMPONENT ; 
BEGIN 
Stage0: fulladd PORT MAP ( Cin, x0, y0, sO, c1) ; 
Stagel: fulladd PORT MAP (cl, xl, yl, sl, c2) ; 
stage2: fulladd PORT MAP ( c2, x2, y2, s2, c3 ) ; 
stage3: fulladd PORT MAP ( c3, x3, y3; 53; Cout ); 
--Cin => Cout, x=>x3, y=>y3, s=>s3; 
END structure; 
--Arithmetic Unit design 
LIBRARY IEEE; USE IEEE.STD LOGIC 1164.ALL; 
ENTITY Arithmetic Unit IS 


PORT ( . X3, X2; X1, X0 : IN STD LOGIC; 
Vg yo, YT Yo : IN STD LOGIC; 
SO : IN STD LOGIC; 


Cout :OUT STD LOGIC; 
f3, £2, fl, £0: BUFFER STD LOGIC); 
end Arithmetic Unit; 
ARCHITECTURE Structure OF Arithmetic Unit IS 
COMPONENT Mux21 
PORT ( wl, w0, s : IN STD LOGIC; ; 
fl : OUT SID" LOGIC; ) ; 
END COMPONENT; 
COMPONENT Four bitadder 


PORT ( Cin : IN STD LOGIC; 
x3, x2, xl, x0 : IN STD LOGIC; 
y3, y2, yl, vo = IN STD LOGIC; 
s3, s2, sl, sQ : OUT STD LOGIC; 
Cout : OUT STD LOGIC ); 


END COMPONENT; 
Signal c3, C2, cl, CO ista logic; 
signal d3, d2, dl, d0 :std logic; 


BEGIN 
d3 <= ( not Y3); 
d2 <= ( not Y2); 
dl <= ( not Y1); 
dÜ <= ( not Y0); 
Mux 3 : MuX21 PORT MAP ( d3, Y3, SO , c3); 
Mux2 : Mux21 PORT MAP ( d2, Y2, SO , c2); 
Muxl : Mux21 PORT MAP. ( dl, Y1, S50 , cl); 
Mux0 : Mux21 PORT MAP ( dO, YO, SO , c0); 
Adder : Four bitAdder PORT MAP ( SO, X3, X2, X1, XO, c3, c2, 


cl, COyis, £2, fl, £O, Cout }) ; 
end Structure; 
~- 4-bit Two-Function Logic unit design 
LIBRARY IEEE; 
USE IEEE.STD LOGIC 1164.ALL; 
ENTITY Logic Function IS 
PORT ( X3, X2, X1, XO ion std logic; 
I3; Xy YI YO > in std logic; 
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SO : in std_logic ; 
g3, g2, gl, gô : buffer std logic ); 
end Logic Function ; 
ARCHITECTURE Structure OF Logic Function IS 
COMPONENT Mux21 
PORT ( wl, wO, s : IN STD LOGIC ; 
fl : OUT STD LOGIC ) ; 
END COMPONENT; 
signal m3, m2, ml, mO : std logic; 
Signal n3, n2, nl, nO :std logic; 
begin 
m3 <= (X3 and Y3); 
m2 <= (X2 and Y2); 
ml <= (Xl and Yl); 
mO <= (X0 and YO); 
n3 <= (X3 xor Y3); 
n2 <= (X2 xor Y2); 
nl] <= (Xl xor Yl); 
nO <= (XO xor YO); 
Mux3: Mux21 Port map 
Mux2: Mux21 Port map 
Muxl: Mux21 Port map 
Mux0: Mux21 Port map 
End Structure 
--ALU Design 
LIBRARY IEEE; 
USE IEEE.STD LOGIC 1164.ALL; 
ENTITY ALU IS 


n3, m3, 580, g3}; 
n2, m2, SO, g2}; 
nl, ml, 50, gl); 
nO, m0, SO, g0); 


ee nm uns 


PORT ( X3, X2, Xl, X0 : in std logic 
Y3, Y2, Yl, YO : in std_logic; 
S1, S0 : instd logic ; 

Cout | out std logic ; 


423, 22, 21, Z0 : buffer std logic ); 
end ALU; 
ARCHITECTURE Structure OF ALU IS 
COMPONENT Arithmetic Unit 


PORT ( X3, X2, Xl, KO : in std logic; 
Y3, Y2, Y1, YO : in std_ logic; 
SO sin std_ logic ; 
Cout : out std_ logic ; 
f3, f2, íl, fO : buffer std logic ); 


END COMPONENT; 
COMPONENT Logic Function 


PORT ( x3, X2, X1, X0 2 in std logic; 
Y3, Y2, Yly YO * in std logic; 
SO : in std logic ; 
g3, g2, gl, g0 : buffer std. logic ); 


END COMPONENT; 
COMPONENT Mux21 
PORT ( wl, wO, s : IN STD LOGIC ; 
f1 : QUT STD LOGIC ); 
END COMPONENT; 
signal m3, m2, ml, m0 : std logic; 
signal n3, n2, nl, nO : std logic; 
BEGIN 
Arith: Arithmetic Unit Port map 
( X3, X2. X1, X0, Y3, Y2,- Yl, Y0, 80, Cout, m3, m2, ml, me 
Me 
Logic: Logic Function Port map 
CR Rs XY 6X0, Ve Y2y Yl, YO, 90, 435, m2; dl. NUS 4 
Selection3: Mux21 Port map (n3, m3, Sl, 23); 
Selection2: Mux21 Port map (n2, m2, S1, Z2); 
Selectionl: Mux21 Port map (nl, ml, S1, Z1); 
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Selection0: Mux21 Port map (n0, m0, Sl, 20); 
end Structure; 
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EXAMPLE J.14 

Write a VHDL description for the microprogrammed CPU described in section 7.4. 
Solution 

This example illustrates the design of the microprogrammed CPU by using VHDL. 
ModelSim simulator of Xilinx is used to implement the microprogrammed CPU. All 
VHDL codes of the CPU is written in Xilinx WebPack 4.2. General purpose register is 
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used for instruction register (IR), memory address register (MAR), register A, and buffer. 
The VHDL module name of general purpose register is reg. 

ModelSim simulator is used to simulate the VHDL program. The results can be 
illustrated by the timing diagrams. Figure 7.65 depicts one such timing diagram. 

Fifteen modules are created in the VHDL program to implement the 
microprogrammed CPU. The modules are cpu, microl, micro2, cntr, cm, pctr, reg, 
alu, memory, cpu rom, cpu ram, ir toxc, mux9tol mux2tol and fal. The design is 
created using hierarchical design. The cpu module is at the top of the hierarchy, microl 
and micro2 are under cpu module, and cntr, cm and mux9tol are under microl. Finally 
pctr, memory, alu, ir toxc, reg, mux2tol and rest of the modules are under micro2. 
Program Counter (PC) 

The petr module is the program counter for the instructions inside the memory. 
Memory Module 

The memory module contains epu. rom and epu ram modules. Instructions are 
stored in the cpu rom, read only memory. The instructions test a few instructions of the 
CPU like LOAD, STO, ADD, and HALT. 

Memory Control Unit ( module CM ) 

The mementrol contains the ROM, which is filled with a 23-bit value which 
contains a 4-bit condition select, a 6-bit branch address, and 13-bit control input ( C12 - CO 
) for the registers, ALU, and RAM. It also has the conditional statement that will make the 
Microprogram Counter (MPC) to count up by one if the load /increment is low, or will load 
the branch address passed by the control memory buffer. 

Microl module 

The microl module connects entr, em and mux9tol. 

Micro2 module : 

The processor module connects mux, alu, registers ( regA, regIR, regMAR, 
regPC, regBUFF), and the memory module. It also includes the instruction decoder and 
does the following : 
if condition select field = 0, load increment = 0, no branch, 
if condition select = 1 and Z = 1, branch, if condition select = 2 and C =1, branch, if 
condition select = 3 and 13 = 1, branch, if condition select = 4 and XC2 = 1, branch, 
if condition select = 5 and XC1 = 1, branch, if condition select = 6 and XCO = 1, branch 
if condition select = 7 and IO = 1, branch. | 
CPU module 

The CPU module has only two inputs: reset and clock. It connects the microl 
module with the micro2 module to complete the hierarchy of the microporgrammed CPU 
design. 

--VHDL code for Microprogrammed CPU 
--General Purpose Register 


-- General purpose register 
library ieee; 

use ieee.std logic 1164.all; 

entity reg is 


generic (n : integer := 8); -- Port declarations 
port ( clk, load : in std logic;-- clk: clock, load: load data to 
reg 
X : in std logic vector ((n-1) downto 0); Te x. input 
d : out std logic vector ((n-1) downto 0) ); -- d: output 
end reg; 


architecture reg arch of reg is 
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begin -- Process when clock and load change 
pl : process ( clk, load ) -- if the clocking signal (clk) 
begin -- represents the rising edge 
if clk = ‘1’ and clk'event then -- and if load pin is high then 
if load = ‘i’ then ~- stores the data into 
d <= x; -- the reg 
end if; 
end if; 


end process; 
end reg_arch; 


--Program Counter  ( PC) 
-- program counter 

library ieee; 
use ieee.std logic 1164.all; 
use ieee.std logic arith.all; 
entity pctr is 


generic ( n : integer := 8 ); -- Port declarations 
port 1 clik, clr; inc, load : in std logic; *- Glk: clock, clre: clear PC 
x |: An std logic vector ((n-l) downto 0): 
d : out std logic vector ((n-1) downto 0) ); --,load: load 
--branch address, x: input 
==" d: output 
end pctr; 
architecture pctr arch of pctr is 
signal in d : unsigned (x'range); ain Os, “Connect: a 
Signal in x : unsigned (x’ range); ec ai xy onmect x 
begin 
pl : process ( clk, clr, inc, load ) -- if clk = rising edge 
begin -- and cir = 1 
if clk = ‘1’ and clk'event then ~- then PC <- Q 
if clr = ‘i’ then -- if clk = rising edge 
in d <= conv unsigned(0,n); -- and clr=0,ine = 1, load = 0 
else -- then PC «- PC + 1 
if inc = '1' then -- if clk = rising edge 
in d<= in d- + 13 -- and clr= 0, inc = 0, load = 1 
else -- then PC <- x 


if load = ‘1’ then 
in d <= in x; 


end if; 
end if; 
end if; 
end if; 
end process; 
gl : for i in x'range generate -— for i = 0 to 7 loop 


in x(i) <= x(1); 
d(i) <= in d(i); 


end generate; 
end petr arch; 
--Full adder 
sec Full adder 
library ieee; 
use ieee.std logic_1164.all; 


entity fal is -- Port 
declarations 
port A a, b, c : in std_logic; -- c: carry input 
S, cout, anda, nota : out std logic );-- s: sum, cout: carry output 
end fal; -- anda: a AND b, nota: NOT a 


architecture fal arch of fal is 
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signal in anda : std logic; -- in anda: connect anda 
begin 

S <= a xor b xor c; 

cout «- in anda or (b and c) or (c and a); 

in anda <= a and b; 

nota «- not a; 

anda <= in anda; 


end fal arch; 


--ALU module 
-- Arithmetic logic unit 
library ieee; 
use IEEE.std logic 1164.all; 
use IEEE.std logic arith.all; 
entity alu is -- Port declarations 
generic ( n : integer := 8 ); 
port (CTRL : in STD LOGIC VECTOR (0 to 2);-- CTRL: control input 
L, R : in STD LOGIC VECTOR ((n-1) downto 0);-- L, R: source inputs 
F : out STD LOGIC VECTOR ((n-1) downto 0);-- F: result output 
C, 2 : out STD LOGIC ); -- C: carry flag, 2: zero flag 
end alu; j 
architecture alu arch of alu is 
component fal 
port t a, b, c v in STD LOGIC? 
S, cout, anda, nota : out STD LOGIC ); 
end component; 
signal in L, in R, in xR, in F : unsigned (L'range); 
== in L? connect L; à, lin R: connect R 


signal in zer, in sum, in and, -- in xR: connect b, in F: connect F 
in not, in inc, in dec : unsigned (L'range); -- in zer: connect 0, 
-- in sum: connect s 
signal in c : STD LOGIC VECTOR (n downto 0); 
-- in and: connect anda, in zf: connect Z 


signal in zf : boolean;-- in not: connect nota, 
begin ew 1n cr connect Ly 
CTRL(2), cout , 
gen : for i in L'range generate -- for i = 0 to 7 loop 
fa 1 : fal port map ( in L(i), in xR(i), in c(i), in sum(i), 
in c(i*1), in and(i), in not(i) ); 
in xR(i) «- in R(i) xor CTRL(2); -- CTRL(2) can determine add 
~= CTRL(2) = 0 
in R(i)<= R(i); -~ Or subtract CTRL(2) = 1 
in L(i)<= L(i); -- if CTRL(2) = 1, in R(i) xor CTRL(2) 
F (1) <= in F(i) after 200 ps;-- performs 1’s complement of R 


end generate; 

in zer <= CONV UNSIGNED(0, n); 
in inc <= in L + 1 after 500 ps; 
in dec <= in L - 1 after 500 ps; 


in c(0) «- CTRL(2); -- performs 2's complement of R 
C <= omn cons 
in zf <= ( in F= 0 ) after 500 ps; 
with CTRL select 
in F <= in zer when "000", se FSO 4f cbrls0 
in R when "001", -— f-R if ctrl=1 


in sum when "010", -- f-L*R if ctrl=2 
in sum when “011”, -- f*€L-R if ctrl-3 


in inc when "100", -- f-L*1 if ctrl-4 
indec when *T01"; == fsL-1 df: ecbrl-5 
in and when "110", -- f-L&R if ctrl-6 


in not when others; -- f--L if ctrl=others 
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with in zf select 

z <= ‘1’ when True, -— z = 1] if in zf = true 
‘0’ when others; == z= 0 if in zf - others 
end alu arch; 
~-ROM 
-- Read only memory (ROM) 
LIBRARY IEEE; 
USE IEEE.STD LOGIC 1164.ALL; 
ENTITY cpu rom IS 
PORT ( addr in std logic vector (6 downto 0);-- addr: address input 


data 


end cpu rom; 
ARCHITECTURE Arch rom OF cpu rom IS 
-- Define instruction to opcode 


constant LDA 
constant 

constant ADD 
constant SUB 
constant JZ 
constant JC 
constant A ND 
constant CMA 
constant INCA 
constant DCRA 
constant HLT 
constant OUTPR 


D1 
D2 
D3 
D4 
D5 
PROD 
CNTR 
V2 
V3 
V4 
V5 
V6 
V7 
V8 
V9 
VA 
VB 
VC 
VD 
VE 
VE 
BEG 


constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant 
constant LOP 

constant ENDS 

signal in_data 


-- Signal declaration 


begin. 


with addr select 
in_data <= 


std_logic_vector 
STA 
std_logic_vector 
std_logic_vector 
std logic vector 
std logic vector 
Std logic vector 
Std logic vector 
std logic, vector 
std logic vector 
Std logic vector 
std logic vector 


std logic vector 
Std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 
std logic vector 


std logic vector :- 


out std logic vector (7 downto 0));-- data: data output 


-- Programming ROM 


"00001000";--08h 


"00001010";--0Ah 
7000010117 2--0Bbhb 
"00001100"; —-OCh 
"00001101"; --ODh 
"00001110"; --OEh 
"00000000";--00n 
"00000010";--02h 
"00000100^";--04h 
"00000110"; --06n 


= “10010000” ;--90h 
-- Define label to memory address 


“00000110” ;--06h 
“00000111” ;--O7h 
“00001000"%;--O08h 
"00001001";--09h 
"00001010";--0Ah 
"10000000";--80h 
"10000001";--81h 
"10000010";--82h 
"10000011^;--83h 
"10000100"; --84h 
"10000101";--85h 
"10000130"; --86h 
"10000111";--87h 
"10001000^";--88h 
"10001001"; --89h 
"10001010";--8Ah 
"10001011^";--8Bh 
"T0001100^;-—-8Ch 
"10001101";--8Dh 
"10001110"; --8Eh 
*10001111";--8Fh 
"00010010"; --12nh 
"ODIOIIQOI";--2DHh 
"01000000";--40h 
downto 0); 


"00001001";--09h 


LDA when “0000000",-- 0 A <- D1 (A = 80h) 

D1 when "0000001",-- 1 D1 = 80h 

ADD when “0000010",-- 2 A <- A + D1 (A=0,CF=1) 
D1 when "0000011",-- 3 D1 = 80h 
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JC 

BEG 
"10000000" 
“01001011” 
“01010001” 
"00110010" 
"00000100" 
ADD 
D2 
STA 
OUTPR 
A ND 
D3 
STA 
OUTPR 
CMA 
STA 
OUTPR 
INCA 
STA 
OUTPR 
DCRA 
STA 
OUTPR 
LDA 
D4 
SUB 
D4 
STA 
PROD 
LDA 
D5 
STA 
CNTR 
LDA 
PROD 
ADD 
D4 
STA 
PROD 
LDA 
CNTR 
DCRA 
JZ 
ENDS 
STA 
CNTR 
LDA 
D1 
SUB 
D1 
JZ 
LOP 
LDA 
PROD 
STA 
OUTPR 
HLT 


when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 
when 


data <= in data after 200 ps; 


end Arch rom; 


“0000100”, 


“0000101”, == 


*DOODIIO^, 
*00003711*", 
"0001000", 


"DODTIOOIT, == 


"0001010", 
"0010010", 
"0010011", 
“00101007”, 
“00101017”, 
"0010110", 
“00101117, 
"0011000", 


"ODITOUIT,s- 


"700110104. 
“00110117, 
"0011100", 
“00111017, 
“00111107”, 
`00111117, 
“01000007”, 
~01000017, 
"DI00010^, 
"0100011", 
"0100109^, 
“0100101”, 
“0100110”, 
"0100111", 
"0101000", 
`~01010017, 
“01010107, 
“0101011”, 
“01011007”, 
“01011017”, 
“01011107”, 
“0101111”, 
“0110000”, 


~0110001”,-- 


“01100107, 
“01100117”, 
"0110100", 
"OIIO0IOI*, 


VOIIDIIU", == 


~01101117”, 
TO TIIUOU) 
“0111001”, 
"OILll010", 
"OIIIOII", 
“0111100”, 


“OLLIIOL” e 
“0111110”, -- 


=~“0111111”, 
"1000000", 
*1000001*. 
"1000010", 
"1000011*^., 
others; 
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-- 4 Jump to begin if A=0 
5 BEG :-"00010010" = 12 
-- 6 D1 80h 
-- 7 D2 4Bh 
ao 8 D3 51h 
9 D4 32h 
-- A D5 04h 
-- 12 A «- A + D2,(A = 4Bh) 
-- 13 D2 = 4Bh 
-- 14 Outport <- 4Bh 
== 15 
-- 16 A <- 4Bh&51h(A = 41h) 
-- 17 D3 = 51h 
ec 18 Outport <- 4łh 
19 
~- 1A A <- ~A (A = BERN) 
== 1B Outport <- BEh 
-— 1C 
-- 1D A <- A + 1 (A=BFh) 
-- IE Outport <- BFh 
ess EE 
-- 20A <- A - 1 (A=BEh) 
=> 21 Outport <- BED 
-- 22 
-- 23 A x- D4 (A = 32h) 
-- 24 D4 = 32h 
-- 25 A <- A - D4 (A = 00h) 
-- 26 D4 = 32h 
-- 27 PROD <- A(PROD = 00h) 
-- 28 
-- 29 A <- D5 (A = 04h) 
-- 2A D5 = 04h 
-- 2B CNTR <-A (CNTR = 04h) 
== 2C 
-- 2D LOOP:PROD<-PROD +D4 
-- 2E 
-- 2F A <- A + D4 
-- 30 D4 = 32h 
31 PROD <- A 
== 32 
==. 323 CNTR <- CNTR -1 
-- 34 
-- 35 A <- A - 1 
36 If CNTR = 0 then 
-- 37 Goto End, ENDS 
-- 38 CNTA <- A 
-- 39 
-- 3A Goto Loop 
-- 3B D1 = 80h 
-- 3C A <- A - D1 (A = 00h) 
3D Dl = 80h 
3E If A = 0 then 
-= 3F 
-- 40 End: Outport <- PROD 
-- 4l >ù 
-- 42 Outport <- A 
ae A 
-~ n 
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--RAM 

-- Random access memory (RAM) 
library IEEE; 

use IEEE.std logic 1164.all; 

use IÉEE.std logic arith.all; 
entity cpu ram is 


generic (nw : integer := 8; 

nl : integer := 4 ); 
port ( rw, en : in STD LOGIC;-- rw: read/write, en: enable RAM 

addr > in STD LOGIC VECTOR ((nl-1) downto 0); 

-- addr: address input 
d in : in STD LOGIC VECTOR ((nw-1) downto 0); 

=+ d-in: data input 
d out : out STD LOGIC VECTOR ((nw-1) downto 0) ); -- d out 


-- data output 
end cpu ram; 
architecture cpu ram arch of cpu ram is 


type Ram Word is array ( d in'range ) of STD LOGIC;-- type declaration 
type Ram Array is array ( 0 to ((2**n1)-1)) of Ram Word;-- type 
-- declaration 
signal in din, doutl, dout2, in dout : Ram Word;-- in din: connect 
d in, --dout2: connect 0 
signal in addr > unsigned (addr'range); 
=e I Outs connect d out 
signal Ram Mem > Ram Array;-- in_addr: connect 
--addr 
begin 
p: process ( rw, en, in_addr ) 
variable intaddr : integer; 
begin 
intaddr :- CONV INTEGER (in addr); --convert binary number 


-- to integer 
doutl <= Ram Mem(í(intaddr); 
if en = ‘QO’ and rw = '0O' then 
-- if en = 0 and rw = 0 
Ram Mem(intaddr) <= in din after 500 ps; 
-- then write data into the RAM 
end if; 
end process; 
with en select 
in dout <= doutl when ‘0’, 
dout2 when others; 
gl: for i in d out'range generate 
-- for i = 0 to 7 loop 
in din(i) <= d in(i); 
d out(i) <= in dout(i) after 200 ps; 
dout2(i) <= ‘OQ’; 
-- set dout2 := "00000000" 
end generate; 
g2: for i in addr'range generate 
ee for i = 0 to 3 Loop 
in addr(i) <= addr(i) after 100 ps; 
end generate; 
end cpu ram arch; 


--Memory for CPU ( ROM + RAM) 
-- memory for cpu 
library IEEE; 
use IEEE.std logic 1164.all; 
entity memory is 
port ( RW, EN sine SPD bOGIC; 
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-- RW: read/write, EN: enable memory 
addr, din : in STD LOGIC VECTOR (7 downto 0); 


-- addr: address input, din: data input 


dout : out STD LOGIC VECTOR (7 downto 0); 
== dout: data output 
ioout : out STD LOGIC VECTOR (7 downto 0) ); 


== ioout: data io output 

end memory; 

architecture memory arch of memory is 
component cpu ram 


generic ( nw, nl : integer ); 
port ( rw, en : in STD LOGIC; 
addr : in STD LOGIC VECTOR ((n1-1) downto 0); 
d in : in STD LOGIC VECTOR ((nw-1) downto 0); 
d out : out STD LOGIC VECTOR ((nw-1) downto 0) ); 


end component; 
component cpu rom 

port ( addr : in STD LOGIC VECTOR (6 downto 0); 

data : out STD LOGIC VECTOR (7 downto 0) ); 

end component; -- in dl: connect data 

signal in dl, in d2Z : STD LOGIC VECTOR ( 7 downto 0); 
*- imde connect d.out 

signal in EnRAM : STD LOGIC; 


- in EnRAM: connect en 
begin 

romi : cpu rom port map (addr=>addr(6 downto 0), data -»in dl); 

rami : cpu ram generic map (8, 4) 

port map (rw=>RW, en-»in EnRAM, addr=>addr(3 downto 0), 
d in-2din, d_out=>in_d2); 

in EnRAM <= EN or ( not addr(7) ) or addr(6) or addr(5) or addr(4); 
-- memory mapping: 

with addr(7) select 


-- programmed ROM when address - 
dout <= in d2 when ‘1’, 


-- 00000000 to 01111111 (128 bytes) 
in dl when others; 


-- RAM when address - 
with addr select 


-- 10000000 to 10001111 (16 bytes) 
ioout <= din after 1 ns when "10010000", 


-- IO when address - 

"00000000" after 800 ps when others; 
-- 10010000 (1 byte) 
end memory arch; 


--Multiplexer 2 to 1 


-- Multiplexer 2 to 1 
library IEEE; 
use IEEE.std logic 1164.ali; 
entity mux2tcl is 
generic (n : integer :=8); 
port ( sl, sO : in STD LOGIC VECTOR ((n-1) downto 0); 
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-- 50, sl: source inputs 
S : in STD LOGIC; 


-- S: Select line 

f : out STD LOGIC VECTOR ((n-1) downto 0) ); 
-- f: output 
end mux2tol; 
architecture arch mux of mux2tol is 
begin 

with s select 
f <= s0 when ‘0’, 
sl when others; 

end arch_mux; 


--Instruction Decoder 


-- Instruction decoder 
library IEEE; 
use IEEE.std logic 1164.all; 
entity ir to xc is 
port (i : in STD LOGIC VECTOR (1 downto 0); 


-- i: op-code bit 1 & 2 
XC : out STD LOGIC VECTOR ( 2 downto 0) ); 


-- XC: group number output 
end ir to xc; 
architecture ir to xc arch of ir to xc is 


begin 
with i select 
xc «- "001" when "00", 

-- group O 

"010" when "01", 
== group X 

"100" when "10", 
-- group 2 

"000" when others; 
== group 3 


end ir to xc arch; 


--Micro2 module 

-- Overall hardware2 ( PC + Reg + Mux2tol + ALU + Memory + IR to XC 
library ieee; 

use 1e6ce.std logic 1164.àal1; 

entity micro2 is 


port ( ctrl = in STD LOGIC VECTOR (0 TO 12); 
-~ ctrl: control inputs C0-C12 
cir; cik : in STD LOGIC; 


-= clk: clock, clr: clear 

dataout : out STD LOGIC VECTOR ( 7 downto 0); 
-- dataout: data output 

Ze C, i3, 10 : out STD LOGIC; 
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-- z: zero flag; c: carry flag 

XC : out std logic vector ( 2 downto 0) ); 
== i3, i0: op-code bit. 3 & 0 
end micro2; 


-- XC: group number 
architecture micro2 arch of micro2 is 
component pctr 
generic ( n: integer); 
port X clX, clr, 


-~ clr: CO, inc: Cl, load: C2 
inc, load : in STD LOGIC; 
x : in STD LOGIC VECTOR ((n-1) downto 0); 
ne x: branch 
d : out STD LOGIC VECTOR ((n-1) downto 0) ); 
-- d: memory reference 
end component; 
component reg -- instantiate Register 
generic ( n: integer ); 
port ( clk, load : in STD LOGIC; 


== load: C4, C7, C8, C9 
x : in STD LOGIC VECTOR ((n-1) downto 0); 
-- x: data input 
. d : out STD LOGIC VECTOR ((n-1) downto 0) ); 
-- d: data output 
end component; 
component mux2tol -- instantiate mux 2 to 1 
generic ( n: integer ); 
port ( sl, s0 : in STD LOGIC VECTOR ((n-1) downto 0); 
-- sł: from buffer, s0: from PC 


S : in STD LOGIC; 
mv ug dp 
f : out STD LOGIC VECTOR ((n-1) downto 0 ) ); 
-~ f: to MAR 
end component; 
component alu -- instantiate ALU 


generic ( n: integer ); 
port ( CTRL : in STD LOGIC VECTOR (0 to 2); 

==; CTRL "C10; ile €12 

L, R : in STD LOGIC VECTOR ((n-1) downto 0); 
-- L, R: data input 

F : out STD LOGIC VECTOR ((n-1) downto 0); 
-- F: data output 

C, Z : out STD LOGIC ); 


cem C: carry flag, Z: zero flag 

end component; 

component memory -- instantiate memory 
port ( RW, EN ih SID LOGIC? 


"BN (Coe EN? C6 
addr, din : in STD LOGIC VECTOR (7 downto 0); 


-- addr: from MAR, din: from reg A 

dout : out STD LOGIC VECTOR (7 downto 0); 
-- dout: to PC, IR, buffer 

ioout > out STD LOGIC VECTOR (7 downto 0) ); 
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=en Gute 5o IO 

end component; 

component ir to xc -- instantiate instruction decoder 
port (i : in STD LOGIC VECTOR (1 downto 0); 


-- i: from IR, Il & I2 
XC : out STD LOGIC VECTOR ( 2 downto 0) ); 


-- XC: group number 
end component; 
signal opc, oir, omux, omar, 


-- Opc: connect PC & MUX 
orega, obuf, oalu, omem : STD LOGIC VECTOR ( 7 downto 

0); 
-- oir: connect IR & instruction decoding 

Signal in clr, en flag, incf : STD LOGIC; 
-- omux: connect MUX & MAR 

signal i cf, o cf : STD LOGIC VECTOR (0 downto 0); 
-- omar: connect MAR & memory 
begin 


-- orega: connect Reg A & ALU (L) 
the pc : pctr generic map (8) 


-- obuf: connect Buffer & ALU (R) 
port map (clk, in cir, ctrl(1), ctrl(2), omem, opc); 
-- oalu: connect Reg A & ALU (F) 
the Xr : reg generic map (8) 


-- omem: connect memory & PC, IR, Buffer 
port map (clk, ctrl(8), omem, oir); 


ce 2H Cir. connect CO or cly 
the mar : reg generic map (8) 


=- en tags. COnnect. 2, C 
port map (clk, ctrl(4), omux, omar); 


-- inzf: connect ALU 
the rega : reg generic map (8) 


-- incf: connect ALU 
port map (clk, ctr1(9), oalu, orega); 


med eft Connect A-1 6f: connect: C 
the buf : reg generic map (8) 


== O Zf: connect 2, O cf: connect C 
port map (clk, ctrl(7), omem, obuf); 


the mux : mux2tol generic map (8) 


port map (obuf, opc, ctrl(3), omux); 
the alu : alu generic map (8) 
i port map (CTRL-»ctrl(10 to 12), L=>orega, 
R-»obuf, F=>oalu, C-»incf, 2Z2=>inzf); 
--The zero flag is connected directly to the alu, the carry flag is 
--instantiated. 
the cf : reg generic map (1) 
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port map (cik, en flag, i cf, o cf); 


the mem : memory port map (ctrl1(5), ctrl(6), omar, 
orega, omem, dataout); 
the-dec. 22) 1r to- xe port map (i-»oir(2 downto 1), xc-»xc); 


in DIS <= ctrl (0} or clr; 


-- ctrl(0): PC <- 0 


C <= o cf (0); 
i cf(0) «- incf; 
13 <= orri3 


7 13: type classifer 
i0 <= oir(0); 


-- i0: subcategory within a group 
en flag <= ctrl(10) or ctrl1(11) or ctrl(12); 


-- ctrl(10), ctrl(11), ctr1(12): -- ALU control input 
end micro2 arch; 


--Memory Control Unit ( module CM ) 
- Contro] Unit 
LIBRARY IEEE; 
USE IEEE.STD LOGIC 1164.ALL; 
ENTITY cm IS 
PORT ( addr : in std logic vector (5 downto 0); 


-- addr: address input 
cmdb : out std logic vector (22 downto 0) ); 
-- cmbd: data output 
end cm; 
ARCHITECTURE Arch cm OF cm IS 
signal in cmdb : std logic vector (22 downto 0); 


=+. In -cmbd: connect cmba 

-- Binary microprogram 

~- The size of the control memory is 53 x 23 bits. The 23-bit control word 
-- consists of 13- bit control function containing CO through C12 with CO 
-- as bit 12 and C12 as bit 0. The branch address field is 6-bit wide (bits 
-- 13-18). For example, consider the code for line 0 with the operation 

-- PC <- 0 in the following. Since there is no condition in this operation, 
-- condition select fieid ( CS ) and branch address field ( Brn ) are all 


-- 0’s. To clear PC to 0, C02 1. To disable RAM, C6 = ] and, C5(R/W') 
-- is arbitrarily set to one. 
begin 

with addr select 

== 22 19 12 0 

UM ICS] Brn | CTR FUNC | 
n cmdb <= "00000000001000011000000" when "000000",-- 0 PC <- O 
"00000000000000111000000" when "000001", ==): FETCH MAR«-PC 
"00000000000100010010000" when "000010", --2 IR€- M(MAR), PC <- PC +1 
"00110011100000011000000" when “000011”, --3 IF I3=1, goto MEMR(14) 
"01100010000000011000000" when "000100", --4 IF XCO-1, goto CMA(8) 
"01010010100000011000000" when "000101", -- 5 IF XCl-1, goto INCA(10) 
"01000011000000011000000" when “000110”, -- 6 IF XC2-1, goto DCRA(12) 
"10001101000000011000000" when “000111”, -- 7 goto HALT(50) 
"00000000000000011001111" when "001000", += 8 CMA A <- ~A 
"106000000010000011000000" when "001001", x. goto FETCH 
“00000000000000011001100”" when "001010", ser 10 INCA A <- A + 1 


“10000000010000011000000” when "001011", ED E goto FETCH 
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"00000000000000011001101" when "001100", -- 12 DCRA A <- A - 1 
"10000000010000011000000" when “001101”, -- 13 goto FETCH 
"01100101110000011000000" when "001110", - 14 MEMREF IF XCO-1, goto 

-  LDSTO (23) 
"01011000000000011000000" when “001111”, - 15 IF XCl-1, goto ADSUB (32) 
"01001010010000011000000" when "010000", - 16 IF XC2-1, goto JMPS (41) 


"00000000000000111000000" when "010001", - 17 AND <- PC 
"00000000000100010100000" when "010010", -- 18 BUFFER <- M(MAR), 
5S PC <- 
"00000000000001111000000" when "010011", -- 19 MAR <- BUFFER 
"00000000000000010100000" when "010100", -- 20 BUFFER «- M(MAR) 
"00000000000000011001110" when "010101", -- 21 A <- A ^ BUFFER 
"10000000010000011000000" when "010110", == 22 goto FETCH 


"00000000000000111000000" when “010111”, 


-- 23 LDSTO MAR «- PC 


"00000000000100010100000^" when "011000", 


-- 24 BUFFER «- M(MAR), 


PC <= PCr -I 


"00000000000001111000000" when “011001”, 25 MAR <- BUFFER 
"01110111100000011000000" when "011010", 26 IF IO-1, goto STO(30) 
"00000000000000010100000" when "011011", 27 LOAD BUFFER «- M(MAR) 
"00000000000000011001001" when "011100", 28 A «- BUFFER 
"106000000010000011000000" when "011101", 29 goto FETCH 
"00000000000000000000000" when "011110", 30 STO M(MAR) <- A 
"10000000010000011000000" when "011111", 31 goto FETCH 
"00000000000000111000000" when "100000", 32 ADSUB MAR «- PC 
"00000000000100010100000" when "100001", 33 BUFFER <- M(MAR), 

PC <- PC +1 
"00000000000001111000000" when "100010", 34 MAR <- BUFFER 
"00000000000000010100000" when "100011", 35 BUFFER <- M(MAR) 
"01111001110000011000000" when "100100", 36 IF I0=1, goto SUB(39) 
"00000000000000011001010" when “100101”, 37 ADD A <- A + BUFFER 
"10000000010000011000000" when "100110", 38 goto FETCH 
"00000000000000011001011" when "100111", 39 SUB A <- A - BUFFER 
"10000000010000011000000" when "101000", 40 goto FETCH 
"00000000000000111000000" when "101001", 41 JMPS MAR «- PC 
"00000000000000011000000" when "101010", 42 
"01111011110000011000000" when "101011", 43 IF I0=1, goto JOC(47) 
"00011100100000011000000" when "101100", 44 JOZ IF Z-1, goto LOADPC 
"00000000000100011000000" when "101101", A5 PC <- PC + 1 
"10000000010000011000000" when “101110”, 46 goto FETCH 
"00101100100000011000000" when "101111", 47 JOC IF C-1, goto LOADPC (50) 
"00000000000100011000000" when “110000”, 48 PC «- PC+ 1 
"10000000010000011000000" when “110001”, 49 goto FETCH 
"00000000000010010000000" when "110010", 50 LOADPC PC <- M(MAR) 
"10000000010000011000000" when “110011”, 51 goto FETCH 
"10001101000000011000000" when others; 52 HALT goto HALT 


cmdb «- in cmdb after 200 ps; 


end Arch cm; 


--Microprogram Counter Module (MPC) 


-- Microprogramming counter 


library IEEE; 


use TERE.std logro 1164.21; 
use IEEE.std logic arith.all; 


entity cntr is 


generic (n integer := 6 ); 
port( crk ID OTI- LOGIC; == selks. Glock 
Gly Ln SID LOGIC == clry clear MPC 
li  $ in STD LOGIC; =— lit load/sincrease 
X : in STD LOGIC VECTOR ((n-1) downto 0);-- x: data input 
d : out STD LOGIC VECTOR ((n-1) downto 0) );--d:data output 


end cntr; 
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architecture entr arch of centr is 


begin 


signal in d : UNSIGNED (x'range);-- in d: connect d 
signal in x : UNSIGNED (x'range);-- in x: connect x 


pl i process ( cik, clr, li) 


begin 
if clk = ‘1’ and clk'event then -- if clk = rising edge 
if clr = ‘1’ then -- and clr = 1 
in d <= CONV UNSIGNED(0O, n) after 200 ps; -- then MPC <- 0 
else -- if clk = rising edge 
if li = `O’ then -- and clr = 0, li = 0 
in d <= in_d + 1 after 500 ps;-- MPC <- MPC + 1 
else -- if clk -» rising edge 
in d. <= in x after 500 ps;-- and clr = 0, Xr 9 1 
end if; -- MPC «- x 
end if; 
end if; 
end process; 
gl : for i in x'range generate -- for i= 0 to 5 loop 


in x(i) <= x(i); 
diik s=- an dL) 
end generate; 


end cntr arch; 


--Mux 9 to 1 


-- Multiplexer 9 to 1l 


LIBRARY IEEE; 
USE IEEE.STD LOGIC 1164.ALL; 
ENTITY mux9tol IS 


PORT 


w : in std logic vector (8 downto 0);-- w: input 
S : in std logic vector (3 downto 0);-- s: select line 
f : out std logic ); ew cbr OUEDUE 


end mux9tol; 
ARCHITECTURE Arch Mux OF mux9tol IS 


begin 
with s select 


f <= w(0) when "0000", 
w(1) when “0001”, 
w(2) when "0010", 
w(3) when "0011", 
w(4) when “0100”, 
w(5) when “0101”, 
w(6) when "0110", 
w(7) when “0111”, 


w(8) when others; 


end Arch Mux; 
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--Microl ( MPC + decoder + CM ) 


-- Overall hardwarel ( MPC + Mux9tol + CM ) 
library IEEE; 


use IEEE.std logic 1164.a11; 
entity microl is 


port{ Z : in STD_LOGIC; == An ero fag 
C : in STD LOGIC; -- C: Garry flag 
I3 -poan STD: LOGIC; == I3: 


type classifier( if I3-1, then 


XC : in STD LOGIC VECTOR (2 downto 0);-- it is a MRL, othewise 
--it is a NMRI) 
IQ : in STD LOGIC; -- XC: group number 
CLR : in STD. LOGIC; ~- I0: subcategory within a group 
CLK : in STD LOGIC; "CLR. Clear MPC 
CIN : out STD LOGIC VECTOR (0 to 12) );-- CLK: clock 


end microl; 
architecture microl arch of microl is 
component cntr 
generic (n 


-- CTN: control functions 


: integer ); 


port ( clk : in STD LOGIC; 
clr $ in STD LOGIC, 
lii + in STD LOGIC; 
x : in STD LOGIC VECTOR ((n-1) downto 0); 
d : out STD LOGIC VECTOR ((n-1) downto 0) ); 


end component; 
component mux9tol 
port (Ww : in std logic vector (8 downto 0); 
S : in std logic vector (3 downto 0); 
f : out std logic ); 
end component; 
component cm 


port ( addr : in std logic vector (5 downto 0); 


cmdb : out std logic vector (22 downto 0) ); 
end component; 
signal in addr, in brnh : STD LOGIC VECTOR (5 downto 0); 
-- in addr: connect MPC & CM 
signal in.cs : STD LOGIC VECTOR (3 downto 0); 
-- in brnh: connect MPC cmbd(18 downto 13) 


signal in li, IH, IL : STD LOGIC; 


-- in cs: connect s & cmbd(22 downto 19) 
begin -- in li: connect MUX & MPC 


cntrl : cntr generic map (6) -- IH: connect Vcc, IL: connect GND 
port map (clk=>clk, clr=>clr, li-»in li, x-»in brnh, 
d-»in addr); 


mux91 : mux9tol port map (w(8)=>IH, w(7)=>1I0, w(6)=>XC(0), 


w(5)2»XC(1), w(4)=>XC(2), w(3)=>13, 
w(2)-»C, w(1)-»2, w(0)=>IL, s=>in_cs, f-»in 
Bin 
cml : cm port map (addr=>in_addr, cmdb(22 downto 19)=>in_cs, 
emdb (18 downto 13)=>in_brnh, cmdb(12 downto 


Q)=>CTN); 
IH <= ‘i’; 


IL <= ‘0’; 
end microl arch; 


--CPU module 


-~ Microprogrammed CPU 
library IEEE; 
use IEEE. std logic 1164 a1); 
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entity CPU is 
port ( clk, reset: in STD LOGIC;-- clk: clock 
d out: out STD LOGIC VECTOR (7 downto 0) );- d out:data output 
end CPU; 
architecture CPU arch of CPU is 
component microl 


port ( Z : in STD LOGIC; 
C ; X1n-9S1ID.LOGIC; 
I3 : in STD LOGIC; 
XC : in STD LOGIC VECTOR (2 downto 0); 
IO : in STD LOGIC} 


CLR : in STD LOGIC; 

CLK : in STD LOGIC; 

CTN : out STD LOGIC VECTOR (0 to 12) ); 
end component; 
component micro2 


port ( etri : in STD LOGIC VECTOR (0 to 12); 
lt CLK : in STD LOGIC; 
dataout : out STD LOGIC VECTOR (7 downto 0); 
Zy Gr, 19,10 T Out STD LOGIC; 
xC : out STD LOGIC VECTOR (2 downto 0)); 


end component; 
signal in Z, in C, in 13, in IO : STD LOGIC} 
-- in 2: connect Z2, in C: connect C 
== Xn I3: connect I3, in I0: connect IU 


signal ctrl : STD LOGIC VECTOR (0 to 12); 
signal in XC : STD LOGIC VECTOR (2 downto 0); 
= Ceres connect CIN; in xcz-XC 


begin 
the mpc : microl port map ( in Z, in C, in I3, in XC, in IO, 
reset, clk, ctrl ); 
the hdw : micro2 port map ( ctrl, reset, clk, d out, in_Z, in C, 
in 13, in I0, in XC -); 
end CPU arch; 


--Test Bench for CPU module 
-- CPU test bench 

LIBRARY ieee; 

USE ieee.std logic 1164.ALL; 

USE ieee.numeric std.ALL; 

ENTITY testbench IS 

END testbench; 


ARCHITECTURE behavior OF testbench IS -~ Architecture of the test bench 
COMPONENT cpu -- instantiate CPU module 
PORT ( clk : IN std logic; 


reset : IN std logic; 
d out : OUT std logic vector (7 downto 0) ); 
END COMPONENT; 
SIGNAL clk x Std logic; 
SIGNAL reset : std logic; 
SIGNAL d out : std iogic vector (7 downto 0); 
BEGIN 
uut : cpu PORT MAP( clk => clk, -- port map CPU module 
reset => reset, 
d out => d out ); 
-- Shortest period : 2001 ps = Highest frequency ; 500 MHz 
clk process : PROCESS -- Process for Clock generator 
BEGIN 
for i in 0 to 600 loop-- generate clock with period of 2ns 
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CLK <= '0'; 
wait for 1001 ps; 
CLK <= '1'; 
wait for 1000 ps; 


end loop; 
wait; 
END PROCESS; 
rst test : PROCESS == Process for Test stimulus 
BEGIN 
reset <= ‘i’; -- reset goes high for.3.5 ns then goes low 


wait for 3500 ps; 
reset <= ‘0’; 
wait; 
END PROCESS; 
END; 


Timing Diagram 
Figure J.1 shows a portion ofthe timing diagrams obtained by simulating the test program 
inside the 256 x 8 RAM. This program successfully tests all eleven instructions. Note that 
PC is the program counter for the test program in the module cpu rom, and MPC is the 
microprogram counter for the symbolic program in the memory control module cm. 

From figure K.1, we can see that the first instruction executed is LDA. LDA 
(PC=0) instruction using reference memory 06H, goes through the following subroutines 
in the symbolic program. FETCH (MPC- 1 at t=6ns), branching to MEMREF(MPC-14 
at t=12ns), then to LDSTO(MPC-23 at t=14ns), all the way through LOAD (MPC = 27 
at t=22ns), and back to FETCH (Figure K.1). Next, ADD (PC=2) operation is performed 
using reference memory 06H. At this point, ADD goes through the following subroutines 
in the symbolic program: FETCH (MPC- 1 at t=28ns), branching to MEMREF(MPC=14 
at t=34ns), then to ADDSUB(MPC=32 at t=38ns), all the way through ADD (MPC=37 
at t=48ns), then back to FETCH. At this point, the ALU generates the result with a carry. 
Hence, the carry flag becomes high (Figure J.1). 
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Figure J.1 VHDL Timing Diagram ( Top diagram-testbench clock, Next-reset, 
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Next-cpu data out, 8th from top-Zflag, 9th from top Carry flag, Bottom-mpc) 
Several modules in the VHDL code are individually simulated for the CPU shown above. 
The simulation result of each module along with the corresponding block diagram is 
provided below: 


REGISTER 
° Simulation result: 
400.0ns 1.0us 1.5us 2 Qus 2 5us 
E clk Ü 
ry= load Ü 


B HOD [00/01 {02 {0304 05 06 JO? {0B [8 JOAJOB DC D OE JF FO 2 19 14 tS 617 JI8 KIS MAKIBNI 
Di Hoj w j o j % f a j c j o jf f 


° Block diagram: 





PROGRAM COUNTER 
° Simulation result: 
500.0ns 1.0us 1.5us 2.0us 2,5us 


1 
1 


0 
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«m | X Xo yo Yos Yo Xo y 08 {oc Yoo Y ok or {we Y v \ 1 


° Block diagram: 





° Simulation result: 
200.0ns 400.0ns 600.0ns 800.0ns 1.0us  1.2us 1.4us  1.6us 18us 20us 22us 2. 
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o 
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. Block diagram: 
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e Simulation result: 
500 Ons 1.Ous 1.5us 2 Qus 2 5us 
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° Simulation result: 
200.0ns 400.0ns 600.0ns 800.0ns 1.0us 1.2us 1.4us 416us 18us 20us 22us . 
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° Block diagram 


CPU_RAM 








RW 
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D OUT[7..0] 





MICRO2 
° Black diagram: 
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MICROPROGRAM COUNTER 


° Simulation result: 
500.0ns 1.0us 15us 2 Dus 2 5us 
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MUX 9 TOI 
° Simulation result: 
200.0ns 400.0ns 600.0ns 800.0ns 10us  12us  14us  16us  18us  20us 
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Block diagram: 
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MICROI 
e Simulation result: 
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500.0ns 1.üus 1.5us 2.0us 2.5us 
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° Block diagram: 
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QUESTIONS AND PROBLEMS 


J.i 


J.2 


J.3 


Write a VHDL description for each of the following using modeling 
description of your choice: 

(a) a 2-to-4 decoder, generating a low output when selected by a high 
enable. 

(b) a 3-to-8 decoder, generating a high output when selected by a high enable. 
(c) the 4 -to-16 decoder of Problem 4.15. 

(d) a 4-to-1 multiplexer. 

(e) a BCD to seven-segment converter for a common cathode display. 

(f) the 2-bit unsigned comparator of Section 4.5.2. 


Write a VHDL description for: 

(a) the SR latch of Figure 5.1. 

(b) the gated D flip-flop of Figure 5.5a. 

(c) a D flip-flop with a synchronous reset input and a positive edge triggered 
clock. Use synchronous reset such that if reset ==0, the flip-flop is cleared to 0; 
on the other hand, if reset==1, the output of the flip-flop is unchanged until the 
procedural statements are evaluated at the positive edge of the clock. 

(d) the T flip-flop (using D-ff and XOR gate) of Problem 5.13(b). 

(e) the state machine of Problem 5.19. 

(f) the counters of Problems 5.24(a) through 5.24(c). 

(g) the general purpose register of Problem 5.25. 


Write a VHDL description for an 8-bit register with a clear input. If clear is 
low, the register is loaded with 0. On the other hand, if clear is high, an 8-bit 
data is transferred to the register at the positive edge of the clock. Use behavioral 
modeling. 
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Write a VHDL description for the Status register of Example 6.1 using behavioral 
modeling. 


Write a VHDL description for the four-bit by four-bit unsigned multiplier 
(repeated addition) using: 

(a) Hardwired control (Section 7.3.5.2). 

(b) Microprogramming (Section 7.3.5.3). 
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One-Pass Assembler, 213, 642. 

Ones complement, 29, 39-40, 54, 642. 

Ones complement arithmetic, 39-40. 

Op-code encoding, 237-239. 

Open-collector outputs, 10-11. 

Operating systems, 226, 300, 305, 336, 458, 544, 
643. 

Optical memories, 21, 300. 

OR, 4, 54—56, 643. 

ORG, 215. 

ORIGIN. See ORG. 


Overflow, 43-46, 250, 379, 474. 
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Packed BCD, 33-34, 381, 383, 482-483, 596—597. 
Paged-segmentation method, 307. 
Paging, 305, 307—309, 311—315, 318, 643. 
PAL, 124, 126-128, 644. 
PALI6L8, 127. 
Parallel processing, 347—359. 
Parity, 49-50, 93-94, 643. 
PEEL, 127. 
Pentium, 18, 545, 568—572, 644. 
Pentium II, Pentium III, Pentium 4, 573—575. 
Pentium Pro, 572-573. 
PGA, 16. 
Pin Grid Array. See PGA. 
Pipelining, 258, 351—359, 643. 
Arithmetic pipeline, 353-354. 
Instruction pipeline, 354-359. 
PLA, 124-126, 132, 644. 
PLDs, 123-124, 127, 644. 
PLD Programming Languages, 127-129. 
PMOS, 13. 
Polled interrupt, 342—344, 643. 
POP, 196—197, 222, 399, 487-489, 643. 
Port, 336—340, 639, 643. l 
Positive logic, 63. 
PowerPC, 18, 37, 189, 258, 544—545, 576, 
611—620. 
Preset and Clear Inputs of Flip-Flops, 141-143. 
Primary memory, See Main Memory. 
Prime Implicants, 81-83. 
Priority Encoder, 114-116. 
Processor memory, 299, 644. 
Product-of-sums, 73-74,. 
Program, 1, 189—193, 644.. 


` Programmable array logic. See PAL. 


Programmable logic array. See PLA. 

Programmable Logic Devices. See PLD. 

Programmed I/O, 335—346, 428-432, 514—521, 
644. 

Program Counter, 188-191. 

PROM, 123, 644. 

Propagation delay, 9-10. 

PUSH, 196-197, 222, 399, 487—489, 644. 
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Quine-McCluskey Method, 86-87. 


R 


RAM, 3,166-168, 205—209, 644. 
Random Access Memory. See RAM. 
Race Condition, 70. 

Read-Only Memory. See ROM. 
READ/WRITE, 198-199, 

READY, 199. 

READ and WRITE Operations, 207-209. 
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READ Timing Diagram, 207. 
Register, 162-164, 242-244, 645. 
Register transfer, 259-260. 
Relocatable, 221. 

RESET, 188-189, 419—420, 505—509. 

Ring Counter, 165. 

Ripple Carry Adder. 108. 

Ripple Counter, 754. 

RISC, 18, 239—242, 258, 545, 611—612, 644. 

ROM, 121, 123, 644. 

ROM-based multiplier, 251. 

RS Flip-Flop, 138-139, 142, 144.. 
Characteristic table, 142. 
Description, 138. 

Excitation table, 142. 


S 


Scalar Processor, 570, 645. 
Schmitt Trigger, 419—420, 507, 645. 
SDRAM, 206, 645. 
Secondary memory, 299—300, 304—326, 645. 
segmentation, 305—308, 311-315. 
Segmented memory, 204-205, 313—314, 316, 369. 
segments, 204—205, 305—306, 311-314. 
Self-correcting counter, 159. 
Sequential logic circuit, 172, 645. 

Analysis, 145-147. 

Design, 150-156. 

Minimization, 148-150. 
Set-associative cache mapping, 329-330. 
Seven Segment Displays, 8. 

Common anode, 8. 

Common cathode, 8. 
Shift Operations, 162-164, 384—386, 479—482. 
Signed addition, 250—251. 
Signed binary numbers, 29-32. 
Signed division, 254. 
Signed multiplication, 253—254. 
Signed subtraction, 251. 
Sign extension, 221, 383, 476. 
Sign-magnitude arithmetic, 38. 
Sign-magnitude Numbers, 29. 
SIMD, 348-349. 
Single-chip microcomputer, 2, 185, 645. 
Single-Chip Microprocessor, 185, 188, 645. 
Single-step, 231, 373, 437, 460, 646. 
Sixty-Four Bit Microprocessors, 545, 575, 576, 
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Software, 1, 228-233, 646. 
Software breakpoint, 231. 
Spooling, 336. 
SRAM, 166, 205. 
SRAM cell, 167. 
SR Latch, 136-138. 
SSI, 15-16. 
Stack, 195—197, 372, 399, 487—489, 646. 
Stack Pointer, 195, 197, 399, 460, 646. 
Standard I/O, 337—338, 428, 565, 646. 
State diagram, 147-154, 158-159. 
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State machines, 135,170. 
State machine design using ASM chart, 170—176. 
State table, 146, 147. 
Static RAM. See SRAM. 
Status Register, 194—195, 197—198, 372-373, 460. 
Subroutine, 221—222, 388-391, 485. 
Subtractor, 
Full-subtractor, 109—110. 
Half-subtractor, 109. 
One's complement, 39-40. 
Sum-of-Products, 72, 74, 88. 
Superscalar Processor, 570, 612, 646. 
Synchronous sequential circuit, 145—176, 647. 
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T Flip-Flop, 140, 142, 143, 144. 
Characteristic table, 142. 
Description, 140. 

Excitation table, 142. 

Ten’s complement, 39. 

Thirty-two Bit Microprocessors, 543, 576—611. 

Three-Variable K-map, 76-77. 

Totem-pole outputs, 10, 11. 

Transistor, 1, 6-7, 647. 

Active mode, 6. 
Cut-off mode, 6. 
Saturation mode, 6. 

Tristate, 10, 11. 

TTL, 9-11, 16, 17. 

TTL Outputs, 10-11. 
Open-collector output, 10, 11. 
Totem-pole output, 10,11. 
Tristate, 10, 11. 

Two-Pass Assembler, 213. 

Two-Variable K-map, 76. 

Twos complement, 39—46, 647. 


U 


Unicode, 36-37. 

Unified cache, 328. 

Unpacked BCD, 32, 34, 381, 383, 405. 
Unsigned addition, 38. 

Unsigned binary numbers, 28-29. 
Unsigned division, 46. 

Unsigned multiplication, 46. 

USB Flash Memory, 300. 
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Vector machine, 349—351. 
Verilog, 127-129, 647, 713-755. 
ALU, 743-745. 
always, 714,715. 
assign, 719, 729. 
begin, 714. 
Behavioral, 128, 129, 634, 719-721. 
Blocking assignment, 730. 
case, 720. 
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Clock, 729. Named association, 76]. 

Combinational circuit design, 721—728. Operators, 757,758. 

Concatenate operator, 719, 723. out, 758. 

Conditional operator, 714, 719. port, 757. 

Counter, 735—740. Positional association, 761. 

CPU, 745-753. process, 762, 769. 

Dataflow, 128, 636, 719. signal, 760, 762. 

$display, 716. Status Register, 777—778. 

$monitor, 716. Structural, 759—761. 

$time, 715. Synchronous sequential circuit design, 769—805. 

end, 714. variable, 760, 762. 

endmodule, 713. wait until, 777. 

Hierarchical, 714, 725. when-else, 763—764. 

if-else, 720. with-select, 763, 764—765. 

initial, 714, 715, 729. Virtual memory, 304—326, 648. 

Memory, 743. VLSI, 15-16. 

Miswiring, 715 Volatile memory, 3, 166, 205. 

module, 713. 

Named association, 718. W 

Net, 713,714. 

Non-blocking assignment, 729. Wired-AND logic, 10,11. 

Numbers, 714. Word, 2, 3, 648. 

Operators, 719. Write-back method, 330. 

parameter, 714. Write-through method, 330. 

Positional association, 718. WRITE Timing Diagram, 208, 209. 

Procedural statement, 729. 

Reduction operator, 714. X 

reg, 714. 

Register, 729. XNOR. See Exclusive-NOR. 

Sequential circuit design, 728. XOR. See Exclusive-OR. 

Status Register, 741—743. XOR/XNOR Implementation, 91—94. 

Structural, 128, 717-719. 

Test bench, 715. Z 

User-Defined Primitive (UDP), 716. 

wire, 713. | Zero flag, 195, 197-198, 373, 460. 
VHDL, 127-129, 648, 7577-806. Zip disk, 300. 

ALU, 781-785. 


architecture, 758. 
Behavioral, 128, 129, 634, 761—763. 
bit vector, 758. 

buffer, 758. 

case, 758. 

Clock, 769. 
Combinational circuit design, 766—769. 
component, 761. 
Concatenate operator, 764. 
constant, 760. 

Counter, 773—777. 

CPU, 785-805. 
Dataflow, 636, 763—768. 
entity, 758. 

generate, 778-781. 
generic, 778—781. 
generic map, 778-781. 
Hierarchical, 759. 

IEEE 1164, 758, 760. 
if-else, 762, 763. 

in, 758. 

inout, 758. 

Mixed, 765. 
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